Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminares

Eterna Lineer Serisi
Eterna Linear Series

B Pelsan

Govde Elektrostatik toz boya kapli aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED ; Renksel ger. ind. IP Koruma
SMD mid power 9
. Colour Ren. In. [CRI) >80 IP Protection IP20
Optik Kapak L”kSEk 15tk gecirgenligine sahip opal Gii Faktoril RAL Kodu 9005
igh transmission opal >0.90 9006
Diffuser Power Fac. [cos ¢) : RAL Code 9016
Sirici ENEC belgeli Opsiyonlar DALI ve koridor fonksiyon DALl and corridor function
Driver ENEC certified Options uygulamasi. Acil durum application. Emergency lighting
aydinlatma uygulamasi. unit application. Different RAL

istenilen renk sicakligina (CCT)code electrostatic powder

LED uygulamasi. Farkli RAL  coating. LED application
kodlarinda elektrostatik according to desired correlated
toz boya uygulamasi. colour temperature (CCT).
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Armatiirlere ait biytiklikler Product Details

Urdin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhdi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)

108898 14 1260 4000 90 625x77x85 620x62 1 0,0047 1,15
108899 20 1800 4000 90 895x77x85 900x62 1 0,0067 1,47
108900 28 2520 4000 90 1225x77x85 1220x62 1 0,0090 1,77
108901 42 3780 4000 90 1505x77x85 1500x62 1 0,0110 2,15
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