R Pelsan

N YYY:

it -'H

= I'°=,|'|“ l

Uriin Katalogu

Product Catalogue
2018






: I Pelsan

\

Seeoe®

Urlin Katalogu
Product Catalogue

2018



Pelsan LED Armaturler

Her sey 36 yil dnce bir hayalle basladi. Aydinlatma sektoriine

adim attigimiz o yillarda hayalimiz Ulkemizde ve diinyada daha

¢ok insani dogru ve kaliteli 1sia en hizli sekilde ulastirmakti.

Daha verimli ve daha givenli aydinlatma armatirlerini

standartlara uygun sekilde, %100 Tirk mihendis ve isg¢isinin

emedi ile sunduk yillardir Sirekli gelisim hedefi ile birlikte
calistigimiz  takim  arkadaslarimizi,  tedarikcilerimizi  ve
misterilerimizi aydinlatma biliminin kurallarini gozeterek ayni
paydada bulusturduk. Universitelerle kurdugumuz yakin iliskilerle
bilimin sanayimize destegini sagladik.

Gen¢ mihendis adaylarina aydinlatmanin dnemini aktarip
farkindalik yaratmaya c¢alistik.

Yeni teknoloji LED'in gelisi ile birlikte alt yapi calismalarimizi
AR-GE projeleri ile hizlandirdik. Elektronigi aydinlatma bilgimiz
ve tecriibemizle harmanladik.

Bu katalog aydinlatma ihtiyaglarinizin  timini bir arada
bulabileceginiz Pelsan Aydinlatma urin grubuna katilan yeni
nesil LED 1sik kaynakli armatdirleri ve bu armatdirlerin arkasindaki
tasarim-kaliplama-dl¢imleme-esnek lretim vyapisi ve
projelendirme ile multidisipliner hale gelen aydinlatma konusuna
gonul vermis tim mihendis ve diger calisanlarimizin emeklerini

icermektedir.






Pelsan LED Armatdurler

Pelsan LED Luminaires

Aydinlatma sektoriinde
36 yillik deneyim

Aydinlatma sektoriinde 36 yili askin
siredir edindigimiz deneyim ile LED
teknolojisinin yeniliklerini dogru adimlar
atarak birlestiriyoruz. Markamizin verdigi
gliven ve gii¢ ile yeni 1sik kaynaklari ile
Urettigimiz ~ Urlnlerde sizi sorunsuz

sonuglara ulastiriyoruz.

36 years experience in lighting
industry

Thankstothe experience gainedinlighting
industry over 36 years, We combine the
innovations of LED technology thereby
taking accurate steps. We deliver you
smooth results with the products we
created with new light sources, thanks to

the power and safety our brand provides.

AR-GE

Cok hizli gelisen LED Teknolojisi ile
birlikte AR-GE calismalarimiza yon
veriyoruz. Projeniz icin en dogru
tasarimlari aydinlatma kriterlerine en
uygun sekilde sunuyoruz. LED isik
kaynagina uygun sekilde ar-
matlr tasarliyor ve yine LED’e o0zel
sizlerle

olcimlemelerle sonuclari

paylasiyoruz.

R&D

We direct our R&D studies, in
accordance with the very fast-developing
LED technology. We offer the best
accurate designs for your projects, in the
best manner suitable to lighting
criteria.We are designing luminaires in
compliance with LED light source and
share the results with you therewith the

measurements special to LED.

Tasarim

Aydinlatma armatird Ureticisi  olarak
tasarim bilincinin tim paydaslarimizda
olusmasi icin sirekli calisiyoruz. Mekanik,
optik, elektriksel ve sil tasarimlari
biinyemizde yapabiliyor, ozellikle enerji
verimliligi calismalarimizla llkemize ve

kullanicilarimiza kazang sagliyoruz.

Design

As producers of lighting luminaires, we
constantly work in order to raise design
awareness in all our stake holders. We
are able to carry out mechanical, optical,
electrical and thermal designs within
ourselves and we derive profit for our
country and users, especially with

energy-efficiency studies.

Olcimleme

Yeni teknoloji LED ile birlikte yenile-
digimiz laboratuvarimizda LED’e &zel
cihazlarla ol¢lim yapabiliyoruz. Kendi
biinyemizde kurdugumuz Tirk Akredi-
tasyon Kurumu tarafindan akredite edil-
erek tescil edilen Aydinlatma Laboratu-
varti ile Urilinlerimizi gerekli tim testlere
tabi tutarak belgelendirmekteyiz.

Measurement

We can carry out measurements via in-
struments peculiar to LED in our labora-
tory renewed with new LED technology.
All lighting products are certified with
the Lighting Laboratory that has been es-
tablished internally and registered upon
accreditation by Turkish Accreditation

Institution.

Sistem ve Kalite
Belgeleri

1997 yilindan bu yana 1S09001 Kalite
Belgesi ile toplam kalite anlayisi
cergevesinde Uretim yaplyoruz.
Uriinlerimizde onayli test kuruluslarinin
belgeleriyle,

givenle  kullanacaginiz

armatirleri  kullaniminiza  sunuyoruz.

System and Quality
Certificates

Since 1997, we have been making
production within the framework of total
quality with ISO 9001 Quality Certificate.
We are putting the luminaires in service
which you can safely use with the

documents of certified testinginstitutions.
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intiyaclariniz  dogrultusunda  hareket
ediyor, reflektorinden refraktdrine,
boyundan derinligine, boyasindan

komponentlerine Uretimimizi size ozel

hale getiriyoruz.

Aydinlatma ile ilgili tiim ihtiyaclariniz
icin size tek bir adres sunuyor, 7
kategorideki 3000 askin Grin
cesidimizle operasyon sayinizi azaltip

size zaman yaratiyoruz.

Aydinlatma projeleriniz i¢in tasarimci ve

miihendis ekibimizle lcretsiz
projelendirme destedi veriyoruz. Enerji
verimliligi  konusunda  06zel egitimli
arkadaslarimizin calismalariyla tasarruf

etmenizi saglarken, mekaniniz icin en

dogru ¢éziimleri sunuyoruz.

LED isik kaynagi tasarruflu, uzun omirld,
verimli... Ancak biz armatir (Ureticisi
olarak gercek tasarruf icin sadece isik
kaynaginin yeterli olmadigini soyliyoruz.
Istk  kaynagr ile birlikte aydinlatilan
ortamin kosullart  ve  armatiriin
tasarimi birlikte ele alindiginda gercek
tasarrufu  saglayabilirsiniz.  Pelsan’da
once ihtiyacinizi belirliyor, dogru mekan
ve kullanim sartlarini analiz ediyor,
en dogru stk kaynagini, ortamda
kullanabilecedimiz otomasyon lrinleri ve
sensorlerle destekliyor, verimli reflektor
ve difizorlerle Urettigimiz armatirlerle
gercek tasarruf oranlarina ulasmanizi

sagliyoruz.
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Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

WNeee
Isoled Backlight Panel Serisi 3
= =
Isoled Backlight Panel Series
30x30
Bt
& 30x60
a “
s
\_\-:1:_ 30x120
60x60 ——
60x120
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1s1k Giic Faktorii RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application.Emergency lighting
P . R acil durum aydinlatma Unitesi  unit application up to 3 hours.
gl:‘rvl.;cru Pelsan marka yiksek verimli uygulamasi. Istenilen renk Production according to

Pelsan high efficiency driver

sicakliginda (CCT) LED

uygulamasi.

desired correlated colour
temperature (CCT).

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Gamma Angles

120°

a

Teknik Cizim Technical Drawing

180.00 enm— .0

270.09 enm— 0.0

Armatiirlere ait buiyikliikler

33W LED

1:100.00%

Product Details

Kullanim Alanlari
Fields of Application
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Bakiniz sayfa 232 See page 237

Urdin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik FaktSrd Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhig

Code No Power Luminous Flux Colour Temp. Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)

106162 12 1100 6500 92 295x295x50 275x275 5 0,0316 7
106167 17 1700 6500 100 595x295x50 575x275 4 0,0510 7.6
105655 33 3300 6500 100 595x595x60 588x588 5 0,1980 15
106185 33 3300 6500 100 1195x295x50 1175x275 4 0,2160 12,8
106176 42 3910 6500 93 595x595x50 575x575 5 0,1980 15
106191 84 7810 6500 93 1195x595x50 1175x575 1

12 & CE |pao] = @ wan|  EN60598-2-2




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Isoled Backlight Metal Asma Tavan Panel Serisi
Isoled Backlight Metal Suspended Panel Series

>
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P4
P Colour Ren. In. (CRl) >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gii¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application.Emergency lighting
P . R acil durum aydinlatma Unitesi  unit application up to 3 hours.
gu.rucu Pelsan marka ytiksek verimli uygulamasi. Istenilen renk Production according to
I Pelsan high efficiency driver sicakliginda (CCT) LED desired correlated colour

uygulamasi.

temperature (CCT).

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

wlalz
EmE

Bakiniz sayfa 232 See page 237
180.00 e 0 33W LED 1:100.00 % )
270.09 enm— 0.0
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106217 12 1100 6500 92 300x300x53 5 0,0316 7
105665 33 3300 6500 100 600x600x67 5 0,1980 15
106211 42 3910 6500 93 600x600x67 5 0,1980 15
& CE |po| = @ ol EN60598-2-2 13




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires K Pelsal‘l
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Isoled Plus Backlight Panel Serisi
Isoled Plus Backlight Panel Series
® Performans serisi ile 125lm/W’a varan verimlilik.
Efficiency up to 125lm/W with performance series.
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek Isik Glic Faktorii RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosq) 0.9 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency
P - P acil durum aydinlatma Unitesi  lighting unit application
Surucu Avrupa menseili yiiksek verimli uygulamasi. Istenilen renk up to 3 hours. Production
Driver European origin high efficiency sicakliginda (CCT) LED according to desired
uygulamasi. Farkli RAL correlated colour temprature
kodlarinda elektrostatik toz (CCT). Different RAL code
boya secenegi electrostatic power coating.
Isik Siddeti Da§|l|m E§risi Teknik Cizim Technical Drav\/ing Kullanim Alanlari
Light Distribution Curve Fields of Application
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2700 e 0.0 | Bakiniz sayfa 232 See page 237

Armatiirlere ait biyiiklikler Product Details

Uriin Kodu Glig Isik Akisi Renk Sicakhgi  Etkinlik Faktor Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux  Colour Tem. Luminous Effic.  Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108417 28 2850 6500 102 595x595x60  588x588 5 0,198 15
105659 33 3300 6500 100 595x595x60  588x589 5 0,198 15
105679 42 3780 6500 90 595x595x60  588x590 5 0,198 15
108420 28 Performans / Performance 3500 6500 125 595x595x60  588x591 5 0,198 15
108471 33 Performans / Performance 4100 6500 124 595x595x60  588x592 5 0,198 15
108470 42 Performans / Performance 4740 6500 113 595x595x60  588x593 5 0,198 15

; K <@ (€ pa] = © [ evoosseaz




Siva Alt1 Ofis Armatiirleri Recessed Mounted Office Luminaires i . Pelsa“

Isoled Elegant Backlight Panel Serisi
Isoled Elegant Backlight Panel Series

L
./’. i
y_
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40

Optik Kapak UVisinlarina dayanimli, sararmayan yliksek 151k Gig Faktori RAL Kodu 9016
Ditiusar gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.90 RAL Code

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function

luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming

uygulamasi. 3 saate kadar application. Emergency
R . L acil durum aydinlatma Gnitesi  lighting unit application
Surict Pelsan marka yuksek verimli uygulamasi. Istenilen renk up to 3 hours. Production
Driver Pelsan high efficiency driver sicakliginda (CCT) LED according to desired
uygulamasi. correlated colour cemprature
(cCT).
Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing 'F‘_Uﬁtja"'TAAlinlatrl
Light Distribution Curve a |©.05 Of Appication
Gamma Angles 180" 120°

0 42W LED 1:100.00 % i
ci Bakiniz sayfa 232 See page 237

Armatiirlere ait biiylklikler Product Details

Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108431 33 3300 6500 100 595x595x60 575x575 5 0,198 15
108433 42 3906 6500 93 595x595x60 575x575 5 0,198 15

CE P40 Z @ 2020V EN 60598-2-2 15




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Isoled Backlight Ambians Panel Serisi
|soled Backlight Ambiance Panel Series

® Isoled Ambiyans, 6zel difiizorl sayesinde farkli agilardan farkli isik hareleri sunar.
Bu 6zelisik hareleri sayesinde ofisinize dinamizm katar.
Isoled Ambience provides different coronas from different angles.
Make your office a dynamic place with special coronas.

% Kamasma kontrolld 6zel difiizor Metal kitleme tavan opsiyonu —
Anti-glare special diffuser Metal suspended ceiling option

100 tm/W’ imlilik [
M/ 1asan verimut @, Avrupa driver opsiyonu ~~
Over 100 Lm/W' efficiency European driver option —
~~
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >80 IP Protection P40
LED SMD mid power Gii¢ Faktori RAL Kodu
Power Fac. (cos ) >0.90 RAL Code 9016
Optik Kapak Kamasmay dnleyen ozel tasarim diftizor Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser Anti-glare, special design diffusor Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application.Emergency lighting
PR " S acil durum aydinlatma Unitesi  unit application up to 3 hours.
SHIEE Pelsan marka ytiksek verimli uygulamasi. Istenilen renk Production according to
Driver Pelsan high effiency driver sicakliginda (CCT) LED desired correlated colour
uygulamasi. temperature (CCT).
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
105631 12 1210 6500 100 295x295x50 275x275 5 0,0316 7
105635 17 1850 6500 109 295x595x50 275x575 4 0,0510 7,6
105637 33 3450 6500 105 595x595x60 588x588 5 0,1980 15
105646 42 4100 6500 105 295x1195x60 275x1175 4 0,2160 12,8
105641 42 4410 6500 105 595x595x60 588x588 5 0,1980 15

16



Isik Siddeti Dagiim Egrisi
Light Distribution Curve

Gamma Angles.

120°

45°

_ cdkim

5 30°

00 42WLED

1:100.00%

Farkli acilardan
farkli isik hareleri

sunar.

Provides different
coronas from
different angles.

Teknik Cizim Technical Drawing

a

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 232

IP 40

RS

220-240V
50-60Hz

EN 60598-2-2



Siva Alt1 Ofis Armatirleri Recessed Mounted Office Luminaires

R
Mioled Edgelight Panel Serisi
Mioled Edgelight Panel Series
e
- _—— 30x60
30x30
30x120
Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glc Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. cosg) 2095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak dim uygulamasi. Triac dim application.
luminaire Options 3 saate kadar acil durum Emergency lighting unit
aydinlatma Unitesi application up to 3 hours.
P . R uygulamasi. Istenilen renk Production according to
gl:‘rvl.;cru Pelsan marka yiksek verimli sicakliginda (CCT) LED desired correlated colour

Pelsan high efficiency driver

uygulamasi.

temperature (CCT).

Kullanim Alanlari

Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing
Light Distribution Curve a c

Gamma Angles 180° 120°

o

30W LED

180.0 e 0.0

70, commmn 90,0

Armatirlere ait buyiklikler Product Details

Fields of Application

Bakiniz sayfa 232 See page 232

Urtin Kodu Glig I§[k Akisi Renk Sicakligi Etkin]ik Faktéle'j Boyutl_ar @ Koli Adedi  Koli Hacmi Koli A§|rl|§|
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108089 20 1880 3000 94 295x295x12 280x280 20 0,0339 20
108023 20 1880 4000 94 295x295x12 280x280 20 0,0339 20
108024 20 1880 6500 94 295x295x12 280x280 20 0,0339 20
108087 30 2660 3000 88 295x595x12 280x580 10 0,0347 12
108025 30 2660 4000 88 295x595x12 280x580 10 0,0347 12
108026 30 2660 6500 88 295x595x12 280x580 10 0,0347 12
108088 40 3120 3000 78 295x1195x12 280x1180 4 0,0683 19
108027 40 3120 4000 78 295x1195x12 280x1180 4 0,0683 19
108028 40 3120 6500 78 295x1195x12 280x1180 4 0,0683 19
18 Kz CE€ |Peo| 7[R EeNeosos-22




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires
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Mioled Edgelight Panel Serisi
Mioled Edgelight Panel Series
60x60
Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Glic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) ~ >0-95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak dim uygulamasi. Triac dim application.Emergency
luminaire Options 3 saate kadar acil durum lighting unit application up to 3
aydinlatma Unitesi hours. 4000/6500K correlated
P N L uygulamasi. 4000/6500K colour temperature (CCT).
gu_rucu Pelsan marka yiiksek verlmh renk sicakligi uygulamasi. Production according to desired
JURLE Pelsan high efficiency driver istenilen renk sicakliginda  correlated colour temperature

(CCT) LED uygulamasi.

(ccT).

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

180.0 e 0.0 36WLED

1:100.00 %

70,0 e 90,0

Teknik Cizim Technical Drawing

a C

o

Armatiirlere ait blyuklikler Product Details

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 232

Uriin Kodu Glg I§|_k Akisi Renk Sicakligi Etkin]ik Faktd([j Boyutl_ar @ Koli Adedi  Koli Hacmi Koli A§|rl|§|
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108419 28 EU 2520 3000 90 595x595x12 580x580 5 0,0559 13,5
106060 28 EU 2520 4000 90 595x595x12 580x580 5 0,0559 13,5
108418 28 EU 2520 6500 90 595x595x12 580x580 5 0,0559 13,5
106071 36 3200 3000 89 595x595x12 580x580 5 0,0559 13,5
106072 36 3200 4000 89 595x595x12 580x580 5 0,0559 13,5
106073 36 3200 6500 89 595x595x12 580x580 5 0,0559 13,5
107966 48 3840 4000 80 595x595x12 580x580 5 0,0559 13,5
107967 48 3840 6500 80 595x595x12 580x580 5 0,0559 13,5
107968 54 4320 4000 80 595x595x12 580x580 5 0,0559 13,5
107969 54 4320 6500 80 595x595x12 580x580 5 0,0559 13,5

&Kz CE |Pao| T | eneosss22 19




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires H . Pelsal‘l

Mioled Edgelight Panel Cercevesi
Mioled Edgelight Panel Frame

Mono Panel Cercevesi Mono Panel Frame

© Slim LED panelleri siva iisti armatiire donistlirmek icin pratik ¢6ziim sunar.
Offer a practical solution for converting slim LED panels to the surface mounted luminaires.

Govde Elektrostatik toz boya kapli metal IP Koruma P40 RAL Kodu 9016
Body Electrostatic powder coated metal IP Protection RAL Code
Opsiyonlar Farkli RAL kodlarinda  Different RAL code
Options elektrostatik toz boya  electrostatic power
secenegi. coating.

Teknik Cizim Technical Drawing

“Duo Panel Cercevesi” 2 parcadan
olusan modiiler yapisi sayesinde
her slim LED panel ile uyumludur.
Because of structure “Duo Panel
Frame” which consist from 2 parts
is suitable for all slim LED panels.

“Mono Panel Cercevesi” tek
parcadan olusan mono blok
yapisiyla montaj esnasinda
zamandan tasarruf saglar.
Because of structure "Mono Panel
Frame” which is monobloc save
your time during installation.

Armatiirlere ait buytiklikler Product Details

Urtin Kodu Tip Boyutlar Koli Adedi Koli Hacmi Koli Agirhign
Code No Type Dimensions Pcs/Pack Package Vol. Package Weight
(mm)abc (m3) (kg)
315382 Mono 600x600 5 0,101 6,4
315898 Mono 300x300 5 0,029 3.8
315897 Mono 300x600 5 0,054 52
311266 Duo 600x600 5 0,099 11,0
311267 Duo 300x300 5 0,027 4,6
311268 Duo 300x600 5 0,053 6,6
311269 Duo 300x1200 5 0,011 12,0

20 IP40 E E




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Mioled Edgelight Metal Asma Tavan Panel Serisi
Mioled Edgelight Metal Suspended Panel Series

Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI] >80 IP Protection P40
Optik Kapak uv !slnlar_lr]a dayammh , sararmayan yiiksek 1s1k Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac [cosg) ~ >0-95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak dim uygulamasi. Triac dim application.
luminaire Options 3 saate kadar acil durum Emergency lighting unit
aydinlatma Unitesi application up to 3 hours.
S . - uygulamasi. 4000/6500K 4000/6500K correlated colour
gl::::iu Pelsan marka yuksek verimli renk sicakligi uygulamasi. temperature (CCT). Production

Pelsan high efficiency driver

istenilen renk sicakliginda
(CCT) LED uygulamasi.

according to desired correlated
colour temperature (CCT).

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Gamma Angles 180°

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

cide = = =L Bakiniz sayfa 232 See page 232
180.00 enm— .0 36W LED N:100.00 %
270.09 enm— 0.0
Armatiirlere ait buytklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirhign
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106089 36 3200 3000 89 600x600x13 5 0.0559 12
106090 36 3200 4000 89 600x600x13 5 0,0559 12
106093 36 3200 6500 89 600x600x13 5 0,0559 12
108104 20 1600 3000 80 300x300x13 20 0,1343 16
108029 20 1600 4000 80 300x300x13 20 0,1343 16
108030 20 1600 6500 80 300x300x13 20 0,1343 16
CE |pPaw| 7 |22 eneosos22 21




Siva Alt1 Ofis Armatirleri Recessed Mounted Office Luminaires

Mioled Konfor Serisi
Mioled Comfort Series

Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) 095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak dim uygulamasi. Triac dim application.
luminaire Options 3 saate kadar acil durum Emergency lighting unit
aydinlatma Unitesi application up to 3 hours.
s . - uygulamasi. 4000/6500K 4000/6500K correlated
Su_rucu Pelsan marka yiiksek verimli renk sicakligi uygulamasi. colour temperature (CCT).
Driver Pelsan high efficiency driver
Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

a c
Gamma Angles 1u' 120° - q (C) .N o .
f " | .—\EL .‘ﬁi
ZIN -
. .

g

o

180.0 e 0.0 36W LED 1:100.00 %

Bakiniz sayfa 232 See page 232

9700 o 90,0

Armatiirlere ait biyiiklikler Product Details

Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108116 36 3200 4000 89 600x600x12 580x580 5 0,07 13,5
108117 36 3200 6500 89 600x600x12 580x580 5 0,07 13,5

22 CE IPdo| T [Wa2| EN60598-22




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Mioled Performans Serisi
Mioled Performance Series

Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans

Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktoru RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) ~ >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V
uygulamasi. 3 saate kadar Dimming application.
P . R acil durum aydinlatma Emergency lighting unit
gu_rucu Pelsan marka yiiksek verimli Unitesi uygulamasi. application up to 3 hours.
T Pelsan high efficiency driver 4000/6500K renk sicakligi 4000/6500K correlated
uygulamasi. Avrupa mensei  colour temperature (CCT).
ylksek verimli strici European origin high
uygulamasi. efficiency driver.
Isik Siddeti Daglllm E§risi Teknik Cizim Technical Drav\/'\ng Kullanim Alanlari
Light Distribution Curve Fields of Application
a c

Gamma Angles 180° 120°

180.0 e 0.0 36/ LED 1:100.00 %

v Bakiniz sayfa 232 Sce page 232

270.0) comm—0.0

Armatiirlere ait buyuklikler Product Details

Urdin Kodu Glig Isik Akis Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108114 36 3960 4000 110 600x600x12 580x580 5 0,07 13,5
108115 36 3960 6500 110 600x600x12 580x580 5 0,07 13,5
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Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

WNees!
Mioled IP65 Serisi
Mioled IP65 Series
- .
—
—
‘?‘:h-ék
—
® Toz ve su almaz.
Dust and waterproof.
Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P65
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek i1sik Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) 0.9 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar 3 saate kadar acil durum Emergency lighting unit
luminaire Options aydinlatma Unitesi application up to 3 hours.
uygulamasi. Istenilen renk Production according to
e . - sicakliginda (CCT) LED desired correlated colour
Su.rucu Pelsan marka yiiksek verimli uygulamasi. temprature (CCT).
Driver Pelsan high efficiency driver
|$_|k Siddeti Daglllm Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
Gamma Angles 180° 120° a (4
- @ ° [}
e | ||
Bakiniz sayfa 232 See page 232
b
Armatiirlere ait biyuklikler Product Details
Uriin Kodu Gli¢ Isik Akis Renk Sicakhdi Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108152 40 3000 6500 75 595x595x10 580x580 4 0,1027 21
2% CE |pss| = @ | EN60598-2-2




Siva Alti Ofis Armatiirleri

Mioled Sun-up Serisi
Mioled Sun-up Series

Recessed Mounted Office Luminaires

© Dahili giin 15141 sensdri sayesinde aydinlatma siddetini ayarlayarak
maksimum verimlilik saglar.
Built-in daylight sensor ensures maximum efficiency by adjusting
the lighting intensity

%100

%80 %50 %20

\_. ._/ \_.

Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P40
. UVisinlarina dayanimli, sararmayan yiiksek 1sik Giic Faktori

gpftflk oo gecirgenligine sahip PMMA Povcver Fac. (cos¢) >0.95 gﬁt gogu 9016

e High transmission PMMA opal cover with UV protection, ) o

-yell th hout lifet f the
non-yellowing throughout lifetime of the luminaire Opsiyonlar 3 saate kadar acil durum Emergency lighting unit

Stirticl Pelsan marka yiiksek verimli Options aydinlatma Unitesi application up to 3 hours.
Driver Pelsan high efficiency driver uygulamasi.

Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing

Light Distribution Curve a c

180°

Gamma Angles

o

Armatiirlere ait biyuklikler Product Details

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 237

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktori Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (ka)
108162 40 3000 6500 75 595x595x22 580x580 6 0,0137 21
c € Pso| = @ oo | EN60598-22 25
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Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires K Pelsal‘l

Neee
Mioled Aura Serisi
Mioled Aura Series
j
*ﬂ‘ o
<
& F $
N & N
ENHIRN RS Y NS
& AN
2700K 3000K 3500K 4000K 5000K 6500K
RF Kontrol CCT Degistirebilir Dimlenebilir 2
: . SABAH OGLEN AKSAM
RF Control CCT Adjustable Dimmable MORNING NOON EVEEING
Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD mid power Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P40
. UVisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori
e High transmission PMMA opal cover with UV protection, i o
non-yellowing throughout lifetime of the luminaire sl 3 saate kadar acil durum Emergency lighting unit
Sirtcl Pelsan marka yiiksek verimli Options aydinlatma Unitesi application up to 3 hours.
Driver Pelsan high efficiency driver uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a c Fields of Application
‘Gamma Angles 180° 120° N
b
Bakiniz sayfa 232 See page 7232
Armatiirlere ait buyiiklikler Product Details
Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktort Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108161 45 3375 Dinamik Beyaz / Dynamic White 75 595x595x22 580x580 5 0,1312 18

26 CE IP4o| = @ Soam: | EN60598-2-2
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Siva Alti1 Ofis Armatirleri

Mioled Speaker Serisi
Mioled Speaker Series

Recessed Mounted Office Luminaires

Dahili Hoparlor
Built-in Speaker

Bluetooth ile kolay kontrol
Easy control via Bluetooth

Govde Aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma IP40
Colour Ren. In. (CRl) >80 IP Protection
Optik Kapak UVisinlarina dayanimli, sararmayan yiksek i1sik Giic Faktoru RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) ~ >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Bluetooth Algilama (.1
luminaire Mesajesi (m) 0-1
Bluetoorh Range (m)
Siricu Pelsan marka yiiksek verimli - __ )
Driver Pelsan high efficiency driver Opsiyonlar 3 saate kad?r gml_durum Emergency lighting unit
Options aydinlatma Unitesi application up to 3 hours.

uygulamasi.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

a c
‘Gamma Angles 180° 120° o
b
- Bakiniz sayfa 232 See page 237
Armatiirlere ait biyiklikler Product Details
Uriin Kodu Glig Istk Akisi Renk Sicakhigi  Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
108153 40 3000 6500 595x595x40 580x580 6 0,1372 21
CE |pao| = [2a%| Eneos9s-22 27




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires i K Pelsal‘l
Neee
Calisto Edgelight Panel Serisi
Calisto Edgelight Panel Series
Govde Alliminyum ekstriizyon Giris Gerilimi Frekans
Body Aluminium extrusion Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gli¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) 095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar 3 saate kadar acil durum Emergency lighting unit
luminaire Options aydinlatma tnitesi application up to 3 hours.
uygulamasi. Istenilen Production according to
Sdrici Pelsan marka yiiksek verimli renk sicakliginda (CCT) desired correlated colour
Driver Pelsan high efficiency driver LED uygulamasi. cemprature (CCT)

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

180° 120°

Gamma Angles

48W LED :100.00 %

Teknik Cizim Technical Drawing

0

Armatiirlere ait buyuklikler Product Detalls

Kullanim Alanlari
Fields of Application

I

Bakiniz sayfa 232 See page 232

Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhig
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
108252 48 4440 6500 93 595x22 580 5 0,1501 13
28 c E IP4o| = @ Sosorz | EN 60598-2-2




Siva Alt1 Ofis Armatirleri Recessed Mounted Office Luminaires

Divaled Endirekt Panel Serisi
Divaled Indirect Panel Series

Kolay ve hizli montaj
Quick and easy installation

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. 570 P Korumq 1P20
Colour Ren. In. (CRI) IP Protection
Optik Kapak Homojen 1sik dagilimi saglayan, yiksek isik Giic Faktoru RAL Kodu 9016
Diffuser gecirgenligine sahip opal beyaz prizmatik diftizor. Power Fac. (cos ¢) >0.95 RAL Code
High transmission opal prismatic cover with
homogeneous light distribution. Opsiyonlar istenilen renk Production according to
Options sicakliginda (CCT) LED desired correlated colour
uygulamasi.Farkli RAL temprature (CCT). Different
Sirtcu Avrupa mensei yliksek verimli kodlarinda elektrostatik RAL code electrostatic power

Driver European origin high efficiency driver toz boya secenegi. coating.

Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing I;‘ullldanlranAlal_nlan
Light Distribution Curve lelds of Application

Gamma Angles 180° 120°

105 hos|

e
AR

90°|

75°)

60° 60°
45°] 45°
il e o © o Bakiniz sayfa 232 See page 232
180.00 0 42W LED M100.00% e e
b c
270.09 e 0.0
Armatiirlere ait biyuklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (ka)
108125 42 2920 4000 70 595x595x72 580x580 4 0,108 16,36
108408 42 2920 6500 70 595x595x72 580x580 4 0,108 16,36

CE IP20| T @ oo | ENG60598-2-2 2




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Neee
Seoled Backlight Panel Serisi
Seoled Backlight Panel Series
Seoled 1
Seoled 2 Seoled 3
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak uv |_s|nlar_|~r_1a dayanimli, sararmayan yiiksek ik Gli¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) 2095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications.1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency
P . R acil durum aydinlatma lighting unit application up to
gl:‘rvl.;cru Pelsan marka yiksek verimli Unitesi uygulamasi. Istenilen 3 hours. Production according

Pelsan high efficiency driver

renk sicakliginda (CCT)
LED uygulamasi.Farkli RAL
kodlarinda elektrostatik
toz boya secenegi.

to desired correlated colour
temprature (CCT). Different
RAL code electrostatic power
coating.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

- R c
Gamma Angles 120°
Seoled 1 b
A [
Seoled 2 ] b
a [
15000 o owien 10000 Seoled 3 D b Bakiniz sayfa 232 See page 232
270.09 em— 0.0
Armatiirlere ait biyiiklikler Product Details
Urdin Kodu Tip Glig Isik Akisi Renk Sicakligr  Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Luminous Flux Colour Temp.  Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
106697 Seoled 1 60x60 33 2800 6500 85 595x595x67 580x580 4 0,12 15
106713 Seoled 2 60x60 30 2600 6500 87 595x595x67 580x580 4 0,12 15
106725 Seoled 3 60x60 30 2500 6500 84 595x595x67 580x580 4 0,12 15
106737 Seoled 30x30 8 700 6500 88 295x295x67 280x280 4 0,03 4
106753 Seoled 30x60 17 1490 6500 88 595x295x67 280x580 4 0,06 8
106769 Seoled 30x120 30 2510 6500 84 1195x295x67  280x1180 4 0,12 15
30 @2 c € P4o| @ @l EN 60598-2-2




Siva Alt1 Ofis Armatirleri Recessed Mounted Office Luminaires

Seoled Backlight Metal Asma Tavan Panel Serisi
Seoled Backlight Metal Suspended Panel Series

Govde

Elektrostatik toz boya kapli metal

Giris Gerilimi

Frekans

Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 |P Protection 1P40

Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Glc Faktoru RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function

tuminaire Options uygulamasi. 1-10V Dim applications.1-10V Dimming

uygulamasi.3 saate kadar application. Emergency lighting

Suieh Pelsan marka yiiksek verimli acil durum aydinlatma unit application up to 3 hours.
Driver Pelsan high efficiency driver Unitesi uygulamasi. Istenilen  Production according to desired

renk sicakliginda (CCT)
LED uygulamasi.Farkli RAL
kodlarinda elektrostatik toz

boya secenegi.

correlated colour temprature
(CCT). Different RAL code
electrostatic power coating.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gama Agilar

180° 120°

105"

90°

75

60°

45°

180.0

270.0

Teknik Cizim Technical Drawing

o

L)

Armatiirlere ait buytiklikler Product Details

-

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See pag

Urtin Kodu Tip Glig Istk Akisi Renk Sicakligi  Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power  Luminous Flux  Colour Temp.  Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106707 Seoled 1 60x60 33 2800 6500 85 600x600x78 4 0,12 15
106719 Seoled 2 60x60 30 2600 6500 87 600x600x78 4 0,12 15
106731 Seoled 3 60x60 30 2500 6500 84 600x600x78 4 0,12 15
106745 Seoled 30x30 8 700 6500 88 300x300x78 4 0,03 4
— - -
CE |rn @ W EN60598-2-2 31




Siva Alt1 Ofis Armatirleri Recessed Mounted Office Luminaires

WNeee
Fioled Backlight Panel Serisi
Fioled Backlight Panel Series
Fioled 2 Fioled 3
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1s1k Glic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) ~ ~0.75 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications.1-10V Dimming
uygulamasi.3 saate kadar application. Emergency lighting
Siiriict Pelsan marka yiiksek verimli acil durum aydinlatma unit application up to 3 hours.
Dri Unitesi uygulamasi. Istenilen Production according to desired
river Pelsan high efficiency driver

renk sicakliginda (CCT)

LED uygulamasi.Farkli RAL
kodlarinda elektrostatik toz
boya secenegi.

correlated colour temprature
(CCT). Different RAL code
electrostatic power coating.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim

Technical Drawing

Kullanim Alanlari
c Fields of Application

S B
‘Gama Agilar! 180° 120° .
Fioled 2 D D
b
a c
Fioled 3 Ly
Bakiniz sayfa 232 See page 237
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Tip Glig Isik Akisi Renk Sicakligr  Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux Colour Temp.  Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
106852 Fioled 2 60x60 33 2800 6500 85 595x595x47 580x580 4 0,12 15
106860 Fioled 3 60x60 33 2800 6500 85 595x595x47 580x580 4 0,12 15
32 2 CE |pao| ™ @ | EN 60598-2-2




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Fioled Backlight Metal Asma Tavan Panel Serisi
Fioled Backlight Metal Suspended Panel Series

Govde Elektrostatik toz boyali metal

Giris Gerilimi

Frekans

Body Electrostatic der coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P4
P Colour Ren. In. (CRI) >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High tran on PMMA ¢ r with UV
out lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Options uygulamasi. 1-10V Dim applications.1-10V Dimming
uygulamasi.3 saate kadar application. Emergency lighting
Siiriici Pelsan marka yiiksek verimli acil durum aydinlatma unit application up to 3 hours.
Driver Pelsan high efficiency driver Unitesi uygulamasi. Istenilen Production according to desired
ve elsz gh efficiency driver

renk sicakliginda (CCT)
LED uygulamasi.Farkli RAL
kodlarinda elektrostatik toz

boya secenegi.

correlated colour temprature
(CCT). Different RAL code
electrostatic power coating.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gama Agilar 180" 120°

Fioled 2

Fioled 3

Teknik Cizim Technical Drawing

<

o

Armatirlere ait buyuklikler Product Detalls

Kullanim Alanlari
Fields of Application

(C]

Bakiniz sayfa 232 See pac

Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power  Luminous Flux  Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abec (m3) (kg)
106856 Fioled 2 60x60 33 2800 6500 85 600x600x78 0,12 15
106869 Fioled 3 60x60 33 2800 6500 85 600x600x78 0,12 15
—m y
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Siva Alt1 Ofis Armatirleri Recessed Mounted Office Luminaires

Halley & Galaxy & Cion Backlight Panel Serisi
Halley & Galaxy & Cion Backlight Panel Series

Armatiirlere ait biyiiklikler Product Details

o
——
Halley
-
Galaxy Cion
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P4
P Colour Ren. In. (CRI) >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1s1k Glic Faktdri RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High transmission PMMA opal cover with UV
pm[pd_‘@' non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
tuminaire Options uygulamasi.1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Siiriic Pelsan marka yiiksek verimli acil durum aydinlatma unitesi unit application up to 3 hours.
D Pol hiah effici d uygulamasi. Radar sensor Radar sensor application.
e etsan high efhiciency driver uygulamasi.Istenilen renk Production according to desired
sicakliginda (CCT) LED correlated colour temperature
uygulamasi.Farkli RAL (CCT). Different RAL code
kodlarinda elektrostatik boya electrostatic powder coating.
uygulamasi.Metal asma tavan Metal suspended ceiling
uygulamasi. application.
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
- a_ - a _a
N w ‘7} i '
|
b :b b
|
| | (]
i c e
S
d Bakiniz sayfa 232 See page 237
Halley Galaxy Cion

Urtin Kodu Tip Glig Isik Akisi Renk Sicakhd@  Etkinlik Faktord Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux  Colour Temp. ~ Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
W) (Im) (K) (Im/W) (mm)abcd (mm) (m3) (kg)
108307 Halley 33 2470 6500 75 595x595x80x46  575x575 4 0,14842 19
106249 Galaxy 33 3000 6500 91 595x595x80  575x575 4 0,14842 19
108512 Cion 33 3000 6500 91 595x595x80  575x575 4 0,14842 19
= .
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Siva Alt1 Ofis Armatirleri Recessed Mounted Office Luminaires

Gupur & Yaprak & Yumo Backlight Panel Serisi
Gupur & Yaprak & Yumo Backlight Panel Series

g
P
= Gupur
{0 T2
i L
Yaprak Yumo
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P4
P Colour Ren. In. (CRl) >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek i1sik Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cos | >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi.1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Siiriicii Pelsan marka yiiksek verimli acil durum aydinlatma Unitesi unit application up to 3 hours.
Dri Pel high eff q uygulamasi. Istenilen renk Production according to desired
e elsan nigh efficiency driver sicakliginda (CCT) LED correlated colour temperature
uygulamasi.Farkli RAL (CCT). Different RAL code
kodlarinda elektrostatik boya electrostatic powder coating.
uygulamasi.Metal asma tavan Metal suspended ceiling
uygulamasi. application.
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
a a a
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Bakiniz sayfa 232 See page 237

Gupur Yaprak Yumo

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakhd  Etkinlik Faktord Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux Colour Temp.  Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
106233 Gupur 33 3000 6500 91 595x595x80 575x575 4 0,14842 19
106236 Yaprak 33 3000 6500 91 595x595x80 575x575 4 0,14842 19
106228 Yumo 33 3000 6500 91 595x595x80 575x575 4 0,14842 19
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Dekaled Backlight Panel Serisi
Dekaled Backlight Panel Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. [CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Giic Faktori RAL Kodu 9016
Biuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Stiriici Pel Ka viiksek verimli acil durum aydinlatma Unitesi unit application up to 3 hours.
ArlE etsan marka yuksex verimt uygulamast. Istenilen renk  Production according to desired
Driver Pelsan high efficiency driver sicakliginda (CCT) LED correlated colour cemprature
uygulamasi. Farkli RAL (CCT). Different RAL code
kodlarinda elektrostatik toz  electrostatic power coating.
boya secenegi.
Isik Siddeti Dagiim Egrisi Teknik Gizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a Fields of Application
Gamma Angles 180° 120°

b
180.0 0.0 33W LED 1:100.00 % Bakiniz sayfa 232 See page 232
I i
270.0 e 90.0 i 1i¢
Armatiirlere ait biyuklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105710 12 700 6500 88 330x330x53 4 0,037 5
105708 17 1530 6500 90 330x630x53 4 0,105 10
105694 33 3000 6500 91 630x630x53 5 0,151 20
105702 42 3900 6500 93 630x630x53 5 0,151 20
105707 33 3000 6500 91 3330x1100x53 4 0,150 20
108510 42 3900 6500 93 3330x1100x53 4 0,150 20
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

R
Dekoled Backlight Panel Serisi
Dekoled Backlight Panel Series
30x60
60x60
30x120
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency
PP, . - acil durum aydinlatma Gnitesi  lighting unit application
Su_rucu Pelsan marka yiiksek verimli uygulamasi. Istenilen renk up to 3 hours. Production
Driver Pelsan high efficiency driver sicakliginda (CCT) LED according to desired

uygulamasi. Farkli RAL
kodlarinda elektrostatik toz
boya secenegi

correlated colour temprature
(CCT). Different RAL code
electrostatic power coating.

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Gamma Angles 180° 120° a C
b
1800 00 33WLED 1:100.00 % L
270.0 commm—— 90,0 Bakiniz sayfa 232 See page 232
Armatiirlere ait biyiklikler Product Details
Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108384 12 1100 6500 92 295x295x54,5 5 0,037 5
108481 17 1700 6500 100 330x595x54,5 5 0,0726 10
108462 33 3300 6500 100 595x595x54,5 5 0,1329 20
108303 33EU 3300 6500 100 595x595x54,5 5 0,1329 20
108480 33EU Performance 4100 6500 124 595x595x54,5 5 0,1329 20
108511 42 3780 6500 90 595x595x54,5 5 0,1329 20
108482 33 3300 6500 100 330x1100x54,5 4 0,1076 20
108483 42 3780 6500 90 330x1100x54,5 4 0,1076 20
@2 C E IPdo| = @ S| EN 60598-2-1 37




Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

"
Nege!
Seoled Backlight Panel Serisi
Seoled Backlight Panel Series
Seoled 1
Seoled 2 Seoled 3
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1s1k Gl Faktériu RAL Kodu
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) ~ >0-99 RAL Code s01e
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
PP . - acil durum aydinlatma Unitesi unit application up to 3 hours.
gl:‘rvl;cru Eitz: ?:Ek(jxg‘iiil; \éi‘r\;gr;ll uygulamasi. Istenilen renk Production according to desired

sicakliginda (CCT) LED
uygulamasi. Farkli RAL
kodlarinda elektrostatik toz
boya secenegi.

correlated colour temprature
(CCT). Different RAL code
electrostatic power coating.

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Gama Aglan

180° 1200

Seoled 1

Seoled 2

Seoled 3

Armatiirlere ait buiylklikler Product Detalls

Teknik Cizim Technical Drawing

B C
b
LA 3
b
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b

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 232

Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power  Luminous Flux  Colour Temp. Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
106703 Seoled 1 60x60 33 2800 4000-6500 85 595x595x69 4 0,16 15
106716 Seoled 2 60x60 30 2600 4000-6500 87 595x595x69 4 0,16 15
106728 Seoled 3 60x60 30 2500 4000-6500 84 595x595x69 4 0,16 15
106741 Seoled 1 30x30 8 700 4000-6500 88 595x295x69 4 0.04 4
106757 Seoled 2 30x60 17 1490 4000-6500 88 595x295x69 4 0,08 8
106773 Seoled 3 30x120 30 2510 4000-6500 84 1195x295x69 4 0,16 15
38 C€E T [42) en 6059821




Swva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires K Pelsan

WNeee
Fioled Backlight Panel Serisi
Fioled Backlight Panel Series
Fioled 2 Fioled 3
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 151k Gii¢ Faktori 0.95 RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
PP . - acil durum aydinlatma Unitesi unit application up to 3 hours.
Su_rucu Pels”an marka yliksek verimli uygulamasi. Istenilen renk Production according to desired
Driver Pelsan high efficiency driver sicakliginda (CCT) LED correlated colour temprature
uygulamasi. Farkli RAL (CCT). Different RAL code
kodlarinda elektrostatik toz ~ electrostatic power coating.
boya secenegi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve A . Fields of Application
‘Gama Aglan 180" 1200
Fioled 2 b
La. <
Fioled 3
30° 15° 0 15° 30°
1800 00 33W LED n: 100% Bakiniz sayfa 232 See page 232
270.0 s 90.0
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux — Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106854 Fioled 2 60x60 33 2800 6500 85 595x595x56 4 0,12 15
106865 Fioled 3 60x60 33 2800 6500 85 595x595x56 4 0,12 15
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Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Recta LUX Lineer Serisi
Recta LUX Linear Series

® 3 metreye kadar kesintisiz gévde secenegi
Uninterruped body option upto 3 meters

Gévde Aliminyum ekstriizyon Giris Gerilimi Frekans

Body Extruted alumint Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI) >80 |P Protection IP40
Optik Kapak UVisinlarina dayanimli, armatiir Smrii boyunca Giic Faktori RAL Kodu
Diffuser sararmayan yliksek isik gecirgenligine sahip PC Power Fac. (cos ¢) >0.95 RAL Code 9005-9006-9016
High transmission PC or vith UV protection,
on-yellowing throughout lifetime of the luminaire Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
ptions uygulamasi. 1-10V dim application. 1-10V dim

uygulamasi. 3 saate kadar application. Emergency lighting
aydinlatma acil durum dnitesi unit application up to 3 hours.

Sirlcu
Driver Europea

Avrupa menseili yliksek verimli
rigin high effic

arive

uygulamasi. Opsiyonel T5
floresan lamba uygulamasi.
Istenilen renk sicakliginda
(CCT) tiretim. Farkli RAL
kodlarinda elektrostatik toz
boya. Baglanti aparatlari ile
slirekli montaj uygulamasi.

Optional T5 fluorescent

lamp application. Production
according to desired Correlated
Colour Temperature (CCT).
Different RAL-code electrostatic
powder coating. Continuous
installation with connection
apparatus

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

_|1os:

/ J a0 ¢ cdikim
30° 15°3 [3 15° (3

45WLED M:10000%

Teknik Gizim Technical Drawing

Kullanim Alanlari
Fields of Application

| Eo

Armatiirlere ait buyiklikler Product Detalls

Bakiniz sayfa 232

Urtin Kodu

Type Glig Isik Akisi Renk Sicakhigi Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi

Code No Tip Power Luminous Flux Colour Temp. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (mm)abc  (mm) (m3) (kg)
106317  SA Recta LUX LED 57mm 25 1250 6500 916x76x76  902x60 1 0,00573 2,11
108536  SA Recta LUX LED 57mm 36 1800 6500 1236x76x76  1222x60 1 0,00759 2,81
106328  SA Recta LUX LED 57mm 45 2250 6500 1526x76x76  1512x60 1 0,00944 3,52
106360  SA Recta LUX LED 85mm 25 1250 6500 916x108x76 ~ 902x87 1 0,00828 2,37
107875  SA Recta LUX LED 85mm 36 1800 6500 1236x108x76 1222x87 1 0,01092 3,16
108537  SA Recta LUX LED 85mm 45 2250 6500 1526x108x76 1512x97 1 0,01364 3,97

40 CE |pawo| ™ @ | EN 60598-2-2




Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Leo

Recta LUX Lineer Serisi
Recta LUX Linear Series
Sarkit
Pendant
- , Siva Ustii
Surface Mounted /
® 3 metreye kadar kesintisiz gévde se¢enegi
Uninterruped body option upto 3 meters

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruted aluminum Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P4
P Colour Ren. In. (CRI) >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, armatiir émri boyunca Gi¢ Faktori RAL Kodu
DiiGuear sararmayan yiiksek i1sik gecirgenligine sahip PC Power Fac. [cos ¢) >0.95 RAL Code 9005-9006-9016
High transmission PC opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
uygulamasi. 1-10V dim application. 1-10V dim
Options .
uygulamasi. 3 saate kadar application. Emergency
Siiriicii I . aydinlatma acil durum unitesi lighting unit application
e Avrupa menseili yiiksek verimli uygulamasi. Opsiyonel T5 up to 3 hours. Optional T5
Driver European origin high efficiency driver floresan lamba uygulamasi.  fluorescent lamp application.
Istenilen renk sicakliginda Production according to desired
(CCT) iiretim. Farkli RAL Correlated Colour Temperature
kodlarinda elektrostatik toz ~ [CCT]. Different RAL-code
boya. Baglanti aparatlariile  electrostatic powder coating.
siirekli montaj uygulamasi.  Continuous installation with
connection apparatus.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a Fields of Application

Gamma Angles. 180° 120° H

Sarkit Aparati
Suspension Set
Uriin Kodu Sarkit Boyu
Code No  Pendant Dimensions
(mm)
304906 1000
304915 1500

Bakiniz sayfa 232 See pag

Armatiirlere ait biyiklikler Product Details

Urlin Kodu Type Glic Isik Akisi Renk Sicakligi Boyutlar Koli Adedi  Koli Hacmi Koli Agirligi
Code No Tip Power Luminous Flux Colour Temp. Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (Im) (K) (mm)abc (m3) (kg)
106256 SU Recta LUX LED 57mm 17 750 6500 600Xx57x76 1 0,0295 1,55
106263 SU Recta LUX LED 57mm 25 1250 6500 900x57x76 1 0,00458 1,92
106276 SU Recta LUX LED 57mm 36 1800 6500 1220x57x76 1 0,00608 2,57
106294 SU Recta LUX LED 57mm 45 2250 6500 1510x57x76 1 0,00759 3,19
106331 SU Recta LUX LED 85mm 17 750 6500 600x85x76 1 0,00465 1,5
106335 SU Recta LUX LED 85mm 25 1250 6500 900x85x76 1 0,00634 2,50
106343 SU Recta LUX LED 85mm 36 1800 6500 1220x85x76 1 0,00824 3,31
108158 SU Recta LUX LED 85mm 45 2250 6500 1510x85x76 1 0,01051 4,12
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Siva Alti Ofis Armatiirleri

Recta Lineer Serisi

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind[.CR” 80 IP Koruma P40
Optik Kapak UVisinlarina dayanimli, armatiir 5mrii boyunca Giic Faktoru RAL Kodu
sararmayan yiiksek i1sik gecirgenligine sahip PC (cosg)  >0.95 9005-9006-9016
Opsiyonlar istenilen renk sicakliginda

(CCT) tretim. Farkli RAL
kodlarinda elektrostatik toz
Siriici Pelsan marka yiiksek verimli gg)r,:kl??ﬁéanntgjaupyagrjlt;an:;!ﬁ

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
‘Gamma Angles 180° 120°
105 80 105 J‘ U \U “
90° 90°
75 80 75
60 feo 60°
240
45 45
320
400 cdikim
30° 15°3 0" 15° 0°
Bakiniz sayfa 232
180.00 e .0 36WLED N:100.00%
270.09 e 0.0
Armatiirlere ait biyuklikler
Uriin Kodu Type Gli¢ Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Tip Power Luminous Flux Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
102971 SA Recta LED 60cm 20 1300 6500 600x57x76 1 0,00295 1,55
102974 SA Recta LED 120cm 20 1260 6500 1220x57x73 1 0,00608 2,90
102980 SA Recta LED 120cm 36 2160 6500 1220x57x74 1 0,00608 2,90
108539 SA Recta LED 150cm 45 2700 6500 1522X57X74 1 0,00780 3,70

-, -
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Leo

'y
ceos

Recta Lineer Serisi

Recta Linear Series
Sarkit
Pendant

Siva Ustii
Surface Mounted /

Govde Aliminyum ekstrizyon Giris Gerilimi Frekans
Body Extruted aluminum Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, armatir mri boyunca Gi¢ Faktori RAL Kodu
DiiEusar sararmayan yiiksek isik gecirgenligine sahip PC Power Fac [cosg) ~ >0.95 RAL Code 9005-9006-9016
High transmission PC opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire Opsiyonlar istenilen renk sicakliginda ~ Production according to desired
Options (CCT) retim. Farkli RAL Correlated Colour Temperature

kodlarinda elektrostatik toz ~ (CCT). Different RAL-code
boya. Baglanti aparatlariile  electrostatic powder coating.

SLierc'L] Pelsan marka yliksek verimli siirekli montaj uygulamasi. ~ Continuous installation with
Driver Pelsan high efficiency driver connection apparatus.

Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari

Light Distribution Curve a Fields of Application

Gamma Angles 180° 120° H

Sarkit Aparati
Suspension Set
Urtin Kodu Sarkit Boyu
Code No  Pendant Dimensions
(mm)
304906 1000
304915 1500

Bakiniz sayfa 232 See page 232

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Type Glig Isik Akis Renk Sicakhigi Boyutlar Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Tip Power Luminous Flux Colour Temp. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
102957 SU Recta LED 60cm 20 1300 6500 600x57x76 1 0,0295 1,55
102960 SU Recta LED 120cm 20 1260 6500 1220x57x73 1 0,00608 2,90
102966 SU Recta LED 120cm 36 2160 6500 1220x57x74 1 0,00608 2,90
108538 SU Recta LED 150cm 45 2700 6500 1522x57x74 1 0,00780 3,70

CE P40 @ 2020 EN 60598-2-1 43




Siva Ustii Ofis Armatiirleri Surface Mounted Office [uminaires H . Pelsan

Recta Slim Lineer Serisi
Recta Slim Linear Series

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruted aluminum Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 |P Protection 1P40
Optik Kapak UV isinlarina dayanimli, armatiir 6mri boyunca Gii¢ Faktori RAL Kodu Mat Siyah/Mat
Diffuser sararmayan yiiksek 1sik gecirgenligine sahip PC Power Fac. (cos ¢) >0.95 RAL Code ggazloksal
High transmission PC opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar istenilen renk sicakliginda Production according to desired
luminaire Options (CCT) LED uygulamasi. Correlated Colour Temperature
(cc).
Sirict Avrupa menseili yiiksek verimli
Driver European origin high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari Fields of Application
Light Distribution Curve
Gamma Angles 180° 120°
noss
90° :
[ Jic [
75l a b
60°
Bakiniz sayfa 232 See pa
45°
180.0 00 25W LED n:100%
270.0 e 90.0
Armatiirlere ait biyiklikler Product Details
Uriin Kodu Tip Glig Isik Akisi Renk Sicakligr  Etkinlik Faktérd Boyutlar Koli Adedi  Koli Hacmi Koli Agirlig
Code No Type Power Luminous Flux  Colour Temp.  Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108078 Slim Recta LED Siyah/Black 25 2875 6500 115 1200x62x36 12 0,098 1,22
102956  Slim Recta LED Guimdls/Silver 25 2875 6500 115 1200x62x36 12 0,098 1,22
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Quad Serisi
Quad Series

® Sarkit ® Siva Ustii

Pendant

Surface Mounted

alf
BEE

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostati ¢ Input Voltage 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 |P Protection 1P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 151k Giic Faktori RAL Kodu _ _
Diffuser gegirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code 9005-9006-9016
High transmission PMMA r with UV
on, non-yellowing th fhietime orth Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
A Options uygulamasi. 3 saate kadar applications. Emergency lighting
aydinlatma acil durum dnitesi  unit application up to 3 hours
P - . uygulamasi. Opsiyonel TS Optional T5 fluorescent lamp
EUT‘CU Avrupa menseili yuksek verimli floresan lamba uygulamasi. application.Production according
river EU origin high efficiency driver to desired correlated colour

istenilen renk sicakliginda

(CCT) tiretim. Farkli RAL

kodlarinda elektrostatik toz

temperature (CCT).Different
RAL code electrostatic powder

boya. coating.
Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve ' Fields of Application
a
W L . .
57mm
o ? [}
b .
]
[ I fc
Bakiniz sayfa 232
180.00 e .0 20w LED 1:100.00 %
270,09 e 0.0
Armatiirlere ait buiylklikler Product Detalls
Uriin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
108513 20 1400 4000 70 400x57x100 1 0,015 6
106298 75 5250 4000 70 600x57x100 1 0,023 9
106307 100 7000 4000 70 900x57x100 1 0,035 13,5
@ Soam:| EN60598-2-1 45
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Circa Serisi
Circa Series

® Sarkit
Pendant
Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruted aluminum Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P4
P Colour Ren. In. (CRl) >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Giic Faktoru RAL Kodu
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) ~ >0.95 RAL Code 9005-9006-5016
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi .1-10V dim applications. 1-10V dim
uygulamasi. 3 saate kadar application. Emergency lighting
P — S acil durum aydinlatma Gnitesi  unit application up to 3 hours.
gu‘rucu Avrupa »menselll yu‘ksek verimli uygulamasi. Istenilen renk Production according to desired
e EU origin high efficiency driver sicakliginda (CCT) LED correlated colour temperature

uygulamasi. Farkli RAL
kodlarinda elektrostatik
boya uygulamasi.

(CCT). Different RAL code
electrostatic powder coating.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120° a

Teknik Cizim Technical Drawing

Kullanim Alanlari

Fields of Application

i | h |

Bakiniz sayfa 232 See page 232

c
180.00 e .0 45w LED 1:100.00 %
270.09 0.0
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105796 45 3150 4000 70 600x100x74 1 0,026 7,5
108201 65 4550 4000 70 900x100x74 1 0,040 11
108202 100 7000 4000 70 1200x100x74 1 0,075 17
46 CE |pao| ™ 2o EN 60598-2-1




Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Polaris Serisi
Polaris Series

® Sarkit
Pendant
Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruted aluminum Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRl) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1s1k Giic Faktéri RAL Kodu ) B
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) ~ >0.95 RAL Code 7005-9006-50T6
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V dim applications. 1-10V dim
uygulamasi. 3 saate kadar  application. Emergency
Sttt Avrupa menseili yiksek verimli acil durum aydinlatma Unitesi lighting unit application up to
: uygulamasi. Istenilen renk 3 hours. Production according
Driver EU origin high efficiency driver sicakliginda (CCT) LED to desired correlated colour
uygulamasi. Farkli RAL temperature (CCT). Different
kodlarinda elektrostatik boya RAL code electrostatic powder
uygulamasi, sarkit olarak coating. Pendant option.
uygulanabilir.
Isik Siddeti Dagiim Egrisi Teknik Gizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

0

° ~ ) o l m

Bakiniz sayfa 232 See page 232

180.00 e 0 40w LED 1:100.00 %

270.09 0.0

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Glig Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
105807 40 3600 4000 90 400x75 1 0,015 6
105814 60 5400 4000 90 600x75 1 0,023 9
105818 70 6300 4000 90 900x75 1 0,035 13,5

CE pao| T @ 2020 EN 60598-2-1 47




Siva Alti ve Siva Ustii Steril Ofis Armatiirleri
Recessed Mounted and Surface Mounted Sterile Office Luminaires

IP65 LED Steril Serisi
IP65 LED Sterile Series

Siva Alti
Recessed Mounted

i ) i
. — Siva Usti
—all = — Surface Mounted
Sl
s
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P65
Optik Kapak IK 08 kosullarini saglayan, isiya ve darbelere karsi Glic Faktori RAL Kodu 9016
Diffuser korumali, yliksek gecirgenlige sahip kumlu temperli Power Fac. (cos ¢) >0.95 RAL Code
optik kapak ) o
Sandblasted tempered diffuser providing IK08 Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
conditions and resistant to high temperatures and Bjgiiiene uygulamast. 1-10V Dim applications. 1-10V Dimming
impacts uygulamasi.3 Saate kadar application. Emergency lighting
SR - — acil durum aydinlatma unit application up to 3 hours.
Strdcd Pelsan marka yiksek verimli tinitesi uygulamast.istenilen  Correlated colour temperature
Driver Pelsan high efficiency driver renk sicakliginda (CCT)LED ~ (CCT). Metal suspended ceiling

uygulamasi. Metal asma

application.

tavan uygulamasi.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

‘Gamma Angles 180° 1200 Gamma Angles. 180° - S A
[ o
18000 e 0 33W LED 1:100% 180.00 e 0 33W LED 1:100% — %C c
270.09 em— 0.0 270.09 emm— 0.0
Siva Alti Siva Ustii Siva Alti Siva Ustii
Recessed Mounted Surface Mounted Recessed Mounted Surface Mounted
Kullanim Alanlari o ]
Bakiniz sayfa 232 See page 232
Armatiirlere ait biylklikler Product Details
Urtin Kodu Tip Glic Istk Akisi Renk Sicakhigi Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (mm) (m3) (kg)
106198 Swva Alti/Recessed Mounted 33 1650 6500 595x595x100 575x575 3 0,9780 26
106057  Siva Ustli/Surface Mounted 33 1650 6500 640x590x100 B 3 0,9780 26
48 CE [ @ Z K IP65| EN60598-2-2 / EN 60598-2-1




Hastane Armatirleri Hospital Luminaires

Siva Ustii Negatoskop Serisi
Surface Mounted Negatoscope Series

———————
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P20
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glc Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. cosg) 7095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the
luminaire
Strtct Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
s . Fields of Application
2 &l H
1 ]
Bakiniz sayfa 232 See page 232
b
1]
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Armatiirlere ait biyiiklikler Product Details
Urdin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.
(W) (Im) (K) (Im/W) (mm)abc (m3)
106101 42 3500 6500 84 600x600x50 1 0,02864
106103 84 7100 6500 85 1200x600x50 1 0,05208

CE oo @ IP 20| EN60598-2-1 49




Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires i . Pelsa“

Sirma Yuvarlak Serisi
Sirma Round Series
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15W 18W 24W
© 3 saate kadar acil aydinlatma opsiyonu
© Pelsan Slim LED Downlightlar beyan ettigi giic ve limeni verir. Emergency lighting unit option up to 3 hours.

Pelsan Slim LED Downlights provide the declared power and lumen.

© Aliminyum govde, aliminyum cerceve
Aluminium body, aluminium frame.

\

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. >80 IP Koruma P40
Colour Ren. In. (CRI) IP Protection
Optik Kapak UVisinlarina dayanimli, armatir 6mri boyunca Glic Faktori 5050 RAL Kodu 9010
Diffuser sararmayan yiiksek isik gecirgenligine sahip PMMA Power Fac. (cos¢) . RAL Code
High transmission PMMA opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim
Options uygulamast. 3 saate application. Emergency
Siirticu Pelsan marka yiiksek verimli kadar acil durum lighting unit application
Biriver Pelsan high efficiency driver aydinlatma initesi up to 3 hours.
N uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari Fields of Application

Light Distribution Curve

Gamma Angles 180° 120°

180.00 enm—.0 24W LED N:100.00%

270.09 enmm—.0
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Pelsan

'y
.

Armatiirlere ait buytklikler

Urtin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktéru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
107891 3 180 3000 60 85x20 75 60 0,0282 6,5
107892 3 180 4000 60 85x20 75 60 0,0282 6,5
107893 3 180 6500 60 85x20 75 60 0,0282 6,5
107918 6 380 3000 63 120x20 105 30 0,0249 5,4
107919 6 380 4000 63 120x20 105 30 0,0249 5,4
107920 6 380 6500 63 120x20 105 30 0,0249 5,4
107921 9 600 3000 67 145x20 130 30 0,0342 7,2
107922 9 600 4000 67 145x20 130 30 0,0342 7.2
107923 9 600 6500 67 145x20 130 30 0,0342 7,2
107924 12 860 3000 72 170x20 155 30 0,0438 9
107427 12 860 4000 72 170x20 155 30 0,0438 9
107428 12 860 6500 72 170x20 155 30 0,0438 9
106431 15 1080 3000 72 190x20 175 30 0,0519 10,2
106430 15 1080 4000 72 190x20 175 30 0,0519 10,2
106432 15 1080 6500 72 190x20 175 30 0,0519 10,2
107925 18 1350 3000 75 223x20 205 30 0,0647 17
106433 18 1350 4000 75 223x20 205 30 0,0647 17
106434 18 1350 6500 75 223x20 205 30 0,0647 17
107926 24 1730 3000 72 300x20 280 20 0,0672 17,2
106442 24 1730 4000 72 300x20 280 20 0,0672 17,2
106443 24 1730 6500 72 300x20 280 20 0,0672 17,2

&K & (€ O = [ eveossa .




Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

ees
Sirma Kare Serisi
Sirma Square Series
) i Z = /’]/
p ,«’ &
15W 18W 24W
Govde Aliiminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
Colour Ren. In. (CRl) >80 IP Protection P40
. UVisinlarina dayanimli, armatir 6mrii boyunca Biie Bl
gpf‘;'k gl sararmayan yiksek 1sik gecirgenligine sahip opal PMMA Povf/er Fac (cosg) >0.50 Eit gogu 9010
e High transmission PMMA opal cover with UV protection, ) cee
non-yellowing throughout lifetime of the Wminaire Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim application.

Sirtci Pelsan marka yiiksek verimli Options uygulamasi. 3 saate kadar Emergency lighting unit
Driver Pelsan high efficiency driver acil durum aydinlatma application up to 3 hours.

linitesi uygulamasi. istenilen
renk sicakliginda (CCT) LED
uygulamasi.

Production according to
desired correlated colour
temparature (CCT)

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

180.0 em— .0 18 W LED 1:100.00 %

270.0 enm— 0.0

Teknik Cizim Technical Drawing

a

Armatiirlere ait biiylklikler Product Details

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 237

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (mm) (m3) (ka)
108325 15 1080 6500 72 190x190x20 175x175 30 0,0519 10,20
108328 18 1350 6500 75 223x223x20 205x205 30 0,0647 17,00
108327 24 1730 6500 72 300x300x20 280x280 20 0,0672 17,20
52 CE |peo| = |[ ]| [#5%] enoosssz2




Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires ;':: . Pelsa“

Sirma Cift Renkli Serisi
Sirma Double Colour Series

1. Kademe 2. Kademe 3. Kademe
1st Level 2nd Level 3rd Level
Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
Colour Ren. In. (CRl) >80 IP Protection P40
. UVisinlarina dayanimli, armatiir mri boyunca Effe Eelt
gpf?k et sararmayan yiksek 1sik gecirgenligine sahip opal PMMA Pov‘;ver Fac (cos @) >0.50 E':IE gogu 9010
et High transmission PMMA opal cover with UV protection, ) cee
non-yellowing throughout lifetime of the luminaire Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim application.
Siricu Pelsan marka yiiksek verimli Options uygulamasi. 3 saate kadar Emergency lighting unit
Driver Pelsan high efficiency driver acil durum aydinlatma Gnitesi  application up to 3 hours.

uygulamasi.

Kullanim Alanlari
Fields of Application

Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing

Light Distribution Curve

Gamma Angles 180° 120°

W]

12+4W LED Bakiniz sayfa 232 See page 237

180.00 enm—_0

1:100.00%

270.09 em—(.0

Armatirlere ait biyilklikler Product Detalls

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)@h  (mm) (m3) (kg)
204207 3+2 180 6500+Mavi/Blue 60 102x29 85 60 0,0471 10,6
204211 6+3 360 6500+Mavi/Blue 60 146x29 120 40 0,0532 11,5
204183 12+4 720 6500+Mavi/Blue 60 195x29 165 20 0,0416 9,5
c E IP 40 Z D o | EN60598-2-2 53




Siva Ustii Downlight Armatiirler Surface Mounted Downlight Luminaires

Sirma Kare Serisi
Sirma Square Series

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminum injection Input Voltage (V] 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI] >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, armatir 6mri boyunca Gi¢ Faktord RAL Kodu 9010
Diffuser sararmayan yliksek isik gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.50 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim
luminaire Options uygulamasi. 3 saate kadar application. Emergency
acil durum aydinlatma lighting unit application
tirticii . P Unitesi uygulamasi. Sensér up to 3 hours. Sensor
Surtcd Pelsan marka yiiksek verimli unt V9 P :
Driver Pelsan high efficiency driver uygulamasi. application.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Kullanim Alanlari
Fields of Application

Teknik Cizim Technical Drawing

a C

Gamma Angles 180° 120°

Bakiniz sayfa 232 See page 232

180.0 em— 0.0 18 WLED

1:100.00 %

270.0 enm— 90.0

Armatiirlere ait blyiklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)

107997 18 1150 4000 64 225x225x32 20 0,5400 12,9
107998 18 1150 6500 64 225x225x32 20 0,5400 12,9
108312 24 1750 4000 73 300x300x32 20 0,0802 19
108310 24 1750 6500 73 300x300x32 20 0,0802 19
108344 36 2700 4000 75 400x400x32 6 0,0015 1.1
108345 36 2700 6500 75 400x400x32 6 0,0015 1,1

o c € IP 40 l:’ = |BE eneoses-2a




Siva Ustii Downlight Armatiirler Surface Mounted Downlight Luminaires

Sirma Yuvarlak Serisi
Sirma Round Series

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminum injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 |IP Protection P40
Optik Kapak UVisinlarina dayanimli, armatiir 6mri boyunca Giic Faktort RAL Kodu
Diffuser sararmayan yliksek i1sik gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.50 RAL Code 9010
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim
rnare Options uygulamasi. 3 saate kadar application. Emergency
acil durum aydinlatma lighting unit application
P . S initesi uygulamasi. Sensor up to 3 hours. Sensor
Siriict Pelsan marka yliksek verimli uygulamasi. application.
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari

Light Distribution Curve Fields of Application

24 | =
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Bakiniz sayfa 232 Se

Gamma Angles 180° 120°

180.0 ec— 0.0 18 W LED N:100.00 %

270.0 com—90.0

Armatiirlere ait biyiiklikler Product Details

Urdin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
107999 18 1150 4000 64 225x32 20 0,5400 12,9
108000 18 1150 6500 64 225x32 20 0,5400 12,9
108316 24 1750 4000 73 300x32 20 0,0802 19
108317 24 1750 6500 73 300x32 20 0,0802 19
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Siva Alti Downlight Armatiirleri Recessed Mounted Downlight Luminaires i . Pelsal‘l

Rita Backlight Serisi
Rita Backlight Series

6W IW 12W 18W
Backlight teknolojisi ile yliksek limen (:I’ Entegre siiriicii ile kolay montaj
High lumen output with backlight technology \ ) Easy installation with integrated driver
Govde Aliiminyum enjeksiyon ¢erceve+Polimer Giris Gerilimi Frekans
Body enjeksiyon govde Input Voltage (V) 220-240 Frequency (Hz) 50-60
Aluminium injection frame+Polymer injection body
Renksel ger. ind. IP Koruma P40
LED SMD mid power Colour Ren. In. (CRI) >80 IP Protection
Gl¢ Faktori RAL Kodu
) ; >0.95 9016
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Power Fac. (cos ¢) RAL Code
Diffuser gecirgenligine sahip opal PS
High transmission PS opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire
SL‘lrUcU Pelsan marka yliksek verimli
Driver Pelsan high efficiency driver
Armatiirlere ait buyiiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktéru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
108266 6 400 4000 67 98x57 85 100 0,0875 11,10
108256 6 400 6500 67 98x57 85 100 0,0875 11,10
108268 9 600 4000 67 122x57 100 100 0,1141 12,75
108267 9 600 6500 67 122x57 100 100 0,1141 12,75
108270 12 800 4000 67 146x72 125 50 0,1191 8,20
108269 12 800 6500 67 146x72 125 50 0,191 8,20
108272 18 1250 4000 70 176x82 155 30 0,1109 7,35
108271 18 1250 6500 70 176x82 155 30 0,1109 7,35
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Kullanim Alanlari

Bakiniz sayfa 232

Isik Siddeti Dagilim Egrisi

Gamma Angles 180° 120°
105° B9 105°
90° 90°
75 80 750

160
60° 60°
Teknik Cizim 240
45° 45°
7]
400 cdhim
30° 15° 0 15° 30°
180.0 cxmmmm— 0.0 18W LED 1:100.00 %
th 270.0 cnmmmm—90.0
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Tira @ icten Difiizorlu Serisi
Tira @ Inner Diffuser Series

3 ) A =
5W-7W-10W 10W-15W-20W 20W-25W-35W
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma 1P40
Frame Polymer injection Colour Ren. In. [CRI) >80 IP Protection
LED SMD mid power Glic Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code fo16
Optik Kapak UV isinlarina dayanimli, armatir émri boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser sararmayan yiiksek isik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V applications. Triac and 1-10V
High transmission PMMA opal cover with UV dim uygulamas. 3 saate dim application. Emergency
protection, non-yellowing throughout lifetime of the ?‘.aqar?c'l durum aydinlatma  lighting unit application up to
luminaire Unitesi uygulamasi. 3 hours. Production according
Istenilen renk sicakliginda to desired correlated colour
(CCT) LED uygulamasi. temprature (CCT).
Sirici Avrupa menseili yliksek verimli
Driver European origin high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

‘Gamma Angles 180" 120"

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

oo Bakiniz sayfa 232 See pac

Armatiirlere ait biyiklikler Product Details

Uriin Kodu Gli¢ I§[k Akisi Renk Sicakligr Etkin]ik Fakt(’)’rt’i _Boyutl_ar @ Koli Adedi  Koli Hacmi Koli Agjlrllgl
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)

106929 5 455 6500 91 148x56,5 132 20 0,033 14
106935 7 620 6500 90 148x56,5 132 20 0,033 14
106938 10 890 6500 89 148x56,5 132 20 0,033 14
106944 10 890 6500 89 197x56,5 185 15 0,043 15
106951 15 1330 6500 89 197x56,5 185 15 0,043 15
106962 20 1570 6500 79 197x56,5 185 15 0,043 15
106970 20 1700 6500 85 240x56,5 220 10 0,040 12
106978 25 2310 6500 93 240x56,5 220 10 0,040 12
106986 35 2850 6500 82 240x56,5 220 10 0,040 12
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Pelsan

Siva Alti Downlight Armatiirler

Tira @ icten Diflizorlii Serisi

5W-7W-10W 10W-15W-20W 20W-25W-35W
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. >80 IP Koruma P40
(CRI)
LED SMD mid power Gl Faktoru 2095 RAL Kodu 9005
(cos ) :
Optik Kapak UV isinlarina dayanimli, armatir 6mrii boyunca Opsiyonlar DALI ve koridor fonksiyon
sararmayan ylksek I1sik gecirgenligine sahip PMMA uygulamasi. Triyak ve 1-10V

dim uygulamasi. 3 saate
kadar acil durum aydinlatma
linitesi uygulamasi.
Istenilen renk sicakliinda
(CCT) LED uygulamasi.

Sirici Avrupa menseili yliksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120
11057 £y [105°|
50 a0
75° ) 75°
60° 160 60°
240
45 s
0 -
w5 o
180.0 mmmm—0.0 20WLED 1:100.00 %
P p— Bakiniz sayfa 232

Armatiirlere ait biytklikler

Urtin Kodu Gli¢ Isik Akisi Renk Sicakhigi Etkinlik Faktéru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @h (mm) (m3) (kg)
108498 5 455 6500 91 148x56,5 132 20 0,033 14
107045 7 620 6500 89 148x56,5 132 20 0,033 14
108502 10 890 6500 89 148x56,5 132 20 0,033 14
108060 10 890 6500 89 197x56,5 185 15 0,043 15
108503 15 1330 6500 89 197x56,5 185 15 0,043 15
107047 20 1570 6500 79 197x56,5 185 15 0,043 15
108068 20 1700 6500 85 240x56,5 220 10 0,040 12
108514 25 2310 6500 93 233x56,5 220 10 0,040 12
108515 35 2850 6500 82 233x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Tira 7 icten Diflizorlu Serisi
Tira A Inner Diffuser Series

2

g Q_

T -
- p—— |
5W-7W-10W 10W-15W-20W 20W-25W-35W
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma 1P40
Frame Polymer injection Colour Ren. In. (CRI) 80 IP Protection
LED SMD mid power Giic Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 9016
Optik Kapak UV isinlarina dayanimli, armatiir 6mrii boyunca Opsiyonlar DALI ve koridor fonksiyon DALl and corridor function
Diffuser sararmayan yiiksek Isik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V applications. Triac and 1-10V
dim uygulamasi. 3 saate dim application. Emergency
High transmission PMMA opal cover with UV . B } A
f kadar acil durum aydinlatma  lighting unit application up to
protection, non-yellowing throughout lifetime of the tinitesi uygulamasi. 3'hours. Production according
luminaire Istenilen renk sicakliginda to desired correlated colour
(CCT) LED uygulamasi. temprature (CCT).
Siirlci Avrupa menseili yliksek verimli
Driver European origin high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

Armatirlere ait buyiiklikler Product Details

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 237

Uriin Kodu Gli¢ I§|_k Akisi Renk Sicakligi Etkin_lik Faktc'irt'j Boyutl_ar @ Koli Adedi Koli Hacmi Koli AerIlQl
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
106992 5 455 6500 91 148x148x56,5 132 20 0,033 14
106995 7 620 6500 89 148x148x56,5 132 20 0,033 14
106998 10 890 6500 89 148x148x56,5 132 20 0,033 14
107004 10 890 6500 89 197x197x56,5 185 15 0,043 15
107007 15 1330 6500 89 197x197x56,5 185 15 0,043 15
107013 20 1570 6500 79 197x197x56,5 185 15 0,043 15
107019 20 1700 6500 85 233x233x56,5 220 10 0,040 12
107022 25 2310 6500 93 233x233x56,5 220 10 0,040 12
107026 35 2850 6500 82 233x233x56,5 220 10 0,040 12
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Pelsan

Siva Alti Downlight Armatiirler

Tira 7 icten Diflizorlii Serisi

S5W-7W-10W 10W-15W-20W 20W-25W-35W
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. >80 IP Koruma P40
(CRI)
LED SMD mid power Gug Fakt'dr[[] 0,95 RAL Kodu 9005
cos¢) :
Optik Kapak UVisinlarina dayanimli, armatiir 6mrii boyunca Opsiyonlar DALI ve koridor fonksiyon
sararmayan yiiksek isik gecirgenligine sahip PMMA uygulamasi. Triyak ve 1-10V

dim uygulamasi. 3 saate
kadar acil durum aydinlatma
lnitesi uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.

Siriici Avrupa menseili yliksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Garima Angles oo I3
11057 By [105°|
50 w
75° ) 75°
" 00 ©
210
15 -
oo ]
w  w o w
1800 00 owieD  Mr0000%
270.0 enmm—0.0 - Bakiniz sayfa 232

Armatiirlere ait bliytikliikler

Uriin Kodu Gli¢ Isik Akisi Renk Sicakhigi Etkinlik Faktéru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) abc (mm) (m3) (kg)
107051 5 455 6500 91 148x148x56,5 132 20 0,033 14
107053 7 620 6500 89 148x148x56,5 132 20 0,033 14
107055 10 890 6500 89 148x148x56,5 132 20 0,033 14
107057 10 890 6500 89 197x197x56,5 185 15 0,043 15
107059 15 1330 6500 89 197x197x56,5 185 15 0,043 15
107061 20 1570 6500 79 197x197x56,5 185 15 0,043 15
107063 20 1700 6500 85 233x233x56,5 220 10 0,040 12
107065 25 2310 6500 93 233x233x56,5 220 10 0,040 12
107067 35 2850 6500 82 233x233x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Tira IP54 Serisi
Tira IP54 Series

T . k
TW-10W 15W-20W 25W-35W
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma P54
Frame Polymer injection Colour Ren. In. (CRI) 80 IP Protection
LED SMD mid power Gi¢ Faktori RAL Kodu
Power Fac. (cos¢) >0.95 RAL Code 9016
Optik Kapak UV isinlarina dayanimli, armatiir émri boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser sararmayan yiiksek Isik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V applications. Triac and 1-10V
High transmission PMMA opal cover with UV dim uygulamasi. 3 saate dim application. Emergency
protection, non-yellowing throughout lifetime of the k_aqar .aC'l durum aydinlatma ~ lighting unit application up to
luminaire Unitesi uygulamasi. 3 hours. Production according
Istenilen renk sicakliginda to desired correlated colour
o (CCT) LED uygulamasi. temprature (CCT).
Stirtict Avrupa menseili yiiksek verimli
Driver European origin high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari

Fields of Application

120°

Gamma Angles

180.0 emm— 0.0 20W LED N:100.00 %

&

o ©

2700 90 0

Armatirlere ait buyiiklikler Product Details

4

Bakiniz sayfa 232 See page 237

Uriin Kodu Glig I§|_k Akisi Renk Sicakligi Etkin_lik Fakt(jl_’(j Boyutl_ar @ Koli Adedi  Koli Hacmi Koli A@lrl@_l

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)

107070 7 620 6500 89 148x56,5 132 20 0,033 14
107073 10 890 6500 89 148x56,5 132 20 0,033 14
107076 15 1330 6500 89 197x56,5 185 15 0,043 15
107079 20 1570 6500 79 197x56,5 185 15 0,043 15
107082 25 2310 6500 93 233x56,5 220 10 0,040 12
107085 35 2850 6500 82 233x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Tira Hem Yiiz Serisi
Tira Flat Diffuser Series

10W-15W-20W 20W-25W-35W
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma P40
Frame Polymer injection Colour Ren. In. (CRI) 80 IP Protection
LED SMD mid power Gi¢ Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 9016
Optik Kapak UV isinlarina dayanimli, armatiir émri boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser sararmayan yiiksek Isik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V applications. Triac and 1-10V
High transmission PMMA opal cover with UV dim uygulamasi. 3 saate dim application. Emergency
protection, non-yellowing throughout lifetime of the !(_a(ljar .aC'l durum aydinlatma  lighting unit application up to
luminaire Unitesi uygulamasi. 3 hours. Production according
Istenilen renk sicakliginda to desired correlated colour
(CCT) LED uygulamasi. temprature (CCT).
Siirlci Avrupa menseili yliksek verimli
Driver European origin high effiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim

[}

Gamma Angles 180° 120°

180.0 enmmm—0.0 35W LED

1:100.00 %

Ve—

270.0 exmmm—90.0

Armatiirlere ait buyiklikler Product Details

Technical Drawing

Kullanim Alanlari
Fields of Application
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Bakiniz sayfa 232 See page 232

Urdin Kodu Gli¢ I§[k Akisi Renk Sicakhigi Etkiqlik Faktc'irt'j Boyutlgr @ Koli Adedi Koli Hacmi Koli Ag‘;lrllgl
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
107087 10 890 6500 89 190x50 185 15 0,0306 6,7
107089 15 1330 6500 89 190x50 185 15 0,0306 6,7
107091 20 1570 6500 79 190x50 185 15 0,0306 6,7
107093 20 1700 6500 85 240x50 225 10 0,0319 6,3
107096 25 2310 6500 93 240x50 225 10 0,0319 6,3
107098 35 2850 6500 82 240x50 225 10 0,0319 6,3
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Siva Alti Spot Armatiirler

Pluton Serisi

A e
(E=P)

Govde Polimer enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD Mid Power Renksel ger. ind. >80 IP Koruma P40
(CRI)
Optik Kapak Seffaf Glic Faktori RAL Kodu 9016
(cos @) >0.50

Sirtci Pelsan marka yiiksek verimli Opsiyonlar 3 saate kadar acil durum

aydinlatma Unitesi

uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 120°

105° 105

[}
60" 60"
Stm
o s o e o Bakiniz sayfa 232
180.0 emm— 0.0 5WLED N:100%
270 0 enm— 90 0
Armatiirlere ait biiytklikler
Urtin Kodu Tip Glig Isik Akisi Renk Sicakhg  Etkinlik Faktord Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhg
Code No Type Power Luminous Flux  Colour Temp.  Luminous Effic. = Dimensions Pcs/Pack  Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)@h  (mm) (m3) (kg)
108454 Beyaz/White 5 440 3000 88 90x43 72 100 0,0498 15
108456 Beyaz/White 5 465 6500 93 90x43 72 100 0,0498 15
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Siva Alti Spot Armatiirler Recessed Mounted Spot Luminaires

Sirius Small Serisi
Sirius Small Series

o

Simetrik Kristal Asimetrik
Symmetric Crystal Asymmetric
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED CoB Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >80 IP Protection P20
Optik Kapak Seffaf cam Giic Faktort
Diffuser Clear glass Power Fac. (cos ¢) >0.50
Siricu Pelsan marka yiiksek verimli Opsiyonlar 3 saate kadar acildurum  Emergency lighting unit
Driver Pelsan high efficiency driver Options aydinlatma. application up to 3 hours.
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

iii
=1 =y
4 % h . . .
 —— Bakiniz sayfa 232 ¢

Simetrik Asimetrik Kristal
Symmetric Asymmetric Crystal

Armatiirlere ait buyiklikler Product Details

Urtin Kodu Tip Glig Renk Sicakligi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm) @ h (mm) (m3) (kg)
204173 Small Simetrik/Symmetric 3 4000 40x25 35 100 0,0121 5
204172 Small Asimetrik/Asymmetric 3 4000 80x51 62 50 0,0282 10
204171 Small Kristal/Crystal 2 4000 36x50 33 20 0,0158 4
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Siva Ustii Spot Armatiirler Surface Mounted Spot Luminaires

Sirius Star Serisi
Sirius Star Series

Yuvarlak Kare
Round Square
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED COB Renksel ger: ind. IP Koruma
Colour Ren. In. [CRI) >80 IP Protection P20
Reflektor Altminyum Gi¢ Faktéri RAL Kodu 9016
Reflector Aluminium Power Fac. (cos ¢) >0.50 RAL Code
Optik Kapak Seffaf cam
Diffuser Clear glass
S[j.rijcij Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a
‘Gamma Angles 180° e | T .N B -' o -
ol 270 K
Yuvarlak . BB
Round :l II
7777777 - .
Bakiniz sayfa 232 See page 232
a Kare
‘ Square

180.0 mmmm— 0.0 5W LED n:100%
2700 900 b c

Armatiirlere ait buytklikler Product Detalls

Uriin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Type Power  Luminous Flux Colour Temp. Luminous Effic. ~ Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)

204175  Star Yuvarlak/Round 5 616 4000 79 73x26 50 0,0150 7.8

204174 Star Kare/Square 5 616 4000 79 62x62x26 50 0,0220 7,8
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Siva Alti Spot Armatiirler Recessed Mounted Spot Luminaires

Libra Serisi
Libra Series

¢ Mesh Tavan

Mesh Ceeling

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P54
Colour Ren. In. (CRI) >80 IP Protection
Optik Kapak UV isinlarina dayanimli, armatiir smrii boyunca Glic Faktord RAL Kodu 9016, 9005
) - . e g o >0.50 Al C ,
Diffuser sararmayan yiiksek 1sik gecirgenligine sahip PMMA ~ Fower Fac (cos ) RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Istenilen renk Production according to
luminaire Options sicakliginda(CCT) LED desired Correlated Colour
uygulamasi. Farkli RAL Temperature (CCT). Different
Stirtici Avrupa mensei yiiksek verimli Eodlarlnda elektrostatik toz ~ RAL code electrostatic powder
oya uygulamasi. coating.
Driver European origin high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles

180° 120°

180.0 en— 0.0

270 0 eom— 90 0

5W LED n:100%

Teknik Cizim Technical Drawing

Armatiirlere ait biiytiklikler Product Detalls

Kullanim Alanlari
Fields of Application
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Bakiniz sayfa 232 See page 237

Urtin Kodu Tip Glg Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power Luminous Flux — Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107754 Beyaz/White 5 400 4000 80 85x85x106 20 0,1092
108973 Siyah/Black 5 420 4000 80 85x85x106 20 0,1092
IP 54 2010V EN 60598-2-2 67
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Siva Alti Spot Armatiirler Recessed Mounted Spot Luminaires

Nira Serisi
Nira Series

Siyah
Black

Beyaz
White

Govde Altiminyum enjeksiyon

Giris Gerilimi

Frekans

Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED COoB Renksel ger. ind. IP Koruma

Colour Ren. In. CRI) >80 IP Protection P40
Reflektér Altiminyum G Faktéri RAL Kodu
Reflector Aluminium Power Fac. (cos ¢) >0.90 RAL Code 9010, 9005
Optik Kapak Seffaf cam, BK 7 Opsiyonlar 3 saate kadar acil durum Emergency lighting unit
Diffuser Clear glass, BK 7 Options aydinlatma Unitesi uygulamasi.  application up to 3 hours.
Suricd Pelsan marka yiiksek verimli
Driver

Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

EYEAEN

Bakiniz sayfa 232 See page 232

180.00 e .0 30W LED n: 100%
270.09 enm— 0.0
Armatiirlere ait buiylklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakhd  Etkinlik Faktérd Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Luminous Flux — Colour Temp.  Luminous Effic.  Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm) @ h (mm) (m3) (kg)
107904  Beyaz/White 30 2250 4000 85 190x154 172 12 0,095 12,75
108140 Siyah/Black 30 2250 4000 85 190x154 172 12 0,095 12,75
68 c € IP 40 I:l M |20 EN 6059822




Siva Alti Spot Armatiirler

[ Cora 19 Serisi

1x20W

3x20W
Govde Aliiminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED COB Renksel ger. ind. IP Koruma
(CRI) >80 1P20
Reflektor Aliminyum Gl¢ Faktori 050 RAL Kodu 9005
(cos¢)
Siric Pelsan marka yiiksek verimli Opsiyonlar 3 saate kadar acil durum
aydinlatma.

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 120°
105°] e 1105°|
90° 90°
75° 75°
60° 60° E

&
45° 45° T
b c
1250 cdikim

30° 150 o 150 30° Bakiniz sayfa 232
180.0 emmn 0.0 1x20W LED N:55.44 %
270.0 emm—90.0

Armatirlere ait buyuklukler

Urtin Kodu Glic Isik Akisi Renk Sicakhg  Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)

107900 1x20 1600 4000 80 185x185x145 165x165 8 0,085 10,9

107901 2x20 3200 4000 80 185x370x145 165x315 4 0,061 9,6

107902 3x20 4800 4000 80 185x500x145 165x465 4 0,082 13,9

CE IP 20 D | EN60598-2-2 69




Ray Spot Armatiirler

Lampda Serisi

Govde Aldminyum Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED Renksel ger. ind. IP Koruma
CcoB g
(crR) >80 P40
Reflektor Altiminyum Glic Faktori 50,50 RAL Kodu 9005
(cos )
Lens Yiiksek isik gecirgenligine sahip PC Opsiyonlar Farkli ray sistemlerine
uygun soket uygulamasi.

Sirdcl Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 120°
105°| %0 105

90° 90°

75°

. g :

45°

60°

45°

Bakiniz sayfa 232

1250 cd/kim|
30° 15° [ 15° 30°
180.0 e 0.0 30W LED N:100.00 %

270.0 cmm——— 90.0

Armatirlere ait biiylklikler

Urtin Kodu Gig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
108011 30 2400 4000 80 100x255 24 0,076 16,4
108010 30 2400 3000 80 100x255 24 0,076 16,4

70 CE IP 40 D - el EN60598-2-1




Ray Spot Armatiirler [rack Spot Luminaires

Theta Serisi
Theta Series

Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED COB Renksel ger: ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection IP40

Reflektsr Alaminyum Gii¢ Faktori N RAL Kodu 9005
Reflector Aluminium Power Fac. (cos ¢) 0.50 RAL Code
Lens Yiiksek 1sik gecirgenligine sahip PC Opsiyonlar Farkli ray sistemlerine Socket application suitable

High transmision PC optic cover Options uygun soket uygulamasi.  for different rail systems.
Siricu Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°
<7 7

180.0 e 0.0 30W LED N:100.00 %

270.0 e 90.0

Armatiirlere ait biiylklikler Product Detalls

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

E1IEE]

Bakiniz sayfa 232 See

Urtin Kodu Glig Isik Akisi Renk Sicakhidi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
107981 30 2400 4000 80 100x230 16 0,073 9,50
107982 30 2400 3000 80 100x230 16 0,073 9,50
71
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Ray Spot Armatiirler

Mila Serisi

Pelsan

Govde Aldminyum Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED Renksel ger. ind. IP Koruma
COB g9
(CRl) >80 P40
Reflektor Aliminyum Gl¢ Faktori 50,50 RAL Kodu 9005
(cos )
Lens Yiiksek isik gecirgenligine sahip PC Opsiyonlar Farkli ray sistemlerine
uygun soket uygulamasi.
Sirtcl Pelsan marka ylksek verimli
Isik Siddeti Dagiim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120° h
=
[05° 600 059
90° 90°
75° 75°
60° 60°
45° 45°
Bakiniz sayfa 232
3000 cdikim

30° 15°1 0° 5° 30°
180.0 e 0.0 40W LED 1:100.00 %
270.0 e 90.0

Armatiirlere ait buyuklikler

Uriin Kodu Gl¢ Isik Akisi Renk Sicakhigi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)

108009 40 3400 4000 85 215x95 12 0,064 12,8

108008 40 3400 3000 85 215x95 12 0,064 12,8
72 c € IP 40 D el EN60598-2-1




Ray Spot Armatiirler Track Spot

Seta Serisi

Luminaires

-
1 . =
Seta Series X
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED COB Renksel ger: ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection IP40
Reflektsr Alaminyum Gii¢ Faktori N RAL Kodu 9016
Reflector Aluminium Power Fac. (cos ¢) 0.50 RAL Code
Lens Yiiksek 1sik gecirgenligine sahip PC Opsiyonlar Farkli ray sistemlerine Socket application suitable
High transmision PC optic cover Options uygun soket uygulamasi.  for different rail systems.
Siricu Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles

1:100.00 %

Teknik Cizim Technical Drawing

Armatiirlere ait blyiklikler Product Details

Kullanim Alanlari
Fields of Application

E1IEE]

Bakiniz sayfa 232 See

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)ab @ (m3) (kg)
107910 30 2700 4000 90 148x252x85 12 0,064 9,6
107907 30 2700 3000 90 148x252x85 12 0,064 9,6
c € IP 40 I:l eveons| EN60598-2-1 73




ic Mekan Aplikler Indoor Appliques i . Pelsa“

Guardi Serisi
Guardi Series

Govde Krom kapli metal gévde Giris Gerilimi Frekans

Body Chrome plated metal frame Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI] >80 IP Protection P20
Siiriict Pelsan marka yiiksek verimli G Faktori N
Driver Pelsan high efficiency driver Power Fac. (cos ¢) 0.50

Kullanim Alanlari

Teknik Cizim Technical Drawing Fields of Application

Bakiniz sayfa 232 See p.

*Guardi serisi iki kademeli 1sik ¢ikisi saglayan dahili anahtara sahiptir.
*Guardi series has a switch providing 2 different lighting output level.

Armatiirlere ait buyiiklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakhigi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
204551 5/7 275 4000 405x185x50 10 0,071 5,5

: CE [rn| @ = [z oveosmas
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ic Mekan Aplikler Indoor Appliques

Da Vinci Serisi
Da Vinci Series

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P20

Optik Kapak UVisinlarina dayanimli, armatir émrii boyunca Glic Faktori
Diffuser sararmayan yiiksek 1sik gegirgenligine sahip PMMA Power Fac. (cos ¢) >0.50

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the

luminaire
Sirtct Pelsan marka yliksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Gamma Angles 180° 120° ( C D) > .ii
ﬂ .
Bakiniz sayfa 232 See page 232
30° 15° 0° 15° 30°
180.0 e 0.0 SWLED  1:100%
270.0 enm— 90.0
Armatiirlere ait biyuklikler Product Details
Uriin Kodu Glig Isik Akisi Renk Sicakhgi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (ka)
204544 5 200 4000 510x170x171 10 0,062 6,3
c € IP 20 @ = el EN60598-2-1 75




ic Mekan Aplikler Indoor Appliques

Dali Serisi
Dali Series

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P20

Optik Kapak UVisinlarina dayanimli, armatiir 6mri boyunca Gi¢ Faktori
Diffuser sararmayan yliksek 1sik gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.50

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the

luminaire
Sirdcd Pelsan marka yiiksek verimli
Driver

Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

120°

Gamma Angles

6WLED  N:100%

180.0 enmm— 0.0

270.0 enm— 0.0

Armatirlere ait buyiiklikler Product Details

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 237

Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
204547 6 540 4000 90 580x85x29 10 0,029 13
76 220-240V
IP 20 7(\ et | EN 60598-2-1
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ic Mekan Aplikler Indoor Appliques

Vien Serisi
Vien Series

Govde Krom kapli metal govde Giris Gerilimi Frekans
Body Chrome plated metal frame Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Power LED Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >80 IP Protection P20
Optik Kapak Seffaf cam Gi¢ Faktori
Diffuser Clear glass Power Fac. [cos ¢) >0.50
Sirici Pelsan marka yliksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
i
b=y
Bakiniz sayfa 232 See page 232
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakhgi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm) ab @ (m3) (kg)
204569 3 4000 170 25x59x64 30 0.028 6,7

y 77
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Tavan Armatirleri Ceiling Luminaires

Pio Serisi
Pio Series

Yuvarlak Kare
Round Square
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRI) 80 IP Protection P40

Optik Kapak UVisinlarina dayanimli, armatiir dmrii boyunca Giic Faktori RAL Kodu
Diffuser sararmayan yiiksek isik gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.50 RAL Code 9016

High transmission PMMA opal cover with UV

prot_ect_ion, non-yellowing throughout lifetime of the Opsiyonlar Dinamik beyaz uygulamasi N

luminaire Options Dynamic white application
Strtct Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Yuvarlak Round
-~ N
Teknik Gizim Technical Drawing N Kullanim Alanlari
\\ Fields of Application
e
9 a 3000K 4000K 6500K
! L | —T - i
‘\ ="

Ka re Sq uare Bakiniz sayfa 232 See page 232

Yuvarlak Kare
Round Square
\""'-—--“"
3000K 4000K 6500K

Armatiirlere ait buyiiklikler Product Details

Urdin Kodu Tip Glig Renk Sicakligi Isik Akisi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power Colour Temp. Luminous Flux Dimensions Pcs/Pack Package Vol. Package Weight

(W) (K) (Im) (mm) @ h (m3) (kg)

105395 Standart Yuvarlak/ Standart Round 12 6500 780 250x62 10 0,123 4,3
105393 Standart Kare/ Standart Square 12 6500 780 250x62 10 0,123 4,3
107954 Standart Kare/Standart Square 24 6500 720 350x74x350 10 0,105 8,3
107956 DYN WHY Kare/DYN WHT Square 2x24  3000-4000-6500 950-1530-960 350x74x350 10 0,105 9.5
107951 Standart Yuvarlak/Standart Round 24 6500 720 350x74 10 0,105 7
107952 DYN WHY Yuvarlak/DYN WHT Round ~ 2x24  3000-4000-6500 660-1080-680 350x74 10 0,105 8,4

78 c € IP 40 @ Z o2Vl EN60598-2-1




Tavan Armatirleri Ceiling Luminaires

Kare & Yuvarlak Opal Serisi
Square & Round Opal Series

Yuvarlak Kare
Round Square
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, armatiir émrii boyunca Giic Faktori RAL Kodu
Diffuser sararmayan yiiksek isik gecirgenligine sahip PMMA Power Fac. (cos ) >0.50 RAL Code 9016
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the
luminaire
Strtct Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

ol [}
: N il ...

Bakiniz sayfa 232 See page 237

Yuvarlak Kare
Round Square

Armatiirlere ait biyiiklikler Product Details

Uriin Kodu Tip Glig Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power  Luminous Flux Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (mm) 7 h (m3) (kg)
105389 Kare/Square 23 2070 6500 350x350x90 10 0,123 10
105388 Yuvarlak/Round 23 2070 6500 350x87 10 0,123 10

CE IP 40 @ ZS oo | EN60598-2-1 ”




Tavan Armatirleri

Punto Serisi

(&) &>

Pelsan

Yuvarlak Kare
Gévde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind[.CR” >80 IP Koruma P40
Optik Kapak UVisinlarina dayanimli, armatiir mri boyunca Gl Faktori RAL Kodu 9016
sararmayan yiiksek 1sik gecirgenligine sahip opal akrilik (cos¢) >0.50
Opsiyonlar Dinamik beyaz uygulamasi
Lens PMMA
Sirici Pelsan marka yiiksek verimli
Yuvarlak
Teknik Cizim C-j Kullanim Alanlari
3000K 4000K  6500K Bakiniz sayfa 232
Kare
Yuvarlak Kare ‘.’
3000K 4000K  6500K
Armatiirlere ait biiyuklikler
Uriin Kodu Tip Gli¢ Renk Sicakligi Isik Akisi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Type Power Colour Temp Luminous Flux Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (Im) (mm)abc@d (m3) (kg)

107948 Standart Kare/Standart Square 24 6500 720 350x74x350 10 0,106 10,6

107949 DYN WHY Kare/DYN WHT Square 2x24 3000-4000-6500 660-1070-670 350x74x350 10 0,106 11,9

107945 Standart Yuvarlak/Standart Round 24 6500 720 350x74 10 0,106 8,6

107946 ~ DYN WHY Yuvarlak/DYN WHT Round  2x24 3000-4000-6500 660-1070-670 350x74 10 0,106 9,8

80 1P 40 @ = [z EN 60598-2-1
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Tavan Armatirleri

Picto Serisi

o O

o0’
bl

Pelsan

Yuvarlak Kare
Gévde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind[.CR” >80 IP Koruma P40
Optik Kapak UVisinlarina dayanimli, armatiir mri boyunca Gl Faktori RAL Kodu 9016
sararmayan yiiksek 1sik gecirgenligine sahip opal akrilik (cos¢) >0.50
Opsiyonlar Dinamik beyaz uygulamasi
Lens PMMA
Sirici Pelsan marka yiiksek verimli
Yuvarlak
Teknik Cizim — Kullanim Alanlari
0 a
!
3000K 4000K 6500K Bakiniz sayfa 232
Kare
Yuvarlak Kare ! i
3000K 4000K 6500K
Armatiirlere ait biiyuklikler
Urtin Kodu Tip Glig Renk Sicakligi Isik Akisi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power Colour Temp. Luminous Flux Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (K) (Im) (mm)abc@d (m3) (kg)

107963 Standart Kare/Standart Square 24 6500 1070 350x74x350 10 0,106 9,7

107964 DYN WHY Kare/DYN WHT Square 2x24 3000-4000-6500 940-1520-960 350x74x350 10 0,106 11,1

107960 Standart Yuvarlak/Standart Round 24 6500 720 350x74 10 0,106 8,7

107961  DYN WHY Yuvarlak/DYN WHT Round  2x24 3000-4000-6500 940-1520-960 350x74 10 0,106 9,6

81
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Tavan Armatirleri Ceiling Luminaires

Neee
Ilkbahar LED Serisi
Ilkbahar LED Series
Govde Metalize kapli polimer enjeksiyon Frekans
Body Polymer injection body with metalized coating. Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ; Renksel ger: ind. IP Koruma
SMD mid g
mid power Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak Yiksek gecirgenlikli homojen dagilima sahip sararma RAL Kodu 9016
Diffuser yapmayan PMMA Power Fac. (cos¢) >0.55 RAL Code
High Transmission,nondiscoloring PMMA with
homogenous light
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
C 1 . . . .
\ / Bakiniz sayfa 232 See page 23
Armatiirlere ait blyiklikler Product Details
Uriin Kodu Gli¢ Renk Sicakligi Isik Akisi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Colour Temp. Luminous Flux Dimensions Pcs/Pack Package Vol. Package Weight
(w) (K) (Im) (mm) @ h (m3) (kg)
105387 23 6500 2070 410x72 5 0,123 10
82
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Tavan Armatirleri Ceiling Luminaires

Planet LED & Popart LED Serisi
Planet LED & Popart LED Series

Planet Popart
Govde Eletrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated, metal body Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak Yiiksek gecirgenlikli homojen dagilima sahip sararma  Gli¢ Faktdrd RAL Kodu 9016
Diffuser yapmayan PMMA Power Fac. (cos ¢) >0.50 RAL Code
High transmission,nondiscoloring PMMA with
homogenous light
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
g h . . . .
—————— a c
Bakiniz sayfa 232 See page
b
Planet Popart
Armatiirlere ait biyiklikler Product Details
Uriin Kodu Tip Glig Renk Sicakligi Isik Akisi Etkinlik Faktérd Boyutlar Koli Adedi  Koli Hacmi Koli Agirlikgi
Code No Type Power Colour Temp. Luminous Flux Efficacy Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (K) (Im) (Im/W) (mm) @ h (m3) (kg)
105082 Planet 23 6500 1400 60 462x65 6 0,13365 11,5
105083 Popart 23 6500 1380 60 405x405x65 6 0,10573 10,6

CE P 40 @ TR e e e0s9s-a-
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Sensorlu Tavan Armatirleri Ceiling Luminaires With Sensor

Sense Serisi
Sense Series

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI] >80 IP Protection P40
Optik Kapak Isiya ve darbelere karsi korumali, Gli¢ Faktori RAL Kodu 9972
Diffuser yliksek gecirgenlige sahip dekoratif cam Power Fac. (cos ¢) >0.95 RAL Code
Heat and impact resistant high transmission
decorative glass. Opsiyonlar Farkli RAL kodlarinda Different RAL code
Options elektrostatik toz boya electrostatic powder
uygulamasi. coating applications.
Stirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing %
(4]
T )
JE—
__ @ =
8m
Sense LED
Armatiirlere ait blyuklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligr Etkinlik Faktori  Boyutlar  Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power  Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @h (m3) (kg)
104364 Sensérll Sense/Sense With Sensor 6 650 6500 108 300x105 8 0,102 13
104369  Acil Sense/Emergency Sense With Sensor 8 740 6500 93 300x105 8 0,102 13

84




Sense E27

2xE27

Armatiirlere ait biyiklikler Product Details

Kullanim Alanlari
Fields of Application

vl | 'Sl e

Bakiniz sayfa 232 See page 232

Urtin Kodu Tip Duy Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Base Dimensions Pcs/Pack  Package Vol. Package Weight
(mm) @h (m3) (kg)
104357 2xE27 2xE27 300x105 8 0,102 13
104359 2xE27 Sensdrlti/Sensor 2xE27 300x105 8 0,102 13
104367 2xE27 Acil Kitli Sensérlli/Emergency Unit with Sensor 2xE27 300x105 8 0,102 13
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Sarkit Armatiirler Pendant Luminaires

Volga Serisi
Volga Series

Govde

Elektrostatik toz boya kapli aliminyum

Giris Gerilimi

Frekans

Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid Renksel ger. ind IP Koruma
power o - 1P20
Colour Ren. In. (CRI) >80 IP Protection
Optik Kapak UVisinlarina dayanimli, sararmayan yiksek 1sik Giic Faktori
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95
High transmission PMMA cover with UV protection,
non-yellowing throughoutlifetime of the luminaire Opsiyonlar istenilen renk sicakliginda Production according to
Options (CCT) LED uygulamasi. Farkli desired correlated colour
Siricu Pelsan marka yliksek verimli RAL kodlarinda elektrostatik temperature (CCT]. Different
Pel high effici toz boya uygulamasi. Farkli RAL code electrostatic powder
o coan ey sarkit boyu uygulamasi. LED  coating. Different pendant
lambalar ile kullanima uygun lengths. E27 base option.
E27 duy opsiyonu.
Isik Siddeti Teknik Cizim Kullanim Alanlari

Dagilim Egrisi

Technical Drawing

Fields of Application

Light Distribution b
Curve
a
e Bakiniz sayfa 232 See page 237
Uriine lamba dahil degildir. Lamps are not included.
Armatirlere ait buyiiklikler Product Details
Uriin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux — Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (K) (Im/W) (mm)@ab (m3) (kg)
106639 Volga LED Giimiis/Silver 50 4000-6500 95 500x280x500 6 0,1 17,4
106642  Volga LED Beyaz/White 50 4000-6500 95 500x280x500 6 0,1 17,4
106654 Volga LED Altin/Gold 50 4000-6500 95 500x280x500 6 0,1 17,4
Armatirlere ait buyiiklikler Product Details
Uriin Kodu Tip Gli¢ Isik Akisi Duy Etkinlik Faktérd Boyutlar Koli Adedi  Koli Hacmi Koli Agirligi
Code No Type Power  Luminous Flux  Base Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (Im/W) (mm)@ab (m3) (kg)
104235  Volga E27 Duy/Base Gumds/Silver 1400 E27 93 500x280x500 0,1 17,4
104236  Volga E27 Duy/Base Beyaz/White 1400 E27 93 500x280x500 0,1 17,4
104240 Volga E27 Duy/Base Altin/Gold 1400 E27 93 500x280x500 0,1 17,4
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Sarkit Armatiirler Pendant Luminaires

Virgo LED Sarkit Serisi
Virgo LED Pendant Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma 1P20
Colour Ren. In. (CRI] >80 IP Protection
Optik Kapak UVisinlarina dayanimli, armatiir dmri boyunca Gi¢ Faktoru RAL Kodu 9016
Diffuser sararmayan ylksek isik gecirgenligine sahip PC Power Fac. (cos ¢) >0.95 RAL Code
High transmission PC opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire Opsiyonlar DALI, Triyak ve 1-10V dim DALI, Triac and 1-10V dim
Options uygulamasi. Istenilen renk application. Production
sicakliginda (CCT) LED according to desired
Sirici Pelsan marka yiiksek verimli uygulamasi. Avrupa mensei  Correlated Colour
” . ' . yiiksek verimli suriict Temperature (CCT). Europen
Driver Pelsan high efficiency driver

uygulamasi.

origin high efficiency driver.

Isik Siddeti Dagilim Egrisi

Light Distribu

tion Curve

Gamma Angles

120°

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 232

180.0 enm— 0.0 10W LED N:100.00 %
270.0 emm— 90.0
Armatiirlere ait buyiiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
107868 10 800 4000 80 193x183 1 0,055 2,5
CE |[rm PN v




Sarkit Armatiirler Pendant Luminaires

Simi & Rodos Sarkit Armaturler
Simi & Rodos Pendant Luminaires

®

——

e
Rodos S_imi
i Bakir Oksit/Copper Oxide Gri/Grey
Rodos Rodos
Beyaz/White Black/Siyah
Govde Elektrostatik toz boya kapli aliminyum govde Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Duy £27 IP Koruma RAL Kodu 7040/9005 / 9006 /
Base IP Protection 1P20 RAL Code 9016/ Bakir Oksit
Copper Oxide
Opsiyonlar Farkli RAL kodlarinda Different RAL code
Options elektrostatik toz boya electrostatic powder

uygulamasi. Farkli sarkit
boyu uygulamasi.

coating. Different
pendant lengths.

Teknik Cizim Technical Drawing

Kullanim Alanlari Fields of Application

E1F1EEIED

Bakiniz sayfa 232 S

i®e

h h
[} [}
LED Lambalar LED Lamps
Simi Rodos Urtin Kodu Tip
Code No Type
313438 4W 3000K E27
Filament LED lambalar ile nostaljik bir tasarim etkisi yaratir.
Product creats a nostalgic effect with flament lamps 313442 6W E27 3000K (G125)
Uriine lamba dahil degildir. 313440 6W E27 3000K (G64)
Lamps are not included 313441 6W E27 3000K (G95)
Armatiirlere ait buyiklikler Product Details
Urtin Kodu Tip Duy Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Base Dimensions Pcs/Pack Package Vol. Package Weight
(mm) @ h (m3) (kg)
103779 Simi Gri/Grey E27 325x149 4 0,088 3,5
103777 Rodos Altin Oksit/Gold Oxide E27 390x195 4 0,148 5,6
103778 Rodos Bakir Oksit/Copper Oxide E27 390x195 4 0,147 5,6
103776 Rodos Siyah/Black E27 390x195 4 0,148 5,6
103775 Rodos Beyaz/\White E27 390x195 4 0,148 5,6
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Sarkit Armatiirler Pendant Luminaires i . Pelsa“

Pico & Avsha Sarkit Armatirler
Pico & Avsha Pendant Luminaires

® A 4

. .
Pico Avsha
Siyah/Black Siyah/Black
Pico Avsha
Beyaz/\White Gri/Grey
Govde Elektrostatik toz boya kapli aliminyum govde Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Duy £27 IP Koruma RAL Kodu 9005/ 9006 /
Base IP Protection 1P20 RAL Code 9016
Opsiyonlar Farkli RAL kodlarinda Different RAL code
Options elektrostatik toz boya electrostatic powder
uygulamasi. Farkli sarkit coating. Different
boyu uygulamasi. pendant lengths.
Teknik Cizim Technical Drawing Kullanim Alanlar Fields of Application

E1E1 A

Bakiniz sayfa 232 Se

SR 1Pe

""" ' T LED Lambalar LED Lamps
. Uriin Kodu Tip
Pico Avsha Code No Type
313438 4W 3000K E27
Filament LED lambalar ile nostaljik bir tasarim etkisi yaratir.
Product creats a nostalgic effect with flament lamps 313442 6W E27 3000K (G125)
Uriine lamba dahil degildir. 313440 6W E27 3000K (G64)
Lamps are not included 313441 6W E27 3000K (G95)
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Tip Duy Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Type Base Dimensions Pcs/Pack Package Vol. Package Weight
(mm) @ h (m3) (kg)
103773 Avsha Siyah/Black E27 290x300 4 0,142 3,6
103774 Avsha Gri/Grey E27 290x300 4 0,142 3,6
103782 Pico Siyah/Black E27 150x450 4 0,044 34
103781 Pico Beyaz/White E27 150x450 4 0,148 34

CE oo @ EN 60598-2-1 &




Acil Durum Yonlendirme Armattirleri Emergency Luminaires

Vialed Serisi
Vialed Series

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD Batarya . IP Koruma
Battery B0OmAN 36 Ni-Cd 5 b itaction P20
Optik Kapak Yiksek gecirgenlige sahip PMMA Sarj Siiresi 24 saat Desarj Siiresi 3 saat
Diffuser Highly transmissive PMMA Charging Time 24 hour Discharning Time 3 hour
Calisma Sekli AC(Enerjide) / DC(Acilde)
Function Mode AC(Power on) / DC(Emergency)
Siirtici Pelsan marka yiiksek verimli Opsiyonlar Tek ytizlii ve cift yuzld ~_ Single sided and double
D Pol hiah eff d Options uygulama. Tavan tipi,duvar tipi  sided application. Ergonomic
elsan high efficiency driver ve sarkit olarak kullanilmasini  structure allowing wall
saglayan ergonomik yap!. mounted and pendant use.
Teknik Cizim Technical Drawing Kullanim Alanlari
— | . Fields of Application
b b b -~ il
Rl el M1
e F e e s =
Siva Alti Siva Ustii Sarkit @

) -
Resecced Mounted Surface Mounted Pendant Vialed II Z =

o

Bakiniz sayfa 232 See page 737

Sarj - desarj durumunu gosteren LED gdsterge. LED indicator showing charge and discharge status.
Zaman tasarufu kazandiran kolay kurulum. Time saving easy installation.
Ihtiyaca gore etiket uygulamasi. According to the tag application needs.

Armatiirlere ait buyiiklikler Product Details

Urtin Kodu Tip Glig Calisma Sdresi Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol.  Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
201136 Vialed Sarkit Tek Yiz/Pendant One Side 3 3 280x205x42 10 0,024 7
201165 Vialed Sarkit Cift YUiz/Pendant Double Side 3 3 280x205x45 10 0,024 7
200944 Vialed Mafsali Tek Ytiz/Surface Mounted One Side 3 3 280x205x42 10 0,024 M
201013 Vialed Mafsali Cift Yliz/Surface Mounted Double Side 3 3 280x205x42 10 0,024 1"
201064 Vialed Siva Alti Tek Yliz/Surface Mounted One Side 3 3 310x205x110 10 0,070 11
201110 Vialed Siva Alti Cift Ytiz/Surface Mounted Double Side 3 3 310x205x110 10 0,070 1"

e C € IP 20 @ o |  EN60598-2-22
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Acil Durum Yonlendirme Armatirleri Emergency Luminaires

Vialed Serisi (60 cm)
Vialed Series (60 cm)

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Batarya 800 mAh 3.6 Ni-Cd |- Koruma IP20
Battery IP Protection
Optik Kapak Yiksek gecirgenlige sahip PMMA Sarj Siresi 24 saat Desarj Suresi 1,5 saat
Diffuser Highly transmissive PMMA Charging Time 24 hour Discharning Time 1,5 hour
Calisma Sekli AC(Enerjide] / DC(Acilde)
Function Mode AC(Power on) / DC[Emergency)
Siiriici . P Opsivonli Tek yuzli ve cift yizli Single sided and double
Dl;‘:/uecru F:elsan marka yliksek verimli Optsllggg ar uygulama. Tavan tipi,duvar tipi  sided application. Ergonomic
Pelsan high efficiency driver P ve sarkit olarak kullanilmasini  structure allowing wall
saglayan ergonomik yap!. mounted and pendant use.
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

L

Sarj - desarj durumunu gésteren LED gdsterge.
LED indicator showing chargeand discharge status
Zaman tasarufu kazandiran kolay kurulum.

Time saving easy installation.

intiyaca gore etiket uygulamasi.

Tag application according to the needs

Bakiniz sayfa 232 See page 737

Armatiirlere ait biyiiklikler Product Details

Urlin Kodu Tip Glig Calisma Sdiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
201037 Vialed Mafsali Tek Yén/ Surface Mounted One Side 3 1,5 550x42x205 5 0,433 7.5
201041 Vialed Mafsali Cift Yén/Surface Mounted Double Side 3 1,5 550x42x205 5 0,433 7.5
201177 Vialed Sarkit Tek Yén/Pendant One Side 3 1,5 550x42x205 5 0,433 7,5
201185 Vialed Sarkit Cift Yon/Pendant Double Side 3 1,5 550x42x205 5 0,433 7.5
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Acil Durum Yénlendirme Armatiirleri Frmergency Luminaires # . Pelsa“

Exiled Serisi
Exiled Series

Siva Ustii Siva Alti
Surface Mounted Recessed Mounted

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans

Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD Batarya 800 mAh 1.2 Ni-Cd IP Koruma 1P20
Battery IP Protection

Optik Kapak Yiksek gecirgenlige sahip PMMA / Cam Sarj Siiresi 24 saat Desarj Siiresi 3 saat

Diffuser ligh transmissive PMMA / Glass Charging Time 24 hour Discharning Time 3 hour
Calisma Sekli AC(Enerjide) / DC(Acilde)
Function Mode AC(Power on) / DC(Emergency)

Sirict Pelsan marka yiiksek verimli Opsiyonlar Tek ylizlu ve cift yiizli . Single sided and double
Dirtar Pelsan high efficiency driv Options uygulama.Tavan tipi, duvar tipi sided application. Ergonomic
‘ elsan high efficiency driver ‘ ve sarkit olarak kullanilmasini structure allowing wall

saglayan ergonomik yapl. mounted and pendant use
Zaman tasarufu kazandiran Time saving easy installation.
kolay kurulum.

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Sarj - desarj durumunu gésteren LED gosterge
LED indicator showing charge and discharge status
Kolay kontrol imkani saglayan test butonu

est button for easy control

Bakiniz sayfa 232 See page 232

Armatirlere ait biiyuklikler Product Details

Urtin Kodu Tip Glic Calisma Sdiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol.  Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
200205 Exiled Sarkit Cift Yiiz/Pendant Double Side 3 3 360x150x24 10 0,023 6,8
200379 Exiled Sarkit Tek Ytiz/Pendant One Side 3 3 360x150x24 10 0,023 6
200511 Exiled Siva Alti Tek YUiz/Surface Mounted One Side 3 3 450x188x94 10 0,080 11
200545  Exiled Sva Alti Cift Ylz/Surface Mounted Double Side 3 3 450x188x94 10 0,080 11
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Acil Durum Yonlendirme Armatiirleri Emergency Luminaires ;g . PElsall

\eseoo0’
‘seee

Exiled Serisi
Exiled Series

tzw.t I'@

203890 203887 203891
Sag Ok/Right Arrow Tek Yon/One Side

203889 203888 203885
Yukari Ok/Up Arrow Asagi Ok/Down Arrow Cift Yon/Double Side

Armatiirlere ait buytklikler Product Detalls

Urtin Kodu Tip Glig Calisma Stresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
203891 E5 3 3 360x150x24 10 0,023 6,8
203885 E5 3 3 360x150x24 10 0,023 6,8
203890 E54 3 3 360x150x24 10 0,023 6,8
203887 E114-115 3 3 360x150x24 10 0,023 6,8
203888 E116 3 3 360x150x24 10 0,023 6,8
203889 E186 3 3 360x150x24 10 0,023 6,8
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Acil Durum Aydinlatma Armatirleri Emergency Luminaires

Ausled IP65 Emergency Serisi

Ausled IP65 Emergency Series

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED Mid power Batarya 3,6 V1000 mAh IP Korum{a P65
Battery IP Protection

Optik Kapak Yiiksek gecirgenlige sahip UV katkili PC Sarj Siresi 24 saat Desarj Siresi 3 saat

Diffuser High transmission and reinforced UV, PC Charging Time 24 hour Discharning Time 3 hour

Sirtct Pelsan marka yliksek verimli Calisma Sekli AC(Enerjide) / DC(Acilde)

Driver Pelsan high efficiency driver Function Mode AC(Power on) / DC(Emergency)

Teknik Cizim Technical Drawing

( JI__Jl

C

Siva alti ve siva stli uygulama

Recessed mounted and surface mounted application
Sarj desarj durumunu gésteren LED gosterge

LED Indicator showing charge and discharge status
Kolay kontrol imkani saglayan test butonu

Test button for easy control

Standart olarak 4 farkli yénlendirme etiketi hediyeli
4 different routing labels are included

in the price

Armatiirlere ait buyuklikler Product Details

Yonlendirme Etiketleri
Routing Labels

?
&

Kullanim Alanlari
Fields of Application

F=ES
ME™

Bakiniz sayfa 232 See page 237

Urtin Kodu Gl Calisma Sdresi Boyutlar Koli Adedi Koli Hacmi Koli Agirlign
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
108390 5 3 350x117x76 12 0,054 10,4
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Acil Durum Aydinlatma Armatirleri Ermergency Luminaires

24 LEDLli Emergency Serisi
24 LED Emergency Series EXITRCIKIS

Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Batarya 2x4V 800 mAh IP Koruma
P Battery Ni-Cd IP Protection P20

Optik Kapak Yiiksek gecirgenlige sahip UV katkili PC Sarj Siresi 24 saat Desarj Siresi 6 saat
Diffuser High transmission and reinforced UV, PC Charging Time 24 hour Discharning Time 6 hour
Sirici Pelsan marka yijksek verimli Callsma Sekli DC[ACildE]
Driver Pelsan high efficiency driver Function Mode DC(Emergency)
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

a
ib
i

Bakiniz sayfa 232 See page 237
“Exit/Cikis” etiketi hediyeli
“Exit/Cikis” label is included in the price
Sarj desarj durumunu gosteren LED gosterge
LED Indicator showing charge and discharge status

Armatiirlere ait buytiklikler Product Details
Urtin Kodu Glg Calisma Sdiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirlign
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)ab (m3) (kg)
203905 3 6 322x51 20 0,0286 11,45
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Acil Durum Aydinlatma Armatirleri Ermergency Luminaires

2x10W LEDLi Spot Emergency Serisi
2x10W LED Spot Emergency Series

i _ =
T——
*H
1 I
———

——

Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Batarya 6V 3000 mAh IP Koruma P40
Battery IP Protection
Optik Kapak Yiksek gecirgenlige sahip PMMA Sarj Suresi 24 saat RAL Kodu 9016
Diffuser Highly transmissive PMMA Charging Time 24 hour RAL Code
Sirici Pelsan marka yiiksek verimli Desarj Siresi 6 saat Calisma Sekli Enerji
Driver Pelsan high efficiency driver Discharning Time 6 hour Function Mode kesildiginde
otomatik olarak
devreye girme
Automatic turn on
at power outage
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
a
b
;S‘l%n =
=3
. ‘j D Bakiniz sayfa 232 See
Armatiirlere ait biyiklikler Product Details
Uriin Kodu Glig Calisma Sresi Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (k)
203907 2x10 6 286x299x89 8 0,076 12,70
96 IP 40 = | EN60598-2-22
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Acil Durum Aydinlatma Armatirleri Ermergency Luminaires

e

2x5W LEDLi Spot Emergency Serisi

2x5W LED Spot Emergency Series
Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Batarya 4V 2000 mAh IP Koruma P40

Battery IP Protection

Optik Kapak Yiiksek gecirgenlige sahip PMMA Sarj Siresi 24 saat RAL Kodu 9016
Diffuser Highly transmissive PMMA Charging Time 24 hour RAL Code
Siriciu Pelsan marka yliksek verimli Desarj Siresi 4 saat Calisma Sekli Enerji
Driver Pelsan high efficiency driver Discharning Time 4 hour Function Mode kesildiginde

otomatik olarak
devreye girme
Automatic turn on
at power outage

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Fa

(C)

s

Bakiniz sayfa 232 See page 232
Armatiirlere ait biyiklikler Product Details
Urtin Kodu Glig Calisma Sdresi Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (k)
203913 2x5 4 280x279x89 8 0,07 9,5
97
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Acil Durum Aydinlatma Armatirleri Emergency Luminaires

2x3W LEDLi Spot Emergency Serisi
2x3W LED Spot Emergency Series

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD Mid power Batarya 4V 2000 mAh IP Koruma P40

Battery IP Protection

Optik Kapak Yiiksek gecirgenlige sahip PMMA Sarj Suresi 24 saat RAL Kodu 9016

Diffuser Highly transmissive PMMA Charging Time 24 hour RAL Code

Siriciu Pelsan marka yiiksek verimli Desarj Siiresi 6 saat Calisma Sekli Enerji

Driver Pelsan high efficiency driver Discharning Time 6 hour Function Mode kesildiginde
otomatik olarak
devreye girme
Automatic turn on
at power outage

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232 See page 232

Armatiirlere ait buytiklikler Product Details

Urtin Kodu Glig Calisma Sdresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
203911 2x3 6 261x89x59 10 0,028 6,4
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Acil Durum Aydinlatma Armatirleri Emergency Luminaires

Ufo LED Serisi
Ufo LED Series

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED cos Batarya 6V800 mAh Ni-cg | Koruma IP40
Battery IP Protection

Lens Yiksek gecirgenlige sahip PMMA Desarj Siiresi 3 saat RAL Kodu

Highly transmissive PMMA Discharning Time 3 hour RAL Code 9016

Calisma Sekli DC(Acilde)
Function Mode DC(Emergency)

Siirtict Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application
0

o0

Bakiniz sayfa 232 See page 237

Armatiirlere ait buyuklikler Product Details

Yiiksek voltaj ve kisa devre korumasi.

High voltage protection and short circuit protection.

Eneriji kesildiginde calisma.

Ability to operate when unenergized.

Sarj durumunu gosteren yesil gosterge.

LED indicator showing charge and discharge status.

Ariza veya sarj edilmediginde uyari veren sari LED’li gosterge.

Yellow LED indicator providing failure status and not able to charge status.
Kolay kontrol imkani sunan test butonu.

Test switch providing easy control.

Urtin Kodu Glig Calisma Sdresi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirlhigi
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm) @h (mm) (m3) (kg)
204463 3 3 110x20 97 20 1,798

CE IP 40 @ z | EN 60598-2-22
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Acil Durum Aydinlatma Armatirleri Ermergency Luminaires

30 LEDLi & 60 LEDLi Isildak

30 LED & 60 LED Lantern

30 LED 60 LED
Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power LED Batarya 37V128h Ni-Cdoten) IP Koruma P40
Battery 3,7V2,2AhNi-Cd eoLep) [P Protection
Optik Kapak Yiksek gecirgenlige sahip PMMA Sarj Siiresi 24 saat Ral Kodu 9016
Diffuser Highly transmissive PMMA Charge Time 24 hour Ral Code
Siricd Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari Iki kademeli calisma
Fields of AppUCBUOﬂ Two-stage working mode
Degistirilebilir uzun émrlu batarya
Replaceable long-life battery
Sarj durumunu gésteren LED gdsterge.
" i edDo i ‘\‘c LED indicator showing charge and discharge status
= 3 = - Kolay kontrol imkani sunan test butonu.
/= Test switch providing easy control
30 LED _Z p g easy
| €]
°
: 4
\’ i g« e i :\\C
‘ Bakiniz sayfa 232 See page 232
a
60 LED
Armatiirlere ait buytklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Maksimum Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux ~ Maxium Working Time Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) Saat/Hour (mm)abc (m3) (kg)
204619 30 LED 3 120 8 203x55x29 40 0,0185 7,5
204620  40-60 LED Kademeli/Stage 4/6 200/300 8 342x55x29 24 0,0206 7,5

100

C€

-
IP 40 I:l

220-240V
50-60Hz

EN 60598-2-22



Acil Durum Aydinlatma Armatirleri Ermergency Luminaires i . Pelsa“

WNeee
90 LEDLi Isildak
90 LED Lantern
Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power LED Batarya 2x3,7V 2,0Ah Ni-Cd  IP Koruma P40
Battery IP Protection
Optik Kapak Yiksek gecirgenlige sahip PMMA Sarj Siiresi 24 saat Ral Kodu 9016
Diffuser Highly transmissive PMMA Charge Time 24 hour Ral Code
Sirlcu Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
-
Fa
a
Bakiniz sayfa 232 See page 237
iki kademeli calisma
Two-stage working mode
Degistirilebilir uzun 6murli batarya
Replaceable long-life battery
Sarj durumunu gosteren LED gosterge.
LED indicator showing charge and discharge status
Kolay kontrol imkani sunan test butonu.
Test switch providing easy control
Armatiirlere ait biiyiliklikler Product Details
Uriin Kodu Tip Glig Isik Akisi Maksimum Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux Maxium Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) Saat/Hour (mm)abc (m3) (kg)
204623 90 LED 9 500 8 482x55x29 20 0,0245 7.5

- -
C€ IP 40 I:l e | EN60598-2-22 101
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Yuksek Tavan Armaturleri
Highbay Luminaires
Atolye Armaturleri
Highbay Luminaires
Kanopi Armatdrleri
Canopy Luminaires

Etanj Armatdurler

Waterproof Luminaires




Yiiksek Tavan Armatiirleri H PElsal‘l

o0’
bl

Etna Serisi

2 farkliisik acisi ve 4 farkli glic secenedi ile her tiirlu endistriyel
alana uygun aydinlatma ¢6zimi sunar.

IP65, IK09 koruma siniflari ile zorlu ortam 150lm/W'1 asan etkinlik faktori Entegre yiiksek tavan sensorii uygulamasi
kosullarina dayanikli

Govde Eloksal kapli aliminyum Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind. ~80 IP Koruma P65
(CRI)
Optik Kapak Temperli cam Gii¢ Faktori IK Sinifi K09
(cos¢) >0.90
Reflektor %99 saflikta aliminyum Opsiyonlar DALI ve 1-10V dim

uygulamasi. Acil durum
aydinlatma uygulamasi.
istenilen renk sicakligina
(CCT) LED uygulamasi.
Yiiksek Tavan Sensdri
uygulamasi. Farkli RAL
kodlarinda elektrostatik toz
boya uygulamasi.

Sirici Avrupa menseili yiiksek verimli

Dar acili armatiirlere ait biyuklikler

Uriin Kodu Glig Istk Akisi Renk Sicakhdi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108526 80 12400 6500 155 1140x86x178 1 0,0328 7,9
108524 100 14000 6500 145 1140x86x178 1 0,0328 7,9
108532 125 18125 6500 150 1440x86x178 1 0,0408 9,8
108534 140 19600 6500 140 1440x86x178 1 0,0408 9,8

Genis acili armatiirlere ait biyiklikler

Uriin Kodu Glig Istk Akisi Renk Sicakhdi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108527 80 12000 6500 150 1140x86x178 1 0,0328 7,9
108525 100 14000 6500 140 1140x86x178 1 0,0328 79
108533 125 18125 6500 145 1440x86x178 1 0,0408 9,8
108535 140 18900 6500 135 1440x86x178 1 0,0408 9,8
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Kullanim Alanlari Isik Siddeti Dagilim Egrisi
Genis Aci Dar Aci
Gamma Angles 180° 120° Gamma Angles 180° 120°
105 130 105 105 130 105
Bakiniz sayfa 232
90°] 90° 90°| 90|
75" 150 75°) 75°) 150 75°)
60° 200 60| 60°| fi00 60°
450 450
<.~
457 45°] 45° 457
600 600,
Teknik Cizim beo p bso cdtkim
30" 15°3 0° 15° 0° 30° 15°3 0 15° 0
a 180.00 e .0 100W LED N:100.00 % 180.00 e .0 100W LED r]1100 00 %
270.09 e 0.0 270.09 s 0.0

Yiiksek Tavan
Sensorii Ozellikleri

Yiiksek Tavan Busbar Aski Takimi
N
- 3
Urtin Kodu Boyutlar (mm) axb 5
316387 69x150 3
10m

c € IP 65 @ | EN60598-2-1 105




Yiiksek Tavan Armatiirleri Highbay Luminaires

Karpat Serisi
Karpat Series

® Performans serisi ile 130 Im/w’1 asan verimlilik.
Over 130 lm/w efficiency with performance series.

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V] 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma P65
SMD mid power Colour Ren. In. [CRI) >80 IP Protection
Optik Kapak Film kapli seffaf temperli cam Gl Faktori RAL Kodu
Diffuser Film coated clear tempered glass Power Fac. (cos ¢) >0.95 RAL Code 7035
gegektﬁr %99.98 saflikta anodize aliminyum 8psiyonlar Farkli RAL kodlarinda Different RAL code
o
GtCEelr %699.98 pure anodized aluminium RLELS elektrostatik toz boya DALl electrostatic powder
Siiriici Avrupa menseili yiiksek verimli ve 1—.1DV dim uygulamasi. coating. DALl and 1-10V
Driver European origin high efficiency driver Istenilen renk sicakliginda dim application. LED
’ ’ (CCT) LED uygulamasi. application according to

desired correlated colour
temperature (CCT).

Armatiirlere ait buytiklikler Product Details

Urtin Kodu Tip Gli¢ Istk Akisi Renk Sicakhigr  Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirhign
Code No Type Power  Luminous Flux Colour Temp.  Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105842 Standart/Standard 36 3960 6500 110 1210x90x80 1 0,0109 4
105824 Standart/Standard 82 8860 6500 108 1210x190x80 1 0,0217 7.5
105847 Standart/Standard 120 12840 6500 107 1210x345x80 1 0,0384 12
105832 Standart/Standard 164 17380 6500 106 1210x345x80 1 0,0384 12
105902  Performans/Performance 40 5320 6500 133 1210x90x80 1 0,0109 4
105904  Performans/Performance 75 9900 6500 132 1210x190x80 1 0,0217 7.5
105908  Performans/Performance 110 14410 6500 131 1210x265x80 1 0,0303 9,75
105910  Performans/Performance 150 19650 6500 131 1210x345x80 1 0,0384 12
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Kullanim Alanlari Fields of Application Isik Siddeti Dagilim Egrisi
Light Distribution Curve
Gamma Angles 180° 120°
105 200 1059
Bakiniz sayfa 232 [ 90° 90°
75° 200 750
Teknik Cizim Technical Drawing 60° m 60°
a 600
2 3 £ 2 : 4 b
800
b 1000 cdikim
: i r 7 I 30 15 0 15 30
T el
180.00 enm— .0 82W LED N:100.00 %
c 270.09 em— 0.0

Yiiksek Tavan Busbar Aski Takimi

Highbay Luminaire Busbar Assembly Set
Ib Urtin Kodu Boyutlar (mm) axb
= 307494 35x55
307509 23x45
307510 28x62

c€ IP 65 @ = el 6050801 107




Yiiksek Tavan Armatiirleri Highbay Luminaires

Karpat LED Frozen Serisi
Karpat LED Frozen Series

® -40°C’ye kadar diusik sicakliklarda yiiksek verimle calisan Karpat Frozen
soklu gidalara 6zel donuk hava depolari icin tretilmistir.
Karpat Frozen provides high efficiency in low temperature, until -40°C. It is
specially designed for cold storage warehouses and frozen product warehouses.

© -40°C’ye kadar calisir. ® 110 Im/w'1 asan verimlilik. @ Avrupa mensei driver.
- . igh efficiency over m/w. uropen origin driver.
Works until -40°C High eff y 110 tm/ Europ gind
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma P65
SMD mid power Colour Ren. In. [CRI) >80 IP Protection
Optik Kapak Film kapli seffaf temperli cam Gl Faktori RAL Kodu
Diffuser Film coated clear tempered glass Power Fac. (cos ¢) >0.95 RAL Code 7035
geqektﬁir %99.98 saflikta anodize aliminyum 8P$iy°"‘ar Farkli RAL kodlarinda Different RAL code
Siileeitr %699.98 pure anodized aluminium IO elektrostatik toz boya electrostatic powder
Siiriicii Avrupa menseili yiiksek verimli u_ygulamaSL DALI've 1T1OV cgatlng. DAL! and 1-10V
Difvar European origin high efficiency driver dim uygulamasi. Istenilen dlm. apphcatlon. L.ED
renk sicakliginda (CCT) LED  application according to
uygulamasi. desired correlated colour

temperature (CCT).

Armatiirlere ait biyiklikler Product Details

Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107915 42 4620 6500 110 1210x90x82 1 0,0109 4
105826 82 8860 6500 108 1210x190x82 1 0,0217 7.5
105836 164 17380 6500 106 1210x345x82 1 0,0384 12
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Kullanim Alanlari Fields of Application

Bakiniz sayfa 232 S

Teknik Cizim Technical Drawing

a
5 o o 5 :
e,
: : ﬂ%b
+ + & £ '

Yiiksek Tavan Busbar Aski Takimi
Highbay Luminaire Busbar Assembly Set

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

e 0 |k | am 1

Gamma Angles 180° 120°

Uriin Kodu Boyutlar
Code No Dimensions
Ib (mm)ab
= 307494 35x55
307509 23x45
307510 28x62

180.00 enm— .0 82W LED N:100.00 %

270.09 em— 0.0

. -
c € IP 65 @ e | EN 60598-2-1
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Yiiksek Tavan Armatiirleri
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Hima Serisi

Entegre yiiksek tavan sensor uygulamasi 105 Lm/w'1 asan verimlilik.

Govde Elektrostatik toz boyali metal gévde + aliminyum Giris Gerilimi Frekans
ekstriizyon kanallar (V) 220-240 (Hz) 50-60

Renksel ger. ind. IP Koruma P65
LED SMD rmid power (cri) >80
Glc Faktort RAL Kodu 9005
Optik Kapak IKO8 kosullarini saglayan, isiya ve darbelere karsi (cos ) >0.95
dayanikli temperli cam
Opsiyonlar DALI uygulamasi. 1-10V Dim

uygulamasi. Yiksek Tavan
Sensérii uygulamasi. Istenilen
renk sicakliginda (CCT)

LED uygulamasi.Farkli RAL
kodlarinda elektrostatik toz
boya secenedi.

Sirici Avrupa menseili ylksek verimli

Armatiirlere ait biiyikLliikler

Uriin Kodu Glig Isik Akisi Renk Sicakhigi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108225 75 7875 6500 105 1270x155x80 1 0,015 5,7

Yiksek Tavan Sensorlii Armatiire ait biiylkliikler

Urtin Kodu Glig Istk Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem Luminous Effic Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108372 75 7875 6500 105 1270x155x80 1 0,015 57
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Kullanim Alanlari

Bakiniz sayfa 232

Teknik Cizim

CpeEn
T 2 )
a

Yiiksek Tavan Busbar Aski Takimi

Urtin Kodu Boyutlar (mm) axb

316387 69x150

Isik Siddeti Dagilim Egrisi

Gamma Angles

180° 120°

oy 05|

600
>

calkim

750
0 15° o

Yiiksek Tavan
Sensorii Ozellikleri

0 75W LED 1:100.00 %

10m

. ).
c E IP 65 @ 20200 EN 60508-2-1

m



Yiiksek Tavan Armatiirleri Highbay Luminaires

Sia Serisi
Sia Series

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma IP6
. Colour Ren. In. (CRI) 70 IP Protection °
Optik Kapak Temperli cam Giic Faktéri RAL Kodu
Diffuser Tempered glass Power Fac. (cos ¢) >0.95 RAL Code 7035
Reflektor Simetrik metalize kaplama polimer enjeksiyon Opsiyonlar Farkli RAL kodlarinda Different RAL code electrostatic
Reflector Symmetric metallized polymer injection Options elektrostatik toz boya powder coating. Symmetric
uygulamasi. Simetrik dar- narrowmedium-wide and
P Sy P orta-genis ve asimetrik lens  asymmetric lens application.
g“,r”?“ Avrupa menseili yiliksek verimli uygulamast. DALl ve 1-10V DALl and 1-10V dim application.
e European origin high efficiency driver dim uygulamasi. Istenilen LED application according
renk sicakliginda (CCT) LED  to desired correlated colour
uygulamasi. temperature (CCT).
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

a

=T ==

Bakiniz sayfa 232 Se 32

180.0 enmm—0.0 100W LED 1N:100.00 % c

270.0 emmm—90.0

Armatiirlere ait biyiiklikler Product Details

Uriin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108589 75 EU 9000 6500 120 342x342x160 1 0,0243 5
108600 100 EU 11500 6500 115 342x342x160 1 0,0243 5
107929 100 PEL 11500 6500 115 342x342x160 1 0,0243 5
106634 125 EU 13750 6500 110 342x342x160 1 0,0243 5

112 c € IP 65 @ e EN60598-2-1
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Yiiksek Tavan Armatiirleri Highbay Luminaires

Castor Serisi
Castor Series

150W 100W
Govde Aliiminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. 80 IP Koruma P65

Colour Ren. In. (CRI) |P Protection

. Yiksek gecirgenlige ve homojen dagilima sahip PC . -
Optik Kapak PC cover with high transmission and homogenous Giic Faktord RAL Kodu

>0.90 9005

Diffuser light distribution Power Fac. (cos ¢) RAL Code
Siirtci Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
[}
Gamma Angles 180° 120°
)
Bakiniz sayfa 232 See page
270.0 90.0
Aski aparati dahildir.
Product box includes hangers
Armatiirlere ait buylklikler Product Detalls
Uriin Kodu Gl Isik Akisi Renk Sicakhidi Etkinlik Faktéri Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (ka)
107995 100 10200 5000 102 295x150 6 0,0095 2,3
108122 150 15150 5000 101 345x165 4 0,0176 33
107996 200 20200 5000 101 395x170 3 0,0246 4,7

C € IP 65 @ 2ol EN60598-2-1 113




Yiiksek Tavan Armatiirleri Highbay Luminaires

Oriza Serisi
Oriza Series

Govde Fiberglas Giris Gerilimi Frekans
Body GRP Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) 80 IP Protection P65
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gli¢ Faktori
Diffuser gecirgenligine sahip opal PMMA Power Fac. [cosg) ~ >0-98
UV protection, high - end transparent opal cover
PMMA Opsiyonlar DALI, 1-10V ve koridor DALI, 1-10V and corridor
Options fonksiyon uygulamasi. function applications. LED
Istenilen renk sicakliginda application according to
Sttt Avrupa menseili yiiksek verimli (CCT) LED uygulamasi. desired correlated colour
) ) . temperature (CCT).
Driver European origin high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a
Gamma Angles 180° 120° ; ﬁ
, ,, i
Bakiniz sayfa 232 See page 237
180.0 exmmm—0.0 82W N:77.63%
270.0 emm— 0.0
Armatirlere ait biyiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105716 82 8860 6500 108 1285x180x95 1 0,024 4

- CE [ro] @ = [z aveossoas
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Tlinel Armatirleri

Metron Asimetrik Tiinel Serisi
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Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind. >80 IP Koruma P65
(CRI)
Optik Kapak IKO8 kosullarini saglayan, isiya ve darbelere karsi Gii¢ Faktori RAL Kodu 900
dayanikli temperli cam (cos¢) >0.95 5
Opsiyonlar 1-10V Dim uygulamasi.

istenilen renk sicakliginda

(CCT) LED uygulamasi.Farkli

Reflektor %99 saflikta altiminyum RAL kodlarinda elektrostatik
toz boya secenedi.

Strtcd Pelsan marka yiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Angles 180° 120° 5 m g B m g
105¢ 150 105° N . b
| Bakiniz sayfa 232
[
%0 90 e . . -
75° 0 75° cmﬁ “
60° P 60°
450
45° 45°
600
750 cd/kim
30° 15°3 0° 15° 0
180.00 e .0 501 LED 1:100.00 %
270.09 e 0.0
Armatiirlere ait biiyuklikler
Uriin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktéri Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108126 20 2020 4000 101 615x198x75 1 0,0164 4,5

C E IP 65 = 202V EN 60598-2-1 115




Siva Alti Kanopi Armatiirler Recessed Mounted Canopy Luminaires se . Pelsa“

Piroliz Serisi
Piroliz Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powde ed aluminiurr Input Volta 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >70 IP Protection P65
Optik Kapak Temperli cam Glic Faktord RAL Kodu
Diffuser Tempered glass Power Fac. (cos ¢) >0.95 RAL Code 9016
Reflektor Simetrik polimer enjeksiyon Opsiyonlar Farkli RAL kodlarinda Different RAL code electrostatic
Reflector Symmetric polymer injection Options elektrostatik toz boya powder coating. Symmetric
uygulamasi. Simetrik dar-  narrow-medium -wide and
Sne Avrupa menseili yiiksek verimli orta-genis ve asimetrik asymmetric lens application.
Drive European origin high efficienc lens uygulamasi. DALI ve DALl and 1-10V dim application.
et uropean org S 1-10V dim uygulamasi. LED application according
Istenilen renk sicakligina to desired correlated colour
(CCT) LED uygulamasi. temperature (CCT)
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a
Gamma Anges 180° 120°
Bakiniz sayfa 232 pac
b
c
180.0 emm— 0.0 100W LED 1:100.00 %
270.0 em—90.0

Armatiirlere ait buylklikler Product Detalls

Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abc (kg)
106583 75 9000 6500 120 395x395x132 1 5
106584 100 11500 6500 115 395x395x132 1 5
106585 125 13750 6500 110 395x395x132 1 5

1 CE IP 65 - @ 2020V EN 60598-2-2




Siva Alti Kanopi Armatdrler

Okta Serisi

-
W . |
-l o e =
=
Gévde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind. 80 IP Koruma P65
(CRI)
Optik Kapak Temperli cam Glic Faktori RAL Kodu
(cos ¢) >0.95 9016
Sirlci Avrupa menseili yliksek verimli Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi. Simetrik dar-
orta-genis ve asimetrik
lens uygulamasi. DALI ve
1-10V dim uygulamasi.
Istenilen renk sicakligina
(CCT) LED uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Angles 180° 120°
105° 1057
90° 2 90° Bakiniz sayfa 232
75 it 75° b
1000
60° 60°
1500
45 2000 45
2500
cdikim
180.0 en— 0.0 80W LED :100.00 %
270 0 enmmmm— 90 0

Armatiirlere ait buytklikler

Uriin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
106627 80 7360 6500 92 400x400x98 1 0,021 4,8
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Ex-Proof Armatiirler Ex-Proof Luminaires i K Pelsan

Largo Ex-Proof Etanj Serisi
Largo Ex-Proof Waterproof Series

® Ex-Proof armatiirler tehlikeli toz ve gaz maddelerinin @ Kimya ve Boya Tesisleri, Petrol Depolama Tesisleri, Petrol Dolum Bosaltim
bulundugu, patlama riski olan ortamlarda giivenle Tesisleri, Liman ve Tershaneler, Enerji Santralleri, Endistriyel Tesisler ve Akaryakit
kullanilir istasyonlari patlama riskinin en yiiksek oldugu ortamlardir.
Ex-Proof luminaires can be safely use in area of high Chemistry and Paint Plant, Oil Storage Facility, Energy Plant, Harbor and Shipyard,
explosion risk zones and dangerous gas and dust using Oil Filling Plants, Endustrial Zones and Fuel-0il Station zones with high explosion
zones. risk
Govde Cam elyaf katkili fiberglas Giris Gerilimi Frekans
Body GRP Input Voltage (V] 220-240 Frequency (Hz) 50-60
LED ) Renksel ger. ind. IP Koruma
SMD mid power Colour Ren. In. (CRI) >80 IP Protection P65
Optik Kapak UVisinlarina dayanimli, armatiir 6mrii boyunca  Giic Faktérii 50,95 IK Sinifi 1K08
Diffuser sararmayan yliksek I1sik gecirgenligine sahip Power Fac. (cos ¢) : IK Class
PMMA
High transmission PMMA cover with UV Ral Kodu 1023
protection, non-yellowing throughout lifetime of Ral Code
the luminaire
P Kapsam 1136 Ex nRIIC T6 Gc
Strici Avrupa menseli yliksek verimli Coverage 113D Ex tc 11IC T 80° C Dc
Driver European origin high efficiency driver -
CO)p5|yonlar istenilen renk sicakliginda Production according to
[piEmE (CCT) LED uygulamasi. desired correlated colour
temprature (CCT).
Armatiirlere ait buytiklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhign
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108458 25 2500 6500 100 670x85x125 6 0,053 12,8
108459 45 4500 6500 100 1280x85x125 6 0,1 18,5
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Kullanim Alanlari

Bakiniz sayfa 232

Teknik Cizim

a=——x 5 5 -5 o

Isik Siddeti Dagilim Egrisi

Gamma Angles 180° 120°
105 g 1051
90° 90°
75° 70 75°
60° 140 60°
210
45° 45°
280
350 cd/kim
30° 15°3 0° 15° 0°
180.00 e .0 45W LED :100.00 %

270.09 e 0.0

CE IP 65 - @ e | EN 60598-2-1 @
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Ex-Proof Armatiirler Ex-Proof Luminaires i K Pelsan

Sia - Piroliz - Nairo Ex-Proof Serisi
Sia - Piroliz - Nairo Ex-Proof Series

Piroliz
Yiiksek Tavan Kanopi Projektor
Highbay Canopy Floodlight
Govde Elektrostatik toz boya kapli alimiyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection with electrostatic coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ! Renksel ger. ind. IP Koruma
SMD mid
midpower Colour Ren. In. (CRI) >80 IP Protection IPes
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Gi¢ Faktori RAL Kodu
Diffuser korumalli, yiiksek gecirgenlige sahip, seffaf temperli Power Fac. [cos ¢) >0.95 RAL Code 1023
cam
IK08 standard compliant, heat and impact resistant, Kapsam 113G ExnR 11C TS Gc
highly transmissive,clear tempered glass Coverage 113D Ex tc 11IC [T95°C) DC
Sirlcu Avrupa menseili ylksek verimli Opsiyonlar istenilen renk sicakliginda  Production according to
Driver European origin high efficiency Options (CCT) LED uygulamasi. desired correlated colour
temperatire (CCT).
Armatirlere ait buytklikler Product Detalls
Urlin Kodu Tip Glig Isik Akisi Renk Sicakligr Etkinlik Faktéri  Boyutlar Koli Hacmi  Koli Adedi ~ Koli Agirhigi
Code No Type Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Package Vol. Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106615 Sia Ex-Proof Yuksek Tavan/Highbay 50 6000 6500 120 342x342x160  0,0243 1 8
106616 Sia Ex-Proof Yuksek Tavan/Highbay 75 8625 6500 115 342x342x160  0,0243 1 8
106617 Sia Ex-Proof Yuksek Tavan/Highbay 100 11000 6500 110 342x342x160  0,0243 1 8
106618 Sia Ex-Proof Yuksek Tavan/Highbay 125 13125 6500 105 342x342x160  0,0243 1 8
106619 Sia Ex-Proof Yuksek Tavan/Highbay 150 15000 6500 100 342x342x160  0,0243 1 8
106578 Piroliz Ex-Proof Kanopi/Canopy 50 6000 6500 120 395x395x132 0,0243 1 8
106579 Piroliz Ex-Proof Kanopi/Canopy 75 8625 6500 115 395x395x132  0,0243 1 8
106580 Piroliz Ex-Proof Kanopi/Canopy 100 11000 6500 110 395x395x132 0,0243 1 8
106581 Piroliz Ex-Proof Kanopi/Canopy 125 13125 6500 105 395x395x132 0,0243 1 8
106582 Piroliz Ex-Proof Kanopi/Canopy 150 15000 6500 100 395x395x132 0,0243 1 8
106498 Nairo Ex-Proof Projektor/Floodlight 50 6000 6500 120 342x342x121 0,0243 1 8
106499 Nairo Ex-Proof Projektor/Floodlight 75 8625 6500 115 342x342x121 0,0243 1 8
106500 Nairo Ex-Proof Projektor/Floodlight 100 11000 6500 110 342x342x121 0,0243 1 8
106501 Nairo Ex-Proof Projektor/Floodlight 125 13125 6500 105 342x342x121 0,0243 1 8
106502 Nairo Ex-Proof Projektor/Floodlight 150 15000 6500 100 342x342x121 0,0243 1 8
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Kullanim Alanlari

Bakiniz sayfa 232

Teknik Cizim

a-b
Isik Siddeti Dagilim Egrisi
Gamma Anges 180° 120° Gamma Anges 180° 120° Gamma Angles 180° 120°
105° £ 105 105¢ 20 105¢ 105 99 105
90° 90° 90° 90° 90° 90°
75° 75° 75° 75° 75° 75°
60° 60° 60° 60° 60° 60°
45° 45° 45 45° 45° 45°
450 cdidm 450 cdiim 450 cdikim
30° 15° 0° 15° 30° 30° 15° 0° 15° 30° 30° 15° 0° 15° 30°
180.0 enm— 0.0 100W LED |']:100_00% 180.0 emm— 0.0 100W LED N:100.00 % 180.0 com— (0.0 100W LED 1:100.00 %
270.0 enm— 90.0 270.0 em— 0.0 270.0 com—90.0
— - 220-240V 121
C E IP 66 50604z | EN 60598-2-1 / EN 60598-2-2 / EN 60598-2-5




Etanj Armatiirler Waterproof Luminaires

Prota Serisi

Prota Series

0.0
OIP65

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P65
Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Glic Faktori RAL Kodu 7001
Difiiuses opal PC Power Fac. (cosg) ~ >0.90 RAL Code
High trans ion and homogenous distribution
opal PC cover Opsiyonlar DALI Opsiyonu. DALI function application.
Options 3 saate kadar acil Emergency lighting unit
aydinlatma uygulamasi. application up to 3 hour.
P . - Istenilen renk sicakliinda Production according to
Blr'"l:"ifu Avrupa marka yiksek verimli (CCT) LED uygulamasi desired correlated colour

European origin high efficiency

temperature (CCT)

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles

120°

180.0 com— 0.0

270.0 cn— 90.0

Armatirlere ait blyiklikler Product Detalls

65W LED 1:1000 0 %

Teknik Cizim Technical Drawing

Kullanim Alanlari (]
Fields of Application ﬂ_ .E_ __@_

Bakiniz sayfa 232 Sec e 232

Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirligi

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)

105611 23 2100 6500 90 620x87x66 6 0,0236 5.4
105614 35 3200 6500 90 920x87x66 6 0,0350 7.8
105618 45 4100 6500 90 1220x87x66 6 0,0471 10.8
105621 65 5800 6500 90 1220x87x66 6 0,0471 10.8
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Etanj Armatiirler Waterproof Luminaires

Solida Serisi
Solida Series

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. [CRI) >80 IP Protection P65
Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Gu¢ Faktori RAL Kodu 7001
Diffuser opal PC Power Fac. (cos ¢) >0.95 RAL Code
High transmission and homogenous distribution
opal PC cover Opsiyonlar DALI uygulamasi. 3 DALI function application.
Options saate kadar acil durum Emergency lighting unit
aydinlatma Unitesi application up to 3 hours.
P . o uygulamasi. Istenilen renk Production according to
Siricu Avrupa marka yuksek verimli sicakliginda (CCTILED desired correlated colour
Driver Eupean origin high efficiency

uygulamasi

temperature (CCT)

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles

Teknik Cizim Technical Drawing

a

180.0 enm— 0.0

270.0 en— 90.0

Armatiirlere ait buyiiklikler Product Details

65W LED

1:10000 %

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 237
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Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlig

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight

(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105599 23 2300 6500 100 600x85x73 6 0,0262 6
105603 35 3500 6500 100 900x85x73 6 0,0383 10.8
105606 45 4500 6500 100 1200x85x73 6 0,0508 14.4
105609 65 6500 6500 100 1200x85x73 6 0,0508 14.4
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Etanj Armatdirler Waterproof Luminaires

Largo Serisi
Largo Series

® -40°C'ye kadar disik sicakliklarda yiiksek verimle calisan Largo Frozen ® Largo Lux Avrupa mensei LED cip ve siirlicl icerir.
soklu gidalara 6zel donuk hava depolarti icin tretilmistir. Largo Lux manufactured with Europen origin LED Chips
Largo Frozen Luminaire is designed to function efficiently at -40°C and suitable and LED drivers

for cold storage and frozen product warehouses.

Govde Fiberglas Giris Gerilimi Frekans
Body GRP Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED . Renksel ger. ind. IP Koruma
SMD mid power Colour Ren. In. (CRI) >80 |P Protection 1P65
Optik Kapak UVisinlarina dayanimli, sararmayan yliksek Gi¢ Faktori >0.95
Diffuser 1sik gecirgenligine sahip PMMA Power Fac. [cos ¢) ’
High transmission PMMA opal cover with UV -
protection, non-yellowing throughout lifetime Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
of the luminaire Options uygulamasi. 3 saate kadar  applications. Emergency lighting
o ) B o acil durum aydinlatma unit application up to 3 hours.
gurucu Avrupa menseli, Pelsan marka ylksek verimli tinitesi uygulamasl. Sensér ~ Sensor application. L ED
e European origin, Pelsan high efficiency driver uygulamasi. istenilen renk  application according to desired
sicakliginda (CCT) LED correlated colour temperature
uygulamasi (CCT)
Armatirlere ait buyiklikler Product Details
Urtin Kodu Type Glig Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhign
Code No Tip Power Luminous Flux Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
105727 Largo 20 1750 6500 663x85x85 6 0,041 10
105722 Largo 20 1750 6500 1275x90x90 6 0,021 7
105719 Largo 36 3200 6500 1275x90x90 6 0,041 10
108519 Largo 48 4320 6500 1573x85x85 6 0.128 16
105867 Largo Lux 17 1550 6500 663x85x85 6 0,035 11
105881 Largo Lux 36 3280 6500 1275x90x90 6 0,062 15
105892 Largo Lux 45 4050 6500 1573x85x85 6 0,128 16
105871 Largo Frozen 17 1550 6500 663x85x85 6 0,035 1
105884 Largo Frozen 36 3280 6500 1275x90x90 6 0,062 15
105894 Largo Frozen 45 4050 6500 1573x85x85 6 0,128 16
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Kullanim Alanlari Fields of Application

Teknik Cizim Technical Drawing

—=x o,

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°
1059 9 105°
90° 90°
75° 70 750
60° L4 60°
210
45° ) 45°
S 280
350 cd/km
30° 15°3 0° 15° 0°
180.00 emm— .0 36W LED N:100.00 %

270.0 eo—90.0

< (€
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Etanj Armatiirler Waterproof Luminaires i . Pelsa“

Forza Serisi
Forza Series

Govde ABS Giris Gerilimi Frekans
Body Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power IK Sinifi IP Koruma
IK Class IKO7 IP Protection P65
Optik Kapak Isiya ve darbelere karsi korumali, yiiksek gecirgenlige Gli¢ Faktori RAL Kodu 9006
Diffuser sahip opal PC Power Fac. (cos ) >0.90 RAL Code
Heat and impact resistant, high transmission
opal PC Renksel ger. ind. >0.80
Colour Ren. In. [CRI)
Stirtici Pelsan marka yiiksek verimli Opsiyonlar DALI uygulamast. 1-10V DALI application. 1-10V Dim
Driver Pelsan high effiency driver Options Dim uygulamasi. Istenilen application. Production according

renk sicakliginda (CCT)LED  to desired correlated colour
uygulamasi. Seffaf veya opal  temprature [CCT]. Clear or opal
optik kapak opsiyonu. diffuser option.

Isik Siddeti Dagilim Egrisi

Teknik Cizim Technical Drawing Liaht Distribution C
ight Distripution Curve

"""""""""""""""""""""""""""""""""""""""" Gamma Angles 180° 120°

180.00 e .0 36W LED N:100.00 %

270.09 0.0
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108118 36 3100 4000 86 1300X110X71 6 0,071 9,5
108119 36 3100 6500 86 1300X110X71 6 0,071 9,5

126



Kullanim Alanlari Fields of Applicatior

Bakiniz sayfa 232

i Il Pelsan

'Y

Kolay ve Hizli Montaj
Easy and Fast Installation

Mandalsiz fonksiyonel tasarimi sayesinde icine miidahale
edilmeksizin ylzey ve kablo tavalarina kolay ve hizli monte edilir.
With its functional unlatched design. Forza is easy and fast to install
le trays without intervention.

into surface and

Opsiyonel Lineer Baglanti

Optional Linear Connection
iki tarafinda bulunan klemens kapagi sayesinde lineer baglantiya
uygun olarak tasarlanmistir.
Suitable for linear connection with the terminal covers on the both

side

CE IP 65 @ 20200 EN 60598-2-1
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Etanj Armatiirler Waterproof Luminaires

Forza LED Tube Serisi
Forza LED Tube Series

Gévde ABS Giris Gerilimi Frekans
Body Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED 2X18W LED Tube IK Sinifi IP Koruma
IK Class IKO7 IP Protection P65
Optik Kapak Isiya ve darbelere karsi korumali, yiiksek gecirgenlige Gui¢ Faktori RAL Kodu 9006
Diffuser sahip seffaf PC Power Fac. (cos ¢) >0.95 RAL Code
Heat and impact resistant, high transmission
clear PC Opsiyonlar Sensorlii Led Tube ile hareket Motion sensor application with
Options sensori uygulamasi. Acil Kitli sensor LED tube. Emergency
LED Tube ile acil aydinlatma  mode application with emergency
Reflektor Elektrostatik toz boya kapli metal uygulamasi. Istenilen renk LED Tube. Production according
Reflector Electrostatic powder coated metal sicakliginda (CCT) LED Tube  to desired correlated colour

uygulamasi. Seffaf ve Opal
optik kapak opsiyonu

temprature (CCT). Clear or opal
diffuser option.

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

‘Gamma Angles

Teknik Cizim Technical Drawing

180° 120°

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 237
180.00 .0 2x18W LED e r]:100.00%
27009
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Duy Glig Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Base Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (mm)abc (m3) (kg)
108120 G13 2x18 2170* 4000 1300x110x71 0,071 9,5
108407 G13 2x18 2170* 6500 1300x110x71 0,071 9,5
*Yazilan elektriksel ve isiksal degerler degerler Pelsan marka LED Ttip Gen4
IP 65 eveons| EN60598-2-1

128 model LED tlp takili halde yapilan testler neticesinde elde edilen sonuglardr.

Written electrical and photometric values are “Pelsan brand LED Tube Gen4” model

LED tube is included results obtained in the results of tests

€3

S




Etanj Armatiirler Waterproof Luminaires

Inovaled Serisi
Inovaled Series

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. >80 1P Koruma_ P66
Colour Ren. In. (CRI) IP Protection
Optik Kapak uv |$|nl§r|na ldfyammlll , sararmayan yiiksek Glic Faktoru >0.95 IK Sinifi K09
Diffuser 1sik gecirgenligine sahip PC Power Fac [cosq)] IK Class
High transmission PC opal cover with UV
protection, non-yellowing throughout lifetime Opsiyonlar DALI ve koridor fonksiyon DALl and corridor function
of the luminaire Options uygulamasi. 3 saate kadar  applications. Emergency
acil durum aydinlatma lighting unit application up to
Siriucu Pelsan marka yiiksek verimli Lo Y 'ghting unit appcation up
Dri Pelean high efficiency driver Unitesi uygulamasi. 3 hours.Production according
o : 9 24 istenilen renk sicakliinda  to desired correlated colour
(CCT) LED. Farkli RAL temprature (CCT). Emergency
kodlarinda elektrostatik lighting unit application up to
toz boya uygulamasi. 3 hours. Different RAL code

electrostatic power coating.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

a

Teknik Cizim Technical Drawing

Gamma Angles

180° 120° ‘ ‘

s

[ =
T T T M ) o
—"——7tn———

Aci Ayarli Montaj Aparati
Adjustable Mounting Angle Apparatus

RS
< R
\ P * /
N S
“\ /
180.0 emm— 0.0 42W LED 1:100.00 % ~ _

270 0 enm— 90 0

Armatiirlere ait biyiiklikler Product Details

311186 (2'li/2pcs)

Kullanim Alanlari
Fields of Application

=1

A=

Bakiniz sayfa 232 See page

Urtin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105597 21 1890 6500 90 600x75x70 4 0,012 6,5
105593 42 3780 6500 90 1200x75x70 4 0,025 10,5
105585 45 4050 6500 90 1500x75x70 0,031 13,5
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® Multiline lineer armatir, magaza, market, ofis ve
depolarda isigin istenen yonde iletilmesini saglayan
hareketli sistemi ve modern endistriyel tasarimi ile

Bant Armatiirler Batten Luminaires

Multiline Serisi
Multiline Series

lineer aydinlatma saglar.

its modern industrial design.

Mobile system that enables light to be transmitted
to the desired direction in supermarkets, offices and
stores. It provides directable linear lighting thanks to

Govde Eloksal kapli aliminyum Giris Gerilimi Frekans
Body Eloxal coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI] >80 IP Protection P40
Optik Kapak Seffaf / Buzlu PMMA Giic Faktorii
Difiusar Clear / Frosted PMMA Power Fac. [cos ¢) >0.98
Reflektor Aliminyum Opsiyonlar DALI uygulamasi. 3 saate DALI function applications.
Reflector Aluminium Options kadar acil aydinlatma Emergency lighting unit

uygulamasi. Sarkit application up to 3 hour. Pendant

Siiriicii Avrupa menseili yiiksek verimli uygulamasi.Buzlu ve application.Frosted and clear
Driver European origin high efficiency driver seffaf cam uygulamasi. glass application. Production

Istenilen renk sicakliinda
(CCT) LED uygulamasi.

according to desired correlated
colour temprature (CCT).

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles

0° Kanat Acisi
0° Wing Angle

45° Kanat Acisi
45° Wing Angle

90° Kanat Acisi
90° Wing Angle

115° Kanat Acisi
115° Wing Angle

Gamma Angles 180°

1200 Gamma Angles 180°

1207 Gamma Angles 180°

1207 Gamma Angles 180° 1200

AN

\

Sl ]
100, e 0.0 MFH100.00%  180,0) eommmmmnm 0.0 45 N10000% 10,0 e 0.0 @ N:10000%  180.0 s 0.0 15 1:10000 %
180.0 = 0.0 50W LED 1 100.00% e o om0 i
270.0 e 90.0
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakhigr  Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirlig
Code No Type Power Luminous Flux Colour Temp. Luminous Effic.  Dimensions  Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105381 Multiline 35 4020 6500 114 1200x140x58 4 0,0699 3,8
105383 Multiline 35 4020 6500 114 1500x140x58 4 0,0699 3,8
105385 Multiline 50 5720 6500 114 1500x140x58 4 0,0699 3,8
108508  Multiline Kesintisiz Lineer Baglanti 35 4020 6500 114 1200x140x58 4 0,0699 3.8
108509 Multiline Kesintisiz Lineer Baglanti 35 4020 6500 14 1500x140x58 4 0,0699 3,8
108416  Multiline Kesintisiz Lineer Baglanti 50 5720 6500 114 1500x140x58 4 0,0699 3,8
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Teknik Cizim

Isiginizi istediginiz Noktaya Yonlendirir

7 kademeli ayarlanabilir isik acisi ile pratik bir sekilde
istediginiz yere 151§1 yonlendirilebilir.

Kurulum Kolayligi Saglar

Multiline 2 parca halinde kolay ve giivenli sekilde
monte edilir.

Siirekli Lineer Aydinlatma Olusturur

Lineer baglanti icin tasarlanmis yan kapaklar ve baglanti
aparati ile kesintisiz 1sik imkani verir.

Kullanim Alanlari

Bakiniz sayfa 232

Kamasma kontrollu 6zel diftizor

110 Im/W'1 asan verimlilik

Siva Usti veya sarkit opsiyonu

Avrupa driver opsiyonu

C€

IP 40

220-240V
50-60Hz

EN 60598-2-1
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Bant Armatiirler Batien Luminaires

Linea IP65 Serisi
Linea IP65 Series

SR
_—-—"’-‘—-‘——-'-"-'-'-f_'_'_
Gévde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI] >80 IP Protection P65
Optik Kapak Yiksek gecirgenlige ve homojen dagilima sahip Giic Faktori RAL Kodu 9016
Diffuser opal PC Power Fac. (cosg) ~ >0-50 RAL Code
High transmission and homogenous distribution
opal PC diffuser
Sirici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a Fields of Application
Gamma Angl 180° 120° ' - = = °,o
e s o 1 . i fﬂ I
Bakiniz sayfa 232 See page 737
180.0 cmmmm— 0.0 36W LED 1:100.00 %
270.0 e 90.0
Armatiirlere ait biyiklikler Product Details
Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108220 36 3240 4000 90 1262x75x35 10 0,054 10
108219 36 3240 6500 90 1262x75x35 10 0,054 10

- CE IP 65 @ R eneoses-24




Bant Armatiirler Batten Luminaires

Linea Large Serisi
Linea Large Series

J— —— - .--.
w,,rwg"‘* pmppmeyer T

Govde Alliminyum Giris Gerilimi Frekans

Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Renksel ger: ind. IP Koruma

P Colour Ren. In. (CRI) >80 IP Protection P20

Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Gl Faktori RAL Kodu 9016
Diffuser opal PC Power Fac. (cos ¢) >0.50 RAL Code

High transmission and homogenous distribution

opal PC diffuser

Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

a c
Gamma Angles 180° 120° B ———————— m m o9 °
b
Bakiniz sayfa 232 See page 232
180.0 emmm— 0.0 18W 1:100.00 %
270 0 emm— 90 0
Armatiirlere ait biyiklikler Product Details
Urtin Kodu Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107932 18 1530 4000 90 602x75x25 20 0,025 8
107933 18 1530 6500 90 602x75x25 20 0,025 8
107938 36 3060 4000 90 1203x75x25 20 0,095 15
107939 36 3060 6500 90 1203x75x25 20 0,095 15
c E 2ol |[]| T [@&2| eneosss2 133




Bant Armatiirler Batten Luminaires

Linea Serisi
Linea Series

Er—-—-—.‘-‘
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection IP20
Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Giic Faktsri RAL Kodu 9016
Diffuser opal PC Power Fac. (cos ¢) >0.50 RAL Code
High transmission and homogenous distribution
opal PC diffuser
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
Gamma Angles 180° 120° mm o0
[
=
Bakiniz sayfa 232 Se« 2
180.0 emmm— 0.0 16W LED 1:100.00 %
270 0 enm— 90 0
Armatiirlere ait buiylklikler Product Detalls
Uriin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
204672 4 360 6500 90 311x32x22 30 0,015 2
204673 8 720 6500 90 572x32x22 30 0,024 3
204671 16 1440 6500 90 1173x32x32 30 0,540 15
134 IP 20 @ | EN 60598-2-1
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Bant Armatiirler Batten Luminaires

TMS LED Tup-Sac Bant Serisi

TMS LED Tube-Metal Sheet Batten Series

p o=
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Metal body with electrostatic powder coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
Isik Kaynagi LED Tiip Renksel ger. ind. IP Koruma
Light Source LED Tube Colour Ren. In. (CRI) >80 IP Protection P20
Glc Faktoru Duy
Power Fac. (cos ¢) >0.95 Base 613
Ral Kodu 9016
Ral Code

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles

120°

180.0 comm— 0.0

270.0 com— 90.0

IX18WLED e

n:100 %

Teknik Cizim Technical Drawing

a

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232

60-120-150cm LED Tip uygulamalari ile kullanilabilir.
Suitable for 60-120-150cm LED Tubes.
Pelsan LED Tipler ile yiiksek verimlilik saglar, ekonomik ¢6zlim sunar.

Pelsan LED Tubes provides high efficiency and affordable solution
Armatiirlere ait biiylklikler Product Detalls
Urtin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight

(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
100371 1x9 740* 4000-6500 83 632x40x54 12 0,01145 6,5
100372 1x18 1680* 4000-6500 93 1200x40x54 12 0,0234 9,1
100373 1x24 2230* 4000-6500 93 1500x40x54 12 0,02823 12,5

202407 *Yazilan elektriksel ve isiksal degerler degerler Pelsan marka LED Tup Gen3
c E IP 20 @ so-60rz | EN 60598-2-1 model LED tiip takili halde yapilan testler neticesinde elde edilen sonuglardir. 135
Written electrical and photometric values are “Pelsan brand LED Tube Gen3"” model

LED tube is included results obtained in the results of tests



K Pelsan

Bant Armatiirler Batten Luminaires

.
\teoe’
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Etanj Duylu Sac Bant LED Tup Serisi
Metal Batten-LED Tube Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans

Body Metal body with electrostatic oating Input Voltage (V) 220-240 Frequency (Hz) 50-60

Isik Kaynagi LED Tip Renksel ger. ind. IP Koruma

Light Source LED Tube Colour Ren. In. (CRI] >80 P Protection IP65/20
Gii¢ Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 7016
Duy 13 etanj duy
B G13 waterproof lamp holder

Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari

Light Distribution Curve Fields of Application

a
Gama Agilan 180° 120° ‘:H]:D ﬂ‘[ ‘h-

Bakiniz sayfa 232 Sec

180.0 enm——0.0  1x18W LED TUBE  :100.00 %

270 0 s 90 0
60-120-150cm LED Tiip uygulamalari ile kullanilabilir.
Suitable for 60-120-150cm LED Tubes
Pelsan LED Tipler ile yiiksek verimlilik saglar, ekonomik ¢dziim sunar.
Pelsan LED Tubes provides high efficiency and affordable solution
Armatiirlere ait biiylklikler Product Detalls
Urtin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
103220 1x9 740* 4000-6500 83 630x97x53 6 0,0030 6,5
103229 1x18 1680* 4000-6500 93 1240x97x53 6 0,0059 9
103281 1x24 2230* 4000-6500 93 1540x97x53 6 0,0072 12
*Yazilan elektriksel ve isiksal degerler degerler Pelsan marka LED Tiip Gen3 y
136 model LED tip takili halde yapilan testler neticesinde elde edilen sonuglardir. C E IP 65/20 @ oo | EN60598-21
and ¢ c values are “Pelsan brand LED Tube Gen3" model

the results of tests



Bant Armatiirler Batten Luminaires

Etanj Duylu Polyester Bant LED Tip Serisi
Etanj Duylu Polyester Batten LED Tube Series

Govde Cam elyaf katkili fiberglas Giris Gerilimi Frekans
Body GRP Input Voltage (V) 220-240 Frequency (Hz) 50-60
Isik Kaynagi LED Tap Renksel ger. ind. IP Koruma
Light Source LED Tube Colour Ren. In. (CRI) >80 IP Protection P65
Giic Faktord RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 9016
Duy G13 etanj duy
Base G13 waterproof lamp holder
Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a
Gamma Angles 180° 120°
; : 1™

Bakiniz sayfa 232 See page 232

180.0 emmmmm—00  1x18WLED TUBE  1:62.39 % 60-120-150cm LED Tip uygulamalari ile kullanilabilir.

Suitable for 60-120-150cm LED Tubes.

Pelsan LED Tupler ile yiiksek verimlilik saglar, ekonomik ¢6ziim sunar.
Pelsan LED Tubes provides high efficiency and affordable solution.

270.0 eom— 90.0

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktort Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
103200 1x18 1680* 4000-6500 93 1270x130x68 6 0,0591 12,3
103261 1x24 2230* 4000-6500 93 1560x130x68 6 0,0727 17,7
103210 2x18 3360* 4000-6500 93 1270x130x68 6 0,114 13,3
103268 2x24 4460* 4000-6500 93 1560x130x68 6 0,1389 18,7

*Yazilan elektriksel ve isiksal degerler degerler Pelsan marka LED Ttip Gen3

220-240V]
c E IP 65 @ Z so-60rz | EN 60598-2-1 model LED tlip takil halde yapilan testler neticesinde elde edilen sonuglardir. 137

Written electrical and photometric values are “Pelsan brand LED Tube Gen3" model
LED tube is included results obtained in the results of tests.




Market Tipi Armatiirler Market Type Luminaires

Market LED Tup Serisi
Market LED Tube Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coating metal Input Voltage (V] 220-240 Frequency (Hz) 50-60
Reflektor Anodize aliminyum Renksel ger. ind. IP Koruma P20
Reflector Anodized aluminium Colour Ren. In. [CRI) >80 IP Protection
Isik Kaynagi LED Tip RAL Kodu 9016 Duy G13
Light Source LED Tube RAL Code Base
Opsiyonlar Acil aydinlatma opsiyonu Emergency lighting unit
Options application
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
Gamma Angles 180° 120° L i c L id .
c el il BN
\ a b

Bakiniz sayfa 232 See pag

60-120-150cm LED Tip uygulamalari ile kullanilabilir.

180.00 emmmmmmmmm 0 1X18WLED TUBE  1}:81.46% Suitable for (>[J" 120 '1 5 cm LED “fbe? -

Pelsan LED Tipler ile yiiksek verimlilik saglar, ekonomik ¢6ziim sunar.
Pelsan LED Tubes provides high efficiency and affordable solution.

270.09 co— 0.0

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105331 1x18 1680* 4000-6500 93 1185x160x70 1 0,01584 3
105332 1x24 2230* 4000-6500 93 1485x160x70 1 0,0204 3,8
*Yazilan elektriksel ve isiksal degerler degerler Pelsan marka LED Tiip Gen3
138 model LED ttip takili halde yapilan testler neticesinde elde edilen sonuglardir. c E P20 @ - 25200_-6204'3;/ EN 60598-2-1
Written electrical and photometric values are “Pelsan brand LED Tube Gen3"” mode

LED tube is included results obtained in the results of tests



Okul Tipi Armatiirler School Type Luminaires

Clear Serisi
Clear Series

= -
[ ) | o
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coating metal Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD Mid Power Renksel ger. ind. IP Koruma P4
Colour Ren. In. (CRI] >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gi¢ Faktori RAL Kodu 9016
Diffuear gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar istenilen renk sicakliginda  LED application according
luminaire Options (CCT) LED uygulamasi. Farkli to desired correlated colour
RAL kodlarinda elektrostatik temperature (CCT]. Different
Siiriici Pelsan marka yiksek verimli toz boya uygulamasi. RAL code electrostatic powder
) coating.
Driver Pelsan high efficiency driver !

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

a

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Gamma Angles 180° 120° D

36W LED N:100.00 %

180.0 com—— 0.0

270.0 90.0

Armatiirlere ait biyiiklikler Product Details

EEED

Bakiniz sayfa 232 See page 737

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105711 20 1750 6500 38 630x63x85 1 0,005 1.4
105713 36 3240 6500 90 1240x63x85 1 0,01 2,6
139

220-240V
50-60Hz
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Yol ve Cadde Armatdurleri

Projektorler

Park Bahce Direk Armattrler




Yol ve Cadde Armatiirleri Road and Street Luminaires

Rio Plus Serisi
Rio Plus Series

® 130 Im/w’i asan verimlilik. ® -40/+50 °C ortam kosullarinda calisir. ® Avrupa mensei LED ¢ip ve siirici icerir.
High efficiency over 130lm/w. Works in -40 /+ 50C ambient conditions. Contains European origin LED chips and driver.

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED Avrupa menseili Power LED Renksel ger. ind. IP Koruma P66
European origin Power LED Colour Ren. In. (CRI) >70 |P Protection

Lens Polimer enjeksiyon PMMA Gii¢ Faktori RAL Kodu 9006
Polymer injection PMMA Power Fac. (cos¢) >0.95 RAL Code

Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar Farkli RAL kodlarinda Different RAL code

Diffuser dayanikli temperli cam Options elektrostatik toz boya electrostatic powder

IK08 standard compliant, heat and impact resistant,

uygulamasi. DALI, 2 coating. DALI, 2 Step dim
clear tempered glass Step dim ve 1-10V dim and 1-10V dim application.
Siricu Avrupa menseili yiiksek verimli uygutamaSL iSenSF)lr K Productlon according to
Driver European origin high efficiency driver uygulamasi. Istenilen renk desired correlated colour
sicakliginda (CCT) LED temprature (CCT). Sensor
uygulamasi. application.
Armatiirlere ait buiylklikler Product Detalls
Urdin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abcd (m3) (kg)
106671 45 5445 4000 121 476x280x110x300 1 0,017 6,1
106674 65 8515 4000 131 476x280x110x300 1 0,017 6,1
106687 100 13200 4000 132 616x330x124x338 1 0,027 7,5
106685 140 16520 4000 118 616x330x124x338 1 0,027 7,5
106694 200 23400 4000 117 727x370x131x380 1 0,036 10,1
106682 240 29700 4000 110 727x370x131x380 1 0,036 10,1

142
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Teknik Cizim Isik Siddeti Dagilim Egrisi

Gamma Angles

Kullanim Alanlari

Bakiniz sayfa 232
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Yol ve Cadde Armatiirleri Road and Street Luminaires

Rio Serisi
Rio Series

\
I

K Pelsan

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED Avrupa menseili Power LED Renksel ger: ind. IP Koruma P66
European origin Power LED Colour Ren. In. (CRI) >70 IP Protection

Lens Polimer enjeksiyon PMMA Glic Faktoru RAL Kodu 9006
Polymer injection PMMA Power Fac. (cos¢) >0.95 RAL Code

Optik Kapak IK08 kosullarini saglayan, 1siya ve darbelere karsi Opsiyonlar istenilen renk sicakliginda Production according

Diffuser dayanikli temperli cam Options (CCT) LED uygulamasi. to desired correlated
IK08 standard compliant, heat and impact resistant, Farkli RAL kodlarinda colour temparature
clear tempered glass elektrostatik toz boya (CCT). Different RAL

Sirlci Pelsan marka yiiksek verimli secenegl. zgggnelectrostatlc power

Driver Pelsan high efficiency driver g

Istk Siddeti Dagilim Egrisi Teknik Gizim Technical Drawing Kullanim Alanlari

Light Distribution Curve

Gamma Angles

180° 120°

70W LED 1:100.00%

Armatiirlere ait buyiiklikler Product Details

Fields of Application

=
=

Bakiniz sayfa 232 See page 232

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abcd (m3) (kg)

108160 50 5800 4000 116 476x280x114x175 1 0,017 5,7
108159 70 7900 4000 113 476x280x115x300 1 0,017 5,7
108079 100 11700 4000 110 476x280x112x343 1 0,017 5,7
108012 150 14400 4000 94 616x330x124x338 1 0,027 7,5

144 IP 66| EN 60598-2-3




Yol ve Cadde Armatiirleri Road and Street Luminaires

Rio Solar Serisi
Rio Solar Series

Panel Panel

Yuksek verimli monokristal panel.
High-efficiency monocrystalline panels.

Cevre sartlarina dayanimli IP65 terminal kutusu.
Environmental conditions resistant IP65 terminal box.
Gunesi toplayan ozel yizey.

Specific, sun collected surface

Self-cleaning, dirt-resistant fabric panels.
Yaslanmaya karsi EVA film koruma.
EVA film protection against aging.

Kendi kendisini temizleyen, kir tutmayan panel dokusu.

Batarya Eattery

Uzun omirld, bakim gerektirmeyen JEL batarya.
Long-lasting, maintenance-free GEL batteries.
Dustk i¢ direnci sayesinde yliksek performans.
High performance due to low internal resistance.
Cevre sartlarina dayanikli yapi.

Resistant to environmental conditions
construction.

Solar Sarj Cihazi Solar Charger

Ozel yazilimi ile en ideal sarj modunu secer.
Special software selects the optimum charging mode
Voltaj-Akim kontroll saglar, sistem émrind uzatir
Voltage-current control enables, extends the life
of the system.

Solar panelden gelen akimi kontrol eder, akii
émrind uzatir.

Controls the current from the solar panel
extends battery life.

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 12-24 Frequency (Hz) 50-60
LED Avrupa mensei Power LED Renksel ger. ind. IP Koruma P65
European origin Power LED Colour Ren. In. [CRI) 70 IP Protection
Lens Polimer enjeksiyon PMMA Glic Faktori RAL Kodu 9006
Polymer injection PMMA Power Fac. (cos ¢) >0.95 RAL Code
Optik Kapak K08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar Farkli RAL kodlarinda Different RAL code
Diffuser dayanikli temperli cam Options elektrostatik toz boya electrostatic powder coating.
IK08 standard compliant, heat and impact resistant, uygulamasi. Istenilen renk LED application according
clear tempered glass sicakliginda (CCT) LED to desired correlated colour
uygulamasi. temperature (CCT) .
Sirici Avrupa menseili yliksek verimli
Driver European origin high efficiency driver
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
106676 20 2300 4000 476x280x110 1 0,017 6,1
106678 40 4320 4000 476x280x110 1 0,017 6,1

Solar sisteme ait biyuklikler
(Akt+GUlnes Paneli+Sarj Cihaz)

Solar System Details
(Battery+Solar Panel+Charger)

Urtin Kodu Glig Otonom Siresi Panel Ak Kapasitesi Solar Sarj Cihazi
Code No Power Autonomous Times Panel Battery Capatiy Solar Charger
(W) (Glin/Day) (W) (Ah) (A)
106679 20 2 80 12V-65 12-10
106681 40 2 160 12V-100 12-10
C€E @ IP 66| EN60598-2-3 145




Pelsan

Yol ve Cadde Armatiirleri

'Y
.

Lima Serisi

Govde Alliminyum enjeksiyon Giris Gerilimi Frekans
220-240 50-60
(V) (Hz)
LED Avrupa menseili Power LED Renksel ger. ind. 570 IP Koruma P65
(CRI)
Lens Asimetrik, PMMA, UV dayanimli Gic Faktori 50.95 RAL Kodu 9022
[cos @)

Optik Kapak IK08 kosullarini sadlayan, 1slya ve darbelere karsi Opsiyonlar Farkli RAL kodlarinda

dayanikli temperli cam elektrostatik toz boya

uygulamasi. DALI, 2
Step dim ve 1-10V dim
uygulamasi. istenilen

Sirdct Avrupa menseili yiiksek verimli renk sicakligina (CCT)
LED uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Anges 180° 120° d
105 150 105° = =
90° 90°
75° 75°
60° 0 60° o o
Bakiniz sayfa 232
450
45° 45° [°D 0 , c
600 f =
750 cd/kim)
30° 15° 0 15° 30°
180.0 e 0.0 103W LED 1:100.00 %
270.0 e 90.0
Armatiirlere ait buyuklikler
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
105957 103 9220 4000 89 605x302x73x493 1 0,027 7,8
105961 154 14480 4000 94 605x302x73x493 1 0,027 7.8
105967 180 16200 4000 90 605x302x73x493 1 0,027 7.8

146 @z & CE IP 65 @ =2 EN 60598-2-3




Yol ve Cadde Armatdrleri

Bari Serisi

Pelsan

Govde Aliiminyum enjeksiyon Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED SMD Mid power Renksel ger. ind. 70 IP Koruma P65
(CRI)
Reflektor Aluiminyum reflektor Gug Faktori RAL Kodu
esal >0.95 7012
¢
Optik Kapak Temperli cam Opsiyonlar Dim edilebilir stirtict
uygulamasi.
Suricu Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
. N a
Gama Agllari 180 120
105°] Y 105°)
90° A 90°
75° 90 75°
180 Bakiniz sayfa 232
60° 60°
270
ic
45° 45°
360
450 cd/kim|
30° 15° 0° 15° 30°
180.0 exmm—0.0 42W LED 1:100 %
270.0 co— 90.0
Armatiirlere ait biiyuklikler
Urdin Kodu Tip Glig Istk Akisi Renk Sicakhdi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux  Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105777 Bari 42 3600 4000 87 419x192x47 4 0,084 4,5
CE [z @ P 65| |650° EN 60598-2-3 147




Yol ve Cadde Armatiirleri Road and Street Luminaires

Talin Serisi
Talin Series

100W
Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD Mid power Renksel ger: ind. IP Koruma
P Colour Ren. In. (CRI) 70 IP Protection P65

Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Gic Faktoru ~0.95 RAL Kodu 7012
Diffuser gecirgenligine sahip PMMA Power Fac. [cos ¢) : RAL Code

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the

luminaire
Siricu Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

a

Kullanim Alanlari
Fields of Application

Gama Agilar 180° 120° d
g 500000000 0000¢
N\ .
Bakiniz sayfa 232 See page 232
Ii[l:lmmmummmuy Konsol Capi
Console Diameter
@ (mm)
180.0 s 0.0 50W LED 1:100 % 30w 42
270.0 e—— 9.0 50W 42
80w 42-60
100W | 42-60
Armatiirlere ait biyiiklikler Product Details
Urdin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
107992 30 3150 4000 105 355x125x55x200 15 0,078975 12
107993 50 5150 4000 103 405x165x55x224 10 0,071595 12,3
108438 80 8080 4000 101 505x190x75x277 4 0,00779 12,2
107994 100 9500 4000 95 620x220x75x361 4 0,07755 12,6
148 CE [z @ IP 65| |650° EN 60598-2-3




Yol ve Cadde Armatiirleri i PElsaII

Lizbon Serisi

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED SMD Mid power Renksel ger. \'nd[.CRH 70 IP Koruma P65
Optik Kapak UV isinlarina dayanimli, sararmayan yiiksek 1sik Gi¢ Faktori ~0.95 RAL Kodu 7012
gecirgenligine sahip PMMA [cos ¢) .

Sirdciu Pelsan marka yiiksek verimli

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Bakiniz sayfa 232

180.0 e 0.0 150W LED N:100.00%

Armatiirlere ait biytklikler

Urtin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktdru Boyutlar Koli Adedi Koli Hacmi Koli Agirhg
Code No Powver Lumino Colour Luminous Effic Dimensions Pcs, Package V. kage Weight
(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
107906 150 15820 4000 105 682x272x75x421 2 0,032 3,4

CE @ IP 65| |650°] EN 60598-2-3 149




Yol ve Cadde Armatiirleri

\eeo0’
‘Seee

Seul Serisi

—
> y
o — .".;I
Govde Polimer enjeksiyon Giris Gerilimi Frekans
220-240 50-60
(v) (Hz)
LED SMD Mid power Renksel ger. ind[.CR” 70 IP Koruma P65
Lens Polimer enjeksiyon reflektor Gug Faktori RAL Kodu
(cos o) >0.95 7035
¢
Optik Kapak PC seffaf cam Opsiyonlar Farkli RAL kod uygulamasi.
Sirici Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a

Gamma Angles 180° 120°
105° . 105
90 90

b
75 9% 75
P 1 oo Bakiniz sayfa 232
270
45 b0 45° C
450 cdikim \/ .
30° 15° 0° 15° 30°

180.0 e 0.0 30W LED N:100 %
270.0 s 90,0

Armatiirlere ait buytklikler

Uriin Kodu Gli¢ Isik Akisi Renk Sicakhigi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
105979 30 2720 4000 90 425x240x170x240 10 0,191 4

o CE ey @ IP65| [650° EN 60598-2-3




Yol ve Cadde Armatiirleri

Tokyo Serisi

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED Avrupa menseili Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Lens Asimetrik, PMMA, UV dayanimli Gui¢ Faktori RAL Kodu
( >0.95 7040
cos¢)
Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda

elektrostatik toz boya
uygulamasi. DALI ve 1-10V

Lo I - dim uygulamasi. Istenilen
Strucu Avrupa menseili yiiksek verimli renk sicakliginda (CCT) LED
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Anges 180 120 d
1L05 10 105
90 90
75 \ 75 .
[ :
60 60 |

Bakiniz sayfa 232
450

45 45

750 cdiigm
30 15 0 15 30
180.00 em— .0 103W LED 1:100.00% / — c
270.09 em— 0.0
Armatirlere ait buyuklikler
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi  Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Luminous Flux  Colour Temp. ~ Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
106637 Tokyo Med 39 3980 4000 102 424x310x115x310 1 0,0183 5
106543 Tokyo Med 59 5910 4000 100 424x310x115x310 1 0,0183 5
106519 Tokyo 34 3570 4000 105 558x440x92x440 1 0,03875 13,2
106522 Tokyo 58 5160 4000 89 558x440x92x440 1 0,03875 13,2
106526 Tokyo 77 7500 4000 97 558x440x92x440 1 0,03875 13,2
106531 Tokyo 103 10330 4000 100 558x440x92x440 1 0,03875 13,2

CE |rss @ @20 EN 60598-2-3 151




Yol ve Cadde Armatiirleri Road and Street Luminaires

Katener Serisi
Catenery Series

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED Avrupa menseili Power LED Renksel ger. ind. IP Koruma 1P65
European origin Power LED Colour Ren. In. (CRI] 70 IP Protection

Lens Asimetrik, PMMA, UV dayanimli Gi¢ Faktori RAL Kodu 7040
Asymmetric, PMMA, UV protection Power Fac. (cos ¢) >0.95 RAL Code

Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda Different RAL code

Diffuser Tempered glass Options elektrostatik toz boya electrostatic powder coating.

uygulamasi. DALl ve 1-10V DALl and 1-10V dim application.
P - - dim uygulamasi. Istenilen  LED application according
gl;‘rviiu Avrupa menseili ylksek verimli renk sicakliginda (CCT) LED to desired correlated colour

European origin high efficiency driver

uygulamasi.

temperature (CCT).

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

A ﬁ\\ b
'l‘|&““ Bakiniz sayfa 232 See page 232
ic
180.0 cxmmmm— 0.0 103WLED 1:100.00%
270.0 cnmmm—90.0
Armatiirlere ait buytklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abcd (m3) (kg)
106546 39 3978 6500 102 424x310x115x310 1 0,0183 5
106548 59 5911 6500 100 424x310x115x310 1 0,0183 5
106551 103 10328 6500 100 558x440x92x440 1 0,037 13,2
152 CE |rss @ | EN 60598-2-3




Projektorler Floodlights

Ria Med Serisi
Ria Med Series

® 150 Im/W'a varan etkinlik faktori

Luminous efficiency up to 150 lm/\

]
\teoe’
‘Seer

K Pelsan

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Bod luminium injection Input Voltage (V] 220-240 Frequency (Hz) 50-60
LED SMD mid power szl e il >80 " Koruma - P66
Colour Ren. In. (CRI) IP Protectior
Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip PC Giic Faktorii >0.9 RAL Kodu 9005
Diffuser PC cover with high transmission and homogenou ower Fac. (cos@) ’ RAL Code
light distribution
IK Sinifi IK08
Siirici Avrupa menseili, Pelsan marka ytiksek verimli K Clas
Driver European origin, Pelsan high effiency driver
Opsiyonlar DALI ve 1-10V dim DALI and 1-10V dim
Options uygulamasi Istenilen renk application. LED application
sicakligina (CCT) LED according to desired
uygulamasi. Farkli RAL correlated colour
kodlarinda elektrostatik toz temperature (CCT). Different
boya uygulamasi. RAL code electrostatic
powder coating.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari Fields of Application
Light Distribution Curve
Gamma Angles 180° 120°
\ 11057
j} 90°
f 75 a

I 500 cdlkim
30 1573 0 15° 0
180.00 s .0 4001y LED 1:100.00 %

Armatiirlere ait biiylklikler Product Detalls

Bakiniz sayfa 232

Urtin Kodu Tip Glig Isik Akisi Renk Sicakhigr  Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirhign
Code No Type Power  Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight

(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108560 EU 50 7500 6500 150 340x274x66 4 0,033 11,8
108562 EU 80 10880 6500 136 340x274x66 4 0,033 11,8
108564 EU 100 13300 6500 133 340x274x66 4 0,033 11,8
108559 PEL 50 7500 6500 150 340x274x66 4 0,033 11,8
108563 PEL 80 10880 6500 136 340x274x66 4 0,033 11,8
108565 PEL 100 13300 6500 133 340x274x66 4 0,033 11,8

C E IP66| |650° @ “wame| EN 60598-2-5 193




Projektorler Floodlights

Ria Simetrik 100W-125W-150W
Ria Symmetric T00W-125W-150W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD mid power Renksel ger: ind. >80 IP Koruma P66

Colour Ren. In. [CRI) IP Protection

Reflektor Polimer enjeksiyon Glic Faktoru ~098 RAL Kodu 9005

Reflector Polymer injection Power Fac. [cosq)] RAL Code

Optik Kapak IK08 kosullarini saglayan, i1siya ve darbelere karsi Opsiyonlar DALI, 2 Step dimve 1-10V  DALI, 2 Step dim and

Diffuser dayanikli temperli cam Options dim uygulamasi. Istenilen  1-10V dim application.
|IK08 standard compliant, heat and impact resistant, renk sicakliginda [CC.T] Production according
a empered glass LED uygulamasi. Opsiyonel to desired Correlated
clear tempered glass Avrupa mensei yiiksek Colour Temperature

. o verimli siirict uygulamasi. (CCT). Europen origin
Sirici Avrupa menseili, Pelsan marka yiiksek verimli high efficiency driver
Driver European origin, Pelsan high effiency driver option.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

a [

Gamma Angles 180° 120°

— O

180,00 sm—— .0

100WLED  1:100.00%

270.09 e 0.0

Armatiirlere ait biyiklikler Product Details

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 232

Urtin Kodu Tip Glig Isik Akisi Renk Sicaklig  Etkinlik Faktord Boyutlar Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Type Power Luminous Flux — Colour Temp. ~ Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107121 PEL 100 11000 6500 110 400x418x100 1 0,018 6
107132 EU 100 11000 6500 110 400x418x100 1 0,018 6
107134 EU 125 13125 6500 105 400x418x100 1 0,018 6
107124 PEL 150 15000 6500 100 400x418x100 1 0,018 6
107136 EU 150 15000 6500 100 400x418x100 1 0,018 6

e C€

220-240V
50-60Hz

IP 66| |650° EN 60598-2-5




Projektorler

Ria Simetrik 180W-200W-240W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind. >80 IP Koruma P66
(CRI)
Reflektor %99 saflikta anodize aliminyum Glic Faktori >0.98 RAL Kodu 9005
(cos®)
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar DALI, 2 Step dim ve 1-10V
dayanikli temperli cam dim uygulamasi. Istenilen

renk sicakliginda (CCT)
LED uygulamasi. Opsiyonel
Avrupa mensei yliksek
verimli sliriici uygulamasi.

Sirlci Pelsan marka yliksek verimli
Isik Siddeti Dagiim Egrisi Teknik Cizim Kullanim Alanlari
a c
Gamma Angles 180° 120°
05 150 05
90° 90°
b
75° 75°
S
60° 60° 0
Bakiniz sayfa 232
45° 45°
750 cd/kim

30° 15°1 0 5° 30°
180.00 e .0 180W LED N:100.00 %
270.09 e 0.0

Armatiirlere ait biiylkLliikler

Uriin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktéri Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)

107140 180 19800 6500 110 400x418x100 1 0,018 6

107141 200 21000 6500 105 400x418x100 1 0,018 6

107130 240 24000 6500 100 400x418x100 1 0,018 6

K2 CE |pss @ 2| EN 60598-2-5 155




Projektorler

‘see00’
‘Seee

Ria Asimetrik 180W-200W-240W

Gévde Aliminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. |nd[.CRI] >80 IP Koruma 1P6h
Reflektor %99 saflikta anodize aliminyum Gii¢ Faktori >0.98 RAL Kodu 9005
(cos®)
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar DALI, 2 Step dim ve 1-10V
dayanikli temperli cam dim uygulamasi. Istenilen

renk sicakliginda (CCT)
LED uygulamasi. Opsiyonel
Avrupa mensei yiiksek
verimli stirtici uygulamasi.

Sirlcu Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a c
b
e
I
Bakiniz sayfa 232
180.0 e 0.0 200W LED 1:100.00%
270.0 0.0
Armatiirlere ait biiylkLliikler
Uriin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107137 180 20160 6500 112 400x418x100 1 0,018 6
107138 200 22000 6500 110 400x418x100 1 0,018 6
107127 240 25200 6500 105 400x418x100 1 0,018 6

156 Kz CE Py @ @zl EN 60598-2-5




Projektorler

Ria Power Simetrik 140W-215W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED Power LED Renksel ger: ind. >80 IP Koruma P66
(CRI)
Reflektor Metalize kapli polimer enjeksiyon Giic Faktori >0.98 RAL Kodu 9005
(cos®)
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar DAL, 2 Step dim ve 1-10V
dayanikli temperli cam dim uygulamasi. Istenilen
renk sicakliginda (CCT)
LED uygulamasi. Opsiyonel
Avrupa mensei yiiksek
. o verimli sirlicli uygulamasi.
Sirlcu Avrupa menseili yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a c
Gamma Angles 180° 120°
1057 29 105°
90° 90°
75° 75° b
CE
60° 60° i
0
45° 45°
Bakiniz sayfa 232
cdikim
30° 15° 15° 30°
180.0 commm—0.0 140W LED N:100.00 %
270.0 com—O50.0
Armaturlere ait buyuklukler
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106495 140 14420 6500 103 400x418x100 1 0,018 6
106497 215 22145 6500 103 400x418x100 1 - 6
CE |res @ “oas| EN 60598-2-5 7




Projektorler

Pelsan

Inovaled Serisi

H ;
I
b‘q .
P‘ !
Govde Alliminyum ekstirizyon Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED i Renksel ger. ind. IP Koruma
SMD mid power 9 e >80 =
i u Gl Faktori
Optik Kapak Seffaf, yliksek UV dayanimli, PC uc Fa OFL[JCOS(P] 50.90 RAL Kodu 9005
Lens Polimer enjeksiyon PMMA Opsiyonlar istenilen renk
sicakliginda (CCT)
LED uygulamasi.
Sirlcu Pelsan marka ylksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Angles 180° 120°
000000000000
1051 pQ0 105" 000000000000
90 %0° 000000000000
000000000000
000000000000
000060660006
_& ] 0 8 |
Bakiniz sayfa 232
cdfkim
30 15° 0° 15° 30
180.0 enm— 0.0 2x30W LED n:100
270.0 enm—90.0
Armatiirlere ait bliytikliikler
Urtin Kodu Glg Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105557 2x30 6000 6500 100 342x154x140 1 0,008 2.6
105571 3x30 9000 6500 100 342x230x140 1 0,012 3.4

158 CE IP 64 @ S| EN 60598-2-5




Projektorler loodlights

Maxled Serisi
Maxled Series

P o

.
\ceoo’
‘Seee

. S

K Pelsan

Govde Aliminyum ekstiiriizyon Giris Gerilimi Frekans
Bod Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) 77 IP Protectit P66
LED SMD High Power Giic Faktsrii >0.95 RAL Kodu 7035
SMD High Power Power Fac [cos(p] RAL C o
Optik Kapak Seffaf, yliksek UV dayanimli, PC Opsiyonlar DALI, DMX kontol ve 1-10V  DALI, DMX control and
Diffuser Clear, high UV protection, PC Options dim uygulamasi. 15°/30°/ 1-10V dim application.
45°+20° lens agisi opsiyonu. 15°/30° /45°+20° lens
i ioksi Istenilen renk sicakliginda  angle option. Production
DRl Etyntlmer enJyeksy|yf)nmP‘I\[/\1‘Iv’1A (CCT) LED uygulamasi. according to desired
ymer injection, FRIMA Swva Ustii acili montaj, yan ~ Correlated Colour
yana ikili olarak montaj, Temperature (CCT).
Siirlici Avrupa mensei yliksek verimli direk Ustiine montaj Surface mounted, dual
Driver European origin high effice uygulamasi and angle mouting
) applications
Gii¢ Unitesi Harici ABS pano
Power Uni External ABS panel

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Teknik Cizim Technical Drawing

a

Bakiniz sayfa 232

Gamma Angles 180° 120°
1057 500, 1057 T
90| | J o |
75° 75°
b ]
60° o 60°
R\
151
45° 45° I
o
500 odikim
30° 15 3 150 30°
180.0 e 0.0 300W LED 1:100.00 %

270.0 eme 90.0

Armatiirlere ait biiyiiklikler Product Detalls

Kullanim Alanlari Fie

lds of Application

Uriin Kodu Glig Isik Akisi Renk Sicaklgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107142 300 33300 6500 111 630x345x400 1 0,0564 9,5
107143 500 54515 6500 109 630x550x400 1 0,101601 13,5
CE IP 66 @ “wame| EN 60598-2-5 E




Projektorler

Franko 300W-400W

Govde

Aliminyum enjeksiyon

Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED SMD Renksel ger. |nd[.CR|] >80 IP Koruma P65
Reflektor Simetrik, aliminyum, UV dayanimli Giic Faktorii >0.90 RAL Kodu 9005
[cos@)
Optik Kapak Temperli cam Opsiyonlar istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Surdcd Pelsan marka yiiksek verimli
Isik Siddeti Dagiim Egrisi Teknik Cizim Kullanim Alanlari
a <.
Gamma Angles 180° 120° B
105 By 1057
90° o0° b
75° 75°
60° 60°
45° 45°
Bakiniz sayfa 232
cdikim
30° 30°
180.0 emmmm— 0.0 300W LED 1:100.00%
270.0 cxmm— 90.0
Armatirlere ait biyuklukler
Uriin Kodu Glc Isik Akisi Renk Sicakhdi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107117 400 35200 5000 88 670x320x180 1 0,038 12,8
107116 300 26400 5000 88 600x320x180 1 0,034 10
160 CE |re @ “oars| EN 60598-2-5




Projektorler Floodlights

Franko 150W-200W-250W
Franko 150W-200W-250W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma
SMD 9
Colour Ren. In. (CRI) >80 IP Protection P65
Reflektor Simetrik, Aliminyum, UV dayanimli Gli¢ Faktori RAL Kodu 9005
Reflector Symmetric, Aluminium, UV protection Power Fac. (cos ) >0.90 RAL Code
tik Kapak i Opsiyonl; . .
B‘F)HI . mapa xerr‘npﬂerrlldcam pp]sw:n ar Istenilen renk Production according
o empered g ~ptions sicakliginda (CCT) LED to desired correlated
Lo uygulamasi. colour temperature
Siriict Pelsan marka yiiksek verimli (CCT).
Driver

Pelsan high efficiency driver

Isik Siddeti Dagiim Egrisi
Light Distribution Curve

Gamma Angles 120°

180.0 en— 0.0 200W LED

1:100.00%

270.0 co— 90.0

Teknik Cizim Technical Drawing

Doooonnoon oonooonoo
oonooonao
ooooonnoo

nooonnn00 oooooonann

Kullanim Alanlari
Fields of Application

131

Bakiniz sayfa 232 Sec

Armatiirlere ait buiyliklikler Product Detalls
Urtin Kodu Tip Glig Isik Akis Renk Sicakhdi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power  Luminous Flux  Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107109 Franko 150 13200 5000 88 420x320x160 2 0,022 12,2
107110 Franko-EU 150 14950 4000 99 420x320x160 2 0,022 12,3
107112 Franko 200 17600 5000 88 520x320x160 1 0,029 9
107115 Franko 250 22000 5000 88 600x320x180 1 0,034 10
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Projektorler

Franko 30W-100W

'Y
.

Pelsan

Govde

Aliminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD Renksel ger. md[.CR” 80 IP Koruma P65
Reflektor Simetrik, UV dayanimli, aliminyum Glic Faktori RAL Kodu 9005
(cos @) >0.90
Optik Kapak Temperli cam Opsiyonlar istenilen renk sicakliginda
(CCT) LED uygulamasi.
Amber, yesil renkli cam
Strtct Pelsan marka yiiksek verimli uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
b c
Gamma Angles 180° 120°
105°] 99 1105°]
N/
75° 75° -
D
60° 60°
45° 45°
cdfkim
30° 15° o 15° 30" Bakiniz sayfa 232
180.0 enm— 0.0 100W LED 1:100.00%
270.0 enm— 90.0
Armatirlere ait biytiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107100 30 2310 6500 77 223x85x50 10 0,033 15
107102 50 4350 6500 87 285x230x65 6 0,0042 15
107104 70 6090 6500 87 335x288x78 4 0,0075 12
107106 100 8800 6500 88 335x288x86 4 0,0082 14
Jez C € IP 65 @ Soons| EN 60598-2-5




Projektorler

‘eee0’
‘Seec

Franko Sensorlu Serisi

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED Renksel ger: ind. IP Koruma
SMD 9
(CRI) >80 P65
Lens Simetrik, aliminyum, UV dayanimli Giic Faktoru RAL Kodu
>0.90 9005
(cos @)
Optik Kapak Temperli cam Sensor Algilama Alani 180° Sensor Montaj Yiiksekligi 25-4
Surtcu Pelsan marka yiiksek verimli Algilama Mesafesi - 12
m
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gama Agilar 180° 120°
105 90 105
90° 90°
a
75° 90 75°
60° 180 60°
270
c
“ 360 % Bakiniz sayfa 232
450 cd/klm
30° 15° 0° 15° 30°
180.0 e— 0.0 20W LED N:100 %
270 0 exmmm— 90 0
Armatiirlere ait buytklikler
Urtin Kodu Glig Istk Akisi Renk Sicakhgi Etkinlik Faktdru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
203954 20 1600 6500 80 255x140x45 20 0,038 15
107118 30 2400 6500 80 305x190x50 10 0,033 15
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Projektorler Floodlights

Liya Serisi
Liya Series

K Pelsan

0
\veoo’
‘Seee

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injectior Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Power LED Renksel ger. ind. IP Koruma

Colour Ren. In. (CRI) >70 IP Protectior IP65
Reklektor Simetrik metalize kaplama polimer Gug Faktoru RAL Kodu
Reflector Symmetric metallized polymer Power Fac [COS(P] >0.95 RAL Code 9022
Optik Kapak Temperli cam ey DALI ve 1-10V dim DALI and 1-10V dim
Diffuser Tempered glass Options uygulamasi. Farkli RAL  application. Different RAL

kodlarinda elektrostatik code electrostatic powder

Sirlcu Avrupa menseili ylksek verimli toz boya uygulamasi. coating.Differently-
Driver European origin high efficiency driver Farkliacilarda lensve  angled lens and reflector

reflektor uygulamasi.
istenilen renk
sicakligina (CCT)
LED uygulamasi.

application with. LED
application according to
desired correlated colour
temperature (CCT).

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

b L
Gamma Angles 180° 120° /_r i
aid
. 4 @
- © e
T o Bakiniz sayfa 232 S¢
180.0 enm—— 0.0 103W LED 1:100.00%
270.0 emm— 0.0
Armatiirlere ait bliyuklikler Product Details
Uriin Kodu Glig Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
105933 103 9220 6500 89 534x302x73x490 1 0,023 8,5
105937 154 14480 6500 94 534x302x73x490 1 0,023 8,5
105940 180 16200 6500 90 534x302x73x490 1 0,023 8,5
164 &z <@ (CE |pes| |650° @ Waw|  EN 60598-2-5




Pelsan

Projektorler

Nairo Serisi

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED SMD Mid Power, Power LED Renksel ger. \'nd[.CR” 70 IP Koruma P65
Reflektor Polimer enjeksiyon Guc Faktoru ~0.95 RAL Kodu 9005
(cos @)
Optik Kapak Temperli cam Opsiyonlar DALI ve 1-10V dim

uygulamasi. Farkli RAL
kodlarinda elektrostatik

- — A~ toz boya uygulamasi. Farkli
Sirdciu Avrupa menseili yiiksek verimli acilarda lens ve reflektar
uygulamasi. Istenilen renk
sicakligina (CCT) LED
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120° a C
1057 L) 105 ;
90° 90°
75° 75°
C
b
60° 60°
45° 45° NE
‘ ‘ [ Bakiniz sayfa 232
450 cdikim t J
30° 15° 0° 15° 30° -
180.0 com— (.0 100W LED 1:100.00 %
270.0 com— 90.0
Armatiirlere ait biiylkLliikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106504 75 9000 6500 120 342x342x121 1 0,015 5
106505 100 11500 6500 115 342x342x121 1 0,015 5
106518 125 13750 6500 110 342x342x121 1 0,015 5
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Projektorler

Forino Serisi

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Simetrik poli ieksi . -
Lens imetrik polimer enjeksiyon Glc Faktort > 0.95 RAL Kodu 9005
(cos )
Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda

elektrostatik toz boya
uygulamasi. Farkl

- - o acilarda lens ve reflektor
Siricu Avrupa menseili yiiksek verimli uygulamasi. DALl ve 1-10V
dim uygulamasi.Istenilen
renk sicakliginda (CCT) LED
uygulamasi.
Isik Siddeti Dagiim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Angles 180° 120°
1057 29 105°
90° 90° b
75° 75°
60° 60°
45° 45°
Bakiniz sayfa 232
450 cd/iim
30° 15° 0° 15° 30°
180.0 enm— 0.0 103W LED N:100.00 %

270.0 cn— 90.0

Armatirlere ait buytklikler

Urtin Kodu Gl¢ Istk Akisi Renk Sicakhidi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106560 77 7500 6500 98 558x440x90 1 0,037 11,5
106568 103 10330 6500 100 558x440x90 1 0,037 11,2
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Projektorler

Forino MED Serisi

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Lens Simetrik, PMMA, UV Dayanimli Gu¢ Faktori S RAL Kodu 9005
(cos @) 0.95
Optik Kapak Temperli cam Opsiyonlar DALI ve 1-10V dim

uygulamasi. Farkli RAL

kodlarinda elektrostatik

Sirici Avrupa mensei yiiksek verimli toz boya uygulamasi. Farkli
acilarda lens ve reflektér
uygulamasi. Istenilen renk
sicakliginda (CCT) LED
uygulamasi.

Isik Siddeti Dagiim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 120°

1054 £ 1054

90°

75°

60°

45°

Bakiniz sayfa 232

cdikim
30° 15° 0° 15° 30°
180.0 enm— 0.0 59W LED N:100.00%

270.0 emm—90.0

Armatirlere ait buytklikler

Urtin Kodu Tip Gl¢ Istk Akisi Renk Sicakhg  Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power  Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106574 Seffaf/Clear 59 5900 6500 100 310x420x84 1 0,11 5
106577 Prizmatik/Prismatic 65 6700 6500 103 310x420x84 1 0,11 5
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Park Bahce Direk Armatirler i Pelsa“

Soho Serisi

Govde Aliminyum enjeksiyon
LED SMD Mid power
114 g ens Polikarbon
S
S
<
Surici Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cry) >70 P65
Gui¢ Faktori 5 0.90 RAL Kodu 7040
(cos @)
Armatirlere ait biytiklikler
Urlin Kodu Tip Gli¢ Istk Akisi Renk Sicakhidi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirligi
Code No Type Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab (kg)
107512 Soho 1 25 2300 6500 92 4500x377x554 1 5.5
107513 Soho 2 50 4750 6500 95 4500x499x554 1 7.8
107514 Soho 3 75 7500 6500 100 4500x621x554 1 10.1
107516 Soho 4 75 7500 6500 100 4500x650x650 1 1

o CE P @ IP65| |650°| EN 60598-2-1




Pelsan

Kullanim Alanlari

Bakiniz sayfa 232

Zaman Ayari Opsiyonu
19:00°dan sonra/ 02:00’dan sonra/. 07:00’'dan sonra/

- - -

A A A

%100 Aydinlik/ %50 Aydinlik/ %0 Aydinlik/

Tekli Modiil Montaj ikili Modiil Montaj Ucli Modiil Montaj Uclii Modiil Montaj
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Park Bahce Direk Armatirler

Datca Serisi

'Y
.

Pelsan

710mm
Govde Elektrostatik polyester toz boyali metal
LED SMD Mid power
Lens Metalize kaplama polimer
£ .
IS Optik Kapak Seffaf cam, BK7
8
o)
<
Sirici Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(CRI) >70 P65
168
Glic Faktor RAL Kodu
9005
(cos ) >0.90
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.lstenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
"""""" 300 Bakiniz sayfa 232
Armatiirlere ait biiylikLliikler
Uriin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
107601 30+40 2600+1200 6500 87+30 4500x710x300 86
107619 150 12900 6500 86 4500x710x300 86
170 CE [zt @ |pes| |o50°| EN s0598-2-1




Park Bahce Direk Armatiirler Park and Garden Luminaires

Samos Serisi
Samos Series

700mm

4500mm

Armatiirlere ait bliyuiklikler Product Details

K Pelsan

.
\ceoo’
‘Seee

Govde Aluminyum enjeksiyon
Body Aluminu ectior
LIEw Power LED
Lens Metalize kaplama polimer
Metallized polymer

Optik Kapak Seffaf cam, BK7

Diffuser Clear glass, BK7
Sirici Pelsan marka yiiksek verimli

Drive ’elsan high efficiency driver
Giris Gerilimi Frekans

put Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger: ind. IP Koruma
Colour Ren. In. [CRI) >70 P Protection e
Gii¢ Faktori RAL Kodu

Power Fac. [cosg) > 0-90 RAL Cod 7005
Opsiyonlar Farkli RAL kodlarinda Different RAL code

elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.

electrostatic powder coating
Production according to
desired correlated colour
temprature (CCT)

Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232

Uriin Kodu Gli¢ Istk Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
107679 50 2600 4000 52 4500x700x200 1 25
CE |rss @ @20 EN 60598-2-1 171




Park Bahce Direk Armatirler

Patras Serisi

570mm

'Y
.

Pelsan

Govde Elektrostatik toz boya kapli aliminyum
LED SMD Mid power
Optik Kapak Yiiksek isik gecirgenlige sahip opal PC
£
S
S
3 Siriciu Pelsan marka yiiksek verimli
<
Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
Renksel ger: ind. IP Koruma
(CRI) >80 P65
Glic Faktor RAL Kodu
(cos @) >0.95 7043
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Bakiniz sayfa 232
T250°
Armatiirlere ait biytiklikler
Urtin Kodu Glig Isik Akisi Renk Sicakhidi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirlig
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab @ (kg)
105989 68 6120 4000 90 4500x754x250 1 26
172 CE |rss @ el EN 60598-2-1




Pelsan

Park Bahce Direk Armatiirler

Limra Serisi

700mm
£
S
S
<)
~
Govde Elektrostatik toz boya kapli aliminyum
LED SMD Mid power
£
5
g Optik Kapak Yiksek isik gecirgenlige sahip seffaf PMMA
Siricl Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cry >70 Pk
Glc Faktoru RAL Kod
(cos¢) >0.95 ode 7043
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Bakiniz sayfa 232
Armatiirlere ait buytklikler
Urtin Kodu Glig Istk Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)abo (kg)
108606 38 3880 4000 102 4500x700x200 1 27,6
108605 80 7990 4000 97 4500x700x200 1 28,5

CE |rs @ 220 EN 60598-2-1 .




Park Bahce Direk Armatirler H PElsall

Evaled Serisi

520
£
=
S |
@ |
s
Govde Elektrostatik toz boyali aliminyum
LED SMD Mid power
Optik Kapak Yiiksek 1sik gecirgenlige sahip seffaf PMMA
£ Sirici Pelsan marka yiiksek verimli
S
S
S
o Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
Renksel ger: ind. IP Koruma
(cR) >70 P54
Gl¢ Faktori RAL Kod
cosg)  >0.95 odu 7043
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Bakiniz sayfa 232
Armatiirlere ait biytiklikler
Urtin Kodu Gl¢ Istk Akisi Renk Sicakhigi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirlig
Code No Power Luminous Flux Colour Temp Luminous Effic Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
108610 40 4280 4000 107 3500x520x200 1 13,3

174 CE |psy| |e50° @ z2o EN 60598-2-1




Park Bahce Direk Armatirler

Mesaled Serisi

650

650mm

'Y
.

Pelsan

Govde Elektrostatik toz boyali aliminyum
LED SMD Mid power
Optik Kapak Yiiksek isik gecirgenlige sahip seffaf PC
c Sirict Pelsan marka yiiksek verimli
S
S
n
9 Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cry >70 IP54
Glc Faktori RAL Kod
(cos ) >0.95 odu 7043
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Bakiniz sayfa 232
Armatiirlere ait biytiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakhgi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab @ (kg)
108609 30 2680 4000 90 3650x650x200 1 23,2
108608 60 5260 4000 88 3650x650x200 1 23,2
108607 60-30 5260-2680 4000 88-90 3650x650x200 1 23,2
CE |pss| |esor @ wan| EN 60598-2-1 175




Park Bahce Direk Armatiirler

Olimpos R Serisi

Govde Elektrostatik toz boya kapli metal
LED SMD Mid power
Lens PMMA, UV dayanimli
€
S
S
Q Sirici Avrupa menseili yliksek verimli
Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cr >70 Pés
Guc Faktoru RAL Kodu
(cos¢) >0.95 9005
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
siirlici uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.
Kullanim Alanlari
Bakiniz sayfa 232
Armatirlere ait biyuklukler
Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm) a b1 (kg)
107501 75 7980 4000 107 4500x600x220 1 65
107509 50 5350 4000 107 4500x600x220 1 62
176 CE [z @ Ip 65| EN 60598-2-1




Park Bahce Direk Armatiirler

Olimpos T Serisi

Pelsan

Govde Elektrostatik toz boya kapli metal
LED SMD Mid power
c £ Lens PMMA, UV dayanimli
£ £
S S
=} =}
re} e}
~ N Siiriict Avrupa menseili yiiksek verimli
Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(crRy >70 IP65
Gii¢ Faktori RAL Kodu
(cos ) >0.95 9005
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
slriicii uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.
Kullanim Alanlari
Bakiniz sayfa 232
Armatiirlere ait biiytklikler
Uriin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abxa (kg)
108498 100 10700 4000 107 4500x220 1 67
108499 75 7980 4000 107 4500x220 1 63
108261 50 5350 4000 107 4500x220 1 62
CE == @ IP 65| EN 60598-2-1 177




Park Bah¢e Direk Armatiirler Park and Garden Luminaires

Alinda Serisi
Alinda Series

7120

S @220

2500mm

Armatiirlere ait biyuklikler Product Detalls

Govde Elektrostatik toz boya kapll metal

Body Electrostatic powder coated metal

LED coB

Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dag|l|ma sahip opal PMMA

Diffuser High-end transparent and hc ous light distribution opal
"MMA

Sirici Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver

Giris Gerilimi Frekans

Input Voltage (V) 220-240 Frequency [Hz) 50-60

Renksel ger. ind. IP Koruma

Colour Ren. In. (CRI) >70 P Protection P65

Giic Faktori RAL Kodu

Power Fac. (cos ¢) >0.95 RAL Code 7005

Opsiyonlar
Options

Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
slriici uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.

Different RAL code
electrostatic powder coating.
Dimmable driver application.
LED application according

to desired correlated colour
temperature (CCT)

Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232 pag

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(w) (Im) (K) (Im/W) (mm)ab (kg)
107467 25 1625 4000 65 2500x120x220 1 47
178 CE = @ 650°| [IP65| EN 60598-2-1




Park Bahc¢e Direk Armatiirler Park and Garden Luminaires

Assos Serisi
Assos Series

7120

“p220

2500mm

Govde Elektrostatik toz boya kapli metal

Body Electrostat der coated metal

LED SMD Mid power

Optik Kapak Yiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA

Diffuser High-end transparent and homogeneous light distribution opal
PMMA

Sirici Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver

Giris Gerilimi Frekans

Input Voltage (V) 220-240 Frequency (Hz) 50-60

Renksel ger: ind. IP Koruma

Colour Ren. In. (CRI) >70 P Protection P65

Glic Faktori N RAL Kodu

Power Fac. (cos ¢) 095 RAL Code 7005

Opsiyonlar Farkli RAL kodlarinda Different RAL code

Options elektrostatik toz boya electrostatic powder coating.

uygulamasi.Dim edilebilir
slriicii uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.

Dimmable driver application.
LED application according
to desired correlated colour
temperature (CCT)

Kullanim Alanlari

Fields of

Application

Bakiniz sayfa 232 ag

Armatiirlere ait biyuklikler Product Detalls

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)aby (kg)
107470 100 6500 4000 65 2500x120x220 1 48
CE [ @ ¢50°| [IP65| EN 60598-2-1 179




Park Bahce Direk ve Cimen Armatiirler Park and Garden Luminaires

Milas Serisi
Milas Series

1120
Govde Elektrostatik polyester toz boyal kapli metal
Body Electrostatic polyester powder coated metal
LED SMD Mid power
€ . . . . N .
£ Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA
8 Diffuse {igh-end transparent and homogeneous light distribution opa
re} ~ o
N VIV
Sirici Pelsan marka yiiksek verimli
Drive elsan hig ficiency drive
Giris Gerilimi Frekans
2120, nput Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >70 P Protection P65
G Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 9005
IS Opsiyonlar Farkli RAL kodlarinda Different RAL code
£ Options elektrostatik toz boya electrostatic powder coating.
8 uygulamasi. Istenilen renk LED application according to
=t sicakliginda (CCT) LED desired correlated colour
uygulamasi.Kirmizi, yesil, ve  temperature (CCT). Different
mavi ,RGB LED uygulamasi. color applications (Red,
Merkezi RGB kontrol tnitesi. ~ Green, Blue, RGB options)
Central RGB control unit.
220 Kullanim Alanlari

Fields of Application

Milas Direk/Pole Milas Cimen/Grass

Bakiniz sayfa 232

Armatirlere ait biyuklikler Product Details

Uriin Kodu Tip Glig Isik Akisi Renk Sicakhdi Etkinlik Faktori Boyutlar Koli Adedi Koli Agirhigi
Code No Type Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(w) (Im) (K) (Im/W) (mm)ab & (kg)
108500 Milas Direk/Pole 100 2000 4000 20 2500x120x220 1 48
107586 Milas Cimen/Grass 20 600 4000 30 1000x120x220 1 12
180 CE |rss |eso° @ Wik EN 60598-2-1




Park Bahce Direk Armatiirler Park and Garden Luminaires

Patara Serisi
Patara Series

115

Govde Elektrostatik polyester toz boya kapli metal

Body Electrostatic polyester powder coated metal

LIED SMD Mid power

Optik Kapak Yiksek isik gecirgenlige ve homojen dagilima sahip opal PMMA
E Diffuser High-end transparent and homogeneous light distribution opal
S PMMA
re}
N

Sirici Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver

Giris Gerilimi Frekans

Input Voltage (V) 220-240 Frequency (Hz) 50-60

Renksel ger: ind. IP Koruma

Colour Ren. In. [CRI) >70 P Protection P65

Gli¢ Faktori RAL Kodu

Power Fac. (cos ¢) >0.95 RAL Code 9005

Opsiyonlar
Options

Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
siirici uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.

Different RAL code
electrostatic powder coating.
Dimmable driver application.
LED application according

to desired correlated colour
temperature (CCT).

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 ©

Armatiirlere ait blyuklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(w) (Im) (K) (Im/W) (mm)ab@ (kg)
107488 125 8125 4000 65 2500x115x250 1 50
CE P es| | e50° @ Zae| EN 60598-2-1 L




Park Bahce Direk Armatirler Park and Garden Luminaires

Bitez Serisi
Bitez Series

3000mm

200

300

Govde Elektrostatik polyester toz boyal kapli metal

Body Electrostatic polyester powder coated metal

LED SMD Mid power

Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA

Diffuser High-end transparent and homogeneous light distribution opal
PMMA

Sirici Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver

Giris Gerilimi Frekans

Input Voltage (V) 220-240 Frequency (Hz) 50-60

Renksel ger. ind. IP Koruma

Colour Ren. In. (CRI) >70 |P Protection IP65

Gli¢ Faktori RAL Kodu

Power Fac. (cos ¢) >0.95 RAL Code 7005

Opsiyonlar Farkli RAL kodlarinda Different RAL code

Options elektrostatik toz boya electrostatic powder coating.
uygulamasi.Istenilen renk LED application according to
sicakliginda (CCT) LED desired correlated colour
uygulamasi.Kirmizi, yesil, ve  temperature (CCT). Different
mavi renkli LED uygulamasi.  color applications [Red,
RGB LED uygulamasi. Green, Blue options).RGB

Merkezi RGB kontrol tinitesi. ~ LED application. Central
RGB control unit.

Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232 ¢

Armatiirlere ait biiylklikler Product Detalls

Urtin Kodu Glig Istk Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
105760 50 3250 4000 65 3000x152x300 1 42
182 CE |pes| |60 @ Waw|  EN 60598-2-1




Park Bahce Direk ve Cimen Armatiirler

Milet Serisi

182
Govde Elektrostatik polyester toz boyal kapli metal
£
£ LED SMD Mid power
8
&
Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA
Siricu Pelsan marka yiiksek verimli
182 - -
Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
2 (R >0 s
Giic Faktori RAL Kod
(cos¢) >0.95 ode 7005
£
g Opsiyonlar Farkli RAL kodlarinda
S elektrostatik toz boya
- uygulamasi.Istenilen renk
sicakliginda (CCT) uygulamasi.
Kirmizi, yesil, ve mavi renkli,
RGB LED uygulamasi.
Merkezi RGB kontrol tnitesi.
300 Kullanim Alanlari
Bakiniz sayfa 232
Armatirlere ait bliyuklikler
Urtin Kodu Tip Gl Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhgi
Code No Type Power Luminous Flux Colour Temp. Luminous Effic Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab @ (kg)
108501 Milet Direk/Pole 40 1200 4000 20 3000x182x300 1 62
105765 Milet Cimen/Grass 20 600 4000 30 1100x182x300 1 18

CE IPes| | 650° @ a0 EN 60598-2-1 183




Park Bahce Aplik ve Cimen Armatirler Park and Garden Luminaires

Briled Serisi
Briled Series

60
60 c
,,,,,,,,,,,,,,,,,,,,,, £
o
& E
£
o
S
Briled 2 Briled 1
Govde Aliminyum
£ Body Aluminium
g
~ LED SMD Mid power
Optik Kapak Kristal cam
Diffuser Crystal glass
Sirici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver
Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P65
Gli¢ Faktori RAL Kodu
Power Fac. (cos ¢) >0.50 RAL Code 7035
90
Briled 3
Kullanim Alanlari Fields of Application
Bakiniz sayfa 232 See page 237
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirligt
Code No Type Power  Luminous Flux Colour Temp. Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
204524 S5W Aplik/Aplique 2 90 4000 45 60x95x160 6 0,090 5
204523 2x5w Aplik/Aplique 2x2 180 4000 45 60x95x250 6 0,013 8
203812 5W Bolard/Bollard 2 100 4000 50 60x90x750 6 0,075 8,2

184 CE IP 65 @ @ EN 60598-2-1




Dis Mekan Aplikler Outdoor Appligues

Mezzo & Verso Serisi
Mezzo & Verso Series

Mezzo Verso

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI) >80 IP Protection IP54
Optik Kapak Seffaf PC Gli¢ Faktori RAL Kodu 9006
Diffuser Transparent PC Power Fac. [cosg) ~ ~0:95 RAL Code
Siirlici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232 See page 237

Mezzo Verso

Armatiirlere ait blyuklikler Product Details

Urtin Kodu Tip Glig Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)abc (m3) (kg)
204518 Mezzo 6 4000 360x88x93 10 0,04 11
204521 Mezzo 9 4000 360x88x93 10 0,041 11,40
204519 Verso 6 3000 220x55x130 12 0,03 10

CE =) ps @ EN 60598-2-1 .




K Pelsan

0
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Dis Mekan Aplikler Outdoor Appligues

Cono Serisi
Cono Series

TR
1! |

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Metal frame w >lectrostatic powder coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ; Renksel ger: ind. IP Koruma
SMD Mid power 9
P Colour Ren. In. (CRI) >80 IP Protection P54
Optik Kapak Seffaf PC Giic Faktorii RAL Kodu
Diffuser ansparent PC Power Fac. (cos ¢) >0.95 RAL Code 7803
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Gizim Technical Drawing Kullanim Alanlari
Fields of Application
Bakiniz sayfa 232
Armatiirlere ait biyiklikler Product Details
Uriin Kodu Tip Gli¢ Renk Sicakhgi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)abc (m3) (kg)
106049 Cono Extra 6 3000 61x303x110 6 0,04 14
106050 Cono Extra 6 4000 61x303x110 6 0,04 1

- CE [z [r= @ EN 60598-2-1




Dis Mekan Aplikler Outdoor Appligues

Dora LED Serisi
Dora LED Series

Govde Aluminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI] >80 IP Protection 1Pad
Sirici Pelsan marka yiiksek verimli Giic Faktorii
Driver Pelsan high efficiency driver Power Fac. [cos ¢) >0.90
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232 See page 237

Armatirlere ait buyiiklikler Product Details

Uriin Kodu Gli¢ Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)abc (m3) (kg)
204529 3 4000 88x65x40 24 0,0128 24

CG s IP 44 @ EN 60598-2-1 "




Dis Mekan Gloplar Outdoor Globes i . Pelsal‘l

Havana IP66 Serisi
Havana IP66 Series

©® Tozve su almaz. ® Darbe dayanimi yiiksektir. Kirilmaz.

Dust and waterproof. Impact resistance is high.Unbreakable.

© E27, LED, LED Radar sensorli, LED acil ayd. kitli.

® Pelsan Havana Tavan A_rmati]ru IP66 koruma sinifi ile E27, LED, LED sensor, LED emergency lighting unit.
cevre sartlarindan etkilenmez.
Pelsan Havana ceiling luminaire with IP66 protection ® Paslanmaz vida ve UV isinlariile sararmaz opal cam.
class is not affected by environmental conditions. Stainless steel screw and opal glass without UV rays.
Govde Polimer enjeksiyon Giris Gerilimi Frekans 50-40
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) B
LED . Renksel ger. ind. IP Koruma
SMD Mid power Colour Ren. In. (CRI) >80 IP Protection P66
Optik Kapak Polikarbon Giic Faktori >0.95 RAL Kodu 7004
Diffuser Polycarbonate Power Fac. (cos9) RAL Code
Sirici Pelsan marka yiiksek verimli Opsiyonlar istenilen renk sicakliginda Production according
Driver Pelsan high efficiency driver Options (CCT) LED uygulamasi. Radar to desired correlated colour
sensor uygulamasi. E27 temprature (CCT). Radar
duylu lamba uygulamasi. sensor application. E27 base
Yuvarlak veya kare cerceve  lamp application.Round or
uygulamasi square frame application
Havana Yuvarlak/Round LED
Armatiirlere ait biyiklikler Product Detalls
Urtin Kodu Tip Gl¢ Isik Akisi Renk Sicakligr  Etkinlik Faktord  Boyutlar ~ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Type Power Luminous Flux Colour Temp. Luminous Effic. Dimensions — Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
105098 Gri/Grey 15 1200 6500 80 300x90 8 0,0817 8
105115 Gri Radar Sens./Grey Radar Sens. 15 1200 6500 80 300x90 8 0,0817 8
105106 Gri Acil/Grey Emergency 15 1200 6500 80 300x90 8 0,0817 9
105104 Siyah/Black 15 1200 6500 80 300x90 8 0,0817 8
105121  Siyah Radar Sens./Black Radar Sens. 15 1200 6500 80 300x90 8 0,0817 8
105112 Siyah Acil/Black Emergency 15 1200 6500 80 300x90 8 0,0817 9
105101 Beyaz/White 15 1200 6500 80 300x90 8 0,0817 8
105118  Beyaz Radar Sens./White Radar Sens. 15 1200 6500 80 300x90 8 0,0817 8
105109 Beyaz Acil/White Emergency 15 1200 6500 80 300x90 8 0,0817 9
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Cerceve Opsiyonlari ,' . PElsal‘l

O C

Gri Beyaz Siyah

Renk Opsiyonlari /

O

Gri/Kirmizi Gri/Mavi Gri/Turuncu
105093-£27 105094-£27 105094-£27
Teknik Cizim Kullanim Alanlari

Bakiniz sayfa 232

Havana E27

Armatirlere ait biyiklikler

Urtin Kodu Tip Duy Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Base Dimensions Pcs/Pack Package Vol. Package Weight
(mm)ab (m3) (kg)
105090 E27 Gri/Grey E27 300x907 8 0,142 3,6
105091 E27 Siyah/Black E27 300x907 8 0,142 3,6
105092 E27 Beyaz/White E27 300x907 8 0,142 3,6
105122 2xE27 Gri/Grey 2xE27 300x907 8 0,142 3,7
105123 2xE27 Siyah/Black 2xE27 300x907 8 0,142 3,7
105124 2xE27 Beyaz/White 2xE27 300x907 8 0,142 3,7

@2 C€ @ EN 60598-2-1 189



Merdiven ve Duvar Gomme Armatirler Stair and Wall Luminaires . PEISaII
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Leraled-Escaled Serisi
Leraled-Escaled Series

Leraled Escaled
Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED : Renksel ger. ind. IP Koruma
SMD Mid Power g
Colour Ren. In. (CRI) >80 IP Protection P54
Reflektor Aldminyum Gu¢ Faktori RAL Kodu
Reflector Aluminium Power Fac. (cos ¢) >0.80 RAL Code 9022
Optik Kapak Seffaf PC
Diffuse ansparen
Siiriici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing
a
; Kullanim Alanlari
Fields of Application
(@) o b o o C
O 3
a C
Bakiniz sayfa 232
Leraled Escaled
Armatirlere ait biyuklikler Product Details
Urtin Kodu Tip Giic Renk Sicaklig Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Colour Temp. Dimensions Pcs/Pack Package Vol Package Weight
(W) (K) (mm)abec (mm) (m3) (kg)

204445 Escaled-S 1 6500 70x70x60 65x66 50 0,021 13,5

204446 Escaled 1,2 6500 105x105x60 95x95 30 0,028 14

204443 Leraled-S 1,4 6500 110x45x60 98x33 40 0,02 12

h CE IP 54 @ 20204 EN 60598-2-2




Merdiven ve Duvar Gomme Armatirler Stair and Wall Luminaires

Pialed Serisi
Pialed Series

Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ; Renksel ger: ind. IP Koruma

SMD Mid power g

P Colour Ren. In. (CRI) >80 IP Protection P54

Optik Kapak Buzlu cam Gii Faktorii RAL Kodu
Diffuser Frosted glass Power Fac. [COS(p] >0.95 RAL Code 9022
Sirici Pelsan marka yiiksek verimli
Driver Pelsan "‘\i}h efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

BXY BWIN

Bakiniz sayfa 232

Armatiirlere ait bliyuklikler Product Details

Urdin Kodu Glic Renk Sicakhigi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)abc (mm) (m3) (ka)
204441 1,4 6500 125x125x65 115 24 0,036 8,6

CE IP 54 @ = |=2o EN60598-2-2 191




Yer Gomme Armatiirler

Yer Gomme 15/20 Serisi

Pelsan

Govde Aliminyum Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
erceve Paslanmaz celik Renksel ger: ind. IP Koruma
e ¢ o Ry >70 IP65
LED SMD Mid Power Giig Fak'(ér'L[]coS : S0.55 RAL Kodu 7035
¢
Optik Kapak Seffaf cam
Siirtici Pelsan marka yiiksek verimli
o Kullanim Alanlari
Teknik Cizim
a
) Bakiniz sayfa 232
ib
Armatiirlere ait bliytikliikler
Uriin Kodu Glig Isik Akisi Renk Sicakhigi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Temp. Dimensions Pcs/Pack Package Vol Package Weight
(w) (Im) (K) (mm)abc (m3) (kg)
204282 9 630 4000 150x150x80 12 0,034 18
204283 15 1050 4000 210x95 10 0,046 12
192 CE |rs| @ = [m:t] eneosos-22




Yer Gomme Armatiirler Recessed Floor Luminaires

Midiled Serisi
Midiled Series

K Pelsan

]
\teoe’
‘Seer

3LED 12 LED
Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection nput Voltage (V) 220-240 Frequency (Hz) 50-60
LED ; Renksel ger: ind. IP Koruma
SMD Mid Power 9
Colour Ren. In. (CRI) >0 IP Protection IPe7
Optik Kapak Buzlu cam Gi¢ Faktori RAL Kodu
Diffuser Frosted glas >ower Fac. (cos ¢) >0.95 RAL Code 7035
Sirici Pelsan marka yiiksek verimli
Drive Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanlm«Alanlarl
Fields of Application
Bakiniz sayfa 232
b
I 1 1
Armatiirlere ait biiyiiklikler Product Detalls
Uriin Kodu Tip Glig Renk Sicakhgi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)ab (m3) (kg)

204273 3 LED 3 4000 100x115 18 0,032 11,2

204262 12 LED 3 6500 108x114 20 0,038 19,48
CE lpo| @ = [] ensossn2 193




i Il Pelsan

Cimen Armatiirler "

Grassled Serisi

Govde Aluminyum enjeksiyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED Power LED Renksel ger. ind. 80 IP Koruma P65
(CRI)
Optik Kapak Cam BK7 Glic Faktori 2095 RAL Kodu 9803
(cos @) )
Sirici Pelsan marka yiiksek verimli
Teknik Cizim Saplama Aparati Kullanim Alanlari
b b 4’M
"""""""""""""""""""""""""""" 204261 {210x50
a Bakiniz sayfa 232
a

Armatiirlere ait buyuklikler

Urtin Kodu Tip Gl¢ Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Type Power Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)ab (m3) (kg)
203813 Grassled 3 6500 111x115 20 0,044 11
203816 Grassled 3 Yesil 111x115 20 0,044 1

194 CE |pes| [z @ EN 60598-2-1




Cimen Armatiirler

Erbaled Serisi

Govde Aliiminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger: ind. 70 IP Koruma P65
(CRI)
Optik Kapak Temperli cam Gic Faktijr([] 05 RAL Kodu 7033
cos¢) :
Lens PC Opsiyonlar istenilen renk sicakliginda

(CCT) LED uygulamasi.

Reflektor Aliminyum reflektor
Sirici Pelsan marka yiksek verimli
Isik Siddeti Dagiim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120°
1105°] 800 105°|

Bakiniz sayfa 232

% % Saplama Aparati
4000 cdikim

30° 15° 0° 15° 30° 4’M

180.0 e 0.0 20W LED N:100.00 % 204261 21 UXSO

270 0 e 90 0
Armatiirlere ait buytklikler

Urtin Kodu Glig Renk Sicakhgi Isik Akisi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Power Colour Temp. Luminous Flux  Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (K) (Im) (Im/W) (mm)ab @ (m3) (kg)

108005 20 6500 1690 85 70x90x155 10 0,0305 10,15
108004 20 4000 1690 85 70x90x155 10 0,0305 10,15
108006 20 Amber 1690 85 70x90x155 10 0,0305 10,15
108007 20 Yesil/Green 1690 85 70x90x155 10 0,0305 10,15

CE |pes| [mam @ EN 60598-2-1 195




Havuz Armatirleri Pool Luminaires

LED Gomme Serisi
Recessed LED Series

Govde Aluminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injectior Input Voltage (V) 24 Frequency (Hz) 50-60
Cerceve Paslanmaz celik Renksel ger. ind. IP Koruma
Frame Stainless steel olour Ren. In. (CRI) >80 P Protection P68
LED Gi¢ Faktori RAL Kodu
Power LED Power Fac. [cosg) 0.9 RAL Code 7035
kens PMMA
Optik Kapak Temperli cam
Diffuser Tempered glass
Siirlci Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
a
‘ o o ‘ Bakiniz sayfa 232
b
¥
Armatirlere ait buyiklikler Product Details
Uriin Kodu Gli¢ Isik Akist Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)ab (m3) (kg)
204455 12 1020 RGB 180x136 12 0,05082 26,5

— -

19 CE re| D a2 EN 60598-2-18




Siva Alti Wallwasher Armatiirler

Inovaled Serisi

Govde Aliminyum ekstriizyon gévde , paslanmaz celik ¢cerceve Giris Gerilimi Frekans
V) 220-240 AC (Hz) 50-60
LED SMD Mid Power Renksel ger. ind. 70 IP Koruma P65
(CRI)
Lens UV katkili, PMMA Glc Faktori >0.95 RAL Kodu 7035
(cos @)
Optik Kapak Temperli cam
Sirlciu Pelsan marka yiiksek verimli
Teknik Cizim Kullanim Alanlari
a
\ )
; - Bakiniz sayfa 232
| | i€
Armatirlere ait buyuklikler
Urtin Kodu Gli¢ Renk Sicakligi Isik Akisi Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Colour Temp. Luminous Flux Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (K) (Im) (Im/W) (mm)abc (m3) (kg)
204252 27,5 4000 3000 1000x90x85 6 0,086 34
197
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Siva Ustii Wallwasher Armatiirler Surface Mounted Wallwasher Luminaires

Inovaled Serisi
Inovaled Series

Govde Eloksal kapli aliiminyum ekstriizyon Giris Gerilimi Frekans
Body Anodized extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ) Renksel ger. ind. N IP Koruma
SMD Mid Power Colour Ren. In. (CRI) 80 |P Protection IP6s
Lens Polimer enjeksiyon, PMMA Guc Faktoru >0.95 RAL Kodu 7035
Polymer injection, PMMA Power Fac. (cos @) ’ RAL Code
Optik Kapak Seffaf, yliksek UV dayanikli, PC Opsiyonlar istenilen renk sicakliginda Production according to
Diffuser Clear, high UV protection, PC Options (CCT) LED uygulamasi. desired correlated colour
R/G/B/A ve RGB uygulamasi. temprature [CCT).R/G/B/A
Cuile Silikon and RGB application.
Gasket Silicone
Sirlcu Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
|§Ik Siddeti Da_§|l|m Egrisi Teknik Cizim Technical Drawing Renk Secenekleri
Light Distribution Curve . Color Options
T — T = {66mm 3000K
s s cl 2000K
i ik 6500K
b| ©0000000000000000000000 | ;
w w w L Mavi/Blue
i o | a Yesil/Green
0\ S [ o\ S Kullanim Alanlari __Kirmizi/Red
e e e x, Feldsof Application. T LR aumber
N g D o g RGB

Armatiirlere ait biyuklikler

Bakiniz sayfa 232 See page 232

Product Details

Urtin Kodu Lens Acisi Glig Isik Akisi Renk Sicakhgi Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirlign

Code No Beam Angle Power Luminouns Flux ~ Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
©) (w) (Im) (K) (Im/W) (mm)abc (m3) (kg)

105463 15 15 1545 6500 103 340x60x69 4 0,784 4,5
105486 30 15 1515 6500 101 340x60x69 4 0,784 4,5
105509 45+20 15 1455 6500 97 340x60x69 4 0,784 4,5
105470 15 30 3090 6500 103 640x60x69 4 1,416 7
105493 30 30 3030 6500 101 640x60x69 4 1,416 7
105518 45+20 30 2910 6500 97 640x60x69 4 1,416 7
105478 15 45 4635 6500 103 940x60x69 4 2,044 9
105501 30 45 4545 6500 101 940x60x69 4 2,044 9
105526 45+20 45 4365 6500 97 940x60x69 4 2,044 9
108112 45+20 45 4365 6500 97 1240x60x69 4 2,446 11

198 CE |ipee| [ma @ ™ EN 60598-2-1




Siva Ustii Wallwasher Armatiirler 0

i Il Pelsan

Inovaled Performans Serisi

Govde Eloksal kapli aliminyum ekstriizyon Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED SMD Mid Power Renksel ger. ind. >80 IP Koruma P66
(CRI)
Lens Polimer enjeksiyon, PMMA Guc Faktori RAL Kodu
(cos @) >0.95 7035
¢
Optik Kapak Seffaf, yiiksek UV dayanikli, PC Opsiyonlar istenilen renk sicakliginda

(CCT) LED uygulamasi.
R/G/B/A ve RGB uygulamasi.

Conta Silikon

Sirlci Pelsan marka yiiksek verimli

Isik Siddeti Dagilim Egrisi Teknik Cizim Renk Secenekleri

géémm T 3000k

Gamma Angles 180° 120° ﬁ ﬁ 4000K
1057 590 1057 L 6500K
90° 90° . Mavi/
b H 0000000000000 0000000000 H Nesi/Green
7= 75 L 0000000000000 0000000000 —rest/oreen
3 Kirmizi/
eo* e Amber
RGB
i s Kullanim Alanlari _—
cdikim
30° 15° 0 15° 30° Bakiniz sayfa 232
180.0 emm— 0.0 45+20° n:100
270.0 enm— 90.0
Armatiirlere ait biytiklikler
Urtin Kodu Lens Agisi Glg Isik Akisi Renk Sicakhigi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
Code No Beam Angle Power Luminous Flux  Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol Package Weight
©) (W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105536 45+20 30 2910 97 340x69x60 0,784 4,5
105543 45+20 60 5820 97 640x69x60 1,416 7,0
105550 45+20 90 8730 97 940x69x60 2,044 9,0
CE |ipes @ = eneosss2-1 199




LED Barlar L. ED Bars

ic Mekan LED Bar Serisi
Indoor LED Bar Series

Wi,
i '"l

Govde Aliminyum ekstriizyon Giris Gerilimi IP Koruma P20
Body Extruted aluminium Input Voltage (V) 24 > Protection
LED SMD mid power Renkse[ ger. ind. >80 I?AL Kodu 7035
Colour Ren. In. (CRI) RAL Code
Optik Kapak Yiiksek 1sik gecirgenlige sahip opal PMMA Opsiyonlar istenilen renk sicakliginda LED application according
Diffuser pal PMMA with high light transmission Options (CCT) LED uygulamasi. to desired correlated colour
Kirmizi, yesil, mavi ve temperature (CCT). Red,

Siiriicii Sabit gerilim siriic amber renk secenekleri. green,blue and amber color
Driver ~onstant voltage dr applications.
Difuzoér Opsiyonlari Product Details Teknik Gizim Technical Drawing

Urtin Kodu Tip

Code No Type

312556 100 cm Buzlu Bombeli/Frosted Curved (Siva Ustl icin/For Surface Mounted)
312553 100 cm Seffaf Bombeli/Clear Curved (Sva Ustli icin/For Surface Mounted)

312545 100 cm Opal Bombeli/Opal Curved (Siva Ustli icin/For Surface Mounted) b b
312566 100 c¢m Buzlu Duz/Frosted (Siva Alti Recessed/Kdse Corner) . o
312562 100 cm Seffaf Dlz/Clear Smooth (Siva Alti Recessed/Kdse Corner) le MekaEIE'EDBBarDsurUCUle”
ndoor ) Bar Drivers
312559 100 cm Opal Dliz/Clear Smooth (Siva Alti Recessed/Kdse Corner) : —
Urlin Kodu Tip
Kullanim Alanlari Fields of Application code o Type
314833 60W 24V 2,5 A
314834 120W 24V 5A
314835 200W 24V 8,3A
Bl sayfa 232 314836 360W 24V 15A
Armatiirlere ait buiylklikler Product Detalls
Urtin Kodu Gli¢ LED Adedi Gerilim Renk Sicakhigi Boyutlar Koli Adedi
Code No Power LED Number Voltage Colour Temp. Dimensions Pcs/Pack
(W) (LED/m) (Vdc) (K) (mm)abc
107150 19 60 24 6500 1000x20.5x14.5 1
107229 19 60 24 6500 1000x27x17 1
107202 19 60 24 6500 1000x21.5x12 1
107185 29 120 24 6500 1000x20.5x14.5 1
107341 29 120 24 6500 1000x27x17 1
107220 29 120 24 6500 1000x21.5x12 1
200 24V

IP20

DC




LED Barlar

Dis Mekan LED Bar Serisi

Govde Aliminyum ekstriizyon Giris Gerilimi 2% IP Koruma P47
V)
LED SMD Mid power Renksel ger: ind. >80 RAL Kodu 7035
(CRI)
Optik Kapak Yiiksek 1sik gecirgenlige sahip opal PMMA Opsiyonlar istenilen renk sicakliginda

(CCT) LED uygulamasi.
Kirmizi, yesil, mavi ve
amber renk secenekleri.

Sirlciu Sabit gerilim siricl

Difuzor Opsiyonlari Teknik Gizim
Urtin Kodu Tip
Code No Type

312556 100 cm Buzlu Bombeli/Frosted Curved (Siva Ustl icin/For Surface Mounted)
312553 100 cm Seffaf Bombeli/Clear Curved (Swa Ustl icin/For Surface Mounted)

312545 100 cm Opal Bombeli/Opal Curved (Swa Ustli icin/For Surface Mounted) b b

312566 100 c¢m Buzlu DUz/Frosted (Siva Alti Recessed/Kdse Corner) o

312562 100 cm Seffaf Dliz/Clear Smooth (Siva Alti Recessed/Kdse Corner) Dis Mekan LED Bar Siriicileri

312559 100 cm Opal Dlz/Clear Smooth (Siva Alti Recessed/Kdse Corner)

Uriin Kodu Tip
Kullanim Alanlari Code No Type
313257 150W 24V 6,25A
313258 200W 24V 8,3A
Bakiniz sayfa 232
Armatiirlere ait biiylkLliikler
Urtin Kodu Glig LED Adedi Gerilim Renk Sicakhdi Boyutlar Koli Adedi
Code No Power LED Number Voltage Colour Temp. Dimensions Pcs/Pack
(W) (LED/m) (Vdc) (K) (mm)abc
107156 19 60 24 6500 1000x20.5x14.5 1
107235 19 60 24 6500 1000x27x17 1
107208 19 60 24 6500 1000x21.5x12 1
107191 29 120 24 6500 1000x20.5x14.5 1
107347 29 120 24 6500 1000x27x17 1
107223 29 120 24 6500 1000x21.5x12 1
24V 201

IP 67

DC




Armatiirlere ait biiytklikler

Urtin Kodu

203687
203692
203689
203693
203690
203688
203691
204801

202

LED Seritler

IP20 LED Serit Serisi

Led Sayisi

60/m
60/m
60/m
60/m
60/m
60/m
60/m
60/m

Gerilim
(Vdc)

12
12
12
12
12
12
12
24

w

Akim

[S20 IO, WO I N, I O, I NO I ©

Teknik Cizim

i Il Pelsan

e
\teoe
“ee

3M yapiskanli bandi sayesinde kolay ve saglam montaj edilir.

Uclii modiiller halinde olup, her lic modiilde bir kesilerek kullanilabilir.
50.000 Saat omriine sahiptir.

DC gerilim ile ¢alisir. Stirici ile birlikte kullanitmalidir.

Her metresinde 60 SMD LED vardir.

Uc cipli ve RGB modiiller mevcuttur.

Kontrol Uniteleri ile kullanima uygundur.

ic mekan uygulamalarinda kullanilir

IP20 koruma.

Kullanim Alanlari

Bakiniz sayfa 232

e T I FIT AT A IPEIEAwAIFE | b
a

Renk Sicakhgi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
(K) (mm)ab (m3) (kg)
Beyaz/ 5000x10 100 0,04544 10
Sar/ 5000x10 100 0,04544 10
Kirmizi/ 5000x10 100 0,04544 10
Yesil/ 5000x10 100 0,04544 10
Mavi/ 5000x10 100 0,04544 10
Ik Beyaz/ 5000x10 100 0,04544 10
RGB 5000x10 100 0,04544 10
Beyaz/ 5000x10 100 0,05069 10

IP20| [12Vpe| [24Vpe




LED Seritler i Pelsan

IP55 LED Serit Serisi

3M yapiskanli bandi sayesinde kolay ve saglam montaj edilir.

Uclii modiiller halinde olup, her lic modiilde bir kesilerek kullanilabilir.
50.000 Saat omriine sahiptir.

12Vdc gerilim ile calisir. Siirticd ile birlikte kullanitmalidir.

Her metresinde 60 SMD LED vardir.

Uc cipli ve RGB modiiller mevcuttur.

Kontrol Uniteleri ile kullanima uygundur.

i¢c ve dis mekan uygulamalarinda kullanilir.

IP55 koruma.

Teknik Cizim Kullanim Alanlari

Bakiniz sayfa 232
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Armatiirlere ait buyuklikler

Urtin Kodu Led Sayisi Gerilim Akim Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi

(vdc) (A) (K) (mm)ab (m3) (kg)
203694 60/m 12 5 Beyaz/ 5000x10 50 0,03756 11
203699 60/m 12 5 Sari/ 5000x10 50 0,03756 11
203696 60/m 12 5 Kirmizi/ 5000x10 50 0,03756 11
203700 60/m 12 5 Yesil/ 5000x10 50 0,03756 11
203697 60/m 12 5 Mavi/ 5000x10 50 0,03756 11
203695 60/m 12 5 Ik Beyaz/ 5000x10 50 0,03756 11
203698 60/m 12 5 RGB 5000x10 50 0,03756 11

IP55| [12Vpc 2




Neon LED Neon LED

Neon LED Serisi
Neon LED Series

50m rulo halinde olup, her metrede belirlenen noktalardan kesilerek kullanilabilir
50m rolls.It can be used by cutting from the specified points in each meter.

Kesme islemi gereken durumlarda mutlaka enerjiyi kesiniz. Baglanti Semasi Connection Scheme
When cutting is necessary, make sure to cut off the energy.

Baglanti Aparati
220V AC gerilim ile calisirn Tm Connection Part

220V AC rated voltage. EE

Baglanti noktalari nemden ve sudan korunmalidir. 50m

Connection points must be protected from humidity and water.
Fisli Kablo

Aksesuar seti [baglanti ve sonlandirma aparatlari) rulo ile beraber verilir. Plug Cable

The accessory set [connectionparts and end caps) is supplied with the roll.

Tek bir noktadan besleme ile en fazla 50 metreye kadar aydinlatma saglanabilir.
Up to 50 meters of illumination with a single point of supply.

Sari, kirmizi, mavi, yesil, beyaz, ilik beyaz ve RGB renkleri mevcuttur.
Available in yellow, red, blue, green, white, warm white and RGB colors.

ic ve dis mekan uygulamalarinda kullanima uygundur.

Suitable for indoor and outdoor applications.

Kullanim Alanlari
Fields of Application

IP65 koruma sinifina sahiptir.
IP65 protection.

Esnekligi sayesinde kolay uygulama ¢oziimleri sunar. l ’.}i
Flexibility provides easy application solutions.

Bakiniz sayfa 232 See page 237

Uriiniin esnek bolgelerinde; siyrilma, kopma, gozenek halinde agiklik olusmasi durumunda
enerjiyi kesiniz ve triind kullanmayiniz.
In case of peeling, rupture or pore opening, cut off the energy and do not use the product.

Armatiirlere ait biyiiklikler Product Details

Uriin Kodu Glig Gerilim Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
Code No Power Voltage Colour Temp. Dimensions Pcs/Pack Package Vol. Package Weight
(W/m) (Vac) (K) (mm) axb (m3) (kg)
203722 7 220 Sari/ Yellow 8x16 50m 0,022 10,0
203719 7 220 Kirmizi/Red 8x16 50m 0,022 10,0
203720 7 220 Mavi/Blue 8x16 50m 0,022 10,0
203723 7 220 Yesil/Green 8x16 50m 0,022 10,0
203717 7 220 Soguk Beyaz/Cool White 8x16 50m 0,022 10,0
203718 7 220 ik Beyaz/Warm White 8x16 50m 0,022 10,0
203721 7 220 RGB 8x16 50m 0,022 10,0

204 CE ol lipes




Zincir Modil LED Module

Zincir Modul Serisi
LED Modlle Series

Kuvveli 3M yapiskanli bandi sayesinde kolay montaj imkani sunar. ihtiyac duyulan alanlarda

vida delikleri sayesinde de montaj edilebilir.

Strong 3M adhesive tape provides easy mounting. They can also be installed in the required

areas by means of screw holes.

12V DC gerilim kaynag ile kullanitmalidir.
It should be used with 12V DC voltage

Her pakette 100 modul bulunur.
Each package contains 100 modules

Her metrede 7 adet modul mevcuttur.
There are 7 modules per meter

Sari, kirmizi, amber, beyaz, 1lik beyaz ve RGB renkleri mevcuttur.
Available in yellow, red, amber, white, warm white and RGB colors.

Aydinlatma kontrol tniteleri ile kullanima uygundur.
Suitable for use with lighting control units

ic ve dis mekan uygulamalarinda kullanima uygundur.
Suitable for indoor and outdoor applications.

IP65 koruma sinifina sahiptir.
IP65 protection

Armatiirlere ait biyiiklikler Product Details

Teknik Cizim Technical Drawing

a

@)

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page 232

Urdin Kodu Gli¢ Gerilim Renk Sicakligi Akim Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Voltage Colour Temp. Current Dimensions Pcs/Pack Package Vol. Package Weight
(W/m) V) (K) (mA) (mm)abc (m3) (kg)
203730 1,2 12 Soguk Beyaz/Cool White 100 66x15x7,5 2000 0,072 18,5
203731 1,2 12 ik Beyaz/Warm White 100 66x15x7,5 2000 0,072 18,5
203733 1,2 12 Kirmizi/Red 100 66x15x7,5 2000 0,072 18,5
203734 1,2 12 Sari/ Yellow 100 66x15x7,5 2000 0,072 18,5
203732 1,2 12 Amber 100 66x15x7,5 2000 0,072 18,5
203729 0,72 12 RGB 60 68,8x19,5x6,17 2000 0,143 22

IP65( |12V DC

205



Lambalar
Komponentler

Lamps
Components




: Ik Pelsan

‘o000’
Seo’

LED Lambalar

LED Lamps

LED Sdruculer

LED Drivers

Acil Aydinlatma Kitleri
Emergency Lighting Kits
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LED Lambalar L £0 Lamps . Pelsan

e
LED Filament Serisi
LED Filament Series
i/ '\I
-
313438-313444 313437-313439 313436-313435 313445-313446
Govde Seffaf cam Giris Gerilimi Frekans
Body Clear glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED : Renksel ger. ind. Du
Filament 9 y _
: Colour Ren. In. (CRI) >80 Base E27-El4
Hizme Acisi 320° Giic Faktérii Acma Kapama Sayisi 30000
Beam Angle Bonerael (cos) >0.50 On-Off
Enerji Verimliligi Etiketi A+ Akim (A) 0,05 Kullanim Omrii (sa) 30000
Energy Effiency Label (EEL) Current Life Time (h)

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
Can be used under all conditions with its broad operating temperature range (-20..... +40C).
G ! "~ Teknik Cizim Technical Drawing
Dahili siirticl sayesinde yardimci elamanlara ihtiya¢c duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements

Uzun 6mirli LED’ler sayesinde bakim masraflari minimize edilmistir.
Maintenance costs are minimized thanks to long lifetime LED.

Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission

Lamba 6mri boyunca isik akisi degismez. h
Luminous flux will not change during lamp life

Diger lambalara gdre agma kapama sayisi 10 kata kadar daha uzundur.

Opening and closing number compared to other lamps are up to 10 times hinger.

Hemen aydinlatma.

Instant light 313438-313444 313437-313439  313436-313435 313445-313446

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakhg  Etkinlik Faktérd  Enerji Tuketimi Boyutlar  Koli Adedi  Koli Hacmi Koli Agirlikgi
Code No Type Power  Luminous Flux  Colour Temp.  Luminous Effic. Power Consuption. Dimensions — Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm) @ h (m3) (kg)
313437 Buji E27 4 400 3000 100 4 60x108 100 0,017 4
313439 Buji E27 4 400 6500 100 4 60x108 100 0,017 4
313445 Buji E14 4 400 3000 100 4 35x97 100 0,017 4
313446 Buji E14 4 400 6500 100 4 35x97 100 0,017 4
313436  BujiKivrik E14 4 400 3000 100 4 35x115 100 0,018 4
313435  BujiKivrk E14 4 400 6500 100 4 35x115 100 0,018 4
313438 E27 4 400 3000 100 4 60x108 100 0,019 4
313444 E27 4 400 6500 100 4 60x108 100 0,019 4

208 c € Sosons




LED Lambalar

LED Filament Serisi

313440 313441-313442
Govde Seffaf cam Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED Filament Renksel ger: ind. >80 Duy E27
(CRI)
Hizme Agisi 320° Bite (R s 050 Ac¢ma Kapama Sayisi 30000
(cos¢)
Enerji Verimliligi Etiketi A+ Akim (A) 0,06 Kullanim Omrii (sa) 30000

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.

Dahili siriicl sayesinde yardimci elamanlara ihtiya¢c duymadan kolay kurulum.

Uzun émirlu LED’ler sayesinde bakim masraflari minimize edilmistir.

Teknik Cizim

h
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Lamba omri boyunca isik akisi degismez.
Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur. 313440 313441-313442
Hemen aydinlatma.
Civa icermez, dimlenemez.
Armaturlere ait buyuklukler
Urtin Kodu Glig Isik Akisi Renk Sicakligi  Etkinlik Faktoru Enerji Tuketimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux — Colour Temp. Luminous Effic. ~ Power Consuption. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm) @ h (m3) (kg)
313440 6 600 3000 100 6 64x142 40 0,045 5,5
313441 6 600 3000 100 6 95x142 20 0,049 5,5
313442 6 600 3000 100 6 125x175 20 0,093 57

220-240V
50-60Hz

€3

209



LED Lambalar LED Lamps

LED Glop Serisi
LED Globe Series

EPelsan (B Polsan (B Polsan
4,5W W 9w
Govde Aliminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy
Colour Ren. In. (CRI) >80 Base E27
Optik Kapak Opal PMMA Gli¢ Faktori >0.50 Acma Kapama Sayisi 15000
Diffuser Power Fac. (cos¢) : On-Off
- 0,032 (4,5W) Kullanim Omrii (sa) 25000
Hizme Acisi 120° (4,5W) éklm [/?] 0,06 (7W) Life Time (h)
Beam Angle 180° (7-9W) s 0,07 (9W)
Enerji Verimliligi Etiketi A+
Energy Effiency Label (EEL)
Genis calisma aralii sayesinde (-20...... +40C) her ortamda kullanilabilme dzelligi vardir.
Can be used under all conditions with its broad operating temperature range (-20..... +40C)
Dahili stiriicl sayesinde yardimci elamanlara ihtiya¢c duymadan kolay kurulum. Teknik Cizim Technical Drawing
Internal driver enables easy installation without the need for ancilary elements.
Uzun 6miirld LED'ler sayesinde bakim masraflari minimize edilmistir. o “
Maintenance costs are minimized thanks to long lifetime LED -
Minimum karbondiaksit salinimi ile ¢evre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission
h
Lamba 0mri boyunca isik akisi degismez.
Luminous flux will not change during lamp life
Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
7-9W 4,5W
Hemen aydinlatma.
Instant light
Civa icermez, dimlenemez.
%7100 mercury free, non dimmable
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Glg Isik Akisi Renk Sicaklhigr  Etkinlik Faktéru Enerji Tlketimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power  Luminous Flux Colour Temp.  Luminous Effic. ~ Power Consuption.  Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm) @ h (m3) (kg)
315105 4,5 400 2700 89 4,5 45x83 100 0,0139 5
315106 4,5 410 6500 91 4,5 45x82 100 0,0139 5
313406 7 610 2700 87 7 60x113 100 0,0472 6,8
313407 7 610 6500 87 7 60x113 100 0,0472 6,8
313411 9 755 2700 84 9 60x113 100 0,0472 6,8
313415 9 755 6500 84 9 60x113 100 0,0472 6,8

210 C € 220240V
50-60Hz




LED Lambalar LED Lamps

LED Buiji Serisi
LED Candle Type Series

K Pelsan K Pelsan
Govde Aliminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy ~
Colour Ren. In. (CRI) >80 Base E27-El4
Optik Kapak Opal PMMA Gii¢ Faktori Acma Kapama Sayisi 15000
Diffuser P Power Fac. (cos ¢) >0.50 On-Off
Hizme Acisi 120° Akim (A) 0,05 Kullanim Omrii (sa) 25000
Beam Angle Current Life Time (h)
Enerji Verimliligi Etiketi A+
Energy Effiency Label (EEL)
Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir. ) . ) .
Can be used under all conditions with its broad operating temperature range (-20..... +40C). Teknik Cizim Technical Drawing
Dabhili siiriici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum. [4] (4]
Internal driver enables easy installation without the need for ancilary elements.
Uzun émirli LED’ler sayesinde bakim masraflari minimize edilmistir.
Maintenance costs are minimized thanks to long lifetime LED.
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission. h h
Lamba dmri boyunca isik akisi dedismez.
Luminous flux will not change during lamp life.
Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Hemen aydinlatma.
Instant light
Civa icermez, dimlenemez.
%100 mercury free, non dimmable.
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Duy Glig Isik Akisi Renk Sicakhd  Etkinlik Faktérd  Enerji Tuketimi  Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Base Power  Luminous Flux — Colour Temp.  Luminous Effic. Power Consuption. Dimensions ~ Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h)  (mm) @ h (m3) (kg)
313395 E14 4 340 2700 85 4 38x106 100 0,0178 4,1
313397 E14 4 340 6500 85 4 38x106 100 0,0178 4,1
313396 E27 4 340 6500 85 4 38x106 100 0,0178 4,1
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LED Lambalar [ ED [Lamps

30W-40W-50W LED Lamba Serisi
30W-40W-50W LED Lamp Series

Iht 'l:r _ﬁ‘,,

30w 4OW 50W
Govde Alliminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy
Colour Ren. In. (CRI) >80 Base E27
Optik Kapak Opal PMMA Giic Faktori >0.50 A¢ma Kapama Sayisi 30000
Diffuser Power Fac. (cos ¢) : On-O0ff
Hiizme Acisi 180° Akim (A) 0,140 (30W) Kullanim Omrii (sa) 20000
Beam Angle Current 0,175 (40W) Life Time (h)
0,200 (50W)
Eneriji Verimliligi Etiketi A+
Energy Effiency Label (EEL)
Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
Can be used under all conditions with its broad operating temperature range (-20..... +40C).
Teknik Cizim Technical Drawin
Dahili sliriicii sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum. ¢ 9
Internal driver enables easy installation without the need for ancilary elements.
Uzun 8mirli LED’ler sayesinde bakim masraflari minimize edilmistir.
Maintenance costs are minimized thanks to long lifetime LED.
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.
Lamba 6mri boyunca isik akisi dedismez. h
Luminous flux will not change during lamp life
Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Hemen aydinlatma.
Instant light
Civa icermez, dimlenemez.
%100 mercury free, non dimmable.
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakligi  Etkinlik Faktoru Enerji Tlketimi Boyutlar Koli Adedi  Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Temp.  Luminous Effic. ~ Power Consuption.  Dimensions Pcs/Pack  Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm) @ h (m3) (kg)
313420 30 2500 6500 83 30 110x185 20 0,0670 8,2
313421 40 3000 6500 75 40 115x205 20 0,052 6,5
313422 50 3900 6500 78 50 125x235 20 0,052 7,5
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LED Lambalar LED Lamps

Acil LED Lamba Serisi
Emergency LED Lamp Series

Govde Aliminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy
Colour Ren. In. (CRI) >80 Base E27

Optik Kapak Opal PMMA Gl¢ Faktori >0.50 A¢ma Kapama Sayisi 15000
Diffuser Power Fac. (cos¢) : On-Off
MiiETe Ads i Akim (A) 0,075 Kullanim Omrii (sa) 25000
Beam Angle 180 Current Life Time (h)

T Sarj Suresi (sa) 20 Calisma Siiresi (sa) 3
Enerji Verimliligi Etiketi A+ ) ) )
Energy Effiency Label [EEL) Charge Time (h) Working Time (h)
Batarya 3V 1,5 Ah
Battery

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.

Can be used under all conditions with its broad operating temperature range (-20..... +40C).

Dahili siiriicii sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum. Teknik Cizim Technical Drawing
Internal driver enables easy installation without the need for ancilary elements.

Uzun émirli LED’ler sayesinde bakim masraflari minimize edilmistir.
Maintenance costs are minimized thanks to long lifetime LED.

Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.

Lamba 6mri boyunca isik akisi degismez.
Luminous flux will not change during lamp life

Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.

Acil lamba icin desarj siiresi 3 saat, sarj siiresi 20 saat.
For emergency lamp, discharge time is 2,5 hours and charge hour is 20 hour.

Hemen aydinlatma.
Instant light

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakhgi Etkinlik Faktoru Enerji Tiketimi Boyutlar Koli Adedi  Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Power Consuption. Dimensions ~ Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm) @ h (m3) (ka)
315107 9/1,5 750/180 6500 83 9 80x150 50 0,0162 8

220-240V
50-60Hz
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ees
LED Tup Serisi
LED Tube Series

+ A = -

22W
—
-l Sy

18W
-

IW
Govde Cam Giris Gerilimi Frekans
Body Glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy

Colour Ren. In. [CRI) >80 Base 613

Optik Kapak Opal Giic Faktorii Ac¢ma Kapama Sayisi 20000
Diffuser pa Power Fac. (cosq] | 070 On-0ff
Hiizme Acisi 180° Akim (A) 0,04 (9W) Kullanim Omrii (sa) 30000
Beam Angle Current 8?8 {;gw% Life Time (h]
Enerji Verimliligi Etiketi A+ Elektriksel Baglanti ~ Tek Tarafl
Energy Effiency Label (EEL) Electrical Connection| Single End

30.000 saat kullanim dmriine sahip LED’ler sayesinde bakim masraflari minimize edilmistir. Teknik Cizim Technical Drawing

LED with a life time of 30.000 hours minimizing maintenance cost.

Dahili siriicl sayesinde yardimci elamanlara ihtiyac duymadan kolay kurulum

Internal driver enables easy installation without the need for ancilary elements {%} b

Minimum karbondioksit salinimi ile cevre dostu ve enerji verimlidir. a
Environment and energy friendly with minimum carbon dioxide emission.

Hemen aydinlatma.
Instant light

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Armatiirlere ait buyiklikler Product Details

Urdin Kodu Glig Isik Akisi Renk Sicakligi  Etkinlik Faktéri Enerji Ttketimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Temp.  Luminous Effic.  Power Consuption.  Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/Ww) (kwh/1000h) (mm)ab (m3) (kg)
314663 9 950 4000 105 9 602x26 25 0,020 4,3
314664 9 950 6500 105 9 602x26 25 0,020 4,3
314665 18 1800 6500 100 18 1214x26 25 0,040 8,6
314666 18 1900 4000 105 18 1214x26 25 0,040 8,6
314668 22 2220 6500 101 22 1510x26 25 0,045 10,5
314669 22 2220 4000 101 22 1510x26 25 0,045 10,5

214 c € 220240V
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LED Lambalar LED Lamps

e

LED Tup Pro Serisi

LED Tube Pro Series
. =
Govde Cam Giris Gerilimi Frekans
Body Glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy

Colour Ren. In. [CRI) >80 Base 613

Optik Kapak Opal Giic Faktorii >0.95 Acma Kapama Sayisi 20000
Diffuser Power Fac. (cos ¢) . On-Off
Hiizme Acisi 180° Akim (A 0,10 Kullanim Omrii (sa) 30000
Beam Angle Current Life Time (h)
Enerji Verimliligi Etiketi A+ Elektrjksel Baglantl Tek Tarafli
Enerqy Effiency Label (EEL) Electrical Connection Single End

30.000 saat kullanim dmriine sahip LED’ler sayesinde bakim masraflari minimize edilmistir.

LED with a life time of 30.000 hours minimizing maintenance cost.

Dahili siriicl sayesinde yardimci elamanlara ihtiya¢c duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements

Minimum karbondioksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbon dioxide emission.

Hemen aydinlatma.
Instant light

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Armatiirlere ait buiylklikler Product Details

Teknik Cizim Technical Drawing

Uriin Kodu Glig Isik Akis Renk Sicakligi Etkinlik Faktért  Enerji Tuketimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power  Luminous Flux Colour Temp. Luminous Effic.  Power Consuption.  Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm) ab (m3) (kg)
314671 22 2850 6500 130 22 1510x26 25 0,045 10,5
215
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LED Lambalar | ED Lamps . Pelsan

WNees!
Plant Grow LED Tup Serisi
Plant Grow LED Tup Series
y ’
Plant Grow LED Tiip mavi ve kirmizi dalga boyundaki 1s1§1 karistirarak bitki
yetistirmede enerji verimliligini saglar
Plant Grow LED Tube grow light mix of red and blue wavelength for optimal
plant grow with energy efficiency.
Govde Cam Giris Gerilimi Frekans
Body Glass Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD mid power Renksel ger. ind. Duy
Colour Ren. In. (CRI) >80 Base 613
Optik Kapak Opal Glic Faktori N Elektriksel Baglanti  Tek tarafli
Diffuser Power Fac. (cos ¢) 0.9 Electrical Connection Single Side
Plant Grow LED Tiip seralar icin en ideal ¢6zimdir.
Plant Grow LED Tube is a most ideal solution for vertical farms.
Plant Grow LED Tube ince yapisi ile farkli raflarda kullanima Teknik Cizim Technical Drawing
uygundur ve montaji kolaydir.
Plant Grow LED Tube is slim and easy to install which fits different :1] EL:

growing shelves

Mevcut floresan armatire kolayca uyarlayabilir.
It can retrofit existing fluorescent luminaire easily Kullanim Alanlari

Application Areas
Su gecirmez uc kapaklar sayesinde IP65 koruma sinifina

sahiptir. Seralar Green Houses
IP65 protection achieved with water-proof end caps Tohum yetistirme Seed breeding
Topraksiz raflar Hydroponics Shelf
Evici seracilik Home Planting
Armatiirlere ait biiytiklikler Product Details
Urtin Kodu Tip Glig Renk Sicakhgi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (K) (mm)abc (m3) (kg)

315113 Bitki Yetistirme / Plant Grow 18 Full Spectrum 1212x26 25 0,03464175

9
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LED Lambalar LED Lamps

Sensorlu LED Tup Serisi
LED Tube Series with Sensor

. |

12m

Govde Cam Giris Gerilimi Frekans
Body Glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. Duy

Colour Ren. In. (CRI) >80 Base e13
Optik Kapak Opal Gli¢ Faktori Acma Kapama Sayisi 20000
Diffuser Power Fac. (cos ¢) >0.6 On-Off

Akim (A) 0,20 Kullanim Omrii (sa) 30000
Hiizme Acisi 180° Current Life Time (h)

Beam Angle

Elektriksel Baglanti  Cift Tarafli (315115)

Enerji Verimliligi Etiketi As Electrical Connection  Double End
Energy Effiency Label [EEL) Tek Tarafli (315114)
Single End

Dahili sensori ile sensorli armatir ihtiyacina pratik bir ¢6ziim sunar. Koridor fonksiyonlu
sensorli model otoparklar icin 6zel olarak tasarlanmistir.

The built-in sensor provides a practical solution to the need for a sensor lumiaire. Corridor
function with sensor model is specially designed for parking areas

30.000 saat kullanim dmriine sahip LED’ler sayesinde bakim masraflari minimize edilmistir.
LED with a life time of 30.000 hours minimizing maintenance cost.

Dabhili siiriict sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements

Minimum karbondioksit salinimi ile cevre dostu ve enerji verimlidir.

Environment and energy friendly with minimum carbon dioxide emission. . .. . )
9 ! Teknik Cizim Technical Drawing

Hemen aydinlatma. .
Instant light jj Eib

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Armatiirlere ait biiytiklikler Product Details

Urtin Kodu Tip Glig Isik Akist ~ Renk Sicakhigi Etkinlik Faktord — Enerji Tiketimi Boyutlar ~ Koli Adedi  Koli Hacmi Koli Agirlign
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Power Consuption. Dimensions  Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm)abc (m3) (kg)
315114 Sensor 18 1830 6500 101 3 1212x26 25 0,03464 9
315115  Koridor Fonk. / Corridor Func. 18 1500 6500 83 3 1212x26 25 0,03557 7,5

CE [ 217




LED Lambalar LED Lamps

Acil LED Tup
Emergency LED Tube

A J.
Gévde Cam Giris Gerilimi - Frekans -
Body Glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ; Renksel ger. ind. Duy G13

SMD Mid power Colour Ren. In. (CRI) >80 Base

Optik Kapak Opal Giic Faktérii 506 Agma Kapama Sayisi 15000
Diffuser Power Fac. (cos ¢) ' On-Off
Mltzme Aus) 180° Akim (A) 0,2 Kullanim Omrii (sa] 20000
Beam Angle Current Life Time (h)
Enerji Verimliligi Etiketi A+ Sarj Siiresi (sa) 3 Calisma Stiresi (sa) 1,5

Energy Effiency Label (EEL)

Charge Time (h)

Working Time (h)

Elektriksel Baglanti ~ Cift Tarafl
Electrical Connection | Double End

20.000 saat kullanim dmriine sahip LED’ler sayesinde bakim masraflari minimize edilmistir.

LED with a life time of 20.000 hours minimizing maintenance cost.

Dahili siriicl sayesinde yardimci elamanlara ihtiya¢c duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements

Minimum karbondioksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbon dioxide emission.

Hemen aydinlatma.
Instant light

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Teknik Cizim Technical Drawing

a
Armatirlere ait biyiiklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakhg  Etkinlik Faktord Enerji Tlketimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Power  Luminous Flux — Colour Temp.  Luminous Effic. ~ Power Consuption. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm)abc (m3) (kg)
315116 18 1450 6500 80 18 1214x26 25 0.03557 7,9
218
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LED Lambalar LED Lamps

LED Dairesel Serisi
LED Circular Series

Govde Alliminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy E£27

Colour Ren. In. (CRI) >70

Base

Gii¢ Faktori

Power Fac. (cos¢) >0-50
Teknik Cizim Technical Drawing

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
Can be used under all conditions with its broad operating temperature range (-20..... +40C)
Dahili siiriicl sayesinde yardimci elamanlara ihtiya¢c duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.
Uzun omirli LED ler sayesinde bakim masraflari minimize edilmistir.
Maintenance costs are minimized thanks to long lifetime LED.
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.
Lamba dmri boyunca isik akisi degismez.
Luminous flux will not change during lamp life
Diger lambalara gére agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Hemen aydinlatma.
Instant light
Civa icermez, dimlenemez.
%100 mercury free, non dimmable

Armatiirlere ait biyiiklikler Product Details

Uriin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Enerji Tlketimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Temp. Luminous Effic.  Power Consuption.  Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm) @ h (m3) (kg)
313425 18 1560 6500 87 18 245x35 20 0,063 3,36

220-240V/
50-60Hz
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Neee
LED Kapsiil Serisi
LED Capsule Series
313459-313461 313460
Govde Aliminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy
Colour Ren. In. (CRI) 70 Base G4/69

Hizme Acisi 220° Glic Faktori 0.50 Acma Kapama Sayisi 15000
Beam Angle Power Fac. (cos ¢) >0 On-Off
Enerji Verimliligi Etiketi A+ Akim (A) 025 Kullanim Omrii (sal 15000
Energy Effiency Label (EEL) Current Life Time (h)

Teknik Cizim Technical Drawing

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
Can be used under all conditions with its broad operating temperature range (-20..... +40C).

Dahili siiriicl sayesinde yardimci elamanlara ihtiya¢c duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.

Uzun omirli LED ler sayesinde bakim masraflari minimize edilmistir.
Maintenance costs are minimized thanks to long lifetime LED.

Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.

Lamba dmri boyunca isik akisi degismez. G4 G9
Luminous flux will not change during lamp life.

Diger lambalara gdre acma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.

Hemen aydinlatma.
Instant light

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Armatirlere ait buyiiklikler Product Details

Uriin Kodu ~ Tip Glig Gerilim Istk Akisi Renk Sicaklig  Etkinlik Faktérd  Enerji Tuketimi Boyutlar  Koli Adedi  Koli Hacmi Kol Adirlikgi
Code No  Type Power Voltage  Luminous Flux Colour Temp. Luminous Effic. Power Consuption. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (\%) (Im) (K) (Im/W) (kwh/1000h)  (mm) @ h (m3) (kg)
313459 G4 3 12 Vpc 270 3000 90 3 15x46 500 0,022 6
313460 G9 3 220 Vac 270 3000 90 3 15x46 500 0,022 6
313461 G4 3 220 Vac 270 3000 90 3 15x46 500 0,022 6
220
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LED Lambalar LED Lamps

3x1TW Power ve 5W COB LED Serisi
3x1TW Power and bW COB LED Series

K Pelsan

tlri v o

315173 313383
Govde Aliminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 AC Frequency (Hz) 50-60
LED Power LED [3x1W Power LED Lamba) - COB  Repksel ger: ind. Giic Faktéri
(5W COB LED Lamba) Colour Ren. In. (CRI) >80 Power Fac. (cos ¢) >0.50
Power LED (3x1W Power LED Lamp] - COB
(5W COB LED Lamp) Duy GU10 Acma Kapama Sayisi 15000
B On-Off
Lens Polikarbon o
Polycarbonate Akim (A) 0,035 Kullanim Omrii (sa) 25000
Hizme Acisi 100° Current Sy
Beam Angle
Enerji Verimliligi Etiketi A+

Energy Effiency Label (EEL)

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
Can be used under all conditions with its broad operating temperature range (-20..... +40C])

Dahili siirticti sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements

Uzun 6mirld LED’ler sayesinde bakim masraflari minimize edilmistir.
Maintenance costs are minimized thanks to long lifetime LED.

Minimum karbondiaksit salinimi ile ¢evre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission

Lamba omri boyunca isik akisi degismez.
Luminous flux will not change during lamp life.

Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.

Hemen aydinlatma.
Instant light

Civa icermez, dimlenemez.
%100 mercury free, non dimmable.

Armatiirlere ait biyiiklikler Product Details

Teknik Cizim Technical Drawing

Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi  Etkinlik Faktérd  Enerji Tuketimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power  Luminous Flux Colour Temp.  Luminous Effic.  Power Consuption.  Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (kwh/1000h) (mm)abc (m3) (kg)
315173 5 390 6500 78 5 51x58 100 0,013 5
313383 3x1 260 6500 86 3 50x54x15 100 0,018 4,8
CE | 221




LED Siriciler [ ED Drivers

Sabit Gerilim Serisi (IP20)
Constant Voltage Series (IP20]

Metal govde.
Metal body.

Sebeke gerilimindeki dalgalanmalardan etkilenmeyen sabit akim ¢ikisi.

Constant current output unaffected by fluctuations in the mains voltage

Diislk toleranslara sahip gerilim ¢ikisi.

Teknik Cizim Technical Drawing Voltage output with low tolerance Kullanim Alanlari
Giris sebeke filtresi. Fields of Application
Input line filte Tek cipli serit LED
Single chip LED strips
Etkin giic faktorl dizeltmesi. U cipli serit LED
Active power factor correction Triple chip LED strips
= = _ LED Bar
©] uE] ol 1zoleli ¢ikis. LED Bar
@} o o | 2| e Isolated output Sabit gerilim LED modiller
O] LDl | Constant voltage LED moduels
o ° | IP20 koruma sinifina sahip govde. LED Zincir modiiller
: b IP20 body. LED chain modules

Armatirlere ait buyiiklikler Product Details

Urtin Kodu Glig Giris Gerilimi Cikis Gerilimi Frekans Cikis Akimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Input Voltage  Output Voltage Frequency  Output Current Dimensions Pcs/Pack Package Vol.  Package Weight
(W) \% V) (Hz) (A) (mm)abc (m3) (kg)
313238 36 170-264 12 50-60 3 163x33x27 100 0,0245 13,1
313240 60 170-264 12 50-60 5 180x40x30 120 0,0484 22,6
313242 100 170-264 12 50-60 8,5 180x54x38 80 0,0484 21,7
313244 150 170-264 12 50-60 12,5 180x54x38 60 0,0484 21,6
313246 200 170-264 12 50-60 16,5 185x65x38 36 0,0441 19.1
313252 250 170-264 12 50-60 21 202x65x38 36 0,0441 20
313248 360 170-264 12 50-60 30 260x70x38 36 0,0441 21,8
314833 60 170-265 24 50-60 2,5 198x70x42 120 0,0484 22,6
314834 120 170-266 24 50-60 5 115x78x37 80 0,0484 21,5
314835 200 170-267 24 50-60 8,3 165x99x44 36 0,0441 20,1
314836 360 170-268 24 50-60 15 160x110x44 36 0,0441 21,4
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LED Siiriciler LED Drivers

Sabit Gerilim Serisi (IP67)
Constant Voltage Series (IP67)

Metal gdvde.
Metal body.

Sebeke gerilimindeki dalgalanmalardan etkilenmeyen sabit akim ¢ikisi.
Constant current output unaffected by fluctuations in the mains voltage.

Distiik toleranslara sahip gerilim cikisi.
Voltage output with low tolerance.

Giris sebeke filtresi.
Input line filter.

Etkin giic faktord dizeltmesi.
Active power factor correction.

izoleli cikis.
Isolated output.

IP67 koruma sinifina sahip govde.
IP67 body.

60W

Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
Tek cipli serit LED
Single chip LED strips
Uc cipli serit LED
Triple chip LED strips
LED Bar
a b LED Bar
Sabit gerilim LED modiller
Constant voltage LED moduels
LED Zincir modiller
LED chain modules

Armatiirlere ait blyuklikler Product Details

Urtin Kodu Glig Giris Gerilimi Frekans Cikis Gerilimi Cikis Akimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Input Voltage Frequency Output Voltage Output Current Dimensions Pcs/Pack Package Vol. Package Weight
(w) (] (Hz) V) (A) (mm)abc (m3) (kg)
313249 60 170-264 50-60 12 5 190x40x22 72 0,012 23,8
313250 100 170-264 50-60 12 8,3 165x72x45 32 0,019 26,7
313257 150 170-264 50-60 24 6,25 248x72x45 10 0,009 13,4
313258 200 170-264 50-60 24 8,3 248x72x45 10 0,009 13,4
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LED Siriciler LED Drivers

Sabit Akim Serisi (IP20)
Constant Current Series (IP20)

Sebeke gerilimindeki dalgalanmalardan etkilenmeyen sabit akim ¢ikisi.
Constant current output unaffected by fluctuations in the mains voltage.

Diisiik toleranslara sahip akim cikisi.
Current output with low tolerance

Giris sebeke filtresi.
Input line filter.

Etkin giic faktorli diizeltmesi.
Active power factor correction

Acik devre korumasi.
Open circuit protection

Asiriyiik korumasi.
Overload protection.

Diisiik harmonik distorsiyon (THD).
Low harmonic distortion

Genis cikis voltaj araligi.
Wide output voltage range

Dustik ripple (kirpisma) orani.
Low ripple rate

Yanmaz polimer govde.
Fireproof polymer body.

Baglanti noktalarini dis etkenlerden koruyan kapakli sistem.
Protects the system from external factors.

Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application

Sabit akim led moddller
Contant current led

[ oo | Led downlightlar
c Led downlights
= Led paneller

Led panels

a b Led sokak armatiirleri
Led road luminaires
Led projektorler

Led floodlight

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Glig Cikis Gerilimi Cikis Akimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Output Voltage Output Current Dimensions Pcs/Pack Package Vol. Package Weight
(W) v) (mA) (mm)abc (m3) (kg)
313182 25 26-42 350 140x42x28 100 0,032 12
313183 41 3043 700 152x42x28 100 0,041 13
313184 41 27-42 1050 152x42x28 100 0,041 15
313187 30 30-38 800 140x42x28 100 0,032 16
313170 42 40-66 600 152x42x28 100 0,041 17

224 CE IP 20 @ o




LED Siiriciler LED Drivers

Acil Aydinlatma Kitleri
Emergency Lighting Kits

313117 313118
Asiri ylik ve yliksek sicaklik korumasi.
Owerload and over temprature protection
Yiiksek voltaj ve kisa devre korumasi.
Over voltage and short circiut protection.
Govde Metal Giris Gerilimi
Genis voltaj ¢ikis araligi sayesinde kullanim esnekligi. Body Input Voltage (V) 220-240
With the flexibility to use a wide output voltage range. AC(Eneriide] /
: nerjide
. ) A Batarya 6V 1500mAh Ni-Cd Galisma Sekli DClAcilde)
Sarj durumunu gdsteren yesil led gosterge. Battery Function Mode AC(Power on) /

Green LED charge indicator.

Desarj Siiresi
Ariza veya sarj edilemedignde uyari veren sari LED gdsterge. Discharge Period
Yellow LED indicator showing charge and discharge status.

Kolay kontrol imkani sunan test butonu.

2 saat (LED TUP icin)
1-3 Saat (LED Modiil icin)
2 hours (for LED tube)
1-3 hours (for LED modiil)

DC(Emergency)

Frekans
Frequency (Hz)

50-60

Test Switch providing easy control

Kullanim alani: LED Downlight, LED panel, LED Spot.
Application areas: LED Downlight, LED Panel, LED Spot.

Baglanti Semasi Connection Scheme

z 1
Lo——L Led ne : Ana a Led Tube
No—IN Led Tube Emergency Kit ) wm

L

[

led dl ne
Led Module Emergency Kit

|z |iIH]

E‘ Led Modiil
= Led Module

Ana a
Switch
L - IN

El Led c E
L Led Driver -

Armatiirlere ait biyiiklikler Product Details

Teknik Cizim Technical Drawing
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Uriin Kodu Tip Cikis Gerilimi Sarj Stresi Calisma Suresi Boyutlar Koli Adedi  Koli Hacmi Koli Agirlikgi
Code No Type Output Voltage  Charging Time  Discharging Time — Dimensions Pcs/Pack  Package Vol. Package Weight
(V) (saat/h) (mm)abc (m3) (kg)
313117 LED Tdip Kiti/LED Tube Kit 180-230 AC 24 2 saat 18W igin 230x39x30 25 0,0067 9
313118  LED Modlil Kiti/LED Module Kit 12-110 DC 24 2 saat 36W icin 40x148x27 50 0,0176 5,5
225
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Sensorler Sensors

Radar Sensor
Radar Sensor

Radar sensér HF teknolojisi sayesinde her yonden, al¢ipan ve cam arkasinda algilama &zelligine
sahiptir.

Thanks to HF technology in the radar sensor, it has the ability to detect from all sides, behind plaster
and glass surfaces.

Dijital kontrol sayesinde hatasiz algilamaya sahiptir.
It has an error-free detection thanks to its digital control.

Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir:
With the buttons on it; distance, brightness level and time settings are made.

SUN konumuna getirildiginde gece ve giindiiz calisir.
It works day and night at the “Sun” position.

MOON konumuna getirildiginde sadece ortam 1si1d1 3 lux'un altinda oldugunda calisir.
At the "Moon” position , it only works when the ambient light is below 3 lux

TIME-DELAY lambanin ne kadar siire yanacagini belirtir.
Time-Delay indicates how long the light will turn on.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon gévdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yik 1200 Enkandesan/Incandescent Algilama Alani 360°
Nominal Load (W) 300 (PLE) Detection Degree
Zaman Ayarl min 10 sn+3 sn/sec
Time Delay max 12 dk1 dk/min
Algilama Alani Detection Area
15m
| | |
\ \ i ( ; ; / |
— 2m-8,5m
*\;777/
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Algllama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol.  Package Weight
(m) (m) (mm)abc (m3) (kg)
314725 15 2-8,5 54,5x39,4x25.0 100 0,0216 6,3
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Sensorler Sensors

‘teoel’
see

360° Hareket Sensori
360° Motion Sensor

Hareketi otomatik olarak algilar ve kendisine baglanan lambalari yakar.
Automatically detects movement and lights up the lamps connected to it.

Dijital kontrol sayesinde hatasiz algilamaya sahiptir.
It has an error-free detection thanks to its digital control.

Uzerindeki butonlar sayesinde; aydinlik diizeyi ve zaman ayarlari yapilir
With the buttons on it; distance, brightness level and time settings are made.

TIME butonu ile lambanin ne kadar siire ile yanacagi belirlenir.
TIME button determines how long the lamp will light up.

LUX butonu ile lambanin aydinlik diieyi ayarlanir.
The LUX button adjusts the brightness level of the lamp.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon gévdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required

.7
0
0o
"
o

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yik 1200 Enkandesan/Incandescent Alg|[ama Alani 360°
Nominal Load (W) 300 (PLE) Detection Degree
Zaman Ayari min 10 sn3 sn/sec
Time Delay max 15 dk+2 dk/min
Algilama Alani Detection Area
6m
2,2m-4m
Armatiirlere ait buyiiklikler Product Details
Urdin Kodu Alglama Mesafesi Montaj Yksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (m3) (kg)
314720 6 2,2-4 80x41 50 0,0248 6,2
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Sensorler Sensors

Siva Alti Tavan Sensor
Recessed Mounted Sensor

Dijital kontrol sayesinde hatasiz algilamaya sahiptir.
It has an error-free detection thanks to its digital control.

A\ 3
: ) Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir.
With the buttons on it; distance, brightness level and time settings are made.
SUN konumuna getirildiginde gece ve giindiiz calisir.
It works day and night at the "Sun” position.
) MOON konumuna getirildiginde sadece ortam 1si1d1 3 lux'un altinda oldugunda calisir.
| At the "Moon” position , it only works when the ambient light is below 3 lux
. TIME-DELAY lambanin ne kadar siire yanacagini belirtir.

Time-Delay indicates how long the light will turn on.

UV katkili polimer enjeksiyon gévdeye sahiptir.
UV additive polymer injection molded body.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yiik 800 Enkandesan/Incandescent Algilama Alani 260°
Nominal Load (W) 400 (PLE) Detection Degree
Zaman Ayari min 10 sn+3 sn/sec
Time Delay max 15 dk+2 dk/min
Algilama Alani Detection Area
6m
M\/N
e
Armatirlere ait buyiiklikler Product Details
Uriin Kodu Algilama Mesafesi Montaj Yksekligi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirlikgr
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (mm) (m3) (kg)
314731 6 2,2-4 66,5x50 40,6 100 0,0430 8,7
314726 6 2,2-4 75,7x77 65 50 0,0425 7
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Sensorler Sensors

Varlik Sensori
Presence Sensor

Ortamdaki kisiye duyarli olarak aydinlatma kontroli saglar.

Provides light control as long as the persons are in the environment.

Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir:
With the buttons on it; distance, brightness level and time settings are made.

SUN konumuna getirildiginde gece ve glindiz calisir.
It works day and night at the "Sun” position.

MOON konumuna getirildiginde sadece ortam i1s1§1 3 lux'un altinda oldugunda calisir.
At the "Moon” position, it only works when the ambient light is below 3 lux.

TIME-DELAY lambanin ne kadar siire yanacagini belirtir.
Time-Delay indicates how long the light will turn on

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon gévdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

IP54 koruma.
IP54 protection.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yiik 2000 Enkandesan/Incandescent  Algilama Alani 360°
Nominal Load (W) 1000 (PLE) Detection Degree
Zaman Ayari min 10 sn+3 sn/sec
Time Delay max 30 dk+2 dk/min
Algilama Alani Detection Area
20 m
2,2m-6 m
L o
~ v
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Algilama Mesafesi Montaj Yksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (m3) (kg)
314733 20 2,2-6 102,5x58,3 50 0,0505 10,0

€3
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Sensorler Sensors

Fotosel
Photocell

B Gece giindiiz farkini algilayarak dis mekan aydinlatmalarinin kontroliini saglar.
It detects night and day difference and provides control of outdoor lighting.

Tavana duvara ve armatiiriin Gzerine montaj edilebilir.
It can be mounted on ceilings, walls and fixtures

UV katkili polimer enjeksiyon govdeye sahiptir.
e UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required

Kullanim sirasinda cevre ve insan sagligina zararli etkisi yoktur.
No harmful effects to the environment and human health during use.

IP44 koruma.
|P44 protection.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yik IP Koruma
Nominal Load (W) Max 2200 |P Protection P44
Isik Kontrold <5.50 Akim (A) 10
Lighting Control (Lux) Current
Calisma Modu Working Mode
Armatiirlere ait buyiiklikler Product Details
Urtin Kodu Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Dimensions Pcs/Pack Package Vol. Package Weight
(mm) @ h (m3) (kg)
314738 63x77 100 0,0505 13,6
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ic Sensor
Inner Sensor

Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir:
With the buttons on it; distance, brightness level and time settings are made.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon gévdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yiik 2000 Enkandesan/Incandescent  |P Koruma \P4d
Nominal Load (W) 1000 (PLE) IP Protection
Zaman Ayaril min 10 sn+3 sn/sec
Time Delay max 6 dk+Tdk/min
Algilama Alani Detection Area
15m
2,5m
~ 7
Armatiirlere ait buyiiklikler Product Details
Urdin Kodu Algilama Mesafesi Montaj Yiksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (m3) (ka)
314724 15 2,5 85x75 100 0,61 11,5
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Teknik Bilgiler

Kullanim Alanlari
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SANAYI TESISLER
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BENZIN ISTASYONLARI
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=
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SHOWCASES
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HOSPITALS
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