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Armattirlere ait buiytkliikler Product Details

Etanj Armatirler Waterproof Luminaires

Largo LED Etanj

Armatturler

Largo LED Waterproof Luminaires

Mekanik Ozellikler

Isi degisiminden etkilenmeyen cam
elyaf katkili fiberglas govde. Isi
degisimine ve cevre sartlarina uygun,
sabit ve ek yeri olmayan politiretan
conta. Polimer enjeksiyon mandallar

Optik Ozellikler

Yuksek verimli, uzun 6mdirlt LED.
Yiksek renksel geri verim indeksi
(Ra>80). Elektrostatik toz boya
kapli metal reflektér. Armatdr 6mrd
boyunca sararma ve renk degistirme
yapmayan, yuksek isik gecirgenligine
ve homojen yayillima sahip opal PC
optik kapak

Elektriksel Ozellikler

Sabit akim cikislh, ylksek verimlilige
sahip LED stirticd. Sebeke
gerilimindeki dalgalanmalardan
etkilenmeyen ve sabit Isik saglayan
etkin  guic  faktérd  duzeltmesi.
2,5mm?2  kesitli  kablo montajina
uygun yanmaz cikis klemensi. Seri
elektriksel montaj icin cift cikis deligi
Opsiyonlar

DALl ve  koridor  fonksiyon
uygulamasi. 3 saate kadar acil durum
aydinlatma tinitesi uygulamasi

Mechanical Specifications
Thermal  resistance glass  fibre
reinforced  plastic frame.  Fixed
and seamless polyuretane gasket
fit for temperature changes and
enviromental conditions.  Polymer
injection latches.

Optical Specifications

High efficacy and long lifespan LED.
High colour rendering index (Ra>80).
Electrostatic powder coating metal
reflector.  High transmission PC
optical cover with homogenous
luminous distribution, non-yellowing
and nondiscolouring  throughout
lifetime of the luminaire.

Electrical Specifications

Constant current, high efficiency
LED driver. Efficient power factor
correction immune to flactuations
in grid voltage and providing
constant light output. Aluminium
PCB with high termal conductivity.
Non-flamable  connector  terminal
suitable for 2,5mm?2 cross-sectioned
cable intallations. Dual exit holes for
series electrical installation of the
luminaires.

Options

DALI and corridor  function
applications. Emergency lighting unit
application up to 3 hours.

Kullanim Alanlarn Fields of Application

Urtin Kodu Gli¢ Glig Faktoru Renk Sicakhdi Renksel Geriverim  Lamba Tipi Isik Akisi Etkinlik Faktord Boyutlar Adirlik Hacim Koli Adedi
Code No Power Power Factor Colour Temp. Colour Ren. in. Lamp Type  Luminous Flux Luminous Effic. Dimensions Weight Volume Pcs/Pack
(W) (K) (CRI) (Im) (Im/W) (mm)abc (kg) (m3)

5615 3561 20 >0.98 6500 >0.80 LED 1750 87.5 663X85X85 7 0.0210 6
5615 3521 20 >0.98 6500 >0.80 LED 1750 87.5 1275X90X90 10 0.0414 6
5615 3511 36 >0.98 6500 >0.80 LED 3195 88.75 1275X90X90 10 0.0414 6
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