Yol ve Cadde Armatiirleri Road and Street Luminaires . Pelsa“

Rio Serisi
Rio Series

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Avrupa menseili Power LED Renksel ger. ind. IP Koruma P66
European origin Power LED Colour Ren. In. (CRI) >70 IP Protection
Lens Polimer enjeksiyon PMMA Gl¢ Faktori RAL Kodu 9006
Polymer injection PMMA Power Fac. (cos ) >0.95 RAL Code
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar istenilen renk sicakliginda Production according
Diffuser dayanikli temperli cam Options (CCT) LED uygulamasi. to desired correlated
IKO8 standard compliant, heat and impact resistant, Farkl RAL kodlarinda colour temparature
clear tempered glass elektrostatik toz boya (CCT). Different RAL
gi. de electrostati
Siriici Pelsan marka yiiksek verimli secened EZateine ectrostatic power
Driver Pelsan high efficiency driver kS
Isik Siddeti Dagilim Egrisi Teknik Gizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a
Gamma Angles 180° 120°

Bakiniz sayfa 232 See page 237
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Armatirlere ait buyuklukler Product Details

Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/wW) (mm)abcd (m3) (kg)
108160 50 5800 4000 116 476x280x114x175 1 0,017 5,7
108159 70 7900 4000 13 476x280x115x300 1 0,017 5,7
108079 100 11700 4000 110 476x280x112x343 1 0,017 5,7
108012 150 14400 4000 94 616x330x124x338 1 0,027 7,5
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