Bant Armatiirler Batten Luminaires

Linea Large Serisi
Linea Large Series
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Govde Aldminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI) >80 IP Protection P20
Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Glic Faktori RAL Kodu 9016
Diffuser opal PC Power Fac. [cos ¢) >0.50 RAL Code

High transmission and homogenous distribution
opal PC diffuser

Sirici Pelsan marka yiksek verimli

Driver Pelsan high efficiency driver
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Armatiirlere ait blytiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
107932 18 1530 4000 90 602x75x25 20 0,025 8
107933 18 1530 6500 90 602x75x25 20 0,025 8
107938 36 3060 4000 90 1203x75x25 20 0,095 15
107939 36 3060 6500 90 1203x75x25 20 0,095 15
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