Largo LED Ex-Proof
Etanj Armaturler

Ana Olciiler / Montaj Olciileri

Gévde Cam elyaf katkili fiberglass axbxecmm
) 25W [ 670x125x85
LED SMD Mid Power 25w 1 1280x125:85

2x18W [ 670x125x85
2x36W [ 1280x125x85

Optik Kapak | UV isinlarina dayanimli , armatiir 6mri boyunca
sararmayan yiiksek isik gecirgenligine sahip PMMA

Siiriicli Avrupa menseili yiiksek verilimli
Giic Tip Isik Akisi Renk Sicakligi Toz Patlama Gaz Patlama Koli Adedi
W) (lm) (K) Korumasi Korumasi
25 LED 2500 4000/6500 Zon22 Zon 2 6
45 LED 4500 4000/6500 Zon22 Zon 2 6
2x18 TL-D - 4000/6500 Zon22 Zon 2 6
2x36 TL-D - 4000/6500 Zon22 Zon 2 6

Largo LED Ex-Proof montassartnamesi

- Armatir calisma gerilimi ile sebeke gerilimi ayni olmalidir.(220-240V/50-60Hz)

- Armatdirin elektriksel baglantisi yapilmadan once mutlaka sebekenin gerilimi ve baglanti ¢calismalari yapildigina dair
pano Uzerine bir levha asilmalidir.

- Armatiirin kenarinda bulunan mandallari acip cami ¢ikartiniz.

- Govde sacinin cikarilmasi icin armatirin bas taraflarinda bulunan 2 adet mandala bastirip govde sacini ¢ikariniz.
- Armatiiriin bas tarafinda bulunan rakor deliginden kabloyu gecirerek klemensi baglantisini yapiniz.

- Ardindan gévde sacini ayni sekilde kasaya sabitleyiniz.

- Cami govdeye yerlestirip mandallar yardimi ile tutturunuz.

- Mandallari Girtin yaninda verilen vidalari kullanarak sabitleyin, baska vida kullanmayin.

- Baglantilarin siki ve dogru olup olmadigini kontrol ediniz.

- Armatdire enerji veriniz.

Giivenlik Uyarilari!

B Armatiir montajini deneyimli ve ehliyetli bir elektrikciye yaptiriniz. B Kesinlikle tiner ve benzeri yanici, zarar verici malzemeler kullanmayiniz.

W Kurulum ve bakim islemlerinden dnce sebeke elektrigini kesiniz. m Uriinii 220-240V AC/50-60Hz sebeke geriliminde kullaniniz.

W Armaturi temizlerken nemli bir bez kullaniniz. B Baglantilarin siki ve dogru olup olmadigini kontrol ediniz.
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Largo LED Ex-Proof
Waterproof Luminaires

Main Dimensions / Installation Dimensions axbxcmm
25W 670x125x85
4L5W 1280x125x85

Body GRP 2x18W | 670x125x85
2x36W | 1280x125x85

LED SMD Mid Power
. High transmission PMMA cover with UV protection,
Optic Cover ) . .
non-yellowing throughout lifetime of the luminaire
Driver European origin high efficienc
Power Type Luminous Flux Color Temp. Dust Explasion Gas Explasion Pcs-Pack
w) (tm) (K) Protection Protection
25 LED 2500 4000/6500 Zon22 Zon 2 6
45 LED 4500 4000/6500 Zon22 Zon 2 6
2x18 TL-D - 4000/6500 Zon22 Zon 2 6
2x36 TL-D - 4000/6500 Zon22 Zon 2 6

La rgo LED Ex-Proof istaLation speciFicarions
@

- Operating voltage of the Luminaire and mains voltage must be (220-240V / 50-60Hz)

- Before the electrical connection, a plate must be visibly attached to the beam box demostrating

the mains voltage and starting that the electrical connection Works contiune

- Remove the glass by unlatching the latches on the side of the armature.

- Push the 2 fore latches to remove the body/shell plate.

5- Fix the installation parts, provied with the luminaire, to the frame and mount it to the place of installation.
- Then refix the body/Shell plate to the frame.

- Place the glass onto the body and fasten with the latches.

- Fix the latches with screws which come with the luminaire, do not use any other.

- Check that the connections are correctly made.

- Give energy to your luminaire.

Safety Warnings!

W Get the luminaire installed by an experienced and qualified electrician. W DO NOT use thinner or similar flammable, harmful materials.

B CUT OFF the mains power before you start installation or maintenance. W OPERATE the product under 220-240V AC / 50-60Hz mains power.

- . . .
B Use a damp cloth while cleaning the luminaire. CHECK whether the connections are firm/tight and accurate.
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