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LED Waterproof Batten

Luminaires
LED Etanj Armaturler

Ideal solutions for
the most demanding
conditions with
innovative technologies
reflected in the entire
Pelsan range

Pelsan Urunlerinin tamamina
yansiyan inovatif teknolojiler
ile en zorlu kosullar icin ideal

¢cozimler
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Pelsan Aydinlatma A.S. which was
founded in Istanbul 36 years ago, is
biggest manufacturer in the lighting
industry in Turkey by its production,
export and employment figures.

5 millions of lighting fixtures are
manufactured every year and
exported to 65 countries by 450
employees at Pelsan own plants with
indoor area of 30.000 m2.

Optical, thermal, mechanical and
electrical designs are performed
within Pelsan by the R&D department

36yil dnceistanbul'da kurulan Pelsan Aydinlatma
A.S., Uretim, ihracat ve istihdam rakamlari ile
aydinlatma sektorinde Turkiye'nin en buiyUk
Ureticilerinden biridir.

30.000 m?2 kapali alana sahip Pelsan tesislerinde,
450 c¢alisanla yilda 5 milyon aydinlatma
armatirU Uretilmekte ve 65 Ulkeye ihracat
yapilmaktadir. Optik, i1sil, mekanik ve elektriksel
tasarimlar Pelsan'in gicli miUhendis kadrosuna

running with strong engineer staff.
Again all lighting products are
certified with the Lighting Laboratory
that has been established internally
and registered upon accreditation by
Turkish Accreditation Institution.

Main product groups of Pelsan
Aydinlatma, offering venue specific
project design and lighting design
with total saving approach, are
Interior Lighting, Exterior Lighting,
Industrial Lighting, Equipment and
Lamps.
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sahip Ar-Ge departmaniyla yapilmaktadir. Kendi

bunyesinde kurulmus olan ve Turk Akreditasyon
Kurumu tarafindan akredite edilerek tescil edilen
Aydinlatma Laboratuvari ile Urinler gerekli tUm
testlere tabi tutularak belgelendiriimektedir.BitUnsel
tasarruf yaklasimi ile mekanlara 6zel projelendirme
ve aydinlatma tasarim hizmeti de veren Pelsan'in
ana Urin gruplar i¢ Aydinlatma, Dis Aydinlatma,
EndUstriyel Aydinlatma, Lamba ve Ekipmanlardir.



 30.000m? Manufacturing Zone

* 250m? R&D Center

¢ Loading and Unloading ramp
for 10 trucks

*1.000m? Showroom

* 500m? Accredited Laboratory

* 30.000m? Kapali Alanda Uretim
» 250m? Ar-Ge Kulucka Merkezi
« 10 Tir YUkleme ve Bosaltma Alani

*1.000m? Showroom
* 500m? Akredite Laboratuvar
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Aluminum Body
AlGminyum Govde

-~

Opal
Opal

GRP Policarbon
Fiberglass Govde Polikarbon
-

Transparent

Emergency

DALI Corridor Function Radar Sensor Unit Application
DALI Koridor Fonksiyon Radar Sensor Acil Kit Uygulamasi
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Industrial Parking Frozen Storage

Endustriyel Otopark Donuk Hava Deposu
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‘ege! Luminaires
LED Etanj Armaturler

Solida

00 (mM 60-90-120¢cm

SMD LED/PCB 100

Body Type
Govde Tipi
Diffuser Type
2 B ity Tpi
‘ C Hanging Spring Type
! Aski Yayi Tipi
Lamp Type
Light Distribution Curve Lamba Tipi
Isik Siddeti Dagilim Edrisi LED
Gamma Angles 180° 120° LED
Driver/Balast Type
Siiricii/Balast Tipi
Driver Efficiency
Striict Verimliligi
Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time
Desarj Silresi
Dim Options
Dim Opsiyonlan
180.0 commmmm— 0.0 65W LED 1:10000 % Sensor Application
2700 w00 Sensdr Uygulamasi
Product Details Armatirlere ait biyiklikler
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions
Urtin Kodu (W) (Im) (K) (Im/W) (mm) axbxc
Guig Isik Akisi Renk Sicakhdi Etkinlik Faktord Boyutlar
5614 2113 23 2300 3000-4000-6500 100 600x85x73
5614 2133 35 3500 3000-4000-6500 100 900x85x73
5614 2153 45 4500 3000-4000-6500 100 1200x85x73
5614 2163 65 6500 3000-4000-6500 100 1200x85x73

ce IP65 @ Z 202407 EN 60598-2-1
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Luminaires
LED Etanj Armaturler
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SMDLED/PCB 90 tm/W 60-90-120 ¢m

Body Type

Govde Tipi

Diffuser Type

Difiizor Tipi
§ Hanging Spring Type
c Ask Yayi Tipi
| Lamp Type
Light Distribution Curve Lamba Tipi
Isik Siddeti Dagilim Egrisi LED
LED
Driver/Balast Type
Siirticii/Balast Tipi
Driver Efficiency
Siiriicii Verimliligi
Convertor Kit Application
Konvertdr Kit Uygulamas
Decharge Time
Desarj Siiresi
Dim Options
Dim Opsiyonlan

180.0 emmmm—0.0 65W LED 1:10000 % Sensor Application
Sensdr Uygulamasi

Gamma Angles 180° 120°

270 0 com— 90 0

Product Details Armatirlere ait buyiklikler

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions
Urtin Kodu (W) (Im) (K) (Im/W) (mm) axbxc
Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktor Boyutlar

5614 2213 23 2100 3000-4000-6500 90 620x66x87
5614 2233 35 3200 3000-4000-6500 90 920x66x87
5614 2253 45 4100 3000-4000-6500 90 1220x66x87
5614 2263 65 5800 3000-4000-6500 90 1220x66x87

CE P65 @ Z 20240 EN 60598-2-1
7
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LED Etanj Armaturler

Largolux LED
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SMDLED/PCB 90 ImM 60-120- 150 cm

Body Type

Gavde Tipi

Diffuser Type
Difizdr Tipi

Plug Type

Mandal

Hanging Spring Type
' Aski Yayr Tipi
== ——8 b, Lamp Type

‘ Lamba Tipi

LED

LED

Driver/Balast Type
Siiriici/Balast Tipi

Light Distribution Curve
Isik Siddeti Dagilim Edrisi

Gamma Angles 180° 120°

Driver Efficiency

Stiriict Verimliligi

Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time

Desarj Silresi

Dim Options

Dim Opsiyonlan

Sensor Application

180.00 cnmmmm— 0 21WLED 1:100.00 % Sensor Uygulamasi

270.0 com— 90.0

Product Details Armatirlere ait biyiikliikler

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions
Urtin Kodu (W) (Im) (K) (Im/W) (mm) axbxc
Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar

5615 6361 21 1800 3000-4000-6500 86 663x85x85
5615 6371 42 3650 3000-4000-6500 87 1273x90x90
5615 6387 63 5670 3000-4000-6500 90 1573x85x85

@ C€ IP65 @ Z 202407 EN 60598-2-1
8
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LED Etanj Armaturler

Largo LED Frozen
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(-)26° / (-}40" SMD LED/PCB 90 Lm/MW 60-120-150 ¢m

Body Type
Govde Tipi
Diffuser Type
Diftizor Tipi
Plug Type
Mandal
Hanging Spring Type
a c Aski Yayi Tipi
= == b Lamp Type
%i Lamba Tipi
LED
LED

Light Distribution Curve Driver/Balast Type
Isik Siddeti Dagilim Edrisi Siricii/Balast Tipi

Gamma Angles 180° 120°

Driver Efficiency

Strict Verimliligi

Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time

Desarj Stresi

Dim Options

Dim Opsiyonlan

Sensor Application
Sensr Uygulamasi

180.00 enm— .0 21WLED 1:100.00 %

270.0 cnm— 90.0

Product Details Armatiirlere ait biiyiiklikler

Code No Power Luminous Flux Colour Temp. Luminous Effic. Working Temp. Dimensions
Urtin Kodu (W) (Im) (K) (Im/W) ("0 (mm) axbxc
Glig Istk Akisi Renk Sicakligi Etkinlik Faktérd Calisma Sicakligi Boyutlar

5615 6364 21 1800 3000-4000-6500 86 -25 663x85x85
5615 6374 42 3650 3000-4000-6500 87 -40 1275x90x90
5615 6389 63 5670 3000-4000-6500 90 -40 1573x85x85

@ ce P65 @ 1 20200 EN 60598-2-1
9
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Luminaires
LED Etanj Armaturler
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Largo LED
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SMD LED/PCB 90 LmMW 60-120 cm

Body Type
Gavde Tipi
Diffuser Type
Diftizor Tipi
Plug Type
Mandal
a c Hanging Spring Type
@:- -r:% %b Aski Yayi Tipi
: Lamp Type
Lamba Tipi
LED
Light Distribution Curve LED
Isik Siddeti Dagilim Edrisi Driver/Balast Type
Gamma Angles 18 12 Siiriicii/Balast Tipi
Driver Efficiency
Stiriict Verimliligi
Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time
Desarj Silresi
Dim Options
Dim Opsiyonlan
Sensor Application
Senstr Uygulamasi
180.00 emm— 0 36W LED 1:100.00 %
270.0 cnm— 90.0
PrOdUCt Details Armatirlere ait biytklikler
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions
Uriin Kodu (W) (Im) (K) (Im/W) (mm) axbxc
Glig Isik Akisi Renk Sicakhgi Etkinlik Faktord Boyutlar
5616 3561 20 1750 4000-6500 88 663x85x85
5615 3521 20 1750 4000-6500 88 1275x90%90
5615 3511 36 3200 4000-6500 88 1275x90x90

@ C€ IP65 @ Z EN 60598-2-1
10



: Ik Pelsan LED Waterproof
eee! Luminaires
LED Etanj Armaturler

Largo LED Tube/TUp

L S &

SMD LED/PCB 90 tmM 60-120-150 cm

Body Type
Gavde Tipi
Diffuser Type
a c Difiizor Tipi
Plug Type
@ i L i @ = %b Manr?al yp
Hanging Spring Type
Aski Yay! Tipi
Light Distribution Curve Lamp Type
Isik Siddeti Dagilim Egrisi Lamba Tii
Gamma Angles 180° 120° Base
Duy
Driver/Balast Type
Siiriicii/Balast Tipi
Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time
Desarj Stresi
Dim Options
Dim Opsiyonlarn
Sensor Application
180.00 cxmmmmm— .0 2x18W LED 1:100.00 % Sensor Uygulamasi
270 09 enm— 0 0
Product Details Armatirlere ait biiyiiklikler
Code No Power Luminous Flux Frequency Power Factor Colour Temp. Luminous Effic. Dimensions
Urtin Kodu (W) (Im) (Hz) Guig Faktord (K) (Im/W) (mm) axbxc
Gig stk Akisi Frekans Renk Sicakhig Etkinlik FaktSr Boyutlar
50218220 1x9 740 220240 >0.90 4000-6500 82.2 663X85X85
5021 8240 2x9 1480 220240 >0.90 4000-6500 82.2 670x85x125
5021 8260 1x18 1670 220240 >0.90 4000-6500 93 1273X85X85
5021 8280 2x18 3350 220240 >0.90 4000-6500 93 1280x85x125
5021 8450 1x24 2230 220240 >0.90 4000-6500 93 1573x85x85
5021 8460 2x24 4460 220240 >0.90 4000-6500 93 1580x85x125

c€ @ PN EN 60598-2-1 17
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SMD LED/PCB 90 ImMW 60120 cm

Body Type Electrostatic Powder Coated
Gaivde Tipi Aluminum Extrusion
a Elektrostatik Toz Boyal Aliiminyum Ekstriizyon
b Diffuser Type Opal PC Providing IK08 Conditions
Difiizor Tipi K08 Kosullarini Saglayan Opal PC Kapak
Plug Type Not Available
: = = I Mandal Mevcut Degil
EBe=e—mmm—|[ Hanging Spring Type ~ Stainless steel
Aski Yayt Tipi Paslanmaz Celik Aski Takimi
Lamp Type High Effiency SMD/Alu PCB
Light Distribution Curve Lamba Tipi Yiiksek Verimli SMD LED/Alaminyum PCB
Isik Siddeti Dagilim Egrisi LED EULED
- - LED Avrupa LED
Gamma Angles 180 120
Driver/Balast Type Constant Current Pelsan LED Driver
Sirici/Balast Tipi Pelsan Marka Sabit Akim Driver
Driver Efficiency PF>0,95
Strtct Verimliligi PF>09
Convertor Kit Application = Mevcut
Konvertdr Kit Uygulamasi Available
Decharge Time 3 Hours
Desarj Siiresi 3 Saat
Dim Options DAL, Corridor Function Application
Dim Opsiyonlari DAL, Koridor Fonksiyonu Uygulamasi
Sensor Application Not Available
Sensdr Uygulamasi Mevcut Degil
Product Details Armatirlere ait biiyiklikler
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions
Urtin Kodu (W) (Im) (K) (Im/W) (mm) axbxc
Glig Isik Akisi Renk Sicakhgi Etkinlik Faktori Boyutlar
5614 1671 21 1890 4000-6500 90 600x75x70
5614 1531 42 3780 4000-6500 90 1200x75x70

C € IP 66 @ el EN60598-2-1
12
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Oriza LED
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SMDLED/PCB 110 mM 120¢cm

Body Type
Govde Tipi
Diffuser Type
Difiizor Tipi

Plug Type
Mandal
Hanging Spring Type
Aski Yayi Tipi
) © Lamp Type
Lamba Tipi
LED
LFD

Light Distribution Curve .
Itk Siddeti Dagilim Egrisi Driver/Balast Type

Siiriicii/Balast Tipi

Driver Efficiency

Strtict Verimliligi

Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time

Desarj Stresi

Dim Options

Dim Opsiyonlarn

Sensor Application
Senstr Uygulamas!

Gamma Angles 180° 120°

710N

[
]

180.0 emmm— 0.0 82W LED n: 100%

270.0 emm— 90.0

Product Details Armatirlere ait buyiklikler

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions
Uriin Kodu (W) (Im) (K) (Im/W) (mm) axbxc
Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar

5615 3311 82 8860 4000-6500 108 1285x180x95

CE |= @ T [man| eveosssan
13
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e Luminaires

Etanj Armatdirler

Largo T8/T5

Body Type
Gavde Tipi
Diffuser Type

Difizdr Tipi

Plug Type

Mandal

Hanging Spring Type
Aski Yayi Tipi

Lamp Type

a .o Lamba Tipi

- LT
Driver/Balast Type

Siiriicii/Balast Tipi

Light Distribution Curve
Isik Siddeti Dagilim Edrisi

Gamma Angles 180° 120°

Driver Efficiency
Strtct Verimliligi

Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time
Desarj Stresi
Dim Options
Dim Opsiyonlarn
Sensor Application
180.0 enm— 0.0 2X36W TLD N:72.59 % Sensﬁr UygUlamaS|
270.0 eom— 0.0
Product Details Armatirtere ait biyikLikler
Code No Power Current Lamp Type Luminous Power Factor Dimensions
Urdin Kodu W) (A) Lamba Tipi Flux (Im) Gig Faktori (mm) axbxc
Giig Akim Isik Akisi Boyutlar
5021 8222 1x18 0.10 TLD 1x1300 >0.95 663X85X85
5021 8242 2x18 0.18 TL-D 2x1300 >0.95 670X85X125
5021 8262 1x36 0.165 TL-D 1x3250 >0.95 1273x85x85
5021 8282 2x36 0.31 TL-D 2x3250 >0.95 1280X85X125
5021 8452 1x58 0.25 TLD 1x5000 >0.95 1573x85x85
5021 8462 2x58 0.49 TLD 2x5000 >0.95 1580x85x125
5021 8332 1x14 0.08 TLS 1x1220 >0.95 663x85x85
5021 8342 2x14 0.15 TLS 2x1220 >0.95 663x85x85
5021 8352 1x28 0.15 LS 1x2580 >0.95 1273x85x85
5021 8362 2x28 0.28 LS 2x2580 >0.95 1273x85x85
5021 8372 1x35 0.18 TLS 1x3290 >0.95 1573x85x85
5021 8382 2x35 0.34 TLS 2x3290 >0.95 1573x85x85

CE Sz @ ™ |ipes| [650°7 EN 60598-2-1
14
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Luminaires

Etanj Armatuirler

(I X X
\...'l

Solta T8/T5

Body Type
Govde Tipi

Diffuser Type
Diftizdr Tipi
Plug Type
Mandal
Hanging Spring Type
Aski Yayt Tipi
a b Lamp Type
i — = =i B c [\, Lamba Tipi
T A Base
Duy
Light Distribution Curve Driver/Balast Type
Isik Siddeti Dagilim Egrisi Siiriicii/Balast Tipi
Gamma Angles 180° 120°
Driver Efficiency
Stirtct Verimliligi
Convertor Kit Application
Konvertdr Kit Uygulamasi
Decharge Time
Desarj Siresi
Dim Options
Dim Opsiyonlan
180.0 emm— 0.0 2x36W TLD N:70.83 % sensor Appllcatlon
Senstr Uygulamas!
270.0 cnm— 90.0
Product Details Armatirlere ait biiyiiklikler
Code No Power Current Lamp Type Luminous Power Factor Dimensions
Urtin Kodu (W) (A) Lamba Tipi Flux (Im) Glic Faktéri (mm) axbxc
Gli¢ Akim Isik Akist Boyutlar
5021 9562 1x18 0.10 TLD 1x1300 >0.95 663x79x98
5021 9572 2x18 0.18 TLD 2x1300 >0.95 663x124x98
5021 9582 1x36 0.16 TL-D 1x3250 >0.95 1268x79x98
5021 9592 2x36 0.31 TL-D 2x3250 >0.95 1268x124x98
5021 9652 1x14 0.08 LS 1x1220 >0.95 663x79x98
5021 9662 2x14 0.15 LS 2x1220 >0.95 663x124x98
50219712 1x28 0.15 LS 1x2580 >0.95 1268x79x98
50219722 2x28 0.28 LS 2x2580 >0.95 1268x124x98

CE < [Fa @ ™ |pes| |6507] EN 60598-2-1
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Indoor Lighting Luminaires - ic Mekan Aydinlatma Armatirleri

Outdoor Lighting Luminaires - Dis Mekan Aydinlatma Armaturleri

Lamps - Lambalar
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Components and Other Products - Komponentler ve Diger Uriinler

»

% W%

20.02.2018

HEAD OFFICE
GENEL MERKEZ
imes Sanayi Sitesi

A Blok 101 Sk No.38
Y. Dudullu / istanbul
&, (0850) 460 75 76
©(0216) 364 60 15

FACTORY KARAK(:)Y BRANCH
FABRIKA KARAKOY MERKEZ
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