
Özellikler

• Yüksek geçirgenliğe sahip, 
kamaşma yapmadan homojen ışık 
yayan opal camlı gövde. Lamba ömrü 
boyunca sararma ve renk değiştirme 
yapmaz.
• Dahili sürücüsü sayesinde yardımcı 
elemanlara ihtiyaç duymadan kolay 
kurulum imkanı sunar.
• Dönüştürücü sigorta ile endüktif 
balastlarla uyumlu çalışır
• Enerji tasarrufu sağlar.
• 40000 saat kullanım ömrüne sahip 
LED’ler sayesinde bakım masrafları 
minimize edilmiştir.
• Yüksek renksel geri verim indek-
sine sahiptir, Ra>80. 
• Minimum karbondioksit salınımı ile 
çevre dostu ve enerji verimlidir.

Specifications

• High transmission optical cover 
with homogenous luminous distribu-
tion, non-yellowing and nondiscol-
ouring throughout lifetime of the 
luminaire. 
• Compliant inductive ballast via 
fuse
• Providing energy save.
• Internal driver enables easy instal-
lation without the need for ancilary 
elements 
• LED with a lifetime of 40.000 
hours minimizing maintenance costs 
• High colour rendering index 
(Ra>80).
• Environmentally friendly and en-
ergy efficient with minimum carbon 
dioxide emission.

LED Tüp Lambalar
LED Tube Lamps

376

Lambalar Lamps

Ürün Kodu
Code No

5985 3410

5985 3420

5985 5210

5985 5220

5985 5250

5985 5260

Renk Sıcaklığı
 Color Temperature 

(K)

4000

6500

4000

6500

4000

6500

>80

>80

>80

>80

>80

>80

82.2

82.2

93

92

93

92

9

9

18

18

24

24

Ağırlık
Weight

(kg)

8

8

8.9

8.9

11.5

11.5

Koli Adedi 
Pcs/Pack

25

25

25

25

25

25

Hacim
Volume

(m3)

0.031

0.031

0.045

0.045

0.055

0.055

Güç
Power
(W)

Işık Akısı
Luminous Flux

(lm)

740

740

1674

1656

2232

2208

Boyutlar
Dimensions
(mm) a b c

602x29

602x29

1214x30

1214x30

1510X30

1510X30

Ürün Özellikleri  Product Details
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Base

G13

G13

G13

G13

G13

G13

Güç Faktörü
Power Factor

Renksel Geriverim    
Color Rendering 

Index

Etkinlik Faktörü 
Efficacy    
(lm/W)

>0.90

>0.90

>0.90

>0.90

>0.90

>0.90

650˚




