K Pelsan

@114 mm

@250 mm

Armaturleri

i Mekanik Ozellikler

ey

§| Elektrostatik polyester toz boya

g‘ kapl, korozyona ve asinmalara
dayanikli  altiminyum  enjeksiyon

gévde ve metal direk. Contall kapak
‘ icerisinde sigorta bagdlanti terminali.
I Paslanmaz celik baglanti elemanlari.
| Isi degisimine ve cevre sartlarina
uygun silikon conta

[ Optik Ozellikler

Yiksek etkinlik faktérlti LED. Yksek
gegirgenlige sahip polikarbon optik
kapak

Elektriksel Ozellikler

Sebeke gerilimindeki
dalgalanmalardan etkilenmeyen ve
‘ sabit 1sik sadlayan etkin gui¢ faktoru
I duizeltmesi de yapan, ytksek verimli
| LED surlicd. 3x1 mm?2 kesitli bakir
silikon kablo. Ortam sicakliginda
sorunsuz olarak calisabilecek sekilde
tasarlanmis techizat bolimd

i Armatiirlere ait biytikltikler Product Details

Park and Garden Luminaires

| Verde Park and Garden Luminaire

Mechanical Specifications
Corrosion and wear-resistant
aluminium injection body and pole
with electrostatic polyester powder
coating. Fuse connection terminal
enclosed under gasketed cover.
Stainless  steel fittings.  Silicone
gasket fit for temperature changes
and environmental conditions

Optical Specifications
High-efficacy LED. Highly transmissive
polycarbonate optical cover

Electrical Specifications

High-efficiency LED driver with
effective power correction,
immune to fluctuations in grid
voltage and providing constant
light output. 3x1mm?2  cross-
sectioned copper silicone cable
Hardware compartment designed

to function flawlessly under ambient
temperature

Urtin Kodu Tip Gli¢ Akim Lamba Tipi Isik Akisi Agirhik Ral Kodu
Code No Type Power Current Lamp Type Luminous Flux Weight Ral Code
(W) (A) (Im) (kg)
5616 5411 Verde 68 0.350 LED 3316 88 9005

C€ @ @ EN 60598-2-1





