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Armatürlere ait büyüklükler  Product Details

85mm

Pratik Aydınlatma Tasarım Tablosu  

Practical Lighting Design Chart

* Tablo açıklaması için 404. sayfaya 
bakınız.  See page 404 for explanation.

5615 3511 

65 650˚ EN 60598-2-1

Sabit akım çıkışlı, yüksek verimliliğe 
sahip LED sürücü. Şebeke 
gerilimindeki dalgalanmalardan 
etkilenmeyen ve sabit ışık sağlayan 
etkin güç faktörü düzeltmesi. 
2,5mm² kesitli kablo montajına 
uygun yanmaz çıkış klemensi. Seri 
elektriksel montaj için çift çıkış deliği

Mekanik Özellikler
Isı değişiminden etkilenmeyen cam 
elyaf katkılı fiberglas gövde. Isı 
değişimine ve çevre şartlarına uygun, 
sabit ve ek yeri olmayan poliüretan 
conta. Polimer enjeksiyon mandallar

Elektriksel Özellikler

Optik Özellikler
Yüksek verimli, uzun ömürlü LED. 
Yüksek renksel geri verim indeksi 
(Ra>80). Elektrostatik toz boya 
kaplı metal reflektör.  Armatür ömrü 
boyunca sararma ve renk değiştirme 
yapmayan, yüksek ışık geçirgenliğine 
ve homojen yayılıma sahip opal PC 
optik kapak

Opsiyonlar
DALI ve koridor fonksiyon 
uygulaması.  3 saate kadar acil durum 
aydınlatma ünitesi uygulaması

Constant current, high efficiency  
LED driver. Efficient power factor 
correction immune to flactuations 
in grid voltage and providing 
constant light output. Aluminium 
PCB with high termal conductivity. 
Non-flamable connector terminal 
suitable for 2,5mm² cross-sectioned 
cable intallations. Dual exit holes for 
series electrical installation of the 
luminaires.

Mechanical Specifications
Thermal resistance glass fibre 
reinforced plastic frame. Fixed 
and seamless polyuretane gasket 
fit for temperature changes and 
enviromental conditions. Polymer 
injection latches. 

Electrical Specifications

Optical Specifications
High efficacy and long lifespan LED. 
High colour rendering index (Ra>80). 
Electrostatic powder coating metal 
reflector. High transmission PC 
optical cover with homogenous 
luminous distribution, non-yellowing 
and nondiscolouring throughout 
lifetime of the luminaire. 

Options
DALI and corridor function 
applications. Emergency lighting unit 
application up to 3 hours.
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