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Kanopi Armattirler Canopy Luminaires

Stimer Siva Ustii
Kanopi Armaturler
Surface Mounted Stmer
Canopy Luminaires

Mekanik Ozellikler Mechanical Specifications
Elektrostatik toz boya kapli metal Metal frame with electrostatic
gévde. st degisimine ve c¢evre powder  coating. Polyurethane
sartlarina uygun politiretan conta. gasket suitable for temperature
Teknik Cizim Kolay kurulum imkéni sunan kizak  changes and environmental
. . sistemi conditions. Easy installation with rail
Technical Drawing . system
Optik Ozellikler Y
Metalize  kapl  yuksek saflikta O.ptlcal Speqflcz.at.lons _
aliminyum reflektor. 1K 08 kosullanini High purity aluminium reflector with
a sadlayan, 1siya ve darbelere karsi metal\;ed coating. . IK08 sta.ndard
korumali, yiiksek gecirgenlige sahip, compliant, heat and impact resistant,
0 0 seffaf temperli cam .Pompa ve  high transmission, clear tempered
araclar lizerinde kamasma yapmayan glass.  Homogeneous  luminous
b homojen istk dagilimi distribution  preventing glare on
O pumps and vehicles
C Elektriksel Ozellikler . e
° ° EN 60923 EN 6134729 Electrical Specifications
) oo EN 60923 - EN 61347-2-9 standards
standartlarina uygun dustk gui¢ lant low-l . I
i i Dag grisi kayipli manyetik balast. EN 61347- compliant low-loss magnetic balast.
Isik Siddeti Dagilim Egrisi B 1y§tandarc)i/|na Sygun ;eri atesleyici EN 61347-2-1 standards compliant
i istributi A " series igniter. EN60238 standard
Light Distribution Curve EN60238 standardina uygun elektro 9 .
. compliant electro ceramic lamp
porselen duy. 1,5 mm?2 kesitli bakir )
P e holder. ~ 1,5mm?  cross-sectioned
lzeri silikon kapli kablo. Sokdilebilir . .
; . . silicone  coated  copper  wire.
Gamma Angles 180” 1200 clektriksel kit = (balastatesleyici  po e electrical set (ballast-
kondansatdr). 2,5mm?2 kesitli kablo o .
tai " igniter-capacitor). non-flammable
E;Oh aina - uygun - yanmaz - gikiy connector terminal suitable for
emensl 2,5mm? cross-sectioned cable
Opsiyonlar installation
Zaman ayarl atesleyici uygulamasi. thionjs _ o _
Isl  anahtarll manyetk balast ~ [Imer igniter application. Magnetic
uygulamasi.  Kendinden bosalmali ballast with thermal cut-out. Self-
kondansatér uygulamasi.  Simetrik  discharging  capacitor - application.
ve asimetrik reflektér uygulamasi Symmetrical  and  asymmetrical
reflector application
Kullanim Alanlari Fields of Application
180.0 emm— 0.0 250W HPI-T 1:75.83%
270.0 emm—90.0
Armattirlere ait biiytikltikler Product Details
Urdin Kodu Gli¢ Lamba Tipi Isik Akis Atesleyici Kondansatér ~ Boyutlar Adirhik Hacim Duy Koli Adedi Ral Kodu Balast Tipi
Code No Power Lamp Type Luminous Flux Igniter Capacitor  Dimensions Weight Volume Base Pcs/Pack Ral Code Ballast Type
(W) (Im) (W) (UF£10250V) (mm)abc (kg) (m3)
5612 1661 150 MHN-TD 12000 70-400 20 380x380x180 7.4 0.03422 RX7s 1 9016 Magnetic
5612 1671 250 MHN-TD 19000 70-400 32 380x380x180 85 0.03422 FC2 1 9016 Magnetic
5612 1351 250 HPI-T 19000 70-400 32 380x380x180 85 0.03422 E40 1 9016 Magnetic
5612 1361 400 HPI-T 34000 70-400 35 380x380x180 89 0.03422 E40 1 9016 Magnetic

C€ @ @ =N W EN 60598-2-1






