Volga

Sarkit Armaturleri

Ana Olciiler / Montaj Olciileri

b
Govde Elektrostatik toz boya kapli aliminyum axbxgmm
Reflektor Elektrostatik toz boya kapli aliminyum | 45W | 290x600x500
Optik Kapak Opal PMMA 15W | 290x600x500

a

@
Uriin Kodu  Giig Duy Lamba Tipi Sebeke Frekans Gii¢ Renk  RenkselGeriverim Isik Akisi  Etkinlik Faktorii
(W) Gerilimi(V) (Hz) Faktérii  Sicaklig (CRI) (tm) (Lm/W)

5616 4751 50 - LED 230 50-60 >0,95 4000-6500 >80 4750 95
5212 4011 15 E27 LED Glop 230 50-60 >0,95 4000-6500 >80 1400 94

Volga Sarkit Armatur montas sarTnamesi
®

- Armatir ¢alisma gerilimi ile sebeke gerilimi ayni olmalidir.
(220-240V/50-60Hz)
- Armatirin elektriksel baglantisi yapilmadan once mutlaka
sebekenin gerilimi ve baglanti calismalari yapildigina dair pano
lizerine bir levha asilmalidir.
- Armatirin Ust tas ile govdeyi, kutusundan cikan 2 adet vida ile sabitleyiniz.
- Armatirin siva Ustli montajinin yapilabilmesi icin rozansin aski aparatini
tavana 2 vida yardimi ile sabitleyiniz.
- Armatirin elektriksel baglantisini (klemens) yapiniz.
- Ardindan rozansi aski aparatina yerlestirip 2 vida yardimr ile
rozansi sabitleyiniz.

- Baglantilarin dogru olup olmadigini kontrol ediniz.

- Armatire enerji veriniz.

Giivenlik Uyarilari

B Armatirin temizliginde yanici ve asindirici B Kullanim sirasinda insan veya cevre sagligina tehlikeli veya zararli olabilecek
kimyasallar kullanmayiniz. herhangi bir durum s6z konusu degildir.

B Armatiri temizlerken nemli bir bez kullaniniz. B Periyodik bakim gerektirmemektedir.

B Tasima ve nakliye sirasinda urin orijinal ambalajinda dikkatlice tasinmalidir.

B Armatdr enerji altindayken temizlemeyiniz B Garanti siiresi 2 yildir.
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Volga

Pendant Luminaires

Main Dimensions / Installation Dimensions

b
Body Electrostatic powder coated aluminium axbxgmm
Reflector Electrostatic powder coated aluminium | 45W | 290x600x500
Diffuser Opal PMMA 15W | 290x600x500
a

Code No Power Base Lamp Mains Volta Frequency Power Colour Temp. Colour Ren.In Lumino.Flux Lumino. Efficacy
W

Type V) (Hz) Factor (K) CRI) (tm) (tm/W)
5616 4751 50 - LED 230 50-60 >0,95 4000-6500 >80 4750 95
5212 4011 15 E27 LEDGlop 230 50-60 >0,95 4000-6500 >80 1400 94

Volga Pendant Luminaire instaLation speciFicarions

- Operating voltage of the luminaire and the mains voltage must be same.
(220 - 240V / 50 - 60 Hz)
- Before the electrical connection, a plate MUST BE visibly attached to
the beam box demonstrating the mains voltage and stating that the
electrical connection works continue.
- Fix the luminaire bowl and body with the 2 screws provided in the luminaire box.
- For the surface mounting of the luminaire anchor the bracket of the
rozans to the ceiling with the aid of 2 screws.
- Make the electrical connections (terminal) of the luminaire.
- Then place the rozans into the bracket and fix it with the aid of 2 screws.

- Check whether the connections are accurate.

- Energise the luminaire.

Giivenlik Uyarilari

B Do not use flammable or corrosive chemicals M No risk dangerous or harmful for human health and environmental health

W The product should be carefully carried and transported within its original packing.

for luminaire cleansing. during use of the luminaire.
B Use a damp cloth while cleaning the luminaire. B Periodic maintenance-free.
B Do not clean the luminaire when it is energised. M Guarantee period is 2 years.
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