Liya LED Projektor

Ana Olciiler / Montaj Olciileri

e - 5
Govde Aliminyum enjeksiyon i =
Led Power LED ald axbxcxd
Optik Kapak IK 08 Kosullarini saglayan, isiya ve darbelere o 103W | 534x302x73x493
karsi dayanikli seffaf temperli cam I ] “ 154W | 534x302x73x493
Siiriict Yiksek verimli led sirtcl |- ] 180W| 534x302x73x493
Uriin Kodu Guc Lamba Tipi  Renk Sicakligi Isik Akisi  Etkinlik Faktéri Giig Agiruk  Hacim  KoliAdedi  Ral Kodu
(W) (K) (tm) (tlm/W Faktorii(cos) (kg) (m?)
5615 6731 103 LED 4000/5700 9216 89 >0.95 8.5 0.023 1 9022
5615 6732 154 LED 4000/5700 14479 94 >0.95 8.5 0.023 1 9022
5615 6733 180 LED 4000/5700 16200 90 >0.95 8.5 0.023 1 9022

Liya LED Projektor montassartnamesi
®

- Armatiriin calisma gerilimi ile sebeke gerilimi ayni olmalidir.(220-240V/ 50-60Hz)

- Armatdrin elektriksel baglantisi yapilmadan once mutlaka sebekenin gerilimi ve baglanti
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calismalari yapildigina dair pano lzerine bir levha asilmalidir.
- Ardindan saglam bir zemine konsol tzerindeki 2 adet @8’ lik delik yardimi ile konsolun
baglantisini yapiniz.

- Armatirin klemens baglantisini yapiniz.
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- Baglanti kablosunda glivenlik acisindan ek olmamasi gerekmektedir.

- Baglantilarin dogru olup olmadigini kontrol ediniz.
- Armattire enerji veriniz.

Giivenlik Uyarilari

Armatir montajini deneyimli ve ehliyetli bir elektrikciye yaptiriniz.
Kurulum ve bakim islemlerinden dnce sebeke elektrigini kesiniz.

Armatiiri temizlerken sabunlu bir bez kullaniniz.

Uriinii 220-240V AC / 50-60 Hz sebeke geriliminde kullaniniz.

Baglantilarin siki ve dogru olup olmadigini kontrol ediniz.
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B Kesinlikle tiner ve benzeri yanici maddeler kullanmayiniz.
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Body Aluminum injection -
Led Power Led ad axbxcxd
Optical Cover | The tempered glass, surtable to 1K 80 o 103W | 534x302x73x493
circumstmces, durable to the heat and strike i B 154W | 534x302x73x493
Driver High yield led driver o — 180W| 534x302x73x493
Code No Power  Lamp Type Colour Luminous Flux  Luminous Efficacy Power Weight ~ Volume  Pcs/Pack  Ral Code
(w) Temperature(K) (tm) (Lm/W) Factor(cos) (kg) (m?)
56156731 103 LED 4000/5700 9216 89 > 0.95 8.5 0.023 1 9022
5615 6732 154 LED 4000/5700 14476 94 >0.95 8.5 0.023 1 9022
5615 6733 180 LED 4000/5700 16200 90 >0.95 8.5 0.023 1 9022
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- Control the connection is correct or not.

L] - Give energy to the fixture.

- Pleas make the terminal connection of the luminaire

= panel about the working of the line voltage and the connection.

- Based on the security, it shall not be the addition on the connection cable.

- The working of the voltage must be the same as the line voltage (220-240V/50-60Hz)

- Before making the electric bonding of the fixture, the plate must be mounted on the

- Make the connection of the consol with the aid of 2 pcs @8 hole on the durable ground.

In order to make the electric bonding, remove the 8 pcs screw and pass the cable

Safety Warnings!

B The luminaire should be installed by an experienced and licensed electrician.

B The grid electricity should be turned off before installation and maintenance.

B The luminaire should be cleaned with a soapy cloth. Thinner or similar flammable,

harmful cleaning substances should be avoided.

B The product should be operated at a 220-240 V AC / 50-60 Hz grid.

B The tightness and the correctness of the connections should be checked.
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