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Recessed Mounted Spot Luminaires
Siva Alti Spot Armaturler

Stella

Configurable wide wariety
Round / Square frame
8W LED/11W LED/ Gu10

Recessed mounted / Semi recessed mounted
Trimless / Surface mounted / Pendant

6 different reflector color options
18°/ 24° [ 36°

Genis Uriin secenedi
Yuvarlak / Kare cerceve
8W LED/11W LED/ Gu10

Siva alti / Yari siva alti / Trimless / Siva Ustii / Sarkit

6 farkli reflektor rengi
18°/24° [ 36°
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Mechanical Specifications
Mekanik Ozellikler

Body Govde ABS
IP Rating IP Sinifi 1P20
IK Rating Body IK Govde Sinifi o

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

Mounting Type Montaj Tipi

Recessed Mounted Siva Alti

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi

Reflector Reflektor ABS

Lens Lens -

Diffuser Diflizor -

CRI >80

Colour Temperature Renk Sicakligi -

Photobiological Risk Group Fotobiyolojik Risk Grubu -

Beam Angle Isik Acisi 18°/ 24° [ 36°
Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Frenquency Frekans 50-60Hz

Class Sinif Il

System Lifetime Sistem Omrii -

Power Factor Giic Faktorl -

Operating Temperature Calisma Sicakligi -15°C / +45°C

Standards Standartlar EN 60598-2-2
Options
Opsiyonlar

DALI v

1-10V v

Step DIM -

Thour Emergency Kit 1 Saat Acil Kit 4

3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif -

Microwave Sensor Radar Sensor -

Surface Mounted Siva Ustii v

Clip-in

UGR<19 Diffuser UGR<19 Diflizor




Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

18°

24°

36°

Gamma Angles 180°

1200 Gamma Angles

180°

180.00 enm— 0.0

180.00 cnm— 0.0

180.00 cnmm— 0.0

a 2700 cnm— 0.0 270.0 cn— 0.0 270.0 cn— 0.0
N:100.00 % 1:100.00 % 1:100.00 %
Code No Body Colour Reflector Color Base Dimensions Cut Size Pcs / Pack Package Vol.  Package Weight
Uriin Kodu Govde Rengi Reflektor Rengi Duy Boyutlar Kesim Olclst Koli Adedi Koli Hacmi Koli Agirligi
(mm) axbxc @ [mm) (m3) (kq)
206260 Black / Siyah White / Beyaz GU10 90x90x120 80 36 0,657 11,52
205880 Black / Siyah Black / Siyah GU10 90x90x120 80 36 0,657 11,52
205883 Black / Siyah Gold / Altin GU10 90x90x120 80 36 0,657 11,52
205886 Black / Siyah Platin GU10 90x90x120 80 36 0,657 11,52
205889 Black / Siyah Rose GU10 90x90x120 80 36 0,657 11,52
205928 White / Beyaz White / Beyaz GU10 90x90x120 80 36 0,657 11,52
206261 White / Beyaz Black / Siyah GU10 90x90x120 80 36 0,657 11,52
205931 White / Beyaz Gold / Altin GU10 90x90x120 80 36 0,657 11,52
205934 White / Beyaz Platin GU10 90x90x120 80 36 0,657 11,52
205937 White / Beyaz Rose GU10 90x90x120 80 36 0,657 11,52

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degdisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www.pelsan.com.tr




