Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Tira @ Aliminyum Enjeksiyon Serisi
Tira A Aluminium Injection Series

) .

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminum injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma =
Frame Polymer injection Colour Ren. In. (CRI) 80 IP Protection
LED SMD mid power Guc Faktord RAL Kodu 9016
Power Fac. (cos ¢) >0.95 RAL Code
Optik Kapak UVisinlarina dayanimli, armatiir mri boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser sararmayan yiiksek isik gecirgenligine sahip PS Options uygulamalar. 3 saate kadar ~ applications.Emergency
High transmission PS opal cover with UV protection, acil dlurum a)i/dmlatmailunlitleg gghh“”g upmtdappucat\on UPdtO
N uygulamasi. Istenilen Iliskili ours. Production according
non-yellowing throughout lifetime of the luminaire Renk Sicakligina (SKK] gore  to desired Correlated Colour
tretim. Temprature (CCT).
Siirlict ENEC belgeli
Driver ENEC certificated
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a Fields of Application
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b
c
Bakiniz sayfa 232 Sece page 232
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm) abc (mm) (m3) (kg)
109159 12 1140 4000 95 197x197x65 185 1 0.0032 0,876
109164 24 2280 4000 95 197x197x65 185 1 0.0032 0,876
109166 36 3420 4000 95 197x197x65 185 1 0.0032 0,876
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