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Yol ve Cadde Armatitirleri Road and Street Luminaires

Burgaz Yol ve Cadde

Armaturu

Burgaz Road and Street

Luminaire

Mekanik Ozellikler

Isi degisiminden etkilenmeyen cam
elyaf katkili fiberglas govde. 42-60
mm ¢apli yandan montaja uygun

Mechanical Specifications

Thermal resistant reinforced
fiberglass frame. Entry console of
radius 42-60 mm enabling installation

giris konsolu.  Polimer enjeksiyon 1 sides.  Polymer injection clip.
Technical Drawing 1 mandal.  Paslanmaz celik baglant Stainless steel fittings.  Silicone
elemanlari. Cevre sartlarina uygun, gasket fit for temperature changes
42 ylksek  sicakliklara  dayanabilen and environmental conditions
QGOE b silikon conta
Optik Ozellikler . e
P . Optical Specifications
o M?taAhze kapli y‘,l_ksek saflikta High purity aluminium reflector with
aliminyum  reflektér.  Isiya  ve . . )
. metalized coating. Heat and impact
- darbelere karsi korumali, ytiksek . ) o
i . X . resistant, highly transmissive PC/
E[ gecirgenlige sahip PC/PMMA optik PMMA optical cover
c kapak. . Electrical Specifications
Elektriksel Ozellikler EN 60923 - EN 61347-2-9 standards
— EN 60923 ve EN 61347-2:9 compliant low-loss magnetic ballast.
standartlarina uygun  dusdk  guc EN 61347-2-1 standard compliant
i . . .. kayipli manyetik balast. EN 61347- ies ignit EN60238 standard
Isik Siddeti Dagilim Egrisi 21 standard { ateslevici SENEs 1gniter srancer
standardina uygun seri ategleyicl. compliant Edison screw lamp holder
Light Distribution Curve Lamba sabitleme vidali EN60238  \yith lamp fixing screw.  1,5mm?
standardina uygun edison vidali duy. cross-sectioned  silicone  coated
1,5 mm?2 kesitli bakir tzeri silikon copper wire. Removable electrical
kapl kablo.  Sékdilebilir elektriksel set (ballast-igniter-capacitor).
kit (balast-atesleyici-kondansatdr). Hardware compartment designed
Ortam sicakliginda sorunsuz olarak to function flawlessly under ambient
calisabilecek  sekilde  tasarlanmis temperature. non-flammable
techizat bdlimu. 2,5 mm? kesitli connector  terminal  suitable for
kablo montajina uygun yanmaz cikis 2,5mm2 cross-sectioned cable
klemensi installation
180.0 emm— 0.0 100W SON-T N:71.80% opSiyonIar oPtIons .
2700 000 Il anahtarl manyetk balast ~ Magnetic  ballast with  thermal
uygulamasi.  Zaman ayarli seri cutout apphcajwon. Timer  series
E< Avdinlik Diizevi Diaaramr® atesleyici uygulamasi.  Kendinden \gmter apphcah(‘)n.. Self—d\schargmg
§ Ay y 9 bosalmali kondansatér uygulamasi. Capacitor application. ID.ayI\.ght
Isolux Diagram* Gln 1igna  duyarl  fotosel sensitive  photocell  application.
5211 1043 uygulamasi. Elektronik  balast Electronic ba\lgs‘; ﬁpphcau‘qn.. Bi-
: : ower magnetic ballast application
ROAD SURFACE ISOLUX DIAGRAN . uygulamasi.  Kademeli manyetik P 9 PP
] TO CONVERT 16 GTHER hgll‘HH,:N}I?L’;‘“I'ELnYad};; FACTOR “IN THE TABLE. balast uygulamasi
@ LE HEIGH | FACTOR
= F sm 4.000
5 °F 6m 2.778
= 0F 7m 2.041
E E 8m 1.563 . X .
a2t om 1235 Kullanim Alanlari Fields of Application
F 10m 1.000
At 1lm 0.826
5 F 12m 0.694
47 G 5 By 3 2 -1 0 T 2 3 [y B G 13m 0.592
E RATIO OF DISTANCE TO MOUNTING HEIGHT l4m 0.510
E _ 27 - 21 e 17 o 14 - 10 15m 0.444
3.4 —_— 1.7 —_— 1 —_— 0.34 — 0.17 Tem 0.391
* Aciklama icin 387. sayfaya bakiniz. See page 387 for explanation.
Armattirlere ait buiytikltkler Product Details
Urtin Kodu Tip Gli¢ Akim Lamba Tipi Istk Akisi Atesleyici  Kondansator Boyutlar Agirlik Hacim Duy Koli Adedi  Balast Tipi
Code No Type Power — Current  [amp Type Luminous Flux  Igniter Capacitor Dimensions Weight Volume Base Pcs/Pack Ballast Type
(W) (A) (Im) (W) (WF£10250V) (mm)abcd (kg) (m3)
5211 1041 Burgaz 50 0.77 SON 3500 35-70 10 560x300x230x330 4.5 0.04082 E27 1 Magnetic
5211 1042 Burgaz 70 1 SON 5600 70-400 12 560x300x230x330 4.8 0.04082 E27 1 Magnetic
5211 1043 Burgaz 100 1.2 SON 9500 70-400 12 560x300x230x330 4.9 0.04082 E40 1 Magnetic
52111044  Burgaz 150 1.8 SON 14000 70-400 20 560x300x230x330 5.6 0.04082 E40 1 Magnetic
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