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Armatürlere ait büyüklükler  Product Details

Ürün Kodu
Code No

5816 3010

5816 3110

5816 3320

Akım
Current

(A)

0.43

0.43

0.22

Lamba Tipi
Lamp Type

Par 30

Par 30

Halojen

Güç 
Power
 (W) 

100

100

50

Güç Faktörü
Power Factor

1

1

1

Ağırlık
Weight

(kg)

14.2

14.2

20.8

Koli Adedi 
Pcs/Pack

20

20

50

Ral Kodu 
Ral Code

7047

7047

9011

Duy
Base

E27

E27

Gx5,3

Hacim
Volume

(m3)

0.06

0.0802

0.0781

Tip                      
Type

Sole

Diva

Proxima 2

Işık Akısı
Luminous Flux

(lm)

2200

2200

1600 cd

Boyutlar
Dimensions
(mm) a b Ø

133x165x118

172x160x108

130x160x40

20 650˚ EN 60598-2-1

Mekanik Özellikler
Elektrostatik toz boya kaplı 
alüminyum enjeksiyon gövde. ışığa 
yön verme imkanı sunan hareketli 
başlık

Optik Özellikler
Optimum yayılma sağlayan, sararma 
yapmayan elektrostatik toz boya 
kaplı metal reflektör

Yüksek ısıya dayanıklı silikon kılıflı 
kablo

Elektriksel Özellikler

Farklı ray sistemlerine uygun soket 
uygulaması.

Opsiyonlar

Mechanical Specifications
Electrostatic powder coated 
aluminium injection frame. Mobile 
lamp housings enabling  re-direction 
of light.

Optical Specifications
Electrostatic powder coated non-
yellowing metallic reflector providing 
optimum diffusion

High-heat resistant silicone cable
Electrical Specifications

Socket application suitable for 
different rail systems

Options:

Kullanım Alanları  
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Spotlar
Spots

Spot Armatürler Spots

Sole

Diva 

Proxima 2

Teknik Çizim  

Technical Drawing

Konik Diyagram  

Conic Diagram

Işık Şiddeti Dağılım Eğrisi

Light Distribution Curve




