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Buji Eko Halojen Lambalar

Candle Type Eco Halogen Lamps

Glop Eko Halojen Lambalar
Globe Type Eco Halogen Lamps
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Lambalar Lamps

Eko Halojen Lambalar
Eco Halogen Lamps
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Ozellikler

Specifications

- Yiksek renksel geri verim indek- . High color rendering index, Ra>99

sine sahiptir, Ra>99 + 2700 °K color temperature

+ Renksel sicakligi 2700 °K'dir. + Used in spaces where color tone is

+ Renk tonlarinin 6nemli oldugu me-  of importance

kanlarda kullanilr. + Buji Eco Halogen models suitable
Buji Eko Halojen modelleri de- for decorative lighting

koratif aydinlatmalar icin uygundur.
E14 ve E27 duy secenekleri

mevcuttur.

+ E14 and E27 lampholder options
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Urtin Ozellikleri Product Details
Urtin Kodu Tip Gli¢ Isik Akist Boyutlar Agirhik Hacim Duy Koli Adedi
Code No Type Power Luminous Flux Dimensions Weight Volume Base Pcs/Pack
(W) (Im) (mm)ab (kg) (m3)
5983 2260 Buji Eko Halojen 18 210 98x35 2.4 0.017 E14 100
5983 2270 Buji Eko Halojen 28 370 123x35 2.4 0.017 E14 100
5983 2280 Buji Eko Halojen 42 600 98x35 2.4 0.017 E14 100
5983 2410 Eko Halojen 28 370 123x35 4.7 0.039 E27 100
5983 2420 Eko Halojen 42 600 72x45 4.7 0.039 E27 100
5983 2430 Eko Halojen 53 850 86x47 4.7 0.039 E27 100
5983 2440 Eko Halojen 70 1200 86x47 4.7 0.039 E27 100

230V
50-60Hz





