2x10W LED Spot

Emergency

Ana Olciiler / Montaj Olciileri

Teknik Cizim
286mm i
LED SMD LED i
Batarya 6V 3Ah Sizdirmaz kursun asitli
Calisma Siiresi Bir lamba icin 10 saat (10 adet SMD LED) §
o~
N

iki lamba icin 6 saat (20 adet SMD LED)

Sarj Siiresi 15-24 saat

Uriin Kodu Gii¢ Lamba Tipi Gli¢ Faktoru Renksel Geriverim Sebeke Gerilimi Frekans Desarj zamani
(W) (CRI) (V) (Hz)

5514 1130 20 2x10W LED >85 >80 220-240 50-60 6 saat

2x10W LED Spot Emergency montas sartnamesi

Sarj Bilgisi
- Uriinti kullanmadan 8nce elektrik baglantisini besleme gerilimi
220-240V / 50-60Hz olan hatta takiniz.
s - Uriinii kullanmadan 6nce 48 saat sarj ediniz.
] = - Uriin uzun zaman kullanilmayacaksa, her 3 ayda bir desarj ediniz.
\ — /) \'Féf - Akii/pil baglantisini armatiir isletmeye alindigi zaman devreye baglayiniz.

Guvenlik Uyarilari!

B Armatir montajini deneyimli ve ehliyetli bir elektrik¢iye yaptiriniz.

B Armatir kutusu icerisinde govde ve kullanma kilavuzu bulunmaktadir.
B Armatird monte edecediniz yere vida yerlerinden sabitleyiniz.

B Armatir enerji yokken devreye girecektir.

B Armatiri temizlerken sabunlu bir bez kullaniniz.

B Kesinlikle tiner ve benzeri yanici, zarar verici malzemeler kullanmayiniz.
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2x10W LED Spot

Emergency

Main Dimensions / Installation Dimensions

Technical Drawing

A 286mm )
Led SMD LED
Battery High-quality chargable time battery e
Working Time Mnimum 6 hour é
Charging Time 15-24 hour
Code No Power Lamp Type Power Factor Color Rendering Mains Voltage Frequency Discharge
(w) (CRI) V) (Hz)
5514 1130 20 2x10W LED >85 >80 220-240 50-60 6 hour

2x10W LED Spot Emergency instaLLatioN sPeciFicaTIoNs

Charge Information

f ) > - Connect the products to 220-240V/50-60Hz electrical voltage before using.
e ] - Please put the battery on charge during 20-24 hours before using the product.
.4. gg - If the product isnt used long time, please discharge in each 3 months once.
Q /) 'ié - Join the battery/charger connection to the circuit after the luminaire is installed.
Safety Warnings!

B The mounting must be made by an experienced and compotent electrician. Please make of the battery connections..

B Power supply must be switched off before installation. Install the front cover to the body with four screws.

The luminaire will work when energy is off.
W Take out the screws that hold the front cover. Use a soapy cloth while cleaning the luminaire.

|
|
B The box contains the luminaire and instruction manual. |
|
m Do not use flammable and abrasive chemicals like thinner.

B Place the luminaire on the mounting place with three screws.

B |nsert the output cables tightly.
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