Soho

Park Bahce
Armaturu

Ana Olciiler / Montaj Olciileri

Govde Elektrostatik toz boya kapli aliminyum enjeksiyon
Led SMD LED
Optik Kapak Optik Diflizor

Siiriici Avrupa Sirici
Uriin Kodu Gii¢ Lamba Tipi Sebeke Gerilimi Frekans Gli¢ Faktorii Renk Sicakligi RenkselGeriverim
(W) (V) (Hz) (K) (CRI)
57141501 25 LED 220-240 50-60 >0,95 4000 >70
57141521 50 LED 220-240 50-60 >0,95 4000 >70
5714 1541 75 LED 220-240 50-60 >0,95 4000 >70
5714 1561 75 LED 220-240 50-60 >0,95 4000 >70

Soho Park Bahce Armaturu montas sarTNAMESi

- o —_
Montaj
- Armatir ¢alisma gerilimi ile sebeke gerilimi ayni olmalidir. - Armatiiriin elektriksel (klemens) baglantisini yapiniz.
(ZZO'ZAOV/SO"SOHZ] - Ardindan konsol vidalarini gevsetiniz.
- Armatiirlin elektriksel baglantisi yapitmadan dnce mutlaka  _ Armatiirii direge sabitleyiniz ve konsol vidalarini sikiniz.
sebekenin gerilimi ve baglanti calismalari yapildigina dair - Baglantilarin dogru olup olmadigini kontrol ediniz.
pano uzerine bir levha asilmalidir. - Armatiire enerji veriniz.

Guvenlik Uyarilari

B Armatir montajini deneyimli ve ehliyetli bir elektrikciye yaptiriniz B Kesinlikle tiner ve benzeri yanici, zarar verici malzemeler kullanmayiniz
B Kurulum ve bakim islemlerinden 6nce sebeke elektirigini kesiniz B Uriini 220-240V AC/50-60Hz sebeke geriliminde kullaniniz

B Armatdir temizlerken nemli bir bez kullaniniz B Baglantilarin siki ve dogru olup olmadigini kontrol ediniz
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Soho

Park Garden
Luminaire

Main Dimensions / Installation Dimensions

Body Aluminium injection

Led SMD LED

Diffuser Opal Diffuser

Driver Europe Driver
Code No Power Lamp Type Voltage Frequency Power Factor Colour Temp. Colour Rendering

(w) (v) (Hz) (K (CRI)

57141501 25 LED 220-240 50-60 >0,95 4000 >70
57141521 50 LED 220-240 50-60 >0,95 4000 >70
5714 1541 75 LED 220-240 50-60 >0,95 4000 >70
57141561 75 LED 220-240 50-60 >0,95 4000 >70

Soho Park Garden Luminaire instaLLatioN INsTRUCTIONS

o

Instructions

The luminaire operating voltage and grid voltage must be the same. (220-240 50-60Hz)

Before installation, warning notice about grid voltage and installation works must be located on a visible point on the distribution box.
Make electrical connection of luminaire.

Next, unfasten the screws of the console.

Next, fix the body of luminaire on the pole.

Next, check whether the connection of the luminaire and the montage are accurate or not, if so energise

Safety Wa rnings| B The luminaire should be cleaned with a soapy cloth.

o . . B Thinner or similar flammable, harmful cleaning substances
B The luminaire should be installed by an experienced and

licensed electrician. _
B The grid electricity should be turned off before installation M The product should be operated at a 220-240 V AC /50-60 Hz grid.

and maintenance. M The tightness and the correctness of the connections should be checked.

should be avoided.
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