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Body
Reflector
Diffuser
Base
Gasket
Cable
Ballast
Ignitor

Console

Electrostatic powder coated aluminium injection

High purity aluminium reflector with metalized coating

Clear tempered glass
EN 60238 Edison screw
Polyurethane

1.5 mm’ Silicon

EN 60923, EN 61347-2-9

EN 61347-2-1

42mm or 60 mm

Product Details

Technical Drawings
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576x483x165mm

Packing Details

Pieces per pack Package weight Package volume
3
100W 1 6.9kg 0,0572m
3
150W 1 7.4kg 0,0572m
250W 1 8.7kg 0,0572m3
Options

- Different RAL-code electrostatic powder coating
- Magnetic ballast with thermal cut-out application
- Time series igniter application

- Daylight sensitive photocell application

- Electronic ballast application

- Bi-power magnetic ballast application

Code No Power Current  Lamp Type  Luminous Ignitor Capacitor Base Ral Code Ballast Type Gamma Angles 180° 120°
(w) (A) Flux(lm) (uF£10 250V)

52115203 100 1.2 SON-T 9500 70-400 12 E40 9022 Magnetic

52115204 150 1.8 SON-T 14000 70-400 20 E40 9022 Magnetic

52115205 250 3 SON-T 25000 70-400 32 E40 9022 Magnetic
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