Yol ve Cadde Armatiirleri Road and Street Luminaires :'E ‘ Pelsan

Berlin Serisi
Berlin Series

150W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED : Renksel ger. ind. IP Koruma

SMD Mid power 9
. Colour Ren. In. (CRI) >70 IP Protection P65

Optik Kapak UV katkili PC Giic Faktord N RAL Kodu 7042
Diffuser UV reinforced PC Power Fac. (cos ¢] 0.90 RAL Code

Sirlcu Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver
Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve R Fields of Application

Gamma Angles 180° 120°

Bakiniz sayfa 232 See page 232
Konsol Capi
Console Diameter
@ (mm)
60W 42
180.0 enm— 0.0 150W LED N:1000 0 % 80-100W| 42-60
270 0 emmmmen 900 150W | 4260
Armatiirlere ait buylklikler Product Detalls
Urtin Kodu Glig Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/w) (mm)abc (m3) (kg)
107993 60 6600 4000 110 409x165x54 10 0,06 10,0
109438 80 8400 4000 105 498x201x73 6 0,07 10,5
107994 100 10500 4000 105 498x201x73 6 0,07 10,5
108296 150 15750 4000 105 571x248x76 6 0,10 13,8

C€ s @ 1P 65| [650°] EN 60598-2-3




