Acil Durum Aydinlatma Armatiirleri Ermergency Luminaires

Ausled IP65 Emergency Serisi
Ausled IP65 Emergency Series
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Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED Mid power Batarya 3,6 V 1000 mAh 1P Koruma P65
Battery |P Protection

Optik Kapak Yiiksek gecirgenlige sahip UV katkili PC Sarj Siiresi 24 saat Desarj Siiresi 3 saat

Diffuser High transmission and reinforced UV, PC Charging Time 24 hour Discharning Time 3 hour

Siirtici Pelsan marka yliksek verimli Calisma Sekli AC(Enerjide) / DC(Acilde)

Driver Pelsan high efficiency driver Function Mode AC(Power on) / DC[Emergency)

Teknik Gizim Technical Drawing
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Siva alti ve siva Ustl uygulama

Recessed mounted and surface mounted application
Sarj desarj durumunu gosteren LED gdsterge

LED Indicator showing charge and discharge status
Kolay kontrol imkani saglayan test butonu

Test button for easy control

Standart olarak 4 farkli yonlendirme etiketi hediyeli
4 different routing labels are included

in the price

Yonlendirme Etiketleri
Routing Labels
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Armatirlere ait blyiiklikler Product Details

Kullanim Alanlari
Fields of Application
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Bakiniz sayfa 232 See page 232

Urtin Kodu Glig Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (k)
108390 5 3 350x117x76 12 0,054 10,4
94

CE [res

220-240V/
I:I Z s060Hz | EN 60598-2-22






