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Ex-Proof Armatiirler Ex-Proof Luminaires - Pélsa“

Largo Ex-Proof Etanj
Largo Ex-Proof Waterproof

® Ex-Proof armatiirler tehlikeli toz ve gaz maddelerinin
bulundugu, patlama riski olan ortamlarda giivenle
kullanilir
Ex-Proof luminaires can be safely use in area of high
explosion risk zones and dangerous gas and dust using

© Kimya ve Boya Tesisleri, Petrol Depolama Tesisleri, Petrol Dolum Bosaltim
Tesisleri, Liman ve Tershaneler, Enerji Santralleri, Endistriyel Tesisler ve Akaryakit
istasyonlari patlama riskinin en yiiksek oldugu ortamlardir.
Chemistry and Paint Plant, Oil Storage Facility, Energy Plant, Harbor and Shipyard,
Oil Filling Plants, Endustrial Zones and Fuel-Oil Station zones with high explosion

zones. risk
Govde Cam elyaf katkili fiberglas Giris Gerilimi Frekans
Body GRP Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED . Renksel ger. ind. IP Koruma
SMD mid power Colour Ren. In. (CRI) >80 IP Protection P65
Optik Kapak UV isinlarina dayanimli, armatir 6mrii boyunca  Glic Faktéri ~0.95 IK Sinifi 1K08
Diffuser sararmayan yiiksek isik gecirgenligine sahip Power Fac. (cos ¢) : IK Class
PMMA
High transmission PMMA cover with UV Ral Kodu 1023
protection, non-yellowing throughout lifetime of Ral Code
the luminaire
- Kapsam 113G Ex nR IIC T6 Gc
Siiriict ENEC belgeli Coverage [13D Ex tc IIC T 80° C Dc
Driver ENEC certified -
ety 4000K / 6500K
Options
Armatiirlere ait bayukliikler Product Details
Urtin Kodu Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
108458 25 2750 6500 110 670x85x125 6 0,053 12,8
108459 45 4950 6500 110 1280x85x125 6 0,1 18,5
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Kullanim Alanlari

Isik Siddeti Dagilim Egrisi
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Largo T8 Ex-Proof Etanj
Largo T8 Ex-Proof Waterproof

Ex-Proof Armatiirler Ex-Proof Luminaires

B Pelsan

® Ex-Proof armatiirler tehlikeli toz ve gaz maddelerinin
bulundugu, patlama riski olan ortamlarda glivenle

kullanilir.

Ex-Proof luminaires can be safely use in area of high
explosion risk zones and dangerous gas and dust using

© Kimya ve Boya Tesisleri, Petrol Depolama Tesisleri, Petrol Dolum Bosaltim
Tesisleri, Liman ve Tershaneler, Enerji Santralleri, Endistriyel Tesisler ve Akaryakit
istasyonlari patlama riskinin en yiiksek oldugu ortamlardir.
Chemistry and Paint Plant, Oil Storage Facility, Energy Plant, Harbor and Shipyard,
Oil Filling Plants, Endustrial Zones and Fuel-0il Station zones with high explosion

zones. risk
Govde Cam elyaf katkili fiberglas Giris Gerilimi Frekans
Body GRP Input Voltage (V) 220-240 Frequency (Hz) 50-60
Lamba Tipi Renksel ger. ind. IP Koruma
Lamp Type LD Colour Ren. In. (CRI) >80 IP Protection 1Pe5
Optik Kapak Seffaf PC Glic Faktori IK Sinifi IK08
Diffuser Clear PC Power Fac. (cos¢) 0.9 IK Class
Sirici ENEC belgeli balast Ral Kodu 1023
Driver ENEC certified electronic ballast Ral Code
Kapsam 113G ExnR IIC Té Gc
Coverage 113D Ex tc IIC T 80° C Dc
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Gli¢ Boyutlar Duy Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Dimensions Base Pcs/Pack Package Vol. Package Weight
(W) (mm)abc (m3) (kg)
108297 2x18 670x85x125 G13 0,05304 12,8
108298 2x36 1280x85x125 G13 0,10062 18,5
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Kullanim Alanlari

Isik Siddeti Dagilim Egrisi
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Ex-Proof Armatiirler Ex-Proof Luminaires - Pelsan
Sia - Piroliz - Nairo Ex-Proof

Piroliz
Yiiksek Tavan Kanopi Projektor
Highbay Canopy Floodlight
Govde Elektrostatik toz boya kapli aliimiyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection with electrostatic coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED . Renksel ger. ind. IP Koruma
SMD mid
rmid power Colour Ren. In. (CRI) >80 IP Protection P66
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Glic Faktori RAL Kodu
Diffuser korumali, yliksek gegirgenlige sahip, seffaf temperli Power Fac. (cos ¢) >0.95 RAL Code 1023
cam
IK08 standard compliant, heat and impact resistant, Kapsam 113G Ex nR 11C TS Gc
highly transmissive,clear tempered glass Coverage 113D Ex tc I1IC (T95°C) DC
Sirici ENEC belgeli Opsiyonlar 4000K / 6500K
Driver ENEC certified Optiong
Armatirlere ait buyukliukler Product Detalls
Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakh@ Etkinlik Faktord  Boyutlar Koli Hacmi  Koli Adedi  Koli Agirhigi
Code No Type Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Package Vol. Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
106615 Sia Ex-Proof Yuksek Tavan/Highbay 50 7100 6500 142 342x342x160  0,0243 1 8
106616 Sia Ex-Proof Yuksek Tavan/Highbay 75 10275 6500 137 342x342x160  0,0243 1 8
106617 Sia Ex-Proof Yuksek Tavan/Highbay 100 13000 6500 130 342x342x160 0,0243 1 8
106618 Sia Ex-Proof Yuksek Tavan/Highbay 125 15625 6500 125 342x342x160  0,0243 1 8
106619 Sia Ex-Proof Yuksek Tavan/Highbay 150 18000 6500 120 342x342x160  0,0243 1 8
106578 Piroliz Ex-Proof Kanopi/Canopy 50 7100 6500 142 395x395x132 0,0243 1 8
106579 Piroliz Ex-Proof Kanopi/Canopy 75 10275 6500 137 395x395x132 0,0243 1 8
106580 Piroliz Ex-Proof Kanopi/Canopy 100 13000 6500 130 395x395x132 0,0243 1 8
106581 Piroliz Ex-Proof Kanopi/Canopy 125 15625 6500 125 395x395x132 0,0243 1 8
106582 Piroliz Ex-Proof Kanopi/Canopy 150 18000 6500 120 395x395x132 0,0243 1 8
106498 Nairo Ex-Proof Projektor/Floodlight 50 7100 6500 142 342x342x121 0,0243 1 8
106499 Nairo Ex-Proof Projektor/Floodlight 75 10275 6500 137 342x342x121 0,0243 1 8
106500 Nairo Ex-Proof Projektor/Floodlight 100 13000 6500 130 342x342x121 0,0243 1 8
106501 Nairo Ex-Proof Projektor/Floodlight 125 15625 6500 125 342x342x121 0,0243 1 8
106502 Nairo Ex-Proof Projektor/Floodlight 150 18000 6500 120 342x342x121 0,0243 1 8
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Bakiniz sayfa 232

Teknik Cizim

a-b a-b
Isik Siddeti Dagilim Egrisi
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