Ana Olciiler / Montaj Olciileri senm 7]

3W| 90x24mm 76

Govde Aliiminyum Enjeksiyon | 6W| 123x24 110
LED SMD Mid Power 12W) 171x24 158
15W| 200x24 187
Cam 1.5mm PS
18W| 223x24 208
Istk Dagiimi | Simetrik (120°) 24W/| 300x24 280
Uriin Kodu Giig Sebeke Frekans Giig Renk Renksel Isik Akisi Etkinlik Faktori
(W) Gerilimi(V) (Hz) Faktoriilcos) Sicakligi(K) Geriverim (tm) (lm/W)
5616 2011 3 220-240 50-60 >0.95 6500 > 80 181 60
5616 2001 3 220-240 50-60 >0.95 4000 >80 181 60
5616 2031 6 220-240 50-60 >0.95 6500 >80 378 63
5616 2041 6 220-240 50-60 >0.95 4000 >80 378 63
5616 2291 12 220-240 50-60 >0.95 6500 >80 864 72
5616 2291 12 220-240 50-60 >0.95 4000 >80 864 72
5616 2301 15 220-240 50-60 >0.95 6500 >80 1080 72
5616 2301 15 220-240 50-60 >0.95 4000 >80 1080 72
5616 2311 18 220-240 50-60 >0.95 6500 >80 1350 75
5616 2311 18 220-240 50-60 >0.95 4000 >80 1350 75
5616 2331 24 220-240 50-60 >0.95 6500 >80 1728 72
5616 2331 24 220-240 50-60 >0.95 4000 >80 1728 72

Slim LED Downlight montas sarTnamesi

Siva Ustii Montaj Semasi

A - Armatir montajini deneyimli ve ehliyetli bir elektrikciye yaptiriniz.
- Montaja baslamadan once elektrik baglantisini kesiniz.
- Armatiire uygun capta, tavan yerlerini aginiz.
- Armatirtin giiciine uygun gic striclsind takarken (+) ve (-) yonlerine dikkat ediniz.
- Siyah kablo (-)yi kirmizi kablo (+)'y1 belirtir.
- Baglantilarin siki ve dogru olup olmadigini kontrol ediniz.

- Enerji veriniz.

Giivenlik Uyarilari

B Armatirin temizliginde yanici ve asindirici
kimyasallar kullanmayiniz.
B Armatird temizlerken nemli bir bez kullaniniz.

B Armatir enerji altindayken temizlemeyiniz
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B Tasima ve nakliye sirasinda Urln orijinal ambalajinda dikkatlice tasinmalidir.

B Kullanim sirasinda insan veya cevre saglijina tehlikeli veya zararli olabilecek
herhangi bir durum s6z konusu degildir.

B Periyodik bakim gerektirmemektedir.

W Garanti slresi 2 yildir.
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Main Dimensions / Installation Dimensions

gxcmm [7]
3W| 90x24mm 76
. . 0
Body Injection Aluminium | 6W| 123x24 110
LED SMD Mid Power 12W) 171x24 158
. 15W| 200x24 187
Diffuser 1.5mm PS
18W| 223x24 208
Light Curve Symmetric (120°) 24W| 300x24 280
Product Code Power Grid Frequency Power Color Color Luminous Efficacy
(W) Voltagel(V) (Hz) Factor(cos) Temperature(K) Rendering (tm) (lm/W)

5616 2011 3 220-240 50-60 >0.95 6500 > 80 181 60

5616 2001 3 220-240 50-60 >0.95 4000 >80 181 60

5616 2031 6 220-240 50-60 >0.95 6500 >80 378 63

5616 2041 6 220-240 50-60 >0.95 4000 >80 378 63

5616 2291 12 220-240 50-60 >0.95 6500 >80 864 72

5616 2291 12 220-240 50-60 >0.95 4000 >80 864 72

5616 2301 15 220-240 50-60 >0.95 6500 >80 1080 72

5616 2301 15 220-240 50-60 >0.95 4000 >80 1080 72

5616 2311 18 220-240 50-60 >0.95 6500 >80 1350 75

5616 2311 18 220-240 50-60 >0.95 4000 >80 1350 75

5616 2331 24 220-240 50-60 >0.95 6500 >80 1728 72

5616 2331 24 220-240 50-60 >0.95 4000 >80 1728 72

Slim LED Downlight instaLarion speciFications

Surface Mounted Assembly Chart
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- The installation must be made by an experienced and competent electrician.

- Power supply must be switched off before installation.

- Ceiling holes must be opened according to the luminaire dimensions.

- Pay attention to the (+),(-) directions while connecting the appropriate driver to the luminaire.
- Black cable shows (-] way and red cable shows (+) way.

- Make sure the cable connections are tight and correct.

- Please give the energy.

Safety Warnings!
B Use a dampy cloth while cleaning the luminaire.
B Do not clean luminaire when connected to the power.
m Do not use flammable and abrasive chemicals while
cleaning the spots.
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B Pay attention to carry the products in original package
during transportation.

B Our products do not have any harmful or dangerous
effects to environment or human health.

B The products do not need any regular maintenance.

B Guarantee period is 2 years.
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