LED Floodlights

Main Dimensions / Installation Dimensions

Body Injection aluminium Sooan B
Led SMD Led | | ‘r : axbxc mm
e e -

Diffuser s tempered glass ~ 7l 10W | 84x110x38  100W | 288x335x86
- | 20W | 140x180x45 150W | 420x320x168

Cable 3X0 75mm Silicone Cable AR :b 30W | 185x223x50 200W | 520x320x160

Gasket Silicone ‘ 50W | 230x285x65 250W | 600x320x180

Reflector %99,9 pure anodized aluminium ) 70W | 288x335x78

Code No Power Sebeke Frequency Lumino.Flux  Colour Temp  Power Fac. Colur Ren.In  Lumino. Efficacy
(W) Gerilimi (V) (Hz) (tm) (K) (CRI) (tm/W)
5617 1031 10 220-240 50-60 700 6500 >0,95 >80 70
5617 1041 20 220-240 50-60 1540 6500 >0,95 >80 77
5617 1051 30 220-240 50-60 2310 6500 >0,95 >80 77
5617 1071 50 220-240 50-60 4350 6500 >0,95 >80 87
5617 1081 70 220-240 50-60 6090 6500 >0,95 >80 87
5617 1091 100 220-240 50-60 8800 6500 >0,95 >80 88
5617 1371 150 220-240 50-60 13200 5000 >0,95 >80 88
5617 1372 150 220-240 50-60 17245 5000 >0,98 >80 107
5617 1381 200 220-240 50-60 17600 5000 >0,95 >80 88
5617 1391 250 220-240 50-60 22000 5000 >0,95 >80 88

LED Floodli g hts iNsTALLATION SPECIFICATIONS
®

CEEE—
- The installation must be made by an experienced and qualified electrician.
' - Power supply must be switched off before installation.

- Install the luminaire through the holes on the angle adjustment mechanism.
(‘\ - Attach the energy cable to the earthed plug.

- Adjust the luminaire angle according to the side that will be illuminated.
- Tightly screw the fixation arm screws according to convenient angle.

- Connect the cable to the power supply.
Safety Warnings!
B Do not use flammable and abrasive chemicals while B Our products do not have any harmful or dangerous
cleaning the spots. effects to environment or human health.

B Use a dampy cloth while cleaning the luminaire. B The products do not need any regular maintenance.

B Do not clean luminaire when connected to the power. B Guarantee period is 2 years.

B Pay attention to carry the products in original package
during transportation.

50-60Hz
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