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Yol ve Cadde Armattirleri Road and Street Luminaires

Sofia Yol ve Cadde

Armaturu
Sofia Road and
Luminaire

Mekanik Ozellikler

Polimer enjeksiyon govde. 42 - 60
mm ¢apli alttan veya yandan montaja
uygun giris  konsolu. Eloksal kapl
altiminyum mandal. Paslanmaz celik
baglanti elemanlari. Isi degisimine ve
cevre sartlarina uygun, sabit ve ek
yeri olmayan politiretan conta

Optik Ozellikler

Eloksal ~ kapl  yuksek  saflikta
altiminyum reflektdr. 1K 08 kosullarini
saglayan, isiya ve darbelere karsi
korumali, ylksek gecirgenlige sahip,
seffaf temperli cam

Elektriksel Ozellikler

EN 60923 ve EN 61347-29
standartlarina uygun dusuk gtic
kayipli manyetik balast. EN 61347-
2-1 standardina uygun seri atesleyici.
Lamba sabitleme vidali EN60238
standardina uygun edison vidali duy.
EN 61048/49 standartlarina uygun
kendinden bosalmali kondansatér.
1,5 mm?2 kesitli bakir CGzeri silikon
kapli kablo. Sékdilebilir elektriksel kit
(balast-duy-atesleyici-kondansator).
Ortam sicakliginda sorunsuz olarak
calisabilecek  sekilde  tasarlanmis
techizat bolimu

Street

Mechanical Specifications

Polimer enjeksiyon gdévde. Entry
console of 42-60mm  enabling
installation from below or sides.
Aluminium clips  with anodized
coating. Stainless steel connection
elements. Fixed and seamless
polyurathane gasket suitable
for  temperature changes and
environmental conditions

Optical Specifications

High purity aluminium reflector with
metalized coating. KO8 standard
compliant, heat and impact resistant,
highly transmissive, clear tempered
glass

Electrical Specifications

EN 60923 - EN 61347-2-1 standards
compliant low-loss magnetic ballast.
EN 61347-2-1 standard compliant
series igniter. EN 60238 standard
compliant Edison screw lamp holder
with lamp fixing screw. EN 61048/49
standards compliant self-discharging
capacitor . 1,5 mm?2 cross-sectioned
silicone  coated  copper  wire.
Removable electrical  set(ballast-
lampholder-igniter-capacitor)).
Hardware compartment designed
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Armatiirlere ait biiytikltikler Product Details
Urtin Kodu Tip Glic Akim Lamba Tipi  Isik Akisi Atesleyici  Kondansatér Boyutlar Adirlik Hacim  Duy Koli Adedi Ral Kodu Balast Tipi
Code No Type Power Current  Lamp TypeLuminous Flux Igniter Capacitor Dimensions Weight Volume Base  Pcs/Pack  Ral Code Ballast Type
(W) (A) (Im) (W) (WF£10250V)  (mm)abcd (kg) (m3)
52116211 Sofia 100 1.2 SON-T 9500 70-400 12 595x282x175x335 4.6 0.06560 E40 2 7035 Magnetic
52116212 Sofia 150 1.8 SON-T 14000 70-400 20 595x282x175x335 5.2 0.06560 E40 2 7035 Magnetic
52116213 Sofia 250 3 SON-T 25000 70-400 32 595x282x175x335 5.8 0.06560 E40 2 7035 Magnetic
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