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Gen¢ mihendis adaylarina aydinlatmanin

onemini aktarip, farkindalik yaratmaya ¢alistik.

Yeni teknoloji LED'in gelisi ile birlikte alt yapi
calismalarimizi AR-GE projeleri ile hizlandirdik.
Elektronigi aydinlatma bilgimiz ve tecribemizle

harmanlandik.

Her sey 42 vyl once bir hayalle basladi.

Aydinlatma sektorine adim attigimiz o
yillarda hayalimiz tlkemizde ve diinyada daha
cok insani dogru ve kaliteli 1siga en hizli sekilde
ulastirmakti. Yillardir %100 Tirk mihendis ve
iscinin emedi ile daha verimli ve daha givenli
aydinlatma armatirlerini standartlara uygun
bir sekilde sunduk. Surekli gelisim hedefi ile
birlikte calistigimiz takim arkadaslarimizi,
tedarikgilerimizi ve misterilerimizi aydinlatma
biliminin kurallarini gozeterek ayni paydada
bulusturduk. Universitelerle kurdugumuz
yakin iliskilerle bilimin sanayimize destegini

sagladik.

Bu katalog aydinlatma ihtiyaglarinizin timinu
bir arada bulabileceginiz armaturleri ve bu
armaturlerin arkasindaki tasarim-kaliplama-
esnek

olcimleme - dretim vyapisi ve

projelendirme ile multidisipliner hale gelen
aydinlatma konusuna gonil vermis tim mihendis

ve diger calisanlarimizin emeklerini icermektedir .



It all started with a dream 42 years ago. In

those years when we stepped into the lighting
industry, our dream was to bring more people
in our country and in the world to the right
and high quality light in the fastest way.
For years, we have offered more efficient
and safer lighting fixtures in accordance
with the standards, with the labor of 100%
Turkish engineers and workers. We have
brought together our teammates, suppliers
and customers with the goal of continuous
improvement, observing the rules of lighting
science, on the same ground. With the close
relationships we have established with
universities, we have provided the support of

science to our industry.

We tried to raise awareness by conveying
the importance of lighting to young engineer

candidates.
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With the advent of the new technology LED,
we accelerated our infrastructure works with
R&D projects. We blended electronics with

our lighting knowledge and experience.

This catalog includes the luminaires where
you can find all your lighting needs together
and the efforts of all engineers and other
employees who have devoted themselves
to the multidisciplinary lighting issue with
the design-molding-measurement-flexible
production structure and projecting behind

these luminaires.



Aydinlatmasektorinde 42yiliaskinsiirediredindigimiz
deneyim ile LED teknolojisinin yeniliklerini dogru
adimlar atarak birlestiriyoruz. Markamizin verdigi
gliven ve gug ile yeni i1sik kaynaklari ile Urettigimiz
Uriinlerde sizi sorunsuz sonuglara ulastiriyoruz.
30.000 m2 kapali alana sahip tesisimizde; yilda
5 milyon aydinlatma armatiiri tretiyoruz ve 73 iilkeye
ihracat yapiyoruz.

Aydinlatma ile ilgili tim ihtiyaclariniz icin size
tek bir adres sunuyoruz. 7 kategoride 35000
askin Urin c¢esidimizle operasyon sayinizi
azaltip size zaman yaratiyoruz.

Cok hizli gelisen LED Teknolojisi ile birlikte AR-GE
¢calismalarimiza yon veriyoruz. Projeniz icin en dogru
tasarimlari aydinlatma kriterlerine en uygun sekilde
sunuyoruz. LED 1sik kaynagina uygun sekilde armatir
tasarliyor ve yine LED’e 6zel 6lgiimlemelerle sonuglari
sizlerle paylasiyoruz.

550 m?'lik kapali alanda modern cihaz altyapisi
ile kurulmus olan laboratuvarimiz, 2015 yilinda
TURKAK tarafindan akredite edilerek kalitesini
tescil ettirmistir.  BSI  (British Standards
Institution] kurulusu ile isbirligi yaparak
Uluslararasi Akreditasyon kapsaminda ENEC
(Avrupa Normlari Elektronik Sertifikasyonu)
sertifikasyon sitreglerini tamamladik.
Laboratuvarimizda belgelendirme Denetimli
Uretici Testi (SMT) ile, drinlerin Avrupa
Elektronik Normlarina uygunluk testleri (ENEC
Sertifikasyonu) yapabiliyoruz.

1997 yilindan bu yana 1S09001 Kalite Belgesi ile
toplam kalite anlayisi cercevesinde Uretim yapiyoruz.
Uriinlerimizde onayli test kuruluslarinin belgeleriyle,
glvenle kullanacaginiz armatiirleri  kullaniminiza
sunuyoruz.



We combine the experience we have gained in
the lighting industry for more than 42 years with
the innovations of LED technology by taking the
right steps. With the confidence and power of our
brand, we bring you trouble-free results in the
products we produce with new light sources. We
produce 5 million lighting fixtures annually in our
facility with a closed area of 30.000 m? and export
to 73 countries.

It offers you a single address for all your lighting
related needs. With more than 3500 product types in
7 categories, we reduce the number of operations and
create time for you.

With the rapidly developing LED Technology, we direct
our R&D studies. We offer the right designs for your
project in the most appropriate way to the lighting
criteria. The luminaire is designed in accordance with
the LED light source and the results are produced
with special measurements for LED.

Our laboratory, which was established in a
closed area of 550 m2 with a modern device
infrastructure, was accredited by TURKAK in
2015 and registered its quality. In cooperation
with  BSI (British Standards Institution],
we have completed the ENEC certification
processes within the scope of International
Accreditation. In our laboratory, we can carry
out the conformity tests (ENEC Certification] of
the products to the European Electronic Norms
with the Certification Controlled Manufacturer
Test (SMT].
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Since 1997, we have been producing with
ISO09001 Quality Certificate within the scope
of total quality understanding. We present
the luminaires that you can safely use in our
products with the documents of the approved
test organizations.



olarak tasarim
olusmasi icin

armatird Ureticisi
paydaslarimizla

Aydinlatma
bilincinin  tim

surekli calisiyoruz. Mekanik, optik, elektriksel ve
isil tasarimlari blinyemizde yapabiliyor, ozellikle
enerji  verimliligi calismalarimizla Glkemize ve
kullanicilarimiza kazang sagliyoruz.

ihtiyaclariniz dogrultusunda ediyor, reflektériinden
refraktoriine, boyundan derinligine, boyasindan
komponentlerine Uretimimizi size 0zel hale
getiriyoruz.

Aydinlatma projeleriniz icin tasarimci ve mihendis
ekibimizle  lcretsiz  projelendirme  destedi
veriyoruz. Enerji verimliligi konusunda 6zel egitimli
arkadaslarimizin calismalariyla tasarruf etmenizi
saglarken, mekaniniz icin en dogru c¢ozimleri
sunuyoruz.

LED isik kaynagi tasarruflu, uzun omdrld, verimli...
Ancak biz armatir ureticisi olarak gergek tasarruficin
sadece I1sik kaynaginin yeterli olmadi§ini soyliyoruz.
Isik kaynagi ile birlikte aydinlatilan ortamin kosullari
ve armatiiri tasarimi birlikte ele alindiginda gercek
tasarrufu saglayabilirsiniz. Once ihtiyacini belirliyor
ve kullanim sartlarini analiz ediyoruz. Sonra en dogru
1sik kaynagini, ortamda kullanabileceginiz otomasyon
Uriinleri ve sensorlerle destekliyoruz. Verimli reflektor
ve difiizorlerle Urettigimiz armatdirlerle gercek tasarruf
oranlarina ulasmanizi sagliyoruz.



Design

As a lighting fixture manufacturer, we constantly work
to create design awareness with all our stakeholders.
We can make mechanical, optical, electrical and
thermal designs within our body, and we provide
profit to our country and our users, especially with
our energy efficiency studies.
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Flexible Production Structure

We tailor our production according to your needs,
from reflector to reflector, from neck to depth, from
paint to components.

Project Design

We provide free project support for vyour
lighting projects with our team of designers
and engineers. While we save you money with
the work of our colleagues who are specially
trained in energy efficiency, we offer the most
accurate solutions for your space.

Holistic Savings Concept

Economical, long-lasting and efficient Llight
source, LED.. However, we, as a luminaire
manufacturer, say that only the light source is
not enough for real savings. You can achieve real
savings when the conditions of the environment
illuminated with the Llight source and the
luminaire design are considered together. At
Firstly, we determine your needs and analyze
the right space. After we support the most
automation products and sensors that we can
use in the environment. We ensure that you
reach real savings rates with the fixtures we
produce with efficient reflectors and diffusers.



Indoor Luminaires ic Mekan Armatrleri

21
47
59
71
87

Recessed Mounted Office Luminaires Siva Alti Ofis Armatlrleri
Surface Mounted Office Luminaires Siva Ustii Ofis Armatiirleri
Linear Luminaires Lineer Armaturler

Downlight Luminaires Downlight Armattrler

Ceiling Luminaires Tavan Armatdrleri

Industrial Luminaires Endustriyel Armatirler

101
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145
171

Batten Luminaires Bant Armatdirler
Waterproof Luminaires Etanj Armatirler
Highbay Luminaires Yiksek Tavan Armatdrler
Canopy Luminaires Kanopi Armatiirleri

Ex-Proof Luminaires Ex-Proof Armaturler
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Emergency Luminaires
Acil Aydinlatma Yonlendirme Armaturleri

Outdoor Luminaires Dis Mekan Aydinlatma Armaturleri

217 Road and Street Luminaires Yol ve Cadde Armaturleri

235 Tunnel & Underpass Lighting Luminaires Tunel & Altgecit Armatiirler
239 Solar Road and Street Luminaires Solar Yol ve Cadde Armattrleri

249 Floodligts Projektorler

265 24Vdc/ac and 110Vac Lighting Luminaires 24Vdc/ac ve 110Vac Armattrler
271 Park and Garden Luminaires Park ve Bahce Armaturleri

309 Bollard Bolard

319 Outdoor Appliques Dis Mekan Aplikler

328 Wall Top Luminaires Set Ustii Armatiirler

Sensors
Sensorler

Technical Information
Teknik Bilgiler
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Recessed Mounted
Office Luminaires
Siva Alti

Ofis Armaturleri
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Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Retto

Anti-glare optic design

UGR<19

Aluminium reflector

Fields of applicaiton:

offices, meeting rooms, schools, architectural offices

Anti-glare optik tasarim

UGR<19

Aliminyum reflektor

Kullanim alanlari:

ofisler; okullar, toplanti salonlari, mimarlik ofisleri

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi IP40
IK Rating Body IK Gévde Sinifi 1K03
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo -

RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Aluminium Aliminyum

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 120°
@ [F [ C E E:«_ Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac
e L T L Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2,EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti v
Clip-in 4
UGR<19 Diffuser UGR<19 Diftizor =
CodeNo  Type Power Luminous Flux Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack  Package Vol. Package Weight
Urdn Kodu  Tip Clife Isik Akisi Renk Sicakligr  Etkinlik Faktord  Boyutlar Kesim Olcust  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K (lm/W) (mm) axbxc (m3) (kq)
110748 Retto2 36 3420 6500 95 595x595x40 575x575 6 0,16 18
113098 Retto4 36 3420 6500 95 595x595x40 575x575 6 0,16 18

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

180.00 0.0 2700 90.0 36W LED N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr
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Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Divaled

Anti-glare optic design
UGR<19

Mechanical Specifications
Mekanik Ozellikler

. . . Body Govde Metal
D.|rect & Indlr.ect_ light IP Rating IP Sinifi IP20
Fields of applicaiton: IK Rating Body K Gévde Sinifi IK03
offices, meeting rooms, schools, architectural offices Fire Protection Alev Korumas: 650°C

Cable Gland Kablo Rakor -
Anti-glare optik tasarim Cable Kablo -
RAL Code Ral Kodu 9016

UGR<19

Direkt ve endirekt aydinlatma

Kullanim alanlari:

ofisler; okullar, toplanti salonlari, mimarlik ofisleri

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 165°
@ [F [ C E E; Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ J E Input Voltage Giris Gerilimi 220-240Vac
LM-80 LM-79 TM-21 60598-2-2 RoHS
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2, EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
£ Microwave Sensor Radar Sensor -
. ; Surface Mounted Siva Usti v
® Clip-in 4
‘ / UGR>19 Diffuser UGR>19 Difiizor -
/
CodeNo  Power Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack  Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Kesim Olcust  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) (mm) axbxc (m3) (kq)
108408 42 2940 6500 70 595x595x72 580x580 4 0,108 16,36

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
/ Gamma Angles 180° 1200
a

d
30° 150 o0 15° 30°

180.00 0.0 2700 90.0 42W LED N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr
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Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Effica

Mechanical Specifications

Energy efficient, 130lm/W £
Mekanik Ozellikler

Daylight and motion sensor option

. Body Govde Metal
UGR<19 option IP Rating IP Sinif 1P20
IK Rating Body IK Gévde Sinifi 1K06
130lm/W etkinlik faktéri Fire Protection Alev Korumasi 650°C
Gun 1si1§1 ve hareket sensori opsiyonu Cable Gland Kablo Rakor -
UGR<19 Opsiyon Cable Kablo 3x1Tmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 160°
@ [F[ C € E:«_ Electrical Specifications
Elektriksel Ozellikler

Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac

LM-80 LM-79 TM-21 60598-2-2
Frenquency Frekans 50-60Hz
Class Sinif [

Option / Opsiyon System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

EN60598-2-2,EN62262,EN60529,

. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
oo o D Step DIM =
- 1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor v
Surface Mounted Siva Usti v
Clip-in 4
UGR<19 Diffuser UGR<19 Difizor v
CodeNo  Power Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack  Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Kesim Olcust  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) (mm) axbxc (m3) (kq)
108988 35 4550 6500 130 595x595x82 575x575 1 0,034 5,6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

Gamma Angles 180°

180.00 enm— 0.0 2700 com— 0.0

36W LED

N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Fertis

ENEC certified driver Mechaniqal Specifications
>50.000h lifetime Mekanik Ozellikler

} Body Govde Metal
PF>0.95 . IP Rating IP Sinifi IP40
LED modul with lens IK Rating Body K Govde Sinif IK06
UGR<19, CRI90 option Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

ENEC belgeli driver Cable Kablo 3x1mm?2
>50.000h 6miir RAL Code Ral Kodu 9016
PF>-0_95 Mounting Type Montaj Tipi Recessed Mounting Siva Alti

Lensli Modiil
UGR<19, CRI90 opsiyonu

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens PMMA
Diffuser Diflizor Opal
CRI >80/ >90
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
i Beam Angle Isik Acisi 160°
@ [F [ C E E:«_ Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac
e L T L Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
= Power Factor Giic Faktorl >0,95
- Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2,EN62262,EN60529,
) . EN13032,LM79,LM80
Options
= : Opsiyonlar
- J DALI v
= 1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti v
Clip-in 4
UGR<19 Diffuser UGR<19 Diftizor v
Code No Type Power  Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack Package Vol.
Urin Kodu Tip Gug Isik Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Kesim Olcusu Koli Adedi Koli Hacmi
(W) (lm) (K] (lm/W) (mm) axbxc (mm) (m3)
115460 CRI80 36 5220 4000 145 595x595x33 570x570 10 0,16
115457 CRI80+UGR 36 4860 4000 135 595x595x33 570x570 10 0,16

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 120°

180.00 cmm— 0.0 2700 c——0.0 36W LED 1:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr
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Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Isoled UGR

Mechanical Specifications

Anti-glare design, UGR<19 ©
Mekanik Ozellikler

+100lm/W

. . L Body Govde Metal
Micro prismetic diffuser IP Rating 1P Sinif P40
IK Rating Body IK Gévde Sinifi 1K06
Kamasma 6nleyici optik tasarim, UGR<19 Fire Protection Alev Korumasi 650°C
+100lm/W Cable Gland Kablo Rakor -
Mikro prizmatik difiizér Cable Kablo 3x1mm?
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi Recessed Mounting Siva Alti

Optical Specifications

Optik Ozellikler
Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -

Lens Lens -
Diffuser Diflizor Micro prismetic
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 160°
@ [F [ C E E:«_ Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac
e L T L Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
= Power Factor Giic Faktorl >0,95
- Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2,EN62262,EN60529,
) . EN13032,LM79,LM80
Options
= : Opsiyonlar
- J DALI v
= 1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti v
Clip-in 4
UGR<19 Diffuser UGR<19 Diftizor v
CodeNo  Power Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack  Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Kesim Olcust  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (mm) (m3) (kq)
113539 36 3708 6500 103 595x595x45 570x570 4 0,095 12,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

180.00 cmm— 0.0 2700 c——0.0 36W LED N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Isoled G3T

5 years warranty
European origin ENEC certified driver

>50.000h
PF>0.95

PMMA diffuser

>55mm body height

5 yil garanti

Kurum sartnamalerine uygun

TSE belgeli

Avrupa mensei ENEC belgeli driver

>50.000h
PF>0.95

PMMA diftizor

>55mm kasa kalinlig

E:

+ 04
w*

LM-80 LM-79

< HIC
& &

TM-21

=v
60598-2-2

DK

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi IP40

IK Rating Body IK Gévde Sinifi 1K06
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor Metal
Lens Lens -
Diffuser Diftizor PMMA
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-2, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif /1l
Microwave Sensor Radar Sensér -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Cut Size Pcs /Pack Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Kesim Olcust  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) [mm) axbxc (mm) (m3) (kg)
111343 12 1236 6500 103 295x295x61 270x270 5 0,198 7
111462 17 1785 6500 105 595x295x61 570x270 5 0,09 12,54
111412 36 4068 6500 113 595x595x61 570x570 6 0,24 23,50
111465 36 3960 6500 110 1195x295x61 1170x270 4 0,198 12,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.
Uriln kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
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2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Isoled G3L

5 years warranty

ENEC certified driver
>50.000h lifetime

PF>0.95

LED modul with PMMA lens

5yil garanti

Kurum sartnamelerine uygun
ENEC belgeli driver

>50.000h 6mir

PF>0.95

Lensli Modiil

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi IP40

IK Rating Body IK Gévde Sinifi 1K06
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 160°
@ [F [ C E E:«_ Electrical Specifications
Elektriksel Ozellikler
&l & B ] Input Voltage Giris Gerilimi 220-240Vac
e L T L Frenquency Frekans 50-60Hz
Class Sinif 1l
System Lifetime Sistem Omrii >50.000h
= Power Factor Giic Faktorl >0,95
- Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2,EN62262,EN60529,
) . EN13032,LM79,LM80
Options
= : Opsiyonlar
- J DALI v
= 1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti v
Clip-in 4
UGR<19 Diffuser UGR<19 Diftizor 4
CodeNo  Power Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack  Package Vol. Package Weight
Urin Kodu  Gug Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Kesim Olclst  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (mm) (m3) (kg)
113677 12 1200 6500 100 295x295x45 270x270 5 0,198 7
111822 17 1751 6500 103 595x295x45 270x570 6 0,09 11,40
111475 36 3816 6500 106 595x595x45 570x570 6 0,18 22,50
113009 36 3888 6500 108 1195x295x45 270x1170 4 0,095 12,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 120°

180.00 cmm— 0.0 2700 c——0.0 36W LED 1:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Dealed

ENEC certified driver Mechaniqal Specifications
>50000h llfetlme Mekanik Ozellikler
Body Govde Metal
PF>0.95 . IP Rating IP Sinifi IP40
LED modul with PMMA lens IK Rating Body 1K Gévde Sinifi IK06
Fire Protection Alev Korumasi 650°C
ENEC belgeli driver Cable Gland Kablo Rakor -
>50.000h 6mir Cable Kablo 3xTmm?2
PF>0.95 RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Lensli Modiil
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 160°
@ [F [ C E E:«_ Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac
e L T L Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
= Power Factor Giic Faktorl >0,95
- Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2,EN62262,EN60529,
) . EN13032,LM79,LM80
Options
= : Opsiyonlar
- J DALI v
= 1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti -
Clip-in 4
UGR<19 Diffuser UGR<19 Diftizor -
CodeNo  Power Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack  Package Vol. Package Weight
Urin Kodu  Gug Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Kesim Olclst  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (mm) (m3) (kg)
114550 36 3708 4000 103 595x595x33 570x570 10 0,16 15
114551 36 3708 6500 103 595x595x33 570x570 10 0,16 15

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 120°

180.00 cmm— 0.0 2700 c——0.0 36W LED 1:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

IP65 UGR Backlight Panel

Mechanical Specifications

Dust and waterproof, IP65 -
Mekanik Ozellikler

Tempered glass

Suitable for damp and dusty application

Fields of applicaiton:

Hospital, Food facilities, Sterile environments

Toz ve su gecirmez, IP65

Body Govde Metal
IP Rating IP Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Temperli cam

Mounting Type Montaj Tipi

Recessed / Surface Mounting

Nemli ve tozlu ortamlarda kullanima uygun

Kullanim alanlari: Hastane, Gida tesisleri, Steril ortamlar Optical Specifications

Optik Ozellikler
Light Source Isik Kaynagi

Siva Alti / Siva Usti

Mid Power LED

Reflector Reflektor Aluminium
Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
C € & * || & B @ Eloktrikeel Osollikler
e | Lz [ e Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-1
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit 4
Electrical Protection Elektriksel Sinif /1l
Microwave Sensor Radar Sensor -
Code No Power  Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack Package Vol. Package Weight
Urtn Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Kesim Olciisti  Koli Adedi Koli Hacmi Koli Agirligi
(W) (Lm) (K] (Lm/W) [mm) axbxc [mm) axb (m3) (kg)
110607 36 3240 4000 90 595x595x82x,5 575x575 2 0,09 26
110608 36 3240 6500 90 595x595x82,5 575x575 2 0,09 26

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Indirect Sterile

Endirekt Steril

Anti-glare, UGR<16

Dust and waterproof, IP65

Tempered glass

Suitable for damp and dusty application
Fields of applicaiton:

Hospital, Food facilities, Sterile environments

Kamasma onleyici optik tasarim, UGR<16
Toz ve su gecirmez, IP65

Temperli cam

Nemli ve tozlu ortamlarda kullanima uygun

Kullanim alanlari: Hastane, Gida tesisleri, Steril ortamlar

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
c € = : C‘{ . C'f @’ @ Input Voltage Giris Gerilimi 220-240Vac
LM-80 LM-79 TM-21 60598-2-2
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2,EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti v
Clip-in -
UGR<19 Diffuser UGR<19 Diftizor
-l
Code No  Power Luminous Flux Colour Temp. Efficacy Dimensions Cut Size Pcs /Pack  Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicakligi  Etkinlik Faktoru Boyutlar Kesim Olc¢isu Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (mm) (m3) (kg)
113440 42 3150 6500 75 595x595x92 580x580 1 0,05 13
113439 42 3150 4000 75 595x595x92 580x580 1 0,05 13

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
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2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

IP65 Backlight Panel

Dust and waterproof, IP65
Tempered glass

Mechanical Specifications
Mekanik Ozellikler

. L Body Govde Metal
S.Lutable for d.am_p and dusty application IP Rating 1P Sinif P65
Fields of applicaiton: IK Rating Body K Gévde Sinifi IK08
Hospital, Food facilities, Sterile environments Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor PG11
Toz ve su gecirmez, IP65 Cable Kablo 3x1mm?
RAL Code Ral Kodu 9016

Temperli cam
Nemli ve tozlu ortamlarda kullanima uygun

Kullanim alanlari: Hastane, Gida tesisleri, Steril ortamlar

Mounting Type Montaj Tipi

Recessed / Surface Mounting

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Alti / Siva Usti

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
C € & * || & B Eloktrikeel Osollikler
e | LmE ] Lo Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
T' System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicaklig -20°C / +45°C
> Standards Standartlar EN60598-2-2
Options
= Opsiyonlar
DALI v
1-10V v
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif /1l
Microwave Sensor Radar Sensor -
Code No Power  Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack Package Vol. Package Weight
Urin Kodu Gucg Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Kesim Olcust  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc [mm) axb (m3) (kg)
109776 36 3240 4000 90 595x595x92 580x580 1 0,05 13
109777 36 3240 6500 90 595x595x92 580x580 1 0,05 13

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

]
SE i www.pelsan.com.tr




2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

IP65 Clealed

IP65, Ideal solution in damp surroundings. :
Mekanik Ozellikler

Mechanical Specifications

ENEC certified driver Body Govd Metal
. ody Govde eta
IP45 driver box IP Rating IP Sinif IP65
) o IK Rating Body IK Gévde Sinifi 1K08
IP65, Nemli ortamlar icin ideal ¢6zim Fire Protection Alev Korumasi 650°C
ENEC belgeli driver Cable Gland Kablo Rakor -
IP65 driver kutusu ile maksimum koruma Cable Kablo 3xImm?
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
M Beam Angle Isik Acisi 160°
%
[H[ c € g /r Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac
e L T L Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2,EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti v
Clip-in 4
UGR<19 Diffuser UGR<19 Diftizor 4
CodeNo  Power Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack  Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Kesim Olcust  Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (m3) (kq)
111518 12 1416 6500 118 295x295x61 280x280 5 0,027 7
111542 36 4464 6500 124 595x595x61 580x580 6 0,18 18

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Surface Mounted

Office Lumina.i.res
Siva Ustu

Ofis Armaturler
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Dekoled G3T

5 years warranty

European origin ENEC certified driver

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
>50.000h IP Rating IP Sinifi IP40
PF>0.95 IK Rating Body IK Govde Sinifi IK06
PMMA diffuser Fire Protection Alev Korumasi 650°C
>55mm body height Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?2
5 yil garanti RAL Code Ral Kodu 9016

Kurum sartnamalerine uygun

TSE belgeli

Avrupa mensei ENEC belgeli driver

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

>50.000h Reflector Reflektor Metal
PF>0.95 Lens Lens -
PMMA difiizor Diffuser Diflizor PMMA
>55mm kasa kalinligi CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 120°
S fe?
@ [F[ C E E:«_ /IA Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ E Input Voltage Giris Gerilimi 220-240Vac
LM-80 LM-79 TM-21 60598-2-1
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif /1l
Microwave Sensor Radar Sensér -
Code No Power Luminous Flux ~ Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
111358 12 1416 6500 118 308x308x51 5 0,03 6,2
111456 17 2142 6500 126 308x600x61 5 0,09 11
111440 36 4464 6500 124 600x600x61 6 0,24 25,60
111459 36 4464 6500 124 308x1200x61 4 0,198 20,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriln kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim

Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Dekoled G3L

5 years warranty Mechanical Specifications
ENEC certified driver B QR sy
- Body Govde Metal

>50.000h lifetime IP Rating IP Sinifi IP40

PF>0.95 IK Rating Body IK Govde Sinifi IK06

LED modul with PMMA lens Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Syil garanti Cable Kablo 3xTmm?
RAL Code Ral Kodu 9016

Kurum sartnamelerine uygun
ENEC belgeli driver

>50.000h 6mir

PF>0.95

Lensli Modiil

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 160°
@ [F [ C E E:«_ Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac
LM-80 LM-79 TM-21 60598-2-1
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-1, EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti v
Clip-in 4
UGR>19 Diffuser UGR>19 Diftizor v
Code No Power Luminous Flux  Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gug Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) (mm) axbxc (m3) (kq)
111589 12 1404 6500 117 308x308x51 5 0,03 6,2
111840 17 1700 6500 100 308x600x61 5 0,09 10,3
111500 36 3708 6500 103 600x600x61 6 0,118 24,60
113042 36 3708 6500 103 308x1200x61 4 0,12 20,50

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

a (o4 Gamma Angles 180° 120°
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Dealed

ENEC certified driver
>50.000h lifetime

PF>0.95

LED modul with PMMA lens

ENEC belgeli driver
>50.000h 6mir
PF>0.95

Lensli Modiil

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi IP40

IK Rating Body IK Gévde Sinifi 1K06
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
G Beam Angle Isik Acisi 160°
@ [F [ C E E:«_ Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ Input Voltage Giris Gerilimi 220-240Vac
LM-80 LM-79 TM-21 60598-2-2
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-1,EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif 1l
Microwave Sensor Radar Sensor -
Recessed Mounted Siva Alti v
Clip-in 4
UGR<19 Diffuser UGR<19 Diftizor =
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kq)
114554 36 3708 4000 103 595x595x45 6 0,15 15
114555 36 3708 6500 103 595x595x45 6 0,15 15

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

IP65 Sterile

P65 Steril

Mechanical Specifications

Dust and waterproof, IP65 -
Mekanik Ozellikler

Tempered glass

Suitable for damp and dusty application

Fields of applicaiton:

Hospital, Food facilities, Sterile environments

Toz ve su gecirmez, IP65

Body Govde Metal
IP Rating IP Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Temperli cam

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Nemli ve tozlu ortamlarda kullanima uygun
Kullanim alanlari: Hastane, Gida tesisleri, Steril ortamlar Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -

Diffuser Diflizor Tempered Glass Temperli Cam

CRI >80

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler

c € = : C‘{ . C'f @’ @ Input Voltage Giris Gerilimi 220-240Vac
LM-80 LM-79 TM-21 60598-2-1

Frenquency Frekans 50-60Hz

Class Sinif [

System Lifetime Sistem Omrii >50.000h

Power Factor Giic Faktorl >0,95

Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar EN60598-2-1, EN62262,EN60529,

. EN13032,LM79,LM80

Options
Opsiyonlar

DALI v

1-10V v

Step DIM -

1hour Emergency Kit 1 Saat Acil Kit v

3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif 1l

Microwave Sensor Radar Sensor -

Surface Mounted Siva Usti v

Clip-in -

UGR>19 Diffuser UGR>19 Difizor

. il
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) [mm) axbxc (m3) (kq)
109906 36 3240 6500 90 600x600x100 2 0,05 13

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Negatoscope
Negatoskop

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi 1P20
IK Rating Body IK Gévde Sinifi 1K03
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo -

RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -

Diffuser Diftizor PMMA

CRI >80

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Beam Angle Isik Acisi 120°

@ [F [ C € Electrical Specifications
Elektriksel Ozellikler
Y|l || B @ J E Input Voltage Giris Gerilimi 220-240Vac
LM-80 LM-79 TM-21 60598-2-1 RoHS

Frenquency Frekans 50-60Hz

Class Sinif [

System Lifetime Sistem Omrii >50.000h

Power Factor Giic Faktorl >0,95

Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar EN60598-2-1, EN62262,EN60529,

. EN13032,LM79,LM80

Options
Opsiyonlar

DALI =

1-10V =

Step DIM -

Thour Emergency Kit 1 Saat Acil Kit S

3hour Emergency Kit 3 Saat Acil Kit -

Electrical Protection Elektriksel Sinif -

Microwave Sensor Radar Sensor -

Surface Mounted Siva Usti -

Clip-in -

UGR>19 Diffuser UGR>19 Difizor -

ol
Code No Power Luminous Flux  Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Glc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) (mm) axbxc (m3) (kq)
106101 42 4620 6500 110 600x600x50 1 0,02864 3
106103 84 9240 6500 110 1200x600x50 1 0,05208 6,4

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

56



Technical Drawing
Teknik Cizim

Iol

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Indoor Luminaires
lc Mekan Armaturler!
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2 Pelsan

Linear Luminaires
Lineer Armaturler
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2 Pelsan

Recessed Mounted Office Luminaires
Siva Alti Ofis Armaturleri

Eterna G2

Lean and modern design
Easy linear connection
Mounting aparatus position can be adjustable

Yalin ve modern tasarim
Kolay lineer baglanti
Montaj aparati pozisyonu ayarlanabilir

C€

I

LM-79 TM-21 60598-2-2

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP40

IK Rating Body |K Gévde Sinifi 1K06

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 3x1mm?

RAL Code Ral Kodu 9005/ 9006 / 9016

Mounting Type Montaj Tipi

Recessed Mounted Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Aluminium Aldminyum

Lens Lens -
Diffuser Difuzor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicakligl -20°C / +45°C

Standards Standartlar

EN 60598-2-2,LM79,TM21,EN62262,

Options
Opsiyonlar
DALI

EN60529,EN13032,LM80

1-10V

AN

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

SIK)!

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Surface Mounted Siva Ustii

« 1

Clip-in

UGR<19 Diffuser UGR<19 Diflizor

RAL Kodu RAL Kodu

v

Code No
Urin Kodu

Power Luminous Flux  Colour Temp.
Gug Isik Akisi Renk Sicaklig
(W) (lm) (K]

Efficacy
Etkinlik Faktoru
(Lm/W)

Pcs / Pack
Koli Adedi

Dimensions
Boyutlar
[mm) axbxc

Cut Size
Kesim Olcusu
(mm) axb

Package Vol. Package Weight
Koli Hacmi Koli Agirligi
(m3) (kq)

114419 14 1512 4000

108

640x77x85 620x62

0,0047 1,15

114420 20 2200 4000

110

920x77x85 900x62

0,0067 1,47

114421 28 3024 4000

108

1240x77x85 1220x62

0,009 1,77

114422 42 4494 4000

107

1
1
1
1

1520x77x85 1500x62

0,011 2,15

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Linna

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aldminyum

IP Rating IP Sinifi

IP40

IK Rating Body |K Gévde Sinifi 1K06

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 2x1mm?

RAL Code Ral Kodu 9005 / 9006 / 9016

Mounting Type Montaj Tipi

Surface Mounted / Pendant

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii / Sarkit

Mid Power LED

Reflector Reflektor

Aluminium Aldminyum

Lens Lens -
Diffuser Difuzor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
B Electrical Specifications
[H c € Elektriksel Ozellikler
- Input Voltage Giris Gerilimi 220-240Vac
e @ @ E Frenquency Frekans 50-60Hz
LM-80 LM-79 ™21 | [60s98-21 Class Sinif 1l
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicakligl -20°C / +45°C
Standards Standartlar EN 60598-2-1,LM79,TM21,EN62262,
EN60529,EN13032,LM80
Options
Opsiyonlar
DALI v
1-10V 4
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Surface Mounted Siva Ustii =
Clip-in -
UGR<19 Diffuser UGR<19 Difiizor v
RAL Kodu RAL Kodu v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gucg Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kq)
209137 20 2000 4000 100 500x50x70 24 0,06 19,2
209139 36 3600 4000 100 1000x50x70 12 1,35 19,10
209140 56 5600 4000 100 1500x50x70 12 0,069 27

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Linna

44t
.

LM-79

& [E

60598-2-1

Technical Drawing
Teknik Cizim

SH

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP40

IK Rating Body |K Gévde Sinifi 1K06

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 3x1mm?

RAL Code Ral Kodu 9005/ 9006 / 9016

Mounting Type Montaj Tipi

Surface Mounted / Pendant

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii / Sarkit

Mid Power LED

Reflector Reflektor

Aluminium Aldminyum

Lens Lens -
Diffuser Difuzor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicaklig -20°C / +45°C

Standards Standartlar

EN 60598-2-1,LM79,TM21,EN62262,

EN60529,EN13032,LM80

Options
Opsiyonlar
DALI v
1-10V 4
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit 4
Electrical Protection Elektriksel Sinif v
Microwave Sensor Radar Sensor -
Surface Mounted Siva Ustii =
Clip-in -
X UGR<19 Diffuser UGR<19 Diftizor v
RAL Kodu RAL Kodu v
CodeNo  Type Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uridn Kodu  Tip Gic Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (m3) (kq)
209739 L 20 2000 4000 100 270x70x290 1 0,005 0,598
209736 T 20 2000 4000 100 250x70x300 1 0,005 0,595
209742 X 20 2000 4000 100 250x70x300 1 0,005 0,770

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Eterna Direct / Endirect

Fterna Direkt / Endirekt

EAL
&

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP40

IK Rating Body |K Gévde Sinifi 1K06

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?

RAL Code Ral Kodu 9005 / 9006 / 9016

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

T = Optical Specifications
& ||+ g;:‘ = @ E Optik Ozellikler
Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor Aluminium Aldminyum
Lens Lens -
Indirect Light Diffuser Difuzor Opal
Endirekt Isik CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
A Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
s Electrical Specifications
Elektriksel Ozellikler
Direct Light Input Voltage Giris Gerilimi 220-240Vac
Direk Isik Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicaklig -20°C / +45°C

Standards Standartlar

EN 60598-2-1, LM79,TM21,EN62262,

Options
Opsiyonlar
DALI

EN60529,EN13032,LM80

v

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Surface Mounted Siva Ustii

Clip-in

UGR<19 Diffuser UGR<19 Diflizor

RAL Kodu RAL Kodu

Code No
Urin Kodu

Pcs / Pack
Koli Adedi

Dimensions
Boyutlar
(mm) axbxc

900x47x85
1200x47x85
1470x47x85
2000x47x85

Power
Gig
(W)
26-16
34-18
44-24
60-40

Luminous Flux Colour Temp.
Isik Akisi Renk Sicaklig
(lm) (K)

2600-1440 4000
3400-1620 4000
206017 4400-2160 4000 100-90 0,0 0,0
206018 6000-3600 4000 100-90 0,0 0,0

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Efficacy
Etkinlik Faktoru
(Lm/W)

100-90
100-90

Package Vol.
Koli Hacmi
(m3)

0,0
0,0

Package Weight
Koli Agirligi
(kg)

0,0
0,0

206015
206016

1
1
1
1
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Surface Mounted Office Luminaires
Siva Usti Ofis Armatiirleri

Trenta G2

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aldminyum

IP Rating IP Sinifi IP40

IK Rating Body |K Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 2x0,50mm?2

RAL Code Ral Kodu

Mounting Type Montaj Tipi

Surface Mounted / Pendant

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii / Sarkit

Mid Power LED

Reflector Reflektor

Lens Lens -

Diffuser Difuzor Opal

CRI >80

Colour Temperature Renk Sicakligi 3000K/4000K

Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Y ~ & ) = Frenquency Frekans 50-60Hz
c € ) ; /I/E L(M{J; %1 su[gs;-/zq D Class Sinif Il

System Lifetime Sistem Omrii >36.000h

Power Factor Gii¢c Faktorl >0,90

Operating Temperature Calisma Sicakligl -20°C / +40°C

Standards Standartlar EN 60598-2-1,LM79,TM21,EN62262,

EN60529,EN13032,LM80

Options
Opsiyonlar

DALI -

1-10V -

Step DIM -

Thour Emergency Kit 1 Saat Acil Kit 4

3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif -

Microwave Sensor Radar Sensor -

Surface Mounted Siva Ustii =

Clip-in -

UGR<19 Diffuser UGR<19 Difiizor -

RAL Kodu RAL Kodu v

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (m3) (kg)
113031 36 3060 4000 85 1200x33x60 12 0,039 12

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr
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2 Pelsan

Downlight Luminaires
Downlight Armaturler
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2 Pelsan

Recessed Mounted Downlight Luminaires
Siva Alti Downlight Armaturleri

Tira S

72

=v
60598-2-2

Pt

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP40

IK Rating Body K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005/9006/9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Difiizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 60°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktoru >0,95
Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar EN 60598-2-2
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Surface Mounted Siva Ustii

Clip-in

UGR<19 Diffuser UGR<19 Diflizor




€ Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

105°]

90°

75°

60°

45°

180.00 00 2700 900  20WLED 1:100.00 %
Code No Power  Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs /Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi  Etkinlik Faktoru Boyutlar Kesim Olcusu Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) [mm) @xh @ (mm) (m3) (kg)
210164 10 1000 4000 100 110x41 100 60 0,09 12,6
210168 15 1860 4000 124 175x41 165 24 0,06 12,4
210170 20 2440 4000 122 175x41 165 24 0,06 12,4
210172 20 2460 4000 123 225x41 215 24 0,06 13,3
210174 30 3660 4000 122 225x41 215 18 0,08 13,3
210176 35 4235 4000 121 225x41 215 18 0,08 13,3
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Guncel Gruin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.

4NN www.pelsan.com.tr




2 Pelsan

Recessed Mounted Downlight Luminaires
Siva Alti Downlight Armaturleri

Tira S IP54/IP65

74

=V
60598-2-2

P

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP54/IP65

IK Rating Body K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005/9006/9016

Mounting Type Montaj Tipi

Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Difiizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 60°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktoru >0,95
Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar EN 60598-2-2
Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Surface Mounted Siva Ustii

Clip-in

UGR<19 Diffuser UGR<19 Diflizor




B Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 120°
,,,,,,,,,,,,,,,,,,,,, 0 »
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Code No Power  Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs /Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi  Etkinlik Faktori Boyutlar Kesim Olcusi Koli Adedi Koli Hacmi Koli Agirlig
(W) (Lm) (K] (Lm/W) [mm) @xh @) (mm) (m3) (kg)
210185 10 1000 4000 100 110x41 100 60 0,09 12,6
210189 15 1860 4000 124 175x41 165 24 0,06 12,4
210191 20 2440 4000 122 175x41 165 24 0,06 12,4
210199 20 2460 4000 123 225x41 215 24 0,06 13,3
210392 30 3660 4000 122 225x41 215 18 0,08 13,3
210203 35 4235 4000 121 225x41 215 18 0,08 13,3
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Guincel triin bilgi ve belgeleri i¢in web sitemizi ziyaret ediniz

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www.pelsan.com.tr



2 Pelsan

Recessed Mounted Downlight Luminaires
Siva Alti Downlight Armaturleri

Dore

18W-22wW

10W-13W

5 years warranty Mechanical Specifications
>50.000h system lifetime Mekanik Ozellikler
Up to 134lm/W efficacy Body Govde ABS-PC
ENEC certified driver IP Rating P Sinifi IP40
Slim design IK Rating Body IK Govde Sinifi -

Fire Protection Alev Korumasi 650°C
5yil garanti Cable Gland Kablo Rakor -

Cable Kablo 2x0,50mm?

>50.000h sistem omri

134lm/W'a varan verimlilik RAL Code falfodu 7018 .
ENEC belgeli siiriici Mounting Type Montaj Tipi Recessed Mounting Siva Alti

Slim tasarim

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -
Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 160°
= Electrical Specifications

ARl =dlin E Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN 60598-2-2, LM79, EN 13032, LM80,

TM21, EN62262, EN 60529

Options

Opsiyonlar
DALI v
1-10V v
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit 4

Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -

Surface Mounted Siva Ustii -
Clip-in =
UGR<19 Diffuser UGR<19 Difiizor -

76



IM.- | I b'}
1

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

105°)

90°

75°

60°

180.00 00 2700 900  9W LED 1:100.00 %
Code No Power  Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs/Pack Package Vol. Package Weight
Uriin Kodu Gucg Isik Akisi Renk Sicakligi Etkinlik Faktort Boyutlar Kesjm Olgusi Koli Adedi Koli Hacmi Koli Agirligi
W) (lm) (K) (Lm/W) (mm) @xh @) (mm) (m3) (kg)
110864 7 791 4000 113 120x45 105 30 0,03 6
110865 10 1120 4000 112 170x45 155 30 0,06 10
110866 13 1547 4000 119 170x45 155 30 0,06 10
110867 18 2412 4000 134 225x45 205 20 0,06 11,4
110868 22 2948 4000 134 225x45 205 20 0,06 11,4
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Gincel Gruin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.

4NN www.pelsan.com.tr




2 Pelsan

Recessed Mounted Downlight Luminaires
Siva Alti Downlight Armaturleri

Sirma

Backlight comfort Mechanical Specifications
Slim design Mekanik Ozellikler
Internal driver Body Govde ABS-PC
IP Rating IP Sinifi IP40
Backlight isik konforu IK Rating Body IK Gévde Sinifi -
Slim tasarim Fire Protection Alev Korumasi 650°C
Dahili sirdcu Cable Gland Kablo Rakor -
Cable Kablo 2x0,50mm?
RAL Code Ral Kodu 9016
Mounting Type Montaj Tipi Recessed Mounting Siva Alti

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -

Lens Lens -

Diffuser Diflizor Opal

CRI >80

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1

Beam Angle Isik Acisi 160°

Electrical Specifications

* B0 hal Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >30.000h
Power Factor Gii¢c Faktori >0,50
Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar EN 60598-2-2, LM79, EN 13032,

EN62262, EN 60529

Options

Opsiyonlar
DALI -
1-10V -
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Surface Mounted Siva Ustii v (18W)
Clip-in -
UGR<19 Diffuser UGR<19 Difiizor -
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Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

105°)

90°

75°

180.00 00 2700 900 9W LED :100.00 %
Code No Power  Luminous Flux  Colour Temp. Efficacy Dimensions Cut Size Pcs /Pack Package Vol. Package Weight
Uriin Kodu Gucg Isik Akisi Renk Sicakligi Etkinlik Faktort Boyutlar Kesim Olgusi Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) @xh ) [mm) (m3) (kg)
110331 6 528 4000 88 120x45 105 20 0,013 2,5
110334 9 783 4000 87 120x45 105 20 0,013 2,5
110340 12 1092 4000 91 170x45 155 15 0,03 3,1
110343 15 1350 4000 90 170x45 155 15 0,03 3,1
110349 18 1782 4000 99 225x45 205 10 0,033 3,7
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Giincel trin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www pelsan.com.tr




2 Pelsan

Surface Mounted Downlight Luminaires
Siva Ustl Downlight Armaturleri

Rina

Mechanical Specifications
Mekanik Ozellikler

Body Govde

5 years warranty
>50.000h system lifetime

Aluminium AlUminyum

ENEC certified driver

5yil garanti

>50.000h sistem omri

ENEC belgeli sirici

IP Rating IP Sinifi IP40

IK Rating Body |K Gévde Sinifi -

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 2x0,50mm?2
RAL Code Ral Kodu 9016 / 9005

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 155°
Electrical Specifications
Elektriksel Ozellikler
AIB3N<220In E Input Voltage Giris Gerilimi 220-240Vac
M0 | [ 79 | [ T2t ] feosonn Frenquency Frekans 50-60Hz
Class Sinif 1l
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

EN 60598-2-1, LM79, EN 13032, LM80,

TM21, EN62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit v (24W)
3hour Emergency Kit 3 Saat Acil Kit v (24W)
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Surface Mounted Siva Usti -
Clip-in -
UGR<19 Diffuser UGR<19 Difizor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K (Lm/W) (mm) @xh (m3) (kq)
110599 12 1200 4000 100 130x100 20 0,04 4,8
110600 24 2472 4000 103 175x100 16 0,062 6,4

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriln kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Surface Mounted Downlight Luminaires
Siva Ustl Downlight Armaturleri

Dore

5 years warranty
>50.000h system lifetime
Up to 134lm/W efficacy
ENEC certified driver
Slim design

5yil garanti

>50.000h sistem omri
134lm/W'a varan verimlilik
ENEC belgeli sirici

Slim tasarim

&l & B

LM-80 LM-79 TM-21 60598-2-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde ABS-PC
IP Rating IP Sinifi IP40

IK Rating Body IK Govde Sinifi -

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 2x0,75mm
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Difuzor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 160°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktori >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

EN 60598-2-1, LM79, EN 13032, LM80,

Options
Opsiyonlar
DALI

TM21, EN62262, EN 60529

1-10Vv

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Surface Mounted Siva Ustii

Clip-in

UGR<19 Diffuser UGR<19 Diflizor

Code No Power Luminous Flux
Uriin Kodu Glcg Isik Akisi
(W) (Lm)

Colour Temp.
Renk Sicaklig
(K]

Efficacy
Etkinlik Faktoru
(lm/W) (mm) @xh

Pcs / Pack
Koli Adedi

Dimensions
Boyutlar

Package Vol. Package Weight
Koli Hacmi Koli Agirlig
(m3) (kg)

111752 18 2412 4000

134 228x55 10

0,038 7,2

111755 22 2420 4000

110 228x55 10

0,038 7,2

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz.
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Gincel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Surface Mounted Downlight Luminaires
Siva Ustl Downlight Armaturleri

Sirma

Mechanical Specifications

Backlight comfort -
Mekanik Ozellikler

Slim design

Internal driver

Backlight isik konforu

Slim tasarim

Dahili sirtici

Body Govde ABS+PC
IP Rating IP Sinifi IP40

IK Rating Body |K Gévde Sinifi -

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 2x0,50mm?
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
Electrical Specifications

e = Elektriksel Ozellikler

:z; j=4 [] E Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif 1l
System Lifetime Sistem Omrii >30.000h
Power Factor Giic Faktorl >0,50
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

EN 60598-2-1,LM79, EN 13032,

Options
Opsiyonlar
DALI

EN62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Surface Mounted Siva Ustii

Clip-in

UGR<19 Diffuser UGR<19 Diftizor

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K (Lm/W) (mm) @xh (m3) (kq)
111749 18 1782 4000 99 228x55 10 0,038 5,2

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.



Light Distribution Curve
Isik Siddeti Dagilim Egirisi

Technical Drawing
Teknik Cizim

105°)
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



Indoor Luminaires
lc Mekan Armaturler!
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Ceiling Luminaires
Tavan Armaturler
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2 Pelsan

Ceiling Luminaires
Tavan Armaturleri

Havana G2

Screwless design

Easy installation

IP66, dust and waterproof

Emergency lighting unit and microwave sensor option

Vidasiz cerceve

Kolay monaj

IP66, toz ve su almaz

Acil aydinlatma kiti ve sensor uygulamasi

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Polymer Injection Polimer Enjeksiyon

IP Rating IP Sinifi

IP66

IK Rating Body IK Govde Sinifi

1K08

Fire Protection Alev Korumasi

650°C

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

Black, Gray, White

Mounting Type Montaj Tipi

Surface Mounting Siva Ustii

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

NANCARIC2RIm

LM-79 TM-21 60598-2-1

88

Lens Lens -
Diffuser Diflizor Opal PC
CRI >80
Colour Temperature Renk Sicaklig 3000K - 4000K - 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif 1
System Lifetime Sistern Omrii >50.000h
Power Factor Giic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

Options
Opsiyonlar

DALI

LM80, TM21, EN 62262, EN 60529

1-10V

AR

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

AN

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

« 1




Pelsan

Technical Drawing RAL Code
Teknik Cizim RAL Kodu

@
Black Gray White
Code No Type Power  Luminous Flux Colour Temp. Efficacy Dimensions Pcs/Pack  Package Vol. Package Weight
Urin Kodu Tip Gic¢ Istk Akisi Renk Sicakligi  Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
(W) (lm) (K) (tm/W) [mm) axbxc (m3) (kg)

111193 1XE27 max 20W - - - 260x87 8 0,188 5,8
111194 2XE27 max 20W - - - 260x87 8 0,188 5,8
111221 1XE27 + Sensor  max 20W - - - 260x87 8 0,188 5,8
111223 2XE27 + Sensor  max 20W - - - 260x87 8 0,188 5,8
111226 LED 15 1605 6500 107 260x87 8 0,188 5,8
111236 LED + Sensor 15 1605 6500 107 260x87 8 0,188 58
111245 LED + Emergency 15 1605 6500 107 260x87 8 0,188 5,8
111260 LED +Emerg. + Sensor 15 1605 6500 107 260x87 8 0,188 58
111692 Integrated Driver 18 1530 6500 85 260x87 8 0,188 5,8
111701 Integrated Driver + Sensor 18 1530 6500 85 260x87 8 0,188 5,8

Poducts codes refere 6500K and standard products. So, it can be different for options.

Product technical values can be changed +%?7 at different working conditions.

Uriin kodlari 6500K standart iirtin icindir, farkli CCT ve opsiyonlar icin degisebilir Visit our website for latest product informations and documents.

Urtn bilgileri farkli calisma kosullarinda +%7 degisiklik gosterebilir Giincel driin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

www pelsan.com.tr




2 Pelsan

Ceiling Luminaires
Tavan Armaturleri

Punto

Square / Kare

]

=v
60598-2-1

Round / Yuvarlak

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal

IP Rating IP Sinifi IP40

IK Rating Body [K Govde Sinifi =

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 2x0,50mm?
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

90

Lens Lens =
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 170°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >36.000h
Power Factor Gl Faktori >0,50
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM80, TM21

Options
Opsiyonlar
DALI

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Surface Mounted Siva Ustii

Clip-in

UGR<19 Diffuser UGR<19 Difiizor




2 Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 1200
80
1059 1059
900 900
759 750
60° 600
45° 450
400 cd/kim
Square / Kare Round / Yuvarlak o ¥ * ¥ o
180.00 e 0.0 270.0 enmmm—90.0 %W 1:100.00 %
Code No Tip Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs/Pack Package Vol. Package Weight
Urin Kodu Type Gig Istk Akisi Renk Sicakligr  Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) [mm)] axbxc (m3) (kg)
111309 Square / Kare 24 720 6500 30 350x74x350 10 0,106 10,6
111306  Round / Yuvarlak 24 720 6500 30 350x74 10 0,106 8,6
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Glncel Griin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

Urin kodlar kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar ¢calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www pelsan.com.tr



2 Pelsan

Ceiling Luminaires
Tavan Armaturleri

Picto

Square / Kare Round / Yuvarlak

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal

IP Rating [P Sinifi IP40

IK Rating Body [K Govde Sinifi =

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 2x0,50mm?

RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -

Lens Lens =

Diffuser Difiizor Opal

CRI >80

Colour Temperature Renk Sicakligi 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Beam Angle Isik Agisi 170°

Electrical Specifications

Elektriksel Ozellikler
c € ,I/f; &l & B ] ¢ E Input Voltage Giris Gerilimi 220-240Vac
X LM-80 M1 | e0sos 2 RoHS Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >36.000h
Power Factor Gl Faktori >0,50
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar 60598-2-1, LM80, TM21
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -

Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Surface Mounted Siva Ustii =
Clip-in =
UGR<19 Diffuser UGR<19 Diflizor =

92



I Technical Drawing

I Light Distribution Curve

Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 1200
80
1050 1050
909 900
759 750
60° 400
45° 450
400 cd/kim
300 150 0° 150 300
Square / Kare Round / Yuvarlak
180.00 e 0.0 270.0 eommm— 0.0 24W 1:100.00 %
Code No Tip Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs/Pack Package Vol. Package Weight
Urin Kodu Type Gig Istk Akisi Renk Sicakligr  Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) [mm)] axbxc (m3) (kg)
111314 Square Kare 24 1920 6500 80 350x74x350 10 0,106 9.7
111312 Round Yuvarlak 24 1920 6500 80 350x74 10 0,106 8,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Guncel drin bilgi ve belgeleriicin web sitemizi ziyaret ediniz.

www pelsan.com.tr




2 Pelsan

Ceiling Luminaires
Tavan Armaturleri

Pio

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal

IP Rating [P Sinifi IP40

IK Rating Body [K Govde Sinifi =

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 2x0,50mm?

RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -

Lens Lens =

Diffuser Difiizor Opal

CRI >80

Colour Temperature Renk Sicakligi 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Beam Angle Isik Agisi 170°

Electrical Specifications

Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il

% - o
C € /I’J x || &||&| B ] ¢ E System Lifetime Sistern Omri >36.000h
W LM-80 TM-21 60598-2-1 RoHS >0 , 50

Power Factor Giic Faktori

Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar 60598-2-1, LM80, TM21
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -

Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Surface Mounted Siva Ustii =
Clip-in =
UGR<19 Diffuser UGR<19 Diflizor =
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
120°
105°
900
m 750
= 600
N
45°
180.00 enm— 0.0 270.0 cm— 0.0 18W 1:100.00 %
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) (mm) @xh (m3) (kg)
206677 12 840 6500 70 0258x57 10 0,123 5,58
206913 18 1260 6500 70 ?335x60 10 0,105 7,49
208412 28 1960 6500 70 ?387x58 10 0,105 13,80
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents
Technical values has tolerance +-%7 by the operating conditions. Giincel irdin bilai ve bel eterr’\ icin web sitemizi zivaret ediniz )
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz. g 9 ¢ Y .

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

I

= it

www pelsan.com.tr



2 Pelsan

Ceiling Luminaires
Tavan Armaturler

Sense

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating [P Sinifi 1P20
IK Rating Body |K Gévde Sinifi IK06

Fire Protection Alev Korumasi -
Cable Gland Kablo Rakor -

Cable Kablo =
RAL Code Ral Kodu 9016
Mounting Type Montaj Tipi Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -

Lens Lens =

Diffuser Diflizor Glass Cam

CRI >80

Colour Temperature Renk Sicakligi 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Beam Angle Isik Agisi 175°

Electrical S_pecifications
Elektriksel Ozellikler
@ c € Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
P, 8
/I/U\ & EE O ‘/ E System Lifetime Sistem Omril >50.000h
Ml Lo T2l ] Lo RoHS Power Factor Gii¢ Faktori >0,95

Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar 60598-2-1, LM80, TM21

Options

Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Surface Mounted Siva Ustii =
Clip-in -
UGR<19 Diffuser UGR<19 Diftizor -
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I Technical Drawing I

Teknik Cizim
J
[}
C 2
—— ‘
g 8m
Code No Tip Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs/Pack Package Vol. Package Weight
Urin Kodu Type Gic Istk Akisi Renk Sicakligr  Etkinlik Faktorid  Boyutlar Koli Adedi  Koli Hacmi Koli Agirligi
W) (lm) (K] (Lm/W) (mm) gxh (m3) (kq)
110696 Sgse Withsensor g 864 6500 108 300x105 8 0,102 13
104369 Em.SenseWith Sensor 8 740 6500 93 300x105 8 0,102 13

Acil Sense

Visit our website for latest product informations and documents.

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Glncel rln bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geginiz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

il
[
www pelsan.com.tr




2 Pelsan

Ceiling Luminaires
Tavan Armaturleri

Sense G2

e
+*

LM-79

=v
60598-2-1

98

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi IP40
IK Rating Body IK Govde Sinifi 1K06
Fire Protection Alev Korumasi -
Cable Gland Kablo Rakor -
Cable Kablo -
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens =
Diffuser Diflizor Glass Cam
CRI >80
Colour Temperature Renk Sicakligi 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Agisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Gl Faktori >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM80, LM79,TM21

Options

Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor v

Surface Mounted Siva Ustii

Clip-in

UGR<19 Diffuser UGR<19 Difiizor




Technical Drawing

Teknik Cizim
>
[}
T |
b
@ 8m
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (m3) (kg)
115375 12 1200 6500 100 281x86 10 0,09 18
115376 18 1800 6500 100 281x86 10 0,09 18
Visit our website for latest product informations and documents.
Gincel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www pelsan.com.tr




Industrial Luminaires
Endustriyel Armaturler

2 Pelsan
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Batten Luminaires
Bant Armaturler
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2 Pelsan

Batten Luminaires
Bant Armaturler

Vista

Mechanical Specifications

More energy saving for high ceiling £
Mekanik Ozellikler

Anti-glare optic design

130lm/W efficacy

Yiiksek tavanlarda daha fazla enerji tasarrufu

Anti-glare optik tasarim

130lm/W verimlilik

Body Govde Metal
IP Rating IP Sinifi 1P20
IK Rating Body |K Gévde Sinifi 1K06
Fire Protection Alev Korumasi -
Cable Gland Kablo Rakor -
Cable Kablo -
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounted / Pendant

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii / Sarkit

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Difiizor Micro Prismatic Mikro Prismatik
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 90°

c € e ,r; (\‘J/ o C"f @ @ ¢ E Electr?cal S_pecif_ications

3 LM-80 LM-79 T™-21 | [60598-21 RoHS Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

EN 60598-2-1, LM79, EN 13032,

LM80, TM21

» Options
2 Opsiyonlar
DALI v
- 1-10V v
-1 Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gic Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (Lm) (K) (Lm/W) (mm) axbxc (m3) (kg)
109011 60 7800 4000 130 1500x102x85 1 0,0204 55

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 120°

180.00 0.0 2700 90.0 60W N:100.00 %

Visit our website for latest product informations and documents.
Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Batten Luminaires
Bant Armaturler

Vista G2

150lm/W efficacy
Easy electrical connection

Mechanical Specifications
Mekanik Ozellikler

Narrow/wide angle

Through wiring & lineer connection

150lm/W'a varan verimlilik

Kolay elektriksel montaj

Body Govde Metal
IP Rating IP Sinifi 1P20
IK Rating Body |K Gévde Sinifi 1K06
Fire Protection Alev Korumasi -
Cable Gland Kablo Rakor -
Cable Kablo -
RAL Code Ral Kodu 9016

Dar/genis aci opsiyonu

Mounting Type Montaj Tipi

Surface Mounted / Pendant

Through wiring & lineer baglanti

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii / Sarkit

Mid Power LED

Reflector Reflektor

Aluminium Aliminyum

Lens Lens -
Diffuser Diflizor -
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
C € Beam Angle Isik Acisi 120°

, /]’E AR AR AR @ ¢ E Electrical Specifications

ARV LM-80 LM-79 ™21 | [6059821 RoHS Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

EN 60598-2-1, LM79, EN 13032,

LM80, TM21

Options
Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gic Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (Lm) (K) (lm/W) (mm) axbxc (m3) (kg)
113763 75 11250 4000 150 1380x100x105 1 0,013 5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Narrow Angle Dar Acl
Gamma Angles 180° 1200
150
105° 1050)
Cc
900 900
b
750 150 750
‘ boor ‘ 300
\ o | - s
/j" ° L ° °L\ 450
a 45°) 60 450
750 cdikim
300 150 0 150 300
180.00 0.0 2700 90.0 75W N:100.00 %

Wide Angle Genis Acl

Gamma Angles 180° 1200
150
1059 1050
90° 900
750 150 750
300
600 600
450
45°) 600 45°
750 cd/kim
30° 15° 0° 15° 30°
180.00 0.0 2700 90.0 75W N:100.00 %

Visit our website for latest product informations and documents.

Guncel Urin bilgi ve belgeleriicin web sitemizi ot ediniz
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2 Pelsan

Batten Luminaires
Bant Armaturler

Multiline

Directs the light to the desired spot
Adjustable beam angle

Easy installation

Provides uninterrupted linear light

Isiga hareket kazandirir

Is1g1 istediginiz noktaya yonlendrir
Kurulum kolayligi saglar

Surekli lineer aydinlatma olusturur

+ a4
-+,

LM-79

=v
60598-2-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium AlUminyum

IP Rating IP Sinifi IP40

IK Rating Body |K Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?2
RAL Code Ral Kodu 7035

Mounting Type Montaj Tipi

Surface Mounted / Pendant

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii / Sarkit

Mid Power LED

Reflector Reflektor

Aluminium AlUminyum

Lens Lens -

Diffuser Difuzor Clear/Frosted PMMA Seffaf/Buzlu Cam
CRI >80

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Beam Angle Isik Acisi

Adjustable Ayarlanabilir

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

EN 60598-2-1, LM79, EN 13032,

LM80, TM21, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V -
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gic Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (Lm) (K) (lm/W) (mm) axbxc (m3) (kg)
105380 35 4020 4000 114 1200x140x58 4 0,0699 15
105382 35 4020 4000 114 1500x140x58 4 0,0699 18
105384 50 5720 4000 114 1500x140x58 4 0,0699 18

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Batten Luminaires
Bant Armaturler

Monoline

120lm/W Efficacy

Energy saving up to %60

Easy linear connection

x2.5 times longer life to T5 Fluorescent

120lm/W verimlilik

%®60'a varan enerji tasarrufu
Kolay lineer baglantisi

T5'e gore 2,5 kat uzun émirludir

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
IP Rating IP Sinifi IP40

IK Rating Body |K Gévde Sinifi -

Fire Protection Alev Korumasi -

Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Surface Mounted / Pendant

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii / Sarkit

Mid Power LED

Reflector Reflektor

Aluminium AlUminyum

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
C € Beam Angle Isik Acisi 160°C
, /]’E AR AR AR @ ¢ E Electrical Specifications
ARV LM-80 LM-79 ™21 | [6059821 RoHS Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
y Standards Standartlar EN 60598-2-1, LM79, EN 13032,
LM80, TM21, EN 62262, EN 60529
Options
Opsiyonlar
£ DALI v
. 1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensér -
RAL Code RAL Kodu v
Code No Power Luminous Flux Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Istk Akisi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (lm/W) (mm) axbxc (m3) (kg)
109563 28 3360 120 1133x169x72 6 0,013 18
109565 35 4200 120 1415x169x72 0,018 18

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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B Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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Endustriyel Armaturler
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2 Pelsan

Waterproof Luminaires
Etan] Armaturler
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2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Inovaled Max

5 years warranty
IP66 Dust and waterproof
Suitable for harsh environmental conditions

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

. . IP Rating IP Sinifi IP66
Adjustable mounting angle apparatus IK Rating Body 1K Gévde Sinif IK08
. Fire Protection Alev Korumasi 650°C
S yil garanti Cable Gland Kablo Rakor PG11
IP66, toz ve su almaz Cable Kablo 3x1mm?
Agir ortam kosullarina uygundur. RAL Code Ral Kodu 7035

Agci ayarli montaj aparati

Mounting Type Montaj Tipi

Surface Mounted/Cable Tray

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii Montaj / Kablo Tava

Mid Power LED

Reflector Reflektor

Lens Lens PC
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K/4000K/6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 45°
C‘J/ -+, C‘f @ @ Electrical Specifications
LM-80 LM-79 TM-21 60598-2-1 ) Y .
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktoru >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C

Standards Standartlar

EN60598-2-1 LM79, EN13032,

LM80, TM21, EN62262, EN60529

Options
Opsiyonlar
DALI v
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K (Lm/W) (mm) axbxc (m3) (kq)
113643 100 12300 6500 123 910x72x59 6 0,035 10,7
113644 120 15000 6500 125 1190x72x59 6 0,045 14,7
113645 150 18750 6500 125 1470x72x59 6 0,054 19,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim
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Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Waterproof Luminaires
Etanj Armaturleri

Fontana Max

5 years warranty

Easy electrical and mechanical installation

+130lm/W
Through wiring option
IP66 option

5yil garanti

Kolay elektriksel ve mekanik montaj

+130lm/W
Through wiring opsiyonu
IP66 opsiyonu

<@l CE

&l & B

LM-80 LM-79 TM-21 60598-2-1
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Mechanical Specifications
Mekanik Ozellikler

Body Govde BE

IP Rating [P Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?
RAL Code Ral Kodu 7001

Mounting Type Montaj Tipi

Cable Tray / Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi / Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal PC
CRI >80
Colour Temperature Renk Sicakligi 3000K - 4000K - 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensér

skl R&
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Istk Siddeti Dagilim Egirisi

Gamma Angles 180° 120°
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90° 90°
75°] 70 75
60° 140 60
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45° 45
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350 cd/dm
30° 15° 30° 15° 0°
180.0 nm— .0 50W LED 1:1000 0
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Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (m3) (kg)
114465 50 6500 6500 130 1180x80x78 6 0,075 7,14
114467 75 9450 6500 126 1180x80x78 6 0,075 7,14

Poducts codes refere 6500K and standard products. So, it can be different for options.

Product technical values can be changed +%7 at different working conditions.
Uriin kodlari 6500K standart trtin icindir, farkli CCT ve opsiyonlar icin degisebilir.
Urdn bilgileri farkli calisma kosullarinda +%7 degisiklik gosterebilir

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Folta Max

5 year warranty
Easy electrical and mechanical installation
+115lm/W

5yil garanti
Kolay elektriksel ve mekanik montaj
+115lm/W

Al <& CE€ (&[] (&

=v
60598-2-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde PC

IP Rating IP Sinifi IP65

IK Rating Body IK Govde Sinifi 1K08

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG9

Cable Kablo 2x0,75mm?
RAL Code Ral Kodu 7047

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032, LM80,

TM21, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Glg Isik Akisi Renk Sicaklig Etkinlik Faktoriu Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) (mm) axbxc (m3) (kg)
115754 53 6095 6500 115 1305x64x46 12 0,056 13,5
115756 65 7150 6500 110 1305x64x46 12 0,056 13,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar ¢calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Inovaled G3

5 years warranty
IP66 Dust and waterproof
Suitable for harsh environmental conditions

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

Adjustable mounting angle apparatus LWL IR 110
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
. Cable Gland Kablo Rakor M16x1,5
9 yil garanti Cable Kablo 3x1mm?
IP66, Toz ve su almaz RAL Code Ral Kodu 9006

Agir ortam kosullarina uygundur
Aci ayarli montaj aparati

Mounting Type Montaj Tipi

Surface Mounted / Cable Tray

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii Montgaj / Kablo Tavasi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80
Colour Temperature Renk Sicakligi 3000K/4000K/6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 45°
x|l B @
w79 | | ™21 | [e0so821 Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +40°C

Standards Standartlar

EN60598-2-1, LM79, EN13032,

LM80, TM21, EN62262, EN60529

Options
Opsiyonlar
DALI v
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit 4
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K (Lm/W) (mm) axbxc (m3) (kq)
116583 19 2033 6500 107 630x82x63 6 0,022 8,6
116584 26 2782 6500 107 910x82x63 6 0,035 10,7
116452 34 3672 6500 108 1190x82x63 6 0,045 14,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim
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Adjustable mounting angle apparatus
Aci ayarli montaj aparati

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Waterproof Luminaires
Etanj Armaturleri

Solida G2

5 years warranty
Easy electrical and mechanical installation
+121lm/W

5yil garanti
Kolay elektriksel ve mekanik montaj
+121lm/W

S CEED
&

&l [«

LM-80 LM-79 21 | 059821 @ RoHS E
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating [P Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?
RAL Code Ral Kodu 7001

Mounting Type Montaj Tipi

Cable Tray / Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi / Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal PC
CRI >80
Colour Temperature Renk Sicakligi 3000K - 4000K - 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensér

skl R&




Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Istk Siddeti Dagilim Egirisi

Gamma Angles 180° 120°

a
—F
\
180.0 emm— 0.0 4LW LED N:1000 0
270.0 eomm—90.0
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirtigi
(W) (Lm) (K) (lm/W) (mm) axbxc (m3) (kg)
111052 19 2261 6500 119 78x80x625 6 0,027 6
111057 26 3094 6500 119 78x80x9205 6 0,038 9
111058 30 3540 6500 118 78x80x905 6 0,038 9
111059 34 3978 6500 117 78x80x905 6 0,038 9
111060 29 3509 6500 121 78x80x1185 6 0,05 12
111061 33 3927 6500 119 78x80x1185 6 0,05 12
111062 40 4720 6500 118 78x80x1185 6 0,05 12
111063 40 4800 6500 120 78x80x1465 4 0,039 9,6
111064 4b 5192 6500 118 78x80x1465 4 0,039 9,6
Poducts codes refere 6500K and standard products. So, it can be different for options. Visit our website for latest product informations and documents.
Product technical values can be changed +%7 at different working conditions. Guncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

Uriin kodlari 6500K standart trin icindir, farkli CCT ve opsiyonlar icin degisebilir:
Urdn bilgileri farkli calisma kosullarinda +%7 degisiklik gosterebilir
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2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Prota G3

5 year warranty

Easy electrical and mechanical installation

Efficacy up to 128lm/W

5yil garanti
Kolay elektriksel ve mekanik montaj
128lm/W'a varan etkinlik faktori

=v
60598-2-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP65

IK Rating Body |K Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3xTmm?
RAL Code Ral Kodu 7001

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032, LM80,

TM21, EN 62262, EN 60529

Options

Opsiyonlar
DALI v
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 120°
1059 79 1059
90°) 90°
75°) 70 750
60°) 140 60°
a 210
45°) 45
/ \ \ 280
I ! 350 cd/dm
30° 15° 30° 15° 0°
180.0 emmm— 0.0 43W LED 1:1000 0
270.0 exmm—90.0
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K (lm/W) [mm) axbxc (m3) (kg)
115830 18 2250 6500 125 555x64x46 12 0,026 7
115832 23 2921 6500 127 805x64x46 12 0,036 9,5
115834 33 4125 6500 125 1055x64x46 12 0,046 11,5
115020 43 5504 6500 128 1305x64x46 12 0,056 14
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Gulncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geginiz.
Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.

www pelsan.com.tr



2 Pelsan

Waterproof Luminaires
Etanj Armaturleri

Fontana

5 years warranty

Easy electrical and mechanical installation
+121lm/W

Through wiring option

IP66 option

5yil garanti

Kolay elektriksel ve mekanik montaj
+121lm/W

Through wiring opsiyonu

IP66 opsiyonu

S HICEE

vl [+ & B ™
LM-80 LM-79 TM-21 60598-2-1 RoHS
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Mechanical Specifications
Mekanik Ozellikler

Body Govde BE

IP Rating [P Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?
RAL Code Ral Kodu 7001

Mounting Type Montaj Tipi

Cable Tray / Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi / Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal PC
CRI >80
Colour Temperature Renk Sicakligi 3000K - 4000K - 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensér

skl R&




Technical Drawing
Teknik Cizim

Light Distribution Curve

Istk Siddeti Dagilim Egirisi

Gamma Angles

120°

105°|

60°] 140 60°
a 210
q@ 45° - 45°
} 350 cd/dm
30° 15° 30° 15° 0°
180.0 emm— 0.0 4LW LED N:1000 0
270.0 eomm—90.0
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (m3) (kg)
111078 19 2261 6500 119 78x80x625 6 0,027 5,4
111079 26 3120 6500 120 78x80x9205 6 0,038 7,2
111082 30 3540 6500 118 78x80x905 6 0,038 7,2
111083 34 3944 6500 116 78x80x9205 6 0,038 7,2
111084 33 3993 6500 121 78x80x1185 6 0,05 9,6
111085 40 4720 6500 118 78x80x1185 6 0,05 9,6
111086 40 4720 6500 118 78x80x1465 4 0,039 8,4
111087 4t 5236 6500 119 78x80x1465 4 0,039 8,4

Poducts codes refere 6500K and standard products. So, it can be different for options.
Product technical values can be changed +%7 at different working conditions.
Uriin kodlari 6500K standart Urtin icindir, farkli CCT ve opsiyonlar icin degisebilir
Urin bilgileri farkli calisma kosullarinda +%7 degisiklik gosterebilir

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Folta

5 year warranty

Easy electrical and mechanical installation

+122lm/W

5yil garanti
Kolay elektriksel ve mekanik montaj
+122lm/W

Mechanical Specifications
Mekanik Ozellikler

Body Govde PC

IP Rating IP Sinifi IP65

IK Rating Body IK Govde Sinifi 1K08

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG9

Cable Kablo 2x0,75mm?
RAL Code Ral Kodu 7047

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Al <& CE€ (&[] (&

60598-2-1

B[O

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032, LM80,

TM21, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Glg Isik Akisi Renk Sicaklig Etkinlik Faktoriu Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) (mm) axbxc (m3) (kg)
115838 18 2142 6500 119 555x64x46 12 0,026 6,5
115840 23 2806 6500 122 805x64x46 12 0,036 9
115842 33 3993 6500 121 1055x64x46 12 0,046 1"
115011 43 5160 6500 120 1305x64x46 12 0,056 13,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamrma Angles 180° 120°
1059 79 1059
90°] 90°
75 70 75°
60 140 60°
210
a
45 45
/ \ 280
- .
350 cd/dm
30° 15° 30° 15° 0°
180.0 cmmm— 0.0 53W LED n:1000 0
270.0 en—0.0

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Largo G2 HLO

Easily replaceable LED module and driver
Ease of on-site maintanence

Stainless steel latches and suspension kit
Up to 140lm/W efficiency

Opal/semi opal/ clear diffuser options

3 different sizes: 610/1150/1500mm

Wide power range 14-100W

LED/ LED Tube/Ex-proof/ Frozen/ Car park options

Kolay degistirilebilir LED modil ve siriicu

Sahada bakim kolayligi

Paslanmaz celik mandallar ve aski takimi

140lm/W'a varan verimlilik

Opal/yari opal/ seffaf diflizor secenegi

3 farkli govde segenegi: 610/1150/1500mm
Genis gii¢ secenegi 14-100W

LED/ LED Tube/Ex-proof/Frozen/ Car park secenekleri

LM-80 LM-79

=v
60598-2-1
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Mechanical Specifications
Mekanik Ozellikler

Body Govde PC

IP Rating IP Sinifi IP65
IK Rating Body IK Govde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo -

RAL Code Ral Kodu 9045

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

Reflector Reflektor Metal
Lens Lens -
Diffuser Diflzor BRC
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032, LM80,

Options
Opsiyonlar
DALI

TM21, EN 62262, EN 60529

1-10V

ASAN

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

AN

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

& 1




Pelsan

I Technical Drawing I Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 120°
a
p =
L I
-
180.00 00  270.0 90.0 26W n: 100 %
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gicg Istk Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K] (tm/W) (mm] axbxc (m3) (kg)
115881 14 1932 4000 138 610x80x75 6 0,032 7,8
115882 20 2700 4000 135 610x80x75 6 0,032 7,8
115883 27 3510 4000 130 610x80x75 6 0,032 7,8
115885 26 3640 4000 140 1150x80x75 6 0,058 14,7
115887 34 4658 4000 137 1150x80x75 6 0,058 14,7
115889 50 6600 4000 132 1150x80x75 6 0,058 14,7
115890 75 9375 4000 125 1150x80x75 6 0,058 14,7
115896 75 9675 4000 129 1500x80x75 6 0,073 19,1
115897 100 12400 4000 124 1500x80x75 6 0,073 19,1
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuglar ¢calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Gincel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

4 www pelsan.com.tr




2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Largo G2

Easily replaceable LED module and driver,
Ease of on-site maintanence

Stainless steel latches and suspension kit
Up to 133lm/W

Opal/semi opal/ clear diffuser options

3 different sizes: 610/1150/1500mm

Wide power range 14-100W

LED/ LED Tube/Ex-proof/ Frozen/ Car park options

Kolay degistirilebilir LED modul / siirici
Sahada bakim kolayligi

Paslanmaz celik mandallar ve aski takimi
133lm/W'a varan verimlilik

Opal/yari opal/ seffaf diflizor secenegi

3 farkli govde segenegi: 610/1150/1500mm
Genis gii¢ secenegi 14-100W

LED/ LED Tube/Ex-proof/Frozen/ Car park secenekleri

LM-80 LM-79

=v
60598-2-1
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Mechanical Specifications
Mekanik Ozellikler

Body Govde PC

IP Rating IP Sinifi IP65
IK Rating Body IK Govde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo -

RAL Code Ral Kodu 9045

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

Reflector Reflektor Metal
Lens Lens -
Diffuser Diflzor BRC
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032, LM80,

Options
Opsiyonlar
DALI

TM21, EN 62262, EN 60529

1-10V

ASAN

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

AN

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

& 1
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 120°
105 7 105
90° 90°
a
I—& 75° 70 750
-, £
60° e 60
210
45 45
280
350 cdiklm
30° 15°3 0° 15 0°
180.00 00 2700 90.0 75W LED n: 100%
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
(W) (tm) (K) (tm/W) (mm) axbxc (m3) (kg
115957 14 1820 6500 130 610x80x75 6 0,032 7,8
115787 20 2500 6500 125 610x80x75 6 0,032 7,8
115963 27 3159 6500 117 610x80x75 6 0,032 7,8
116061 26 3458 6500 133 1150x80x75 6 0,058 14,7
116062 34 4420 6500 130 1150x80x75 6 0,058 14,7
116063 50 6100 6500 122 1150x80x75 6 0,058 14,7
116064 75 8550 6500 114 1150x80x75 6 0,058 14,7
116066 75 8850 6500 118 1500x80x75 6 0,073 19,1
116067 100 11200 6500 112 1500x80x75 6 0,073 19,1
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Glncel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Largo Car Park

Mechanical Specifications
Mekanik Ozellikler

Body Govde

GRP Fiberglass

IP Rating IP Sinifi IP65
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo -

RAL Code Ral Kodu 7047

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Parking Function Otopark Fonksiyonu _ -
Optical Specifications

Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

%10 Reflector Reflektor -
Light Isik i : Lens Lens -
Diffuser Diflizor PC
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
&l | & B E
80 | 7o | ] M1 | feoseean Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
--—‘t Class Sinif |
» J System Lifetime Sistem Omrii >50.000h
Q PRt Power Factor Gii¢ Faktori >0,95
= Operating Temperature Calisma Sicaklig -20°C / +45°C
\\, Standards Standartlar 60598-2-1, LM79, EN 13032, LM80,
TM21, EN 62262, EN 60529
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Glcg Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (m3) (kq)
113489 36 3960 6500 110 1273x85x85 6 0,041 10

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 120°
1059 79 105°
a
90° 90°
f A Ll AT ‘%
75° 70 750
60 140 60°
210
45° 45°
280
350 cdfklm
30° 15°3 0 15 0°
180.00 0.0 270.0 90.0 36W LED N:100.00 %

Visit our website for latest product informations and documents.
Glincel rin bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Largo Frozen

Suitable for frozen areas
Operating temperature -40C/+45°C
GRP (Glass Reinforced Polyester) body
5 main advantages of GRP body

- High mechanical strength

- High resistance to UV rays

- Anti corrosion, stainless

- High chemical resistance

- Approved 750°C glow wire test

Soguk hava depolariicin tasarlandi
Calisma Sicakligi -40C/+45°C
GRP (Fiberglass) govde
GRP malzemenin 5 Ustunligu
- Yiksek mekanik dayanim
- UVisinlarindan etkilenmez
- Anti korozyon paslanmaz
- Kimyasal dayanimi yliksek
- 750°C kizaran tel testinden gecer

v’ =V

TM-21 60598-2-1 @ E

Mechanical Specifications
Mekanik Ozellikler

Body Govde

GRP Fiberglass

IP Rating IP Sinifi IP65
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo -

RAL Code Ral Kodu 7047

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor PC
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktoru >0,95
Operating Temperature Calisma Sicakligi -40°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032, LM80,

Options
Opsiyonlar
DALI

TM21, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K (Lm/W) (mm) axbxc [(m3) (kg)
105871 21 2310 6500 110 663x85x85 6 0,035 11
105884 42 4620 6500 110 1273x85x85 6 0,062 15
105894 63 6930 6500 110 1573x85x85 6 0,128 16

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriln kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

180.00 0.0 270.0 90.0 42W LED N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Waterproof Luminaires
Etanj Armaturler

24Vdc Largo

Offers high electrical security with its 24Vdc design.
Ensures safe usage in wet and humid environments.

24Vdc tasarimi ile ylksek glivenlik saglar
Islak ve nemli ortamlarda giivenle kullanilir

Mechanical Specifications
Mekanik Ozellikler

Body Govde

GRP Fiberglass

IP Rating IP Sinifi IP65
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo -

RAL Code Ral Kodu 7047

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Opal
CRI >80
Colour Temperature Renk Sicakligi -
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
ARIEIEID ¢
80 || 7o || T2t | [eososa Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 24Vdc
Frenquency Frekans -
- — Class Sinif |
» J'I System Lifetime Sistem Omri >50.000h
——— Power Factor Giic Faktorii -
P Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar 60598-2-1, LM79, EN 13032, LM80,
TM21, EN 62262, EN 60529
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit =
Electrical Protection Elektriksel Sinif =
Microwave Sensor Radar Sensor =
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (/W) (mm) axbxc (m3d) (kg)
110119 21 2100 6500 100 663x85x85 6 0,019 7,5
110114 42 4200 6500 100 1273x85x85 6 0,087 12

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 120°

180.00 0.0 270.0 90.0 42W LED N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Waterproof Luminaires
Etanj Armaturler

Largo LED Tube

Cost effective solutions for industrial plants and car parks
6 different size options:
663/1273/1573mm & Single(85mm)/Double(125mm)
GRP (Glass Reinforced Polyester) body
5 main advantages of GRP body
- High mechanical strength
- High resistance to UV rays
- Anti corrosion, stainless
- High chemical resistance
- Approved 750°C glow wire test

Enddistriyel alanlar ve otoparklar i¢in ekonomik ¢6zim
6 farkli govde secenedi:
663/1273/1573mm & Tekli(85mm)/Ciftli(125mm)
GRP (Fiberglass) gévde
GRP malzemenin 5 Ustiinligu
- Yiksek mekanik dayanim
- UVisinlarindan etkilenmez
- Anti korozyon paslanmaz
- Kimyasal dayanimi yiliksek
- 750°C kizaran tel testinden gecer

L]

@ (€L

Mechanical Specifications
Mekanik Ozellikler

Body Govde

GRP Fiberglas

IP Rating IP Sinifi IP65
IK Rating Body IK Gévde Sinifi 1K06
Fire Protection Alev Korumasi -
Cable Gland Kablo Rakor -
Cable Kablo -
RAL Code Ral Kodu 7047

Mounting Type Montaj Tipi

Cable Tray/Surface Mounted

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Kablo Tavasi/Siva Ustii

Reflector Reflektor

Lens Lens

Diffuser Difuzor

CRI

Colour Temperature Renk Sicakligi

Photobiological Risk Group Fotobiyolojik Risk Grubu

Beam Angle Isik Acisi

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi

220-240Vac

Frenquency Frekans

50-60Hz

Class Sinif

System Lifetime Sistem Omrii

Power Factor G Faktoru

Operating Temperature Calisma Sicaklig

-20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032, LM80,

TM21, EN 62262, EN 60529

< Options
_ . - i Opsiyonlar
: TRRE DALI -
1-10V -
o Step DIM -
Thour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Base Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Duy Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
(lm) (K] (Lm/W) [mm) axbxc (m3) (kg)
102669 G13 - - - 663x85x85 6 0.0414 11
102687 2xG13 - - - 663x85x125 6 0.0530 12,8
102713 G13 - - - 1273x85x85 6 0.0774 17
102744 2xG13 - - - 1273x85x125 6 0.10062 18,5
102867 G13 - - - 1573x85x85 6 0.0960 21,5
102878 2xG13 - - - 1573x85x125 6 0.12402 25

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Technical values has tolerance +-%7 by the operating conditions.
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Technical Drawing
Teknik Cizim

@ 0

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

180.00

00  270.0 90.0 2xG13 N: 72,59 %

LED Tube
I Led Tube
Code No Definition
Uriin Kodu Tanim
314663 9W 4000K 60cm
314664 9W 6500K 60cm
314666 18W 4000K 120cm
314665 18W 6500K 120cm
314669 22W 4000K 150cm
314668 22W 6500K 150cm

Visit our website for latest product informations and documents.
Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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Endustriyel Armaturler
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2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

150-200W

Cronto

350-400W
250-300W

5 years warranty Mecha_nic“al Specifications
Cronto designed for hard industrial plants. oo Z'.?l;a”'k il e Al Al
ody Gévde uminium Aluminyum
IP66/IK10 body IP Rating IP Sinif P66
100.000h driver lifetime IK Rating Body 1K Gévde Sinifi IK10
10kV internal surge protection Fire Protection Alev Korumasi 650°C
30°/60°/90°/Asymmetric lens Cable Gland Kablo Rakor M16
Cable Kablo 3x1,5mm?
5 yil garanti RAL C(?de Ral Kodu . 7043
Cronto, agir ortam kosullarina sahip 7/24 calisan endustriyel Mounting Type Monta Tipi Eable Tray/Bushar/Surface Moq-nte.q
. I ablo Tavasi/Busbar/Siva Usti
tesisler icin tasarlandi. Optical Specifications
IP66/1K10 gévde . Optik Ozellikler )
. . . Light Source Isik Kaynagi Power LED
100.000h driver 6mri Reflector Reflekior .
10kV dahili parafudr Lens Lens PMMA
30°/60°/90°/Asimetrik lens Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 4000K / 5700K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 30°/60° / 90° / Asymmetric
RLC € gllxl&]8]S p—
w80 | | tmzo | | o1 | [sosom2a Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >72.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -40°C / 55°C
Standards Standartlar 60598-2-1, LM79, EN 13032,
. LM80, EN 62262, EN 60529
Options
Opsiyonlar
DALI v
1-10V v
Step DIM v
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
111333 150 22350 5700 149 555x230x135 1 0,023 12
111334 200 28800 5700 144 555x230x135 1 0,023 12
111331 250 36000 5700 144 655x230x135 1 0,027 15
111332 300 42300 5700 141 655x230x135 1 0,027 15
111335 350 48650 5700 139 760x230x135 1 0,032 19
111336 400 54800 5700 137 760x230x135 1 0,032 19

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing

Teknik Cizim
a
L] o
b
o o
Light Distribution Curve
Isik Siddeti Dagilim Egirisi
60° Lens Asymmetric / Asimetrik
120° 120° 120°
\ 105° 105°] \ 105°| \ 1105°|
+—{ 90°| 90° } 90°) 90°
75° 75° ‘ 75° | 75°
60°! 40°! 60°! 60
) 45°| 45°] . ) 45°] y 45°]
;d/klm cd/kim
30° 30°

270.0 co— 0.0

Visit our website for latest product informations and documents.
Gincel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Etna G2 Heavy Industry

Etna Heavy Industry designed for heavy industrial plants.

Operating temperature: -20°C / +70°C

Etna Heavy Industry, agir sanayi tesisleri icin tasarlandi.

Calisma sicakligi: -20°C / +70°C

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating [P Sinifi IP65

IK Rating Body IK Govde Sinifi 1K10
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?

RAL Code Ral Kodu

Mounting Type Montaj Tipi

Cable Tray/Busbar/Surface Mounted

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi

Kablo Tavasi / Busbar / Siva Ustii

Mid Power LED

Reflector Reflektdr

Aluminium Aliminyum

Lens Lens

Diffuser Diflizor

Tempered Glass Temperli Cam

CRI

>80

Colour Temperature Renk Sicakligi

4000K - 5700K - 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
@ [H[ c € Beam Angle Isik Acis! 45°/55°
. = Electrical Specifications
L(leso s Tchl aQH Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +70°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

Options
Opsiyonlar

DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensoér
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
== Gamma Angles 180° 1200 Wide Angle
1 Genis Acl
c 1059 105
j i L 90°] 900
@ 750] 150 750
300
a 60°| 60°
450
b 45 = 5 450
; 750 cdkim
300 150 0° 150 300
. . . Gamma Angles 180° 1200 Narrow Angle
Highbay Luminaire Busbar Assembly Set Dar Aci
.. 150
Yiksek Tavan Busbar Aski Takimi 1059 1059
90°| 90°
750| 150 750
a 300
Code No Dimensions 60° 600
Urtin Kodu Boyutlar 450
[mm) axb
316387 150x69 “ = “
750 cdikim
b 30° 15° 0° 15° 30°
180.00 00 2700 90.0 100W LED N:100.00 %
Code No Type Power  Luminous Flux  Colour Temp. Efficacy Dimensions  Pcs/ Pack Package Vol. Package Weight
Uriin Kodu Tip Gug Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirtigi
(W) (lm) (K) (lm/W) [mm]) axbxc (m3) (kg)
113986 45° 80W 10640 6500K 133 1150x86x178 1 0,0164 4,1
113466 45° 100W 13300 6500K 133 1150x86x178 1 0,0246 6,3
113467 45° 200W 26800 6500K 134 1430x86x178 1 0,0328 7,9

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel Urin bilgi ve

lgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Etna G2 Frozen

Etna Frozen designed for cold storage room.
Operating temperature: -40°C / +55°C

Etna Frozen serisi, soguk hava depolart icin tasarland.
Calisma sicakligi: -40°C / +55°C

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating [P Sinifi IP65

IK Rating Body IK Govde Sinifi 1K10
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?

RAL Code Ral Kodu

Mounting Type Montaj Tipi

Cable Tray/Busbar/Surface Mounted

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi

Kablo Tavasi / Busbar / Siva Ustii

Mid Power LED

Reflector Reflektdr

Aluminium Aliminyum

Lens Lens

Diffuser Diflizor

Tempered Glass Temperli Cam

CRI

>80

Colour Temperature Renk Sicaklig

4000K - 5700K - 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
@ [H[ c € Beam Angle Isik Acis! 45°/55°
. = Electrical Specifications
L(leso s Tchl 5[@2_‘ Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -40°C / +55°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

Options
Opsiyonlar

DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensoér
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
| Gamma Angles 180° 1200 Wide Angle
h Genis Acl
c 1059 1059
j i 909 900
9 750) 150 750
300
a 60°) 600
450
b 45 5 450
750 cd/kim
30° 150 0° 150 300
. . . Gamma Angles 180° 1200 Narrow Angle
Highbay Luminaire Busbar Assembly Set Dar Aci
Yiksek Tavan Busbar Aski Takimi 105 < 105
90°) 900
750) 150 750
a 300
Code No Dimensions 60° 600
Urln Kodu Boyutlar 450
(mm) axb
316387 150x69 “ o “
750 cd/kim
b 300 150 0° 150 300
180.00 00 2700 90.0 100W LED N:100.00 %
Code No Type Power  Luminous Flux  Colour Temp. Efficacy Dimensions  Pcs/ Pack Package Vol. Package Weight
Urin Kodu Tip Glc Isik Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) [mm) axbxc (m3) (kg)
113337 45° 100W 13300 6500K 133 590x86x178 1 0,0164 4,1
113339 45° 150W 19950 6500K 133 870x86x178 1 0,0246 6,3
113341 45° 200W 26800 6500K 134 1150x86x178 1 0,0328 7,9
113343 45° 250W 33250 6500K 133 1430x86x178 1 0,0408 9,8
113345 45° 300W 38400 6500K 128 1430x86x178 1 0,0408 9.8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar ¢calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Etna G2 Food

Etna F i for f tion fecilities.
na Food designed for food production fecilities. e RIS T e T

Mekanik Ozellikler
Etna Food gida liretim tesisleri icin tasarland.

Body Govde Aluminium Aliminyum
IP Rating [P Sinifi IP65

IK Rating Body IK Govde Sinifi 1K10

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor PG11

Cable Kablo 3x1mm?

RAL Code Ral Kodu

Mounting Type Montaj Tipi

Cable Tray/Busbar/Surface Mounted

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi

Kablo Tavasi / Busbar / Siva Ustii

Mid Power LED

Reflector Reflektor

Aluminium Aliminyum

Lens Lens

Diffuser Diflizor

Filmed Tempered Glass
Filmli Temperli Cam

CRI >80
Colour Temperature Renk Sicaklig 4000K - 5700K - 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
@ [H[ c € Beam Angle Isik Acisi £45°/55°
at = Electrical Specifications
<AL =4 Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-1, LM79, EN 13032,

Options
Opsiyonlar

DALI

LM80, EN 62262, EN 60529

1-10V

AR

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensoér

AN NE
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
| Gamma Angles 180° 1200 Wide Angle
h Genis Acl
c 1059 1059
i i L 90°] 900
9 750) 150 750
a 60°| 5 600
450
b 45 5 450
; 750 cdikim
30° 150 0° 150 300
. . . Gamma Angles 180° 1200 Narrow Angle
Highbay Luminaire Busbar Assembly Set Dar Aci
Yiksek Tavan Busbar Aski Takimi 105 < 105
90°) 900
750) 150 750
a 300
Code No Dimensions 60° 600
Urln Kodu Boyutlar 450
(mm) axb
316387 150x69 “ o “
180.00 00 2700 90.0 100W LED N:100.00 %
Code No Type Power  Luminous Flux  Colour Temp. Efficacy Dimensions  Pcs/ Pack Package Vol. Package Weight
Urin Kodu Tip Glc Isik Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) [mm) axbxc (m3) (kg)
113336 45° 100W 13300 6500K 133 590x86x178 1 0,0164 4,1
113338 45° 150W 19950 6500K 133 870x86x178 1 0,0246 6,3
133340 45° 200W 26800 6500K 134 1150x86x178 1 0,0328 7,9
133342 45° 250W 33250 6500K 133 1430x86x178 1 0,0408 9,8
133344 45° 300W 38400 6500K 128 1430x86x178 1 0,0408 9.8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Guncel trin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Etna G2

5 years warranty

Etna designed for hard industrial plants.
Aluminium body

Up to 133lm/W efficacy

45°/55° option

5yil garanti

Etna agdir ortam kosullarina sahip 7/24 calisan endstriyel
tesisler icin tasarlandi.

Aliminyum govde

133lm/W’a varan verimlilik

45°/55° opsiyon

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Anodized Aluminium

Anodize Aliminyum

IP Rating IP Sinifi IP65

IK Rating Body IK Govde Sinifi 1K10
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?

RAL Code Ral Kodu

Mounting Type Montaj Tipi

Cable Tray/Busbar/Surface Mounted

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi

Kablo Tavasi / Busbar / Siva Ustii

Mid Power LED

Reflector Reflektdr

Aluminium Aliminyum

Lens Lens

Diffuser Diflizor

Tempered Glass Temperli Cam

CRI

>80

Colour Temperature Renk Sicakligi

4000K - 5700K - 6500K

150

Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
@ [H[ c € Beam Angle Isik Acis! 45°/55°
. = Electrical Specifications
L(leso s Tchl aQH Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

EN 60598-2-1, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options

Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit 4
Electrical Protection Elektriksel Sinif 1/l
Microwave Sensor Radar Sensér 4




0 ﬁelsan

Technical Drawing Light Distribution Curve
Teknik Cizim — Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 1200 Wide Angle
A Genis Acl
105°) 105°)
90°) 900
a 750 150 750
300
b 609 600
450
X e
45°) 600 450
750 cdikim
300 15° 0° 15° 30°
B L. Gamma Angles 1800 1200 Narrow Angle
Highbay Luminaire Busbar Assembly Set A Dar Aci
Yiksek Tavan Busbar Aski Takimi 1059 1059
90°| 90°
759 150 50
300
Code No Dimensions 60° 60
a Uriin Kodu Boyutlar 450
(mm) axb
316387 150x69 y < “
750 cd/kim
300 150 0° 150 300
» b ‘ 180.00 0 2700 900 100W LED N:100.00 %
Code No Type Power  Luminous Flux  Colour Temp. Efficacy Dimensions  Pcs/ Pack Package Vol. Package Weight
Urin Kodu Tip Gig Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lm/W) (mm]) axbxc (m?3) (kg)
111273 45° 100W 13300 6500K 133 590x86x178 1 0,0164 4,1
111271 45° 150W 19950 6500K 133 870x86x178 1 0,0246 6,3
111269 45° 200W 26800 6500K 134 1150x86x178 1 0,0328 7,9
111258 45° 250W 33250 6500K 133 1430x86x178 1 0,0408 9.8
111256 45° 300W 38400 6500K 128 1430x86x178 1 0,0408 9.8
111272 55° 100W 13300 6500K 133 590x86x178 1 0,0164 4,1
111270 55° 150W 19950 6500K 133 870x86x178 1 0,0246 6,3
111259 55° 200W 26800 6500K 134 1150x86x178 1 0,0328 7,9
111257 55° 250W 33250 6500K 133 1430x86x178 1 0,0408 9.8
111255 55° 300W 38400 6500K 128 1430x86x178 1 0,0408 9.8
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Guncel drin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar ¢calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www pelsan.com.tr



2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Hima G2

It has the shortest payback period thanks to the high-efficiency Mechanical Specifications
factor and affordable price. Mekanik Ozellikler
5 years warranty Body _Gb‘vde Aluminium Alidminyum
Aluminium body, up to 125lm/W efficacy IPRating [P Sinifi__ P65
IK Rating Body |K Gévde Sinifi 1K08
- o . . Fire Protection Alev Korumasi 650°C
Yiiksek etkinlik faktori ve uygun fiyati ile en hizli Cable Gland Kablo Rakor PG11
amortisman siiresine sahiptir. Cable Kablo 3xTmm2
5 Yfl g_arantl ) o RAL Code Ral Kodu 7043
Aliiminyum gévde, 125lm/W varan verimlilik Mounting Type Montaj Tipi Cable Tray/Busbar/Surface Mounted

Kablo T: Busbar/Siva Ustii
Optical Specifications bl TevsiyEusterdeie Usil

Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor Aluminium Aluminyum
Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
<@ ICE
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
(\‘J/ -« C'vj‘ @ Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
LM-80 LM-79 TM-21 60598-2-1 Beam Angle |$Ik AC\S\ 1200

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Frenquency Frekans 50-60Hz

Class Sinif |

System Lifetime Sistem Omrii >50.000h

Power Factor Giic Faktorl >0,95

Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar 60598-2-1, LM79, EN 13032,

. LM80, EN 62262, EN 60529
Options
Opsiyonlar

DALI v

1-10V v

Step DIM -

1hour Emergency Kit 1 Saat Acil Kit v

3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif -

Microwave Sensor Radar Sensor v

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)

114394 75 9075 6500 121 585x147x127 1 0,005 3
111072 75 9000 6500 120 865x147x127 1 0,007 4,5
111073 100 11500 6500 115 865x147x127 1 0,007 4,5
111065 125 15625 6500 125 1145x147x127 1 0,010 6
111066 150 17250 6500 115 1145x147x127 1 0,010 6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Specification of Highbay Sensor
Yiiksek Tavan Sensori Ozellikleri

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

Pelsan

Gamma Angles 180° 120°
105 150 105°)
90° 90°
75° 75°
60° 60°
45° 45°

cd/kim

30° 15°3 15° 0°
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Technical Drawing Highbay Luminaire Busbar Assembly Set
Teknik Cizim Yiksek Tavan Busbar Aski Takimi
]

T ) 1)

CPelsam

° ) [}
a

Code No Dimensions
Uriin Kodu Boyutlar
(mm) axb
316387 150x69

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Karpat G3

Cost effective solution Mechanical Specifications
ENEC certified driver o zl?‘;a”'k il e et At
. ody Gévde etal + Aluminium Aliiminyum
Up to 126lm/W efficacy IP Rating IP Sinifi IP65
o IK Rating Body |K Gévde Sinifi 1K08
Ekonomik fly_at . Fire Protection Alev Korumasi 650°C
ENEC belgeli driver Cable Gland Kablo Rakor PG11
126lm/W'a varan verimlilik Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Cable Tray/Busbar/Surface Mounted

Kablo T: Busbar/Siva Ustii
Optical Specifications <o Tl sie Ut

Optik Ozellikler

Light Source Isik Kaynagi SMD Mid Power
Reflector Reflektor Aluminium Aluminyum
Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
< HICE
Colour Temperature Renk Sicakligi 3000 / 4000 / 6500K
(\‘J/ -« Cvf @ Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
LM-80 LM-79 TM-21 60598-2-1 Beam Angle |$Ik AC\S\ 1500

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Frenquency Frekans 50-60Hz

Class Sinif |

System Lifetime Sistem Omrii >50.000h

Power Factor Giic Faktorl >0,95

Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar 60598-2-1, LM79, EN 13032,

. LM80, EN 62262, EN 60529
Options
Opsiyonlar

DALI v

1-10V v

Step DIM -

1hour Emergency Kit 1 Saat Acil Kit v

3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif -

Microwave Sensor Radar Sensér -

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)

115811 75 9150 6500 122 600x110x60 2 0,011 4,8
115812 110 13860 6500 126 880x110x60 2 0,014 6,9
115813 140 17500 6500 125 1160x110x60 2 0,024 8,5
116489 180 22320 6500 124 882x207x65 1 0,01 55

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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| Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Neta

Neta, especially for professional sport fields

1K10, High impact resistance

Mechanical Specifications
Mekanik Ozellikler

. Body Govde Metal
30°./60°/90°/a?ymmetr|c lens IP Rating P Simih =T
Anti-glare design, UGR<19 IK Rating Body K Govde Sinifi IK10
Flicker free Fire Protection Alev Korumasi 650°C
CRI>90 option Cable Gland Kablo Rakor -
Casambi option Cable Kablo -

RAL Code Ral Kodu 9016

Profesyonel spor salonlariicin, Neta
IK10, Yiksek darbe dayanimi
30°/60°/90°/asimetrik lens

Mounting Type Montaj Tipi

Pendant / Surface Mounted

Optical Specifications
Optik Ozellikler

Sarkit / Siva Ustii

Kamasma onleyici optik tasarim, UGR<19 I&EfT:iZ:r;Zf[ZLigaynagl '_V“d Power

Flicker free Lens Lens PMMA

CRI>90 opsiyonu Diffuser Difiizor -

Casambi opsiyonu CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1

Il C € ..
&

Beam Angle Isik Acisi

30°/60°/90°/Asymmetric

Electrical Specifications
Elektriksel Ozellikler

44 =
80 fz; Tc:’: 60@‘:_, @ $ E Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
- Operating Temperature Calisma Sicakligi -20°C / 45°C
E: Standards Standartlar 60598-2-1, LM79, EN 13032,
L . LM80, EN 62262, EN 60529
a Options
Opsiyonlar
DALI v
o] ;;10V v
il ep DIM -
(. 1hour Emergency Kit 1 Saat Acil Kit v
= 3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensér -
Code No Type Power Luminous Flux  Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Tip Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lrn/W) (mm) axbxc (m3) (kg)
110684 90° 100 15000 6500 150 1300x240x75 1 0,24 7,3
110685 90° 150 21750 6500 145 1300x240x75 1 0,24 7,3
110686 90° 200 28400 6500 142 1300x240x75 1 0,24 7,3

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing

I Teknik Cizim
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Mounting Options
Montaj Opsiyonlari

Pendant With Chain Zincirleme Sarkit
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Angle Adjustable Mounting
Aci Ayarli Montaj

Surface Mounting
Siva Ustii Montaj
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Light Distribution Curve
Istk Siddeti Dagilim Egirisi

90° Asimetrik

Gamma Angles 180° 1200

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Esta

Esta, especially for professional sport fields Mechanical Specifications

IK10, high impact resistance LI LA s

Flicker free Body Govde Metal

- IP Rating IP Sinifi IP40

CRI>90 option IK Rating Body 1K Gévde Sinifi IK10

Casambi option Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Profesyonel spor salonlari icin, Esta Cable Kablo -

IK10, Yilksek darbe dayanimi S Evele Relllfoe B0l —
Mounting Type Montaj Tipi Surface Mounted Siva Usti

Flicker free
CRI>90 opsiyonu Optical Specifications
Casambi opsiyonu Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor Metal
Lens Lens -
) Diffuser Diflizor Opal
[H[ C € “,-‘;( CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
(\‘J/ -« Cvf @ @ J E Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
LM-80 LM-79 TM-21 60598-2-1 RoHS Beam Angle |$Ik AC\S\ 1400

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
- Frenquency Frekans 50-60Hz
Class Sinif [
— == e = — System Lifetime Sistem Omrii >50.000h
J Power Factor Giic Faktorl >0,95
i Operating Temperature Calisma Sicakligi -20°C / 45°C
Standards Standartlar 60598-2-1, LM79, EN 13032,
\ | . LM80, EN 62262, EN 60529
Options
- - - = Opsiyonlar
DALI v
1-10V v
| Step DIM -
) 1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
109035 100 12900 4000 129 1220x305x75 1 0,38 8,35
110728 150 18600 4000 124 1220x305x75 1 0,38 8,35
109826 230 30360 4000 132 1220x305x75 1 0,38 13,32

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Sia G2

Mechanical Specifications
Mekanik Ozellikler

5 years warranty Body Govde Aluminium Aliminyum
. o IP Rating IP Sinifi IP66
100.000h driver lifetime IK Rating Body 1K Gévde Sinifi IK10
10kV internal surge protection Fire Protection Alev Korumasi 650°C
30°/60°/90°/Asymmetric Lens Cable Gland Kablo Rakor PG11
IP66, IK10 Body Cable Kablo 3x1.5mm?
RAL Code Ral Kodu 7043
5 yil garanti Mounting Type Montaj Tipi Surface Mounted Siva Usti
100.000h driver 6mrii Optical Specifications
30°/60°/90°/Asimetrik Lens = | Opei Oy _
.. Light Source Isik Kaynagi Mid Power LED
10kV dahili parafudr Reflector Reflektor -
IP66, IK10 govde Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ [F [ c E Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 30°/60°/90°/Asymmetric
S‘{; fo; g&: 60@:‘ Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / 40°C
Standards Standartlar 60598-2-1, LM79, EN 13032,
. LM80, EN 62262, EN 60529
3 Options
i Opsiyonlar
DALI v
1-10V v
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Ral Code Ral Kodu v
- Marine Painting Marin Boya -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
115560 100 15500 6500 155 341x341x135 1 0,01 4,84
115561 150 22500 6500 150 341x341x135 1 0,01 4,84
115562 200 28000 6500 140 341x341x135 1 0,01 4,84

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Istk Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Castor G3

= :

75W / 100W
150W / 200W

5 years warranty Mechanical Specifications
100.000h driver lifetime oo I;/I“el;amk Ozellikler Ao A

. . ody Govde uminium uminyum
6kY |nt§rnal surge protection IP Rating 1P Sinif P65
45°/90° Lens IK Rating Body 1K Gévde Sinifi IK08
Microwave sensor option Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor PG9

Syil garanti Cable Kablo 3xTmm?
1[]0 UOUh driver Omru RAL Code Ral Kodu 7043

) Mounting Type Montaj Tipi Pendant Sarkit

45°/90° Lens
6kV dahili parafudr Optical Specifications
Sensdr uygulamasi Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -
Lens Lens EE
Diffuser Diflizor -
< HICE
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
(\‘J/ -« Cvf @ Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
LM-80 LM-79 TM-21 60598-2-1 Beam Angle |$|k AC‘S‘ 450/900

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Frenquency Frekans 50-60Hz

Class Sinif |

System Lifetime Sistem Omrii >62.000h

Power Factor Giic Faktorl >0,95

Operating Temperature Calisma Sicakligi -40°C / 55°C

Standards Standartlar 60598-2-1, LM79, EN 13032,

. LM80, EN 62262, EN 60529
Options
Opsiyonlar

DALI v

1-10V v

Step DIM -

1hour Emergency Kit 1 Saat Acil Kit v

3hour Emergency Kit 3 Saat Acil Kit v

Electrical Protection Elektriksel Sinif -

Microwave Sensor Radar Sensor v

Code No Type Power Luminous Flux  Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Tip Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lrn/W) (mm) axbxc (m3) (kg)

114042 90° 75 11550 5700 154 272x180 6 0,0095 16,8
114043 90° 100 14900 5700 149 272x180 6 0,0095 16,8
114044 90° 150 21900 5700 146 323x186 4 0,0176 12,8
114045 90° 200 28400 5700 142 323x186 4 0,0176 12,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Assembly Set and Anti-Glare Reflector
Aski Takimi ve Kamasma Onleyici Reflektor

Code No Definition
Uriin Kodu Tanim

Castor G3 Busbar Assembly Set

325718 Castor G3 Tavan Busbar Aski Takimi

Castor G3 Anti-Glare Reflector

325458 Castor G2 Kamasma Onleyici Reflektor

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Highbay Luminaires
Yiuksek Tavan Armaturleri

Monte G2

Cost effective solution Mechaniqal Specifications
Efficacy up to 123lm/W Mekanik Ozellikler

Body Govde Aluminium Aliminyum
IP65, dust and waterproof IP Rating 1P Sinif P65
IK Rating Body IK Gévde Sinifi 1K08
Ekonomik fiyat Fire Protection Alev Korumasi 650°C
123lm/W’a varan verimlilik Cable Gland Kablo Rakor PG9
IP65, toz ve su almaz Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Pendant Sarkit

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -

Lens Lens EE

Diffuser Diflizor -

CRI >80

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -

=
N
m

Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >30.000h
Power Factor Giic Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / 45°C
Standards Standartlar 60598-2-1, EN 62262, EN 60529
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
110569 100 11500 5700 115 272x180 6 0,051 9,6
110570 150 18450 5700 123 323x186 4 0,046 11,6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Glincel rin bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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Industrial Luminaires
Endustriyel Armaturler

2 Pelsan




2 Pelsan

Canopy Luminaires
Kanopi Armaturler
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2 Pelsan

Canopy Luminaires
Kanopi Armatd

Piroliz

rleri

5 year warranty
IP67 ENEC certified driver
100.000h driver lifetime

10kV internal surge protection

30°/60°/90°Lens

5yil garanti

IP67 ENEC belgeli driver
100.000h driver 6mri
10kV dahili parafudr
30°/60°/90° Lens

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounted Siva Alti

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
< HICE
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
C\{ o« (Z”‘ @ @ J E Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
LM-80 LM-79 ™21 | [60s982:2 RoHS Beam Angle Isik Acisi 30°/60° / 90°
i Electrical Specifications
— Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
3 Class Sinif [
g System Lifetime Sistem Omrii >50.000h
e, o Power Factor G Faktori >0,95
- - Operating Temperature Calisma Sicakligi -20°C / +55°C
_ Standards Standartlar EN60598-2-2, EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar
DALI v
1-10V v
Step DIM v
" - 1hour Emergency Kit 1 Saat Acil Kit v
s 3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
109937 75 12000 6500 160 395x385x132 1 0,0243 8
109938 100 15500 6500 155 395x385x132 1 0,0243 8
109939 125 18750 6500 150 395x385x132 1 0,0243 8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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B Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
a
Gamma Angles 180° 1200
o B 90
105° 105°
90° 90°
b 750 750
60°] 60°
45° 450
cd/kim
o 30° 150 0° 15° 300
180.00 0.0 270.0 90.0 100W LED T]:WDD.DD %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Canopy Luminaires
Kanopi Armaturleri

Okta

140lm/W efficacy Mecha_nic“al Specifications
Lens option Mekanik Ozellikler
e . Body Govde Aluminium Aliminyum
ENEC certified driver IP Rating IP Sinif IP65
Lo L IK Rating Body IK Gévde Sinifi 1K08
MOlm/W_etkm“k faktord Fire Protection Alev Korumasi -
Lens opsiyonu Cable Gland Kablo Rakor PG11
ENEC belgell driver Cable Kablo 3x1mm?2
RAL Code Ral Kodu 9016
Mounting Type Montaj Tipi Recessed Mounted Siva Alt

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED
Reflector Reflektor =
Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
<@l CE
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
C\{ o« (Z”‘ @ @ ¢ E Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
LM-80 LM-79 ™21 | [6059822 RoHS Beam Angle Isik Acisi 160°
Electrical Specifications
. " Elektriksel Ozellikler
“ Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
- Class Sinif |
System Lifetime Sistem Omrii >50.000h
- &% Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2, EN62262,EN60529,
- . EN13032,LM79,LM80
= - Optllons
Opsiyonlar
DALI v
1-10V v
Step DIM v
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
- Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
106627 80 11200 6500 140 400x400x140 1 0,021 4,8
110173 100 11000 6500 110 400x400x100 1 0,021 4,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar ¢alisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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2 Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
a
Gamma Angles 180° 1200
500
105° 105°
90° 90°
b 75°) 75°
60°] 60°
45° 450
2500 cd/kim
c 30° 150 0° 15° 30°
180.00 0.0 270.0 90.0 80W LED I]:WDD 00 %

Visit our website for latest product informations and documents.
Guncel drin bilgi ve th“q(“(“\ Icin web sitemizi ziy ainiz

www pelsan.com.tr



2 Pelsan

Canopy Luminaires
Kanopi Armaturleri

Lenta

Cost effective
High efficiency internal driver
IP65, dust and waterproof

Ekonomik fiyat
Yiksek verimli dahili suriici
IP65, toz ve su gegirmez

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi -

Cable Gland Kablo Rakor -

Cable Kablo 3xTmm?2
RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi

Recessed Mounted Siva Alti

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Power LED

Reflector Reflektor

Plastic Plastik

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70

Colour Temperature Renk Sicakligi 5000K
C\{ o« (Z” @ @ J E Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
LM-80 LM-79 ™21 | [6059822 RoHS Beam Angle Isik Acisi 140°
T Electrical Specifications
| Elektriksel Ozellikler
o Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >30.000h
Power Factor Giic Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-2, EN62262,EN60529,
. EN13032,LM79,LM80
Options
Opsiyonlar

DALI -
1-10V -

—~—— Step DIM -

i Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
110507 100 10000 5000K 100 400x400x88 1 0,021 52

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 1200

dikl
o o o o o
(o
180.00 0.0 270.0 900 100WLED N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr




Ex-Proof Luminaires
Ex-Proof Armaturler

" Pelsan




2 Pelsan

Ex-Proof Luminaires
Ex-Proof Armaturler
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2 Pelsan

Ex-Proof Floodlights
Ex-Proof Projektorler

Atarex

ZONE1
ZONE21

Wide power option: 50W-480W

Gas explosion proof: ZONE 1

Dust explosion proof: ZONE21

112G Ex eb IIB T4...T6 Gb

112D Ex tb 11IC T85...130°C Db ATEX directive

Genis glic opsiyonu: 50W-480W
Gaz patlama korumasi: ZONE 1
Toz patlama korumasi: ZONE21
I12G Ex eb [IB T4...T6 Gb

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66

IK Rating Body IK Gévde Sinifi 1K10

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor M20
Cable Kablo 3x1,5mm?2
RAL Code Ral Kodu 7043

Mounting Type Montaj Tipi

Pole / Ground Direk / Zemin

Optical Specifications
Optik Ozellikler

[1 2D Ex tb 1IC T85...130°C Db ATEX direktifine uygundur. Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Difuzor Clear Tempered Glass Seffaf Temperli Cam (10mm)
CRI >70
Colour Temperature Renk Sicaklig 3000K / 4000K / 6500K
@ c € Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 30°/60°/90°
‘e Al [ = - ¢ Electrical Specifications
g":o s TcMél @ w@ @ s E Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +55°C
Standards Standartlar EN60598-2-5, EN62262,EN60529,
i EN13032,LM79,LM80,60079-10-1,
Yyl 60079-10-2
Opsiyonlar
DALI v
1-10V v
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kg)
115486 50 6000 6500 120 342x350x264 1 0,04 15,5
115865 100 13200 6500 132 342x350x264 1 0,04 15,5
115864 150 19350 6500 129 342x350x264 1 0,04 15,5
115863 200 25000 6500 125 342x350x264 1 0,04 15,5
115487 240 29520 6500 123 342x350x264 1 0,04 15,5
115780 480 50400 6500 105 438x754x488 1 0,11 24,9

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values have tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Lutfen satis ekibi ile iletisime geciniz

Teknik sonugclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve

Teknik Cizim Isik Siddeti Dagilim Egirisi
Gamma Angles 180° 120°
150
1059 1059
a
90° 900
75¢ 750
60°) 500
45°| 45°
750 cdikim
300 15° 0° 15° 300
180.0 e— 0.0 200W N:1000.0%

270.0 en—90.0

Cone Diagram
Konik Diagram

Tm | 8012Ix-15942Ix 178,24cm

2m | 2003lx-3986lx l \ 356,48cm

3m | 890,31x-1771lx 534,71cm

500,81x-996,41x 712,95cm

320,51x-637,71x 891,19cm
222,61x-442,8lx 1069,43cm
163,51x-325,41x 1247,67cm
125,21x-249,11x 1425,90cm

98,921x-196,81x 1604,14cm

80,121x-159,4lx 1782,38cm

Height Eavg; Emax  Angle: 83,41° Diameter

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www.pelsan.com.tr



2 Pelsan

Ex-Proof Highbay
Ex-Proof Yiksek Tavan

Atarex

ZONE1
ZONE21

Wide power option: 50W-240W

Gas explosion proof: ZONE 1

Dust explosion proof: ZONE21

112G Ex eb IIB T4...T6 Gb

112D Ex tb 11IC T85...130°C Db ATEX directive

Genis glic opsiyonu: 50W-240W
Gaz patlama korumasi: ZONE 1
Toz patlama korumasi: ZONE21
I12G Ex eb [IB T4...T6 Gb

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66

IK Rating Body |K Gévde Sinifi 1K10

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor M20
Cable Kablo 3x1,5mm?2
RAL Code Ral Kodu 7043

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler

[1 2D Ex tb 1IC T85...130°C Db ATEX direktifine uygundur. Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Difuzor Clear Tempered Glass Seffaf Temperli Cam 10mm)
CRI >70
Colour Temperature Renk Sicaklig 3000K / 4000K / 6500K
@ c E . Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
T Beam Angle Isik Acisi 30°/60°/90°
&l & @ @ ¢ E Electrical Specifications
LM-80 LM-79 TM-21 60079-10-2 RoHS Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +55°C
Standards Standartlar 60598-2-1, EN62262, EN60529
X EN13032, LM79, LM80,
Yyl 60079-10-1, 60079-10-2
Opsiyonlar
DALI 4
1-10V v
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kg)
115866 50 6000 6500 120 342x307x241 1 0,032 15,3
115867 100 13200 6500 132 342x307x241 1 0,032 15,3
115868 150 19350 6500 129 342x307x241 1 0,032 15,3
115869 200 25000 6500 125 342x307x241 1 0,032 15,3
115870 240 29520 6500 123 342x307x241 1 0,032 15,3

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values have tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 1200
150
105°) 105°)
90| 90°
75°| 75°
60°) 60°
459 450
750 cdikim
30° 150 0° 150 30°
180.0 em— 0.0 200W N:1000.0%

270.0 en—90.0

Cone Diagram
Konik Diagram

Tm | 8012lx-15942(x 178,24cm

2m | 2003(x-39861x l \ 356,48cm

3m | 890,31x-1771lx 534,71cm

500,81x-996,41x 712,95cm

320,51x-637,71x 891,19cm
222,61x-442,8lx 1069,43cm
163,51x-325,4lx 1247,67cm
125,21x-249,11x 1425,90cm

98,921x-196,81x 1604,14cm

80,121x-159,4lx 1782,38cm

Height Eavg; Emax  Angle: 83,41° Diameter

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Ex-Proof Waterproof Luminaires
Ex-Proof Etanj Armaturleri

Exta

ZONE1
ZONE21

i . A Mechanical Specifications
nhde power range: 14W-150W Mekanik Ozellikler
p to 145lm/W efficiency Body Gévde Aluminium Aliminyum
Gas explosion proof: ZONE1 IP Rating IP Sinif P66
Dust explosion proof: ZONE21 IK Rating Body IK Govde Sinifi IK10
112G Exdb IIB Té6 Gb Fire Protection Alev Korumasi 650°C
1 2D Ex tb IlIC T85°C Db ATEX directive Cable Gland Kablo Rakor M20
Cable Kablo 3x1,5mm?
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Surface Mounted / Pendant

Genis glic araligi: 14W-150W

L . Siva Ustii / Sarkit
145lm/W'a varan etkinlik faktoru

Optical Specifications

Gaz patlama korumasi: ZONE1 Optik Ozellikler
Toz patlama korumasi: ZONE21 Light Source Isik Kaynag Mid Power LED
112G Exdb IIBTé6 Gb Reflector Reflektor -
I1 2D Ex tb llIC T85°C Db ATEX direktifine uygundur. Lens Lens -
Diffuser Difiizor BG
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ c E J Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 120°
44 = =
A IRaiA 2 E. @ $ E Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktori >0,95
Operating Temperature Calisma Sicaklig -20°C / +55°C
Standards Standartlar EN60598-2-1, EN62262,EN60529,
EN13032,LM79,LM80,60079-10-1,
0pti°n$ 60079-10-2
Opsiyonlar
DALI v
1-10V 4
Step DIM 4
1hour Emergency Kit 1 Saat Acil Kit 4
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kg)
115871 14 2030 6500 145 471x152x70 1 0,01 3,8
115872 26 3692 6500 142 760x152x70 1 0,02 6,5
115490 35 4900 6500 140 1320x152x70 1 0,04 10,5
115873 50 6800 6500 136 1320x152x70 1 0,04 10,5
115874 75 9900 6500 132 1320x152x70 1 0,04 10,5
115875 100 13700 6500 137 1620x152x70 1 0,05 13
115489 150 19800 6500 132 1620x152x70 1 0,05 13

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values have tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating [P Sinifi IP66

IK Rating Body IK Gévde Sinifi 1K10

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor M20
Cable Kablo 3x1,5mm?2
RAL Code Ral Kodu 7043

Mounting Type Montaj Tipi

Surface Mounted, Pendant

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Siva Ustii, Sarkit

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor BE
CRI >70
Colour Temperature Renk Sicaklig 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktori >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Function Mode Calisma Sekli

Maintained/Non-Maintained Siirekli/Kesintide

Charging Indicator Sarj Gostergesi

2 Pelsan

Ex-Proof Emergency Luminaires
Ex-Proof Acil Aydinlatma Armaturleri

Exta

ZONE1
ZONE21

Gas explosion proof: ZONE1
Dust explosion proof: ZONE21

112G Exdb IIB T6 Gb

I1 2D Ex tb IlIC T85°C Db ATEX directive

Gaz patlama korumasi: ZONE, 1
Toz patlama korumasi: ZONE21

12G Exdb lIBT6 Gb

I1 2D Ex th [1IC T85°C Db ATEX direktifine uygun

<3

4 a4
-+,

LM-79

&
&

T™-21

=V
60079-10-1

60079-10-2

RoHS

Discharging Indicator Desarj Géstergesi

Switch Anahtar

Standards Standartlar

EN60598-2-1, EN62262,EN60529,

Options
Opsiyonlar
DALI

EN13032,LM79,LM80,60079-10-1,
60079-10-2

1-10V

Step DIM

Electrical Protection Elektriksel Sinif

RAL Code RAL Kodu

Technical Drawing
Teknik Cizim

1

Code No Power  Battery Charging Time Discharging Luminous Flux Colour Temp. Efficacy Dimensions Pcs/Pack Pack.Vol. Pack. Weight
Uriin Kodu  Gic Batarya Sarj Suresi Time Isik Akisi Renk Sicakligr  Etkinlik Faktori  Boyutlar Koli Adedi  Koli Hacmi  Koli Agirligi
(W) Desarj Suresi (tm) (K] (tm/W) (mm) axbxc (m?3) (kg)
115488 8  3,7V4500mAh 24h. 3h. 480 6500 60 471x152x170 1 0,01 3,4

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values have tolerance +-%7 by the operating conditions.
Uriin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

www pelsan.com.tr



2 Pelsan

Ex-Proof Waterproof
Ex-Proof Etan)

Largo LED

ZONE2
ZONE22

Gas explosion proof: ZONE 2

Dust explosion proof: ZONE22

113G Ex eclIC T6 Gc

113D Ex tc I1IC (T80 °C) Dc

Complies with 2014/34/EU ATEX Directive

Gaz patlama korumasi: ZONE 2
Toz patlama korumasi: ZONE22
I13G Ex eclIC Té Ge

113D Ex tc IIC (T80 °C) Dc
2014/34/EU ATEX direktifine uygun

& CEE.
&

AR

LM-80 LM-79 TM-21

60079-10-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde GRP
IP Rating IP Sinifi IP65
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo -

RAL Code Ral Kodu 1023

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens -
Diffuser Diftizor PC
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C/ 50°C

Standards Standartlar

EN60598-2-1, EN62262, EN60529,

Options
Opsiyonlar
DALI

EN13032,LM79,LM80,60079-10-1,
60079-10-2

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

v
v

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

« 1

Marine Painting Marin Boya

Code No Power Luminous Flux
Urlin Kodu Gic Isik Akisi
(W) (lm)

Colour Temp.
Renk Sicaklig
(K)

Etkinlik Faktoru

Pcs / Pack
Koli Adedi

Dimensions
Boyutlar
(mm) axbxc

Efficacy

(Lm/W)

Package Vol.
Koli Hacmi

Package Weight
Koli Agirligi
(m3) (kg)

108458 25 2750

6500

110 670x85x125

o~

0,053 12,8

108459 45 4950

6500

110 1280x85x125 6

0,1 18,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values have tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Lutfen satis ekibi ile iletisime geginiz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 120°

70

105°) 105°|

90°| 90°

750 70 750
140

60°| 60°
210

450 3 280 450
350 cd/kim

30° 150 0° 150 30°
180.00 enmm— .0 2700 co— 0.0 45W LED N:100.00 %

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Ex-Proof Waterproof
Ex-Proof Etan)

Largo LED Tube

ZONE2
ZONE22

Gas explosion proof: ZONE 2

Dust explosion proof: ZONE22

113G Ex eclIC T6 Gc

113D Ex tc I1IC (T80 °C) Dc

Complies with 2014/34/EU ATEX Directive

Gaz patlama korumasi: ZONE 2
Toz patlama korumasi: ZONE22
I13G Ex eclICTé6 Gc

Mechanical Specifications
Mekanik Ozellikler

Body Govde GRP
IP Rating IP Sinifi IP65
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo -

RAL Code Ral Kodu 1023

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

113D Ex tc IlIC (T80 °C) Dc

2014/34/EU ATEX direktifine uygun Optical Specifications

Optik Ozellikler

Light Source Isik Kaynagi =
Reflector Reflektor -
Lens Lens -
Diffuser Diftizor PC
CRI -
Colour Temperature Renk Sicakligi -
Photobiological Risk Group Fotobiyolojik Risk Grubu -
Beam Angle Isik Acisi 120°

m
CELJIT

b (d

&/ P G’f‘ =v =v ¢

LM-80 LM-79 TM-21 60079-10-1 RoHS

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [

System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl -

Operating Temperature Calisma Sicakligi -20°C/ 50°C

Standards Standartlar EN60598-2-1, EN62262, EN60529,
EN13032,LM79,LM80,60079-10-1,

60079-10-2

Options

Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya -

Code No Power Base Dimensions Pcs / Pack Package Vol. Package Weight

Uriin Kodu G (W) Duy Boyutlar [mm)] axbxc Koli Adedi Koli Hacmi (m?3) Koli Agirligr (kg)
111402 1x9 1xG13 670x85x125 6 0,0414 "
111404 2x9 2xG13 670x85x125 6 0,053 12,8
111405 1x18 1xG13 1280x85x125 6 0,0774 17
111406 2x18 2xG13 1280x85x125 6 0,10062 18,5

Technical values have tolerance +-%7 by the operating conditions.
Teknik sonugclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
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2 Pelsan

Ex-Proof Waterproof
Ex-Proof Etan)

Largo T8

ZONE2
ZONE22

Gas explosion proof: ZONE 2

Dust explosion proof: ZONE22

113G Ex eclIC T6 Gc

113D Ex tc I1IC (T80 °C) Dc

Complies with 2014/34/EU ATEX Directive

Gaz patlama korumasi: ZONE 2
Toz patlama korumasi: ZONE22
I13G Ex eclIC Té Ge

113D Ex tc IIC (T80 °C) Dc
2014/34/EU ATEX direktifine uygun

o 5
| |4
b
&/ P G’f‘ =v =v ¢
LM-80 LM-79 TM-21 60079-10-1 RoHS

Mechanical Specifications
Mekanik Ozellikler

Body Govde GRP
IP Rating IP Sinifi IP65
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo -

RAL Code Ral Kodu 1023

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi TLD
Reflector Reflektor -
Lens Lens -
Diffuser Diflizor PC
CRI -

Colour Temperature Renk Sicakligi -

Photobiological Risk Group Fotobiyolojik Risk Grubu -

Beam Angle Isik Acisi 120°

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [

System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C/ 50°C

Standards Standartlar

EN60598-2-1, EN62262, EN60529,

Options
Opsiyonlar
DALI -

60079-10-2

EN13032,LM79,LM80,60079-10-1,

1-10V =

Step DIM -

Thour Emergency Kit 1 Saat Acil Kit -

3hour Emergency Kit 3 Saat Acil Kit -

Electrical Protection Elektriksel Sinif -

Microwave Sensor Radar Sensor -

RAL Code RAL Kodu v

Marine Painting Marin Boya -

Code No Power Base Dimensions Pcs / Pack Package Vol. Package Weight

Uriin Kodu Guc (W) Duy Boyutlar [mm)] axbxc Koli Adedi Koli Hacmi (m?3) Koli Agirligr (kg)
108297 2x18 2xG13 670x85x125 6 0,05304 12,8
108298 2x36 2xG13 1280x85x125 6 0,10062 18,5

Technical values have tolerance +-%7 by the operating conditions.
Teknik sonuclar ¢alisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Ex-Proof Emergency Luminaires
Ex-Proof Acil Aydinlatma Armaturleri

Ausled & Rausled

ZONE 2
ZONE22

Gas Explosion Proof: ZONE 2
Dust Explosion Proof: ZONE22
113G Ex ec lIC T6 Gc

113D Ex tc lIC (T85°C) Dc

Gaz Patlama Korumasi: ZONE2
Toz Patlama Korumasi: ZONE22
I13G Ex eclICT6 Gc

I13D Ex tc IIC (T85°C) Dc

60598-2-22 RDHS

Mechanical Specifications
Mekanik Ozellikler

Body Govde PC

IP Rating IP Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG9/M16
Cable Kablo -

RAL Code Ral Kodu 1023

Mounting Type Montaj Tipi

Surface-Recessed Mounted

Optica“l Specifications
Optik Ozellikler

Siva Ustii - Siva Alti

Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflizor PC
CRI >80
Colour Temperature Renk Sicakligi 3000K-4000K-6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1
Beam Angle Isik Acisi 110°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gli¢ Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Function Mode Calisma Sekli

Maintained / Non-Maintained

Sirekli / Kesintide

Charging Indicator Sarj Gostergesi

Discharging Indicator Desarj Gdstergesi

Switch Anahtar

Standards Standartlar

60598-2-22, LM79, EN 13032, LM80,
TM21, EN 62262, EN 60529,

Options 60079-10-1, 60079-10-2
:‘ = Opsiyonlar
— '--.":_, DALI -
N — 1-10V =
~— Step DIM -
’"T Electrical Protection Elektriksel Sinif -
- RAL Code RAL Kodu v
Code No Type Power Battery Charging Time Discharging Lum. Flux Colour Temp. Efficacy Dimensions Pcs/Pack Pack. Vol. Pack. Weight
Urin Kodu Tip Glc Batarya Sarj Suresi Time Isik Akisi Renk Sicakligr Etkinlik Faktori ~ Boyutlar ~ Koli Adedi Koli Hacmi  Koli Agirligi
(W) Desarj Stresi (lm) (K) (lm/W) (mm) axbxc (m3) (kg)
109710 SurfaceMounted 15 37y 4500mAh  24h 3h 1500 6500 100 350x117x76 6 0,027 5,5
111644 RecessedMounted 15 3 9y 4500mAh  24h 3h 1500 6500 100 350x117x76 6 0,027 5,5
111683 Uriecefiounted 45 37y 4500mAh  24h 3h 1500 6500 100 350x117x218 6 0,027 5,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values have tolerance +-%?7 by the operating conditions. Teknik sonuclar ¢calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Ausled
109710 / 111644

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Technical Drawing
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Visit our website for latest product informations and documents.
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2 Pelsan

Ex-Proof Floodlights
Ex-Proof Projektorler

Elit Lirad

ZONE2
ZONE22

Gas Explosion Proof: ZONE 2
Dust Explosion Proof: ZONE22
113G Ex ec lIC T5 Gc

113D Ex tc lIC (T95°C) Dc

Gaz Patlama Korumasi: ZONE2
Toz Patlama Korumasi: ZONE22
I13G Ex eclICT5 Gc

I13D Ex tc IIC (T95°C) Dc

&+ [&] [B 71V
LM-80 LM-79 T™-21 60598-2-5 A

‘péfgalt

Mechanical Specifications
Mekanik Ozellikler

Body Govde GRP

IP Rating IP Sinifi IP65

IK Rating Body IK Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor M20
Cable Kablo 3x1,5mm?
RAL Code Ral Kodu 1023

Mounting Type Montaj Tipi

Pole-Ground / Direk-Zemin

Optica“l Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED

Reflector Reflektor Aluminium Aliminyum

Lens Lens PMMA

Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70

Colour Temperature Renk Sicaklig

3000K-4000K-6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu

RGO1

Beam Angle Isik Acisi

Symmetric / Asymmetric

Electrical Specifications
Elektriksel Ozellikler

Simetrik / Asimetrik

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktoru >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-5, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, TM21, EN 62262, EN
60529, 60079-10-1, 60079-10-2

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

Marine Painting Marin Boya

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gig Istk Akisi Renk Sicakligi Etkinlik Faktorl Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lm/W) [mm) axbxc (m3) (kq)
109707 50 7000 6500 140 200x295x175 6 0,08 18

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values have tolerance +-%?7 by the operating conditions.

Urin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Lutfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

190



Technical Drawing
Teknik Cizim
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Visit our website for latest product informations and documents.
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2 Pelsan

Ex-Proof Floodlights
Ex-Proof Projektorler

NEY o)

ZONE2
ZONE22

Gas explosion proof: ZONE 2

Dust explosion proof: ZONE22

113G Ex ec lIC T5 Gc

113D Ex tc l1IC (T95 °C) Dc

Complies with 2014/34/EU ATEX Directive

Gaz patlama korumasi: ZONE 2
Toz patlama korumasi: ZONE22
I13G Ex eclIC T5 Gc

113D Ex tc IIC (T95 °C) Dc
2014/34/EU ATEX direktifine uygun

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66

IK Rating Body |K Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1,5mm?2
RAL Code Ral Kodu 1023

Mounting Type Montaj Tipi

Pole / Ground Direk / Zemin

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Difuzor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ C € Photobiological Risk Group Fotobiyolojik Risk Grubu _RG1
Beam Angle Isik Acisi 30°/60°/90°
‘e Al [ = - ¢ Electrical Specifications
5«% s TcMél @ w@ @ s E Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
e ¥ & Q1L R Frenquency Frekans 50-60Hz
L \ t . 1 o
ot 1 - o i Class Sinif |
i , ] T NS System Lifetime Sistem Omrii >50.000h
L ) Rt o |9 " Power Factor Giic Faktori >0,95
.'u] th PALS 3 o+ “"' '| : ! Operating Temperature Calisma Sicakligi -20°C / +55°C
g b R .l ;. X ¥ & Standards Standartlar EN60598-2-5, EN62262,EN60529,
: L ¥ o " & Options EN13032,LM79,LM80,60079-10-1,
i t o - N d i€ 2 OP : 60079-10-2
o ot N § 3 psiyonlar
i | 1 - DALI -
b ' s g 1-10V -
, ks ; sa‘ Step DIM -
\ W‘ Thour Emergency Kit 1 Saat Acil Kit -
". 3hour Emergency Kit 3 Saat Acil Kit -
L ¢ - /M Electrical Protection Elektriksel Sinif -
L - B } & Microwave Sensor Radar Sensor =
!% - ) DAAF ek RAL Code RAL Kodu v
A \ ,), | e Lt J it J Marine Painting Marin Boya -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kg)
111372 50 8650 6500 173 342x342x121 1 0,0262 8
111371 75 12225 6500 163 342x342x121 1 0,0262 8
111370 100 15700 6500 157 342x342x121 1 0,0262 8
111369 125 20000 6500 160 342x342x121 1 0,0262 8
111368 150 22050 6500 147 342x342x121 1 0,0262 8
111055 200 29600 6500 148 342x342x121 1 0,0262 8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values have tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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I Technical Drawing

Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
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2 Pelsan

Ex-Proof Road & Street Luminaires
Ex-Proof Yol & CaddeArmaturler

NEY o)

ZONE2
ZONE22

Gas explosion proof: ZONE 2 meﬁhafucgl SEFEfiﬁcath“s
. ekanik Ozellikler
Dust explosion proof: ZONE22 Body Govde Aluminium Aliminyum
113G ExeclICT5Gc IP Rating IP Sinifi IP66
113D Ex tc l1IC (T95 °C) Dc IK Rating Body IK Govde Sinifi IK08
Complies with 2014/34/EU ATEX Directive Fire Protection Alev Korumas 650°C
Cable Gland Kablo Rakor PG11
Gaz patlama korumasi: ZONE 2 Cable Kablo 3x1,5mm?
Toz patlama korumasi: ZONE22 RAL Code Ral Kodu 1023
11 3G Ex ec IIC T5 G¢ Mounting Type Montaj Tipi Pole Direk
13D Ex tc lIC (T95 °C) Dc Optical Specifications
2014/34/EU ATEX direktifine uygun Optik Ozellikler
Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Difuzor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ c € Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi Asymmetric Asimetrik
‘e Al [ = - ¢ Electrical Specifications
5«% S TcMél @ w@ @ I s E Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +55°C
Standards Standartlar EN60598-2-3, EN62262,EN60529,
X EN13032,LM79,LM80,60079-10-1,
2 60079-10-2
Opsiyonlar
) DALI -
} 1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
d Electrical Protection Elektriksel Sinif -
¥ Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya -

Code No  Power Luminous Flux Colour Temp. Efficacy Dimensions Console Entry ~ Pcs / Pack Package Vol. Package Weight
Uriin Kodu  Glg Isik Akisi Renk Sicakligr Etkinlik Faktoru Boyutlar Konsol Girisi Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (tm/W) [mm) axbxc (mm) (m3) (kg)

111367 50 8100 4000 162 485x152x352 42-60 1 0,034 8
111366 75 11775 4000 157 485x152x352 42-60 1 0,034 8
111365 100 15200 4000 152 485x152x352 42-60 1 0,034 8
111364 125 18625 4000 149 485x152x352 42-60 1 0,034 8
111363 150 21900 4000 146 485x152x352 42-60 1 0,034 8
111362 200 28000 4000 140 485x152x352 42-60 1 0,034 8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values have tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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2 Pelsan

Ex-Proof Canopy
Ex-Proof Kanopi

Piroliz

ZONE2
ZONE22

Gas explosion proof: ZONE 2 meﬁhafucgl SEFEfiﬁcath“s
. ekanik Ozellikler
Dust explosion proof: ZONE22 Body Govde Aluminium Aliminyum
113G ExeclICT5Gc IP Rating IP Sinifi IP66
113D Ex tc l1IC (T95 °C) Dc IK Rating Body IK Govde Sinifi IK08
Complies with 2014/34/EU ATEX Directive Fire Protection Alev Korumas 650°C
Cable Gland Kablo Rakor PG11
Gaz patlama korumasi: ZONE 2 Cable Kablo 3x1,5mm?
Toz patlama korumasi: ZONE22 RAL Code Ral Kodu 1023
11 3G Ex ec IIC T5 G¢ Mounting Type Montaj Tipi Recessed Mounted Siva Alti
13D Ex tc lIC (T95 °C) Dc Optical Specifications
2014/34/EU ATEX direktifine uygun Optik Ozellikler
Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens 30°/60°/90°
Diffuser Difuzor Tempered Glass Temperli Cam
CRI >70
- Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ c € i " Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
" Sk Beam Angle Isik Acisi Symmetric Simetrik
& W C‘?’ @ @ ¢ E Electr?cal SPecif_ications
LM-80 LM-79 TM-21 60079-10-2 RoHS Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +55°C
Standards Standartlar EN60598-2-2, EN62262,EN60529,
X EN13032,LM79,LM80,60079-10-1,
Yyl 60079-10-2
Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
= 3hour Emergency Kit 3 Saat Acil Kit -
s Electrical Protection Elektriksel Sinif -
i Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya -

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kg)

111376 50 8250 6500 165 395x385x132 1 0,0243 8
111375 75 12000 6500 160 395x385x132 1 0,0243 8
111374 100 15500 6500 155 395x385x132 1 0,0243 8
111382 125 19000 6500 152 395x385x132 1 0,0243 8
111373 150 22500 6500 150 395x385x132 1 0,0243 8
111056 200 28600 6500 143 395x385x132 1 0,0243 8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values have tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
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2 Pelsan

Ex-Proof Highbay
Ex-Proof Yiksek Tavan

Sia

ZONE2
ZONE22

Gas explosion proof: ZONE 2

Dust explosion proof: ZONE22

113G Ex ec lIC T5 Gc

113D Ex tc l1IC (T95 °C) Dc

Complies with 2014/34/EU ATEX Directive

Gaz patlama korumasi: ZONE 2
Toz patlama korumasi: ZONE22
I13G Ex eclIC T5 Gc

113D Ex tc IIC (T95 °C) Dc
2014/34/EU ATEX direktifine uygun

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66

IK Rating Body |K Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1,5mm?2
RAL Code Ral Kodu 1023

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Difuzor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ c E 3 o Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
S Beam Angle Isik Acisi 30°/60°/90°
3 2l | B = ¢ Electrical Specifications
5«% s TcMél @ w@ @ A E Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
. % Power Factor Giic Faktorl >0,95
= A Operating Temperature Calisma Sicaklig -20°C / +55°C
: > - Standards Standartlar EN60598-2-1, EN62262,EN60529,
j_v = hd e EN13032,LM79,LM80,60079-10-1,
o o5 ) 60079-10-2
.‘ I i ’/ﬂ R ALl Opsiyonlar
= - e ETY PR, -
-2 & ,,/",’- e rgf‘ 1-10V B
s e e Step DIM -
s i ‘:”_ i e - - S - Thour Emergency Kit 1 Saat Acil Kit -
N e A e T ST 3hour Emergency Kit 3 Saat Acil Kit -
BN NS es oag Electrical Protection Elektriksel Sinif -
e - < _‘__,_-—"" ot - Microwave Sensor Radar Sensor -
R S > €= - o RAL Code RAL Kodu v
e € = e = Marine Painting Marin Boya -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (lm/W) [mm) axbxc (m3) (kg)
111381 50 8250 6500 165 342x342x160 1 0,018 8
111380 75 12000 6500 160 342x342x160 1 0,018 8
111379 100 15500 6500 155 342x342x160 1 0,018 8
111378 125 19000 6500 152 342x342x160 1 0,018 8
111377 150 22500 6500 150 342x342x160 1 0,018 8
111053 200 28600 6500 143 342x342x160 1 0,018 8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Technical values have tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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I Technical Drawing

Teknik Cizim

I Light Distribution Curve
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Visit our website for latest product informations and documents.
Giincel rin bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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Emergency Luminaires
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2 Pelsan

Emergency Luminaires
Acil Aydinlatma Armaturleri

IP65 2x10W Emergency Spot

Adjustable head
Hangable and movable

Mechanical Specifications
Mekanik Ozellikler

Body Govde Metal
Charge and discharge indicator IP Rating IP Sinifi IP65
Switch and test button IK Rating Body IK Govde Sinifi IK06
IP65 option Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 3x1mm?
Oynar baslikl RAL Code Ral Kodu 7043
Tasinabilir, asilabilir Mounting Type Montaj Tipi Surface Mounted
»arj ve desarj gostergesi Optical Specifications S e
Anahtar ve test butonu Optik Ozellikler
IP65 opsiyonu Light Source Isik Kaynagi Mid Power

Reflector Reflektor Plastic Plastik

Lens Lens -

Diffuser Difuzor PMMA

CRI >70

Colour Temperature Renk Sicakligi 4000K / 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu RG1

Beam Angle Isik Acisi -

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Frenquency Frekans 50-60Hz

Class Sinif |

LED Lifetime LED Omrii >50.000h

Power Factor Gii¢ Faktoru >0,90

Technical Drawing Operating Temperature Calisma Sicakligi -20°C / +40°C

Teknik Cizim

Function Mode Calisma Sekli

Non-Maintained Kesintide

Charging Indicator Sarj Gostergesi v
Discharging Indicator Desarj Géstergesi v
Switch Anahtar v
Test Button Test Butonu v

Standards Standartlar

60598-2-22, LM80, TM21

Options
Opsiyonlar
DALI

1-10V

Step DIM

Electrical Protection Elektriksel Sinif

RAL Code RAL Kodu

Code No Power Battery Charging Time Discharging Colour Temp. Dimensions Pcs / Pack Pack. Vol. Pack. Weight
Uriin Kodu Gig Batarya Sarj Siresi Time Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) Desarj Stresi (K] (mm) axbxc (m3) (kg)
110679 2x10 6V 4500 mAh 30h 6h 4000 340x480x150 1 0,027 6,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values have tolerance +-%7 by the operating conditions.
Urin kodlart kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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Mechanical Specifications
Mekanik Ozellikler

2 Pelsan

Emergency Luminaires
Acil Aydinlatma Armaturleri

2x5W, 2x10W Emergency Spot

Body Govde Metal
IP Rating IP Sinifi IP40
IK Rating Body IK Govde Sinifi 1K06
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG9
Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Surface Mounted
Siva Ustii
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Mid Power

Reflector Reflektor

Plastic Plastik

Adjustable head

Hangable and movable

Charge and discharge indicator
Switch and test button

IP65 option

Oynar baslikli
Tasinabilir; asilabilir

Sarj ve desarj gostergesi
Anahtar ve test butonu
IP65 opsiyonu

Lens Lens -
Diffuser Difuzsr PMMA %’0 T(M“'): ~ 1O E
CRI >70
Colour Temperature Renk Sicakligi 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
LED Lifetime LED Omrii >50.000h
Power Factor Gii¢c Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C Technical Drawing

Function Mode Calisma Sekli

Non-Maintained Kesintide

Charging Indicator Sarj Gostergesi

v

Teknik Cizim

Discharging Indicator Desarj Géstergesi v A
Switch Anahtar v
Test Button Test Butonu v
Standards Standartlar 60598-2-22, LM80, TM21
Options ) () )
Opsiyonlar b
DALI -
1-10V -
Step DIM -
Electrical Protection Elektriksel Sinif =
RAL Code RAL Kodu =
Code No Power Battery Charging Time Discharging Colour Temp. Dimensions Pcs / Pack Pack. Vol. Pack. Weight
Uriin Kodu Gug Batarya Sarj Suresi Time Renk Sicaklig Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(w) Desarj Stresi (K) (mm) axbxc (m3) (kg)
109781 2x5 6V 4500 mAh 30h 6h 4000 275x340x80 4 0,036 10,8
109780 2x10 6V 4500 mAh 30h 6h 4000 325x340x80 4 0,042 12

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values have tolerance +-%?7 by the operating conditions.
Urin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Guncel driin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Emergency Luminaires
Acil Aydinlatma Armaturleri

2x10W Emergency Spot

Adjustable head

Hangable and movable

Charge and discharge indicator
Switches

Oynar baslikli
Tasinabilir; asilabilir

Sarj ve desarj gostergesi
Anahtar

<
Y
Pl
Ol

q

Technical Drawing
Teknik Cizim

Mechanical Specifications
Mekanik Ozellikler
Body Govde

Polymer Injection Polimer Enjeksiyon

IP Rating [P Sinifi IP40

IK Rating Body IK Govde Sinifi IK06

Fire Protection Alev Korumasi -

Cable Gland Kablo Rakor -

Cable Kablo -

RAL Code Ral Kodu 9016

Mounting Type Montaj Tipi Surface Mounted

Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Plastic Plastik

Lens Lens -
Diffuser Difiizor PMMA
CRI >70
Colour Temperature Renk Sicakligi 4000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -

Electrical Specifications

Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
LED Lifetime LED Omrii >50.000h
Power Factor Gii¢ Faktoru >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C
Function Mode Calisma Sekli Non-Maintained Kesintide
Charging Indicator Sarj Gostergesi v
Discharging Indicator Desarj Géstergesi v
Switch Anahtar v

Test Button Test Butonu =
Standards Standartlar 60598-2-22, LM80, TM21
Options
b Opsiyonlar
DALI -
1-10V -
Step DIM -
Electrical Protection Elektriksel Sinif =
RAL Code RAL Kodu o
Code No Power Battery Charging Time Discharging Colour Temp. Dimensions Pcs / Pack Pack. Vol. Pack. Weight
Uriin Kodu Gig Batarya Sarj Siresi Time Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(w) Desarj Stiresi (K) (mm) axbxc (m3) (kg)
203907 2x10 6V 3000 mAh 24h 6h 4000 286x299x89 8 0,076 12,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values have tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degdisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Gilncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

204



Mechanical Specifications
Mekanik Ozellikler
Body Govde

Plastic Plastik

IP Rating IP Sinifi IP40
IK Rating Body IK Govde Sinifi 1K06
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo 2x1mm?
RAL Code Ral Kodu 9016
Mounting Type Montaj Tipi Surface Mounted
Siva Ustii
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi LED

Reflector Reflektor

Plastic Plastik

2 Pelsan

Emergency Luminaires
Acil Aydinlatma Armaturleri

2x5W Emergency Spot

Adjustable head

Hangable and movable

Charge and discharge indicator
Switches

Oynar baslikli
Tasinabilir; asilabilir

Sarj ve desarj gostergesi
Anahtar

& (B0

60598-2-22

X

Lens Lens -
Diffuser Diflizor PMMA
CRI >70
Colour Temperature Renk Sicakligi 4000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -

Electrical Specifications

Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif 1
LED Lifetime LED Omrii >50.000h
Power Factor Gii¢ Faktorl >0,90
Operating Temperature Calisma Sicaklig -20°C / +40°C
Function Mode Calisma Sekli Non-Maintained Kesintide
Charging Indicator Sarj Géstergesi 4
Discharging Indicator Desarj Gostergesi v
Switch Anahtar 4

Test Button Test Butonu

Standards Standartlar

60598-2-22, LM80, TM21

Technical Drawing
Teknik Cizim

Options
Opsiyonlar b
DALI -
1-10V -
Step DIM -
Electrical Protection Elektriksel Sinif -
RAL Code RAL Kodu -
Code No Power Battery Charging Time Discharging Colour Temp. Dimensions Pcs / Pack Pack. Vol. Pack. Weight
Uriin Kodu Glg Batarya Sarj Suresi Time Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(w) Desarj Stresi (K] (mm) axbxc (m3) (kg)
203913 2x5 4V 2000 mAh 24h 2h 4000 280x279x89 8 0,07 9,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values have tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Guncel Grin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Emergency Luminaires
Acil Aydinlatma Armaturleri

2x3W Emergency Spot

Adjustable head

Charge and discharge indicator
Switch and test button
Hangable and movable

Oynar baslikli

Sarj ve desarj gostergesi
Anahtar ve test butonu
Tasinabilir; asilabilir

Mechanical Specifications
Mekanik Ozellikler
Body Govde

Plastic Plastik

IP Rating [P Sinifi IP40
IK Rating Body IK Govde Sinifi IK06
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo 2x1mm?
RAL Code Ral Kodu 9016
Mounting Type Montaj Tipi Surface Mounted
Siva Ustii
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Mid Power

Reflector Reflektor

Plastic Plastik

Technical Drawing
Teknik Cizim

Lens Lens -
Diffuser Difuzor PMMA
CRI >70
Colour Temperature Renk Sicakligi 4000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -

Electrical Specifications

Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif Il
LED Lifetime LED Omrii >50.000h
Power Factor Gii¢ Faktoru >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C
Function Mode Calisma Sekli Non-Maintained Kesintide
Charging Indicator Sarj Gostergesi v
Discharging Indicator Desarj Géstergesi v
Switch Anahtar v
Test Button Test Butonu v

Standards Standartlar

60598-2-22, LM80, TM21

Options
Opsiyonlar
DALI

1-10V

Step DIM

Electrical Protection Elektriksel Sinif

RAL Code RAL Kodu

Code No Power Battery Charging Time Colour Temp. Dimensions Pcs / Pack Pack. Vol. Pack. Weight

Uriin Kodu Gig Batarya Sarj Siresi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (K) (mm) axbxc (m3) (kg)

203911 2x3 4V 2000 mAh 24h 4000 261x89x59 10 0,028 6,4

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values have tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degdisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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120LED

Mechanical Specifications
Mekanik Ozellikler
Body Govde

2 Pelsan

Emergency Luminaires
Acil Aydinlatma Armaturleri

30-60-90-120 LED Lanterns

30-60-90-120 LEDL Isildak

Polymer Polimer

IP Rating IP Sinifi IP40
IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo -
RAL Code Ral Kodu 9016
Mounting Type Montaj Tipi Surface Mounted
Siva Ustii
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Mid Power

Reflector Reflektor

Plastic Plastik

Lens Lens -
Diffuser Diflizor Plastic Plastik
CRI >80
Colour Temperature Renk Sicakligi 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -

Electrical Specifications

Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif 1
LED Lifetime LED Omrii >30.000h
Power Factor Gii¢ Faktorlu >0,90
Operating Temperature Calisma Sicaklig -20°C / +40°C
Function Mode Calisma Sekli Non-Maintained Kesintide
Charging Indicator Sarj Gostergesi v
Discharging Indicator Desarj Gostergesi v
Switch Anahtar v
Test Button Test Butonu v

Standards Standartlar

60598-2-22, LM80, TM21

Options
Opsiyonlar
DALI

1-10V

Step DIM

Electrical Protection Elektriksel Sinif

RAL Code RAL Kodu

Replaceable long-Llife battery
LED indicator showing charge and discharge status
Test switch providing easy control.

Degistirilebilir uzun 6mirli batarya
Sarj durumunu gosteren LED gosterge.
Kolay kontrol imkani sunan test butonu.

Technical Drawing
Teknik Cizim

Code No Power Battery Charging Time Discharging Colour Temp. Dimensions Pcs / Pack Pack. Vol. Pack. Weight
Uriin Kodu Guc Batarya Sarj Suresi Time Renk Sicaklig Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) Desarj Siresi (K) (mm] axbxc (m3) (kg)
204619 3 3,7V 1,2Ah Ni-Cd 24h 8h 6500 203x55x29 40 0,0185 7.5
204620 4[6 3,7V 2,2Ah Ni-Cd 24h 8h 6500 342x55x29 24 0,0206 7,5
204623 9 2x3,7V 2,0Ah Ni-Cd 24h 8h 6500 482x55x29 20 0,0245 7,5
209039 12 2x3,7V 2,2Ah Ni-Cd 24h 8h 6500 480x55x30 20 0,0245 7,5
Product codes can chang{e by the kglvms dimensions, or optlons Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values have tolerance +-%7 bythe operatln conditions. Guncel drin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

Urln kodlari kclvm boyut ve ot)swyonlar Icin doglscb\ ir
Teknik sonuclar calisma kosul

Utfen satis “ekibi ile iletisime geciniz.
arina bagli olarak +-%?7 toleransa sahiptir.
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2 Pelsan

Emergency Luminaires
Acil Aydinlatma Armaturleri

Ausled & Rausled

Ausled

Mechanical Specifications
Mekanik Ozellikler
Body Govde

3-5-10W Power options
Maintained / Non-maintained function

Polymer Polimer

mode

3 hours discharging time

Recessed / Surface mounted options

IP Rating IP Sinifi IP65

IK Rating Body [K Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG9
Cable Kablo -

RAL Code Ral Kodu RAL9016

3-5-10W Gii¢ secenedi

Sirekli ve kesintide calisma sekli Mounting Type Montaj Tipi

Recessed / Surface Mounted

3 saat desarj siresi

Siva alti / siva Ustii montaj L] STl 0

Optik Ozellikler

Siva Alti / Siva Ustii Montaj

Light Source Isik Kaynagi Mid Power
Reflector Reflektor -
Lens Lens -
c € Diffuser Difuzor PC
CRI >80
C‘{ C"/’ @ @ ¢ E Colour'Tem_peraFure Renk S|ca.kl|§|“ : 3000K / 4000K / 6500K
LM80 21 | |sosssre ROHS Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi 110°
Technical Drawing Electr?cal Specif'ications
Teknik Cizim Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Ausled Class Sinif [
( w h LED Lifetime LED Omrii >50.000h
‘ I e Power Factor Gii¢c Faktorl >0,90
L J L J Operating Temperature Calisma Sicakligi -20°C / +45°C
— — e Function Mode Calisma Sekli Maintained/Non-Maintained
Surekli/Kesintide
a b Charging Indicator Sarj Gostergesi -
Discharging Indicator Desarj Gostergesi -
Switch Anahtar o
Rausled

Test Button Test Butonu

Standards Standartlar

Options
Opsiyonlar
DALI

60598-2-22, LM80, TM21

1-10Vv

Step DIM

Electrical Protection Elektriksel Sinif

RAL Code RAL Kodu

Code No Type Power Battery Charging Time Discharging Lum. Flux Colour Temp. Efficacy Dimensions Pcs/Pack Pack.Vol. Pack. Weight
Uriin Kodu  Tip Gig Batarya Sarj Suresi Time Isik Akisi Renk Sicakligr  Etkinlik Faktord  Boyutlar ~ Koli Adedi Koli Hacmi  Koli Agirligi
(W) Desarj Siiresi (lm) (tm/W) [mm) axbxc (m3) (kg)
115140 DC 3 3,7V 3500mAh 24h 3h 300 6500 100 350x117x76 12 0,054 10,4
108390  AC/DC 5 3,7V 3500mAh 24h 3h 500 6500 100 350x117x76 12 0,054 10,4
110667  AC/DC 10 3,7V 3500mAh 24h 3h 1000 6500 100 350x117x76 12 0,054 10,4

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values have tolerance +-%?7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

2 Pelsan

Emergency Luminaires
Acil Yonlendirme Armaturleri

Exiled

IP Rating IP Sinifi 1P20

IK Rating Body [K Gévde Sinifi -

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -

Cable Kablo 3x0,75mm?

RAL Code Ral Kodu

Mounting Type Montaj Tipi

Recessed / Surface Mounted

Siva Alti / Siva Ustii

cer
S

v/ A =

S EEOy¢ ¥

gg:;ﬁ%i’?ﬁﬂg:atwns Emgrggncy Routing .Label Guide
Light Source Isik Kaynag e R Acil Yonlendirme Etiket Kilavuzu
Reflector Reflektor -
Lens Lens -
Diffuser Diflizor Glass
CRI >70 EXIT= ] «=EXIT fead OR Coad 2
Colour Temperature Renk Sicakligi - -1 £-2 QR Kodu Okutunuz
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif 1
LED Lifetime LED Omrii >30.000h
Power Factor Gii¢ Faktorl >0,90
Opera.ting Temperature Cal|§ma Sicakligl -20_°C/_+45°C“ : Technical Drawing
Function Mode Calisma Sekli Maintained Strekli Teknik Cizi
Charging Indicator Sarj Gostergesi 4 eknIK L1zim
Discharging Indicator Desarj Gostergesi v |
Switch Anahtar -
Test Button Test Butonu v ) @
Standards Standartlar 60598-2-22, LM80, TM21
Options
Opsiyonlar b
DALI - ‘
1-10V -
Step DIM -
Electrical Protection Elektriksel Sinif -
RAL Code RAL Kodu -
Code No Type Power Battery Charging Time Discharging Colour Temp. Dimensions Pcs / Pack Pack. Vol.  Pack. Weight
Urin Kodu Tip Gig Batarya Sarj Suresi Time Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi  Koli Agirligi
(W) Desarj Siresi (K) (mm) axbxc (m3) (kg)
203888 Double Side E116 3 800 mAh 1.2 Ni-Cd 24h 3h 6500 360x150x24 10 0,023 6,8
203889 Double Side E186 3 800 mAh 1.2 Ni-Cd 24h 3h 6500 360x150x24 10 0,023 6,8
203887 Double Side E114-E115 3 800 mAh 1.2 Ni-Cd 24h 3h 6500 360x150x24 10 0,023 6,8
203890 Double Side E54 3 800 mAh 1.2 Ni-Cd 24h 3h 6500 360x150x24 10 0,023 6,8
203891 One Side ES 3 800 mAh 1.2 Ni-Cd 24h 3h 6500 360x150x24 10 0,023 6,8
203885 Double Side E5 3 800 mAh 1.2 Ni-Cd 24h 3h 6500 360x150x24 10 0,023 6,8
205688 Double Side E273 3 800 mAh 1.2 Ni-Cd 24h 3h 6500 450x188x94 10 0,08 11

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values have tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

eknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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2 Pelsan

Emergency Luminaires
Acil Yonlendirme Armaturleri

Recessed Mounted

Surface Mounted Pendant
Siva Alti ]

Siva Usti Sarkit

Mechanical Specifications
Mekanik Ozellikler

k)
C € K Body Govde Aluminium Aliiminyum
M IP Rating IP Sinif 1P20
= IK Rating Body IK Gévde Sinifi =
S‘_{o T(:J: D’ ] & E Fire Protection Alev Korumas| 650°C
Cable Gland Kablo Rakor -
Cable Kablo 2x0,75mm?
Emergency Routing Label Guide RAL Code Ral Kodu -
Acil Yonlendirme Etiket Kilavuzu Mounting Type Montaj Tipi Recessed / Surface / Pendant Mounted
Optical Specifications Siva Alti / Siva Ustii / Sarkit
Optik Ozellikler
Light Source Isik Kaynagi Mid Power
EXIT= | «=EXIT Regflector Reflektsr o -
£ ) Lens Lens -
) Py Diffuser Difuzor PMMA
Colour Temperature Renk Sicakligi -
E-25 Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Technical Drawing Class Sinif Il
Teknik Cizim LED Lifetime LED Omrii >50.000h
Power Factor Gii¢ Faktorl >0,90
— 7 Operating Temperature Calisma Sicaklig -20°C / +45°C
Function Mode Calisma Sekli Maintained Strekli
b Charging Indicator Sarj Gostergesi v
5 Discharging Indicator Desarj Géstergesi v
"""""""""" a T T e Switch Anahtar -
Recessed Mounted Surface Mounted Test Button Test Butonu -
Siva Alt Standards Standartlar 60598-2-22, LM80, TM21
Options
Opsiyonlar
DALI -
1-10V -
TTTant ¢ Step DIM -
Sarkit Electrical Protection Elektriksel Sinif -
Pendant RAL Code RAL Kodu -
Code No Type Power Battery Charging Time  Discharging Colour Temp. Dimensions Pcs/Pack Pack.Vol. Pack.Weight
Urin Kodu Tip Gig Batarya Sarj Suresi Time Renk Sicakligi Boyutlar ~ Koli Adedi  Koli Hacmi  Koli Agirlig
(W) Desarj Suresi (K) (mm) axbxc (m3) (kg)
201136 Pendant/Sarkit 3 1000 mAh 1.2 Ni-Mh  24h 3h 6500 280x205x42 10 0,024 7
201165 Pendant/Sarkit 3 1000 mAh 1.2 Ni-Mh  24h 3h 6500 280x205x45 10 0,024 7
200944 Surface Moun./ Mafsall 3 1000 mAh 1.2 Ni-Mh 24h 3h 6500 280x205x42 10 0,024 1
201013 Surface Moun./Swva Ustii 3 1000 mAh 1.2 Ni-Mh 24h 3h 6500 280x205x42 10 0,024 11
201064 Recessed Moun./Siva Alti 3 1000 mAh 1.2 Ni-Mh 24h 3h 6500 310x205x110 10 0,07 1"
201110 Recessed Moun./Siva Alti 3 1000 mAh 1.2 Ni-Mh 24h 3h 6500 310x205x110 10 0,07 1"

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values have tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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Outdoor Luminaires
Dis Mekan Aydinlatma Armaturleri
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2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Rio XXS

IP66, dust and waterproof aluminium body
Tool free design
IP67 ENEC certified driver

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

- . IP Rating IP Sinifi IP66

100.000h driver lifetime IK Rating Body 1K Govde Sinif 1K09

10kV internal surge protection Fire Protection Alev Korumasi -

NEMA 7/ Zhaga socket applicable Cable Gland Kablo Rakor PG11

External SPD applicable Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043

IP66, toz ve su almaz aluminyum govde Mounting Type Montaj Tipi Pole / Direk

Tool free tasarim Optical Specifications

IP67 ENEC belgeli driver Optik Ozellikler

100.000h driver omri Light Source Isik Kaynagi Power LED

10kV dahili parafudr Reflector Reflektor PC

NEMA 7/Zhaga soket uygulanabilir Lens Lens PMMA

Harici parafudr uygulanabilir Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1

K@ HCE
by -

RAN ARl

LM-80 LM-79 TM-21

60598-2-3

Beam Angle Isik Acisi

Symmetric / Asymmetric

Electrical Specifications
Elektriksel Ozellikler

Simetrik / Asimetrik

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [

System Lifetime Sistem Omrii >62.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-3, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options

Opsiyonlar
DALI v
1-10V v
Step DIM v
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya 4

Code No Family Power Luminous Flux Colour Temp. Efficacy Dimensions  Console Entry Pcs/Pack Package Vol. Package Weight
Urin Kodu Aile Gic Istk Akisi Renk Sicakligr  Etkinlik Faktord Boyutlar Konsol Girisi  Koli Adedi  Koli Hacmi Koli Agirligi
(W) (tm) (K (Lm/W) [mm) axbxc (m3) (kq)
116313 PLSHA 30 4650 4000 155 525x178x120 42-60 1 0,01 3,3
115610 PLSHA 35 5600 4000 160 525x178x120 42-60 1 0,01 33
115611 PLSHA 50 7700 4000 154 525x178x120 42-60 1 0,01 3,3
115612 PLSHA 60 8880 4000 148 525x178x120 42-60 1 0,01 3,3
116421 PLSHA 75 11280 4000 150 525x175x120 42-60 1 0,01 33
116422 PLSHA 100 14000 4000 140 525x178x120 42-60 1 0,01 3,3

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar ¢alisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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K Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
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2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Rio Xs G2

IP66, dust and waterproof aluminium body Mechanical Specifications
Tool free design Mekanik Ozellikler
IP67 ENEC certified driver Body Govde Aluminium Aliminyum
100.000h driver lifetime IP Rating [P Sinifi IP66
100.000h LED chip lifetime IK Rating Body |K Gévde Sinifi IK09
10kV internal surge protection Fire Protection Alev Korumasi -
NEMA 7/ Zhaga socket applicable Cable Gland Kablo Rakor PG11
External SPD applicable Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043
IP66, toz ve su almaz aluminyum govde Mounting Type Montaj Tipi Pole / Direk
Tool free tasarim . L
IP67 ENEC belgeli driver Optical Specifications
100.000h driver 6mril s LSO
100.000h LED ¢ip 6mrii Light Source Isik Kaynag| Power LED
1UkV dah|l| parafudr Reflector Reflektor PC
NEMA 7/Zhaga soket uygulanabilir L‘?"S Lens - PMMA _
Harici parafudr uygulanabilir DR el biifi 0y AT (S Tl o
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
g @ 1[ c E Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi Symmetric / Asymmetric
V A\g M = - N - N
Sﬁo f»t; T%l W@ii @ ¢ Electrical Specifications SImetrik/ Asimetrik

Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Frenquency Frekans 50-60Hz

Class Sinif [

System Lifetime Sistem Omrii >62.000h

Power Factor Giic Faktorl >0,95

Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar 60598-2-3, LM79, EN 13032,

. LM80, EN 62262, EN 60529

Options
Opsiyonlar

DALI

1-10V -

Step DIM v

Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif /1l

Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya 4
Code No Family Power Luminous Flux Colour Temp. Efficacy Dimensions Console Entry Pcs/Pack Package Vol. Package Weight
Urin Kodu  Aile Gic Isik Akisi Renk Sicakligr  Etkinlik Faktori Boyutlar Konsol Girisi  Koli Adedi  Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lm/W) (mm) axbxc (m3) (kq)
116393  PLSHA 30 4650 4000 155 567x232x106x185 42-60 1 0,017 3,5
110975 PLSHA 50 7750 4000 155 567x232x106x185 42-60 1 0,017 3,5
110974  PLSHA 60 9900 4000 165 567x232x106x185 42-60 1 0,017 3,5
110973  PLSHA 80 11400 4000 143 567x232x106x185 42-60 1 0,017 3,5
110972  PLSHA 100 15000 4000 150 567x232x106x185 42-60 1 0,017 3,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Light Distribution Curve

Technical Drawing
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Visit our website for latest product informations and documents.
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2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Rio S G2

5 years warranty Mecha_nic“al Specifications
IP66, dust and waterproof aluminium body oo g'.?l;an'k il e Aaminiam Al
g . ody Govde uminium uminyum
IP67 ENEC certlf!ed_drl.ver IP Rating IP Sinif P66
100.000h LED chip lifetime IK Rating Body 1K Govde Sinif IK10
100.000h driver lifetime Fire Protection Alev Korumasi 650°
10kV internal surge protection Cable Gland Kablo Rakor PG9
External SPD applicable Cable Kablo 3xTmm?
RAL Code Ral Kodu 7043
5yil garanti Mounting Type Montaj Tipi Pole / Direk
IP66, toz ve su almaz aluminyum govde Optical Specifications
IP67 ENEC belgeli driver Optik Ozellikler
100.000h driver omri Light Source Isik Kaynagi Power LED
100.000h LED ¢ip 6mri Reflector Reflektor PC
10kV dahili parafudr Lens Lens PMMA
Harici parafudr uygulanabilir Diffuser Difiizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
c E Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1

Beam Angle Isik Acisi Symmetric / Asymmetric

Simetrik / Asimetrik

K <>
by -

& [E

60598-2-3

‘ot
.

LM-80 LM-79

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [

System Lifetime Sistem Omrii >62.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar 60598-2-3, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V v
Step DIM v
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif 1/l
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya 4
Code No Family  Power Luminous Flux Colour Temp. Efficacy Dimensions Console Entry Pcs/Pack Package Vol. Package Weight
Urin Kodu Aile Gic Isik Akisi Renk Sicakligr  Etkinlik Faktoru Boyutlar Konsol Girisi Koli Adedi  Koli Hacmi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (m3) (kg)
115117 PLSHA 80 13040 4000 163 476x280x111 42-60 1 0,017 6,1
115119 PLSHA 100 16300 4000 163 476x280x111 42-60 1 0,017 6,1
115141 PLSHA 125 19125 4000 153 476x280x111 42-60 1 0,017 6,1
116120 PLSHA 140 20300 4000 145 476x280x111 42-60 1 0,017 6,1
115142 PLSHA 150 21450 4000 143 476x280x111 42-60 1 0,017 6,1

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values has tolerance +-%?7 by the operating conditions. Teknik sonugclar ¢alisma kosullarina bagli olarak +-%7 toleransa sahiptir

218



B Pelsan

Technical Drawing
Teknik Cizim
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Visit our website for latest product informations and documents.
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2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Rio M G2

5 years warranty
IP66, dust and waterproof aluminium body
IP67 ENEC certified driver

Mechanical Specifications

Mekanik Ozellikler
Body Govde

Aluminium Aliminyum

] L IP Rating IP Sinifi IP66
100.000h driver lifetime IK Rating Body 1K Gévde Sinifi IK10
10kV internal surge protection Fire Protection Alev Korumasi 650°
NEMA 7/ Zhaga socket applicable Cable Gland Kablo Rakor PG11
External SPD applicable Cable Kablo 3xImm?

RAL Code Ral Kodu 7043
Syl garanti Mounting Type Montaj Tipi Pole / Direk

IP66, toz ve su almaz aluminyum govde
IP67 ENEC belgeli driver
100.000h driver émri

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi High Power LED

10kV dahili parafudr Reflector Reflektor PC
NEMA 7/ Zhaga soket uygulanabilir Lens Lens PMMA
Harici parafudr uygulanabilir Diffuser Diflizor Tempered Glass Temperli Cam

CRI >70

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1

Beam Angle Isik Acisi Symmetric / Asymmetric
Simetrik / Asimetrik

Electrical Specifications
Elektriksel Ozellikler

<@ HICE
&

N = Input Voltage Giris Gerilimi 220-240Vac
S\_’; f,:; ~ 50@; @ $ E Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >62.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar 660598-2-3, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options

Opsiyonlar
DALI v
1-10V v
Step DIM v
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -

Electrical Protection Elektriksel Sinif /1l
Microwave Sensor Radar Sensor -

RAL Code RAL Kodu 4
Marine Painting Marin Boya 4

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Console Entry Pcs/Pack Package Vol. Package Weight
Urln Kodu Guc Isik Akisi Renk Sicakligr  Etkinlik Faktord Boyutlar Konsol Girisi Koli Adedi Koli Hacmi Koli Agirligi
(W) (Im) (K) (tm/W) [mm) axbxc (m3) (kg)
115166 180 28800 6500 160 616x330x124 42-60 1 0,027 7,5
115167 200 31600 6500 158 616x330x124 42-60 1 0,027 7,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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B Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Rio L

5 years warranty

IP66, dust and waterproof aluminium body
IP67 ENEC certified driver

100.000h driver lifetime

10kV internal surge protection

NEMA 7/ Zhaga socket applicable

External SPD applicable

5yil garanti

IP66, toz ve su almaz aluminyum govde
IP67 ENEC belgeli driver

100.000h driver 6mri

10kV dahili parafudr

NEMA 7/ Zhaga soket uygulanabilir
Harici parafudr uygulanabilir

<l CE
IR @@

LM-80 LM-79 TM-21

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66
IK Rating Body |K Gévde Sinifi 1K10
Fire Protection Alev Korumasi 650°
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Pole / Direk
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1

Beam Angle Isik Acisi

Symmetric / Asymmetric

Electrical Specifications
Elektriksel Ozellikler

Simetrik / Asimetrik

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [

System Lifetime Sistem Omrii >62.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-3, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V v
Step DIM v
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif 1/l
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Console Entry Pcs/Pack Package Vol. Package Weight
Urln Kodu Guc Isik Akisi Renk Sicakligr  Etkinlik Faktord Boyutlar Konsol Girisi Koli Adedi Koli Hacmi Koli Agirligi
(W) (Im) (K) (tm/W) [mm) axbxc (m3) (kg)
110784 240 34800 4000 145 727x370x131 42-60 0,036 10,1
110785 270 38610 4000 143 727x370x131 42-60 0,036 10,1
110786 300 42000 4000 140 727x370x131 42-60 0,036 10,1

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

222



Technical Drawing
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Doka G2

5 year warranty Mechapiqal Specifications
IP66, dust and waterproof aluminium body - z_?l;an'k LT Aumi Ao
ags . oay Govae uminyum uminyum
IP67 ENEC sertlfl.ed .drlver IP Rating IP Sinif P66
100.000h driver lifetime IK Rating Body K Govde Sinif IK08
10kV internal surge protection Fire Protection Alev Korumasi 650°
Angle adjustable console option Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?
5yil garanti RAL Code Ral Kodu 7043
IP66, toz ve su almaz aluminyum gévde Mounting Type Montaj Tipi Rl e
IP67 ENEC belgeli driver Optical Specifications
100.000h driver 6mri Optik Ozellikler
10kV dahili parafudr Light Source Isik Kaynagi Power LED
Agci ayarlanabilir konsol opsiyonu Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflzor Tempered Glass Temperli Cam
CRI >70
1 Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ 1 [ c E Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1
— Beam Angle Isik Acisi Asymmetric / Asimetrik
¢)[=[¢ Bl O« X
wigo | | w7 | | tM21 | [eosos2s RoHS Electrical Specifications

Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac

Frenquency Frekans 50-60Hz

Class Sinif |

System Lifetime Sistem Omrii >62.000h

Power Factor Gl Faktoru >0,95

Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar 60598-2-3, LM79, EN 13032,

. LM80, EN 62262, EN 60529

Options
Opsiyonlar

DALI v

1-10V v

Step DIM v

Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit o

Electrical Protection Elektriksel Sinif 1/11
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu 4
Marine Painting Marin Boya v
Code No Power Luminous Flux  Colour Temp. Efficacy Dimensions Console Entry Pcs/Pack Package Vol. Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicakligi ~ Etkinlik Faktoru Boyutlar Konsol Girisi Koli Adedi  Koli Hacmi Koli Agirligi
(W) (Lm) (K) (tm/W) (mm) axbxcxd (m3) (kg)
115410 60 8820 4000 147 362x268x65x316 42-60 4 0,039 1.8
115412 80 11360 4000 142 362x268x65x316 42-60 4 0,039 1.8
115414 100 13800 4000 138 362x268x65x316 42-60 4 0,039 11,8
115416 150 19050 4000 127 362x268x65x316 42-60 4 0,039 11,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Adjustable Console
Ayarlanabilir Konsol

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Berlin G2

Cost effective road and street luminaires
Efficacy +105lm/W

Intagrated driver

6kV internal surge protection

Ekonomik fiyat yol ve cadde armatiirii
Etkinlik Faktord +105lm/W

Dahili siiriici

6kV dahili parafudr

ARRIEPZle
LM-80 LM-79 TM-21 60598-2-3

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminyum Aliminyum

IP Rating IP Sinifi IP65

IK Rating Body IK Govde Sinifi 1K08

Fire Protection Alev Korumasi 650°

Cable Gland Kablo Rakor -

Cable Kablo 3x0,75mm?2
RAL Code Ral Kodu 7042
Mounting Type Montaj Tipi Pole / Direk

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -

Diffuser Diflzor PC UV reinforced PC UV katkili
CRI >70

Colour Temperature Renk Sicakligi 5000K

Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1

Beam Angle Isik Acisi

Asymmetric / Asimetrik

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

System Lifetime Sistem Omrii >30.000h
Power Factor Giic Faktori >0,90
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-3, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

Marine Painting Marin Boya

Code No Power Luminous Flux  Colour Temp. Efficacy Dimensions Console Entry Pcs/Pack Package Vol. Package Weight
Uriin Kodu Giic Isik Akisi Renk Sicakligi  Etkinlik Faktéri Boyutlar Konsol Girisi Koli Adedi  Koli Hacmi Koli Agirligi
(W) (tm) (K) (tm/W) [mm) axbxc (m3) (kg)
113622 60 6600 5000 110 409x165x54 42 10 0,06 10
114994 80 8400 5000 105 409x165x54 42 10 0,06 10,2
113623 100 10500 5000 105 498x201x73 42-60 6 0,07 10,5
109856 150 15750 5000 105 571x248x76 42-60 6 0,10 13,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

B Pelsan
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Madrid

Affordable price, high efficiency

20W/33W/40W Up to 146lm/W

ENEC certified driver

No maintenance via over current and short circuit protection

Ekonomik fiyat, yliksek etkinlik faktord

20W/33W/40W 146lm/W'a varan etkinlik faktoru

ENEC belgeli driver

Asiri akim ve kisa devre korumasi ile bakim gerektirmez

Mechanical Specifications
Mekanik Ozellikler

Body Govde

PC UV reinforced PC UV katkili

IP Rating IP Sinifi IP65
IK Rating Body IK Govde Sinifi 1K08
Fire Protection Alev Korumasi 650°
Cable Gland Kablo Rakor PG11
Cable Kablo 3x0,8mm?
RAL Code Ral Kodu 7035
Mounting Type Montaj Tipi Pole / Direk

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -

Diffuser Diflzor PC UV reinforced PC UV katkili
CRI >70

Colour Temperature Renk Sicaklig 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1

Beam Angle Isik Acisi

Asymmetric / Asimetrik

&/ :‘0 @ =v
80 | | 79 | | ™21 | [eosos23 Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
; : ';,' System Lifetime Sistem Omrii >50.000h
e it “|  Power Factor Gii Faktril >0,90
_— - = = Operating Temperature Calisma Sicaklig -20°C / +45°C
il Sy, T e A Standards Standartlar 60598-2-3, LM79, EN 13032,
G = i : LM80, EN 62262, EN 60529
< s . <0 = Options
R R R o N Opsiyonlar
s o S i R DALI =
=3 = 1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit S
3hour Emergency Kit 3 Saat Acil Kit =
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu -
Marine Painting Marin Boya =
Code No Power Luminous Flux  Colour Temp. Efficacy Dimensions Console Entry Pcs/Pack Package Vol. Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicakligi  Etkinlik Faktéri Boyutlar Konsol Girisi Koli Adedi ~ Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lm/W) [mm) axbxc (m3) (kg)
109841 20 2760 4000 138 324x201x75 42-48 6 0,04 8,7
108494 33 4257 4000 129 324x201x75 42-48 6 0,04 8,7
109877 40 5840 4000 146 324x201x75 42-48 6 0,04 8,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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Outdoor Luminaires
Dis Mekan Aydinlatma Armaturleri
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Tunnel & Underpass
Tunel & Altgecit

Rotta

Years Warranty
Yil Garanti

&K« CBCED
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Mechanical Specifications
Mekanik Ozellikler
Body Govde

Die-cast, marine grade aluminum housing

IP Rating IP Sinifi

IP66

IK Rating Body IK Gdvde Sinifi

IK09

Standard Product Colour Standart Uriin Rengi

RAL 7043

Mounting Type Montaj Tipi

Direct mounting on ceiling,

wall or cable tray

Bracket Braket

Sabit Braket (FB)

Gasket Conta

Silicone

Fasteners Baglanti Elemanlari

Stainless steel (AISI 304)

Finishing Yizey

Chromate conversion pretreatment
followed by electrostatic powder coating

Light Source Replaceable Degistirilebilir Isik Kaynagi

Yes

Serviceability Class Servis Kolayligi Sinifi

Luminaire is equipped with serviceable
parts (when applicable): LED board, driver;
control units, surge protection device, optics,

front cover and mechanical parts
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Power LED
Lens / Reflector Lens/ Reflektor PMMA Lens

Diffuser Diflizor

Tempered Glass Temperli Cam

Colour Temperature Renk Sicakligi

3000K CRI70, 4000K CRI70

Photobiological Risk Group Fotobiyolojik Risk Grubu

RG1

Lifetime Omiir

>102000h

Colour Consistency (SDCM)

MacAdam < 5-Step

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

Driver Lifetime Siiricii Omri 2100.000h
Power Factor Giic Faktori >0,95
Operating Temperature Calisma Sicakligi -40°C / +55°C
Driver Surge Protection Driver Yildirim Koruma  10/6kV

Control Kontrol Sistemi

0n/0ff, (0)1-10V, DALI, StepDIM

Cable Kablo 1 mt. of rubber cable
Options
Opsiyonlar

Input Voltage Giris Gerilimi 120-277VAC

Class Sinif 1

External surge protection Harici yildirim koruma 10kV or 20kV

Light output Isik Cikisi

CLO (Constant light output)

Through Wiring Seri Kablolama

Two cable entry

Cable Kablo

Halogen-free cable

Product colour Uriin Rengi

Custom colour (Please specify RAL code)

Finishing Yizey

Polyester powder coating with anodisation
(C5-CX according to the IS0 9223-2012std.)

Fasteners Baglanti Elemanlari

A4 Stainless steel (AISI 316)

Brackets Braketler

Adjustable Bracket (AB) Aci Ayarli Braket
Latch Bracket (LB) Mandal Braket
Custom Bracket (CB) Ozel Braket



B Pelsan
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Technical Drawing a
Teknik Cizim
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Accessories Lighting Distribution Type
Aksesuarlar Isik Siddeti Dagilim Egirisi
Junction Box Baglanti Kutusu . L _E
i ASYM SYM CB
M/F Connectors Konnektorler
Luminaire Colour Temp. Light Current Power , Luminaire Efficacy Dimensions Weight Pcs/Pack Package Vol. Package
Armatir  Renk Sicaklig DistributionType Aiim (mA)  Giic A';#{g]tmfg?kl:/&ﬂ)‘; Etkinlik Faktord m Boyutlar A?IFUR Koli Adedi  Koli Hacmi K(X\Iilgmgl
(K] Istk Dagiim Tipi (W) iy (lrm/W) (mm) axbxe (kg (m?) (kg)
ROTTA 24 LED  4000K CRI70 SYM5 700 52 8080 155 0,116m?  522x258x206 6,1 1 0,035 7,7
ROTTA 48 LED  4000K CRI70 SYM5 700 103 16000 155 0,116m?  522x258x206 6,7 1 0,035 8,8
ROTTA 72 LED  4000K CRI70 SYM5 700 154 23763 154 0,116m?  522x258x206 7 1 0,035 8,6
ROTTA 96 LED  4000K CRI70 SYM5 700 205 30761 150 0,116m?  522x258x206 8 1 0,035 9,6
ROTTA 144 LED 4000K CRI70 SYM5 700 308 47526 154 0,241m?  629x476x195 13,4 1 0,067 15
ROTTA 192 LED 4000K CRI70 SYM5 700 410 61522 150 0,241m?  629x476x195 14 1 0,067 15,6

Visit our website for latest product informations and documents.
Gincel drin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr
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Solar Road and Street
Luminaires

Solar Yol ve Cadde
Armaturleri
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Road and Street Luminaires
Yol ve Cadde Armaturleri

Solar Rio Xs G2

Replaceable Battery Pack

It provides up to 35% faster charging with fast LifeP04 battery
and MPPT technology

Step DIM and timing option

Remote Control Option

Degistirilebilir Batarya Modeli

Hizli LifeP04 pil ve MPPT teknolojisi ile %35'e kadar daha
hizli sarj saglar

Step Dim ve zamanlama opsiyonu

Uzaktan kumanda opsiyonu

236

Solar Energy Spesifications
Solar Enerji Ozellikleri
Autonomous Time Otonom Siresi

2,5 Day 2,5 Gin

Solar Panel Giines Paneli

Monocrystalline Tek Kristalli

Solar Panel Voltage Giines Paneli Gerilimi

21V

Charge Controller Sarj Kontrol Cihazi MPPT
Battery Type Batarya Tipi LifeP04
Battery Voltage Batarya Gerilimi 12.8V
Charge and Discharge Cycle Sarj ve Desarj Déngisti 2000
Photocell Fotosel v

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66
IK Rating Body |K Gévde Sinifi 1K09
Fire Protection Alev Korumasi -
Cable Gland Kablo Rakor PG11
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Pole / Direk
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1

Beam Angle Isik Acisi

Asymmetric Asimetrik

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi

Off Grid Sebeke Disi

Frenquency Frekans

Off Grid Sebeke Disi

Class Sinif

LED Lifetime LED Omrii 100.000h
Power Factor Giic Faktori -
Operating Temperature Calisma Sicakligi -20°C / +50°C

Standards Standartlar

EN60598-2-3, LM80, TM21

Options
Opsiyonlar
Step DIM

Motion Sensor Hareket Sensoru

RAL Code RAL Kodu

Marine Painting Marin Boya

ANASNENEN
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Teknik Cizim
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Sunset Sunrise
Gun Batimi J
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Ltﬁninaire . . .
Panel Dimensions Package Weight
ower A
Light Distribution Curve Armatur Panel Boyutlari Consoleel’Entry Koli Kilosu
. . o o Guau (mm) axbxc Konsol Girisi (kq)
Isik Siddeti Dagilim Egirisi (W
20 791x679x25 89 7
Gamma Angles 180° 1200
150 40 1505x679x30 89 10
- " 60 1505x679x30 89 11,9
90° 90° 80 1505x679x30 89 10
750 ‘» 750 100 1505x679x30 89 10
60° ~ 60° Code Pole Features
450 Kod Direk Ozellikleri
4 600 450 208468 @42mm 4m Direk RAL7043
208469 #60mm 4m Direk RAL7043
T 208474 @42mm 6m Direk RAL7043
208475 @60mm 6m Direk RAL7043
180.0 00 2700 900 40W  M:100.00% 208476 @42mm 8m Direk RAL7043
208477 @60mm 8m Direk RAL7043
Pole prices are not included to the price of Solar Luminaire
Solar Armatir fiyatlarimiza direk fiyatlari dahil degildir.

Luminaire Luminaire

Code No Power Luminous Flux  Colour Temp. Solar Battery Dimensions Console Entry Pcs/Pack Package Vol. Total Package Weight
Uriin Kodu A%naabur Isik Akisl Renk Sicakligi  papel  Batarya  Armatiir Boyutu  Konsol Girisi  Koli Adedi Koli Hacmi  Total Koli Agirligi
(W) (tm) (K) (mm] axbxe (m?) (ko)
114957 20 2500 4000 100Wp 18Ah 567x232x106x185 42-60 1 0,017 10,5
114958 40 5000 4000 170Wp 48Ah 567x232x106x185 42-60 1 0,017 13,5
114081 60 7500 4000 205Wp 72Ah 567x232x106x185 42-60 1 0,017 15
114960 80 10000 4000 275Wp 96Ah 567x232x106x185 42-60 1 0,017 13
114961 100 12500 4000 330Wp  120Ah  567x232x106x185 42-60 1 0,017 13
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Giincel drin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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2 Pelsan

Road and Street Luminaires
Yol ve Cadde Armaturleri

Solar Doka G2

Replaceable Battery Pack

It provides up to 35% faster charging with fast LifeP04 battery
and MPPT technology

Step DIM and timing option

Remote Control Option

Degistirilebilir Batarya Modeli

Hizli LifeP04 pil ve MPPT teknolojisi ile %35'e kadar daha
hizli sarj saglar

Step Dim ve zamanlama opsiyonu

Uzaktan kumanda opsiyonu

238

Solar Energy Spesifications
Solar Enerji Ozellikleri

Autonomous Time Otonom Siresi

2,5 Day 2,5 Gin

Solar Panel Giines Paneli

Monocrystalline Tek Kristalli

Solar Panel Voltage Giines Paneli Gerilimi

21V

Charge Controller Sarj Kontrol Cihazi MPPT
Battery Type Batarya Tipi LifeP04
Battery Voltage Batarya Gerilimi 12.8V
Charge and Discharge Cycle Sarj ve Desarj Déngisti 2000
Photocell Fotosel v

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66
IK Rating Body |K Gévde Sinifi 1K10
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Pole Direk
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1

Beam Angle Isik Acisi

Asymmetric Asimetrik

Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi

Off Grid Sebeke Disi

Frenquency Frekans

Off Grid Sebeke Disi

Class Sinif

LED Lifetime LED Omrii 100.000h
Power Factor Giic Faktorl -
Operating Temperature Calisma Sicakligi -20°C / +50°C

Standards Standartlar

EN60598-2-3, LM80, TM21

Options
Opsiyonlar
Step DIM

Microwave Sensor Radar Sensori

RAL Code RAL Kodu

Marine Painting Marin Boya

ANASNENEN
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Technical Drawing
Teknik Cizim

H istributi Luminaire ; ; ;
| L Buributoncue, JBIEH® P Dmensiors  consgtoenry PR O
Istk Siddeti Dagilim Egirisi G[%u il aszc Konsol Girisi (kg)
Gamma Angles 1800 1200 20 791x679x25 89 7
150 40 1505x679x30 89 10
105°) 1059
60 1505x679x30 89 11,9
"““ "“" 80 1505x679x30 89 10
7 7 100 1505x679x30 89 10
60° & 600 Code Pole Features
450 Kod Direk Ozellikleri
- - - 208468 @42mm 4m Direk RAL7043
208469 @60mm 4m Direk RAL7043
= — 208474 @42mm ém Direk RAL7043
30° [ o 150 ER 208475 @60mm ém Direk RAL7043
208476 @42mm 8m Direk RAL7043
180.0 0.0  270.0 90.0 40W 1:100.00% .
208477 @60mm 8m Direk RAL7043
Pole prices are not included to the price of Solar Luminaire
Solar Armatdr fiyatlarimiza direk fiyatlari dahil degildir.
Luminaire ’ Luminaire "
Code No Power ~Luminous Flux  Colour Temp.  golar Battery Dimensions  Console Entry Pcs/Pack Package Vol. Total Package Weight
Uriin Kodu Aana_at_uur Isik Akisl Renk Sicakligi  Papel Batarya  ArmatGr Boyutu ~ Konsol Girisi  Koli Adedi  Koli Hacmi Total Koli Agirligi
(W) (lm) (K) (mm)] axbxc (m3) (kg)
114962 20 2600 4000 100Wp  18Ah 340x274x66 42-48 4 0,033 18,8
114963 40 5200 4000 170Wp 48Ah 340x274x66 42-48 4 0,033 21,8
114964 60 7800 4000 205Wp 72Ah 340x274x66 42-48 4 0,033 22
114965 80 10400 4000 275Wp 96Ah 340x274x66 42-48 4 0,033 21
114966 100 12000 4000 330Wp 120Ah 340x274x66 42-48 4 0,033 21

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir: Liitfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Visit our website for latest product informations and documents.
Guncel driin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

www pelsan.com.tr
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Road and Street Luminaires
Yol ve Cadde Armaturleri

Solar Madrid

Solar Energy Spesifications
Solar Enerji Ozellikleri

Autonomous Time Otonom Siresi 2 Day 2 Gin

Solar Panel Guines Paneli Monocrystalline Tek Kristalli
Solar Panel Voltage Giines Paneli Gerilimi 6V

Charge Controller Sarj Kontrol Cihazi PWM

Battery Type Batarya Tipi LifeP04 20Ah

Battery Voltage Batarya Gerilimi 3,2V

Charge and Discharge Cycle Sarj ve Desarj Déngist 3000
Photocell Fotosel o

Mechanical Specifications
Mekanik Ozellikler

Body Govde PC
IP Rating IP Sinifi IP65
IK Rating Body |K Gévde Sinifi 1K08
== Fire Protection Alev Korumasi 650°C
P = P N
c € L(M:{) T(M'Jn 6@: @ l\ ¢ Cable Gland Kablo Rakor PG11
- - 0598-2:3 RoHS )
RAL Code Ral Kodu 7043
Mounting Type Montaj Tipi Pole Direk

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -

Lens Lens -

Diffuser Diflzor BE

CRI >80

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1

Beam Angle Isik Acisi 130°

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi Off Grid Sebeke Disi
Frenquency Frekans Off Grid Sebeke Disi
Class Sinif 11l
LED Lifetime LED Omrii >100.000h
Power Factor Giic Faktori =
Operating Temperature Calisma Sicakligi -5°C / +45°C
Standards Standartlar EN60598-2-5, LM80, TM21
Options
Opsiyonlar
Step DIM -

Microwave Sensor Radar Sensori -
RAL Code RAL Kodu -
Marine Painting Marin Boya -
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Technical Drawing
Teknik Cizim
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o

Light Distribution Curve
Isik Siddeti Dagilim Egirisi

Gamma Angles 180° 1200

150

450

45° 500 45
750 cdkim
30° 15° 0° 150 300
180.0 00 2700 900 140W  M:100.00%

Luminaire . . .
Power  Panel Dimensions Package Weight
Armatlr Panel Boyutlari C;nsolfgntry Koli Kilosu
gAY [mm] axbxc onsoLbIrs! (kg)
(W)
25 350x452x15 42-60 3,2
Code Pole Features

Kod Direk Ozellikleri

208468 @42mm 4m Direk RAL7043
208469 @60mm 4m Direk RAL7043
208474 @42mm 6m Direk RAL7043
208475 @60mm 6m Direk RAL7043
208476 @42mm 8m Direk RAL7043
208477 @60mm 8m Direk RAL7043

Pole prices are not included to the price of Solar Luminaire
Solar Armatur fiyatlarimiza direk fiyatlari dahil degildir.

Code No  Luminous Flux Colour Temp. gglar Battery Dinfg‘r’,‘filons D'-i%QL”s?Lrﬁs Console Entry Pcs/Pack Package Vol. Total Package Weight
Urin Kodu Istk Akisi Renk Sicakligi panel Batarya Panel Boyutu  Armatir Boyutu Konsol Girisi Koli Adedi  Koli Hacmi  Total Koli Agirlig
(lm) (K) mm) axbxc mm) axbxc (m3) (kg)
115559 1400 4000 25Wp  20Ah 350x452x15 324x201x75 42-60 1 - 5,06

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen
Teknik sonuclar calisma kosullarina bagli olarak +-%7 tolerar

5 ekibi ile iletisime geciniz
sahiptir

Visit our website for latest product informations and documents.

Glncel Grdn bilgi ve belgeleri igcin web sitemizi ziyaret ediniz

www.pelsan.com.tr



2 Pelsan

Solar Road and Street Luminaires
Solar Yol ve Cadde Armaturleri

Accra Solar HLO

=v
6059823

UL A

Solar Energy Spesifications
Solar Enerji Ozellikleri

Autonomous Time Otonom Siresi 3 Day 3 Gin
Solar Panel Giines Paneli Monocrystalline Tek Kristalli
Solar Panel Voltage Giines Paneli Gerilimi 22Wp/ 11Wp
Charge Controller Sarj Kontrol Cihazi PWM
Battery Type Batarya Tipi LifeP04
Battery Voltage Batarya Gerilimi 24Ah 3,2V / 12Ah
Charge and Discharge Cycle Sarj ve Desarj Déngisti 3000
Photocell Fotosel v
Mechanical Specifications
Mekanik Ozellikler
Body Govde ABS
IP Rating IP Sinifi IP65
IK Rating Body IK Gdvde Sinifi IK08
Fire Protection Alev Korumasi o
Cable Gland Kablo Rakor o
RAL Code Ral Kodu 7046
Mounting Type Montaj Tipi Pole / Direk

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens PMMA

Diffuser Diflizor BE

CRI >70

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1

Beam Angle Isik Acisi

Asymmetric Asimetrik

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi

Off Grid Sebeke Disi

Frenquency Frekans

Off Grid Sebeke Disi

Class Sinif

LED Lifetime LED Omrii 50.000h
Power Factor Gii¢ Faktoru -
Operating Temperature Calisma Sicakligi -20°C / +50°C

Standards Standartlar

EN60598-2-3, LM80, TM21

Options
Opsiyonlar
Step DIM

Motion Sensor Hareket Sensoru

RAL Code RAL Kodu

Marine Painting Marin Boya
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It has motion sensor. Hareket sensorliudin

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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—
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. Luminaire .
Code No Luminous Flux Colour Temp. Solar Panel Voltage Battery Dimensions Console Entry Pcs/Pack Package Vol. Total Package Weight
Urln Kodu [sik Akisi Renk Sicaklig Glnes Panel Batarya  Armatlr Boyutu Konsol Girisi Koli Adedi Koli Hacmi Total Koli Agirig
(lm) (K) Gerilimi (mm] axbxc (m3) (kg)
209010 800 6500 11Wp 12Ah 450x210x80 42-60 4 0,0414 8
208644 1200 6500 11MWp 12Ah 450x210x80 42-60 4 0,0414 8
209747 2000 6500 22Wp 24Ah 585x230x90 42-48 1 0,01 3
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Visit our website for latest product informations and documents.
Technical values has tolerance +-%7 by the operating conditions. Gincel driin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir

www pelsan.com.tr
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Floodlights
Projektorler

Cruzo G2

Designed for sport and wide areas lighting
300W-1000W: 10KV,

1200W-1800W: 20kV internal surge protection
IP67 Dust and Waterproof Driver

62.000 hours driver lifetime
10°/30°/60°/90° / Asymmetric Lens

Spor sahalari ve genis alan aydinlatmasi icin tasarlandi
300W-1000W: 10kV,

1200W-1800W-: 20KV dahili parafudr

IP67 Toz ve Su Almaz Driver

62.000 saat driver omri

10°/30° / 60°/90° / Asimetrik Lens

& CBIAICE

PR [ E E E

LM-80 LM-79 TM-21 60598-2-5

* It is valid up to 1200W 1200W’a kadar gecerlidir.

246

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aluminyum

IP Rating [P Sinifi

IP66

IK Rating Body IK Gévde Sinifi 1K09

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor Metal
Cable Kablo 3x1,5mm?
RAL Code Ral Kodu 7043

Mounting Type Montaj Tipi

Pole/Ground Direk / Zemin

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED

Reflector Reflektdr -

Lens Lens PMMA

Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70

Colour Temperature Renk Sicakligi

4000K - 5700K - 6500K

Photobiological Risk Group Fotobiyolojik Risk Grubu

RG1

Beam Angle Isik Acisi

10°/30°/60°/90°/Asymmetric

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

System Lifetime Sistem Omrii >62.000h
Power Factor Guc Faktord >0,95
Operating Temperature Calisma Sicaklig -40°C / 50°C

Standards Standartlar

60598-2-5, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensér




Technical Drawing
Teknik Cizim

716

v
o] [=
142,5 160 142,5 142,5 42,5
160 601160
Light Distribution Curve
Istk Siddeti Dagilim Egirisi
10° Lens 30° Lens 60° Lens 90° Lens Asymmetric / Asimetrik
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Code No  Power Luminous Flux Colour Temp. Efficacy Dimensions  Pcs/Pack Package Vol. Product Weight Control BoxWeight
Urin Kodu  Gic Isik Akisi Renk Sicakligr  Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Urin Agirligi Kontrol Unitesi Agirlig
(W) (lm) (K) (lm/W) (mm) axbxc (m3) (kg) (kg)
116434 300 47100 5700 157 716x387x319 1 0,28 18 2,6
116433 400 61200 5700 153 716x387x319 1 0,28 18 2,6
116438 500 70000 5700 140 716x387x319 1 0,28 18 2,6
116432 600 83400 5700 139 716x387x319 1 0,28 18 2,6
116431 800 128000 5700 160 816x723x479 1 0,28 29 3
116430 900 140400 5700 156 816x723x479 1 0,36 29 3
116437 1000 150000 5700 150 816x723x479 1 0,36 29 3
116429 1200 175200 5700 146 816x723x479 1 0,36 29 3
116436 1500 222000 5700 148 816x821x479 1 0,36 40 6
116435 1800 250200 5700 139 816x821x479 1 0,36 40 6

Poducts codes refere 5700K and standard products. So, it can be different for options.
Product technical values can be changed +%?7 at different working conditions.

Urin kodlari 5700K standart Griin icindir, farkli CCT ve opsiyonlar icin degisebilir.

Uriin bilgileri farkli calisma kosullarinda +%7 degisiklik gosterebilir:

Visit our website for latest product informations and documents.
Glncel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Floodlights
Projektorler

Ria Lens

5 years warranty

IP66, dust and waterproof aluminium body
IP67 ENEC certified driver

100.000h driver lifetime

10kV internal surge protection
30°/60°/90° / Asymmetric lens

5yil garanti

IP66, toz ve su almaz aluminyum govde
IP67 ENEC belgeli driver

100.000h driver 6mri

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP66

IK Rating Body IK Gévde Sinifi IK10

Fire Protection Alev Korumasi 650°
Cable Gland Kablo Rakor PG13,5
Cable Kablo 3x1,5mm?
RAL Code Ral Kodu 7043

Mounting Type Montaj Tipi

Pole / Ground Direk / Zemin

Optical Specifications
Optik Ozellikler

L Light Source Isik Kaynagi Power LED
10kV dahili parafudr Reflector Reflekior -
30°/60°/90° / Asimetrik lens Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
g @ [H[ c € Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1
- Beam Angle Isik Acisi 30°/ 60° / 90°
o+ ‘~/ ‘ I . o Asymmetric / Asimetrik
LM 80 | [ tm7o TM 21 | [6os9s2:s @ . RoHS E Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >62.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C
Standards Standartlar 60598-2-5, LM79, EN 13032,
. LM80, EN 62262, EN 60529
Options
Opsiyonlar
DALI v
1-10V v
Step DIM v
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif /1l
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gig Istk Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (Lm) (K] (L /W) (mm) axbxc (m3) (kg)
115918 200 30800 6500 154 400x418x100 1 0,018 6
115919 250 36500 6500 146 400x418x100 1 0,018 6
115920 300 42600 6500 142 400x418x100 1 0,018 6
115921 400 60800 6500 152 400x418x100 1 0,018 6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim
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Light Distribution Curve
Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Gincel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Floodlights
Projektorler

Ria Asymmetric Lens

Ria Asimetrik Lens

5 years warranty

IP66, dust and waterproof aluminium body
IP67 ENEC certified driver

100.000h driver lifetime

10kV internal surge protection
30°/60°/90° / Asymmetric lens

5yil garanti

IP66, toz ve su almaz aluminyum govde
IP67 ENEC belgeli driver

100.000h driver 6mri

10kV dahili parafudr

30°/60°/90° / Asimetrik lens

@K>WI€

#*0 _'/
LM 80 LM-79 TM 21 | [s059825

SHlM« X

L ety

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP66

IK Rating Body IK Gévde Sinifi IK10

Fire Protection Alev Korumasi 650°
Cable Gland Kablo Rakor PG13,5
Cable Kablo 3x1,5mm?
RAL Code Ral Kodu 9005

Mounting Type Montaj Tipi

Pole / Ground Direk / Zemin

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED

Reflector Reflektor =

Lens Lens PMMA

Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1

Beam Angle Isik Acisi

Asymmetric / Asimetrik

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

System Lifetime Sistem Omrii >62.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-5, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

Marine Painting Marin Boya

Luminous Flux
Isik Akisi
(lm)

Code No Power
Urin Kodu Gic
(W)

Colour Temp.
Renk Sicaklig
(K]

Efficacy
Etkinlik Faktora
(Lm/W) [mm) axbxc

Pcs / Pack
Koli Adedi

Dimensions
Boyutlar

Package Vol.

Package Weight
Koli Hacmi Koli Agirligi
(m3) (kg)

110770 200 28800

6500

144 400x418x100

—_

0,018

110771 250 34750

6500

139 400x418x100

—_

110772 300 40500

6500

135 400x418x100

—_

6
0,018 6
0,018 6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sa

250

hiptir



B Pelsan

Technical Drawing Light Distribution Curve
Teknik Cizim Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.

Giincel trdn bilgi v eri icin wet ziyaret ediniz

www.pelsan.com.tr
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Floodlights
Projektorler

Ria Med G2

5years warranty Mechanical Specifications
IP66, dust and waterproof aluminium body . Zl_?l;amk Ozellikler Alumini Aliimi
IP67 ENEC certified driver oY Do uminium AGminyum

100.000h driver lifetime

IP Rating IP Sinifi

IP66

IK Rating Body IK Govde Sinifi 1IK10
10kV internal surge protection Fire Protection Alev Korumasi 650°

Cable Gland Kablo Rakor PG11
Syil garanti Cable Kablo 3xTmm?

RAL Code Ral Kodu 7043

IP66, toz ve su almaz aluminyum govde
IP67 ENEC belgeli driver
100.000h driver 6mri
10kV dahili parafudr

Mounting Type Montaj Tipi

Pole/Ground Direk/Zemin

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED
Reflector Reflektor =
Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
[ Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
@ [H I Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1

IS
w*

LM-79

&

LM-80

& [E

TM-21 60598-2-5

S144

Beam Angle Isik Acisi

30°/ 60°/90° / Asymmetric

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

System Lifetime Sistem Omrii >62.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligl -20°C / +45°C

Standards Standartlar

60598-2-5, LM79, EN 13032,

LM80, EN 62262, EN 60529

Options
Opsiyonlar
DALI v
1-10V v
Step DIM v
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif 1/l
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Painting Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gig Istk Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (Lm) (K] (L /W) (mm) axbxc (m3) (kg)
111788 60 8820 6500 147 340x274x66 4 0,033 15,05
111785 80 11360 6500 142 340x274x66 4 0,033 15,05
111660 100 13400 6500 134 340x274x66 4 0,033 15,05
111666 150 20700 6500 138 340x274x66 4 0,033 15,05
116136 200 27600 6500 138 340x274x66 4 0,033 15,05

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim
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Isik Siddeti Dagilim Egirisi
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Visit our website for latest product informations and documents.
Gincel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr




2 Pelsan

Floodlights
Projektorler

Sterio

Full range 50W-450W

IP66, dust and waterproof aluminium body

IK10, high impact resistance body

Intagrated driver

Tam Griin gami 50W-450W

IP66, toz ve su almaz

Yiiksek darbe dayanimi, IK10 govde

Dahili striici

[ALC €
&l & B

LM-80 LM-79 TM-21 60598-2-5

S« X

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP66

IK Rating Body IK Govde Sinifi 1K10
Fire Protection Alev Korumasi -

Cable Gland Kablo Rakor M16
Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043

Mounting Type Montaj Tipi

Pole/Ground Direk/Zemin

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80
Colour Temperature Renk Sicakligi 5700K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1
Beam Angle Isik Acisi 135°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >30.000h
Power Factor Giic Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-5, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu v
Marine Painting Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gic Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lm/W) [mm) axbxc (m3) (kq)
109787 50 5000 5700 100 225x195x59 6 0,03 8,75
109666 100 10000 5700 100 225x365x85 4 0,04 10
109536 200 20000 5700 100 415x360x85 1 0,017 6
109537 300 30000 5700 100 415x540x85 1 0,027 8
109538 450 45000 5700 100 795x390x85 1 0,035 11

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Technical Drawing
Teknik Cizim
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Light Distribution Curve
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Visit our website for latest product informations and documents.
Guncel Uriun bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Floodlights
Projektorler

Lecto

One to one replacement warranty

Cost effective solution

Slim modern design

Full range 50W-500W

5KV internal surge protection (50 - 300W)
10kV internal surge protection (400- 500W)

Birebir degisim garantisi
Ekonomik fiyat

Slim modern tasarim

Tam Griin gami 50W-500W

5kV dahili parafudr (50-300W)
10kV dahili parafudr (400-500W)

ICE B
&

&
LM-80

TM-21

=v
60598-2-5

IS
w*

LM-79

Sl 44|

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aluminyum

IP Rating IP Sinifi

IP65

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG7
Cable Kablo 3x1mm?
RAL Code Ral Kodu 9005

Mounting Type Montaj Tipi

Pole/Ground Direk/Zemin

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 5000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1
Beam Angle Isik Acisi 120°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >30.000h
Power Factor Giic Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / 45°C

Standards Standartlar

60598-2-5, LM79, EN 13032,

Options
Opsiyonlar
DALI

LM80, EN 62262, EN 60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

Marine Painting Marin Boya

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gic Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
W) (lm) (K) (Lm/W) [mm) axbxc (m3) (kg)
109304 50 5000 5000 100 245x190x33 6 0,017 7
109305 100 10000 5000 100 320x268x33 4 0,02 7,5
109306 150 15000 5000 100 348x256x33 6 0,04 15
111284 200 20000 5000 100 420x320x35 4 0,03 12
114120 300 30000 5000 100 470x335x45 4 0,04, 17
115485 400 40000 5000 100 550x395x60 1 0,02 6,7
115484 500 50000 5000 100 605x460x65 1 0,02 10,5
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Technical values has tolerance +-%7 by the operating conditions.
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Teknik sonuclar calisma kosullarina badli olarak +-%7 toleransa sahiptir.
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Technical Drawing
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Visit our website for latest product informations and documents.
Glncel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Surface Mounted Wallwasher Luminaires
Siva Ustli Wallwasher Armatirler

Inovaled G3

IP66 Dust and waterproof
7 different color options
Aluminum injection covers
Tempered glass

Metal cable gland

IP66 Toz ve su almaz

7 Farkli renk opsiyonu
Aliminyum enjeksiyon kapaklar
Temperli cam

Metal rakor

&[] [&

LM-80 LM-79 TM-21

=v
60598-2-1

-

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66

IK Rating Body IK Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor M16x1,5
Cable Kablo 3xTmm?
RAL Code Ral Kodu 9006

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 45°+ 20°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +40°C

Standards Standartlar

EN60598-2-5, LM79, EN13032,

Options
Opsiyonlar
DALI

LM80, TM21, EN62262, EN60529

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

Marine Painted Marin Boya

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K (Lm/W) (mm) axbxc (m3) (kq)
116592 14 1540 4000 110 327x75x63 6 0,01 58
116603 28 3080 4000 110 622x75x63 6 0,03 8,5
116611 42 4620 4000 110 917x75x63 6 0,04 10,6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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24Vdc/ac and 24Vdc Lighting Luminaires
24\ dc/ac ve 24Vdc Armatirler
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2 Pelsan

24Vac/dc Lighting Luminaires
24Vac/dc Armatirler

Trada Linear

Trada Lineer

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP67

IK Rating Body |K Gévde Sinifi 1K10

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG7

Cable Kablo 2x0,75mm?2
RAL Code Ral Kodu 2004

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications

Optik Ozellikler
Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -
Lens Lens PC
Diffuser Difiizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acgisi 45°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 24Vac/dc
Frenquency Frekans -
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktori >70
Operating Temperature Calisma Sicaklig -20°C / +40°C
Standards Standartlar EN 60598-2-1
Technical Drawing
Teknik Cizim Options
Opsiyonlar
DALI -
1-10V -
b a Step DIM -
it Thour Emergency Kit 1 Saat Acil Kit -
c [ ————— 3hour Emergency Kit 3 Saat Acil Kit i
' b Electrical Protection Elektriksel Sinif =
Microwave Sensor Radar Sensor -
RAL Kodu RAL Kodu -
Marine Painting Marin Boya -
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Istk Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lm/W) (mm) axbxc (m3) (kq)
209187 8 728 6500 91 185x56x87 1 0,00009 0,46
209190 16 1600 6500 100 245x56x87 1 0,014 0,75
209193 24 2328 6500 97 495x56x87 1 0,0002 1,02

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Visit our website for latest product informations and documents.
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP67

IK Rating Body IK Gévde Sinifi 1K10

Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG7

Cable Kablo 2x0,75mm?2
RAL Code Ral Kodu 2004

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens PC
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 45°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 24Vac/dc
Frenquency Frekans -
Class Sinif Il
System Lifetime Sistem Omrii >50.000h
Power Factor Gic Faktori >70
Operating Temperature Calisma Sicaklig! -20°C / +40°C
Standards Standartlar EN 60598-2-1
Options
Opsiyonlar
DALI -
1-10V -
Step DIM =

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

Marine Painting Marin Boya

2 Pelsan

24Vac/dc Lighting Luminaires
24Vac/dc Armatirler

Trada Floodlight

Trada Projektor

Technical Drawing
Teknik Cizim

b a

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Guc Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (Lm) (K (lm/W) (mm) axbxc (m3) (kg)
209183 24 2328 6500 97 205x155x100 1 0,003 1,35
209184 38 3724 6500 98 369x155x100 1 0,006 2,24

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel rin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

24Vdc Lighting Luminaires
24Vdc Armaturler

24Vdc Largo

Mechanical Specifications

Offers high electrical security with its 24Vdc design. €
Mekanik Ozellikler

Ensures safe usage in wet and humid environments.

Body Govde GRP Fiberglass
24Vdc tasarimi ile yiiksek giivenlik saglar IP Rating IP Simifi _ [EcS
Islak ve nemli ortamlarda glivenle kullanilir IK Rating Body [K Govde Sinifl K08
' Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo -

RAL Code Ral Kodu 7047

Cable Tray/Surface Mounted
Kablo Tavasi/Siva Ustii

Mounting Type Montaj Tipi
& I+§ @ v
LM-80 LM-79 TM-21 60598-2-1

Optical Specifications

Optik Ozellikler
Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -
o Lens Lens -
> ‘J:—-—'—'-.. Diffuser Difuzor Opal
-~ CRI >80
! Colour Temperature Renk Sicakligi -
\\ Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 160°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 24V DC
Frenquency Frekans -
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gug Faktoru -
Operating Temperature Calisma Sicaklig -20°C / +45°C
i . Standards Standartlar 60598-2-1, LM79, EN 13032, LM80,
Technical Drawing TM21, EN 62262, EN 60529
Teknik Cizim Options
a Opsiyonlar
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit =
Electrical Protection Elektriksel Sinif o
Microwave Sensor Radar Sensor -

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (/W) (mm) axbxc (m3d) (kg)
110119 21 2100 6500 100 663x85x85 6 0,019 7,5
110114 42 4200 6500 100 1273x85x85 6 0,087 12

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP66

IK Rating Body IK Govde Sinifi IK10
Fire Protection Alev Korumasi -

Cable Gland Kablo Rakor PG9
Cable Kablo 3x1mm?
RAL Code Ral Kodu 7043

Mounting Type Montaj Tipi

Pole/Ground Direk/Zemin

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

2 Pelsan

24Vdc Lighting Luminaires
24Vdc Armaturler

24Vdc Sterio

Offers high electrical security with its 24Vdc design. Ensures
safe usage in wet and humid environments

24Vdc tasarim ile yiiksek giivenlik saglar.

Islak ve nemli ortamlarda givenle kullanilir

ey X

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >80
Colour Temperature Renk Sicakligi 5700K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO1
Beam Angle Isik Acisi 135°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 24Vdc
Frenquency Frekans 50-60Hz
Class Sinif Il
System Lifetime Sistem Omrii >30.000h Technical Drawing ... a .
Power Factor Gii¢ Faktori >0,50 Teknik Cizim
Operating Temperature Calisma Sicakligi -20°C / 45°C
Standards Standartlar 60598-2-5, EN 62262, EN 60529
Options ——e—————
Opsiyonlar
DALI -
1-10V -
Step DIM = \ v
1hour Emergency Kit 1 Saat Acil Kit - N=— =7
3hour Emergency Kit 3 Saat Acil Kit - . 1oow
Electrical Protection Elektriksel Sinif - I -—--
Microwave Sensor Radar Sensér 5 SEETC{eom—— & —
RAL Code RAL Kodu v 60.00 °
Marine Painting Marin Boya v \%’%
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gic Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (Lm/W) [mm) axbxc (m3) (kq)
110171 50 5000 5700 100 225x195x59 6 0,03 8,75
110506 100 10000 5700 100 225x365x85 4 0,04 10

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Giincel Grin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



Outdoor Luminaires
Dis Mekan Aydinlatma Armaturleri
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2 Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri

Palmira

[Z1 100x200mm

71 300x350mm

6000mm
[ e e T T e i |

R C€

AICHE

LM-80 TM-21 60598-2-1

& Mechanical Specifications
Mekanik Ozellikler

S XK

Body Govde Aluminium Aliminyum
Pole Direk Metal

IP Rating IP Sinifi IP65

IK Rating Body |K Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo 3x1.5mm?

RAL Code Ral Kodu

9005-9006-7043

Mounting Type Montaj Tipi

Ground Zemin

— Optical Specifications
5= Optik Ozellikler

Light Source Isik Kaynagi Power LED

Reflector Reflektor -

Lens Lens PMMA

Diffuser Diflzor -

CRI >70

Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RGO

Beam Angle Isik Acisi

Asymmetric Asimetrik

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |

System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktori >0,95
Operating Temperature Calisma Sicakligi -20°C / +45°C

Standards Standartlar

60598-2-2, LM80, EN 62262,

_|_ Options
Opsiyonlar

EN 60529

DALI v
1-10V -
Step DIM

Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif |
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu 4
Marine Paintingr Marin Boya v

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K] (Lm/W) (mm) axbxc (kg)
109735 75 8775 4000 117 4500x300x350 1 38
109733 75 8775 4000 117 6000x300x350 1 50
109734 125 14625 4000 117 6000x300x350 1 55
109408 150 17550 4000 117 6000x300x350 1 55
Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
- All your lighting needs in one adress.
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[Um aydinlatma ihtiyacglariniz icin tek adres.
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Technical Drawing
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Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz
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Park and Garden Luminaires

Park Bahce Direk Armaturleri

Olimpos T

1000mm

- T
fo- |
|
|
|
|
l
- I Ce S
! TM-21
l
I
! Mechanical Specifications
| Mekanik Ozellikler
: Body Govde Aluminium Aliminyum
| Pole Direk Aluminium Aliiminyum
: IP Rating IP Sinifi IP65
I IK Rating Body |K Gévde Sinifi 1K10
: Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor PG11
: Cable Kablo 3x1mm?
| RAL Code Ral Kodu 9005-9006-7043
| Mounting Type Montaj Tipi Ground Zemin
l
! Optical Specifications
! Optik Ozellikler
€ : Light Source Isik Kaynagi Mid Power LED
5 E ! Reflector Reflekior -
= S | Lens Lens PMMA
3 Q Diffuser Difiizor -
= ! CRI >70
: Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
I Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
| Beam Angle Isik Acisi 138° / 150°
I
|
| Electrical Specifications
[ Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
| Frenquency Frekans 50-60Hz
: Class Sinif [
I System Lifetime Sistem Omri >50.000h
: Power Factor Gii¢c Faktorl >0,90
| Operating Temperature Calisma Sicaklig -20°C / +45°C
! Standards Standartlar EN60598-2-1, LM80, EN 62262,
1 EN60529
| Options
! Opsiyonlar
1 DALI v
} 1-10V -
: Step DIM
I Thour Emergency Kit 1 Saat Acil Kit -
: 3hour Emergency Kit 3 Saat Acil Kit -
_L Electrical Protection Elektriksel Sinif -
N Microwave Sensor Radar Sensor -
e RAL Code RAL Kodu v
x” 220mm Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Guc Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (Lm/W) (mm) axbxc (kg)
108261 50 5850 117 4500x220 1 62
108499 75 8775 117 4500x220 1 63
108498 100 11700 117 4500x220 1 67

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir
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l
I
e ! Mechanical Specifications
€ | Mekanik Ozellikler
< : Body Govde Aluminium Aliminyum
- | Pole Direk Aluminium Aliiminyum
: IP Rating IP Sinifi IP65
I IK Rating Body |K Gévde Sinifi 1K10
: Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor PG11
: Cable Kablo 3x1mm?
| RAL Code Ral Kodu 9005-9006-7043
| Mounting Type Montaj Tipi Ground Zemin
A l
{0\ S~ ! Optical Specifications
Dy S [ Optik Ozellikler
” oy : Light Source Isik Kaynagi Mid Power LED
E ! Reflector Reflektsr -
I S | Lens Lens PMMA
E 2 Diffuser Diftizor -
= | CRI >70
é : Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
= I Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
N | Beam Angle Isik Acisi 138° / 150°
I
|
| Electrical Specifications
[ Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
| Frenquency Frekans 50-60Hz
: Class Sinif [
I System Lifetime Sisten Omri >50.000h
: Power Factor Gii¢c Faktorl >0,90
| Operating Temperature Calisma Sicakligi -20°C / +45°C
! Standards Standartlar EN60598-2-1, LM80, EN 62262,
1 EN60529
| Options
\ Opsiyonlar
1 DALI v
} 1-10V -
: Step DIM
I Thour Emergency Kit 1 Saat Acil Kit -
: 3hour Emergency Kit 3 Saat Acil Kit -
_L Electrical Protection Elektriksel Sinif -
N Microwave Sensor Radar Sensor -
< 71220mm RAL Code RAL Kodu v
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Guc Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K (Lm/W) (mm) axbxc (kg)
107509 50 5850 4000 117 4500x220 1 62
108846 75 8775 4000 117 4500x220 1 63
109009 100 11700 4000 117 4500x220 1 67

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir
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Park Bahce Direk Armaturleri
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1
: & Mechanical Specifications
X Mekanik Ozellikler
X Body Gévde Aluminium Aliminyum
! Pole Direk Metal
| IP Rating IP Sinifi IP54
| IK Rating Body IK Gévde Sinifi IK08
: Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor PG11
| Cable Kablo 3x1mm?
| RAL Code Ral Kodu 7043
: Mounting Type Montaj Tipi Ground Zemin
I
| — Optical Specifications
: 54| Optik Ozellikler
| Light Source Isik Kaynagi Mid Power LED
| Reflector Reflektor Aluminium AlGminyum
: E Lens Lens -
=] Diffuser Difuizor PMMA
LS CRI >70
| Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
: Beam Angle Isik Agisi -
1
| Electrical Specifications
X Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
1 Frenquency Frekans 50-60Hz
: Class Sinif |
| System Lifetime Sistem Omri >50.000h
: Power Factor Gic Faktoru >0,90
| Operating Temperature Calisma Sicakligi -20°C / +40°C
: Standards Standartlar EN60598-2-1, LM80, EN 62262,
| EN60529
! Options
| —|_ Opsiyonlar
X DALI v
| 1-10V v
1 Step DIM -
: Thour Emergency Kit 1 Saat Acil Kit -
X 3hour Emergency Kit 3 Saat Acil Kit -
: Electrical Protection Elektriksel Sinif -
| Microwave Sensor Radar Sensor -
o - RAL Code RAL Kodu v
3200mm Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (kg)
108606 38 2090 4000 55 4500x700x200 1 27,6
108605 80 4400 4000 55 £4500x700x200 1 28,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

71C All your lighting needs in one adress.
274 | Tum aydinlatma ihtiyaclariniz icin tek adres.
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Park and Garden Luminaires
Park Bahce Direk Armaturleri
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l :
E : & Mechanical Specifications
| X Mekanik Ozellikler
' X Body Govde Aluminium Aliminyum
l Pole Direk Metal
: IP Rating IP Sinifi IP54
| IK Rating Body IK Gévde Sinifi IK08
: Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor PG11
X Cable Kablo 3xTmm?
| RAL Code Ral Kodu 9005-9006-7043
| Mounting Type Montaj Tipi Ground Zemin
|
: — Optical Specifications
| 54l Optik Ozellikler
: Light Source Isik Kaynagi Mid Power LED
1 Reflector Reflektor -
E X E Lens Lens -
5 = Diffuser Difuzor PMMA
S [ CRI >70
| Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
: Beam Angle Isik Acisi =
1
| Electrical Specifications
X Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
! Frenquency Frekans 50-60Hz
: Class Sinif |
| System Lifetime Sistem Omri >50.000h
: Power Factor Giic Faktori >0,90
| Operating Temperature Calisma Sicakligi -20°C / +40°C
: Standards Standartlar EN60598-2-1, LM80, EN 62262,
: EN60529
! Options
: —|_ Opsiyonlar
| DALI
! 1-10V -
| Step DIM 4
: Thour Emergency Kit 1 Saat Acil Kit -
X 3hour Emergency Kit 3 Saat Acil Kit -
! Electrical Protection Elektriksel Sinif -
| Microwave Sensor Radar Sensor -
P - RAL Code RAL Kodu v
Marine Paintingr Marin Boya 4
($200mm
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K] (Lm/W) (mm) axbxc (kg)
108609 30 2680 4000 90 3500x650x200 1 23,2
108608 60 5260 4000 88 3500x650x200 1 23,2

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

76 C All your lighting needs in one adress.
276 | Tum aydinlatma ihtiyaclariniz icin tek adres.
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2 Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri
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|
: & Mechanical Specifications
X Mekanik Ozellikler
X Body Gévde Aluminium Aliminyum
! Pole Direk Metal
| IP Rating IP Sinifi IP54
| IK Rating Body IK Gévde Sinifi IK08
: Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor PG11
: Cable Kablo 3x1mm?
| RAL Code Ral Kodu 7043
: Mounting Type Montaj Tipi Ground Zemin
I
| — Optical Specifications
: 54| Optik Ozellikler
: Light Source Isik Kaynagi Mid Power LED
! Reflector Reflektor -
E : E Lens Lens -
= =] Diffuser Difiizor Clear Glass Seffaf Cam
= L3 CRI >70
| Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
: Beam Angle Isik Agisi -
1
: Electrical Specifications
X Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
1 Frenquency Frekans 50-60Hz
: Class Sinif |
| System Lifetime Sistem Omri >50.000h
: Power Factor Gic Faktoru >0,90
| Operating Temperature Calisma Sicakligi -20°C / +45°C
: Standards Standartlar EN60598-2-1, LM80, EN 62262,
| EN60529
! Options
| —|_ Opsiyonlar
| DALI
| 1-10V -
I Step DIM 4
: Thour Emergency Kit 1 Saat Acil Kit -
X 3hour Emergency Kit 3 Saat Acil Kit -
: Electrical Protection Elektriksel Sinif -
l Microwave Sensor Radar Sensor -
R - RAL Code RAL Kodu v
3200mm Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (Lm/W) [mm) axbxc (kg)
108610 40 3280 4000 82 3500x520x200 1 13,3

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

— All your lighting needs in one adress.
Tum aydinlatma ihtiyaclariniz icin tek adres.
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Park and Garden Luminaires
Park Bahce Direk Armaturleri
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l
N Mechanical Specifications
Mekanik Ozellikler
Body Govde Aluminium Aliminyum
Pole Direk Aluminium Aliminyum
IP Rating P Sinifi IP54
IK Rating Body |K Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor -
Cable Kablo =
RAL Code Ral Kodu 9005-9006-7043
Mounting Type Montaj Tipi Ground Zemin
Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor Aluminium AlUminyum
E Lens Lens -
b= Diffuser Diftizor PMMA
& CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / +40°C
Standards Standartlar EN60598-2-1,LM80, EN 62262,
EN60529
Options
Opsiyonlar
DALI
1-10V -
Step DIM 4
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
#300mm Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Gug Isik Akisi Renk Sicakligi Etkinlik Faktorl Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K] (Lm/W) (mm) axbxc (kg)
109736 40 4000 4000 100 2500x450x200 1 22

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Park and Garden Luminaires
Park Bahce Direk Armaturleri

Alinda
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LM-80 TM-21 60598-2-1

Mechanical Specifications
Mekanik Ozellikler

P4

Body Govde Aluminium Aliminyum
Pole Direk Aluminium Aliminyum
IP Rating IP Sinifi IP54

IK Rating Body |K Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005-9006-7043

Mounting Type Montaj Tipi

Ground Zemin

Optical Specifications
Optik Ozellikler

S Light Source Isik Kaynagi Mid Power LED
5 Reflector Reflektor -
§ Lens Lens -
Diffuser Diftizor PMMA
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi 240°
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-1, LM80, EN62262,
EN60529
Options
Opsiyonlar
DALI v
1-10V -
Step DIM
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
<" [1220mm Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K (Lm/W) (mm) axbxc (kg)
107467 35 2450 4000 70 2500x120x220 1 47

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Park and Garden Luminaires
Park Bahce Direk Armaturleri

Milas

[Z1120mm
po--
-
1
1
|
|
|
|
!
‘ Il C€ AIESY
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!
| Mechanical Specifications
| Mekanik Ozellikler
: Body Govde Aluminium Aliminyum
| Pole Direk Metal
| IP Rating IP Sinifi IP54
! IK Rating Body |K Gévde Sinifi 1K08
: Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor -
: Cable Kablo =
| RAL Code Ral Kodu 9005-9006-7043
| Mounting Type Montaj Tipi Ground Zemin
!
! Optical Specifications
! Optik Ozellikler
i E Light Source Isik Kaynagi Mid Power LED
} § Reflector Reflektor -
: 9 Lens Lens -
| Diffuser Diftizor PMMA
l CRI >70
| Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
I Beam Angle Isik Acisi 240°
l
| Electrical Specifications
| Elektriksel Ozellikler
I Input Voltage Giris Gerilimi 220-240Vac
: Frenquency Frekans 50-60Hz
| Class Sinif I
: System Lifetime Sistem Omrii >50.000h
I Power Factor Giic Faktorl >0,95
: Operating Temperature Calisma Sicakligi -20°C / +40°C
: Standards Standartlar EN60598-2-1, LM80, EN 62262,
[ EN60529
: Options
: Opsiyonlar
| DALI v
: 1-10V -
| Step DIM v
| Thour Emergency Kit 1 Saat Acil Kit -
| 3hour Emergency Kit 3 Saat Acil Kit -
+ Electrical Protection Elektriksel Sinif -
e A Microwave Sensor Radar Sensor -
v~ [Z4220mm RAL Code RAL Kodu v
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Guc Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (kg)
108500 100 2000 4000 20 2500x120x220 1 48

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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2 Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri
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" LM-80 TM-21 60598-2-1
& Mechanical Specifications
Mekanik Ozellikler
Body Govde Aluminium Aliminyum
Pole Direk Metal
IP Rating IP Sinifi IP65
IK Rating Body |K Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor PG11
Cable Kablo 3x1mm?
RAL Code Ral Kodu 9005-9006-7043
Mounting Type Montaj Tipi Ground Zemin
~—| Optical Specifications
= Optik Ozellikler
Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -
z £ Lens Lens -
£ g Diffuser Diflizor Clear Glass Seffaf Cam
& S CRI >70
< ~ Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C
Standards Standartlar EN60598-2-1, LM80, EN 62262,
EN60529
_|_ Options
Opsiyonlar
DALI v
1-10V -
Step DIM
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
ooy Marine Paintingr Marin Boya v
(#200mm
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Guc Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K (Lm/W) (mm) axbxc (kg)
107882 50 4500 4000 90 4500x500x200 1 25

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Park and Garden Luminaires
Park Bahce Direk Armaturleri
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|
: & Mechaniqal Specifications
! Mekanik Ozellikler
: Body Govde Aluminium Aliminyum
| Pole Direk Metal
| IP Rating IP Sinifi IP65
: IK Rating Body |K Gévde Sinifi 1K08
l Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor PG11
| Cable Kablo 3x1mm?
! RAL Code Ral Kodu 9005-9006-7043
: Mounting Type Montaj Tipi Ground Zemin
|
| =7 Optical Specifications
! 5=l Optik Ozellikler
l Light Source Isik Kaynagi Power LED
: Reflector Reflektor Metalized Polymer Metalize Polimer
: g Lens Lens -
= Diffuser Difiizor Clear Glass Seffaf Cam
|9 CRI >70
| Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
1 Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
: Beam Angle Isik Acisi -
|
| Electrical Specifications
! Elektriksel Ozellikler
l Input Voltage Giris Gerilimi 220-240Vac
: Frenquency Frekans 50-60Hz
: Class Sinif [
1 System Lifetime Sistemn Omrii >50.000h
: Power Factor Giic Faktori >0,90
: Operating Temperature Calisma Sicakligi -20°C / +45°C
! Standards Standartlar EN60598-2-1, LM80, EN 62262,
: EN60529
I
! Options
: —|— Opsiyonlar
X DALI v
! 1-10V -
l Step DIM
| 1hour Emergency Kit 1 Saat Acil Kit =
: 3hour Emergency Kit 3 Saat Acil Kit -
I Electrical Protection Elektriksel Sinif -
: Microwave Sensor Radar Sensor =

by + RAL Code RAL Kodu v

3200mm Marine Paintingr Marin Boya v

Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K (Lm/W) (mm) axbxc (kg)
107679 50 2600 4000 52 4500x700x200 1 25

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

aaC All your lighting needs in one adress.
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Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri

Datca
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- 1
|
|
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|
|
l
1
: IES K
| TM-21 60598-2-1
l
| Mechanical Specifications
| Mekanik Ozellikler
| Body Gévde Aluminium Aliminyum
! Pole Direk Metal
l IP Rating [P Sinifi IP65
| IK Rating Body |K Gévde Sinifi IK08
: Fire Protection Alev Korumasi 650°C
I Cable Gland Kablo Rakor -
l Cable Kablo -
| RAL Code Ral Kodu 9005-9006-7043
: Mounting Type Montaj Tipi Ground Zemin
|
|
! Optical Specifications
| Optik Ozellikler
| Light Source Isik Kaynagi Mid Power LED
: e Reflector Reflektor Metalized Polymer Metalize Polimer
g | E Lens Lens -
g | § Diffuser Diftizor Clear Glass Seffaf Cam
= ;@ CRI >70
: Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
I Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
| Beam Angle Isik Acisi =
|
I
| Electrical Specifications
\ Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
| Frenquency Frekans 50-60Hz
: Class Sinif § |
I System Lifetime Sistem Omri >50.000h
: Power Factor Gii¢ Faktori >0,95
: Operating Temperature Calisma Sicakligi -20°C / +45°C
[ Standards Standartlar EN60598-2-1, LM80, EN 62262,
l EN60529
! Options
| Opsiyonlar
\ DALI v
| 1-10V =
! Step DIM v
: Thour Emergency Kit 1 Saat Acil Kit -
I 3hour Emergency Kit 3 Saat Acil Kit -
: Electrical Protection Elektriksel Sinif -
.L Microwave Sensor Radar Sensor -
b RAL Code RAL Kodu v
3300mm Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Gic Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (kg)
107628 30+40 2600+1200 6500 87+30 3700x710x300 1 86

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar ¢alisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Park and Garden Luminaires
Park Bahce Direk Armaturleri

Karya

-+
1
|
|
l
I I
E I
[ |
N I
! W
l
| Mechanical Specifications
| Mekanik Ozellikler
| Body Govde Aluminium Aliminyum
I Pole Direk Metal
1 IP Rating [P Sinifi IP65
: IK Rating Body |K Gévde Sinifi 1K08
: Fire Protection Alev Korumasi -
I Cable Gland Kablo Rakor o
: Cable Kablo 2x1,5mm?
| RAL Code Ral Kodu 9005/ 9006 / 7016
: Mounting Type Montaj Tipi Ground Zemin
|
! Optical Specifications
1 Optik Ozellikler
| Light Source Isik Kaynagi High Power LED
I Reflector Reflektor -
E : E Lens Lens PMMA
= ' Diffuser Diflizor Tempered Glass Temperli Cam
s L& CRI >70
I Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
| Beam Angle Isik Acisi 90° / Asymmetric Asimetric
|
: Electrical Specifications
! Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
I Frenquency Frekans 50-60Hz
l Class Sinif |
| System Lifetime Sistem Omri >50.000h
: Power Factor Gii¢c Faktori >0,90
I Operating Temperature Calisma Sicaklig -10°C / +40°C
1 Standards Standartlar EN60598-2-1
I
|
: Options
| Opsiyonlar
| DALI v
| 1-10V v
| Step DIM 4
: Thour Emergency Kit 1 Saat Acil Kit -
| 3hour Emergency Kit 3 Saat Acil Kit =
: Electrical Protection Elektriksel Sinif -
I Microwave Sensor Radar Sensor -
b + RAL Code RAL Kodu v
0240mm Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K (Lm/W) (mm) axbxc (kg)
206804 25 2800 4000 112 330x330x747 1 7,37
206807 50 5450 4000 109 330x330x747 1 7,37
206810 75 7875 4000 105 330x330x747 1 7,37

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri

Sardes
3570mm
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z |
1
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l
| Mechanical Specifications
| Mekanik Ozellikler
| Body Govde Aluminium Aliminyum
: Pole Direk Metal
| IP Rating P Sinifi IP65
: IK Rating Body |K Gévde Sinifi 1K08
: Fire Protection Alev Korumasi -
I Cable Gland Kablo Rakor o
: Cable Kablo 2x1,5mm?
| RAL Code Ral Kodu 9005/ 9006 / 7016
: Mounting Type Montaj Tipi Ground Zemin
|
: Optical Specifications
1 Optik Ozellikler
| Light Source Isik Kaynagi High Power LED
I Reflector Reflektor -
E | E Lens Lens -
= =] Diffuser Diflizor Tempered Glass Temperli Cam
S 'S CRI >70
I Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
: Beam Angle Isik Acisi Symmetric Simetrik
|
: Electrical Specifications
! Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
I Frenquency Frekans 50-60Hz
l Class Sinif |
| System Lifetime Sistem Omri >50.000h
: Power Factor Gii¢c Faktori >0,90
I Operating Temperature Calisma Sicaklig -10°C / +40°C
1 Standards Standartlar EN60598-2-1
I
|
: Options
| Opsiyonlar
| DALI v
| 1-10V v
| Step DIM 4
: Thour Emergency Kit 1 Saat Acil Kit -
| 3hour Emergency Kit 3 Saat Acil Kit =
: Electrical Protection Elektriksel Sinif -
I Microwave Sensor Radar Sensor -
- + RAL Code RAL Kodu v
0240mm Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (Lmn/W) (mm) axb (kg)
206795 25 2625 4000 105 570x500 1 8,7
206798 50 5100 4000 102 570x500 1 8,7
206801 75 7350 4000 98 570x500 1 8,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri

Knidos
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l
| Mechanical Specifications
| Mekanik Ozellikler
| Body Govde Aluminium Aliminyum
I Pole Direk Metal
1 IP Rating [P Sinifi IP54
: IK Rating Body |K Gévde Sinifi 1K08
: Fire Protection Alev Korumasi -
I Cable Gland Kablo Rakor o
: Cable Kablo 2x1,5mm?
| RAL Code Ral Kodu 9005/ 9006 / 7016
: Mounting Type Montaj Tipi Ground Zemin
|
: Optical Specifications
1 Optik Ozellikler
! Light Source Isik Kaynagi High Power LED
I Reflector Reflektor -
E : E Lens Lens PMMA
3 : 3 Diffuser Difuzor Tempered Glass Temperli Cam
S LS CRI >70
\ Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
| Beam Angle Isik Acisi Asymmetric Asimetrik /90°
|
| Electrical Specifications
! Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
I Frenquency Frekans 50-60Hz
l Class Sinif |
| System Lifetime Sistem Omri >50.000h
: Power Factor Gii¢c Faktori >0,90
I Operating Temperature Calisma Sicakligi -10°C / +40°C
! Standards Standartlar EN60598-2-1
I
|
: Options
| Opsiyonlar
| DALI v
! 1-10V v
| Step DIM 4
: Thour Emergency Kit 1 Saat Acil Kit -
| 3hour Emergency Kit 3 Saat Acil Kit =
: Electrical Protection Elektriksel Sinif -
I Microwave Sensor Radar Sensor -
L + RAL Code RAL Kodu v
0240mm Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K (Lm/W) (mm) axbxc (kg)
206786 25 2250 4000 90 435x435x515 1 8,1
206789 50 4500 4000 90 435x435x515 1 8,1
206792 75 6750 4000 90 435x435x515 1 8,1

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri

Parion
3500mm
-+
1
l
E |
E l
z |
1
| ANEARS
1 LM-80 TM-21
l
| Mechanical Specifications
| Mekanik Ozellikler
| Body Govde Aluminium Aliminyum
I Pole Direk Metal
1 IP Rating [P Sinifi IP65
: IK Rating Body |K Gévde Sinifi 1K08
: Fire Protection Alev Korumasi -
I Cable Gland Kablo Rakor o
: Cable Kablo 2x1,5mm?
| RAL Code Ral Kodu 9005/ 9006 / 7016
: Mounting Type Montaj Tipi Ground Zemin
|
: Optical Specifications
1 Optik Ozellikler
| Light Source Isik Kaynagi High Power LED
I Reflector Reflektor -
E | E Lens Lens -
= =] Diffuser Diflizor Tempered Glass Temperli Cam
S LS CRI >70
I Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
: Beam Angle Isik Acisi Symmetric Simetrik
|
| Electrical Specifications
! Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
I Frenquency Frekans 50-60Hz
l Class Sinif |
} System Lifetime Sistem Omri >50.000h
: Power Factor Gii¢c Faktori >0,90
I Operating Temperature Calisma Sicaklig -10°C / +40°C
! Standards Standartlar EN60598-2-1
I
|
: Options
| Opsiyonlar
| DALI v
| 1-10V v
| Step DIM 4
: Thour Emergency Kit 1 Saat Acil Kit -
| 3hour Emergency Kit 3 Saat Acil Kit =
: Electrical Protection Elektriksel Sinif -
I Microwave Sensor Radar Sensor -
- + RAL Code RAL Kodu v
0240mm Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (Lmn/W) (mm) axb (kg)
206813 25 2575 4000 103 500x500 1 8,07
206816 50 5150 4000 103 500x500 1 8,07
206819 75 7725 4000 103 500x500 1 8,07

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Park and Garden Luminaires

Park Bahce Direk Armaturleri

Troya Elegance
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1 i s LM-80 T™-21
1
< |
| & Mechanical Specifications
| Mekanik Ozellikler
! Body Govde Aluminium Aliminyum
| Pole Direk Metal
X IP Rating IP Sinifi IP65
: IK Rating Body |K Gévde Sinifi 1K08
! Fire Protection Alev Korumasi o
1
I Cable Gland Kablo Rakor o
X Cable Kablo 3x1mm?
: RAL Code Ral Kodu 9005 - 7043
| Mounting Type Montaj Tipi Ground Zemin
|
: — Optical Specifications
: 5=l Optik Ozellikler
! Light Source Isik Kaynagi Mid Power LED
- E Reflector Reflektor -
X § Lens Lens -
: 2 Diffuser Diflizor Opal
I CRI >70
P90mm : Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
: Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
: Beam Angle Isik Acisi Symmetric Simetrik
I
: Electrical Specifications
X Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
l Frenquency Frekans 50-60Hz
: Class Sinif |
! System Lifetime Sistem Omrii >50.000h
[ Power Factor Gic Faktoru >0,90
: Operating Temperature Calisma Sicaklig -10°C / +40°C
X Standards Standartlar EN60598-2-1
1
1
I Options
: —|_ Opsiyonlar
| DALI v
! 1-10V v
| Step DIM 4
: Thour Emergency Kit 1 Saat Acil Kit -
| 3hour Emergency Kit 3 Saat Acil Kit -
! Electrical Protection Elektriksel Sinif -
1
L Microwave Sensor Radar Sensor -
@240mm RAL.Code .RA.L Kodu : v
Marine Paintingr Marin Boya 4
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K (Lm/W) (mm) @xb (kg)
209935 30 2460 4000 82 605x370 1 35
209938 40 3280 4000 82 605x370 1 35
209941 50 4100 4000 82 605x370 1 35
209944 60 4920 4000 82 605x370 1 35

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Liitfen satis ekibi ile iletisime geciniz.
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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2 Pelsan

Park and Garden Luminaires

Park Bahce Direk Armaturleri

Gordion
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l :
+ X & Mechaniqal Specifications
! Mekanik Ozellikler
! Body Govde Aluminium Aliminyum
1 Pole Direk Metal
X IP Rating IP Sinifi IP65
: IK Rating Body |K Gévde Sinifi 1K08
1 Fire Protection Alev Korumasi =
| Cable Gland Kablo Rakor -
X Cable Kablo 3x1mm?
! RAL Code Ral Kodu 9005-7043
| Mounting Type Montaj Tipi Ground Zemin
|
: = Optical Specifications
; 5= Optik Ozellikler
: Light Source Isik Kaynagi Mid Power LED
- E Reflector Reflektor -
X é Lens Lens -
: 2 Diffuser Diflizor Opal
| CRI >70
X Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
7 100x100mm : Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
: Beam Angle Isik Acisi Symmetric Simetrik
1
: Electrical Specifications
X Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
l Frenquency Frekans 50-60Hz
: Class Sinif |
: System Lifetime Sistem Omrii >50.000h
: Power Factor Giic Faktorl >0,95
I Operating Temperature Calisma Sicakligi -10°C / +40°C
X Standards Standartlar EN60598-2-1
|
J Options
: + Opsiyonlar
| DALI v
X 1-10V v
! Step DIM v
l Thour Emergency Kit 1 Saat Acil Kit -
X 3hour Emergency Kit 3 Saat Acil Kit -
: Electrical Protection Elektriksel Sinif -
L Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
¥ 240x240mm Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Gig Istk Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (lm/W) (mm] axbxc (kg)
209946 30 2250 4000 75 545x545x370 1 35
209947 40 3000 4000 75 545x545x370 1 35
209948 50 3750 4000 75 545x545x370 1 35
209949 60 4500 4000 75 545x545x370 1 35

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team. Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Technical values has tolerance +-%7 by the operating conditions. Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Pelsan

Garden Luminaires
Cimen Armaturleri

Luzon2
Al C€ e (&8 &
2 LM-80 TM-21 60598-2-1
Mechanical Specifications
Mekanik Ozellikler
Body Govde Aluminium Aliminyum
IP Rating IP Sinifi IP66
IK Rating Body |K Gévde Sinifi 1K08
Fire Protection Alev Korumasi 650°C
120mm Cable Gland Kablo Rakor =
F-------- 4 Cable Kablo 3x1mm?
RAL Code Ral Kodu 9005 / 9006 / 7043
T Mounting Type Montaj Tipi Ground Zemin
!
E 1 Optical Specifications
g Optik Ozellikler
I Light Source Isik Kaynagi Mid Power LED
_L Reflector Reflektor Aluminium Aliminyum
Lens Lens -
Diffuser Difuzor PMMA
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -
& Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gi¢ Faktoru >0,90
Operating Temperature Calisma Sicaklig -20°C / +40°C
Standards Standartlar EN60598-2-1, LM80, TM21
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Clife Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K) (Lm/W) [mm) axbxc (kg)
115481 14 1190 3000 85 400x120x120 1 3
115480 14 1190 3000 85 650x120x120 1 4
115479 14 1190 4000 85 650x120x120 1 4
115482 14 1190 3000 85 700x120x120 1 4,5
115483 14 1190 3000 85 1000x120x120 1 6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Pelsan

Garden Luminaires
Cimen Armaturleri

&) [B

TM-21 60598-2-1

Aluminium Aliminyum

IP Rating IP Sinifi

IP54

IK Rating Body IK Gévde Sinifi

1K08

Fire Protection Alev Korumasi

650°C

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005 / 9006 / 7043

Mounting Type Montaj Tipi

Ground Zemin

Optica“l Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Luzon

Reflector Reflektor Aluminium AlGminyum . }?qﬁini .
Lens Lens -
Diffuser Diflizor PMMA
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi - £
g
o
N
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h =
Power Factor Giic Faktori >0,90 E
Operating Temperature Calisma Sicakligi -20°C / +40°C 2
Standards Standartlar EN60598-2-1, LM80, TM21
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu 4
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Gic Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Agirtigi
(W) (Lm) (K (Lm/W) (mm] axbxc (kg)
109027 20 2000 4000 100 750x200x200 1 7,98

Visit our website for latest product informations and documents.
Gincel rin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www pelsan.com.tr



Pelsan

Garden Luminaires
Cimen Armaturleri

Alinda

Il CelE [EES

195x195mm

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi IP54

IK Rating Body IK Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo -

RAL Code Ral Kodu 9005 / 9006 / 7043

Mounting Type Montaj Tipi

Ground Zemin

Optical Specifications

F--mmmmmm - Optik Ozellikler
Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens -
Diffuser Diflizor PMMA
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler
c Input Voltage Giris Gerilimi 220-240Vac
£ Frenquency Frekans 50-60Hz
E Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢c Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C

Standards Standartlar

EN60598-2-1, LM80, TM21

Options
Opsiyonlar
DALI

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu 4
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Gucg Isik Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (Lm) (K] (Lm/W) [mm] axbxc (kg)
108859 18 2052 4000 114 750x195x200x150 1 3,5

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geginiz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Gincel (rin bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Pelsan

Garden Luminaires
Cimen Armaturleri

Pega

&\ [&][B
LM-80 TM-21 60598-2-1

Aluminium Aliminyum

IP Rating IP Sinifi

IP54

IK Rating Body IK Govde Sinifi

IK08

Fire Protection Alev Korumasi

650°C

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005 / 9006 / 7043

Mounting Type Montaj Tipi

Ground Zemin

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu -
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Giic Faktoru >0,90
Operating Temperature Calisma Sicaklig -20°C / +40°C

Standards Standartlar

EN60598-2-1, LM80, TM21

Options
Opsiyonlar
DALI

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu v
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Gig Isik Akisi Renk Sicaklig Etkinlik Faktord Boyutlar Koli Adedi Koli Agirlig
(W) (lm) (K) (Lm/W) [mm) axbxc (kg)
108878 18 1962 4000 109 750x195x200x100 1 4,7
Visit our website for latest product informations and documents. Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Guncel Griin bilgi ve belgeleri icin web sitemizi ziyaret ediniz Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www pelsan.com.tr



Pelsan

Garden Luminaires
Cimen Armaturleri

Mayorka

150x150mm

750mm

=V
60598-2-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde

S

Aluminium Aldminyum

IP Rating IP Sinifi IP65

IK Rating Body |K Gévde Sinifi 1K08

Fire Protection Alev Korumasi 650°C

Cable Gland Kablo Rakor -

Cable Kablo -

RAL Code Ral Kodu 9005 / 9006 / 7043

Mounting Type Montaj Tipi

Ground Zemin

Optical Specifications
Optik Ozellikler

Light Source Isik Kaynagi Power LED
Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflizor -
CRI >70
Colour Temperature Renk Sicaklig 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu -
Beam Angle Isik Acisi -

Electrical Specifications

Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktorl >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C

Standards Standartlar

EN60598-2-1, LM80, TM21

Options
Opsiyonlar
DALI

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu v
Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Uriin Kodu Glg Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K] (Lm/W) [mm] axbxc (kg)
111419 18 1280 4000 71 750x150x150 1 6,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Visit our website for latest product informations and documents.

Giincel Griin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.



L C€ L

Mechanical Specifications
Mekanik Ozellikler

=V
60598-2-1

Pelsan

Garden Luminaires
Cimen Armaturleri

Bali / Maldiv / Malta / Santorini

Body Govde Aluminium Aliminyum -
IP Rating IP Sinifi IP45 T ;
IK Rating Body IK Gévde Sinifi 1K08 : : <
Fire Protection Alev Korumasi 650°C I I
Cable Gland Kablo Rakor - l !
Cable Kablo - | !
RAL Code Ral Kodu — 9005/9006{7043 : 5 60x120mm : 5 60x120mm
Mounting Type Montaj Tipi Ground Zemin e i
£ ! g
o ! ol
Optical Specifications = | 2 !
Optik Ozellikler w |
Light Source Isik Kaynagi Power LED : :
Reflector Reflektor - | !
Lens Lens PMMA ! !
Diffuser Diftizor - 1 |
CRI >70 } }
Colour Temperature Renk Sicaklig 3000K / 4000K / 6500K + +
Photobiological Risk Group Fotobiyolojik Risk Grubu - Bali Maldiv
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler 3OmMT -4
Input Voltage Giris Gerilimi 220-240Vac T
Frenquency Frekans 50-60Hz T : l /)~
Class Sinif | I | L @@
System Lifetime Sistem Omrii >50.000h : : X \\"Q
Power Factor Gi¢ Faktord >0,90 : :
Operating Temperature Calisma Sicakligi -20°C / +40°C I I
Standards Standartlar EN60598-2-1, LM80, TM21 } N 60x120mm | N 60x120mm
g! =
£ E!
o | ol
Options 2 : Iy :
Opsiyonlar I I
DALI - | !
1-10V - ! !
Step DIM - I I
Thour Emergency Kit 1 Saat Acil Kit - : :
3hour Emergency Kit 3 Saat Acil Kit - | |
Electrical Protection Elektriksel Sinif - + L
Microwave Sensor Radar Sensor - .
RAL Code RAL Kodu v Malta Santorini
Marine Paintingr Marin Boya v
Code No Type Power  Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Tip Gic Istk Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Agirlig
(W) (lm) (K) (lm/W) [mm) axbxc (kg)
108870 Bali 18 2304 4000 128 750x200x60x120 1 4,5
108872 Maldiv 18 2304 4000 128 750x150x60x120 1 4,5
108871 Malta 36 4608 4000 128 750x340x60x120 1 5,1
108859 Santorini 36 4608 4000 128 750x345x120x60 1 5,6

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel rin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



Pelsan

Garden Luminaires
Cimen Armaturleri

Alberi

ES X

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP54

IK Rating Body |K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

7016

Mounting Type Montaj Tipi

Ground Zemin

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens =
Diffuser Diftizor PMMA
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -
Electrical Specifications
, Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
| Class Sinif I
System Lifetime Sistem Omri >30.000h
Power Factor Gic Faktoru >0,90
a: Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar EN 60598-2-1
Options
Opsiyonlar
DALI -
b~ c 1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif =
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu v
Code No Power Luminous Flux Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gucg Isik Akisi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
(W) (tm) (Lm/W) [mm) axbxc (m3) (kg)
208553 6 420 250x100x100 1 - -
208554 6 420 500x100x100 1
208555 6 420 700x100x100 1

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Visit our website for latest product informations and documents.

Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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Bd
60598-2-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP54

IK Rating Body IK Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

7016

Mounting Type Montaj Tipi

Ground Zemin

Optica! Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Pelsan

Garden Luminaires
Cimen Armaturleri

Ayers

Lens Lens -
Diffuser Diflizor PMMA
CRI >80
Colour Temperature Renk Sicaklig 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -
Electrical Specifications
Elektriksel Ozellikler 3
Input Voltage Giris Gerilimi 220-240Vac ‘
Frenquency Frekans 50-60Hz )
Class Sinif I
System Lifetime Sistem Omrii >30.000h ‘
Power Factor Gi¢ Faktord >0,90 a :
Operating Temperature Calisma Sicakligi -20°C / +45°C |
Standards Standartlar EN 60598-2-1 ‘
Options
Opsiyonlar
DALI - ‘
1-10V =
Step DIM = b~ c
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit =
Electrical Protection Elektriksel Sinif =
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Gi¢ Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (tm) (K) (tm/W) (mm) axbxc (m3) (kg)
208541 6 420 3000 70 200x75x70 1 - -
208542 6 420 3000 70 500x75x70 1
208543 6 420 3000 70 800x75x70 1

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%?7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz

www pelsan.com.tr



Pelsan

Garden Luminaires
Cimen Armaturleri

Belise

Ce

v
60598-2-1

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

IP Rating IP Sinifi

IP54

IK Rating Body [K Gdovde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

7016

Mounting Type Montaj Tipi

Ground Zemin

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diftizor PMMA
CRI >80
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Acisi -
3 Electrical Specifications
§ Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
| Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >30.000h
a Power Factor Gii¢ Faktori >0,90
| Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar EN 60598-2-1
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit o
Electrical Protection Elektriksel Sinif =
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(W) (lm) (K) (Lm/W) (mm) ax® (m?3) (kg)
208529 6 420 3000 70 250x100 1 - -
208530 6 420 3000 70 500x100 1
208531 6 420 3000 70 700x100 1

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Glncel Urln bilgi ve belgeleri icin web sitemizi ziyaret ediniz
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Outdoor Appliques
Dis Mekan Aplikler
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2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Alberi

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliiminyum

IP Rating IP Sinifi

IP54

IK Rating Body [K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

7016

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor PC
CRI >80
Colour Temperature Renk Sicakligi 3000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -
E Electrical SPecifications
c € = @ E Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
A i Class Sinif |
Tech.nlcgl_Drawmg System Lifetime Sistem Omri >30.000
Teknik Cizim Power Factor Giic Faktori >0,90
Operating Temperature Calisma Sicakligi -20°C / +45°C
,,,,,,,,, S Standards Standartlar EN60598-2-1
Options
Opsiyonlar
§ DALI -
- 1-10v -
‘ J b Step DIM -
" 1hour Emergency Kit 1 Saat Acil Kit =
§ 3hour Emergency Kit 3 Saat Acil Kit =
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor =
rrrrrrrrrr oo RAL Code RAL Kodu -
Marine Painting Marin Boya =
Code No Type Power Luminous Flux  Colour Temp. Efficacy Dimensions Pcs/Pack  Package Vol. Package Weight
Uriin Kodu Tip Giic Isik Akisi Renk Sicakligi  Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(lm) (K (Lm/W) (mm) axb (m3) (kg)
209856 Down 360 3000 60 70x160 1 - -
209857 Up/Down 12 540 3000 45 70x240 1 - -

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Visit our website for latest product informations and documents.

Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz



Mechanical Specifications
Mekanik Ozellikler

Body Govde

2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Belise

Aluminium Aliminyum

IP Rating P Sinifi

IP54

IK Rating Body [K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

7016

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor BE
CRI >80
Colour Temperature Renk Sicakligi 3000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -
Electrical Specifications =
Elektriksel Ozellikler 60@; @ E
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif | A )
System Lifetime Sistem Omrii >30.000 Technical Drawmg
Power Factor Giic Faktoril >0,90 Teknik Cizim
Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar EN60598-2-1
Options -
Opsiyonlar
DALI -
1-10V -
Step DIM - W |
Thour Emergency Kit 1 Saat Acil Kit g
3hour Emergency Kit 3 Saat Acil Kit = -
Electrical Protection Elektriksel Sinif =
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu =
Marine Painting Marin Boya =
Code No Type Power Luminous Flux  Colour Temp. Efficacy Dimensions Pcs/Pack  Package Vol. Package Weight
Uriin Kodu Tip Giic Isik Akisi Renk Sicakligi  Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(lm) (K) (lm/W) (mm) @xh (m?3) (kg)
209858 Down 360 3000 60 70x160 1 - -
209859 Up/Down 12 540 3000 45 70x240 1 - -

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

www pelsan.com.tr



2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Ayers

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliiminyum

IP Rating IP Sinifi

IP54

IK Rating Body [K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

7016

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflzor PC
CRI >80
Colour Temperature Renk Sicakligi 3000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -
= Electrical Specifications
60@’“ @ E Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
A i Class Sinif |
Tech.nlcgl_Drawmg System Lifetime Sistem Omri >30.000
Teknik Cizim Power Factor Giic Faktori >0,90
Operating Temperature Calisma Sicakligi -20°C / +45°C
a Standards Standartlar EN60598-2-1
Options
Opsiyonlar
DALI -
i 1-10V -
‘ W ) Step DIM -
\ /b 1hour Emergency Kit 1 Saat Acil Kit -
/ T 3hour Emergency Kit 3 Saat Acil Kit =
\B/ Electrical Protection Elektriksel Sinif -
) Microwave Sensor Radar Sensor =
RAL Code RAL Kodu -
Marine Painting Marin Boya =
Code No Type Power Luminous Flux  Colour Temp. Efficacy Dimensions Pcs/Pack  Package Vol. Package Weight
Uriin Kodu Tip Giic Isik Akisi Renk Sicakligi  Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(lm) (K (Lm/W) (mm) axb (m3) (kg)
209860 Down 360 3000 60 70x160 1 - -
209865 Up/Down 12 540 3000 45 70x240 1 - -

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Visit our website for latest product informations and documents.

Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz



Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliminyum

2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Tibat 1/ Tibat 2

IP Rating [P Sinifi

IP54

CEE

IK Rating Body [K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005/ 9006 / 7043

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Reflector Reflektor

Lens Lens

Diffuser Diflizor

Tempered Glass Temperli Cam

CRI

Colour Temperature Renk Sicakligi

Photobiological Risk Group Fotobiyolojik Risk Grubu

Beam Angle Isik Acisi

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi

220-240Vac

:. T
st
"}

Frenquency Frekans

50-60Hz

Class Sinif

System Lifetime Sistem Omrii

Technical Drawing

Power Factor Gic Faktorlu

Teknik Cizim

Operating Temperature Calisma Sicaklig

-20°C / +45°C

Standards Standartlar

EN60598-2-1

Options
Opsiyonlar
DALI

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

A0 HO

Microwave Sensor Radar Sensor

_—

RAL Code RAL Kodu

C C

Marine Painting Marin Boya

Tibat 1 Tibat 2

Code No Lampholder
Uriin Kodu Duy Isik Akisi

(Lm)

Luminous Flux

Colour Temp.
Renk Sicakligi
(K]

Dimensions Pcs/Pack Package Vol.  Package Weight
Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
[mm) axbxc m3 (kg

Efficacy
Etkinlik Faktoru
(Lm/W)

110744 1xE27 -

- 120x180x198 6 0,04 7,5

110745 2xE27 -

- 120x198x305 6 0,06 14

Visit our website for latest product informations and documents.

Guncel Urin bilgi ve belgeleriicin web sitemizi ziyaret ediniz

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

www pelsan.com.tr



2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Isilay 1/ Isilay 2

Isilay 1

Isilay 2

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aliiminyum

IP Rating IP Sinifi

IP54

IK Rating Body [K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005 / 9006 / 7043

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Reflector Reflektor

Lens Lens

Diffuser Diflizor

Tempered Glass Temperli Cam

CRI

Colour Temperature Renk Sicakligi

Photobiological Risk Group Fotobiyolojik Risk Grubu

Beam Angle Isik Acisi

Electrical Specifications
Elektriksel Ozellikler

Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif |
Technical Drawing System Lifetime Sistem Omrii -
Teknik Cizim oo : Power Factor Giic Faktoril -
A Operating Temperature Calisma Sicakligi -20°C / +45°C
Standards Standartlar EN60598-2-1
rees e ‘ Options
2 Opsiyonlar
DALI -
b 1-10V -
Step DIM -
b Thour Emergency Kit 1 Saat Acil Kit S
3hour Emergency Kit 3 Saat Acil Kit =
Electrical Protection Elektriksel Sinif o
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu v
Isilay 1 Isilay 2 Marine Painting Marin Boya v
Code No Lampholder Luminous Flux Colour Temp. Efficacy Dimensions Pcs/Pack Package Vol. Package Weight
Uriin Kodu Duy Isik Akisi Renk Sicakligi Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(Lm) (K) (Lm/W) [mm) axbxc (m3) (kg)
110742 1xE27 - - - 120x180x195 6 0,04 7,5
110743 2xE27 - - - 120x300x195 6 0,06 14

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Lutfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

320

Visit our website for latest product informations and documents.
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Plastic Plastik

IP Rating P Sinifi

IP65

IK Rating Body [K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

Anthracite Antrasit

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Ferra

C€

2Ol «
60598-2-1 RoHS

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Lens Lens -
Diffuser Diflizor Plastic Plastik
CRI >80
Colour Temperature Renk Sicakligi 4000K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi o 2,5 m
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif 1 A )
System Lifetime Sistem Omrii >30.000 Technical Drawmg
Power Factor Gic Faktori >0,50 Teknik Cizim
Operating Temperature Calisma Sicaklig -20°C / +45°C
Standards Standartlar EN60598-2-1
Options
Opsiyonlar
DALI -
1-10V -
Step DIM -
1hour Emergency Kit 1 Saat Acil Kit = E
3hour Emergency Kit 3 Saat Acil Kit = 3
Electrical Protection Elektriksel Sinif =
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu -
Marine Painting Marin Boya =
Code No Power Luminous Flux Colour Temp. Efficacy Pcs / Pack Package Vol.  Package Weight
Uriin Kodu Giic Isik Akisi Renk Sicakligi  Etkinlik Faktori Koli Adedi Koli Hacmi Koli Agirligi
(lm) (K] (lm/W) (m3) (kg)
113599 20 1614 4000 0,005 7,4

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.

Glncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.

www pelsan.com.tr



2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Tilva

CeEE

Mechanical Specifications
Mekanik Ozellikler

Body Govde

Plastic Plastik

IP Rating IP Sinifi

IP65

IK Rating Body [K Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

Anthracite Antrasit

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi Mid Power LED
Reflector Reflektor -
(->) Lens Lens -
"y Diffuser Diflzor Plastic Plastik
111 ctem g l' CRI >80
! Colour Temperature Renk Sicakligi 4000K
| Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
3215 m Beam Angle Isik Acisi -
3 Electrical Specifications
; Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
A i Class Sinif Il
Tech.nlcgl_Drawmg System Lifetime Sistem Omri >30.000
Teknik Cizim Power Factor Giic Faktori >0,50
Operating Temperature Calisma Sicakligi -20°C / +45°C
| 80mm Standards Standartlar EN60598-2-1
Options
Opsiyonlar
DALI -
1-10V -
e Step DIM -
£ : I Thour Emergency Kit 1 Saat Acil Kit S
& 3hour Emergency Kit 3 Saat Acil Kit =
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor =
RAL Code RAL Kodu -
o Marine Painting Marin Boya =
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol.  Package Weight
Uriin Kodu Glc Isik Akisi Renk Sicakligi  Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(Lm) (K (Lm/W) (mm) axQ (m3) (kg)
113596 20 2460 4000 123 250x80 20 0,07 10,8

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlarr kelvin, boyut ve opsiyonlar icin degisebilir. Lutfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.
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Mechanical Specifications
Mekanik Ozellikler

Body Govde

Plastic Plastik

2 Pelsan

Outdoor Appliques
Dis Mekan Aplikler

Grada

IP Rating IP Sinifi

IP65

IK Rating Body IK Gévde Sinifi

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

Anthracite Antrasit

Mounting Type Montaj Tipi

Surface Mounted Siva Ustii

CEEO¢Y R

Optical Specifications
Optik Ozellikler
Light Source Isik Kaynagi

Mid Power LED

Reflector Reflektor

Aluminium Aliminyum

Lens Lens

Diffuser Diflizor

CRI

>80

Colour Temperature Renk Sicakligi

4000K

Photobiological Risk Group Fotobiyolojik Risk Grubu

RG1

Beam Angle Isik Acisi

Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi

220-240Vac

Frenquency Frekans

50-60Hz

Class Sinif

System Lifetime Sistem Omrii

>30.000

Power Factor Gl¢ Faktoru

>0,50

Operating Temperature Calisma Sicaklig!

-20°C / +45°C

Standards Standartlar

EN60598-2-1

Options
Opsiyonlar
DALI

1-10V

Step DIM

Thour Emergency Kit 1 Saat Acil Kit

3hour Emergency Kit 3 Saat Acil Kit

Electrical Protection Elektriksel Sinif

Microwave Sensor Radar Sensor

RAL Code RAL Kodu

Marine Painting Marin Boya

156.3mm

Technical Drawing
Teknik Cizim

75mm

oY

0

Code No Power Luminous Flux
Urin Kodu Gig Isik Akisi
(lm)

Colour Temp. Efficacy
Renk Sicakligi  Etkinlik Faktori
(K] (Lm/W)

Dimensions

Pcs / Pack Package Vol.  Package Weight
Koli Adedi Koli Hacmi Koli Agirligi
(m3) (kg)

113600 2x10 1600

4000

8 0,05 516

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Uriin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

Visit our website for latest product informations and documents.
Guncel drin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.
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Wall Top Luminaires
Set Ustl Armatiirler
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Il C € L)) [

& Mechanical Specifications
Mekanik Ozellikler

Body Govde

Aluminium Aldminyum

& B V
21 | |s0se821 RoHS

IP Rating [P Sinifi

IP65

IK Rating Body IK Govde Sinifi

1K08

Fire Protection Alev Korumasi

Cable Gland Kablo Rakor

Cable Kablo

RAL Code Ral Kodu

9005 - 9006 - 7043

Mounting Type Montaj Tipi

Wall Top Set Ustii

— Optical Specifications
5=l Optik Ozellikler
Light Source [sik Kaynagi

Power LED

Reflector Reflektor

Aluminium Aliminyum

Lens Lens

Diffuser Diflizor

Clear Glass Seffaf Cam (Alinda-Pegal

2 Pelsan

Park and Garden Luminaires
Park ve Bahce Armaturleri

Alinda / Luzon / Pega

€
PMMA PMMA [Luzon) £
CRI >80 &
Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu RG1
Beam Angle Isik Acisi -
) . ?260mm
Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac Luzon
Frenquency Frekans 50-60Hz
Class Sinif |
System Lifetime Sistem Omrii >50.000h
Power Factor Gii¢ Faktord >0,90
Operating Temperature Calisma Sicakligi -20°C / +40°C
Standards Standartlar EN60598-2-2
_|_ gptions c
psiyonlar €
DALI - =
1-10V -
Step DIM -
Thour Emergency Kit 1 Saat Acil Kit -
3hour Emergency Kit 3 Saat Acil Kit -
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor -
RAL Code RAL Kodu v
Marine Paintingr Marin Boya v Pega
Code No Type Power  Luminous Flux  Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urln Kodu Tip Gl Isik Akisi Renk Sicakligi  Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirligs
(W) (lm) (K) (lm/W) [mm)] axbxc (m?3) (kg)
109401 Alinda 15 1710 4000 114 320x180x180 1 0,019 1,6
109402 Luzon 15 1500 4000 100 310x230x230 1 0,032 3,2
109403 Pega 15 1635 4000 109 200x310x200 1 0,019 1,7

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.

Technical values has tolerance +-%7 by the operating conditions.
Urin kodlar kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz.
Teknik sonuclar calisma kosullarina bagli olarak +-%7 toleransa sahiptir.

]

L}

Visit our website for latest product informations and documents.
Guncel Urin bilgi ve belgeleri icin web sitemizi ziyaret ediniz.
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Sensors
Sensorler
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Features
Ozellikler
Body Govde Polymer Injection Polimer Enjeksiyon
IP Rating [P Sinifi 1P20
Input Voltage Giris Gerilim (V) 220-240Vac
Frequency Frekans (Hz) 50-60Hz
Nominal Load Nominal Yk (W) 300W
Detection Degree Algilama Alani 360°
Time Delay Zaman Ayari Min 10 sn+3 sn/sec

Max 15 dk+2 dk/min

Time Button Time Butonu
Lux Button Lux Butonu
Sun Mood Sun Modu
Moon Mood Moon Modu

ANANENAN

Applied luminaires: Indoor Luminaires, Industial Luminaires
Uygulanan Armaturler: Ic mekan armatirleri, Endistriyel armatirler

2 Pelsan

Sensors
Sensorler

360° Motion Sensor

360° Hareket Sensoru

Automatically detects movement and lights up the lamps
connected to it.

Hareketi otomatik olarak alglar ve kendisine baglanan lam-
balari yakar.

With the buttons on it; distance, brightness level and time

) settings are made
Uzerindeki butonlar sayesinde; aydinlik dlizeyi ve zaman ayarlari
yapilir

It has an error-free detection thanks to its digital control
Dijital kontrol sayesinde hatasiz algilamaya sahiptir.

It works day and night at the “Sun” position.
SUN konumuna getirildiginde gece ve giindiz ¢calisir

At the “Moon” position, it only works when the ambient light
is below 3 lux.

MOON konumuna getirildiginde sadece ortam 1s1g1 3 lux'un
altinda oldugunda calisir

Time-Delay indicates how long the light will turn on.
TIME-DELAY lambanin ne kadar sire yanacagini belirtir

Mounting brackets are supplied together with the sensor
Montaj aparatlari beraberinde verilir.

Periodic maintenance is not required.
Periyodik bakim gerektirmez.

Detection Area Mounted Diagram
Algilama Alani Montaj Diagrami
Max. 6m P
Py S '.-\_\.
—— \ ==
Y
\
‘\'\ — 1] ‘1
114 N/ t‘—:% -
/ i E;,_'- {w > ((C' |
i - /S =7
2,2-4m Neutral Phase .§ ~ Y
Terminal To F4
Controlled Bulb =
Notr
Lambayi Kontrol
Eden U¢
Code No Detection Distance Mounting Height Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Algilama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) (mm) @xh (m3) (kg)
314720 Max. 6 2,2-4 80x41 50 0,02

CEx X
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2 Pelsan

Sensors
Sensorler

Presence Sensor

Varlik Sensori

It has an error-free detection thanks to its digital control
Dijital kontrol sayesinde hatasiz algilamaya sahiptir.

It works day and night at the “Sun” position.
SUN konumuna getirildiginde gece ve giindiiz calisir.

At the “Moon” position , it only works when the ambient light
is below 3 lux.

MOON konumuna getirildiginde sadece ortam 1s1§1 3 lux'un
altinda oldugunda calisir

Time-Delay indicates how long the light will turn on.
TIME-DELAY lambanin ne kadar sire yanacagini belirtir

Mounting brackets are supplied together with the sensor
Montaj aparatlari beraberinde verilir.

Periodic maintenance is not required.
Periyodik bakim gerektirmez.

Applied luminaires: Indoor Luminaires, Industial Luminaires

Uygulanan Armatiirler: ic mekan armatirleri, Endiistriyel armatiirler

Detection Area
Algilama Alani

Max. 20m

Features
Ozellikler
Body Govde Polymer Injection Polimer Enjeksiyon
IP Rating [P Sinifi 1P20
Input Voltage Giris Gerilim (V) 220-240Vac
Frequency Frekans (Hz) 50-60Hz
Nominal Load Nominal Yk (W) 1000W
Detection Degree Algilama Alani 360°

Time Delay Zaman Ayari

Min 10 sn%3 sn/sec
Max 15 dk+2 dk/min

Time Button Time Butonu

Lux Button Lux Butonu

Sun Mood Sun Modu

Moon Mood Moon Modu

v
v

Mounted Diagram
Montaj Diagrami

Connecting Cable Diagram
Baglanti Kablo Diyagrami

L N

~n oA

) 2,2-6m
Figure 1
\H Sekil 1
Code No Detection Distance Mounting Height Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Alglama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) [mm) @xh (m3) (kg)
314733 Max. 20 2,2-6 102,5x58,3 50 0,05 10

CEL XK
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2 Pelsan

Sensors
Sensorler

Radar Sensor

Radar Sensor

It has an error-free detection thanks to its digital control

Features - e
Ozellikler Dijital kontrol sayesinde hatasiz algllamaya sahiptir.

Body Gévde Polymer Injection Polimer Enjeksiyon SUN k 'Zwrgrt]s daﬁgrd‘?v?;%ht at ths SE':d ,Pz"s'tl'l‘”l‘r-
IP Rating P Sinif 1P20 onumuna getiritdiginde gece ve gunduz catisit
Input Voltage Giris Gerilim (V) 220-240Vac At the “Moon” position, it only works when the ambient light
Frequency Frekans (Hz) 50-60Hz o is below 3 lux.
Nominal Load Nominal Yik (W] 300W MOON konumuna getirildiinde sadece ortam isigi 3 lux'un
Detection Degree Algilama Alani 360° altinda oldugunda calisir
Time Delay Zaman Ayari Min 10 sn+3 sn/sec Time-Delay indicates how long the light will turn on.
Max 12 dkx1 dk/min TIME-DELAY lambanin ne kadar sire yanacagini belirtir

Ulis 2usion Je Butent - Mounting brackets are supplied together with the sensor

Lux Button Lux Butonu -
Sun Mood Sun Modu v
Moon Mood Moon Modu v

Montaj aparatlari beraberinde verilir.

Periodic maintenance is not required.
Periyodik bakim gerektirmez.

Applied luminaires: Indoor Luminaires, Industial Luminaires
Uygulanan Armatirler: Ic mekan armatirleri, Endistriyel armatirler

Detection Area Mounted Diagram
Algilama Alani Montaj Diagrami

Max. 15m

& . Connection Cable Diagram

_ Baglanti Kablo Diyagrami
Il
- \J

2-8,5m v L
l Figure 1 l wEI

Sekil 1 @

N L
Code No Type Detection Distance Mounting Height Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Tip Algilama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirtigi
(m) (m) (mm) @xh (m3) (kg)
314725 Radar Sensor / Radar Sensor Max. 15 2-8,5 93x4Txbkb 100 0,03 9,8
314735 IP65 Sensor Box / IP65 Sensor Kutusu - - 134x65,5 50

Cexw
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2 Pelsan

Sensors
Sensorler

Recessed Mounted Sensor

Siva Alti Tavan Sensor

It has an error-free detection thanks to its digital control

; o Features
Dijital kontrol sayesinde hatasiz algilamaya sahiptir. Brallliler
gl?l\ﬂﬁfriﬁra‘d gt'ﬁngﬁti;t‘; segg V§°‘Z';'ggz' e Body Govde Polymer Injection Polimer Enjeksiyon

9 ginde g 9 causIr IP Rating IP Sinif 1P20
At the “Moon” position , it only works when the ambient light Input Voltage Giris Gerilim (V) 220-240Vac
is below 3 Lux. N 5 ' Frequency Frekans (Hz) 50-60Hz
I\/lOOdN kc[J(r;uEnunda get|[r|ld|g|nde sadece ortam 1s1g1 3 lux'un Nominal Load Nominal Yk (W] 400W
altinda oldugunda calisir Detection Degree Algilama Alani 360°
Time-Delay indicates how long the light will turn on. Time Delay Zaman Ayar Min 10 sn+3 sn/sec
TIME-DELAY lambanin ne kadar sire yanacagini belirtir Max 15 dk+2 dk/min
Mounting brackets are supplied together with the sensor Time Button Time Butonu -
Montaj aparatlari beraberinde verilir. Lux Button Lux Butonu -
Periodic maintenance is not required sun Mood Sun Modu v
quired. Moon Mood Moon Modu v

Periyodik bakim gerektirmez.

Applied luminaires: Indoor Luminaires, Industial Luminaires
Uygulanan Armatirler: Ic mekan armatirleri, Endistriyel armatirler

Detection Area Mounted Diagram
Algilama Alani Montaj Diagrami

ﬂ * Step 1 J .
Max. 6m 1.adim Step 2 i M
h —_— %

2. adim w
\<

= o ’
x4 _— i ==\
Connection kablo diagram
s s Baglanti Kablo Diyagrami

2,2-4m
Code No Detection Distance Mounting Height Dimensions Cut Size Pcs / Pack Package Vol. Package Weight
Urtin Kodu Algilama Mesafesi Montaj Yuksekligi Boyutlar Kesim Olcusi Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) (mm) @xh 1) (mm) (m?3) (kg)
314726 Max.6 2,2-4 50x66,5x40 65 50 0,0425 7

CEL XK
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Features
Ozellikler
Body Govde Polymer Injection Polimer Enjeksiyon
IP Rating [P Sinifi 1P20
Input Voltage Giris Gerilim (V) 220-240Vac
Frequency Frekans (Hz) 50-60Hz
Nominal Load Nominal Yk (W) 300W
Detection Degree Algilama Alani 360°
Time Delay Zaman Ayari “Min 10 sn+3 sn/sec

Max 15 dk+2 dk/min*

Time Button Time Butonu

Lux Button Lux Butonu

Sun Mood Sun Modu

ANANANAN

Moon Mood Moon Modu

Applied luminaires: Indoor Luminaires, Industial Luminaires
Uygulanan Armatirler: Ic mekan armatirleri, Endistriyel armatirler

Detection Area
Algilama Alani

2 Pelsan

Sensors
Sensorler

Recessed Mounted Radar Sensor

Siva Alti Radar Sensoru

Can identify day and night: It can work in the daytime and at
night when it is adjusted on the ‘sun’ position (max]. It can
work in the ambient light less than 3lux when it is adjusted on
the '3' position (min)

Gundiz ve geceyi tanimlayabilir: ‘Giines’ konumu max. ayar-
ladigindagiindiiz ve gece calisabilir '3" konumunda min. Ayar-
landiginda 3luxden daha az ortam isiginda c¢alisabilir.

Sens adjustable
Hassassiyet ayarlanabilir.

Time delay is added continually.
Gecikme stiresi siirekli olarak eklenebilir,

Time delay is adjustable
Gecikme slresi ayarlanabilir

Mounted Diagram
Montaj Diagrami

Step 1
Max. 6m
Adm1 C by
— S
Zw
& 38
Step 3 o
Adim 3 _
2,2-4m | -t
/ I
el & \ (]
Code No Detection Distance Mounting Height Dimensions Cut Size Pcs / Pack Package Vol. Package Weight
Uriin Kodu Alglama Mesafesi Montaj Yuksekligi Boyutlar Kesim Olcusu Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) (mm) @xh @ (mm) (m3) (kg)
326838 Max. 6 2,2-4 76x74,4 66 50 0,04

CEx X
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Sensors
Sensorler

Surface Mounted Radar Sensor

Siva Ustli Radar Sensord

Can identify day and night: It can work in the daytime and at
night when it is adjusted on the ‘sun’ position (max). It can
work in the ambient light less than 3lux when it is adjusted on
the '3' position (min)

Gundiz ve geceyi tanimlayabilir: ‘Giines’ konumu max. ayar-
ladigindagiindiiz ve gece calisabilir '3" konumunda min. Ayar-
landiginda 3luxden daha az ortam isiginda c¢alisabilir

Sens adjustable
Hassassiyet ayarlanabilir.

Time delay is added continually.
Gecikme stresi stirekli olarak eklenebilir:

Time delay is adjustable
Gecikme slresi ayarlanabilir

Applied luminaires: Indoor Luminaires, Industial Luminaires
Uygulanan Armatirler: Ic mekan armatirleri, Endistriyel armatirler

Detection Area
Algilama Alani

Max. 16m

Features
Ozellikler
Body Govde Polymer Injection Polimer Enjeksiyon
IP Rating [P Sinifi 1P20
Input Voltage Giris Gerilim (V) 220-240Vac
Frequency Frekans (Hz) 50-60Hz
Nominal Load Nominal Yk (W) 1000W
Detection Degree Algilama Alani 360°

Time Delay Zaman Ayari

Min 10 sn%3 sn/sec
Max 12 dk+1 dk/min

Time Button Time Butonu

Lux Button Lux Butonu

Sun Mood Sun Modu

Moon Mood Moon Modu

ANENENEN

Mounted Diagram
Montaj Diagrami

(anm\
Cad)

= N\
- ~ Y )
I\-_._ \ (—‘)/:,;
2_6m ——
Code No Detection Distance Mounting Height Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Algllama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) (mm) @xh (m3) (kq)
326839 Max. 16 2-6 114x22 50 0,03 8,06

CEL XK
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Presence Sensor

Mini Hareket Sensord

It has an error-free detection thanks to its digital control

Features . S
Ozellikler Dijital kontrol sayesinde hatasiz algilamaya sahiptir.
Body Gévde Polymer Injection Polimer Enjeksiyon SUN Kk ':]Wm”hs dam{‘d‘?fi‘;]%ht at ths SF_‘:d _Pz"s'tl'l"’l‘r'
IP Rating IP Sinif 1P20 onumuna getiritdiginde gece ve gunduz catisir
Input Voltage Giris Gerilim (V) 220-240Vac At the “Moon” position, it only works when the ambient light
Frequency Frekans (Hz) 50-60Hz S is below 3 l}JX.
Nominal Load Nominal Yik (W) 200W MOON konumuna getirildiginde sadece ortam 1si§i 3 lux'un
Detection Degree Algilama Alani 360° altinda oldugunda calisir
Time Delay Zaman Ayari Min 5 sn+2 sn/sec Time-Delay indicates how long the light will turn on.
Max 8 dk+2 dk/min TIME-DELAY lambanin ne kadar sire yanacagini belirtir
i Bkt e Btz - Mounting brackets are supplied together with the sensor

Lux Button Lux Butonu -
Sun Mood Sun Modu v
Moon Mood Moon Modu v

Montaj aparatlari beraberinde verilir.

Periodic maintenance is not required.
Periyodik bakim gerektirmez.

Applied luminaires: Indoor Luminaires, Industial Luminaires
Uygulanan Armatirler: Ic mekan armatirleri, Endistriyel armatirler

Detection Area Mounted Diagram
Algilama Alani Montaj Diagrami . )
Connection Cable Diagram
Baglanti Kablo Diyagrami
Max. 6m
%}ﬁ_ —
T
| . 4
Figure
2,2-4m Sekil 1
Code No Detection Distance Mounting Height Dimensions Cut Size Pcs / Pack Package Vol. Package Weight
Uriin Kodu Alglama Mesafesi Montaj Yuksekligi Boyutlar Kesim Olcusu Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) (mm) @xh @ (mm) (m3) (kg)
314732 Max. 6 2,2-4 55,4x25,5x36,83 13 100 - -

CEL K
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High Ceiling Motion Sensor

Yiksek Tavan Sensord

With the high ceiling sensor which make detection at heights
between 4-15 meters Lux, distance

and time can be adjusted

4-15 mt arasi ylksekliklerde hassas alglama yapan yiiksek
tavan sensort ile Lux, mesafe ve zaman

ayari yapilabilir

It has an error-free detection thanks to its digital control
Dijital kontrol sayesinde hatasiz algilamaya sahiptir.

It works day and night at the “Sun” position.
SUN konumuna getirildiginde gece ve giindiiz calisir.

At the “Moon” position , it only works when the ambient light
is below 3 lux.

MOON konumuna getirildiginde sadece ortam 1s1§1 3 lux'un
altinda oldugunda calisir

Time-Delay indicates how long the light will turn on.
TIME-DELAY lambanin ne kadar siire yanacagini belirtir

Mounting brackets are supplied together with the sensor
Montaj aparatlari beraberinde verilir.

Periodic maintenance is not required.
Periyodik bakim gerektirmez.

Applied luminaires: Highbay Luminaires
Uygulanan Armatirler: Yiiksek Tavan Armaturleri

Detection Area
Algilama Alani

Max. 20m

4-15m

Features
Ozellikler

Body Govde

Polymer Injection Polimer Enjeksiyon

IP Rating [P Sinifi

1P20

Input Voltage Giris Gerilim (V) 220-240Vac
Frequency Frekans (Hz) 50-60Hz
Nominal Load Nominal Yk (W) 300W
Detection Degree Algilama Alani 360°

Time Delay Zaman Ayari

Min 10 sn%3 sn/sec
Max 12 dk+1 dk/min

Time Button Time Butonu

Lux Button Lux Butonu

Sun Mood Sun Modu

Moon Mood Moon Modu

ANENENEN

Mounted Diagram
Montaj Diagrami

Figure
armatir

oOoO

Distribution Box
dagitim kutusu

oo )
f r{:—} ) .'J:—\ : Ob Kahvgrrgr\{\é?\ }
\=F ﬁih_";" \

Connection Cable Diagram
Baglanti Kablo Diyagrami

Code No Detection Distance Mounting Height Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Algllama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) [mm) @xh (m3) (kg)
314730 Max. 20 4-15 74x32,5x74 50 0,02 6,90

CEL XK
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Features
Ozellikler
Body Govde Polymer Injection Polimer Enjeksiyon
IP Rating [P Sinifi IP44
Input Voltage Giris Gerilim (V) 220-240Vac
Frequency Frekans (Hz) 50-60Hz
Nominal Load Nominal Ytk (W) 300W
Detection Degree Algilama Alani 180°

Time Delay Zaman Ayari

“Min 10 sn3 sn/sec
Max 15 dk+2 dk/min"

Time Button Time Butonu

Lux Button Lux Butonu

Sun Mood Sun Modu

Moon Mood Moon Modu

ANANENAN

Applied luminaires: Indoor Luminaires, Industial Luminaires
Uygulanan Armatirler: Ic mekan armatirleri, Endistriyel armatirler

Detection Area
Algilama Alani

2 Pelsan

Sensors
Sensorler

180° Motion Sensor

180° Hareket Sensoru

It has an error-free detection thanks to its digital control
Dijital kontrol sayesinde hatasiz algilamaya sahiptir.

It works day and night at the “Sun” position.
SUN konumuna getirildiginde gece ve giindiz calisir

At the “Moon” position, it only works when the ambient light
is below 3 lux.

MOON konumuna getirildiginde sadece ortam 1si1§i 3 lux'un
altinda oldugunda calisir

Time-Delay indicates how long the light will turn on.
TIME-DELAY lambanin ne kadar sire yanacagini belirtir

Mounting brackets are supplied together with the sensor
Montaj aparatlari beraberinde verilir

Periodic maintenance is not required.
Periyodik bakim gerektirmez.

Mounted Diagram
Montaj Diagrami

Max. 12m
BROWN PHASE
KAHVERENGI FAZ
BLUE NEUTRAL
MAVi NOTR
GROUNDING
TOPRAKLAMA
POWER TO
1,8-2,5m RED CONTROLLED
KIRMIZI KONTROL
EDILEN
AMULE
GIDEN UG
Code No Detection Distance Mounting Height Dimensions Pcs / Pack Package Vol. Package Weight
Urin Kodu Algilama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirtigi
(m) (m) (mm) @xh (m3) lkg)
314717 Max. 12 1,8-2,5 135x120x66 50 0,05 12,5

CEx ™
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Sensorler

Photocell

Fotosel

It detects night and day difference and provides control of

I Features
outdoor lighting. Brallliler
Gece ginduz farkini algllayarak dis mekan aydinlatmalarinin
kontroliini saglar Body Govde Polymer Injection Polimer Enjeksiyon
It can be mounted on ceilings, walls and fixtures. IP Rating 1P Sm_'fv' — Pas
Tavana duvara ve armatiiriin izerine montaj edilebilir Lo die Clrs berln ) E2la2iiiag
o . . . Frequency Frekans (Hz) 50-60Hz

Eef'°dc;‘ck"t:a:(“te"a"cf is not required. Nominal Load Nominal Yiik (W) 1000W

erlyodik bakim gerektirmez. Detection Degree Algilama Alani 180°
No harmful effects to the environment and human health Time Delay Zaman Ayari "Min 10 sn+3 sn/sec
during use. Max 15 dk+2 dk/min"
Kullanim sirasinda cevre ve insan sagligina zararli etkisi yoktur. e Bvieen Time Buiteny _

Lux Button Lux Butonu -
Sun Mood Sun Modu -
Moon Mood Moon Modu =

Applied luminaires: Outdoor Luminaires
Uygulanan Armatirler: Dis mekan armatdrleri

Detection Area Mounted Diagram
Algilama Alani Montaj Diagrami
L N LoD
YUK
NS I3 <)
- a
N g g
1 g ﬂg
g @
@
Code No Detection Distance Mounting Height Dimensions Pcs / Pack Package Vol. Package Weight
Uriin Kodu Algllama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirligi
(m) (m) (mm) @xh (m3) (kq)
314738 - - 63x77 100 0,05 13,6

CEL XK
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Light Isik

Light

Light is a special form of energy affecting the eye and it's
considered to spread in forms of waves or photons. If
electromagnetic waves are ordered according to their wavelength,
the electromagnetic spectrum is obtained. The section of this
spectrum which lies between 380 nm and 780 nms of wavelength is
the visible part which is referred to as light.

Vakum UV-C UV-B UV-A
uv i
i
I
I
I
I
I
I
|
|

200 254 280 315 400

gth, in terms of (nm)

Dalga boyu, Nanometre cinsinden (nm)

Luminous Flux(lm)

Luminous flux is a term related to the total amount of light emitted
by a light source per unit time. It is denoted by . Its unit is lumens.
Luminous flux describes the energy flux emitted by a light source
which is assessed according to the spectral sensitivity curve of a

healthy eye's day vision. O=K,FV,

Ko: photometric equivalent of energy flux (683 Lm/W)
F: energy flux (W)
VA : spectral sensitivity of the eye or visibility factor of radiations.

Luminous efficacy;

Denoted by e, unit's Lm/W. Luminous efficacy is the ratio of the total
luminous flux emitted from a light source or luminaire to the total
power of the source or luminaire. In other words, it's the amount of
luminous flux emitted by a light source or luminaire corresponding
to TW of power consumed from the grid.

Luminous intensity

Luminous intensity is related to the intensity of light emitted in a
certain direction per unit time. It is defined for point light sources
and it's a direction dependent quantity, its symbol is | and its unit is
candela. The average luminous intensity of a point source in any
direction , | is the amount of luminous flux coming out of the unit
solid angle in the same direction.

Illuminance level

Average illuminance level is the ratio of the vertical component of
incident luminous flux to the area of unit surface. Its unit is lm/m2
= lux and is denoted by Lx.

Luminance

Luminance, in general, is related to a particular point on a surface
and the direction of view. Luminance is denoted by the letter L. Its
unit is cd/m2. It is a term related to the luminous intensity
travelling in a specific direction from a unit area of a surface. The
surface that emits light can be a primary light source such as a
lamp that produces light itself or a translucent luminaire surface
as well as a secondary light source that reflects the light coming
from another source. The luminance of a point on a surface in the
direction of is the luminous intensity emitted from the apparent
unit surface in that direction.
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Isik

Goze etki eden dzel bir enerji sekli olup dalga veya foton seklinde
yayildigr kabul edilir Elektromanyetik dalgalar dalga uzunluklarina
gore siralanacak olurlarsa elektromanyetik spektrum [tayf] elde
edilir. Bu tayfin 380 nm ile 780 nm dalga uzunluklu kismi isik olarak
adlandirilan gorilebilir bolgedir.

Gortinen Isik Kizil 6tesi

Isik Akisi (Lm)
Isik akisi, bir i1sik kaynaginin birim zamanda yaydigi toplam isik
miktari ile ilgili bir kavramdir. harfi ile gosterilir. Birimi limendir. Isik
kaynagindan cikan ve normal goziin glindiiz gormesine ait spektral
duyarlik egrisine gore degerlendirilen enerji akisina denir.

O =K,FV,

Ko:enerji akisinin fotometrik esdegeri (683 Lm/W)
F: enerji akisi (W)
VA : gozln spektral duyarligi veya radyasyonlarin gorilebilme faktori

Etkinlik faktori;

e ile gosterilir, birimi Im/W" tir. Bir 1sik kaynagindan veya armatirden
cikan toplam isik akisinin kaynagin veya armatirin toplam giicline
oranidir. Baska bir deyisle, 1sik kaynaginin veya armatiiriin sebekeden
cektidi TW glice karsilik verdigi 1sik akisi dederidir.

0]
TP
Isik Siddeti
Isik siddeti birim zamanda belli bir dogrultuda yayilan 1s1§in
yogunlugu ile ilgilidir Noktasal isik kaynaklari icin tanimlanir ve
dogrultuya bagli bir buytkliktir, sembold I, birimi candela (kandela
okunur] dir Noktasal bir sk kaynaginin herhangi bir vy
dogrultusundaki ortalama isik siddeti, ly, bu dogrultudaki birim uzay
acidan cikan isik akisidir

Aydinlik Diizeyi

Ortalama aydinlik dizeyi birim ylzeye disen isik akisinin dik
bileseninin yizeyin alanina oranidir. Birimi lm/m2 =liks'tir ve x ile
gosterilir.

Parilti

Parilti, en genel halde, ylzeyin belirli bir noktasina ve bakilan
dogrultuya baglidit Parilti L harfi ile gosterilin Birimi cd/m2dir.
Yizeyin birim alanindan belli bir dogrultuda yayilan isik siddeti ile
ilgili bir kavramdir. Isik yayan ylizey kendisi isik Ureten bir lamba veya
1sik geciren bir armatir yizeyi gibi birincil 1sik kaynagi olabilecegi
gibi, baska bir kaynaktan ulasan isigi yansitan ikincil bir 1sik kaynagi
da olabilir Yizeyin bir noktasinin y dogrultusundaki pariltisi, o
dogrultudaki goriinen birim ylizeyden cikan i1sik siddetidir.

All your lighting needs in one adress.
[im aydinlatma ihtiyaclariniz icin tek adres.




Light generation
Light generation in lamps generally occurs in three different
groups as thermal, luminescent and electroluminescent.

Thermal Light Generation

When liquids or solids reach a superheated state at high
temperatures, they become incandescent and emit light.
Incandescent lamps generate light according to this principle.
Incandescent light has a continuous spectrum.

SPECTRAL RADIATION TAYFSAL ISINIM

DISTRIBUTION DAGILIMI

Gordilebilir alan 380 ile 780 arasidir.

Glin 15191 (D65) Akkor lamba 15131
600 mW
100m  10nm

600 mW
100 m 10nm

Resim ytiksekligi Resim yuksekligi

Generation of Luminescent Light

Atoms and molecules release the energy they gain as they pass
from the excited state to the ground state, as radiation. This
phenomenon takes place by the gas between two solid electrodes
which is normally non-conductive, becoming conductive through an
electric current and the created electron flow exciting or inoizing
the gas atoms. The electrons flowing from one electrode to the
other collide with gas atoms on their way. If the speed the of
electrons is high enough to excite the atoms, the electrons excite
the atoms and radiation occurs while the atoms move to their
ground state. Unlike the generation of thermal light, the spectrum
of light in generation of luminescent light is not continuous. Light is
emitted in specific wavelengths according to the type and the
partial pressure of the used gases. Lamps operating on this
principle are referred to as high pressure or low pressure
according to the pressure of the gas within. In discharge lamps
used today, mercury or sodium gases are generally used.

Electroluminescent Light Generation: LED (Light Emitting Diode)
This process is based on the principle of conversion of electrical
energy directly to light energy. LEDs are solid-state light sources
which allow unidirectional movement of electrons and emit light
when an electric current is passed through them. In LED chips
which consist of a junction of a P-type semiconductor with an
N-type semiconductor, electrons emit photons through combining
with holes while passing from the negative side to the positive side
(electro-luminescence). LEDs with their efficacy increasing rapidly
especially after 1999, stand out for their high efficacy, good color
characteristics and long lifetime today. A typical LED chip consists
of the following elements.
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Isik Uretimi
Lambalarin isik Uretimleri en genel halde termik, liminesan ve
elektroliminesan olmak lzere U¢ ayri grupta gerceklesir.

Termik Isik Uretimi
Sivi ya da katilar ylksek sicaklikta kizgin duruma gectikleri zaman

akkor hale gelirler ve 1sik yayarlar. Enkandesen (akkor telli) lambalar
bu esasa gore isik Uretirler. Bu 1sigin tayfi streklidir.

Plastik Lens

Silikon Yatak

Kaynak Baglantisi

Altin Tel Silikon Altilik
Sogutucu Blok

LED
Junction

Liiminesan Isik Uretimi

Atom ve molekdller uyarilmis durumdan temel duruma gecerken
aldiklarr enerjiyi isinim olarak geri verirler. Bu durum iki kati elektrot
arasindaki normalde yalitkan halde bulunan gazin elektrik akimi ile
iletken hale gelip, olusan elektron akisinin gaz atomlarini uyarmasi
ya da iyonize etmesi ile gerceklesir Bir elektrottan digerine akan
elektronlar yollarina ¢ikan gaz atomlariile carpisir. Elektronlarin hizi
atomlari uyarmak icin yeterli blyuklikte ise elektronlar atomlari
uyarir ve atomlar temel durumlarina gecerken isima olur. Liminesan
1sik Uretiminde termik 1sik Uretiminin aksine isigin spektrumu siirek-
li degildir Kullanilan gazlarin cesidine ve kismi basinclarina gore
belli dalga boylarinda isik yayarlar. Bu esasa gore calisan lambalar,
icindeki gazin basincina gore ylksek basincli ya da alcak basincli
olarak adlandirilin Gintimizde kullanilan desarj lambalarinda
genellikle civa ya da sodyum gazi kullanilmaktadir.

Elektroliiminesan Isik Uretimi: LED (Light Emitting Diode - Isik
Yayan Diyot)

Bu islem elektrik enerjisinin dogrudan isik enerjisine donustirilme-
si esasina dayanir LED'ler elektronlarin tek yonli hareketine izin
veren ve Uzerlerinden elektrik akimi gecirildiginde 1sik yayan kati hal
1sik kaynaklaridir Bir P-tipi yari iletkenin, bir N-tipi yari iletken ile
birlesmesinden meydana gelen LED ciplerinde, elektronlar negatif
taraftan pozitif tarafa gecerken bosluklar ile birleserek foton yayarlar
(elektro-liminesan). Ozellikle 1999 yilindan sonra etkinlikleri hizla
artan LED'ler ginimizde yiksek verimleri, iyi renk ozellikleri ve
uzun omurleri ile on plana ¢ikmaktadir Tipik bir LED cipi asagidaki
elemanlardan olusur.

www pelsan.com.tr
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Types of LED chips widely used are shown below.

Piyasada yaygin olarak bulunan LED cip tirleri asagida gosterilmektedir.

T Surface Mount (SMD)
Yiizeye Monte (SMD]

High Power
Yiksek Guclu

Multi Chip

Coklu Cipli COB (Chip on Board)

White light can be obtained from LEDs basically in two ways:

1)0btaining white light using three colored red, green, blue (RGB)
LED combinations.

2)Obtaining white light through covering short wavelength (blue or
ultraviolet) LEDs, with a layer of phosphor.

In designing luminaires using LED chips, optical design being the
most notable, thermal and electrical designs of the system should
also be taken into consideration. Especially in high-power LEDs, an
intense amount of light is released from a very small area.
Therefore possible glare problems should be prevented through a
good optical design. The luminous efficiency, expressing the ratio of
conversion of electrical energy into light energy by LEDs, varies
between 10-40 % depending on the type of LED chips. The
remaining energy (60-90%) is converted to heat. Heat will
accumulate in an LED luminaire without a good thermal design and
there will be a temperature rise in the junction point where the
light is produced. Increases in the LED junction temperature, will
reduce the luminous efficiency of the LED and the luminous
efficacy (lumens / watt) value, which indicates the luminous flux
amount created per unit power, will be reduced. As the LED chips
usually work with direct current, they use a driver in order to draw
energy from the existing grid. A secondary task of the drivers is to
provide the necessary nominal current to each LED. LED drivers
are generally set to give constant current and as a standard, they
are produced in current ranges such as 350 mA, 500 mA, 700 mA,
1050 mA etc. The efficiency of LED drivers scale down as the load
rate decreases.

340

LED'ler ile beyaz isik temel olarak iki sekilde elde edilebilmektedir:

NUc  renkli  kirmizi, vyesil, mavi (RGB] LED kullanarak
birlesimlerinden beyaz i1sik elde etmek.

2)Kisa dalga boylu [mavi veya ultraviyole) i1sin yayan LED'leri fosfor
tabakasi ile kaplayarak beyaz isik elde etmek.

LED cipleri ile yapilan armatir tasarimlarinda optik tasarim basta
olmak Uzere sistemin 1isil ve elektriksel tasarimi da géz oniline
alinmalidir. Ozellikle ylksek giicli LED'lerde cok kiiclk bir alandan
yogun isik ctkmaktadir Bu ylizden olusacak kamasma sorunlari iyi
bir optik tasarim ile engellenmelidir. LED'lerin elektrik enerjisini isik
enerjisine cevirme oranini ifade eden isiksal verim, LED cipinin
tirlne gore %10-40 arasinda dedismektedir Geri kalan enerji
(%60-90) 1siya doniismektedir. Isil tasarimi iyi yapilmamis bir LED
armatirde 1si birikecek ve 1sigin Uretildigi birlesim (jonksiyon)
noktasinda sicaklik artisi olacaktinr LED birlesim sicakliginin
yikselmesi ise, LED'in 1siksal verimini dislrecek ve birim glic
basina elde edilen isik akisi miktarini gosteren etkinlik faktord
(limen/Watt) degeri de azalacakti LED cipleri genelde dogru akim
ile calistiklari icin, mevcut sebekeden enerji alabilmeleri icin bir
surtct (driver] ile kullanilirlar. Saricilerin ikinci bir gorevi, her
LED’e ihtiya¢ duyulan nominal akimi ulastirmaktir LED strtculeri
genel olarak sabit akim verecek sekilde ayarlanir ve standart olarak
350 mA, 500 mA, 700 mA, 1050 mA gibi akim kademelerinde
Uretilirler. LED sdriculerin verimi yiklenme oranlari dustikce
azalmaktadir

All your lighting needs in one adress.
[Um aydinlatma ihtiyaclariniz icin tek adres.
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Driver efficiency varies depending on the load rate.
Siricl verimi ylikleme oranina bagli olarak degismektedir.

Lifetime

Economic lifetime: In a lighting installation consisting of a
sufficient sample of lamps for statistical analysis, economic
lifetime is the time period which elapses for approximately 30 %
depreciation of the total luminous flux due to failure of lamps and
reductions in luminous flux.

Average lifetime: In a lighting installation consisting of a sufficient
sample of lamps for statistical analysis, average lifetime is in
normal conditions the time period which elapses for 50 % of the
lamps to fail. The average lifetime of LED chips varies according to
junction temperatures. LEDs driven at high currents have high
temperatures and their lifetimes are reduced. LM 80-08 "Approved
Method: Measuring Lumen Maintenance of LED Light Sources”
tries to define the luminous flux depreciations of LED light sources
in time and requires LED light source manufacturers to provide a
minimum of 6000 hours of luminous flux (lumens) measurements.
It is recommended that the luminous flux measurements are made
for minimum 6000 hours , ideally 10,000 hours, collecting the data
every 1000 hours. For periods longer than 10000 hours, the
standard TM 21-11 "Approved Method: 90 Measuring Lumen
Maintenance of LED Light Sources” is used. In TM 21-11, a method
is proposed for estimating the data obtained from the
measurements 85 according to LM 80-08 in the long run. With the
measured values, an attempt 80 at estimating the time that elapses
until the luminous flux value drops down to 70%, in other words,
economic lifetime, is made. The estimated lifetime of 75 a sample
LED chip driven in different current levels are given below.

Color Temperature: It is the temperature of a "blackbody™ which
has the same spectrum with the evaluated light source. Its unit is
Kelvin(oK). The body which can absorb all of the radiation at
different wavelengths falling on it is called as blackbody and the
spectral absorption factor of blackbody is assumed as 1
theoretically. When heat energy is given to a blackbody, it will begin
to warm up first and then it will emit yellowish, yellow,
yellow-and-white and blue-and-white light. The light color of light
sources varies depending on the differences in the radiation
intensity of their spectrum. The temperature at which a "body with
a color temperature”, which emits light like a blackbody at a
temperature higher than its actual temperature, is referred to as
color temperature.
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Lifgtime
Omur

Omiir

Ekonomik Omiir: istatistiksel bakimdan degerlendirmeye yetecek
sayida lambadan olusan bir aydinlatma tesisatinda, 100 saat
kullanimdan sonraki toplam isik akisinin lambalarin kullanilamaz
hale gelmesi ve isik akilarinin azalmasindan dolayr yaklasik %30
deger kaybetmesi icin gecen siredir.

Ortalama Omiir: istatistiksel bakimdan degerlendirmeye yetecek
saylda lambadan olusan bir aydinlatma tesisatinda, normal sartlarda
lambalarin %50 sinin kullanilamaz hale gelmesi icin gecen stredir.
LED ciplerinin ortalama omdurleri birlesim yeri sicakligina gore
degismektedir. Yiksek akimda siriilen LED'lerin sicakliklart ylksek
olmakta ve omiurleri dismektedir LM 80-08 "Approved Method:
Measuring Lumen Maintenance of LED Light Sources” LED isik
kaynaklarinin zaman icinde 1sik akisi azalmalarini tanimlamaya
calismakta ve LED isik kaynagi treticilerinin minimum 6000 saatlik
istk akisi (limen) dlciimlerini vermelerini zorunlu kilmaktadir Isik
akisi 6lclimlerinin minimum 6000 saat, ideal olarak 10000 saatlik
kullanim icin her 1000 saatte bir veri alinarak yapilmasi
onerilmektedir. 10000 saatten daha uzun sireler icin ise, TM 21-11"
Approved Method: Measuring Lumen Maintenance of LED Light
Sources” standarti kullanilmaktadir. TM 21-11de LM 80-08'e gore
yapilan olcimlerden elde edilen verilerin uzun dénem icin tahmin
edilmesi amacli bir yontem onerilmektedir. Olcilen degerler ile, 151k
akisi %70 degerine dislinceye kadar gececek sire, yani ekonomik
omir, tahmin edilmeye calisilmaktadir Ornek bir LED cipinin farkl
akim kademelerinde sirilmesi durumunda yapilan 6mir tahmini
asagida verilmistir.

Renk Sicakligi: Degerlendirilmesi yapilan isik kaynagi ile ayni tayfa
sahip "" kara cismin "sicakligidir Birimi Kelvin(°K)" dir Uzerine
dusen degisik dalga boylarindaki radyasyonlarin hepsini yutabilen
cisme siyah cisim denir ve siyah cismin spektral yutma faktori teorik
olarak 1 kabul edilir Siyah bir cisme 1isi enerjisi verildiginde dnce
Isinmaya baslayacak sonra sarimsi, sari, sari beyaz ve mavi beyaz
1stk yayacaktir Isik kaynaklarinin 1sik rengi, tayflarindaki i1sinim
yogunluklarinin farkliligina bagli olarak degismektedir Gercek
sicakligindan daha yiiksek bir sicaklikta "siyah cisim” gibi 1sik veren
"renk sicaklikli cisim”in, siyah cisim gibi 151k yaydi§i sicaklija renk
sicakligr denir.

Change in LED lifetime in relation to drive current
LED omrinin stiirme akimina bagli degisimi

T3
4
-
3
g— 0.9
° L =91,400 hrs
© T,~127 C g
-g, 0.8
= L =52,200 hrs
el
3 0.7 4 1 Amp Data
.T_B W 0.7 Amp Data
£ A 0.35/Amp Data
=
o 06 = 1 Amp Calc
2 = 0.7 Amp Cal¢
= 0.35/Amp Calc L=22,290 hrs
0.5
1000 10000

Hours
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Color Rendering
Renksel Geriverim

Color Rendering Index

Light sources’ ability to distinguish the colors of objects that they
illuminate is called the color rendering index. Color Rendering
Index - CRI is used to compare the color characteristics of different
light sources. These characteristics of various light sources can be
measured using a reference source. In these measurements,
daylight, with its continuous spectrum is used as the reference. The
color rendering index is denoted with Ra and it has no unit. Its value
is between 0 and 100. If the color rendering index of a light source
has the maximum value of 100 (Ra = 100), this means that the
spectrum of that source is identical to the reference source.

Luminaries

Luminaries are used to control the distribution of light emitted
from light sources and to shape it as desired, to protect the lamp
and electric circuits against physical effects, to limit glare and to
respond to aesthetic feelings and the need for comfort. For the
anticipation and control of the lighting design to be realized,
luminaires are the most important data sets necessary to conduct
the "lighting calculations”. The photometric data of the luminaires
signify the luminous intensity distribution surfaces or curves,
luminaire efficiencies and luminance and therefore glare.

Luminous Intensity Distribution Surfaces and Curves

The geometric position of the end points of luminous intensities of
a luminaire in a variety of directions in the space constitute a
surface. This surface is referred to as the luminous intensity
distribution surface of a luminaire. To obtain these surfaces,
measurements should be conducted in an infinite number of
directions. As a more practical means of application, the luminous
intensity distribution curves which are cross-sections of different
planes passing through the luminaire axis and the luminous
intensity distribution surface of the luminaire, or luminous
intensity tables are provided instead. In order to perform lighting
calculations accurately, luminous intensity tables of luminaires are
necessary. Luminous intensity distribution curves and luminous
intensity tables are scaled down to correspond to 1000 lm (cd/klm).
According to CIE, the luminous intensity distribution curves of
luminaires can be given for three different planes of A, B and C.
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Color Temperature (°K) | Color of Light

Renk Sicakligr (°K] Isik Rengi
<3300 Warm (reddish white) / Sicak (kirmizimsi beyaz)
3300-5300 Medium warm (white) / Orta sicak (beyaz)
<5300 Cold (bluish white) / Soguk (mavimsi beyaz)

Renksel geriverim endeksi (Ra)

Istk  kaynaklarinin  aydinlattiklari  cisimlerin  renklerini  ayirt
ettirebilme ozelliklerine renksel geriverim endeksi denir. Degisik 1sik
kaynaklarmm renksel karakteristiklerini karsilastirabilmek icin
renksel geriverim endeksi (Color Rendering Index - CRI)
kullanilmaktadir Bir referans kaynak ile cesitli isik kaynaklarinin bu
karakteristikleri olcllebilmektedir  Bu olciimlerde, spektrumu
sirekli olan ginisigl referans alinmaktadir Renksel geriverim
endeksi Ra ile gosterilir ve birimsizdir. Degeri 0 ila 100 arasindadir.
Bir 1sik kaynaginin renksel geriverim endeksi, maksimum olan 100
degerine sahipse (Ra=100), bu durum o kaynagin tayfinin referans
kaynak ile ayni oldugu anlamina gelmektedir.

DIN 5035
Categories according to Color rendering
Normuna gore kategoriler Renksel geriverim
1A 90-100
1B 80-90
2A 70-80
2B 60-70
40-60
4 20-40

Armatiirler

Armatirler isik kaynaklarindan c¢ikan isigin dagilimini kontrol etmek
ve ona istenilen sekli vermek, lambayi ve elektrik devrelerini fiziksel
etkilere karsi korumak, kamasmayi sinirlandirmak, estetik hislere ve
konfor ihtiyacina cevap verebilmek amaciyla kullanilirlar.
Gerceklestirilecek aydinlatmalarin ongori ve kontroliinde gerekli
olan "aydinlatma hesaplari“nin yapilabilmesi icin gerekli en onemli
veri grubudur. Armatirlerin fotometrik verileri denince, i1sik dagilim
ylzeyi veya egrileri, armatir verimi ve parilti, dolayisiyla kamasma
durumu anlasilir:

Isik Dagilim Yiizeyi ve Egrileri

Bir aydinlatma armatirinin uzayda cesitli dogrultulardaki isik
siddetlerinin uc noktalarinin geometrik yeri bir ylizeydir. Bu ylzeye
armatirin i1sik dagilim ylzeyi denir. Bu yiizeylerin elde edilmesi icin
sonsuz sayidaki dogrultuda olcim vyapilmasi gerekmektedir
Uygulamada daha pratik bir ¢c6zim olarak, aydinlatma armatirinden
gecen cesitli dizlemler ile 1sik dagiim ylzeyinin ara kesitinden
olusan stk dagiim egrileri veya isik siddeti tablolari verilir
Aydinlatma hesaplarinin dogru bir sekilde yapilabilmesi icin armattire
ait 1sik siddeti tablolarina ihtiya¢ vardir Isik dagilim egrileri ve isik
siddeti tablolari 1000 lm'e indirgenmis olarak (cd/klm] cinsinden
verilmektedir. CIE" e gore armatirlerin 1sik dagilim egrileri A, B ve C
olmak Uzere g farkli dizlem icin verilebilir.



A Planes

A planes are placed around the rotational axis passing through the
luminaire and perpendicular to the luminaire axis. Luminous
intensity distribution curves are given by luminous intensity vectors
which make angles with the vertical axis in these planes

B Planes

The luminaire axis is also considered as the rotational axis.
Luminous intensity distribution curves are the geometric locus of
the end points of luminous intensities which make angles with the
vertical axis in this plane.

C Planes

Luminous intensity distribution curves in C planes, where the
vertical axis passing through the luminaire is taken as the
rotational axis, are given with luminous intensity vectors which
make angles with the vertical axis in these planes.
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Luminous Intensity
Isik Dagilimi

A diizlemleri

Armatlrden gecen ve armatlr eksenine dik olan donme ekseni
etrafindaki dizlemlerdir Isik dagilim egrileri bu dizlemler icinde
diseyle a acilari yapan isik siddeti vektorleri ile verilir.

B diizlemleri

Armatir ekseni ayni zamanda dénme ekseni olarak alinmaktadir.
Istk dagilim egrileri bu dizlemlerde diseyle acilari yapan isik
siddetlerinin u¢ noktalarinin geometrik yeridir.

C diizlemleri

Armatlirden gecen disey ekseni donme ekseni olarak alan C
dizlemlerindeki isik dagilim egrileri bu dizlemler icinde diseyle
acilari yapan isik siddeti vektorleriyle verilir.

A=20° dlizlemi

B=20° diizlemi

Dénme ekseni

C=20° diizlemi

~ Yol tarafi

Kaldirim ™

In order to render an opinion to the users, luminous intensity
distribution curves of interior lighting luminaires are given at least
for the planes of C0° -180° and C90°-270°. For road lighting
luminaires, the curves should be given in minimum for C0°-180°
C90°-270° and Imax planes in which the maximum luminous
intensity is obtained. Luminous intensity distribution curves for
projectors can be given in B or C planes.

Interior lighting luminaires
interior lighting fixtures are divided into 6 groups according to a
lower and upper half space:

Istk dagilim egrileri i¢ aydinlatma armatirlerinde kullanicilara fikir
vermesi acisindan en az C0°-180° ve C90°-270° duzlemlerinde
verilir. Yol aydinlatmasi armatiirlerinde ise en az C0°-180°, C90°-270°
ve maksimum isik siddetinin elde edildigi Imax dizlemleri icin
verilmelidir.  Projektérlerde stk dagiim egrileri B veya C
dizlemlerinde verilebilir

ic Aydinlatma Armatiirleri
ic aydinlatma armatiirleri 1sigi alt ve Ust yari uzaya verme oranlarina
gore 6 gruba ayrilir:

Luminaire type % Upward flux distribution % Downward flux distribution
Direct 0-10 90-100

Semi-direct 10-40 60-90

Direct-indirect 40-60 40-60

General diffuse 40-60 40-60

Semi-indirect 60-90 10-40

Indirect 90-100 0-10

Chart 6. C.|.E classification for indoor lighting luminaires.
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Direct

0~10%
90~100%

o
L3

Direct-indirect

40~60%

40~60% .

Chart 1. Luminaire classification according to radiation of luminous flux.

Road lighting luminaires

60~90%

10~40%

Semi-direct

g -

Semi-indirect

Road lighting luminaires are divided into 3 groups according to CIE;
The classification of luminaires according to CIE

a
Y

10~40% .

R

General-diffuse

oy

40~60%

40~60%

Indirect

90~100% Al

Yol aydinlatma armatiirleri
Yol aydinlatmasi armatirleri CIE'e gére 3 gruba ayrilir; CIE" gore

arm

attrlerin siniflandirilmasi

Armatr Tipi / Type of luminaire lso’ loo® | maxin do rultusu ( * max agisi ) / The direction of Imax (angle of * may)
Ekranl / Screened 30 cd 10 cd 0-65"
Yari Ekranli / Semi Screened 100 cd 50 cd 0-75"

Ekransiz / Unscreened *100 cd
* Maximum luminous intensity can be 1000 cd.
* Isik siddeti en fazla 1000 cd olabilir.
180 : the maximum luminous intensity value for the angle of 180: C=0 ve C=20 lik diizlemlerde diseye gore g= 80 lik acI altindaki

g = 80°with respect to the vertical axis in C=0° and C=20° planes (in

terms of c¢d/1000 lm),

190 : the maximum luminous intensity value for the angle of g = 90°
angle with respect to the vertical axis in C=0° and C=20° planes (in

terms of c¢d/1000 lm),

gmax.: The angular value at which the maximum luminous intensity

(Imax) occurs.

enb
190:

enb
gma

Uytk 1sik siddeti degeri (cd/1000 lm cinsinden),

C=0 ve C=20 lik dizlemlerde diseye gore g= 90 lik ac¢i altindaki
Uytk 1slik siddeti degeri (cd/1000 lm cinsinden)

x:Maximum 1sik siddetinin (Imaks) olustugu aci degeridir.

195 cd
130 cd
65 cd
1165 cd
H 130 cd

195 cd

195 cd

H 65 cd
1165 cd

195 cd

195 cd

130 cd
\65 cd
H 130 cd

195 cd

f~ ~

S

Figure 5. Examples of photometric curves accompanied by their classification.
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All your lighting needs in one adress.
Tim aydinlatma ihtiyaclariniz icin tek adres.




IP Table

Luminaire protection classes are given as IPXY. Here, X (1st
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Koruma
Proctection

IP Tablosu
Armatir koruma siniflari IPXY olarak verilir. Burada X (1. Rakam) kati
cisimler karsi korumayi, Y (2. Rakam) sivi maddeler karsi korumayi

Number) shows protection against solid objects, Y (2nd Number)
shows protection against liquids.

Toza ve Suya Karsi Koruma Protection Against Dust and Water

gostermektedir.

1. Rakam 2. Rakam 2nd Figure
1st Figure Suya karsi koruma derecesi Degree of protection against water
Kati cisimlere karsi 0 1 2 3 4 5 6 7 8
koruma derecesi
Korumasiz | Damlayan 15%e 60°%ye Sicrayan Su Siddetli Suya Su altinda
suya karsi kadar kadar suya karsi | puskurtme- deniz daldirmanin | birakiimaya
Degree of korumali | damlayan | damlayan | korumali | sine karsi | dalgalarina| etkilerine karsi
protection against suya karsi | suya karsi korumali karsi karsi korumali
solid objects korumali korumali korumali | korumali
Non Protected | Protected Protected | Protected | Protected | Protected | Protected Protected
protected against against against against against against against against
dripping dripping dripping splashing | water jets | heavy seas | immersion | submersion
water water of water of water
15%angle | 60° angle - El |
c g
z=z3 3 ?\,—E:?SE' ’:% (@ ~ ~ [~
& kS N (e
Q = |~ —_ T~ _
Korumasiz
Non protected 0 IP 00 IP 01 IP 02
50 mm'den buiyiik kati
cisimlere karsi korumali
Protected against solid 1 IP 10 IP 11 IP 12 IP13
objects larger than 50 mm
12 mm'den buyuk kati
cisimlere karsi korumal
Protected against solid 2 IP 20 IP21 IP12 IP23
objects larger than 12 mm
2,5 mm'den byuk kati
cisimlere karsi korumali
Protected against solid 3| P30 IP 31 IP 32 IP 33 IP 34
objects larger than 2,5 mm
1 mm'den bydik kati
cisimlere karsi korumal
Protected against solid 4 IP 40 IP 41 IP 42 IP 43 IP 44 IP 45 IP 46
objects larger than 1 mm
Toza karsi korumali
Dust protected 5 IP 54 IP 55 IP 56
Toz gecirmez
Completely dust proof 6 IP 65 IP 66 IP 67 IP 68

Reason for Protection Classification: Providing life safety during manwork by protecting the gear and the components from dust and water.
Koruma Siniflandirilmasindaki amac: Muhafazalann ic mekaninin ve donanimlarinin haricen gelebilecek toz ve sudan korunmasi neticesinde

insan cali-masinda can glvenliginin saglanmasidir.

Elektrik Carpmasina Karsi Koruma
Protection Against Electric Shock

Sinif
Class

Sembol
Symbol

Aciklama
Description

0]

Korumasi olmayan
No earthing protection

@

Topraklama yapilmis korumal
Earthing protection foreseen

o]

izolasyonlu korumasi olmayan
Supplementary-insulation, but no
earthing protection

Diistik voltajh izolasyonsuz
Foreseen for low-voltage safety
power supply

Mekanik Koruma Siniflari / Protection against Mechanical Impact
No Koruma derecesi / Measure of protection Test
Number Darbe enerjisi / Impact energy Test
(joules)
1K 00 Bu standarda koruma yoktur
No protection to this standard

K01 0.15 0.20kg impact

1K 02 0.20 0.20kg impact

IK 03 0.35 0.20kg impact

IK 04 0.50 0.20kg impact

IK 05 0.70 0.20kg impact

1K 06 1.00 0.50kg impact from 10 Rmm
IK 07 2.00 0.50kg impact from 25 Rmm
IK 08 5.00 1.70kg impact from 25 Rmm
IK 09 10.00 5.00kg impact from 50 Rmm
IK 10 20.00 5.00kg impact from 50 Rmm
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Lighting Account
Aydinlatma Hesabi

Noktasal aydinlatma hesabi:

Noktasal yatay aydinlik diizeyi hesabi: dogrultusundaki bir isinin isik
kaynagindan r uzaklgindaki bir M noktasinda olusturdugu yatay aydinlik

duzeyi (Ey), denklemi ile hesaplanir. Burada,

ly: y dogrultusundaki isik siddeti (cd)

¥: M noktasina gelen isin ile ylzeyin normali
arasindaki ac

r : Isik kaynagr ile M noktasi arasindaki uzaklik
(m) dir.

r2

1sik kaynadi

Ey=ly .cosy

Noktasal diisey aydinlik diizeyi hesabi: y dogrultusundaki bir isinin
bir M noktasinda olusturdugu disey aydinlik dizeyi (Ed), denklemi ile
hesaplanir. Burada:

Bd: M noktasina gelen isinin disey dizlemi ile yizeyin normali
arasindaki acidir.

Eq=ly .siny.cospy

itk kaynad r2

TS EN 12464 e gore Aydinlatma Kalite Kriterleri: ic mekanlarin aydinlatilmasinda saglanmasi gereken aydinlatma kalite kriterleri TS EN 12464" de
belirtilmektedir. Ornek olarak ofis hacimlerinde saglanmasi gereken aydinlatma kalite kriterleri asagidaki tabloda gdsterilmistir Burada Eo ortalama
aydinlik duzeyi, UGRL kamasma sinirlama katsayisi, Ra renksel geriverim endeksidir.

3 Offices
Ref. No. Type of interior, task or activity
3.1 Filing, copying, etc
3.2 Writing, typing, reading, data
processing
33 Technical drawing
3.4 CAD work stations
3.5 Conference and meeting rooms
3.6 Reception desk
3.7 Archives
346\

En
Ix
300
500

750
500
500

300
200

UGR:

19
19

16
19
19
22
25

80
80

80
80
80

80
80

Remarks

DSE-work:see 4.11

DSE-work:see 4.11

Lighting should be controllable

All your lighting needs in one adress.
[Um aydinlatma ihtiyaclariniz icin tek adres.




In the same standard, as well as the quality criteria mentioned
above, the establishment of average uniformity values in the space
in relation to the illuminance level values on the work space and its
surroundings is also requested. These values are given in the
following table.
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Lighting Account
Aydinlatma Hesab!

Ayni standartta yukarida belirtilen kalite kriterlerinin yani sira, hacim
icerisinde calisma alani ve cevresindeki aydinlatma degerlerine bagli
olarak ortalama dizginlik dederlerinin de saglanmasi
istenmektedir. Bu degerler asagidaki tabloda gosterilmektedir.

Task Illuminance

Ix

Illuminance of immediate surrounding areas

Ix

>750
500
300
<200

500
300
200
Etask

Uniformity :> 0.7

Uniformity :> 0.5

For interior lighting spaces, the general lighting calculation is
performed according to the utilization factor method. This method
is also referred to as the "luminous flux or efficiency method".

Primarily, for the space for which the lighting calculations are to be
performed, the average illuminance level (Eo) proposed in the
standards (TS EN 12464) is determined from the respective tables.

Then, depending on the geometrical dimensions of the space, the
room index
k=axb

k is calculated. k = axb .
(a+

(on

h
a: room width (m)

b: room length (m)

(
H: room height (m)
h: height of the luminaire from the work plane (m)

hwp: height of the workplane from the floor (m)
Is: suspension length (m)
h=H - hwp - |5

Reflectance factor values of the space are determined depending on the
surface colors of the ceiling, walls and work plane.

ic Aydinlatmada Ortalama Aydinlik Diizeyi: ic aydinlatma
mekanlarinda genel aydinlatma hesabi kullanim faktéri yontemi ile
yapilir. Bu yonteme "1sik akisi ya da verim yontemi” de denir. Oncelikle
aydinlatma hesabi yapilacak olan mekan icin standartlarda (TS EN
12464) onerilen ortalama aydinlik dizeyi (Eo) degeri ilgili tablodan
belirlenir. Daha sonra mekanin geometrik boyutlarina bagli olarak k
oda endeksi hesaplanir.

a: odanin eni (m)

b:odanin uzunlugu (m)

H: odanin ytksekligi (m)

h: armatuirtin calisma duizleminden ytiksekligi (m)
hcd: calisma duizleminin désemeden ytiksekligi (m)
la: aski boyu (m)

h=H-hcd-la

Mekanin tavan, duvar ve calisma dtizleminin ytizey renklerine bagl olarak
yansitma faktéri degerleri belirlenir.

Tavanin ortalama yansitma

The average reflectance factor of the
faktord (pt)

Duvarin ortalama yansitma
ceiling( pt )

faktéri( pd )

The average reflectance factor of
the wall(pd )

Calisma dtzleminin ortalama

The average reflectance factor of
yansitma faktéri ( ped )

the work plane (pcd )

%80 Cok beyaz / Very white %70

Acik renkli / Light colored

%20 Koyu renkli / Dark colored

%70 Kirli beyaz / Off-white %50

Koyu renkli / Dark colored

%50 Acik renkli / Light colored %30

Cok koyu renkli / Very dark colored

The value of the utilization factor () is determined according to the
room index and the reflectance factors of the ceilings, walls and
work plane from the efficiency table of the luminaire to be used in
the lighting installation.The total necessary luminous flux from the
chosen lamps is calculated in order to maintain the desired average
illuminance level EO in the space.

Aydinlatma tesisatinda kullanilacak armatire ait verim tablosundan
oda endeksi ile tavanin, duvarin ve calisma dizleminin yansitma
faktrine bagli olarak kullanma faktéri () degeri okunur. Mekan
icerisinde istenen Eo ortalama aydinlik dizeyinin saglanmasi icin,
kullanilacak lambalarin vermesi gereken toplam isik akisi hesaplanir.
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Minimum Illuminance Levels
Minimum Aydinlik Duzeyleri

I T

KIMYA ENDUSTRISI, PLASTIK VE LASTIK

CHEMICAL INDUSTRY, PLASTIC AND RUBBER

Uzaktan Kumandali Fabrikalari
Remote Control Process Factories

insan Destegi Gerektiren Proses Fabrikalari

Process Factories Where Manpower Labour is Necessary 100
Siirekli insanlarin Calistigi istasyonlara Sahip Fabrikalar 200
Factories with Continuous Manpower

Kontrol ve Gézleme Noktalari 300
Control and Observation Manpower

Laboratuarlar, Paketleme Yapilan Yerler 300
Laboratories and Packaging Areas

Gorsel Konsantrasyon Gerektiren isler 500
Work Requiring Visual Concentration

Renk Kontrolleri 1000

Colour Controls

CIMENTO ENDUSTRISi, SERAMIK VE CAM _
CEMENT INDUSTRY, CERAMIC and GLASS

Firinlar, Mikserler ve Tugla islemede is istasyonlari

Ovens Mixers 200
Emaye Kaplama, Yuvarlama, Presleme, Dokiim

Enamelling, Rolllng Pressing, Castlng Slmple Parts 300
Ogitme, Cilalama, karmasik Parcalarin Kaliplanmasi

Grinding, Pollshlng Art Work 500
Mercek Kesimi, Cam Kesimi, Orta Hassasliktaki isler

Lens Cutting, Glass Cuting, ManualCuttmg 750

ok Ince Isler
¢ : 1000

Very Fine Works

CELIK URETiMi, HADDEHANELER, FIRINLAR _
STEEL PRODUCTION, ROLLING MILES, OVENS

Otomatik Uretim Prosesi

Automatic Production Process 50
insan Destegi Gerektiren Uretim Prosesi 100
Production Process Requiring Manpower

icinde Devamli insanlarin Calistigi is istasyonlari 200
Work Station With Continuous Manpower

Kontrol ve Gozleme Noktalar 300
Control and Observation Points

Rest Noktalari ve Kontrol 500

Rest Points and Control

METAL WORK

Kiiciik Parcalarin Cekicle Doviilmesi 200
Hammering of Small Parts
Kaynak, Kaba ve Orta Hassaslikta Torna isleri 300
Welding, Lathing
ince Torna Isleri, Maksimum Télerans<=0,1 mm. 500
Fine Lathing Works
Markalama ve Kontrol 750
Marking and Control
Soguk Haddeleme
Col% Rolling 200
Tel ve Boru Cekme Fabrikasi, Soquk Serit Profil 300
Wire Erosion Factories, Cold Strip Prof
Kalin Sac isleme (5mm.) 200
Thick Sheet Processing
ince Sac isleme (¢<-5mm.) 300
Fine Sheet Processing
Alet imalat
Tool Production 500
Kaba Montaj, Sicak Dovme
Hard Assembljy 200
Orta Montaj

Medium Assejmbt 300
ince Montaj
Fine Assemb{y 500

(
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DOKUMHANELER
IRON FOUNDARY

Ulasilabilen Yer Alti Borulari
Reachable Underground Pipes

Platformlar
Rlatforms

nma Odalari, Mikser Is Istasyonlari
ooms, Mixer Work Stations

Kumla Kaliplama, So&
Sand Moulding Dressing

Dékiim Odalari, Dévme Islemleri, Makina Kaliplama
Foundary Rooms Hammermg Process, Machine Mauding

Elle Kaliplama, Gobek Kaliplama
Manual Moulding, Core Moulding
Model Atdlyesi

Model Workshop

YUZEY ISLEME YERLERI _
SURFACE PROCESSING AREAS

Galvanizleme, Astarlama, Boyama, Cilalama
Galvanization

Kalite Kontrol
Quality Control

Alet Uretimi, Takim Armatiir, Hassas Parca Yapimi
Tool Production, Stencil, Sensitive Mechanical Parts Production

OTOMOBIL URETIMI _
AUTOMOBILE PRODUCTION

Karoser Uretimi
Vehicle Body Production

Karoser ince isciligi
Vehicle Body Fine Work

Boya Atdlyesi Sprey Boyama Odasi, Zimparalama Kismi
Painting Rooms, Emery Dept

Boya Atdlyesi Rétiis Kismi
Painting Room Masking Out

Ddseme Atolyesi, Son Montaj
Final Assembly

Son Kontrol
Final Control

ELEKTRIK FABRIKASI
ELECTRICITYFACTORY

Yiikleme Bolimii, Pompa Bolimii
Loading Section, Pomping Section

Giic Uretim Bolimdi, Dagitim Fabrikasi Bina lci
Supply Power Production Department

Basin¢ Alma Odasi
Pressure Room

Dagitim Fabrikasi Bina Disi
Distribution Factory Exlerior

Kontrol Merkezleri
Control Centers

Tirbin ve Jenerator Tamir Bakim Atolyeleri
Tribune and Generator Maintenance

ELEKTRIK ENDUSTRISI
ELECTRICAL INDUSTRY

Kablo ve Tel imalati, Biiyiik Makinalarin Montaji
Cable and Wire Production

Telefon ve Kiiciik Makina Montaji
Telephone Assembly

Hassas Cihazlarin Montaji, Radyo TV Kalibrasyon
Highly Sensitive Device Assembly, Radio-TV Production Calibration

Sigorta imalati, Ayarlama Kontrol ve Kalibrasyon
Fuse Production, Balance Control and Calibration

Cok Hassas Elektronik Parca Uretimi
nghly Sensitive Electronic Component Production

WOOD PROCESSING

Buhar Odasi

Vapour Room

Hizar Bolimi, Planya, Tutkallama, Montaj
Assembling

All your lighting needs in one adress.
Tum aydinlatma ihtiyaclariniz icin tek adres.
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Teknik Bilgiler

Minimum Illuminance Levels
Minimum Aydinlik Duzey eri

KONUTLAR, OTELLER, RESTAURANTLAR _ HASTANELER _
HOUSES, HOTELS RESTAURA HOSPITALS

g:gfé(ogngalan 50 G;Jynduz

tessksey 20 i 500
Balar (Genell 100 Eersgnel odatan 100
R VAR 500 Cobratorice 2" 500

AMBARLAR
Bt - I N

Mutfaklar (Tazgah Ustii) Depo Koridorlari ve Cesitler

Kithchens (On Washing Stands) 500 Warehouses Corridors and Passages 50
Oturma Odalari (Genel) Wnl Tip veya Dokme Mallar Bulunan Ambarlar

Living Rooms 100 arehouses for Bulk or same type goods 50
Oturma Odalari (Lokal) Farkli Tip Mallarin Bulundugu Ambarlar 100
Living Rooms (Local) 500 Warehouses for Different type goods

Merdivenler 100 icinde Yol Bulunmasi Gereken Ambarlar 200
Stairs Warehouses where there should paths

Kantinler OTOMASYONLU VE YUKSEK iSTiFLi AMBARLAR
Canteens 200 AUTOMATION CONTROLLED AND HIGH STACKING WAREHOUSES]

D Koridorlar
WgrPeohouses 50 Corridors 20
Soyunma Odalari, Tuvaletler 100 Operator Yerleri 200

Dréssing Rooms, Toilets Operator Places

Jimnastik Odalari, Gardrop, Camasirhane 100 Dagitim Yerleri
Gymnasium Rooms, Wardrobes Laundry Distribution Places

OFiS, ISYERLERI ve ALISVERIS MERKEZLERI _ TUVALET, TEMIZLiK, ILKYARDIM BOLUMLERI _
OFFICES SHOPPING CENTERS TOILET, CLEANING AND FIRST AID DEPARTMENTS

Gone L Hipcetanian 500 e

fizim Offstert 1000 B e A e Ddalar 100
Bekieme Satontan 200 A 2! 300
Bilgi Istem Merkezleri 300 S aateter, 20y o Odalan 100
Magazlar (Genel) 300 Revir ve Ilkyardim Odatar 500

Siipermarketler BINA ICI HIZMET ODALARI
Supermarkets 750 INDOOR SERVICE ROOMS

Magaza ve Showroomlar 500 Makina Odalari, Ener;| g Baglanti ve Dagitim Yerleri 100
Shops and Showrooms Machine Rooms, Energy onnection and Distribution Areas

Yazici Odalari 300 Teleks Ofisi ve Posta Merkezi 500

Printer Rooms Telex Rooms, Mail Centers

Bilgisayar ve Veri Hazirlik Odalari 500 Telefon Santrali

Computer and Data Preparation Rooms Central Rooms

KULTUR, SANAT, EGITIM _ iC GEZINME ALANLARI _
CULTURE, ART, EDUCATION INDOOR WALKING AREAS

Konser Salonu, Sinema, Tiyatro Salonu (Genel) 100 Personel icin
Concert Hall, Clnema Theaters (General For Stuff
Konser Salonu, Sinema, Tiyatro ]Salonu (GFuaye 200 Personel ve Araglar icin 100

Concert Hall, Cmema Theaters (Foyer, For Stuff and Vehicles

Isiga Duyarli Nesnelerin Teshiri 150 Merdiven, Rampalar, Hareketli Merdivenler 100
Exhibition of light sensitive objects Stairs, Ramps and Movable Stairs

Isiga Duyar5|z Nesnelerin Teshiri 300 Yiikleme Rampalari, Otomatik Konveyérler 100
Exhibition of light insensitive objects Loading Ramps, Automatic Conveyors

Siniflar Trafik Alanindaki Konveyorler

Classes 500 Conveyors in Traffic Area 100

Konferans Salonlari 300 CizZiM OFISLERI
Conference Halls DRAWING ROOMS

Laboratuarlar, Kiitiiphaneler Genel Ofis

Laboratories, Libraries p y General Office 50
HASTANELER Cizim Masalar 750
HOSPITALS Drawing Tables

Gece CAD Istasyonlar

Night 0 GAD Stations 300-500

‘[ —
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Teknik Bilgiler

Minimum Illuminance Levels
Minimum Aydinlik Duzeyleri

LUX

LUX

AGAC ISLEME GIDA VETUTUN ENDUSTRILERI _
WOOD PROCESSING FOOD AND TOBACCO INDUSTRY

Bira Fabrikalarinda Yikama, Ficilama, Temizleme 200
Washing, Cleaning, Brushing in Beer Factories

Kaplama, Cila, Parlatma, Desen isleme, Kesim
Coating, Brightening, Cutting 500

Kalite Kontrolii
Quality Control 750

KAGIT IMALI VE ISLENMESI, GRAFIK ISLERI _
PAPER MANUFACTORING, GRAPHICS

Kagit Hamur Béliimlerindeki is istasyonlari

Paper Pulp Stations 200

Karton Makinalari, Cilt isleri, Duvar Kagidi Baskisi

Cartoon Machines, Binding 300

Kesim, Baski Kagit Ayirma

Cutting, Pressing gt Ay 500

Elle Baski Kagit Ayirma

Seperation of Paﬁpersy 750

Rétis, Litografi, Elle ve Makineyle Dizgi, Kaplama

Covering 1000

Cok Renkli Baski igin Renk Kontrolleri

Colour Controls 1500
elik ve Bakir Oymaciligi

(S;teel and Copper Lyarvmg 9 2000

TEKSTIL ENDUSTRISI _
TEXTILE INDUSTRY

is Istasyonlari, Banyolar ve Balya Acilan Yerler
Work Stsaytlons Baths Y b 200

Yikama, Utiileme, Dikme, Cizim, Olgiilendirme, Boyamam
Washing, Ironing, Knitting, Drawing, Painting 300

Cdzgii Cekme, Giydirme, Egirme, Sarma, Orme
Dressing, Spinning, Winding, Knitting 500

ince Tarama, Tamir, Dikim, Emprime Baski, Sapka imali
Fine Scanning Maintenance, Hat Production 750

Kalinti Temizligi, Kalite Kontroldi, Renk Kontrolii
Cleaning, Quality Control, Colour Control 1000

Goriinmeyecek Sekilde Tamir
Invisible Ma)ilntenance 1500

GIDA VE TUTUN ENDUSTRILERI

FOOD AND TOBACOO INDUSTRY

Bira Fabrikalarinda Yikama, Ficilama, Temizleme
Washing, Cleaning, Brushing in Beer Factories 200

Ayirma, Ogiitme, Karistirma, Paketleme
Separation, ack\ng Dairy Production

Ayirma, Ogiitme, Karistirma, Paketleme 300

Separatlon acking, DalryProductlon

Meyve ve Sebzelerin Kesimi ve Ayrilmasi 300
Separation and Cutting of Fruits and Vegetables

Sarkiiteri imali, Mutfaklar, Puro ve Sigara Uretimi

Kitchens, Cigar, Cigarette Production 500
Kavanoz ve Siselerin Kontrolii, Kalite Kontrol, Ayirma 500
Jar and bottle Control Quality Control, Separation

Renk Kontrolleri, Laboratuarlar 1000

Colour Controls, Laboratories

CESITLI IS GRUPLARI _
VARIOUS WORK GROUPS

Clllnglrllk ve Tesisatcilik
Plumbing and Lock Smithery

Marangoz Atélyeleri
Carpentory Workshops

Makina Tamirhaneleri
Machine Maintenance

Radyo-Televizyon Tamirhaneleri
RAdio-TV Maintenance

Kuafdrler
Hairdressers

Kozmatikeiler
Cosmetics

HIZMET ENDUSTRILERI _
SERVICE SECTORS

Oteller ve Yiyecekler isleri
Hotels and Food Stuff

Resepsiyonlar
Receptions

Restoranlar
Restaurants

Biifeler
Buffets

Konfrans Odalari
Confrence Halls

Self Servis Tesisleri
Self Service Facilities

w
o
o
e

All your lighting needs in one adress.
Tum aydinlatma ihtiyaclariniz icin tek adres.



Road lighting arrangements

- Left hand single sided arrangement

- Right hand single sided arrangement
- Opposite arrangement

- Staggered arrangement

- Twin-bracket central arrangement

- Twin-bracket opposite arrangement
- Twin-bracket staggered arrangement
- Transverse catenary arrangement

- Axial median catenary arrangement

Road Lighting Calculations
Road lighting calculations are generally carried out according to
"point lighting calculation method".

Road Classes

The reflection properties of the road surfaces are given with either
q [ B, v luminance coefficient or r [ B,tgy Jreduced luminance
coefficient. In fact, luminance coefficient or reduced luminance
coefficient depends on the direction of the given points to the
observer and to the light source. The road classes used in road
lighting, average luminance coefficients and S1, S2 specular
factors are given in the table belo

In a case such as the road to be illuminated being new, and the
absence of time or necessary laboratory conditions to measure S1
and S2 values of the road, road type can be roughly determined
depending on the nature of the materials used, based on the
information given in the table below. Since this is an approximation,
this method should be the last option to use. Road lighting
calculations can be made with the help of the table, using the
r-table of the determined road class

Table: Classification of the road surface according to the materials used
Tablo: Yolyiizeylerinin kullanilan malzemeye gére siniflandirilmasi

2 Pelsan

Technical Information
Teknik Bilgiler

Road Lighting Calculations
Yol Aydinlatma Hesaplari

Yol aydinlatma diizenekleri

-Soldan tek tarafli diizenek

-Sagdan tek tarafli dizenek

-Karsilikli dizenek

-Kaydirilmis dizenek

-Refiijden cift konsollu dizenek

-Refiijden cift konsollu karsilikli dizenek
-Refijden cift konsollu kaydirilmis diizenek
-Enine aski dizeni

-Refiijde boyuna aski dizeni

Yol Aydinlatmasi Hesaplari
Yol aydinlatmasi hesaplari genelde “noktasal aydinlatma hesabi
yontemi“ne gore gerceklestirilmektedir.

Yol siniflari

Yol ylzeylerinin yansitma ozellikleri, ya q [ B, ¥) parilti faktori veya
r (B.tgy ) indirgenmis parilti faktori ile verilirler. Gercekte parilti faktori
veya indirgenmis parilti faktord veya indirgenmis parilti faktorid gz
6niine alinan noktanin gozlemciye ve isik kaynagina olan dogrultularina
baglidir. Yol aydinlatmasinda kullanilan yol siniflari, ortalama parilti
faktorleri ve ST, S2 aynasal faktorleri asagidaki tabloda verilmektedir.

Aydinlatilacak olan yolun yeni olmasi, yolun ST ve S2 buyikliklerini
6lcebilecek laboratuvar kosullarinin veya zamanin olmamasi gibi
durumlarda yol tipi, kullanilan malzemenin &zelligine bagli olarak
Tabloda verilen bilgilere dayandirilarak kabaca belirlenebilir. Bu yaklasik
bir sonu¢ oldugundan, en son basvurulmasi gereken bir yontemdir. Tablo
yardimiyla belirlenen yol sinifina ait r-tablosu kullanilarak, yol aydinlatma
hesaplamalari yapilabilir.

Road Class / Yol Sinifi qo S1 S2
R1 0.10 0.25 1.53
R2 0.07 0.58 1.80
R3 0.07 1.11 2.38
R4 0.08 1.55 3.03
N1 0.10 0.18 1.30
N2 0.07 0.41 1.48
N3 0.07 0.88 1.98
N4 0.08 1.61 2.84
Cl 0.10 0.24 -
Cll 0.07 0.97 -

Road Glass / Yol Sinifi Nature of the material / Malzemenin Yapisi
Concrete road surfaces, asphalt road surfaces with 15% artificial brightness, road surfaces that are 80% composed of very shiny
511 stone particles.
Beton yol yiizeyleri, yapay parlakligi %15 olan asfalt yol yiizeyleri, %80" i cok parlak tas parcaciklarindan olusan yol yiizeyleri.
Coarse structured and normal road surfaces with fine gravel, asphalt surfaces with 10-15% artificial brightness, rough and coarse
R2 asphalt surfaces which are gravel-rich (>60%) and have gravels with their size over 10mm.
N2 Kaba yapili ve normal ince cakilli yol yizeyleri , yapay parlakligi %10-15 olan asfalt yuzeyler, cakil bakimindan zengin (>%60) ve
cakil boyutunun 10mm’ den fazla oldugu plrizli ve kaba asfalt yizeyler.
R3 Coarse structured asphalt surfaces containing dark-colored gravels with 10mm diameter and smaller, coarse but shiny road surfaces
N3 Koyu renkli capi 10mm ve daha kicik boyutta cakil iceren kaba yapili asfalt yizeyler kaba fakat parlak yol ylizeyleri
R4 Mastic asphalt, bright and fairly smooth structured road surfaces.
N4 Mastik asfalt, parlak ve oldukca diizgiin yapili yol yizeyleri.
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Road Lighting Calculations
Yol Aydinlatma Hesaplari

Turkey domestic roads and lighting classes
Tirkiye sehiriciyollari ve aydinlatma siniflari

Road Description Yol Tanimi

Ayd. Sinifi / Lighting Class

City link and peripheral roads (one-or two-way, including crossroads and linking
points and city transitions)

Sehir baglanti ve cevre yollar (tek veya iki yonlu, kavsaklar ve baglant
noktalariile sehir gecisleri dahil)

M1

- Speed > 90 km/h ; M2
- Speed < 90 km/h ;
- Hiz t90 km/h ;
-Hiz< 90 km/h ;
Innercity main routes (boulevards and streets; ring roads, distribution roads)
Sehirici ana glizergahlar (bulvarlar ve caddeler ; ring yollari ; dagitici yollar) M1
- 50 km/h < Speed < 90 km/h ; interchanges at intervals shorter than 3 km, there is a cloverleaf interchange ; M2
- 50 km/h < Speed < 90 km/h ; interchanges at intervals shorter than 3 km , no cloverleaf interchange ; M3
- Speed < 50 km/h;
- 50 km/h < Hiz < 90 km/h ; 3 km' den kisa araliklarla kavsak, yonca ayrimi var ;
- 50 km/h < Hiz< 90 km/h ; 3 km' den kisa araliklarla kavsak, yonca ayrimi yok ;
- Hiz < 50 km/h;
Inner City Roads (main roads used for entry to residential areas and link roads)
Sehirici yollar (yerlesim alanlarina giris cikisin yapildigi ana yollar ve baglanti yollari) M3
- Hiz>50 km/h ; 3 km’ den kisa araliklarla kavsak, yonca ayrimi var ; M4
- Hiz>50 km/h ; 3 km’ den kisa araliklarla kavsak, yonca ayrimi yok ; M4
- Hiz < 50 km/h ; 3 km’ den kisa araliklarla kavsak, yonca ayrimi var ; M5
- Hiz< 50 km/h ; 3 km' den kisa araliklarla kavsak, yonca ayrimi yok ;
- Speed > 50 km/h ; interchanges at intervals shorter than 3 km , there is a cloverleaf interchange ;
- Speed > 50 km/h ; interchanges at intervals shorter than 3 km , no cloverleaf interchange ;
- Speed < 50 km/h ; interchanges at intervals shorter than 3 km , there is a cloverleaf interchange ;
- Speed < 50 km/h ; interchanges at intervals shorter than 3 km, no cloverleaf interchange ;
Roads in the settlement (residence) regions
Yerlesim (ikametgah) bolgelerindeki yollar M4

. M5
- 30 < Hiz < 50 km/h; suc orani yliksek; M5
- 30 < Hiz <50 km/h; suc orani normal; M6

- Hiz < 30 km/h; sug orani yliksek;
- Hiz < 30 km/h; su¢ orani normal;

- 30 < speed < 50 km/h; crime rate is high;

- 30 < speed < 50 km/h; crime rate is normal;
- Speed < 30 km/h ; crime rate is high;

- Speed < 30 km/h; crime rate is normal;

Lighting quality values to be be provided for different lighting classes
Farkli aydinlatma siniflari icin saglanmasi gereken aydinlatma kalite biyutklikleri

Aydinlatma Sinifi / Lighting Class L o ( cd/m’) Us Ui TI (%) SR
M1 >2.0 > 0.4 >0.7 =10 >0.5
M2 > 1.5 > 0.4 >0.7 =10 >0.5
M3 > 1.0 > 0.4 >0.5 15 >0.5
M4 >0.75 > 04 >0.5 15 >0.5
M5 =>0.50 >0.35 >0.4 w15 >0.5
M6 >0.30 >0.35 >0.4 15 -
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Burada; 5

Lo : Yolun ortalama pariltisi (cd/m)

Uo: Ortalama dtzgtinlik (Uo=Lmin/Lort)
Ul : Boyuna duizginliik (Ul=Lmin/Lmaks)
Tl : Bagil egik artigr (TI={ALc-ALe}/ALe).
SR: Cevreleme orani

Here; ,

Lo : Average road luminance (cd/m)

Uo : Average uniformity (Uo=Lmm/Lort)

Ul : longitudinal uniformity (Ul=Lmin/Lmaks)

Tl : Relative threshold increment (TI={ALk-ALe}/ALe).
SR: Surround ratio

All your lighting needs in one adress.
um aydinlatma ihtiyaclariniz icin tek adres.



Determination of the points on the road surface for lighting
calculations

Firstly, the calculation area should be determined. In road lighting
calculations, calculation area is the section between two poles.The
positions of the observer are determined at 60 m behind the first
luminaire in the calculation area and in the middle of each lane.

Pelsan

Technical Information
Teknik Bilgiler

Road Lighting Calculations
Yol Aydinlatma Hesaplari

Yol yiizeyinde aydinlatma hesabi yapilacak noktalarin belirlenmesi
Oncelikle hesap alaninin belirlenmesi gerekir. Yol aydinlatma
hesaplarinda hesap alani iki direk arasinda kalan bolimdir.Hesap
alanindaki ilk armatiirden 60 m geride ve her seridin ortasinda olacak
sekilde gozlemci konumlari belirlenir.

D/2
] . D
; * * * * *
<‘<—> * * * * * *
* * * * * *
**Id****
Qﬁ#» * %Yo % * * *
2
W§ * kg ok * * *
A
d4/2

Number of calculation points in the longitudinal direction

if the distance between poles; s 30 m then N =10

if the distance between poles; s > 30 m then N is determined as D 3 m.
The number of calculation points in the transverse direction on
each lane=3

d: distance between transversely oriented calculation points (wfl/ 3)

Here;
s: distance between poles (m)
ws: lane width (m).

Calculation of the illuminance level of a point on the road surface
The horizontalilluminance level of a point is equal to the sum of the
illuminance levels created by all contributing luminaries at this
point. In the figure,
point P on the road surface for which the illumination level is to be
calculated, is given.

N: boyuna dogrultudaki hesap noktalari sayisi

direkler arasi mesafe; s 3f 30 mise N =10

direkler arasi mesafe; s> 30 mise D 3 3 m olacak sekilde N belirlenir.
Her bir seritte enine dogrultudaki hesap noktasi sayisi =3

d: Enine dogrultuda hesap noktalari arasindaki mesafe (ws / 3)

Burada;
s: direkler arasi mesafe (m)
ws: flerit geniflligi (m) dir.

Yol yiizeyindeki bir noktanin aydinlik diizeyinin hesaplanmasi

Bir noktanin yatay aydinlik dizeyi, katkida bulunan bitin armatirlerin
bu noktada oluflturduklari aydinlik dizeylerinin toplamina eflittir.
fiekilde aydinlik dizeyi hesaplanacak yol yizeyi Uzerindeki P noktasi
gosterilmektedir

Horizontal illuminance level of point P is calculated using the equation / P noktasinin yatay aydinlik diizeyi asagidaki denklem ile hesaplanir.

Ep=§

Ic

h2

Y].cosay
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Road Lighting Calculations
Yol Aydinlatma Hesaplari

Calculation of the luminance of a point on the road surface

The luminance of a point P on the road surface is equal to the sum
of luminances created by all contributing luminaries at this point.
The luminance of point P is calculated using the equation:

Lp=§ Hﬁ;_zﬂ qlpy;) .cos’y,

Luminance factor q, is the ratio of the luminance value calculated
for a particular observing direction and a particular light direction
to the horizontal illuminance levels. The representation of the
parameters used are given in the Figure.

I(C,v) : Luminous intensity value from ith source to point P (cd)
vi : the angle between the beam from the ith source to point
P and the normal to the surface,
h : Height of the photometric center of the luminaire from
ground level (m)

q(Biyi) : Luminance factor (cd/m?/lx)

Oy : Observation angle. Vertical angle between the light reflecting
from the road surface and reaching the eye and the horizontal
plane

B : The angle between the vertical plane of the arriving direction
of light and the direction of observation

C : The plane angle.

354 ‘w‘

Yol yuizeyindeki bir noktanin pariltisinin hesaplanmasi

Yol ylzeyindeki bir P noktasinin pariltisi, tim armatirlerin bu
noktada olusturduklari pariltilarin toplamina esittir. Bir P noktasinin
pariltisi,

S 7 -q[Bi 1) .cos’y,

denklemi ile hesaplanir Parilti faktéri q, belirli bir gézlem
dogrultusu ve belirli ydndeki 1stk dogrultusu icin hesaplanmis parilti
degerinin, yatay aydinlik dizeyine oranidir. Kullanilan buyukliuklere
ait gosterim sekilde verilmektedir.

I(C,7i) - i kaynaktan P noktasina gelen isik siddeti degeri (cd)

Yi :ikaynaktan P noktasina gelen isik ile ylizeyin normali arasindaki acl,

h : Armatir fotometrik merkezinin yerden yiiksekligi (m)
q(Bivi) : Parilti faktori (cd/m?/x)

Og : Gozlem acisl. Yol ylizeyinden yansiyip goze gelen isik ile yatay diizlem

arasindaki disey acl
B :lsigin gelis dogrultusunun disey dizlemi ile gozlem dogrultusu
arasindaki aci

C : Dizlem acisidir,

All your lighting needs in one adress.
[Um aydinlatma ihtiyaclariniz icin tek adres.




Isolux Diagrams

Isolux diagrams are obtained by linearly joining the points on a
surface which have equal illuminance levels. In these diagrams, the
height of the optical part of the luminaire which emits light (approx-
imately the mounting height of the luminaire) is taken as the basis.
This value has been accepted as 10 min all diagrams as a reference
value. The diagram is constructed on a grid system. The point (0,0)
has been specified as the center of the luminaire’s light emitting
surface. The illuminance level at point (0,0), in other words right
below the luminaire (Enadir) is given in the title of the diagram. The
upper section of point (0,0) has been marked as the pedestrian side
and the lower section has been marked as the road side. The
positive and negative numbers on the x and y axes are used to
determine the illuminance levels on specific points in terms of
luminaire mounting heights. For example, point (1,1) on the road
side defines the point which is 10 meters to the right and 10 meters
low with respect to the luminaire. To compute the illuminance level
at this point, the isolux curve which is closest to that point is used.
The values of the isolux curves have been given below the diagram.
For luminaires at different heights, the conversion table given on
the right side of the diagram is used. For example, for a luminaire
that is 5 m high, the computed illuminance level value is
multiplied by 4.
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Isolux Diagrams
Es Aydinlik Duzey Diyagramlari

Es aydinlik diizey diyagramlari

Bir duzlem Uzerinde es aydinlik dizeylerine sahip noktalarin cizgiler
halinde birlestirilmesiyle es aydinlik dizeyi diyagramlari elde edilir.
Bu diyagramlarda armatiriin i1sik yayan optik bolumunin yiksekligi
[yaklasik olarak armatiriin montaj yuksekligi] esas olarak kabul
edilir BUtUn diyagramlarda bu deger standart olmasi acisindan 10
metre olarak alinmistir. Diyagram bir kartezyen izgara (grid) sistemi
tzerine kurulmustur. (0,0) noktasi armatirin 1sik yayan ylzeyinin
merkezi olarak belirlenmistir. (0,0) noktasindaki, bir baska deyisle
armatirin tam altindaki aydinlik dizeyi (Enadir) diyagramin
basliginda verilmistir. (0,0) noktasinin Ust bolgesi kaldirim tarafi, alt
bolgesi ise yol tarafi olarak etiketlenmistir X ve Y eksenlerindeki
pozitif ve negatif sayilar (-7,-6,-5...0,1,2,3...] ise armatir montaj
yiksekligi cinsinden belirli noktalardaki aydinlik duzeylerini
belirlemeye yarar. Ornegin yol tarafi (1,1) noktasi, armatire gore 10
metre sag ve 10 metre asagidaki noktayl belirtin Bu noktadaki
aydinlik dizeyini bulmak icin o noktaya en yakin es aydinlik dizeyi
egrisi kullanilir Es aydinlik duzeyi egrilerinin degerleri diyagramin
altinda verilmistir. Farkli yiukseklikteki armattrler icin diyagramin
saginda bulunan cevrim tablosu kullaniin Ornedin 5 metre
yukseklikteki bir armatir icin bulunan aydinlik duzeyi 4 ile carpilin

ROAD SURFACE ISOLUX DIAGRAM
[LLUMINANCE AT MH=10 m,Enadir = 25.62 Ix
w TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR INTHETA BLE.
S 'E HEIGH [ FACTOR
wor 5m 4.000
S oL
o E 6m 2.778
T 7m 2.041
T -
= 8m 1.563
a Ll 9m 1.235
a F 10m 1.000
ﬁ 3L 1Tm 0.826
woE 12m 0.694
5 4 6 5 -4 3 2 -1 7 13m 0.592
RATIO OF DISTANCE TO MOUNTING HEIGHT 14m 0.510
— 211x — 161x — 13Ix 10 Ix — 7.8Ix 15m 0.444
Cone Dilagrams . . ) . Koni Diyagramlari
Cone diagrams describe the maximum and average illuminance Konik diyagramlar, armatiirden belli mesafelerde saglanan
level values maintained at different distances from the luminaire. maksimum ve ortalama aydinlk dizeylerini gdsterir  Konik

The circles in the cone diagram describe the diameter of the
lighting created by the light beam coming out of the luminaire at
the distance in question; the numerical values next to the circles
describe the maximum and average illuminance levels maintained
inside the circle.

diyagramda bulunan daireler, armattirden cikan isik hiizmesinin s6z
konusu mesafede vyarattigi aydinlatmanin capini; bu dairelerin
yaninda bulunan sayisal degerler, daire icinde saglanan maksimum
ve ortalama aydinlik dizeylerini ifade ederler.
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Industrial Area Lighting
EndUstrial Alan Aydinlatmasi

Industrial Area Lighting

* In the lighting of industrial spaces, tools that perform tasks of
their own require a special lighting.

*This type of lighting should primarily provide physical
security.

* The stroboscopic effect which results in incorrect detection of the
motion of objects should be eliminated.

* Extreme illuminance levels should be avoided.

* In the lighting of industrial spaces, the comfort of people working
in these areas should be taken into consideration.

* The formation of excessive reflections and shadows should be
taken care of.

* As these types of places are constantly in operation, attention
should be paid to energy savings in lighting.

* As the industrial plants are usually spaces with high ceilings, light
sources with long lifetimes should be preferred.

* The replacement of lamps in the luminaires used in these spaces
should be easy.

* Exproof luminaires should be used in places where flammable
and explosive materials exist -such as gas stations

Luminaire: 2x54W Karpat TL5 Highbay -89W Karpat LED Highbay
Location: Industrial Areas

Endiistriyel Alan Aydinlatmasi

*Endustriyel alan aydinlatmasinda, kendine 6zgli gorevi olan araclar
ozel aydinlatmaya ihtiyac¢ duyar.

*Bu tarz aydinlatmalar oncelikle fiziksel guvenlik saglamalidir
*Cisimlerin hareketlerinin yanlis algllanmalarina neden olan
stroboskopik etki ortadan kaldiritmalidir.

*Cok fazla aydinlik seviyeisnden kacinmak gerekir.

*Endustriyel alan aydinlatmasinsa, bu alanlarda calisan insanlarin
rahati distntlmelidir.

*Asiri yansima ve golgelerin olusmamasina 6zen gdsterilmelidir
*Bu tarz alanlar devamli faaliyet icerisinde olduklarindan,
aydinlatmada enerji tasarrufuna dikkat edilmelidir.

*Endustriyel tesisler genellikle yiksek tavanli mekanlar oldugundan
uzun calisma omriine sahip isik kaynaklari tercih edilmelidir.

*Bu mekanlarda kullanilan armatiirlerde lambalarin degisimi kolay
olmalidir.

*Benzinlik gibi parlayici patlayict madde bulunduran yerlerde exproof
armatirler kullanitmalidir:

Armatir: 2X54W TL5 Karpat Yiksek Tavan - 89W Karpat LED Yiksek
Tavan Mekan: Endstriyel Alanlar

Luminaire Arrangement and Light Distribution (Plant Top View)

Armatiir Dizilimi ve Isik Yayilimi (Fabrika Ust Gériiniis)

Ornek Fabrika Aydinlatmasi 3-Boyutlu Modeli

Sample 3-Dimensional Plant Lighting Model
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*Use of Lighting Controls

Energy savings can be obtained by using systems that provide
lighting in the required amount for the necessary time periods.
These systems carry out the automatic process of dimming or
turning the lights off through the signals they receive from their
sensors, when there are no users and when the amount of daylight
entering the space is increased.

Up to 40% energy savings can be achieved with these systems
which turn the lights off in the periods when there is no need for
lighting and provide dimming in order to prevent excessive lighting.

Convenient Lighting Design

In a design based on energy savings, primarily the surfaces in the
related space (walls, ceiling, floor) should be coated or painted with
colors of high reflectance factors. The necessary lighting should be
addressed for each respective level. For example, for the lighting of
an office, if a 1000 lux illuminance level is needed for the work
plane, the whole office should not be illuminated with 1000 Llux.
Alternative Lighting Solutions

*Lighting interiors which do not get enough light from the outer
environment during the day, by carrying the light through fiber
optic cables or reflective pipes.

*The use of solar energy systems which acquire electricity from
solar energy, store the acquired electrical energy and use the
stored energy for lighting functions when there is no solar
radiation.

*As the purpose of energy saving is to reduce the energy input, this
goal can be accomplished by the supply of energy from renewable
sources. The demands for emergency lighting can be met with a
small-sized wind solar hybrid power system which can be placed
on the roofs of houses.

o
DELIVERY zone

Figure 3 - A roof mounted solar tube
Sekil 3 - Catiya monte giines borusu
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Lighting Control and Design
Aydinlatma Kontrolu ve Tasarimi

* Aydinlatma Kontrolii Yapmak

Aydinlatmanin gerekli oldugu zamanlarda yeteri kadar yapilmasini
saglayan sistemler kullanilarak enerji tasarrtufu elde edilebilr Bu
sistemler sensorlerinden aldigi sinyaller dogrultusunda insanlarin
olmadigr zamanlarda lambalari kapama ve ortama giren ginisigi
miktari artinca lambalari kapama veya dimmerleme islemini
otomatik olarak gerceklestirirler.

Aydinlatmaya gerek duyulmayan zaman slrelerinde kapam ve
gereginden fazla aydinlatma yapmamak Uzere dimleme yapan bu
sistemlerle %40’e varan enerji tasarrufu saglanabilir.

Uygun Aydinlatma Tasarimi Yapmak

Enerji tasarrufunu esas alan bir tasarimda oncelikle ilgili alandaki
yuzeyler (Duvar, Tavan, Zemin] yansitma faktori ylksek renklerle
boyanmali veya kaplanmalidir. Gerekli aydinlatma ilgili her bir diizey
icin ele alinmalidir: Ornegm bir ofis aydinlatmasinda calisma dizlemi
icin 1000 LlUx'lik aydin seviyesi gerekiyor ise tum ofis 1000 lux
seviyesinde aydinlatilmamalidir. Alternatif Aydinlatma Coézimleri

* Gunduzleri dis ortamdan yeteri kadar 1sik almayan i¢c mekanlari
fiber optik kablolar veya vyansitici borularlar tasimak surtiyle
aydinlatmak.

* Glnes enerjisinden elektrik enerjisi elde eden ve elde ettigi elektrik
enerjisini depolayan , depoladigi enerjiyi de giines isiniminin olmadigt
zamanlarda aydinlatma islevini yerine getiren glines enerjisi
sistemlerinin kullanilmasi.

* Enerji tasarrufunda amac enerji girdisini azaltmak oldugundan bu
enerjinin  yenilebilir kaynaklarindan saglanmasiyla bu amac
gerceklestirilebilin Evlerin catilarina yerlestirilecek kicik boyutlu
rizgar glines hibrit enerji sistemleriyle acil aydinlatma icin gerekli
olan ihtiyac karsilanabilir.

Sekil 4 - Giines enerjisi ile aydinlatma
Figure 4 - Solar energy lighting
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Yuksek Verimli Armatur Kullanimi
Use of High Efficiency Luminaires

* Use of High Efficiency Light Sources

The first requirement of energy-savings in lighting is to provide the
necessary light for illumination from Llight sources with high
luminous efficacy. Light sources with a high luminous efficacy emit
more luminous flux per unit power. Therefore, in illumination with
sources having high efficacies, a lower number of light sources are
needed and less energy is used for maintaining the same
illuminance level. For example, use of fluorescent lamps for the
interior lighting of a plant, where high-pressure mercury vapor
lamps have been used, can provide savings up to 43%. Efficacy
factors of light sources can be obtained from the comparative table
of lamps.

* Use of High Efficiency Luminaires

Luminaires can not efficiently distribute all the light beams
radiating from the light sources inside the luminaire. Some of the
light beams are absorbed by the reflecting surfaces or when these
surfaces are not positioned correctly, the beams can not be
reflected to the target surfaces. In order to overcome this situation,
high efficiency luminaires with reflectors of high quality and proper
design should be used.

* Use of Components with Lower Power Loss

Today, one of the key elements of efficient interior and exterior
lighting, discharge lamps, generally need auxiliary components
such as ballasts, starters, igniters, etc.. Active power loss caused
by auxiliary components, especially the ones which are
continuously operating such as the ballast, can significantly affect
the efficiency of the system. For example, system efficiency can be
improved with ballasts with lower active power loss (lower loss
magnetic or electronic ballasts) or using busbar trunks instead of
classic installations

* Yiiksek Verimli Isik Kaynaklari Kullanmak

Aydinlatma icin gerekli olan 1s1gi etkinlik faktori ylksek olan isik
kaynaklarindan saglamak aydinlatmada enerji tasarrufunun ilk
sartidir Etkinlik faktord yiksek olan isik kaynaklari birim gic basina
daha fazla i1sik akisi verir. Dolayisiyla, etkinlik faktord olan kaynaklar
kullanilarak yapilan aydinlatmada ayni aydinlik dizeyi icin daha az
istk akisi verir. Dolayisiyla , etkinlik faktort yiksek olan kaynaklar
kullanilarak yapilan aydinlatmada ayni aydinlik dizeyi icin daha az
1sik kaynagina ihtiyac duyulur ve daha az enerji harcani. Ornegin
yiksek basincli civa buharli lambalarla yapilmis olan fabrika ic
aydinlatmalarini floresan lambalarda yapmak %43 e varan degerle-
rde tasarruf saglayabilic Isik kaynaklarina ait etkinlik faktorleri
lambalara ait karsilastirmali tablodan alinabilir:

* Yiiksek Verimli Armatiirler Kullanmak

Armatirler iclerindeki isik kaynaklarin yaydidr tim isinlari etkin bir
bicimde kullanildigi alana dagitamaz. Isinlarin bir kismi yansitici
ylz eyler taraf in dan s ogurulur veya bu ylzeyler dogru konum-
landirilmadiklarindan dolayr amacglanan alana yansitilamaz. Bu
durumu ortadan kaldirmak icin kaliteli ve uygun tasalamis bir
yansiticiya sahip yiksek verimli armatirler kullanitmalidir.

* Daha Az Kayipli Bilesenler Kullanmak

Ginlmizde verimli i¢c ve dis aydinlatmanin temel elemanlarindan
olan desarj lambalari genel olarakbalast, starter, atesleyici vb.
yardimct bilesenlere ihtiya¢ duyar. Bu elemanlardan 6zellikle sirekli
devrede olan balast gibi yardimci bilesenlerin aktif glc kaybi
sistemin verimliligini denmli 6l¢lde etkiler Ornegm, daha az aktif
glic kaybina sahip balastlar ( Distk kayipli manyetik veya elektronik
balastlar) veya klasik tesisat yeirne busbar kanallar kullanilarak
sistem verimligi artirilabilir

Dimming based on daylight dimming (Luxmate)
Gln 15131 sensorine bagl dimmerleme (Luxmate)

All your lighting needs in one adress.
Tim aydinlatma ihtiyaclariniz icin tek adres.




Aydinlatmada Enerji Tasarrufu

The concept is to obtain energy savings through reducing the
energy input by increasing the efficiency of lighting without
compromising from visual performance and comfort. Against false
knowledge, these savings can not be obtained through insufficient
lighting. The reason to this is that while insufficient lighting can
lower the energy consumption, as it affects the efficiency of the
workers of the lit space, it does not provide real savings at the end.
Furthermore, as it increases the accident rate at work, it may lead
to an unexpected result. These savings may be possible with the
improvement of the following lighting components:

*Use of high efficiency light sources

*Use of high efficiency luminaires

*Use of components with lower power loss (for example: lower-loss ballast)
*Use of lighting controls

*Convenient lighting design

*Use of alternative lighting components
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Energy Saving
Enerji Tasarrufu

Energy Savings in Lighting

Gorsel performans ve konfordan o6din vermeksizin aydinlatma
verimligini artirarak enerji girdisinin azaltilmasiyla enerji tassarufu
yapilmasidir Bu tasarruf yanlis bilindigi tzere yetersiz aydinltama
yapilarak saglanmaz. Clinki yetersiz aydinlatma, her ne kadar enerji
tiketimini diflirse de ilgili alanda calisanlarin verimlerine negatif
etkidigi icin nihayetinde bir tassaruf saglamaz. Ayrica is kazalarinin
artmasina neden oldugundan beklenenin tam aksine bir sonuc
dogurabilir  Bu tasarruf asagidaki aydinlatma bilesenlerinin
iyilestirilmesi ile mimkin olabilir

*Yiksek verimliisik kaynaklari kullanmak

*Yiksek verimli armattrler kullanmak

*Daha az kayipli bilesenler (Ornegin: daha diisiik kayipli balast) kulanmak
*Aydinlatma kontrold yapmak.

*Uygun Aydinlatma tasarimi yapmak.

*Alternatif aydinlatma bilesenleri kullanmak
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Light Sources
Isik Kaynaklari

Comparison of Light Sources
Isik Kaynaklarinin Karsilastirilmasi

INCANDESCENT BULBS HALOGEN LAMPS COMPACT FLUORESCENT LAMPS FLUORESCENT LAMP LED
ENKANDESAN LAMBALAR HALOJEN LAMBALAR KOMPAKT FLORESAN LAMBALAR FLORESAN LAMBALAR
Efficacy (Lm/W) 6-16 16-25 46-80 70-104 80-160
Etkinlik Faktord (Lm/W)
CRI (Ra) 100 100 75-90 70-95 65-99
Renksel Geri Verim
Lifetime (hours) 1000 1000-4000 6000-15000 10000-40000 50000
Omiir (Saat)
CCT (K) 2700 2700-3500 2700-7000 2700-12000 2700-8000
Renk Sicakligi (K]
Electronic Ballast No In General No Needed or Build-in Needed Needed
Eloktronik Balast Gerekli degil Genel Olarak Yok Gerekli veya Dahili Gerekli Gerekli
o Indoor-Outdoor Indoor-Outdoor Indoor Indoor Indoor-Outdoor
Application ic mekan-Dis mekan ic mekan-Dis mekan ic mekan Ic mekan Ic mekan-Dis mekan
Kullanim Alanlari
. Yes Yes Yes Yes Yes
Dimmable Var Var Var Var Var
Dim Edilme
i No No Yes * Yes * No
Stroboscopic Effects Yok Yok Var * Var * Yok
Stroboskobik Etki
* This effect is eliminated if an elektronic ballast is used
* Elektronic balastli kullanimda bu etki gorinmez
MERCURY VAPOUR LAMPS METAL HALIDE LAMPS L.P SODIUM VAPOUR LAMPS H.P SODIUM VAPOUR LAMPS
Y.B BUHARLI H.P METAL HALIDE A.B SODYUM BUHARLI Y.B SODYUM BUHARLI LED
LAMBALAR LAMBALAR LAMBALAR LAMBALAR
Efficacy (Lm/W)
Etkinlik Faktord (lm/wW) 40-60 72-110 100-192 88-130 80-225
CRI(Ra)
Renksel Geri Verim 40-60 70-95 0-15 25-70 65-99
Lifetime (hours)
Omiir (saat) 15000-24000 6000-20000 16000-20000 160000-32000 100000
CCT (K)
Renk Sicakligi (K] 3200-4200 3000-7000 - 2000-3000 1700-8000
Electronic Ballast Needed Needed Needed Needed Needed
Elektronik Balast Gerekli Gerekli Gerekli Gerekli Gerekli
Application Indoor-Outdoor Indoor-Outdoor Outdoor Indoor-Outdoor Indoor-Outdoor
Kullanim Alanlari ic mekan-Dis mekan ic mekan-Dis mekan Dis mekan Ic mekan-Dis mekan ic mekan-Dis mekan
Dimmable No Yes No Yes Yes
Dim Edilme Yok Var Yok Var Var
Stroboscopic Effects Yes No Yes No No
Stroboskobik Etki Var Yok Var Yok Yok

All your lighting needs in one adress.
Tum aydinlatma ihtiyaclariniz icin tek adres.
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Light Sources
Isik Kaynaklari

High pressure SON-H Sodium Vapour Lamps(Working Without Ignitor) High Pressure Metal Halide Lamps
Y.B Sodyum Buharli SON-H Lambalar (Atesleyicisiz Calisirlar) Y.B Metal Halide Lambalar
Type of Lamp Shape Watt || Lamp Holder || Luminous Flux Type of Lamp Shape Watt Lamp Holder|  Luminous Flux
Lamba Tipi Sekil (W) Duy Isik Akisi Lamba Tipi Sekil (W) Duy Isik Akisi
SON-H 110 110 E27 8000 Im HPI-BU 70 70 E27 4000 Im
SON-H 210 @ 210 E40 18000 Im HPI-BU 100 100 E27 7000 Im
SON-H 350 350 E40 34000 Im HPI-BU 150 @ 150 E27 10500 Im
HPI-BU 250 250 E40 19000 Im
HPI-BU 400 400 E40 32000 Im
HPI-BU 1000 1000 E40 90000 Im

High Pressure Sodium Vapour Lamps High Pressure Metal Halide Lamps
Y.B Sodyum Buharli Lambalar Y.B Metal Halide Lambalar
Type of Lamp Shape Watt Lamp Holder Luminous Flux Type of Lamp Shape Watt | Lamp Holder| Luminous Flux
Lamba Tipi Sekil {W) Duy Isik Akisi Lamba Tipi Sekil W) Duy Isik Akisi
SON 35 35 E27 2300 Im HPI-T 250 250 E40 20000 Im
SON 50 50 E27 3500 Im HPI-T 400 400 E40 32000 Im
SON 70 70 E27 5500 Im HPI-T 1000 WD) 1000 E40 80000 Im
SON 100 ‘WO 100 E40 9500 Im HPI-T 2000 2000 E40 180000 Im
SON 150 150 E40 15500 Im HPI-T 3500 3500 E40 320000 Im
SON 250 250 E40 30000 Im
SON 400 400 E40 54000 Im
SON 1000 1000 E40 128000 Im
High Pressure Sodium Vapour Lamps Metal Halide Lamps
Y.B Sodyum Buharli Lambalar Metal Halide Lambalar
Type of Lamp Shape Watt Lamp Holder Luminous Flux Type of Lamp Shape Watt | Lamp Holder | Luminous Flux
Lamba Tipi Sekil W) Duy Isik Akisl Lamba Tipi Sekil W) Duy Isik Akisi
SON-T 50 50 E27 4000 Im CDM-T70 70 G12 5500 Im NDL
SON-T 70 70 E27 6500 Im =09 5200 Im WDL
SON-T 100 100 E40 10000 Im CDM-T 150 150 G12 12500 Im NDL
SON-T 150 ) 150 E40 14500 Im 12000 Im WDL
SON-T 250 250 E40 27000 Im CDM-TD 70 70 RX7s 5000 Im D
SON-T 450 400 E40 48000 Im 5500 Im NDL
SON-T 600 500 E40 90000 Im 5000 Im WDL
SON-T 1000 1000 E40 130000 Im MHN-TD 150 | e | 150 RX7s 11000 Im D
11250 Im NDL
11000 Im WDL
MHN-TD 250 250 FC2 20000 Im D
20000 Im NDL
20000 Im WDL
Low Pressure Sodium Vapour Lamps
A.B Sodyum Buharli Lambalar
Type of Lamp Shape Watt | Lamp Holder | Luminous Flux
Lamba Tipi Sekil (W) Duy Isik Akisi
SOX 18 18 BY22d 1800 Im
SOX 35 35 BY22d 4600 Im
SOX 55 fi——=0) 55 BY22d 8100 Im
SOX 90 90 BY22d 13500 Im
SOX 135 135 BY22d 22500 Im
SOX 180 180 BY22d 32000 Im
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Light Sources
Isik Kaynaklari

Halogen Lamps
Halojen Lambalar
Type of Lamp Shape Watt | Lamp Holder| Luminous Flux
Lamba Tipi Sekil (W) Duy Isik Akisi
Halogen Reflector Fluorescent Lamps
Halojen Canak 12V 20 GU5,3 3400 cd 10° Floresan Lambalar
Halojen Canak 12V 20 GU5,3 550 cd 38°
Halojen Ganak 12 V 35 GU5,3 5000 cd 10° Type of Lamp Shape Watt | Lamp Holder| Luminous Flux
Halojen Canak 12 V 35 GUS5,3 1000 od 38° Lamba Tipi Sekil (W) Duy Isik Akisi
Halojen Ganak 12V 50 GU5,3 8800 cd 10°
Halojen Canak 12V 50 GUS,3 1600 od 38° TLE —— 5 G5 220 Im
Halogen Pin End TL8 8 G5 300 Im
Halojen igne Ayak 12V 10 G4 130 Im TL13 13 G5 1030 Im
Halojen ?gne Ayak 12V 20 G4 320 Im TL-D 15 15 G13 850 Im
Halojen Igne Ayak 12V 35 GYB,35 00 Im TL-D 18 18 G13 1300 Im
Halojen igne Ayak 12 V :‘EE} 50 GY6,35 930 Im TL-D 30 30 G13 3250 Im
Halogen Bar TL-D 36 36 G13 3250 Im
Halojen Gubuk 220 V 100 R7s 1650 Im TL-D 58 58 G13 5000 Im
Halojen Cubuk 220 V 150 R7s 2200 Im
Halojen Gubuk 220 V 200 R7s 3000 Im TL5 14 — 14 G5 1220 Im
Halojen Cubuk 220 V e 300 R7s 5000 Im TL5 28 28 G5 2580 Im
Halojen Cubuk 220 V 500 R7s 9500 Im
Halojen Cubuk 220 V 1000 R7s 24200 Im TL-C 22 22 G10q 1000 Im
Halojen Cubuk 220 V 1500 R7s 33000 Im TL-C 32 32 G10q 1750 Im
Halojen Gubuk 220 V 2000 R7s 44000 Im TL-C 40 40 G10g 2500 Im
Halopar
Halopar 16 220 V 50 GU10 800 cd 40°
Halopar 16 220 V 50 E27 750 cd 40°
Halopar 20 220 V m%) 50 E27 | 3000 cd 10° 1000 ed 38"
Compact Lamps
Halopar 30 220 V 75 E27 | 5000 ed 10° 2200 o 30° Kompakt Lambalar
Spotpar ‘E%) Type of Lamp Shape Watt | | amp Holder || Luminous Flux
Spotpar 38 220 V 80 E27 | s4000d 17" 1200 cd 30" Lamba Tipi Sekil w) Duy Istk Akist
Spotpar 38 220 V 80 E27 5400 cd 12° 1800 od 30°
Spotpar 38 220 V 120 E27 9300 cd 12° 3100 od 30°
Halospot E J PL 9 9 G23 500 Im
Halospot 111 12 V 35 G53 45000 cd 4° PL11 = == 1 G23 900 Im
Halospot 111 12 V 35 G53 9000 cd 8"
Halospot 111 12 V 35 G53 2500 cd 12° PL-C 10 10 G24 800 Im
Halospot 111 12 V 50 G53 50000 cd 4° PL-C 13 13 G24 900 Im
Halospot 111 12V 50 G53 | 20000cd &' PL-C 18 = ® c24 1200 Im
Halospot 111 12 V 50 653 3500 cd 12° PL-C 28 26 G24 1600 Im
Halospot 111 12 V 75 G53 30000 cd 8°
Halospol 111 12 V 75 653 5300 cd 24° PLL18 18 2611 1200 Im
Halospot 11112 V 75 G53 1700 d 45° E::‘:: 2‘; ig ggn ;ggg :m
Halospot 111 12V 100 G53 48000 cd 8° : m
Halospot 111 12 V 100 G53 | 8500cd 24° PL-L 40 = 2611 3500 Im
Halospot 111 12 V 100 G53 2800 cd 45° PL-L 55 55 2G11 4800 Im
Incandescent Lamps High Pressure Mercury Vapor Lamps
Enkandesan Lambalar Y.B Civa Buharli Lambalar
Type of Lamp Shape Vatt Lamp Holder | Luminous Flux Type of Lamp Shape Watt || Lamp Holder | Luminous Flux
Lamba Tipi Sekil W) Duy Isik Akisi Lamba Tipi Sekil (W) Duy Isik Akisi
A Standart 50 /0 E27 730 Im HPL 50 50 E27 1800 Im
A Standart 100 (H[@ 100 E27 1380 Im HPL 80 80 E27 3800 Im
HPL 125 125 E27 6300 Im
B Buji 25 25 E14 200 Im HPL 250 ﬂo 250 E40 13000 Im
B Buji 40 ﬂ@ 40 E14 400 Im HPL 400 400 E40 22000 Im
HPL 700 700 E40 38500 Im
R50 Reflektorll Q]m 40 E14 430 cd HPL 1000 1000 E40 58500 Im
R83 Reflektorli 60 E27 960 cd
R80 Reflektorl (H]EQ 60 E27 280 cd
R8O Reflektorli 100 E27 500 ¢d
Energy-Saving Lamps Ballastless Mercury Vapor Lamps
Enerji Tasarruflu Lambalar Balastsiz Calisan Civa Buharli Lambalar
Type of Lamp Shape Watt Lamp Holder Luminous Flux Type of Lamp Shape Watt | Lamp Holder | Luminous Flux
Lamba Tipi Sekil (W) Duy Isik Akisi Lamba Tipi Sekil W) Duy Isik Akisi
PL-E9 9 E14 400 Im ML 180 160 E27 3100 Im
PL-E9 9 E27 400 Im ML 250 @ 250 E40 5600 Im
PL-E 11 11 E14 630 Im ML 500 500 E40 14000 Im
PL-E 11 M@E 11 E27 600 Im
PL-E 20 20 E27 1200 Im
PL-E 24 24 E27 1800 Im

( All your lighting needs in one adress.
362 ) [im aydinlatma ihtiyaclariniz icin tek adres.




Pelsan
Technical Information
Teknik Bilgiler

Technical Symbols
Teknik Semboller

1 Class of protection the, body is grounded
I.Sinif koruma govde topraklanmis

Products manufactured in accordance with

European standards

Avrupa standartlarina uygun olarak Uretilmis urinler.
2 Class of protection, reinforced insulation is made,

K- .
foe 150 -0 Quality system certification no grounding

m" Kalite sistem belgesi

Energy Classification System EEl = A1 @ 3rd Class of protection, low voltage, ungrounded

I1.Sinif koruma takviyeli yalitim yapilmis topraklama yoktur.

I1.Sinif koruma distk gerilim topraklamasiz.

E N Electrical Certificati
uropean Norms Electricat Lertification Protected against dripping water IPx1

Damlayan suya karsi korumali IPx1

Ukrainian standards compliance certificate.
Ukrayna standartlarina uygunluk belgesi.

Protected against rain IPx3
Yagmura karsi korumali IPx3

Protected against water jets IPx4
Russian standards compliance certificate. Plskiren suya karsi korumali IPx4

Rus standartlarina uygunluk belgesi.

:E ff Protected against water jets IPx5
Turkish standards compliance certificate. Fiskiran suya karsi korumali IPx5

Tirk standartlarina uygunluk belgesi.
Waterproof, sinkable and removable to the water IPx7

Quality compliance trademark Su gecirmez suya batip ¢ikarilabilir [Px7

Kalite uygunluk markasi
Pressurized water proof Submersible IPx8

Basincli suyu gecirmez. Su altinda kalabilir IPx8
Verband deutscher elelktrotechniker

e eAid®

Dust-resistent
Toza karsi Korumali

KEMA Dutch standard
EUR Hollanda standarti
Dustproof
T ”
Can be mounted to flammable surfaces 0z gecirmez
Yanici ylizeylere monte edilebilir.
Size of holes
Acilacak delik olcusi
1 I Eurosion Economic Union certificate of conformity
| Avrupa Ekonomik Birligi uygunluk belgesi
c € European Union's health and safety compliance
Avrupa Birligi'nin saglik ve givenlik uygunlugu
UK United Kingdom Conformity Assesment document
cA Ingiltere Uygunluk Degerlendirme belgesi
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HEAD OFFICE

GENEL MERKEZ
Cerkesli 0.S.B.

imes 5. Cadde No:12 |__f_| in ,

Dilovasi / Kocaeli - TURKIYE /PelsanAydinlatma pelsan-aydinlatma pelsan aydinlatma /pelsanaydinlatma /PelsanLight

T : +9(0850) 460 75 76
F: +9(0216) 364 60 15



