
BRIEF CATALOGUE
20

IndoorLuminaires
IndustrialLuminaires OutdoorLuminaires

EXTA

INOVALED G3

ETNA G3L

CRUZO G2

LUMERA

RIO XS G3



HIGHBAY, WATERPROOF

IP66, Dust and Waterproof
Washable, resistant to solvents
It does not accumulate moisture thanks
to air vented gland
Consistently superior performance

Diffuser never yellows
Directs light to the desired point
Wide lumen package, 2033-18750lm

Waterproof Luminaires
Inovaled Page 29



Other Ex-Proof Luminaires

Zone1, Zone21
ATEX Certified Ex-Proof Luminaires 

Gas Explosion Protection: Zone 1 Dust Explosion Protection: Zone 21 

• Gas Explosion Protection: Zone1
• Dust Explosion Protection: Zone21

• II 2G Ex eb db IIB T4-T6 Gb
• II 2D Ex tb IIIC T130˚-85˚C Db

• Gas Explosion Protection: Zone1
• Dust Explosion Protection: Zone21

• II 2G Ex db IIB T6 Gb
• II 2D Ex tb IIIC T85˚C Db

Atarex

Floodlight / Highbay

Exta

Waterproof / Highbay

Largo LED
Waterproof Luminaires Floodlight Highbay Luminaires Road and Street Luminaires

Nairo Sia Nairo

Ex-Proof Zone1, Zone21
Page 40
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Options

Isoled & Dekoled Emergency Unit Options (1 hour)   
Isoled & Dekoled Emergency Unit Options (3 hour)   
Isoled Plasterboard Spring (4 pcs) (60x60)   
Isoled Plasterboard Spring (2 pcs) (30x30)   

Specifications
1
1
1
1

Pcs / Pack
DALI Option   

Specifications
1

Pcs / Pack

Isoled
Professional Solution

Isoled G3T
Professional Solution

Isoled G3T

5
YEARS

WARRANTY

Plasterboard

111464
111465

36
36

4000
6500

3960
3960

110
110

1195x295x61
1195x295x61

1170x270
1170x270

12,8
12,8

4
4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options 1-10V

Isoled 30x120
Recessed Mounted c

Plasterboard

111461
111462

17
17

4000
6500

1785
1785

105
105

595x295x61
595x295x61

570x270
570x270

12,54
12,54

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options 1-10V

Isoled 30x60
Recessed Mounted c

Plasterboard

111342
111343

12
12

4000
6500

1236
1236

103
103

295x295x61
295x295x61

270x270
270x270

7
7

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options 1-10V

Isoled 30x30
Recessed Mounted c

Plasterboard

111411
111412

36
36

4000
6500

4068
4068

113
113

595X595x61
595X595x61

570x570
570x570

23,5
23,5

6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options 1-10V

Isoled 60x60
Recessed Mounted c
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Backlight Office Luminaires

European Origin ENEC Certi�ed Driver

50.000 Hours Lifetime

PF>0,95

PMMA Di�user

55mm Body Thickness

Wide PCB Area and Homogeneous
Light Distribution

E�ciency Up To 113 lm/W



Plasterboard

Plasterboard

Lensed 
LED
PCB

Lensed 
LED
PCB

Lensed 
LED
PCB

c

c

c

c

Isoled 60x60
Recessed Mounted

Isoled 30x30
Recessed Mounted

Isoled 30x60
Recessed Mounted

Isoled 30x120
Recessed Mounted

Code

111474
111475

36
36

4000
6500

3816
3816

106
106

595x595x45
595x595x45

570x570
570x570

22,5
22,5

6
6

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options

Code

115346
115347

12
12

4000
6500

1200
1200

100
100

295x295x45
295x295x45

270x270
270x270

7
7

5
5

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options

Code

111821
111822

17
17

4000
6500

1751
1751

103
103

595x295x45
595x295x45

270x570
270x570

11,4
11,4

6
6

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options

113008
113009

36
36

4000
6500

3888
3888

108
108

1195x295x45
1195x295x45

270x1170
270x1170

12,8
12,8

4
4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10V

1-10V

1-10V

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options 1-10V

Plasterboard

Plasterboard

Lensed 
LED
PCB

Dealed

Economic Solution
Dealed!

Economic Solution
Dealed!

2
YEARS

WARRANTY ENEC Certified
Driver

Plasterboard

Dealed 60x60
Recessed Mounted

116173
116174

36
36

4000
6500

3708
3708

103
103

595x595x33
595x595x33

570x570
570x570

15
15

10
10

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h

Emergency Unit
(1-3 hour) Clip-in

Specifications

Options

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Lensed 
LED
PCB
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Backlight Office Luminaires
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Recessed Mounted Office Luminaires

Plasterboard

Fertis
Recessed Mounted

115460
115457

CRI80
CRI80+UGR<19

36
36

4000
4000

5220
4860

145
135

595x595x33
595x595x33

570x570
570x570

15,1
15,1

10
10

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h

Clip-in

Specifications

Options

c

Plasterboard

Divaled Indirect
Recessed / Surface Mounted

108125
108408
110601
110602

Recessed Mounted
Recessed Mounted
Surface Mounted
Surface Mounted

42
42
42
42

4000
6500
4000
6500

2940
2940
2940
2940

70
70
70
70

595x595x72
595x595x72
595x595x72
595x595x72

580x580
580x580

-
-

16,36
16,36
16,36
16,36

4
4
4
4

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h

Clip-in

Specifications

Options

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

a-b

c

Surface Mounted

Anti Glare Optic
Design UGR<19

Clealed IP65
Recessed Mounted

113695
113696
113277
113278

12
12
36
36

4000
6500
4000
6500

1416
1416
3708
3708

118
118
103
103

295x295x61
295x295x61
595x595x45
595x595x45

280x280
280x280
580x580
580x580

7
7
18
18

5
5
6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP65 50.000h

Clip-in

Specifications

Options Plasterboard

c

Plasterboard

IP65 Sterile
Recessed Mounted Tempered Glass

109776
109777

36
36

4000
6500

3240
3240

90
90

595x595x92
595x595x92

580x580
580x580

-
-

2
2

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Tempered
Glass

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KMetal IP65 50.000hSpecifications

Options

c

Surface Mounted

Indirect IP65 Sterile
Recessed Mounted

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP65 50.000hSpecifications

Options

113439
113440

42
42

4000
6500

3150
3150

75
75

595x595x92
595x595x92

580x580
580x580

13
13

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Plasterboard

up to145 lm/W
Efficiency 



Plasterboard

Plasterboard

Plasterboard
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Clip-in Office Luminaires

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 Years

Clip-in

Specifications

Options

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP65 50.000h 5 Years

Clip-in

Specifications

Options

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP65 50.000h 5 Years

Clip-in

Specifications

Options

111582
111583

12
12

4000
6500

1200
1200

100
100

300x300x55
300x300x55

7
7

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

111480
111481

36
36

4000
6500

3708
3708

103
103

600x600x55
600x600x55

22,5
22,5

6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

113657
113658

12
12

4000
6500

1416
1416

118
118

300x300x50
300x300x50

7
7

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

113261
111622

36
36

4000
6500

4464
4464

124
124

600x600x50
600x600x50

15
15

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Isoled 30x30

Isoled 60x60

Clealed 30x30

Clealed 60x60

Lensed 
LED
PCB

Lensed 
LED
PCB

c

c

c

c

Plasterboard



Dekoled 60x60
Surface Mounted

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

111439
111440

36
36

4000
6500

4068
4068

113
113

600x600x61
600x600x61

25,6
25,6

6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Dekoled 30x30
Surface Mounted

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

111357
111358

12
12

4000
6500

1236
1236

103
103

308x308x51
308x308x51

6,2
6,2

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Dekoled 30x60
Surface Mounted

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

111455
111456

17
17

4000
6500

1785
1785

105
105

308x600x61
308x600x61

11
11

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Dekoled 30x120
Surface Mounted

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

111458
111459

36
36

4000
6500

3960
3960

110
110

308x1200x61
308x1200x61

20,5
20,5

4
4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Dekoled 60x120
Surface Mounted

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

113392
113393

72
72

4000
6500

7200
7200

100
100

600x1200x61
600x1200x61

4,8
4,8

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c
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Surface Mounted Office Luminaires

Dekoled G3T Professional Solution
Dekoled!

Professional Solution
Dekoled! European Origin ENEC Certi�ed Driver

50.000 Hours Lifetime

PF>0,95

PMMA Di�user

61mm Body Thickness

Wide PCB Area and Homogeneous
Light Distribution

E�ciency up to 113 lm/W

5
YEARS

WARRANTY



Dealed
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Surface Mounted Office Luminaires

Lensed 
LED
PCB

Dekoled 30x60
Surface Mounted

Lensed 
LED
PCB

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

111839
111840

17
17

4000
6500

1700
1700

100
100

308x600x61
308x600x61

10,3
10,3

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Dekoled 30x120
Surface Mounted

Lensed 
LED
PCB

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

113041
113042

36
36

4000
6500

3708
3708

103
103

308x1200x61
308x1200x61

20,5
20,5

4
4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Dekoled 60x60
Surface Mounted

Lensed 
LED
PCB

111499
111500

36
36

4000
6500

3708
3708

103
103

600x600x61
600x600x61

24,6
24,6

6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

c

Dekoled 30x30
Surface Mounted

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h 5 YearsSpecifications

Options

115827
116110

12
12

4000
6500

1200
1200

100
100

308x308x51
308x308x51

6,2
6,2

5
5

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c
Lensed 

LED
PCB

Dealed 60x60
Surface Mounted

116175
116176

36
36

4000
6500

3708
3708

103
103

595x595x67
595x595x67

15
15

6
6

3000/4000/6500KOpal
Diffuser

Metal IP40 50.000h

Emergency Unit
(1-3 hour)

Specifications

Options

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

Economic Solution
Dealed!

Economic Solution
Dealed!

2
YEARS

WARRANTY ENEC Certified
Driver



Linna

Linear Luminaires

Recessed Mounted

LED Chip(LM80-TM218)     ENEC Certified Driver      Emergency Kit      DALI Options

Surface Mounted

With the connection devices, an uninterrupted linear connection is
made from the outside without intervening in the product.

Endless Linear Connection

Hanger Set 100 cm (2 pcs)      
Hanger Set 150 cm (2 pcs)      
Hanger Rozans Set 150cm Black (2 pcs)      
Linear Connection Apparatus Set (2 pcs)      

Code Specifications

304906
304915
317986
209870

1
1
1
1

Pcs / Pack

Linna
Surface Mounted

Code

209137
209139
209140

20
36
56

4000
4000
4000

2000
3600
5600

100
100
100

50x70x500
50x70x1000
50x70x1500

19,2
19,1
27

24
12
12

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

a

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h

RAL 9016Through
Wiring

Specifications

Options

b

Linna T-X-L Connection Luminaires
Surface MountedL

T

X

Code Type

209739
209736
209742

L
T
X

20
20
20

4000
4000
4000

2000
2000
2000

100
100
100

270x70x290
250x70x300
250x70x300

0,598
0,595
0,77

1
1
1

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h

RAL 9016

Specifications

Options

Through
Wiring
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Hanger Set 100 cm (2 pcs) 
Hanger Set 150 cm (2 pcs) 
Hanger Rozans Set 150cm Black (2 pcs) 
Linear Connection Apparatus Set (2 pcs) 

Code Specifications

304906
304915
317986
209870

1
1
1
1

Pcs / Pack

Linna
Recessed Mounted

Code

212267
212268
212269
212270

14
20
28
42

4000
4000
4000
4000

1260
1800
2520
3780

90
90
90
90

640x77x85
920x77x85

1240x77x85
1520x77x85

620x62
900x62

1220x62
1500x62

1,15
1,47
1,77
2,15

1
1
1
1

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

b

1-10VDALI

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h

RAL 9016

Specifications

Options
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Linear Luminaires

b

c

Linna Direct / Indirect (47mm)
Surface Mounted

206015
206016
206017
206018

26-16
34-18
44-24
60-40

4000
4000
4000
4000

2600-1440
3400-1620
4400-2160
6000-3600

100-90
100-90
100-90
100-90

900x47x85
1200x47x85
1470x47x85
2000x47x85

-
-
-
-

1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h

RAL 9016

Specifications

Options

b

c

Trenta
Surface Mounted

210236
210239
110851
210242

14
28
26
42

4000
4000
4000
4000

1400
2800
2600
4200

100
100
100
100

500x33x58
1000x33x58
1200x33x58
1500x33x58

0,6
1,1
1,4
1,6

1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000hSpecifications

Options
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Tira S Tira S Black Tira IP54 / IP65 Tira S Surface Mounted

3 Different Sizes 4″ 6″ 8″

There's Always a Tira Downlight Suitable for Every Space!

Downlight Luminaires

5
YEARS

WARRANTY ENEC Certified
Driver

Downlight Emergency Unit Options (1hour)
Downlight Emergency Unit Options (3hour)

Specifications

1
1

Pcs / Pack

Tira S
Recessed Mounted

210164
210168
210170
210172
210174
210176

10
15
20
20
30
35

4000
4000
4000
4000
4000
4000

1000
1860
2440
2460
3660
4235

100
124
122
123
122
121

110x41
175x41
175x41
225x41
225x41
225x41

100
165
165
215
215
215

12,6
12,4
12,4
13,3
13,3
13,3

60
24
24
24
18
18

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h 5 YearsSpecifications

Options RAL 9005

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h 5 YearsSpecifications

Options RAL 9005

Tira S 
Surface Mounted

210673
210677
210683
210685
210687
210689

10
15
20
20
30
35

4000
4000
4000
4000
4000
4000

1000
1860
2440
2460
3660
4235

100
124
122
123
122
121

110x66
157x66
157x66
209x68
209x68
209x68

-
-
-
-
-
-

24
16
16
12
12
12

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP54 / IP65 50.000h 5 YearsSpecifications

Options RAL 9005

IP65

IP54

Tira S IP54/IP65 
Recessed Mounted

210185
210189
210191
210199
210392
210203

10
15
20
20
30
35

4000
4000
4000
4000
4000
4000

1000
1860
2440
2460
3660
4235

100
124
122
123
122
121

110x41
175x41
175x41
225x41
225x41
225x41

100
165
165
215
215
215

12,6
12,4
12,4
13,3
13,3
13,3

24
24
24
24
18
18

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h



TSE Certified
Surface
Mounted
Options

3 Power
Options in
One Size

IP54 / IP65
Options

ENEC Certified
Driver
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Rita G2
Recessed Mounted

Code

116197
116480
116200

10
14
20

4000
4000
4000

1240
1736
2240

124
124
112

145x30
145x30
145x30

120
120
120

9
9
9

30
30
30

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h 2 YearsSpecifications

Options

Rita G2
Surface Mounted

116254
116524
116251

10
14
20

4000
4000
4000

1100
1540
2200

110
110
110

150x90
150x90
150x90

11
11
11

20
20
20

Ø

h

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP40 50.000h 2 YearsSpecifications

Options

Downlight Emergency Unit Options (1hour)
Downlight Emergency Unit Options (3hour)
DALI Options

Specifications

1
1
1

Pcs / Pack

Downlight Luminaires

Rita G2 IP54/IP65
Recessed Mounted

Code

116624
116625
116626

10
14
20

4000
4000
4000

1100
1540
2200

110
110
110

145x35
145x35
145x35

120
120
120

10
10
10

20
20
20

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP454 50.000h 2 YearsSpecifications

Options

Rita G2

IP65

IP54



TSE Certified 50,000h+
LED Lifetime

Efficiency
up to 134 lm/W

Slim 
Design

ENEC Certified 
Driver

Dore

7W

10W-13W
18W-22W

110864 7 4000 791 113 120x45 105 6 30

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

111752
111755

18
22

4000
4000

2412
2420

134
110

228x55
228x55

7,2
7,2

10
10

110865
110866

10
13

4000
4000

1120
1547

112
119

170x45
170x45

155
155

10
10

30
30

110867
110868

18
22

4000
4000

2412
2948

134
134

225x45
225x45

205
205

11,4
11,4

20
20

Ø
h

Ø
h

Ø
h

Ø

h

Emergency Unit (1 hour)      
Emergency Unit (3 hour)      

Specifications

1
1

Pcs / Pack
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Downlight Luminaires

Dore 7W
Recessed Mounted

Dore 10W/13W
Recessed Mounted

Dore 18W/22W
Recessed Mounted

Dore 18W/22W
Surface Mounted

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 50.000h 5 YearsSpecifications

Options

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 50.000h 5 YearsSpecifications

Options 1-10VDALI Emergency Unit
(1-3 hour)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 50.000h 5 YearsSpecifications

Options

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 50.000h 5 YearsSpecifications

Options

5
YEARS

WARRANTY



Slim 
Design

Backlight Lighting 
Comfort

Internal
Driver

Emergency 
Unit Options

Sirmax2.09

More Light Output

12W/15W
6W/9W

18W
24W

One-to-One

Replacement Warranty

*Sirma backlight provides 2.09 times more light output than standard slim downlights.

Sirma 18W/24W
Recessed Mounted

115751
115752
115822
116303
116304

18
18
18
24
24

3000
4000
6500
4000
6500

1782
1782
1782
2040
2040

99
99
99
85
85

195x45
195x45
195x45
225x45
225x45

175
175
175
205
205

3,7
3,7
3,7
3,7
3,7

10
10
10
10
10

Ø
h

Emergency Unit Options (1 hour)      

Specifications

1

Pcs / Pack
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Downlight Luminaires

Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 30.000hSpecifications

Options

Sirma 6W/9W
Recessed Mounted

110330
110331
110332
110333
110334
110335

6
6
6
9
9
9

3000
4000
6500
3000
4000
6500

528
528
528
783
783
783

88
88
88
87
87
87

120x45
120x45
120x45
120x45
120x45
120x45

105
105
105
105
105
105

2,5
2,5
2,5
2,5
2,5
2,5

20
20
20
20
20
20

Ø
h

Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 30.000hSpecifications

Options

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Sirma 12W/15W
Recessed Mounted

110339
110340
110341
110342
110343
110344

12
12
12
15
15
15

3000
4000
6500
3000
4000
6500

1092
1092
1092
1350
1350
1350

91
91
91
90
90
90

170x45
170x45
170x45
170x45
170x45
170x45

155
155
155
155
155
155

3,1
3,1
3,1
3,1
3,1
3,1

15
15
15
15
15
15

Ø
h

Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 30.000hSpecifications

Options

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h

116047
116048
116049

24
24
24

3000
4000
6500

2376
2376
2376

99
99
99

228x55
228x55
228x55

5,2
5,2
5,2

10
10
10

3000/4000/6500KOpal
Diffuser

ABS-PC IP40 30.000hSpecifications

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Sirma
Surface Mounted
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Ceiling Luminaires

CamMetal IP20Specifications

Sense (2xE27)

110695
110917
110697

2xE27
2xE27 Sensor

2xE27 Sensor+Emg. Kit.

-
-
-

-
-
-

-
-
-

-
-
-

300x105
300x105
300x105

13
13
13

8
8
8

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Base

Sensor

Ø

h

6500KGlassMetal IP20 50.000hSpecifications

Sensor

LED

Ø

hSense LED

110696
104369

Sensor
Sensor + Emg. Kit.

8
8

6500
6500

864
864

108
108

300x105
300x105

13
13

8
8

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000 / 6500KOpal
Diffuser

Metal IP40 30.000hSpecifications

Options

Pio
Code

206688
206677
206037
206913
208411
208412

12
12
18
18
28
28

4000
6500
4000
6500
4000
6500

840
840

1260
1260
1960
1960

70
70
70
70
70
70

258x57
258x57
335x60
335x60
387x58
387x58

5,58
5,58
7,49
7,49
13,8
13,8

10
10
10
10
10
10

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h

Microwave Sensor

4000 / 6500KOpal
Diffuser

Metal IP40 30.000hSpecifications

Pio Microwave Sensor
Code

212186
208572

18
18

4000
6500

1260
1260

70
70

335x60
335x60

7,49
7,49

10
10

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ø

h

Microwave Sensor

Pio

Sensor Option

IP40, Metal Body

Opal Diffuser

Sensor



New 
Havana

IP66 Dust and WaterproofEmg. Unit + Microwave SensorEasy Installation

Screwless Design
Easy Installation

Havana G2 - E27 Base

max.20
max.20
max.20
max.20

111193
111194
111220
111223

1xE27
2xE27

1xE27+Sensor
2xE27+Sensor

-
-
-
-

-
-
-
-

-
-
-
-

260x87
260x87
260x87
260x87

5,8
5,8
5,8
5,8

8
8
8
8

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Havana G2 - LED - ENEC Driver

18
18
18
18

116550
116551
116552
116553

LED
LED + Sensor

LED + Emg. Kit
LED + Emg. Kit + Sensor

6500
6500
6500
6500

1980
1980
1980
1980

110
110
110
110

260x87
260x87
260x87
260x87

5,8
5,8
5,8
5,8

8
8
8
8

Havana G2 - LED - Integrated Driver

18
18

111692
111701

Integrated Driver
Integrated Driver + Sensor

6500
6500

1530
1530

85
85

260x87
260x87

5,8
5,8

8
8

Sensor

Sensor

Sensor

EMG

Ø

h

Ø

h

Ø

h

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

3000/4000/6500KOpal
Diffuser

Polymer Injection

Microwave Sensor RAL 9010

IP66 50.000hSpecifications

Options

3000/4000/6500KOpal
Diffuser

Polymer Injection IP66 50.000hSpecifications

Options Microwave SensorDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Polymer Injection IP66 30.000hSpecifications

Options Microwave Sensor

IP 66

IP 66

IP 66
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Ceiling  Luminaires
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Sensors

360° Motion Sensor

314720 Max. 6 2,2-4 80x41 6,2 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX

Presence Sensor

314733 Max. 20 2,2-6 102,5x58,3 10 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Microwave Sensor

314735
314725

IP65 Sensor Box
Microwave Sensor

-
Max. 15

-
2-8,5

134x65,5
93x47x44

-
9,8

50
100

Code Type Detection Range
(m)

Dimensions
(mm)axb

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX
Sensitivity
Adjustment

Radar Sensor

326838 66Max. 6 2,2-4 76x74,4 7,5 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Cut Size
(mm)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX
Sensitivity
Adjustment

314726 65Max. 6 2,2-4 50x66,5x40 7 50

Ceiling Sensor
Code Detection Range

(m)
Dimensions

(mm)axbxc
Package Weight

(kg)
Pcs / PackInstallation Height

(m)
Cut Size

(mm)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX

314732 13Max. 6 2,2-4 55,4x25,5x36,83 - 100

Mini Motion Sensor
Code Detection Range

(m)
Dimensions

(mm)axbxc
Package Weight

(kg)
Pcs / PackInstallation Height

(m)
Cut Size

(mm)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX

314730 Max. 10 4-15 74x32,5x74 6,9 50

Highbay Sensor
Code Detection Range

(m)
Dimensions

(mm)axbxc
Package Weight

(kg)
Pcs / PackInstallation Height

(m)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX
Sensitivity
Adjusment

Surface Mounted Microwave Sensor

326839 Max.16 2-6 114x22 8,06 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX
Sensitivity
Adjustment

Max. 6 m

2,2-4 m

Max. 20 m

2,2-6 m

Max. 16 m

2-6 m

Max. 15 m

2-8,5m

Max. 6 m

2,2-4m

Max. 6 m

2,2-4m

Max. 6 m

2,2-4m

Max. 10 m

4-15m

Microwave

Microwave

Microwave

Microwave

PIR

PIR

PIR

PIR
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Sensors

Photocell

314738 - - 63x77 13,6 100

Code Detection Range
(m)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Polymer Injection IP44Specifications

314717 Max. 12 1,8-2,5 135x120x66 12,5 50

IP54 180° Motion Sensor
Code Detection Range

(m)
Dimensions

(mm)axbxc
Package Weight

(kg)
Pcs / PackInstallation Height

(m)

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun Mood Moon MoodLUX

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun MoodLUX

Polymer Injection IP65 Time Button Lux ButtonSpecifications Sun MoodLUX

Polymer Injection IP20 Time Button Lux ButtonSpecifications Sun MoodLUX

Polymer Injection IP54 Time Button Lux ButtonSpecifications Sun MoodLUX

Polymer Injection IP65 Time Button Lux ButtonSpecifications Sun MoodLUX

333963 Max. 6 2-4 76x63 66 - 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Cut Size
(mm)

360° Presence Sensor

333967 Max. 6 2-4 114x22 - 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Corridor Sensor

333965 Max. 30 2,2-4 53x103 - 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

IP65 Presence Sensor

333966 Max. 20 2,2-6 59x103 - 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

IP54 Ceiling Sensor

333964 Max. 8 1,8-4 76x49 - 50

Code Detection Range
(m)

Dimensions
(mm)Øxh

66

Cut Size
(mm)

Package Weight
(kg)

Pcs / PackInstallation Height
(m)

Max. 8 m

1,8-4m

Max. 30 m

2,2-4m

Max. 12 m

1,8-2,5 m

Controls outdoor lighting by 
detecting day and night.

Max. 6 m

2-4 m

Max. 6 m

2-4 m

Max. 20 m

2,2-6 m

24GHz Ultra
Sensitive
Detection

24GHz Ultra
Sensitive
Detection

IP65  360° Presence Sensor

IP65

IP54

IP65

IP54

Microwave

Microwave

PIR

PIR

PIR

PIR



Assurance in Emergencies

Emergency Lighting and
Emergency Routing Luminaires

1x10W
Metal Emergency Spot

2x10W
IP65 Emergency Spot

Emergency Routing Luminaires
Rutaled

www.pelsan.com.tr

NEW

NEW

NEW



IP65 Metal Emergency Spot
Emera

2x10110679 6 V 4500 mAh 30h 6h 4000 340x480x150 6,7 1

Code Battery Charging Time Discharge TimePower
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / Pack

Pcs /
Pack

Pcs /
Pack

Color Temp.
(K)

a

a

c

c

b

b

2x10W

4000/6500KMetal IP65
LED Chip Lifetime
50.000h

PMMA
Diffuser

Switch and
Test Button

Charge
Indicator

Portable,
Hangable

Discharge
Indicator

Specifications

Emergency Lighting Luminaires

IP65 Emergency Lighting Luminaire
Ausled

10
3
5

10

115138
115140
108390
110667

-
3,7V 3500mAh
3,7V 3500mAh
3,7V 3500mAh

24h
24h
24h
24h

3h
3h
3h
3h

6500
6500
6500
6500

350x117x76
350x117x76
350x117x76
350x117x76

10,4
10,4
10,4
10,4

12
12
12
12

Code

AC
DC

AC/DC
AC/DC

Type Battery Charging
Time

Discharge
Time

Power
(W)

1000
300
500

1000

Luminous
Flux
(lm)

Dimensions
(mm)axbxc

Package Weight
(kg)

Color
Temp.

(K)

100
100
100
100

Efficiency
Factor
(lm/W)

a b

c

50.000h3000/4000/6500KPolymer
Injection IP65PC

Diffuser
Specifications

Options DALI

IP65 Emergency Spot
Lumera

2x10117138 6V 4500mAH 30h 6h 4000 350x245x117 11,3 8

Code Battery Charging
Time

Discharge
Time

Power
(W)

900

Luminous
Flux
(lm)

Dimensions
(mm)axbxc

Package Weight
(kg)

Color
Temp.

(K)

90

Efficacy
(lm/W)

50.000h3000/4000/6500KPolymer
Injection IP65PMMA

Diffuser
Specifications
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Emergency Lighting Luminaires

Metal Emergency Spot
Emera

2x5
2x10

109781
109780

6 V 4500 mAh
6 V 4500 mAh

30h
30h

6h
6h

4000
4000

275x340x80
325x340x80

10,8
12

4
4

b

a c

2x10W

1x10W

2x5W

Code Battery Charging Time Discharge IndicatorPower
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Emergency Spot
Rotara

2x5
2x10

203913
203907

4 V 2000 mAh
6 V 3000 mAh

24h
24h

4h
6h

4000
4000

280x279x89
286x299x89

9,5
12,7

8
8

a

2x5 2x10

a

b b

cc

2x10W2x5W

Code Battery Charging Time Discharge IndicatorPower
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000KPolymer Injection IP40
LED Chip Lifetime
50.000h

PMMA
Diffuser

Switch and
Test Button

Charge
Indicator

Portable,
Hangable

Discharge
Indicator

Specifications

4000KPlastic IP40
LED Chip Lifetime
50.000h

PMMA
Diffuser

Switch and
Test Button

Charge
Indicator

Portable,
Hangable

Discharge
Indicator

Specifications

4000/6500KMetal IP40
LED Chip Lifetime
50.000h

PMMA
Diffuser

Switch and
Test Button

Charge
Indicator

Portable,
Hangable

Discharge
Indicator

Specifications

4000/6500KMetal IP40
LED Chip Lifetime
50.000h

PMMA
Diffuser

Switch and
Test Button

Charge
Indicator

Portable,
Hangable

Discharge
Indicator

Specifications

Emergency Spot
Rotara

2x3203911 4 V 2000 mAh 24h 6h 4000 261x89x59 6,4 10

c

b

a

2x3W

Code Battery Charging Time Discharge IndicatorPower
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Emergency Lighting Luminaire
Alerna

204619
204620
204623
209039

3,7V 1,2Ah Ni-Cd
3,7V 2,2Ah Ni-Cd

2x3,7V 2,0Ah Ni-Cd
2x3,7V 2,2Ah Ni-Cd 

24h
24h
24h
24h

8h
8h
8h
8h

6500
6500
6500
6500

203x55x29
342x55x29
482x55x29
482x55x29

7,5
7,5
7,5
7,5

40
24
20
20

Code

30 LED
60 LED
90 LED
120 LED

Type Battery Charging Time Discharge Indicator Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

30 LED

40-60 LED

90 LED

120 LED

a

b

c

Metal Emergency Spot
Emera

10116863 6 V 4500 mAh 30h 6h 4000  222x300x80 10,2 6

Code Battery Charging Time DeCharging TimePower
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Solar Lanters

206489 4 V 2000 mAh 24h 8h 6500 140x64x46 4 20

Code

30 LED

Type Battery Charging Time Discharge Indicator Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

c

b

a

Solar

220Vac

30.000h6500KPolymer Injection IP20Plastic
Diffuser

Switch and
Test Button

Charge
Indicator

Portable,
Hangable

Discharge
Indicator

Specifications

30.000h6500KPolymer Injection IP40Plastic
Diffuser

Switch and
Test Button

Charge
Indicator

Portable,
Hangable

Discharge
Indicator

Specifications
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Emergency Routing Luminaires

Rausled IP65 (3 hour) 

5113621 3,7V 3500mAh 24h 3h 6500 350x117x218 5,5 6

Code

Surface Moun.

Type Battery Charging
Time

Discharge
Time

Power
(W)

500

Luminous
Flux
(lm)

Dimensions
(mm)axbxc

Package
Weight

(kg)

Pcs / PackColor
Temp.

(K)

100

Efficacy
Factor
(lm/W)

50.000h3000/4000/6500KPolymer
Injection IP65PC

Diffuser
Specifications

Options DALI

217mm

a

b

c

Vialed (3 hour)

3
3
3

200965
200981
200963

200963

1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh

24h
24h
24h

3h
3h
3h

6500
6500
6500

280x205x42
280x205x42
280x205x42

11
11
11

10
10
10

Code Battery Charging
Time

Discharge
Time

Power
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Aluminium IP20PMMA
Diffuser

Specifications Charge
Indicator

Discharge
Indicator50.000h

200965

200981

a c

b

Aluminium IP20PMMA
Diffuser

Specifications Charge
Indicator

Discharge
Indicator50.000h

Vialed (3 hour)

3
3
3
3

200944
201013
205265
200946

1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh

24h
24h
24h
24h

3h
3h
3h
3h

6500
6500
6500
6500

280x205x42
280x205x42
280x205x42
280x205x42

11
11
11
11

10
10
10
10

Code

Single
Double Side
Double Side

Single

Type

Double Side
Double Side
Double Side

Type

Battery Charging
Time

Discharge
Time

Power
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

200944
201013

205265

200946

a c

b

Aluminium Body

Single and Double Side
Usage Option

Recessed and Surface
Pendant Mounted Option

Vialed
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Emergency Routing Luminaires

Exiled (3 hours)

3
3
3
3

203885
203891
203888
203889

800 mAh 1.2 Ni-Cd
800 mAh 1.2 Ni-Cd
800 mAh 1.2 Ni-Cd
800 mAh 1.2 Ni-Cd

24h
24h
24h
24h

3h
3h
3h
3h

6500
6500
6500
6500

360x150x24
360x150x24
360x150x24
360x150x24

6,8
6,8
6,8
6,8

20
20
20
20

Code

Double Side
Single

Double Side
Double Side

Type

Double Side
Double Side
Double Side

Type

Double Side
Double Side
Double Side

Type

Battery Charging
Time

Discharge
Time

Power
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

a

b

c

Rutaled 

3
3
3

212217
212218
212219

1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh

24h
24h
24h

3h
3h
3h

6500
6500
6500

280x205x42
280x205x42
280x205x42

7
7
11

10
10
10

Code Battery Charging
Time

Discharge
Time

Power
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

PVC IP20Specifications Charge
Indicator

Discharge
Indicator50.000h

208888

208889

203891 / 203885

Exiled (3 hours)

3
3
3

203887
203890
205688

800 mAh 1.2 Ni-Cd
800 mAh 1.2 Ni-Cd
800 mAh 1.2 Ni-Cd

24h
24h
24h

3h
3h
3h

6500
6500
6500

360x150x24
360x150x24
450x188x94

6,8
6,8
11

20
20
20

Code

Double Side
Double Side
Double Side

Type Battery Charging
Time

Discharge
Time

Power
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Aluminium IP20Clear
Glass

Specifications Charge
Indicator

Discharge
Indicator30.000h Test

Button

Aluminium IP20Clear
Glass

Specifications Charge
Indicator

Discharge
Indicator30.000h Test

Button

a

b

c

203887

205688

203890

PMMA
Diffuser

Rutaled 

3
3
3

212064
212220
212221

1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh
1000 mAh 1.2 Ni-Mh

24h
24h
24h

3h
3h
3h

6500
6500
6500

280x205x42
280x205x42
280x205x42

7
7
11

10
10
10

Code Battery Charging
Time

Discharge
Time

Power
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

PVC IP20Specifications Charge
Indicator

Discharge
Indicator50.000hPMMA

Diffuser

Economic Solution
Rutaled

Economic Solution
Rutaled

PVC Body

Single and
Double Side Usage Option

Recessed and Surface
Pendant Mounted Option

Rutaled

Recessed Surface Pendant

Recessed Surface Pendant

Pendant
Recessed Mounted

Surface Mounted



Voltiron

WIRELLES CHARGING FULL CHARGINGLED DISPLAY LED LIGHTTO FEED UP TO
13 TO THE

DEVICE
OPPORTUNITY 2 HOURS

CHARGING METHODS

3
DIFFERENT
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Portable Power Supply

209726 1000 1

Code Power
(W)

Pcs / Pack

Voltiron
Portable Power Supply



60
0m

m

12
00

m
m

15
00

m
m

Largo G2
Waterproof Luminaires

115957
115787
115963
116061
116062
116063
116064
116067

14
20
27
26
34
50
75

100

6500
6500
6500
6500
6500
6500
6500
6500

1820
2500
3159
3458
4420
6100
8550

11200

130
125
117
133
130
122
114
112

610x80x75
610x80x75
610x80x75

1150x80x75
1150x80x75
1150x80x75
1150x80x75
1500x80x75

7,8
7,8
7,8
14,7
14,7
14,7
14,7
19,1

6
6
6
6
6
6
6
6

Largo G2
Waterproof

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Microwave Sensor Busbar1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KPC
Diffuser

PC IP65 50.000hSpecifications

Options Pendant

Efficiency up to 140lm/W

Wide Power / Lumen Package
14-100W           1820-12400lm 

Up to 61% Energy Savings

Ease of on-site Maintenance

5 Years Warranty

Stainless Steel 

(Driver / Light Source Easily Replaceable)

Long Life, High Performance

Latches and Suspension Kit

5 Years
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115014
115016
115018
115020

18
23
33
43

6500
6500
6500
6500

2250
2921
4125
5504

125
127
125
128

555x64x46
805x64x46

1055x64x46
1305x64x46

7
9,5
11,5
14

12
12
12
12

Prota G3
Aluminium Waterproof

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KOpal
Diffuser

Aluminium IP65 50.000hSpecifications

Options

5 Years

Aluminium
Body

b

c

b

c

Tempered
Glass

116583
116584
116585
326217

19
26
34

Angle adjustable mounting bracket (2)

6500
6500
6500

2033
2782
3672

107
107
108

630x72x59
910x72x59

1190x72x59

8,6
10,7
14,7

6
6
6
1

Inovaled G3
Tempered Glass Aluminium Waterproof

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hour)

3000/4000/6500KAluminium IP66 50.000hSpecifications

Options

5 Years

Aluminium
Body

Tempered
Glass

Angle adjustable
mounting bracket

Aluminium
Body

Tempered
Glass

116580
116581
116582
326217

100
120
150

6500
6500
6500

12300
15000
18750

123
125
125

910x72x59
1190x72x59
1470x72x59

10,7
14,7
19,7

6
6
6
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hour)

3000/4000/6500KAluminium IP66 50.000hSpecifications

Options

Tempered
Glass

Busbar

Inovaled Max
Tempered Glass Aluminium Waterproof

5 Years

IP 66

IP 66

Inovaled G3
Tempered Glass Aluminium Waterproof

5
YEARS

WARRANTY

b

c

Angle adjustable mounting bracket (2)

Dust and Waterproof
Washable, resistant to solvents
Diffuser never yellows
Direct light to the desired point
Wide lumen packages, 2033-18750lm
Consistently superior performance
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Rigo

Economic
Solution

Rigo

Economic
Solution

Rigo

113489 36 6500 3960 110 1273x85x85 10 6

Largo
Car Park Function Waterproof

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Emergency Unit
(1-3 hour)

3000/4000/6500KPC
Diffuser

GRP IP65 50.000hSpecifications

Options Busbar

Car Park Function

1 2%10 Light %100 Light

b

c

105884
105894

42
63

6500
6500

4620
6930

110
110

1273x85x85
1573x85x85

15
16

6
6

Largo Frozen
Cold Storage Waterproof

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

3000/4000/6500KPC
Diffuser

GRP IP65 50.000hSpecifications

Options Busbar
Suitable for cold storage and frozen
product warehouses

Operates Down to -40°C

b

c

117147
117145

20
36

6500
6500

2100
3780

105
105

650x72x50
1250x72x50

3,3
6

8
8

Rigo
Waterproof

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

3000/4000/6500KOpal
Diffuser

PC IP65 50.000hSpecifications

Options Emergency Unit
(1-3 hour)

2 Years

b

c
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LED Tube Waterproof
LED Tube

314665 18 6500 1800 100 1214x2618 8,6 25

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Energy Consumption
(kwh/1000h)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/6500KOpal
Diffuser

Glass 30.000hSpecifications

LED Tube 18W 1200mm

314668 22 6500 2220 101 1510x2622 10,5 25

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Energy Consumption
(kwh/1000h)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/6500KOpal
Diffuser

Glass 30.000hSpecifications

LED Tube 22W 1500mm

102669
102713
102867

G13
G13
G13

-
-
-

-
-
-

-
-
-

663x85x85
1273x85x85
1573x85x85

11
17

21,5

6
6
6

Code Lampholder Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Emergency Unit
(1 saat)

Clear
Diffuser

GRP IP65Specifications

Options Busbar

Largo
LED Tube Waterproof x1

b

c

Emergency Unit
(1 saat)

Clear
Diffuser

GRP IP65Specifications

Options Busbar

102687
102744
102878

2xG13
2xG13
2xG13

-
-
-

-
-
-

-
-
-

663x85x125
1273x85x125
1573x85x125

12,8
18,5
25

6
6
6

Code Lampholder Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Largo
LED Tube Waterproof x2

b

c

Single
Base

Double
Base
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24Vac/dc & 110Vac Luminaires

24Vdc Sterio
IP66 Floodlights

110171
110506

50
100

5700
5700

5000
10000

100
100

225x195x59
225x365x85

8,75
10

6
4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Tempered
Glass 5700KAluminium IP66 30.000hSpecifications

Marine PaintOptions

a c

a c

b
b

110Vac Doka G2
Road and Street Luminaires

115410
115412
115414
115416
116241

60
80

100
150
200

4000
4000
4000
4000
4000

8820
11360
13800
19050
26000

147
142
138
127
130

362x268x65x316
362x268x65x316
362x268x65x316
362x268x65x316
362x268x65x316

11,8
11,8
11,8
11,8
11,8

4
4
4
4
4

Code

42
42
42
42
42

ConsolePower
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

42mm

Tempered
Glass 3000/4000/6500KAluminium IP66 62.000hSpecifications

a

b

c

209183
209184

24
38

6500
6500

2328
3724

97
98

205x155x100
369x155x100

1,35
2,24

1
1

24Vdc/ac Trada
Linear Luminaire / Floodlight

209187
209190
209193

8
16
24

6500
6500
6500

728
1600
2328

91
100
97

185x56x87
245x56x87
495x56x87

0,46
0,75
1,02

1
1
1

Code

Floodlight
Floodlight

Linear
Linear
Linear

Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

ab

c

Tempered
Glass 3000/4000/6500KAluminium IP67 50.000hSpecifications

110Vac Ria Med G2
Floodlights

111788
111785
111660
111666
116136

60
80

100
150
200

6500
6500
6500
6500
6500

8820
11360
13900
19050
26000

147
142
138
127
130

340x274x66
340x274x66
340x274x66
340x274x66
340x274x66

15,05
15,05
15,05
15,05
15,05

4
4
4
4
4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

ca

b

Tempered
Glass 3000/4000/6500KAluminium IP66 62.000hSpecifications

30°/60°/90°/Asymmetric*

*The asymmetric lens is between 50-150W

Options



Türkiye  Petrolleri
Antalya / Kepez

Total
Kastamonu / Merkez

Opet
Kocaeli / Darıca

Shell
Bursa / İnegöl

Lenta
IP65 Canopy Luminaire

110507
116325

100
150

5000
5000

10000
19500

100
130

400x400x88
400x400x88

5,2
5,2

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Tempered
Glass 5000KAluminium IP65 30.000hSpecifications

Okta
IP65 Canopy Luminaires

106627
110173

80
100

6500
6500

11200
11000

140
110

400x400x140
400x400x100

4,8
4,8

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Tempered
Glass

DALI Emergency Unit
(1-3 hours)

3000/4000/6500KAluminium IP65 50.000hSpecifications

Options

Piroliz
IP65 Canopy Luminaires

109937
109938
109939

75
100
125

6500
6500
6500

12000
15500
19000

160
155
152

395x385x132
395x385x132
395x385x132

8
8
8

1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Tempered
Glass

DALI Emergency Unit
(1-3 hours)

3000/4000/6500KAluminium IP65 50.000hSpecifications

Options

5 Years

Piroliz Ex-Proof
IP65 Canopy Luminaires

111376
111375
111374
111382
111373
111056

50
75

100
125
150
200

6500
6500
6500
6500
6500
6500

8250
12000
15500
19000
22500
28600

165
160
155
152
150
143

395x385x132
395x385x132
395x385x132
395x385x132
395x385x132
395x385x132

8
8
8
8
8
8

1
1
1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Tempered
Glass

DALI

3000/4000/6500KAluminium

Gas Explosion Protection: II 3G Ex ec IIC T5 Gc  
Dust Explosion Protection: II 3D Ex tc IIIC (T95 °C) Dc  

IP66 50.000hSpecifications

Options 30° / 60° / 90°

30° / 60° / 90°

c

c

c

c

b

a

axb

axb

axb
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Cronto IP66
5

YEARS
WARRANTY

100-277Vac
Not Affected by Voltage Fluctuations

Driver 
Advantages ENEC Certified

Driver
120.000 h
Driver Lifetime

10kV Internal
Surge Protection -40°C +55°C IP67

Cronto 150-200W

111333
111334

150
200

5700
5700

22350
28800

149
144

230x555x135
230x555x135

12
12

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP66 62.000hSpecifications

Options

5 Years

Microwave Sensor

Tempered
Glass

Busbar 30° / 60° / 90°Step DIM

b

c

a

Ta= +70°C Option

Cronto 250-300W

111331
111332

250
300

5700
5700

36000
42300

144
141

230x655x135
230x655x135

15
15

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP66 62.000hSpecifications

Options

5 Years

Microwave Sensor

Tempered
Glass

Busbar 30° / 60° / 90°Step DIM

b

c

a

Ta= +70°C Option

Cronto 350-400W

111335
111336

350
400

5700
5700

48650
54800

139
137

230x760x135
230x760x135

19
19

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10V Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP66 62.000hSpecifications

Options DALI

5 Years

Microwave Sensor

Tempered
Glass

Busbar 30° / 60° / 90°Step DIM

b

c

a

Ta= +70°C Option

400W300W200W

Design for Ultra Performance in Heavy Industries

IP66 
Dust and Waterproof

IK10 
Impact Resistance

Lens Options 
30° / 60° / 90° / Asymmetric
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116898
116902
116901
116900
116899

75
100
125
150
200

5700
5700
5700
5700
5700

12150
16500
20000
24300
32200

162
165
160
162
161

440x163x141
640x163x141
840x163x141
840x163x141

1040x163x141

3
4

4,9
4,9
5,6

1
1
1
1
1

Code

90°
90°
90°
90°
90°

Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs/
Pack

Color Temp.
(K)

Etna G3L

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP65 120.000hSpecifications

Options Microwave Sensor

Tempered
Glass

Busbar

5 Years

116904
116903
116906
116905

50
75

100
150

5700
5700
5700
5700

8300
12750
16600
24750

166
170
166
165

440x163x141
640x163x141
840x163x141

1040x163x141

3
4

4,9
5,6

1
1
1
1

Code

90°
90°
90°
90°

Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs/
Pack

Color Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP65 120.000hSpecifications

Options Microwave Sensor

Tempered
Glass

Busbar

5 Years

116937
116938
116939
116940

50
75

100
150

5700
5700
5700
5700

8300
12750
16600
24750

166
170
166
165

440x163x141
640x163x141
840x163x141

1040x163x141

3
4

4,9
5,6

1
1
1
1

Code

90°
90°
90°
90°

Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs/
Pack

Color Temp.
(K)

Etna G3L  HEC

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP65 120.000hSpecifications

Options Microwave Sensor

Tempered
Glass

Busbar

5 Years

116915
116914
116913
116912

100
150
200
240

5700
5700
5700
5700

15700
23850
31400
37200

157
159
157
155

440x163x141
640x163x141
840x163x141

1040x163x141

3
4

4,9
5,6

1
1
1
1

Code

90°
90°
90°
90°

Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs/
Pack

Color Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP65 120.000hSpecifications

Options Microwave Sensor

Tempered
Glass

Busbar

5 Years

116907
116911
116910
116909
116908

75
100
125
150
200

5700
5700
5700
5700
5700

12150
16500
20000
24300
32200

162
165
160
162
161

440x163x141
640x163x141
840x163x141
840x163x141

1040x163x141

3
4

4,9
4,9
5,6

1
1
1
1
1

Code

90°
90°
90°
90°
90°

Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs/
Pack

Color Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium IP65 90.000hSpecifications

Options Microwave Sensor

Filmli Tempered
Glass

Busbar

5 Years

Code Specifications

316387
321804

1
1

Pcs / Pack

Etna G2/ Hima G2/ Karpat G3 Busbar hanger set
Etna G2/ Hima G2/ Karpat G3 Angle adjustable connection apparatus

 70 
 55,1 

 160 

 105,5 

Busbar
Apparatus
316387

Angle adjustable
mounting bracket
321804

Etna G3L  FF

Etna G3L  CS

Etna G3L  HLO



Busbar Apparatus Angle adjustable mounting bracket

Code Specifications

316387
321804

1
1

Pcs / Pack

Etna G2/ Hima G2/ Karpat G3 Busbar hanger set
Etna G2/ Hima G2/ Karpat G3 Angle adjustable connection apparatus

 70 

 55,1 

 160 

 105,5 

117102
117127
117124
116489

75
110
140
180

6500
6500
6500
6500

9150
13860
17500
22320

122
126
125
124

600x110x60
880x110x60

1160x110x60
882x207x65

4,4
6,5
8

5,5

2
2
2
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hours)

3000/4000/6500KMetal / 
Aluminium IP65 50.000hSpecifications

Options

Tempered
Glass

Busbar

Karpat G4
a c

b

316387 321804

116941
116942
116943

75
110
150

6500
6500
6500

10500
15400
21000

140
140
140

585x146x130
865x146x130

1145x146x130

4,5
4,5
6

1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

1-10VDALI Emergency Unit
(1-3 hours)

4000/5700/6500KAluminium Aluminium
Reflector IP65 50.000hSpecifications

Options Microwave Sensor

Tempered
Glass

Busbar

Hima G3 a

c

b

Hima G3
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5
YEARS

WARRANTY

Efficiency
up to140lm/W

Quick Payback



116063
116064
116067

50
75

100

6500
6500
6500

6600
9375

12400

132
125
124

1150x80x75
1150x80x75
1500x80x75

14,7
14,7
19,1

6
6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Largo G2 Max

DALI Emergency Unit
(1-3 hours)

3000/4000/6500KPC IP65 50.000hSpecifications

Options

Opal
Diffuser

Busbar

5 Years

1-10V Microwave Sensor

100W
12400lm

b

c

116580
116581
116582

100
120
150

6500
6500
6500

12300
15000
18750

123
125
125

910x72x59
1190x72x59
1470x72x59

10,7
14,7
19,7

6
6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

DALI Emergency Unit
(1-3 hours)

3000/4000/6500KAluminium IP66 50.000hSpecifications

Options

Tempered
Glass

Busbar

Inovaled G3 Max

5 Years

Aluminium
Body

Tempered
Glass

IP 66

W

5 Years Warranty
PC Body

100W/12400 lm
Efficiency up to 132lm/W

IP65
Easy Installation

LARGO MAX
5 Years Warranty
Aluminium Body
150W/18750 lm
Efficiency up to 125lm/W 
IP66 Dust and Waterproof
Tempered Glass
Adjustable Angle Mounting Apparatus

Al

W

INOVALED G3 MAX

Industrial Lighting
MAX FAMILY

b

c

Adjustable Angle Mounting
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75-100W
Ø272 150-200W

Ø 323

5
YEARS

WARRANTY

Product Brochure

Castor G2 Busbar hanger set 
Castor G2 Anti Glare Reflector

Code Specifications

325718
325458

1
1

Pcs / Pack

100-277Vac
Not Affected by Voltage Fluctuations

Driver 
Advantages ENEC Certified

Driver
100.000 h 
Driver Lİfetime

10kV Internal
Surge Protection -40°C +55°C IP67

114042
114043

75
100

90°
90°

5700
5700

11550
14900

154
149

272x180
272x180

16,8
16,8

6
6

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Castor G3 75W-100W

114044
114045

150
200

90°
90°

5700
5700

21900
28400

146
142

323x186
323x186

12,8
12,8

4
4

Code Type Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Castor G3 150W-200W

110569 100 5700 11500 115 272x180 9,6 6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Monte G2 100W

Aluminium 5700K IP65 30.000hSpecifications

110570 150 5700 18450 123 323x186 11,6 4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)Øxh

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Monte G2 150W

5700KAluminium IP65 30.000hSpecifications

Ø

h

Ø

h

h
Ø

h
Ø

Tempered
Glass

Tempered
Glass

Emergency Unit
(1-3 hours)1-10VDALI

4000/5700/6500KAluminium IP65 62.000hSpecifications

Options Microwave Sensor Pendant

5 Years

45° / 90° Lens

PC
Diffuser

Emergency Unit
(1-3 hours)1-10VDALI

4000/5700/6500KAluminium IP65 62.000hSpecifications

Options Microwave Sensor Pendant

5 Years

45° / 90° Lens

PC
Diffuser
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Emergency
Unit

Efficiency up to
154lm/W

45º/90º
Lens Options

Reflector
Options



Zone1, Zone21
ATEX Certified Ex-Proof Luminaires

10,5
13
13

1
1
1

115874
115875
115489

75
100
150

6500
6500
6500

10500
13600
20400

140
136
136

1320x152x70
1620x152x70
1620x152x70

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Exta
Ex-Proof Highbay Luminaires

a

21
0m

m

115488 8 3,7V 4500mAh 6500 60 182x465x168 3,8 1

Code Battery

3h.

Charging
Time

Power
(W)

Color Temp.
(K)

480

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / Pack

Exta Exit
Ex-Proof Emergency Routing 

a

b

b

a

a

c

c

b

II 2G Ex db IIB T6 Gb
II 2D Ex tb IIIC (T85°C) Db

ZONE 1
ZONE 21

II 2G Ex db IIB T6 Gb
II 2D Ex tb IIIC (T85°C) Db

ZONE 1
ZONE 21

II 2G Ex eb db IIB T4-T6 Gb
II 2D Ex tb IIIC (T130°-T85°C) Db

ZONE 1
ZONE 21

II 2G Ex eb db  IIB T4-T6 Gb
II 2D Ex tb IIIC (T130°-T85°C) Db

ZONE 1
ZONE 21

II 2G Ex db IIB T6 Gb
II 2D Ex tb IIIC (T85°C) Db

ZONE 1
ZONE 21

115866
115867
115868
115869
115870

50
100
150
200
240

6500
6500
6500
6500
6500

6000
13200
19350
25000
29520

120
132
129
125
123

342x307x241
342x307x241
342x307x241
342x307x241
342x307x241

15,3
15,3
15,3
15,3
15,3

1
1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Atarex
Ex-Proof Highbay Luminaires

115486
115865
115864
115863
115487
115780

50
100
150
200
240
480

6500
6500
6500
6500
6500
6500

6000
13200
19350
25000
29520
50400

120
132
129
125
123
105

342x350x264
342x350x264
342x350x264
342x350x264
342x350x264
438x754x488

15,5
15,5
15,5
15,5
15,5
24,9

1
1
1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Atarex
Ex-Proof Floodlights

115871
115872
115490
115873

14
26
35
50

6500
6500
6500
6500

2030
3692
4900
7000

145
142
140
140

471x152x70
760x152x70

1320x152x70
1320x152x70

3,8
6,5
10,5
10,5

1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Exta
Ex-Proof Waterproof Luminaires

a

21
0m

m

DALI Emergency Unit
(1-3 hours)

3000/4000/6500KAluminium IP66 50.000hSpecifications

Options

PC
Diffuser

1-10V Microwave Sensor

DALI Emergency Unit
(1-3 hours)

3000/4000/6500KAluminium IP66 50.000hSpecifications

Options

PC
Diffuser

1-10V Microwave Sensor

Emergency Unit
(1-3 hours)

3000/4000/6500KAluminium IP66 50.000hSpecifications

Options DALI 1-10V

3000/4000/6500KAluminium IP66 50.000hSpecifications PC
Diffuser

RAL Code 30° / 60°/ 90°

Tempered
Glass

Emergency Unit
(1-3 hours)

Emergency Unit
(1-3 hours)

3000/4000/6500KAluminium IP66 50.000hSpecifications

Options DALI 1-10V RAL Code 30° / 60°/ 90°

Tempered
Glass
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Gas Explosion Protection: Zone 2 Dust Explosion Protection: Zone 22 

Zone2, Zone22
ATEX Certified Ex-Proof Luminaires

111402
111404
111405
111406

1x9 max
2x9 max

1x18 max
2x18 max

1xG13
2xG13
1xG13
2xG13

670x85x125
670x85x125

1280x85x125
1280x85x125

11
12,8
17

18,5

6
6
6
6

Code LampholderPower
(W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / Pack

108458
108459

Opal
Opal

6500
6500

2750
4950

110
110

670x85x125
1280x85x125

12,8
18,5

6
6

Code Type

25
45

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

15109710 3,7V 4500mAh 24h 3h 6500 350x117x76 5,5 6

Code Battery Charging
Time

Discharge
Time

Power
(W)

1500

Luminous Flux
(lm)

Dimensions
(mm)axbxc

Package
Weight

(kg)

Pcs/
Pack

Luminous
Flux
(K)

100

Efficiency
Factor
(lm/W)

50.000h3000/400/6500KPC IP65PC
Diffuser

Specifications

50.000h3000/400/6500KGRP IP65PC
Diffuser

Specifications

50.000hGRP IP65PC
Diffuser

Specifications

Emergency Unit
(1-3 hours)Options

a b

c

II 3G Ex ec IIC T6 Gc
II 3D Ex tc IIIC (T80°C) Dc

ZONE 2
ZONE 22

II 3G Ex ec IIC T6 Gc
II 3D Ex tc IIIC (T80°C) Dc

ZONE 2
ZONE 22

II 3G Ex ec IIC T6 Gc
II 3D Ex tc IIIC (T85°C) Dc

ZONE 2
ZONE 22

b

c

b

c

Ausled
Ex-Proof Emergency Luminaires

Largo LED Tube
Ex-Proof Waterproof

Largo LED 
Ex-Proof Waterproof

111376
111375
111374
111382
111373
111056

50
75

100
125
150
200

6500
6500
6500
6500
6500
6500

8250
12000
15500
19000
22500
28600

165
160
155
152
150
143

342x342x175
342x342x175
342x342x175
342x342x175
342x342x175
342x342x175

8
8
8
8
8
8

1
1
1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/5700/6500KAluminium IP66 50.000hSpecifications

Options

Tempered
Glass

30° / 60°/ 90°
II 3G Ex ec IIC T5 Gc
II 3D Ex tc IIIC (T95°C) DC

ZONE 2
ZONE 22

a-b

cPiroliz
Ex-Proof Canopy Luminaires
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111372
111371
111370
111369
111368
111055

50
75

100
125
150
200

6500
6500
6500
6500
6500
6500

8250
12000
15500
19000
22500
28600

165
160
155
152
150
143

342x342x158
342x342x158
342x342x158
342x342x158
342x342x158
342x342x158

8
8
8
8
8
8

1
1
1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/5700/6500KAluminium IP66 50.000hSpecifications

Options

Tempered
Glass

30° / 60°/ 90°

111381
111380
111379
111378
111377
111053

50
75

100
125
150
200

6500
6500
6500
6500
6500
6500

8250
12000
15500
19000
22500
28600

165
160
155
152
150
143

342x342x175
342x342x175
342x342x175
342x342x175
342x342x175
342x342x175

8
8
8
8
8
8

1
1
1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/5700/6500KAluminium IP66 50.000hSpecifications

Options

Tempered
Glass

30° / 60°/ 90°

109707 50 6500 7000 140 295x200x175 18 6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/5700/6500KGRP IP65 50.000hSpecifications

Options

Tempered
Glass

30° / 60°/ 90°

111365
111364
111363
111362

100
125
150
200

4000
4000
4000
4000

15200
18625
21900
28000

152
149
146
140

352x352x152
352x352x152
352x352x152
352x352x152

8
8
8
8

1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

42-60
42-60
42-60
42-60

Consol Entry
(mm)

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/5700/6500KAluminium IP66 50.000hSpecifications Tempered
Glass

II 3G Ex ec IIC T5 Gc
II 3D Ex tc IIIC (T95°C) DC

ZONE 2
ZONE 22

II 3G Ex ec IIC T5 Gc
II 3D Ex tc IIIC (T95°C) DC

ZONE 2
ZONE 22

II 3G Ex ec IIC T5 Gc
II 3D Ex tc IIIC (T95°C) DC

ZONE 2
ZONE 22

II 3G Ex ec IIC T5 Gc
II 3D Ex tc IIIC (T95°C) DC

ZONE 2
ZONE 22

c

axb

axb

c

b

ac

c

axb

Nairo 
Ex-Proof Floodlights

Sia
Ex-Proof Highbay Luminaires

Elit Lirad
Ex-Proof Floodlights

Nairo SL
Ex-Proof Road and Street Luminaires
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Gas Explosion Protection: Zone 2 Dust Explosion Protection: Zone 22 

Zone2, Zone22
ATEX Certified Ex-Proof Luminaires



IP66 Dust and Waterproof

IK08 Impact Resistance

Long Lifetime, High Efficiency

Air ventilated Gland Keeping
Out The Moisture

Gaziantep Castle LED Lighting was
carried out by Pelsan Lighting
M. Reşit Göğüş.

Tempered Glass

Aluminium Body

116590
116591
116592

45+20°
45+20°
45+20°

3000
4000
6500

1540
1540
1540

110
110
110

327x75x63
327x75x63
327x75x63

5,8
5,8
5,8

6
6
6

Code Type

14
14
14

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Inovaled G3 IP66 
Surface Mounted Wallwasher

116605
116604
116603

45+20°
45+20°
45+20°

3000
4000
6500

3080
3080
3080

110
110
110

622x75x63
622x75x63
622x75x63

8,5
8,5
8,5

6
6
6

Code Type

28
28
28

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Inovaled G3 IP66 
Surface Mounted Wallwasher

116613
116612
116611

45+20°
45+20°
45+20°

3000
4000
6500

4620
4620
4620

110
110
110

917x75x63
917x75x63
917x75x63

10,6
10,6
10,6

6
6
6

Code Type

42
42
42

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Inovaled G3 IP66 
Surface Mounted Wallwasher

Amber Green Red Blue

4000/5700/6500KAluminium IP66 50.000hSpecifications

Opstions

Tempered
Glass

Amber Green Red Blue

4000/5700/6500KAluminium IP66 50.000hSpecifications

Opstions

Tempered
Glass

Amber Green Red Blue

4000/5700/6500KAluminium IP66 50.000hSpecifications

Opstions

Tempered
Glass

c

b

a

c

b

a

c

b

a
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Wallwasher
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Cruzo G2

Cruzo G2
*CB, *ENEC  Certified

100-277Vac
Not Affected by Voltage Fluctuations

Driver 
Advantages ENEC Certified

Driver
100.000 h
Driver Lifetime

10kV Internal
Surge Protection

10kV Internal 
Surge Protection

10kV Internal 
Surge Protection

10kV Internal 
Surge Protection

-40°C +55°C IP67

115976
115977
115899
115978

800
900
1000
1200

5700
5700
5700
5700

128000
140400
150000
175200

160
156
150
146

816x723x479
816x723x479
816x723x479
816x723x479

29
29
29
29

1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

115898
115975

500
600

5700
5700

70000
83400

140
139

716x387x319
716x387x319

18
18

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

115900
115901

1500
1800

5700
5700

222000
250200

148
139

816x821x479
816x821x479

38
38

1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

4000/5700/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

1-10VDALI Step DIM Class
I/II

10° / 30° / 60° / 90°
AsymmetricI/II

4000/5700/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

1-10VDALI Step DIM Class
I/II

10° / 30° / 60° / 90°
AsymmetricI/II

4000/5700/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

1-10VDALI Step DIM Class
I/II

30° / 60° / 90°
AsymmetricI/II Marine Painting

a

a

a

c

c

c

b

b

b

Cruzo IP66 500-600W 
Floodlight

Cruzo IP66 800-1200W 
Floodlight

Cruzo IP66 1500-1800W
Floodlight

* CB and ENEC certificates are valid up to 1200W (inclusive)

* ENEC and ENEC+ applications have been made up to 1800W

NEW

product
brochure
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High Power Floodlights

1800W 
LED Floodlights



100-277Vac
Not Affected by Voltage Fluctuations

Driver 
Advantages ENEC Certified

Driver
100.000 h
Driver Lifetime

10kV Internal 
SurgeProtection -40°C +55°C IP67

IP  66

5
YEARS

WARRANTY

26000 lm

Ria Med G2

Now 200W

10kV Internal
Surge Protection

10kV Internal
Surge Protection

10kV Internal
Surge Protection

111788
111785
111660
111666
116136

60
80
100
150
200

6500
6500
6500
6500
6500

8820
11360
13400
20700
26000

147
142
134
138
130

274x340x66
274x340x66
274x340x66
274x340x66
274x340x66

15,05
15,05
15,05
15,05
15,05

4
4
4
4
4

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

115918
115919
115920
115921

200
250
300
400

6500
6500
6500
6500

30800
36500
42600
60800

154
146
142
152

400x418x100
400x418x100
400x418x100
400x418x100

6
6
6
6

1
1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ria IP66 Symmetric
200-400W Floodlight

Ria Med G2 IP66
60-200W Floodlight

115922
115923
115924

200
250
300

6500
6500
6500

30800
36500
42600

154
146
142

400x418x100
400x418x100
400x418x100

6
6
6

1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Ria IP66 Asymmetric
200-300W Floodlight

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

1-10VDALI Step DIM Class
I/II

30° / 60° / 90°
Asymmetric**I/II

5 Years

Marine Painting

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

1-10VDALI Step DIM Class
I/II

30° / 60° / 90°
Asymmetric**

** The asymmetrical lens is between 180-300W

I/II

5 Years

Marine Painting

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

1-10VDALI Step DIM Class
I/II

30° / 60° / 90°
AsymmetricI/II

5 Years

Marine Painting

**The asymmetrical lens is between 50-150W

ca

b

b

a c

b

a c
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Floodlights



400W 

300W 

500W 

1 2 3 4
1

2 3

4

Lecto

Long Lifetime
More Current Distributor

Elements (MOSFET) Reduce
Stress on Electronic Driver

for Maximum Longevity

High Resistance to
Voltage Fluctuations

with Filter Circuits

Strong Protection Against
Voltage Surges with

10kV Surge Protection

Efficient Heat Dissipation
with Large PCB Area

Air Plug,
Maisture Proof

360°
Rotary
Console

Metal
Cable
Gland

Aluminium
Injection
Body
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Floodlights

400W 

300W 

500W 

5kV Internal
Surge
Protection

109536
109537
109538

200
300
450

5700
5700
5700

20000
30000
45000

100
100
100

415x360x85
415x540x85
795x390x85

6
8
11

1
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Sterio IP66
250-450W Floodlight

5700KAluminium IP66 30.000hSpecifications

Opstions

Tempered
Glass

Marine Painting

5000KAluminium IP65 30.000hSpecifications Tempered
Glass

10kV Internal 
Surge Protection

114120
115485
115484

300
400
500

5000
5000
5000

30000
40000
50000

100
100
100

470x335x45
550x395x60
605x460x65

17
6,7
10,5

4
1
1

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Lecto Max
300-500W Floodlight

c

b

a

a c

b

a ac c

b b

200W 300W 450W



3000K / 5000KAluminium IP65 30.000hSpecifications Tempered
Glass

3000K / 5000KAluminium IP65 30.000hSpecifications Tempered
Glass

3000K / 5000KAluminium IP65 30.000hSpecifications Tempered
Glass

3000K / 5000KAluminium IP65 30.000hSpecifications Tempered
Glass

116003
115747

50
50

3000
5000

6550
6550

131
131

220x176x30
220x176x30

16,5
16,5

20
20

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Lecto G2 50W
Floodlight

116004
115748

100
100

3000
5000

12800
12800

128
128

257x217x30
257x217x30

14,5
14,5

12
12

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Lecto G2 100W
Floodlight

116005
115818

150
150

3000
5000

18900
18900

126
126

313x247x30
313x247x30

16,5
16,5

10
10

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Lecto G2 150W
Floodlight

116006
115819

200
200

3000
5000

25000
25000

125
125

375x302x34
375x302x34

15,5
15,5

6
6

Code Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Lecto G2 200W
Floodlight

 

 up to 113 lm/W

Efficiency

Floodlights
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Lecto



115610
115611
115612
116421
116422

35
50
60
75

100

4000
4000
4000
4000
4000

5600
7700
8880
11250
14000

160
154
148
150
140

42-60
42-60
42-60
42-60
42-60

178x525x120
178x525x120
178x525x120
178x525x120
178x525x120

3,3
3,3
3,3
3,3
3,3

1
1
1
1
1

Code Consol
Entry

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Rio XXS

a

b

c

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

DALI Marine PaintingNema Soket Electrical Class
I/III/IIZhaga SoketStep DIM1-10V

115994
115995
115996
115997
116403
116405

50
60
80

100
125
150

4000
4000
4000
4000
4000
4000

8250
9900
11440
15000
18625
20550

165
165
143
150
149
137

42-60
42-60
42-60
42-60
42-60
42-60

567x232x106
567x232x106
567x232x106
567x232x106
567x232x106
567x232x106

3,5
3,5
3,5
3,5
3,5
3,5

1
1
1
1
1
1

Code Consol
Entry

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Rio Xs G3

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

DALI

5 Years

Marine PaintingNema Soket Electrical Class
I/III/IIZhaga SoketStep DIM1-10V

a

b

c
10kV Internal
Surge Protection

10kV Internal
Surge Protection

115117
115119
115141
115142
117090

80
100
125
150
200

4000
4000
4000
4000
4000

13040
15000
18375
21450
26800

163
150
147
143
134

42-60
42-60
42-60
42-60
42-60

476x280x111
476x280x111
476x280x111
476x280x111
476x280x111

6,1
6,1
6,1
6,1
6,1

1
1
1
1
1

Code Consol
Entry

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Rio S G2 IP66

1-10V

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

DALI

5 Years

Marine PaintingNema Soket Electrical Class
I/III/IIZhaga SoketStep DIM

a

b

c
10kV Internal
Surge Protection

115125
115126

180
200

4000
4000

28800
31600

160
158

42-60
42-60

616x330x124
616x330x124

7,5
7,5

1
1

Code Consol
Entry

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Rio M G2 IP66

1-10V

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

DALI

5 Years

Marine PaintingNema Soket Electrical Class
I/III/IIZhaga SoketStep DIM

a

b

c

10kV Internal
Surge Protection

110784
110785
110786

240
270
300

4000
4000
4000

34800
38610
42000

145
143
140

42-60
42-60
42-60

727x370x131
727x370x131
727x370x131

10,1
10,1
10,1

1
1
1

Code Consol
Entry

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Rio L IP66

Efficiency 
up to 145lm/W

Efficiency 
up to 160lm/W

Efficiency 
up to 163lm/W

Efficiency 
up to 165lm/W

1-10V

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

DALI

5 Years

Marine PaintingNema Soket Electrical Class
I/III/IIZhaga SoketStep DIM

a

b

c
10kV Dahili 
Parafudr
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Road and Street Luminaires



113622
114994
113623
109856

60
80
100
150

60-80W

100W

150W

5000
5000
5000
5000

6600
8400

10500
15750

110
105
105
105

42
42

42-60
42-60

10
10,2
10,5
13,8

10
10
6
6

Code Consol
Entery

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

409x165x54
409x165x54
498x201x73
571x248x76

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Berlin

5000KAluminium IP65 30.000hSpecifications PC
Diffuser

109841
108494
109877

20
33
40

4000
4000
4000

2760
4257
5840

138
129
146

42-48
42-48
42-48

324x201x75
324x201x75
324x201x75

8,7
8,7
8,7

6
6
6

Code Consol
Entery

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxc

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Madrid

3000/4000/6500KPC IP65 50.000hSpecifications PC
Diffuser

115410
115412
115414
115416
116241

60
80
100
150
200

4000
4000
4000
4000
4000

8820
11360
13800
19050
26000

147
142
138
127
130

362x268x65x316
362x268x65x316
362x268x65x316
362x268x65x316
362x268x65x316

11,8
11,8
11,8
11,8
11,8

4
4
4
4
4

Code

42-60
42-60
42-60
42-60
42-60

Consol
Entery

Power
(W)

Luminous Flux
(lm)

Efficacy
(lm/W)

Dimensions
(mm)axbxcxd

Package Weight
(kg)

Pcs / PackColor Temp.
(K)

Doka G2 IP66

3000/4000/6500KAluminium IP66 62.000hSpecifications

Opstions

Tempered
Glass

1-10VDALI Step DIM Class
I/III/II

5 Years

Marine Painting

c

b

a

product
video

b

a

c

Economic 
Solution

c

b

a

d

Ø76
10kV Internal
Surge Protection

6kV Internal
Surge Protection

NEVER RUST!
NEVER RUST!
NEVER RUST!

Marinas Seaside

Specifically Designed for
Coastal Areas and
Marinas

Road and Street Luminaires
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Efficiency 
up to 147lm/W

Efficiency 
up to 146lm/W



ATEX Certificate

Zone2, Zone22

ATEX-Certified Pelsan Exproof Luminaires Can Be Safely Used in
Hazardous Gas and Dust Environments with Explosion Risk

Certificate
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ATEX
Atarex Highbay

Ex-Proof

ATEX
Atarex Floodlight

Ex-Proof

ATEX
Exta Ex-Proof

ATEX
Largo Ex-Proof

ATEX
Elit Lirad Ex-Proof

ATEX
Ausled-Rausled

Ex-Proof

ATEX
Sia/Nairo/Piroliz

Ex-Proof

Zone1, Zone21



Certificate
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TSE Certificate

ENEC Certificate

Floodlight Luminaires Floodlight Luminaires Road and Street
Luminaires

 

Zertifikat           C e r t i f i c a t e  
 

 
Zertifikat Nr.   Certificate No. Blatt   Page 
EN 60169638 0001 
  
Berichtsnummer   Test Report No. Ausstellungsdatum   Date of Issue 
DE23Y4B8 001 2023-04-06 
  
Genehmigungsinhaber   Certificate Holder Fertigungsstätte   Manufacturing Plant 
PELSAN AYDINLATMA SAN. VE TİC A.Ş. 
ÇERKEŞLİ OSB. İMES 5 CAD. 400 ADA  
6 PARSEL NO:12,                   
KOCAELİ,                         
Türkiye 

PELSAN AYDINLATMA SAN. VE TİC A.Ş. 
ÇERKEŞLİ OSB. İMES 5 CAD. 400 ADA       
6 PARSEL NO:12,                   
KOCAELİ,                          
Türkiye 

  
Prüfzeichen   Test Mark Geprüft nach   Tested according to 

 

EN IEC 60598-1:2021+A11 
EN 60598-2-5:2015 
 

  
Zertifiziertes Produkt (Geräteidentifikation) 
Certified Product (Product Identification) 

 
 

  
Flutlicht  
/floodlights 

 

 
 
Bezeichnung:    PLSPR CRUZO XW PROJEKTOR YK Z DEGREE 
/type designation                        
 
 X = 2,3,4 corresponds to power of luminaire (60..1200) 
 Y = 2700 – 6500 corresponds to color temperature 
 Z = 10-90, AWB corresponds to optical lens degree 
 
Technische Daten:  AC 220-240V; 50-60Hz; 60-1200W;  
/technical data   ta= -25…+50°C; IP66; Class I 

    
 
 10 

 
 
 
 
 
 
 
 
 

________ 
    10 

  
Dem Zertifikat liegt unsere Prüf- und Zertifizierungsordnung zugrunde. 
Das Produkt entspricht den o.g. Anforderungen, die Herstellung wird überwacht. 
This certificate is based on our Testing and Certification Regulation. The product 
fulfills above mentioned requirements, the production is subject to surveillance. 
 

Zertifizierungsstelle 
Certification Body 

 
 
TÜV Rheinland LGA Products GmbH, Tillystraße 2, 90431 Nürnberg 
Tel.: +49 221 806-1371 e-mail: cert-validity@de.tuv.com 
Fax: +49 221 806-3935 http://www.tuv.com/safety 
 

________________________ 
Dipl.-Ing.(FH)  
Manfred Lüttmann 

 Validity of certificate can be checked on www.CERTIPEDIA.com 

-SIVAALTI OFİS ARMATÜR SERİSİ (ÇİFT PARABOLİK, ISOLAMP, LAMPEL, LUVER, LENSLİ PERFORE, ASMA 
TAVAN, METAL ASMA VE ENDİREKT MODEL) 1X14W...1X36W, 2X14W...2X55W, 3X14W....3X55W ve 
4X14W...4X54W GÜÇ ARALIKLARINDA ( MİN. VE MAX. DEĞERLER DAHİL), 230V, 50 HZ, I SINIFI, IP 20,
FLORESAN LAMBALARLA KULLANILAN AYDINLATMA ARMATÜRÜ
- MIOLED Model, 220-240 V, 50-60 Hz., IP40, II Sınıfı, 20-36 W (Dahil), 4000 K ve 6500 K Aydınlatma Armatürü
- PLSSA model 230 V, 50/60 Hz., I sınıfı, IP40, 15-45 W (Dahil)  Sıva Altı LEDli Armatür (K.G: 23.03.2020)
- PLSSA model 230 V, 50/60 Hz., I sınıfı, IP40, 3-15 W (Dahil) Sıva Altı LEDli Armatür (K.G: 23.03.2020)

BELGE KAPSAMI
SCOPE OF LICENCE

002383-TSE-02/06

20.04.2000

10.08.2024

PELSAN AYDINLATMA SANAYİ VE TİCARET ANONİM 
ŞİRKETİ

EMEKYEMEZ MAH. PORSUK SK. MOLLA ISHANI  NO:9 E  BEYOĞLU 
İSTANBUL/TÜRKİYE

PELSAN AYDINLATMA SANAYİ VE TİCARET ANONİM ŞİRKETİ

ÇERKEŞLİ OSB İMES 5.CADDE NO:12 DİLOVASI KOCAELİ / TÜRKİYE
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Certificate
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Park and Garden Luminaires
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* Contact Our Sales Team for Custom Dimension

108609
108608

30
60

4000
4000

3500
3500

Code Power
(W)

Pole Heigh
(mm)

Color Temperature
(K)

Mesaled

IP54Specifications

650mm

Ø200mm

Ø90mm

Provides Visual Comfort 
with Anti-Glare Special 
Diffuser

Direk Mesafesi: 20m

Ortalama Aydınlık Seviyesi: 13lx
Mesaled 60W

Special Diffuser with Glare Control

Custom Prismatic Diffuser

Anti-Glare Optic Design

High Tranmission Diffuser

Maximum
Visual Comfort

212504 65 4000 3500

Code Power
(W)

Pole Heigh
(mm)

Color Temperature
(K)

Luma

IP54Specifications

440mm

Ø200mm

Ø76mm

Straight Distance: 20m

Average Luminous Level: 13lx
Mesaled 60W



Park and Garden Luminaires
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profil

100x100mm

profil

100x100mm

206073
206072

1x30
2x30

4000
4000

Code Power
(W)

3000
3000

Pole Heigh
(mm)

Color Temperature
(K)

Olimpos Med 

Specifications IP65Aluminium

Options Pole Height:  3000 - 6000 mm

* Contact Our Sales Team for Custom Dimension

1300mm 700mm

Ø89mm

212317
212318

4x30
5x30

4000
4000

4000
6000

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

Paleo

Galvaniz
PoleAluminium IP65Specifications

Options

Tempered
Glass

1-10VDALI
Marine
Painting

Pole Height: 3000 - 6000 mm
Ø250mmØ250mm



Ø240mm

Ø89mm

209946
209947
209948
209949

30
40
50
60

4000
4000
4000
4000

4000
4000
4000
4000

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

Gordion

Specifications IP65Aluminium Galvaniz Pole

206776
206780
206783

25
50
75

4000
4000
4000

4500
4500
4500

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

Troya G2

Specifications IP65Aluminium Galvaniz Pole

100x100mm

545mm
545mm

37
0m

m

240x240mm

Park and Garden Luminaires
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212315
212316

40
2x40

4000
4000

4000
4000

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

Amos

* Contact Our Sales Team for Custom Dimension

400mm
10

0m
m

400mm 400mm

500mm

10
0m

m

Galvaniz
PoleAluminium IP54Specifications

Options

Tempered
Glass

1-10VDALI
Marine
Painting

Pole Height: 3000 - 6000 mm

Options Pole Height: 3000 - 6000 mm Options Pole Height: 3000 - 6000 mm

600mm

435mm

Ø90mm Ø90mm

209935
209938
209941
209944

30
40
50
60

4000
4000
4000
4000

4500
4500
4500
4500

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

Troya Elegance

Specifications IP65Aluminium Galvaniz Pole

Options Pole Height: 3000 - 6000 mm

ø90mm

ø240mm

37
0m

m

605mm



Terna

Park and Garden Luminaires
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165x165mm 205x205mm

* Contact Our Sales Team for Custom Dimension

212307
212308

20
30

3000
3000

2000
2500

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

109736 40 4000

Code Power
(W)

Color Temperature
(K)

Luzon Dara Milas

212352 2x15 3000

Code Power
(W)

Color Temperature
(K)

108500 100 4000

Code Power
(W)

Color Temperature
(K)

Ø300mm

Ø200mm

45
0m

m

Ø115mm
115mm 115mm

120mm
150mm

Specifications IP54Aluminium Specifications IP65Aluminium Specifications IP65Aluminium

Larissa Pila

212305
212306

20
30

3000
3000

2000
2500

Code Power
(W)

Color Temperature
(K)

Pole Heigh
(mm)

Aluminium IP65Specifications

Options

Tempered
Glass

DALI
Marine
Painting

Aluminium IP65Specifications

Options

Tempered
Glass

DALI
Marine
Painting

Aluminium IP65Specifications

Options

Tempered
Glass

DALI
Marine
Painting

150mm 150mm

120mm 120mm

Pole Height:2500-4000 mm

2500

Pole Heigh
(mm)

2500

Pole Heigh
(mm)

2500

Pole Heigh
(mm)

160x160mm Ø160mm

100mm

220x220mm

212309
212310

20
30

3000
3000

2000
2500



Park and Garden Luminaires
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* Contact Our Sales Team for Custom Dimension

Petra

500mm700mm

46
0m

m

Ø89mm

Ø200mm

107882 50 4000

Code Power
(W)

Color Temperature
(K)

IP65Specifications

4500

Pole Heigh
(mm)

Limra

108606
108605

38 (3)
80 (5)

4000
4000

Code Power
(W)

Color Temperature
(K)

IP54Specifications

4500
4500

Pole Heigh
(mm)

108610 40 4000

Code Power
(W)

Color Temperature
(K)

Evaled

IP54Specifications

520mm

Ø200mm

Ø90mm

46
0m

m

3500

Pole Heigh
(mm)

230x290mm

Cauna

212298 50 4000

Code Power
(W)

Color Temperature
(K)

IP54Specifications

2500

Pole Heigh
(mm)

150mm 190mm

212301
212300

2x15
3x15

4000
4000

Code Power
(W)

Color Temperature
(K)

Sidyma

IP65Specifications

3000
4000

Pole Heigh
(mm)

Ø150mmØ150mm

Aluminium
Aluminium

Ø90mm



Park and Garden Luminaires
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* Contact Our Sales Team for Custom Dimension

Lorma

Specifications IP65Aluminium Galvaniz Pole

212289 30 4000 4000 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Pole Heigh
(mm)

212287
212288

1x30
2x30

4000
4000

4000
4000

1
1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Pole Heigh
(mm)

Gamon

Galvaniz
PoleAluminium IP65Specifications

Options

Tempered
Glass

DALI
Marine
Painting

Options DALI
Marine
Painting

212291 50+100 4000 1

Code Power
(W)

Pcs/PackColor
Temperature

(K)

10000

Pole
Heigh
(mm)

10000
10000

Pole
Heigh
(mm)

Kedria

Galvaniz
PoleAluminium IP65Specifications

Options

Tempered
Glass

DALI
Marine
Painting

Galvaniz
PoleAluminium IP65Specifications

Options

Tempered
Glass

DALI
Marine
Painting

Galvaniz
PoleAluminium IP65Specifications

Options

Tempered
Glass

DALI
Marine
Painting

212293
212294

100
50+100

4000
4000

1
1

Code Power
(W)

Pcs/PackColor
Temperature

(K)

Lagina

212295
212296

40
2x40

4000
4000

4000
4000

1
1

Code Power
(W)

Pcs/PackColor
Temperature

(K)

Pole
Heigh
(mm)

Teos

Pole Height: 4000 - 6000 mm

Pole Height: 4000 - 6000 mm

660mm338mm 500mm

900mm

580mm

780mm

Ø89mm Ø89mm

Ø76mm

Ø89mm

Ø290mm

Ø76mm

Ø114mm

Ø290mm

530mm
530mm530mm

825mm

735mm

1185mm

1400mm
150mm

600mm

500mm
500mm

685mm685mm

1620mm 1620mm 1620mm 880mm 880mm

1350mm

1700mm

1425mm



Park and Garden Luminaires
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107509
108846

50
50+25

4000
4000

Code Power
(W)

Color
Temperature

(K)

4500
4500

Pole Heigh
(mm)

4500

Pole Heigh
(mm)

4500
4500

Pole Heigh
(mm)

Olimpos

108498 50+50 4000

Code Power
(W)

Color
Temperature

(K)

108261
108499

50
50+25

4000
4000

Code Power
(W)

Color
Temperature

(K)

109735 50+25 4000

Code Power
(W)

Color
Temperature

(K)

4500

Pole Heigh
(mm)

6000
6000

Pole Heigh
(mm)

6000

Pole Heigh
(mm)

Palmira

IP65Specifications

109733
109734

75
50+75

4000
4000

Code Power
(W)

Color
Temperature

(K)

Specifications

109408 75+75 4000

Code Power
(W)

Color
Temperature

(K)

11
20

m
m

600mm

107509 108846 

25W

50W50W

220mm
profil 100x100mm

109009

50W50W50W50W

108498

220mm
profil 100x100mm

25W
50W50W

108261 108499

220mm
profil 100x100mm

10
00

m
m

650mm

profil 100x200mm

300x350mm

25W
50W

109735

1600mm

profil 100x200mm

300x350mm

75W75W

109408

900mm

profil 100x200mm

300x350mm

75W

109733

50W

75W

109734

Aluminium IP65Aluminium Specifications IP65Aluminium

IP65Specifications Specifications SpecificationsAluminium IP65Aluminium IP65Aluminium

Options Pole Height: 3000 - 6000 mm

Options Pole Height: 3000 - 6000 mm Options Pole Height: 3000 - 6000 mm Options Pole Height: 3000 - 6000 mm

Options Pole Height: 3000 - 6000 mm Options Pole Height: 3000 - 6000 mm

400mm
400mm

1200mm
600mm



202684 202675 202685 202673 202674 202670 202671 202688

201197 202678 201208 202680 201201 202686 202672 202682

201197
202678
201208
202680

3m Stepped Pipe Pole
3m Single Projector Pipe Pole
4m Stepped Pipe Pole
4m Double Projector Pipe Pole

1
1
1
1

Code Description Pcs/Pack

201201
202686
202672
202682
312688

4,5m Street Light Pole
6m Street Light Pole
6m Stepped Pipe Pole
6m 4 Projector Pipe Pole
Ankraj 250mm Polyester

1
1
1
1
1

Code Description Pcs/Pack

Road, Garden and Floodlight Poles

202684
202675
202685
202673
312688

3m Street Pole
3m Camera Pole
3,5m Street Pole
4,5m 1xLuminaire Pole
Ankraj 250mm Polyester

1
1
1
1
1

Code Tanım Units per Box

202674
202670
202671
202668
312688

6m 2x Luminaire Pole
6m Double Luminaire Pole
6m2x Console Pole
6m Luminaire Pole
Ankraj 250mm Polyester

1
1
1
1
1

Code Tanım Units per Box

Road, Garden and Floodlight Poles

Specifications IP65Metal

Specifications IP65Metal

Poles
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Ø60

Ø60

Ø42

Ø42 Ø60

Ø60
Ø60

Ø42

Ø42

Ø42

Ø42

Ø42

Ø42 Ø42 Ø42 Ø42



300mm

300mm

160mm

      60x120mm

     100x100mm     100x100mm

340mm

      60x120mm

150mm

      60x120mm

200mm

      60x120mm

195mm

120mm
80mm

206074
206075

14
18

4000
4000

1
1

Code Power
(W)

Pcs/Pack

600
1000

Dimensions
(mm)

Color Temperature
(K)

Specifications IP65Aluminium

Olimpos Med

108871
108873

2x18
2x18

4000
4000

1
1

Code

Malta
Santorini

Type Power
(W)

Pcs/Pack

750
750

Dimensions
(mm)

Color
Temperature

(K)

Specifications IP65Aluminium

Malta / Santorini

108878
212285

18
2x5

4000
3000

1
1

Code

Pega
Dara

Type Power
(W)

Pcs/Pack

750
1000

Dimensions
(mm)h

Color
Temperature

(K)

Specifications IP65Aluminium

Pega / Dara

108870
108872

18
18

4000
4000

1
1

Code

Bali
Maldiv

Type Power
(W)

Pcs/Pack

750
750

Dimensions
(mm)

Color
Temperature

(K)

Specifications IP65Aluminium

Bali / Maldiv

Malta

206075 206074

Santorini

Bali Maldiv

Pega Dara

Bollards
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208554
208555

6
6

Code Power
(W)

3000
3000

500
700

1
1

Pcs/Pack

Alberi
Color Temperature

(K)
Dimensions

(mm)

Specifications IP54Aluminium

500
750

208530
208531

6
6

3000
3000

1
1

Code Pcs/Pack

Belise
Power

(W)
Color Temperature

(K)
Dimensions

(mm)

Specifications IP54Aluminium

208542
208543

6
6

3000
3000

500
800

1
1

Code Pcs/Pack

Ayers
Power

(W)
Color Temperature

(K)
Dimensions

(mm)

Specifications IP54Aluminium

100mm

100mm

100mm

100mm

Ø100mm

Ø100mm

70mm70mm

70mm70mm

Bollards
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Luzon 2

IP66, Dust and Waterproof

Anti-Glare Optic Design
Aluminium Body

Options,
* RAL9005, RAL7043
* DALI
* Marine Painting

Bollards
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655115479 14 4000 1

Code Pcs/Pack

Luzon IP66
Power

(W)
Color Temperature

(K)
Dimensions

(mm)

Specifications IP66Aluminium

Ø120mm

750
655

109027
110753

20
14

4000
4000

1
1

Code Pcs/Pack

Luzon / Luzon 2
Power

(W)
Color Temperature

(K)
Dimensions

(mm)

Specifications IP54Aluminium

Ø120mm

Ø160mm

Ø200mm

109027 110753

Ø260mm



Wall Top Luminaires
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208541 6 3000 250x70x70 1

Code Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)axbxc

Ayers

Specifications IP54Aluminium

h

Ø

110709 E27 - 170x310 1

Code Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)øxh

Tino

Specifications IP54Aluminium

b

a

109401 15 400 200x310 8

Code Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)axb

Alinda

Specifications IP65Aluminium

h

ØPega

109403 15 400 200x310 2

Code Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)øxh

Specifications IP65Aluminium

208553 6 3000 250x100x100 1

Code Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)axbxc

Alberi

Specifications IP54Aluminium

a

bxc

a

Ø

208529 6 3000 250x100 1

Code Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)axØ

Belise

Specifications IP54Aluminium

a

bxc



Outdoor Appliques
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c

c

b

a

a

 c

b

208562
209856
209857

6
6

12

3000
3000
3000

220x70x70
160x70
240x70

1
1
1

Code

-
Down

Up / Down

Type Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)axbxc

Alberi

Specifications IP54Aluminium

h

 Ø

208538
209858
209859

6
6

12

3000
3000
3000

70x220
70x160
70x240

1
1
1

Code

-
Down

Up / Down

Type Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)Øxh

Belise

Specifications IP54Aluminium

208550
209860
209865

6
6

12

3000
3000
3000

220x70x70
160x70
240x70

1
1
1

Code

-
Down

Up / Down

Type Pcs/PackColor Temperature
(K)

Power
(W)

Dimensions
(mm)axbxc

Ayers

Specifications IP54Aluminium

208562209857209856

208538209859209858

208550209865209860



207106 2xGu10 - 150x93x70 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Carla

IP44Specifications

b

a

c

207108 2x4 3000 162x90x58 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Vasco

a

bc

207110 2x3 3000 176x111x62 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Santos

a

b

c

208145 2x4 3000 160x90x58 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Dura

a

b c

110744
110745

E27
2xE27

-
-

120x180
120x305

8
6

Code Base Pcs/PackColor Temperature
(K)

Dimensions
(mm)axb

Tibat1 / Tibat2

110742
110743

E27
2xE27

-
-

120x180
120x300

8
6

Code Base Pcs/PackColor Temperature
(K)

Dimensions
(mm)axb

Işılay1 / Işılay2

a

a

b
b

a

a

b
b

Aluminium

IP44Specifications Aluminium

IP44Specifications Aluminium

IP44Specifications Aluminium

IP54Specifications Aluminium

IP54Specifications Aluminium

Outdoor Appliques
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Outdoor Appliques
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113600 2x10 4000 156,3x75 8

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axb

Grada (With Sensor)

b

a

a

b

a

b

113596 20 4000 250x80 20

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)øxh

Tilva (With Sensor)

b

a

a

b

113599 20 4000 244x100 10

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)øxh

Ferra (With Sensor)

111603 10 4000 255x185 20

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)øxh

Mova

115746
109228
110324

10
10
10

4000
6500
4000

255x185
255x185
255x185

20
20
20

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)øxh

Mova (With Sensor)

110324109228
115746

IP54Specifications PC

IP54Specifications PC

IP65Specifications PC

IP65Specifications PC

IP65Specifications Aluminium



Grass Spots and
Wall-Recessed Lumianires

Brief Catalogue 25'1 21www.pelsan.com.tr

206013 3 4000 59x60 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)øxh

Oscaled
Wall Luminaire

IP65Specifications Aluminium

h

Ø

205989 3 4000 85x85x45 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Escaled
Wall Luminaire

IP65Specifications Aluminium

a c

b

28
3m

mb

a

206767
206768
206770
206771
206773
206774

15
15
25
25
37
37

4000
6500
4000
6500
4000
6500

101x185
101x185
101x185
101x185
101x185
101x185

1
1
1
1
1
1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axb

Santa
Grass / Garden Luminaire

Specifications IP65Aluminium

209920
209921
209923
209924
209926
209927

3
3
6
6
9
9

4000
6500
4000
6500
4000
6500

110x75x75
110x75x75

150x122x1100
150x122x1100
150x122x1100
150x122x1100

1
1
1
1
1
1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axb

Grasled
Grass / Garden Luminaire

Specifications IP65Aluminium

Ø

a

b
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b

a

c

205998 3 4000 110x90x80 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Recessed Floor Ø80

Specifications IP67Aluminium

Specifications IP67Aluminium

Specifications IP67Aluminium

b

a

c

206001 6 4000 115x110x105 1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Recessed Floor Ø100

b

a

c

206004
206007
206010

6
18
27

4000
4000
4000

150x140x100
150x140x100
150x140x100

1
1
1

Code Power
(W)

Pcs/PackColor Temperature
(K)

Dimensions
(mm)axbxc

Recessed Floor Ø150
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